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(formerly 9-331C) UNITED STATES r=r•r•••ide) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR a....a.....,ana22.nas....,as...
BUREAUOF LAND MANAGEMENT U-017985

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 'arlNDIAN,ALLOTTERORTRISBNAME

la. TTra or woxK

DRILLO DEEPENO , PLUGBACKO 7. UNE A0H MENT NAME

b. straor war.r. JOnah Umt
OW

LL
OABLL O OTHER

ONNELE O s'."NLTWLE O 8. - 08 LEAsa Nm

2. NAxa or orzaAtos 1" " BalCrOn MonuœntFederal
EQUITABLERESOURCESENERGYCOMPANY,Ralernn ni 9. WRI.I. NO.

3. ADDamas Or OPERATOR 34-10 J
P.O. Box 21017; Billings, MT 59104 10. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.•) Monument Butte/Grn. River
At surface 11. sac., T., a., M., on ar,x.

592' FSL, 1979.2' FEL AND BURVET OR ARRA

At proposed prod. sone
SW.SE Sec. 10,T9S, R16E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OB POST OrrlCE* 12. COUNTY OR PARISE 18. STATE

Approximately 16.6 miles southwest of Mytron, Utah Duchesne UTAH
10. DISTANCE PROM PROPUBED* 10. NO. OF ACBER IN LEAas 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY 08 LEABB LINE, FT.
(Also to nearest drig. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPon 20. BorAar os chaLa Toor.s
TO NEAREST WELL, DRILLING. COMPLETED, e
.. AFPMED FOR. ON THIS LEABS, Fr. gpget' 5,850 Rotary

21. stavArzona (Show whether DF. RT, GR, etc.) 22. APPROz. DATE WORE WILI. BTART*

5,717.7' GI Upon APD Approval
23° PROPOSED CASING AND CEMENTING PROGRAM

SIEE OF NOLE BIES OF CABING walaxT PER FOOT asTTING DEPTIE QUANTITT OF OMMENT

EXHIee dSriATM program/casing design

"A" PROPOSEDDRILLING PROGRAM "G" RIG LAYOUT
"B" PROPOSEDSURFACEUSE PROGRAM "H" B0PE DIAGRAM
"C" GEOLOGICPROGNOSIS "I" EXISTING ROADS(Map A) ÛCÏ2 2 1993
"D" DRILLING PROGRAM/CASINGDESIGN "J" PLANNEDACCESS (Map B)
"E" EVIDENCEOF BONDCOVERAGE "K" EXISTING WELLS(Map C)
"F" SURVEYPLAT "L" CUT & FILL DIAGRAM ISt0N OF

"M" Archaeology Report
GiL GAS &MINIÑG

.SElFCERTIFICATION:I herebycertify that I amauthorized, by proper lease interest owner,to conductthese
operations associatedwith the application. Bondcoveragepursuant to 43 CFR3104for lease activities is
being providedby Equitable Resources EnergyCalpanyas principal and Safeco Insurance Conpanyof kerica as
surety under BildBondNo. Mr0576 (NationwideOil &GasBond#5547188)whowill be responsiblefor caipliance
with all of the tenns and conditions of that portion of the lease associated with this apolication.
IN ABOVE SPACE DESCRIBE PROPOSED PROosAM : It proposal is to deepen or plug back, give data on present productive done and proposed new productive
Bone. It proposal is to drill or deepen directionally, giTe pertinent data on subsurface locations and measured and true vertical depths. Give blowont
preventer program, if any.
"·

, , Coordinator of Environmental
SIGNED Af Áu.htAnt..-' --.. and Regulatorv Affairs ,,,,

AVAÄd,ÑŸ$
0:tt °: C:I .

(This space for Federal or State ofBee use)

AFFROVED BY TITIT DATM

CONDITIONS OF APPROVAE., IT ANT :

*SeeInstructionrOn ReverseSide
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CONFIDENTIAL

AS OPERATOR, WE HEREBY REQUEST THAT THE STATUS OF THIS
WELL BE HELD TIGHT FOR THE MAXIMUM PERIOD ALLOWED BY
FEDERAL AND STATE REGULATIONS.

Equitable Resources Energy Company
Balcron oil Division

P.O. Box 21017
Billings, MT 59104

(406)

CONFIDENTIAL

AS OPERATOR, WE HEREBY REQUEST THAT THE STATUS OF THIS
WELL BE HELD TIGHT FOR THE MAXIMUM PERIOD ALLOWED BY
FEDERAL AND STATE REGULATIONS.

Equitable Resources Energy Company
Balcron oil Division

P.O. Box 21017
Billings, MT 59104

(406)

CONFIDENTIAL

AS OPERATOR, WE HEREBY REQUEST THAT THE STATUS OF THIS
WELL BE HELD TIGHT FOR THE MAXIMUM PERIOD ALLOWED BY
FEDERAL AND STATE REGULATIONS.

Equitable Resources Energy Company
Balcron oil Division

P.O. Box 21017
Billings, MT 59104

(406)



EXHIBIT "A"
Proposed Drilling Program
Page 1

EQUITABLE RESOURCES ENERGY COMPANY
Balcron oil Division

Balcron Monument Federal #34-10J
SW SE Section 10-T9S-R16E

Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162-3.1 (d):

1. ESTIMATED IMPORTANT GEOLOGICAL MARKERS:

See Geologic Prognosis (EXHIBIT "C")

2. ESTIMATED DEPTHS OF ANTICIPATED OIL, GAS OR WATER:

See Geologic Prognosis (EXHIBIT "C)

3. OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

a. EXHIBIT "H" is a schematic of the BOP equipment and choke
manifold. A 2M system will be used. The BOPE will be
installed after setting 8-5/8" casing at 260'. The blind rams
and pipe rams will be tested to 1500 psi. Pipe rams will be
operationally checked each 24-hour period and blind rams each
time pipe is pulled out of the hole.

b. The BOPE will be tested to 1500 psi when initially installed,
whenever any seal subject to test pressure is broken, and
following related repairs. The pipe and blind rams will be
activated at least weekly and on every trip the pipe and blind
rams will be activated.

c. An accumulator of sufficient capacity to open the
hydraulically-controlled choke valve lines (if so equipped),
close all rams, and retain a minimum of 200 psi above precharge
on the closing manifold without the use of the closing unit
pumps will be installed during the drilling of this well.

d. An upper kelly cock will be used during the drilling of this
well.

e. Visual mud monitoring equipment will be used to detect volume
changes indicating loss or gain in circulating fluid volume.

f. Sufficient quantities of mud materials will be maintained or
readily accessible for the purpose of assuring well
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EXHIBIT "A"
Proposed Drilling Program
Page 2

4. PROPOSED CASING AND CEMENTING PROGRAM:

a. Surface casing will be set in the Uinta formation to
approximately 260' and cemented to surface.

b. All potentially productive hydrocarbon zones will be isolated.

c. Casing designs are based on factors of burst: 1.25, collapse:
1.125, and joint strength: 1.8.

d. All casing strings will be pressure tested to 0.22 psi/ft. of
casing string length or 1500 psi whichever is greater (not to
exceed 70% of yield).

E. For details of casing, cement program, drilling fluid program,
and proposed mud program, see the following two attachments:

Drilling Program/Casing Design (EXHIBIT "D")
Geologic Prognosis (EXHIBIT "C")

5. HAZARDOUS PRESSURES, TEMPERATURES, FLUIDS/GASSES EXPECTED:

a. Expected bottom hole temperature is 125 degrees F. Expected
bottom hole pressure is 1500 psi.

b. No abnormal pressures or temperatures have been noted or
reported in wells drilled to the Green River formation in this
area.
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EXHIBIT "B"

Multi-Point Surface Use and Operations Plan

EQUITABLE RESOURCES ENERGY COMPANY
BALCRON OIL DIVISION

BALCRON MONUMENT FEDERAL #34-10J
SW SE Section 10, T9S, R16E

DUCHESNE COUNTY, UTAH

1. Existing Roads: Refer to Maps "A" & "B" (shown in RED)

A. The proposed well site is staked and four reference
stakes are present. 150' & 200' NE and 200' & 250' NW

B. The Monument Federal #34-10J is located approximately
16.6 miles Southwesterly of Myton Utah, in the SW1/4 SE1/4
Section 10, T9S, R16E, SLB&M, Duchesne County, Utah. To
reach the 34-10J, proceed West from Myton, Utah along U.S.
Highway 40 for 1.6 miles to the junction of this highway
and Sand Wash road; Proceed South along the Sand Wash road
approximately 9.3 miles to an intersection with Monument
Butte Gas Plant road. Proceed West along said Gas Plant
road 4.8 miles to Balcron well #34-10J access road sign.
Follow flags 300' to location.

C. Access roads - refer to Maps "A" and "B".

D. Access roads within a one-mile radius - refer to map "B".

E. The existing roads will be maintained in the same or
better condition as existed prior to the commencement of
operations and said maintenance will continue until final
abandonment and reclamation of the well location.

2. Planned Access Roads: Refer to Map "B" (shown in GREEN)

Approximately 300 feet of new road construction will be
required for access to the proposed well location.

A. Width - maximum 30-foot overall right-of-way with an 18-
foot road running surface, crowned & ditched and/or sloped
and dipped.
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B. Construction standard - the access road will be
constructed so as to conform to the standards outlined in
the Bureau of Land Management and Forest Service
publication: Surface Operating Standards for Oil and Gas
Exploration and Development. (1989)

The road will be constructed to meet the standards of the
anticipated traffic flow and all-weather requirements.
Construction will include ditching, draining, crowning,
and capping or sloping and dipping the roadbed as
necessary to provide a well constructed and safe road.
Prior to construction/upgrading, the roadway shall be
cleared of any snow cover and allowed to dry completely.
Traveling off of the thirty (30) foot right-of-way will
not be allowed.

Road drainage crossings shall be of the typical dry creek
drainage crossing type. Crossing shall be designed so
they will not cause siltation or the accumulation of
debris in the drainage crossing nor shall the drainages be
blocked by the roadbed. Erosion of drainage ditches by
runoff water shall be prevented by diverting water off at
frequent intervals by means of cutouts.

Upgrading shall not be allowed during muddy conditions.

Should mud holes develop, they shall be filled in and
detours around them avoided.

C. Maximum grade - less than 8%

D. Turnouts - no turnouts will be required on this access
road.

E. Drainage design - None required.

F. Culverts, cuts and fills - no culverts will be required.
There are no major cuts and/or-fills on/along the proposed
access road route.

G. Surface materials - any construction materials which may
be required for surfacing of the access road will be
purchased from a local contractor.having a permitted
source of materials in the area, if required by the
Authorized Officer, Bureau of Land Management. None
anticipated at this time.

H. Gates, cattleguards or fence cuts - none required.

I. Road maintenance - during both the drilling and
production phase of operations, the road surface and
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shoulders will be kept in a safe and useable condition and
will be maintained in accordance with the original
construction standards. All drainage ditches and culverts
will be kept clear and free-flowing, and will also be
maintained in accordance with the original construction
standards. The access road right-of-way will be kept free
of trash during operations.

J. The proposed access road has been centerline flagged.

K. If a right-of-way is required please consider this APD
the application for said right-of-way.

3. Location of Existing Wells Within a One-Mile Radius:

Please Refer to Map "C"

A. Water wells - none known.
B. Abandoned wells - see Map "C"
C. Temporarily abandoned wells - none known.
D. Disposal wells - none known.
E. Drilling wells - none known.
F. Producing wells - see Map "C".
G. Shut-in wells - none known.
H. Injection wells - none known.
I. Monitoring wells - none known.

4. Location of Existing and/or Proposed Facilities Owned by
Equitable Resources Energy Company Within a One-Mile Radius:

A. Existing

1. Tank batteries - see Map "C".
2. Production facilities - see Map "C".
3. Oil gathering lines - none.
4. Gas gathering lines - see Map "C".

B. New Facilities Contemplated

1. All production facilities will be located on the
disturbed portion of the well pad and at a minimum of
twenty-five (25) feet from the toe of the backslope or
toe of the fill slope.

2. The production facilities will consist primarily of a
pumping unit, Two tanks and an emergency pit. A diagram
showing the proposed production facility layout will be
submitted to the Authorized Officer via "Sundry Notice"
(Form 3160-5) for approval of subsequent installation
operations.
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3. Production facilities will be accommodated on the
existing well pad. Construction materials required for
installation of the production facilities will be
obtained from the site; any additional materials
required will be purchased from a local supplier having
a permitted (private) source of materials within the
area.

A dike will be constructed completely around those
production facilities which contain fluids (i.e.
production tanks, produced water tanks and/or heater
treater). These dikes will be constructed of compacted
subsoil, be impervious, hold 100% of the capacity of
the largest tank, and be independent of the back cut.

4. All permanent (onsite for six months or longer) above
the ground structures constructed or installed
including pumping units) will be painted Desert Brown.
All production facilities will be painted within six
(6) months of installation. Facilities required to
comply with Occupational Health and Safety Act Rules
and Regulations will be excluded from this painting
requirement.

C. The production (emergency) pit will be 12'x12' and will
be fenced. Said fence will be maintained in good
condition.

D. During drilling and subsequent operations, all equipment
and vehicles will be confined to the access road right-of-
way and any additional areas as specified in the approved
Application for Permit to Drill.

E. Reclamation of disturbed areas no longer needed for
operation will accomplished by grading, leveling and
seeding as recommended by the Bureau of Land Management.

For Pipeline:

F. Any proposed pipelines will be submitted to the
authorized officer Via Sundry Notice for approval of
subsequent operations.

G. Equitable Resources Energy Company shall be responsible
for road maintenance from the beginning to completion of
operations.

5. Location and Type of Water Supply
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A. Water to be used for the drilling of these wells will be
hauled by truck over the roads described in item #1 and
item #2, from a well owned by Owen Dale Anderson of Vernal
Utah, or from a spring owned by Joe Shields of Myton Utah.
Source will be determined by sundry notice closer to the
beginning of drilling operations.

B. No water well will be drilled on this location.

6. Source of Construction Materials

A. No construction materials are needed for drilling
operations. In the event of production, the small amount
of gravel needed for facilities will be hauled in by truck
from a local gravel pit over existing access roads to the
area. No special access other than for drilling
operations and pipeline construction is needed.

B. All access roads crossing Federal land are described
under item #2, and shown on Map #A.

All construction material for these location sites and
access roads shall be borrowed material accumulated during
the construction of the location sites and access roads.
No additional construction material from other sources is
anticipated at this time, if in the future it is required
the appropriate actions will be taken to acquire it from
private sources.

C. All surface disturbance area is on B.L.M. lands.

D. There are no trees on this location.

7. Methods of Handling Waste Materials:

A. Cuttings - the cuttings will be deposited in the reserve
pit.

B. Drilling fluids - including salts and chemicals will be
contained in the reserve pit. Upon termination of
drilling and completion operations, the liquid contents of
the reserve pit will be removed and disposed of at an
approved waste disposal facility within ninety (90) days
after termination of drilling and completion activities.

In the event adverse weather conditions prevent removal of
the fluids from the reserve pit within this time period,
an extension may be granted by the Authorized Officer upon
receipt of a written request from Equitable Resources
Energy Company.
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The reserve pit will be constructed so as not to leak,
break, or allow discharge. The reserve pit will be lined
with a plastic reinforced liner.

C. Produced fluids - liquid hydrocarbons produced during
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approval. Failure to file an application within the time
frame allowed will be considered an incidence of
noncompliance.

Any spills of oil, gas, salt water or other noxious fluids
will be immediately cleaned up and removed to an approved
disposal site.

D. Sewage - self-contained, chemical toilets will be
provided for human waste disposal. Upon completion of
operations, or as needed, the toilet holding tanks will be
pumped and the contents thereof disposed of in the
nearest, approved, sewage disposal facility.

E. Garbage and other waste material - garbage, trash and
other waste materials will be collected in a portable,
self-contained and fully-enclosed trash cage during
drilling and completion operations. Upon completion of
operations (or as needed) the accumulated trash will be
disposed of at an authorized sanitary landfill. No trash
will be burned on location or placed in the reserve pit.
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and other waste materials not contained in the trash cage
will be cleaned up and removed ffom the well location. No
adverse materials will be left on the location. Any open
pits will be fenced during the drilling operation and the
fencing will be maintained until such time as the pits are
backfilled.

G. The reserve and/or production pit will be constructed on
the existing location and will not be located in natural
drainages where a flood hazard exists or surface runoff
will destroy or damage the pit walls. All pits will be
constructed so as not to leak, break, or allow the
discharge of liquids therefrom.
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8. Ancillary Facilities:

None anticipated.

9. Wellsite Layout:

A. Plat #1 shows the drill site layout as staked. Cross
sections have been drafted to help visualize the planned
cuts and fills across the location. An average minimum of
six (6) inches of topsoil will be stripped from the
location (including areas of cut, fill, and/or subsoil
storage) and stockpiled for future reclamation of the well
site. Refer to Figure #1 for the location of the topsoil
and subsoil stockpiles. The reserve pit will be located on
the South side, and the flare pit will be downwind of the
prevailing wind direction near corner #4. Access to the
well pad will be from the Southeast near corner #4.

B. Plat #2 is a diagram showing the rig layout. No
permanent living facilities are planned. There will be
three (3) trailers on location during drilling operation.

C. A diagram showing the proposed production facility layout
will be submitted to the Authorized Officer via Sundry
Notice (Form 3160-5) for approval of subsequent
operations.

D. The reserve pit will be constructed so as to be capable
of holding 12,000 bbls. of fluid. The flare pit will be
located downwind of the prevailing wind 'on the East side
of location between corner #5 and corner #6, at least 100'
from the wellhead and at least 30' from the reserve pit.
This pit might be used for testing, but only after the
drilling is completed and the drilling equipment and
personnel are off the well site location.

E. Prior to the commencement of drilling operations, the
reserve pit will be fenced on three (3) sides using 39-

inch net wire with one strand of barbed wire on top of the
net wire. The net wire will be no more than two inches
above the ground. the barbed wire will be three inches
above the net wire. total height of the fence will be at
least 42-inches.

1. Corner posts shall be cemented and/or braced in such a
manner to keep the fence tight at all times.

2. Standard steel, wood, or pipe posts shall be used
between the corner braces. The maximum distance
between any two (2) posts shall be no greater than
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sixteen (16) feet.

3. All wire shall be stretched, by using a stretching
device, before it is attached to the corner posts.

The fourth side of the reserve pit will be fenced
immediately upon removal of the drilling rig and the
fencing will be maintained until the pit is backfilled.

F. Any hydrocarbons on the pit will be removed from the it
as soon as possible after drilling operations are
completed.

10. Plans for Reclamation of the Surface:

The B.L.M. will be contacted prior to commencement of any
reclamation operations.

A. Production

1. Immediately upon well completion, the well location
and surrounding area(s) will be cleared of all debris,
materials, trash and junk not required for production.

2. Immediately upon well completion, any hydrocarbons on
the pit shall be removed in accordance with 43 CFR
3162.7-1.

3. The plastic reinforced pit liner shall be torn and
perforated before backfilling of the reserve pit.

4. Before any dirt work to restore the location takes
place, the reserve pit will be completely dry and all
cans, barrels, pipe, etc. will be removed.

Other waste and spoil materials will be disposed of
immediately upon completion of drilling and workover
activities.

5. The reserve pit and that portion of the location and
access road not needed for production
facilities/operations will be reclaimed within one
hundred twenty (120) days from the date of well
completion, weather permitting.

6. If the well is a producer, Equitable Resources Energy
Company will, upgrade and maintain access roads as
necessary to prevent soil erosion, and accommodate year
round traffic. Reshape areas unnecessary to
operations, distribute topsoil, disk and seed all
disturbed areas outside the work area according to the
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recommended seed mixture. Perennial vegetation must be
established. Additional work shall be required in case
of seeding failures, etc.

If the well is abandoned/dry hole, Equitable Resources
Energy Company will, restore the access road and
location to approximately the original contours.
During reclamation of the site, push the fill material
into cuts and up over the backslope. Leave no
depressions that will trap water or form ponds.
Distribute topsoil evenly over the location, and seed
according to the above seed mixture. The access road
and location shall be ripped or dished prior to
seeding. Perennial vegetation must be established.
Additional work shall be required in case of seeding
failures, etc.

Seeded will be prepared by dishing, then roller packing
following the natural contours. Seed will be drilled
on contours at a depth no greater than one-half inch
(1/2"). In areas that cannot be drilled, seed will be
broadcast at double the seeding rate and harrowed into
soil. Certified seed will be used whenever available.

Fall seeding will be completed after September 1 and
prior to prolonged ground frost. Spring seeding, to be
effective, will be completed after the frost has left
the ground and prior to May 15th.

7. Upon completion of backfilling, leveling and
recontouring, the stockpiled topsoil will be evenly
spread over the reclaimed area(s). Prior to reseeding,
all disturbed surfaces will be scarified and left with
a rough surface. No depressions will be left that
would trap water and form ponds. All disturbed
surfaces will be reseeded with the following seed
mixture:

Pure Live Seed (PLS)
lbs./acre Seed Mix

1 Forage Kochia (Kochia prostrata)
5 Ephriam Crested Wheatgrass

(Agropyron cristatum Ephriam)
4 Russian Wildrye (Elymus junceus)
2 Fourwing Saltbush

(Atriplex canescens)

Seed will be drilled on the contour to a approximate
depth of one-half (1/2) inch. All seeding will be
conducted after September 1 and prior to ground frost.
Spring seeding will be done after the frost leaves the
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ground and no later than May 15. If the seeding is
unsuccessful, Equitable Resources may be required to
make subsequent seedings.

B. Dry Hole/Abandoned Location

1. On lands administered by the Bureau of Land
Management, abandoned well sites, roads, or other
disturbed areas will be restored to near their original
condition. This procedure will include:

(a) re-establishing irrigation systems where
applicable,

(b) re-establishing soil conditions in irrigated fields
in such a way as to ensure cultivation and
harvesting of crops and,

(c) ensuring revegetation of the disturbed areas to the
specifications of the Bureau of Land Management at
the time of abandonment.

2. All disturbed surfaces will be recontoured to the
approximate natural contours and reseeded according to
BLM specifications. Reclamation of the well pad and
access road will be performed as soon as practical
after final abandonment and reseeding operations will
be performed in the fall or spring following completion
of reclamation operations.

11. Surface Ownership:

The well site and proposed access road are situated on
surface lands administered by

Bureau of Land Manägement
Vernal District Office

Vernal, Utah

12. Other Information:

A. Topographic and geologic features of the area (reference
Topographic Map #A) are:

The proposed drill site is located in the Monument Butte
oil field, which lies in a large basin formed by the Uinta
Mountains to the North and the Bookcliff Mountains to the
South. The site is located approximately 15 miles
Northwest of the Green River,which is the major drainage
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for this area, and approximately 11 miles South of Myton
Utah.

This basin floor is interlaced with numerous canyons and
ridges formed by the non-perennial streams of the area.
The sides of these canyons are steep and ledges formed in
sandstone, conglomerate deposits and shale are common in
this area.

The geologic structures that are visible in the area are
of the Uinta formation (Eocene Epoch) tertiary period and
the cobblestone and younger alluvial deposits from the
Quaternary period.

The soils in the semi-arid area of the Williams Fork
Formation (Upper Cretaceous) and Wasatch Formation
(Eocene) consist of light brownish gray clay (OL) to sand
soil (SM-ML) type with poorly graded gravels.

Outcrops of sandstone ledges, conglomerate deposits and
shale are common in this area.

The topsoils in the area range from a sandy clay (SM-ML)

type soil to a clayey (OL) soil.

The majority of the numerous washes and draws in the area
are of a non-perennial nature flowing during the early
spring run-off and heavy rain storms of long duration
which are rare as the normal annual rainfall in the area
is only 8".

The flora of the area includes sagebrush, mountain
mahogany, serviceberry, rabbit brush, greasewood, four-
wing saltbush, Gambel scrub oak, willow, tamarack,
shadscale, Spanish bayonet, indian rice grass, cheatgrass,
wheatgrass, curly grass, crested wheatgrass, sweet clover,
gum weed, foxtail, mustard, Canadian thistle, Russian
thistle, Kochia, sunflowers and cacti.

The fauna of the area includes cattle, horses, elk, deer,
coyotes, rabbits, rodents, lizards, bull snakes, rattle
snakes, water snakes and horned toads. Birds of the area
are ground sparrows, bluejays, bluebirds, magpies, ravens,
rapters, morning doves, swallows, nighthawks,
hummingbirds, and chukar.

B. The surface ownership is Federal. The surface use is
grazing and petroleum production.

C. 1. The closest live water is the Green River which is
approximately 15 miles Southwest of the proposed site.
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snakes, water snakes and horned toads. Birds of the area
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B. The surface ownership is Federal. The surface use is
grazing and petroleum production.

C. 1. The closest live water is the Green River which is
approximately 15 miles Southwest of the proposed site.
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2. There are no occupied dwellings in the immediate area

3. An archaeological report will be forwarded upon
completion.

4. There are no reported restrictions or reservations
noted on the oil and gas lease.

5. A silt catchment dam will be constructed according to
BLM specifications approximately 250' north of corner
#1, where staked.

13. Lessee's or Operator's Representative:

Balcron Oil
a division of Equitable Resources Energy Company
1601 Lewis Avenue
P.O. Box 21017
Billings, Montana 59104
(8:00 a.m. to 5:00 p.m.)
(406)259-7860
FAX: (406)245-1361

Dave McCoskery, Drilling Engineer Home (406)248-3864

Dale Griffin, Field Superintendant Home (406)656-9719
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14. certification:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which presently exist; that any
statements made in this plan are, to the best of my knowledge,
true and correct; and that the work associated with the
operations proposed herein will be performed by Balcron Oil, a
division of Equitable Resources Energy Company, and its
contractors and subcontractors in conformity with this plan and
the terms and conditions under which it is approved. This
statement is subject to the provisions of 18 U.S.C. 1001 for the
filing of a false statement.

Date Bobbie Schuman
Coordinator of Enviromental

and Regulatory Affairs
BALCRON OIL division of

Equitable Resources Energy
Company
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EXHIBIT "C"

Balcron Oil Well Prognosis
Well Name BALCRON MONUMENT FEDERAL #34-10-J Exploratory Control Well CSTL PK FED #44-11

Location SWSE SEC 10-98-16E 592' FSL, 1979' FEL Development X Operator DMND SHMRK
County DUCHESNE Field JONAH UNIT KB 5709

State UTAH Section SWSE 10 Section SESE 10
Total Depth 5850 Township 9S Township 9s

GL (Ung) 5717.7 EST. KB 5726 Range 16E Range 16E

Formation Tops Prognosis Sample Top Control Well High/Low
Formation Depth Datum Depth Datum Datum Prog Cntl Deviation
UINTA Ñ$Ê$$
GREEN RIVER 60 4120 4105|¾©
HORSEBENCH SS 3509 684941¾¾
2ND GARDEN GULCH 1841 18264 4
YELLOW MARKER 1205 190$$$
DOUGLAS CREEK Mil6 6 1050 1035 i
R-5 SAND $$$ 4862 864 849
2ND DOUGLAS CREEK iik A91$ 813 798 6G-1 SAND i 30Ì$ 714 699 I
GREEN MARKER 9 \¾$055 671 856
G-6 SAND $ ($2 454 439 M
CARBONATE MARKER $5 185 170]¾
B-1 SAND $55 153 138W

Samples DST,s Wellsite Geologist
50' FROM 1500' TO 4000' DST #1 NONE Name:
10' FROM4000' TO TD DST #2 From: to:

DST #3 Address:
DST #4

Phone # wk.
Logs Cores ·., hm.
DLL FROM SURF CSG TO TD Core #1 NONE Fax #
LDT/CNL FROM 3700' TO TD Core #2

Core #3 Mud Logger/Hot Wire
Core #4 Company:

Required: (Yes/No) YES
Type: TWO MAN

Comments: "Sand" is pay zone. Logger:
Phone #

Fax #
Report To: 1st Name: STEVE VANDELINDER Phone # (406) 259-7860 wk. 248-2778 hm.

2nd Name: KEVEN REINSCHMIDT Phone # " wk. 248-7026 hm.
Prepared By: K.K. REINSCHMIDT Phone # wk.
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EXHIBIT"D"
Page 1 of 2

. Equitable Resources Energy Company
Balcron Oil Division

DRILLING PROGRAM

WELL NAME: Monument Butte Area PROSPECT/FIELD: Monument Butte
LOCATION: Twn.98 Rge.16E & 17E
COUNTY: Duchesne BTATE: Utah

TOTAL DEPTH: SEE APD COVERSHEET

HOLE SI2E INTERVAL

12 1/4" O to 260'
7 7/8" 260 to T.D.

CASING INTERVAL CASING

STRING TYPE FROM TO SIZE WEIGHT GRADE

Surface Casing 0 260 8 5/8" 24 #|Ft J-55

Production Casing 0 T.D. 5 1/2" 15.50#|Ft J-55

(All Casing will be new, ST&C)

CEMENT PROGRAM

Surface 150 sacks 75% Class "G" 25% Poz with 2% CaCl and
1/4 #|Sk Flocele.
( Cement will be circulated to surface.)

Production 250 sacks Thifty Lite and 400 sacks 50-50 Poz
mix.

PRELIMINARY
DRILLING FLUID PROGRAM

PLAS. YIELD
TYPE FROM TO WEIGHT VIS POINT

Air and air mist 0 260 N.A. N.A. N.A.
Air/Air Mist|KCl Water 260 T.D. 8.7-8.9 N.A. N.A.

depending on the drilling contractor either:
a.) Drilling will be with air from surface to as deep as bo3mditions

allow. 2% KCl fluid will be used for the remainder of the hole.

b.) Drilling will be done using 2% KCl water and gel.

COMMENTS

1.) No cores or DST's are planned.
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EXHIBIT "D"
Page 2 of 2

BALCRON OIL CO.

Operator: BALCRON OIL Well Name: MONUMENTBUTTEAREA

Project ID: Location: Monument Butte, Utah

Design Parameters: Design Factors:
Hud weight ( 9.63 ppg) : 0.500 psi/ft Collapse : 1.125

Shut in surface pressure : 2280 psi Burst : 1.00

Internal gradient (burst) : 0.100 psi/ft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensite load is determined using air weight Body Yield : 1.50 (B)

Service rating is nSweet" Overpult : 0 lbs.

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) .

(feet) (in.)

SFC SEE APD
1 TO TD 5-1/2" 15.50 J-55 ST&C COVER SHEET 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi)
.

(kips) (kips)

1 2850 4040 1.418 2850 4810 1.69 88.35 202 2.29 J

Prepared by : -McCoskery, Billings, MT -

Date : 11-30-1992 (Revised 8/30/93)
Remarks :

The mud gradient and bottom hole pressures (for burst) are 0.500 psi/ft and

2,850 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star Steel recomends using minimum design factors of 1.125 - Collapse (with

evacuated casing), 1.0 • Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and

Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1990 pricing model. (Version
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') United States Departrnent of the Interior

llURliAU OF l.AND NIANAClibiliNT -munnius

AlONTANA STATE OFFICl·: x.:

222 NOltTII 32N1) STREET INNRPl.YT

l'.O.130X36800 NTM 12619-A et al
lill.l.lNGS. MONTANA 50107-6800 BLM BOND NO. MTOS76

(922.31)
April 25, 1989

HOT I CE

Equitable Resources Energy Company

P. O. Box 21017 OIL AND GAS

Billings, Montana 59104
CORPORATE MERGER RECOGMIZED

RIDER TO MATIOUWIDE BORD ACCEPTED

Acceptable evidence has been filed in this office concerning the merger

of Balcron Oil Company into Equitable Resources Energy Company, the

surviving corporation. Information provided shows that Balcron Oil

Company merged into Equitable Resources Energy Company, changing the
former entity's name to Balcron Oil, a Division of Equitable Resources

Energy Company. Please note that Divisions cannot hold leases,

therefore, after consultation with Balcron Oil, this office is

recognizing only the merger action.

A rider was Eiled on April 20, 1989, to be made a part of $150,000
Nationwide Oil and Gas Bond No. 5547188 (BLM Bond No. MTO576) with

Baleron Oil Company as principal and Safeco Insurance Company of America

as surety. By mean.s of this rider, the surety consents to changing the

name on the bond from Balcron Oil Company to Equitable Resources Energy

Company. The rider is accepted effective April 20, ,1989.

For our purposes, the merger is recognized effective April 20, 1989.

The oil and gas lease files and communitization agreement files

identified on the enclosed Exhibit A have been noted as to the merger.

Other lease interests wL11 be transferred by.assignments from Ballard & '

Cronoble to Equitable Resources Energy company.

Cyn/þ ia L. Embretson, chief
F ds Adjudication Section

1 Enclosure
1-Exhibit A

cc: (w/encl.)
AFS Denver (1)
All DMs (1 ea.)
EMO Section (1)
& KI.onal Forester, Lakewood (2)
Reg_ional Forester, Missoula (2)
Bureau of Reclamation
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Equitable Resources Energy Company

P. O. Box 21017 OIL AND GAS

Billings, Montana 59104
CORPORATE MERGER RECOGMIZED

RIDER TO MATIOUWIDE BORD ACCEPTED
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Energy Company. Please note that Divisions cannot hold leases,

therefore, after consultation with Balcron Oil, this office is

recognizing only the merger action.
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Nationwide Oil and Gas Bond No. 5547188 (BLM Bond No. MTO576) with
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Company. The rider is accepted effective April 20, ,1989.

For our purposes, the merger is recognized effective April 20, 1989.
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Cronoble to Equitable Resources Energy company.

Cyn/þ ia L. Embretson, chief
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1 Enclosure
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All DMs (1 ea.)
EMO Section (1)
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Bureau of Reclamation
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BOND NO. 5547188

Form 3104-8 UNITED STATES
Quly 1984)

.

DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

. STATE, NATIONWIDE,OR NATIONAL PETROLEUM RESERYE
IN ALASKA01L AND GAS BOND .

Act of February 25, 1920 (30 U.S.C. Sec. 181)
Act of August 7, 1947 (30 U.S.C. Sec..351) . \ · · -

. Department of the Interior ppropriations Act. Fiscal Year 1981 (P.L. 96-114) •
.,,

\',\i.\
Other Gil and Gas Leasing Authoritier as Applicable .

"trits,annitt

KNoW ALL MEN BY THESE PRESENTs, That we

BALCRON OIL COMPANY
of 1601 Lewis Avenue, Billings, MT 59104

as principal, and
SAFECO INSURANCE COMPANY OF AMERICi

of 111 Presidential Blvd., Suite 231, Bala Cynwyd, PA 19004

as surety, are held and firmly bound unto the United States of-America in the sum of ONE HUNDRED FIFTY
THOUSAND AND 0 0 /10 0------------------ dollars (S 150 , OOO . OO ), in lawful money

of the United States, which sum may be increased or decreased by a rider hereto executed in the same manner as this bond, for

the use and benefit of (1) the United States; (2) the owner of any of the land subject to the coverage of this bond, who hasla--

statutory.right to compensation in connection with a reservation of the oil and gas deposits to the United States; and (3) any

lessee or permitiee under a lease or permit issued by the United States prior to the issuance of an oil and gas lease for the
same land subject to this bond, covering the use of the surface or the prospecting for, or development of, other mineral deposits

in any portion of such land, to be paid to the United States. For such payment, well and truly to be made, we bind ourselves,

and each of our heirs, executors, administrators, and successors, jointly and severally.

The coverage of this bond shall extend to all of the principal's holdings of federal oil and gas leases in the United States,

including Alaska, issued or acquired under the Acts cited in Schedule A. .

.The coverage of this bond extends only to the principal's holdings of federal oil and gas leases issued or acquired under

the Acts cited and in the States named in Schedule A and to any other State or States that may be named in a rider attached

hereto by the lessor with the consent of the surety.

The coverage of this bond extends only to the principal's holdings of federal oil and gas leases within the National Petro-

1eum Reserve in A.laska.

.
SCHEDULE A

MLneral Leasing Act of February 25, 1920 (30 U.S.C. Sec. 181), Acquired Lands Leasing Act of August 7, 1947 (30 U.S.C. Sec. 351), and

other oli and gas leasing authorities as applicable.

NAMEs OF STATES

ALL STATES

The conditions of the foregoing obligations are such that, tract, removd, and dispose of oil and gas deposits in or

whereas the said principal has an interest in oil and gas under the lands covered by the leases, operating agreements

leases issued under the Acts cited in this bond: (1) as
.

or designations and is obligated to comply with certain

lessee; (2) as.the approved holder of operating rights in covenants and agreements set forth in such instruments; and

all or part of the lands covered by such leases under operat-

ing agreements with the lessees; or (3) as designated oper- ·

_ator or agent under such leases pending approval of an
assignment or operating agreement; and

\VHEREAs the principal and surety agree that without notice
to the surety the coverage of this bond, in addition to the
present holdings of the principal, shall extend to and

WitEREAs the p:'ncipal is authorized to drill for, mine,ex- include:
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EXHIBIT "E" Page 3 of 4
SURETY RIDER SAFECOINSUAANCE COMPANYOFAMERICA

GENERAL INSURANCE COMPANY OF AMERICA
FIRST NATIONAL INSURANCE COMPANY

OF AMERICA

SAFECO HOME OFFICE: SAFECO PLAZA
SEATTLE, WASHINGTON 98185

To be attached to and form a part of

Type of Ronri. Nationwide Oil and Gas Lease Bond
I

BondNo. 5547188 (BLM Bond No. MTOS76)

dated effective
(MONTH, OAY,YEAR)

evernteri hy BALCRON OIL COMPANY as Principal

|PRINCIPAL)

and by SAFECO INSURANCE COMPANY OF AMERICA as Sure y

(SURETY}

In favor of UNITED STATES DEPARTMENT OF THE INTERIOR, BUREAU OF LAND :

(OBLIGEE) MANAGEMENT

in consideration of the mutual agreements herein contained the Principal and the Surety hereby consent to changing

The name of the Principal I
From. BALCRON OIL COMPANY

To. EQUITABLE RESOURCES ENERGY COMPANY

Nothing herein contained shall vary, alter or extend any provision or condition of this bond except as herein expressly stated. ·

This rider à effective 1/1/8 9
(MONTH. DAY, YEAR)

-4/10/89Signed and Sealed
(MONTH, DAY, YEAR)

E UITABLE RESOURCES ENERGY COMPANY
PRINCIPAL

Ry•

R/.' ofge Vol ATTORNEY-IN•FACT

PRINT(DINU! A

.4.443017 1
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ruvvt-h GENERAL INSUAANCE COMPANY OF AMERICA

OF ATTORNEY HOME OFFICE: SAFECO PLAZA
SEATTLE, WASHINGTON 98185 •

SATECO EXHIBIT "E" Page 4 of 4
3798

No.

KNOW ALL BY THESE PRESENTS:

That SAFECO INSURANCE COMPANY OF AMERICA and GENERAL INSURANCE COMPANY OF AMERICA,each

a Washington corporation, does each hereby appoint

--------THOMAS L. VEHAR; R. GEORGE VOINCHET, Pittsburgh, Pennsylvania----------

its true and lawful attorney(s)-in-fact, with full authority to execute on its behalf fidelity and surety bonds or undertakings

and other documents of a similar character issued in the course of its business, and to bind the respective company thereby.

IN WITNESS WHEREOF, SAFECO INSURANCE COMPANY OF AMERICA and GENERAL INSURANCE COMPANY

OF AMERICA have each executed and attested these presents ,

this Rh day of September , 19 87
.

CERTIFICATE

Extract from the By-Laws of SAFECO INSURANCE COMPANY OF AMERICA

and of GENERAL INSURANCE COMPANY OF AMERICA:

"Article V, Section 13. - FIDELITYAND SURETY BONDS ... the President, any Vice President, the Secretary, and any .

Assistant Vice President appointed for that purpose by the officer in charge of surety operations, shall each have authority

to appoint individuals as attorneys-in-fact or under other appropriate titles with authority to execute on behalf of the

company fidelity and surety bonds and other documents of similar character issued by the company in the course of its

business ...On any instrument making or evidencing such appointment, the signatures may be affixed by facsimile. On any

instrument conferring such authority-or on any bond or undertaking of the company, the seal, or a facsimile thereof, may be

impressed or affixed or in any other manner reproduced; provided, however, that the seal shall not be necessary to the

validity of any such instrument or undertaking."

Extract from a Resolution of the Board of Directors of SAFECO INSURANCE COMPANY OF AMERICA

and of GENERAL INSURANCE COMPANY OF AMERICA adopted July 28, 1970.

"On any certiíicate executed by the Secretary or an ass¡stant secretary of the Company setting out.

(1)The provisions of Article V, Section 13 of the By-Laws, and

(ii) A copy of the power-of-attorney appointment, executed pursuant thereto, and

(iii) Certifying that said power-of-attorney appointment is in full force and effect,

the signature of the certifying officer may be by facsimile, and the seal of the Company may be a facsimile thereof."

i, Bob A. Dickey, Secretary of SAFECO INSURANCE COMPANY OF AMERICA and of GENERAL INSURANCE

COMPANY OF AMER1CA, do hereby certify that the foregoing extracts of the By-Laws and of a Resolution of the Boardof

Directors of these corporations, and of a Power of Attorney issued pursuant thereto, are true and correct, and that both the

By-Laws, the Resolution and the Power of Attorney are still in full force and effect.

IN WITNESS WHEREOF, I have hereunto set my hand and affixed the facsimile seal of said corporation

this 10th day of ADril
,

, 19 89
.

PRINTEDIN U.S.A.
5.974 R10

ruvvt-h GENERAL INSUAANCE COMPANY OF AMERICA

OF ATTORNEY HOME OFFICE: SAFECO PLAZA
SEATTLE, WASHINGTON 98185 •

SATECO EXHIBIT "E" Page 4 of 4
3798

No.

KNOW ALL BY THESE PRESENTS:

That SAFECO INSURANCE COMPANY OF AMERICA and GENERAL INSURANCE COMPANY OF AMERICA,each

a Washington corporation, does each hereby appoint

--------THOMAS L. VEHAR; R. GEORGE VOINCHET, Pittsburgh, Pennsylvania----------

its true and lawful attorney(s)-in-fact, with full authority to execute on its behalf fidelity and surety bonds or undertakings

and other documents of a similar character issued in the course of its business, and to bind the respective company thereby.

IN WITNESS WHEREOF, SAFECO INSURANCE COMPANY OF AMERICA and GENERAL INSURANCE COMPANY

OF AMERICA have each executed and attested these presents ,

this Rh day of September , 19 87
.

CERTIFICATE

Extract from the By-Laws of SAFECO INSURANCE COMPANY OF AMERICA

and of GENERAL INSURANCE COMPANY OF AMERICA:

"Article V, Section 13. - FIDELITYAND SURETY BONDS ... the President, any Vice President, the Secretary, and any .

Assistant Vice President appointed for that purpose by the officer in charge of surety operations, shall each have authority

to appoint individuals as attorneys-in-fact or under other appropriate titles with authority to execute on behalf of the

company fidelity and surety bonds and other documents of similar character issued by the company in the course of its

business ...On any instrument making or evidencing such appointment, the signatures may be affixed by facsimile. On any

instrument conferring such authority-or on any bond or undertaking of the company, the seal, or a facsimile thereof, may be

impressed or affixed or in any other manner reproduced; provided, however, that the seal shall not be necessary to the

validity of any such instrument or undertaking."

Extract from a Resolution of the Board of Directors of SAFECO INSURANCE COMPANY OF AMERICA

and of GENERAL INSURANCE COMPANY OF AMERICA adopted July 28, 1970.

"On any certiíicate executed by the Secretary or an ass¡stant secretary of the Company setting out.

(1)The provisions of Article V, Section 13 of the By-Laws, and

(ii) A copy of the power-of-attorney appointment, executed pursuant thereto, and

(iii) Certifying that said power-of-attorney appointment is in full force and effect,

the signature of the certifying officer may be by facsimile, and the seal of the Company may be a facsimile thereof."

i, Bob A. Dickey, Secretary of SAFECO INSURANCE COMPANY OF AMERICA and of GENERAL INSURANCE

COMPANY OF AMER1CA, do hereby certify that the foregoing extracts of the By-Laws and of a Resolution of the Boardof

Directors of these corporations, and of a Power of Attorney issued pursuant thereto, are true and correct, and that both the

By-Laws, the Resolution and the Power of Attorney are still in full force and effect.

IN WITNESS WHEREOF, I have hereunto set my hand and affixed the facsimile seal of said corporation

this 10th day of ADril
,

, 19 89
.

PRINTEDIN U.S.A.
5.974 R10

ruvvt-h GENERAL INSUAANCE COMPANY OF AMERICA

OF ATTORNEY HOME OFFICE: SAFECO PLAZA
SEATTLE, WASHINGTON 98185 •

SATECO EXHIBIT "E" Page 4 of 4
3798

No.

KNOW ALL BY THESE PRESENTS:

That SAFECO INSURANCE COMPANY OF AMERICA and GENERAL INSURANCE COMPANY OF AMERICA,each

a Washington corporation, does each hereby appoint

--------THOMAS L. VEHAR; R. GEORGE VOINCHET, Pittsburgh, Pennsylvania----------

its true and lawful attorney(s)-in-fact, with full authority to execute on its behalf fidelity and surety bonds or undertakings

and other documents of a similar character issued in the course of its business, and to bind the respective company thereby.

IN WITNESS WHEREOF, SAFECO INSURANCE COMPANY OF AMERICA and GENERAL INSURANCE COMPANY

OF AMERICA have each executed and attested these presents ,

this Rh day of September , 19 87
.

CERTIFICATE

Extract from the By-Laws of SAFECO INSURANCE COMPANY OF AMERICA

and of GENERAL INSURANCE COMPANY OF AMERICA:

"Article V, Section 13. - FIDELITYAND SURETY BONDS ... the President, any Vice President, the Secretary, and any .

Assistant Vice President appointed for that purpose by the officer in charge of surety operations, shall each have authority

to appoint individuals as attorneys-in-fact or under other appropriate titles with authority to execute on behalf of the

company fidelity and surety bonds and other documents of similar character issued by the company in the course of its

business ...On any instrument making or evidencing such appointment, the signatures may be affixed by facsimile. On any

instrument conferring such authority-or on any bond or undertaking of the company, the seal, or a facsimile thereof, may be

impressed or affixed or in any other manner reproduced; provided, however, that the seal shall not be necessary to the

validity of any such instrument or undertaking."

Extract from a Resolution of the Board of Directors of SAFECO INSURANCE COMPANY OF AMERICA

and of GENERAL INSURANCE COMPANY OF AMERICA adopted July 28, 1970.

"On any certiíicate executed by the Secretary or an ass¡stant secretary of the Company setting out.

(1)The provisions of Article V, Section 13 of the By-Laws, and

(ii) A copy of the power-of-attorney appointment, executed pursuant thereto, and

(iii) Certifying that said power-of-attorney appointment is in full force and effect,

the signature of the certifying officer may be by facsimile, and the seal of the Company may be a facsimile thereof."

i, Bob A. Dickey, Secretary of SAFECO INSURANCE COMPANY OF AMERICA and of GENERAL INSURANCE

COMPANY OF AMER1CA, do hereby certify that the foregoing extracts of the By-Laws and of a Resolution of the Boardof

Directors of these corporations, and of a Power of Attorney issued pursuant thereto, are true and correct, and that both the

By-Laws, the Resolution and the Power of Attorney are still in full force and effect.

IN WITNESS WHEREOF, I have hereunto set my hand and affixed the facsimile seal of said corporation

this 10th day of ADril
,

, 19 89
.

PRINTEDIN U.S.A.
5.974 R10



EXHIBITS "G" and "H"

Rig layouts and BOPE diagrams are submitted for both Union Drilling Rig #17
and Molen Drilling Rig #1. This well will be drilled with air as far as hole
conditions allow and then with drilling fluids. See EXHIBIT "D" for additional
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conditions allow and then with drilling fluids. See EXHIBIT "D" for additional

EXHIBITS "G" and "H"

Rig layouts and BOPE diagrams are submitted for both Union Drilling Rig #17
and Molen Drilling Rig #1. This well will be drilled with air as far as hole
conditions allow and then with drilling fluids. See EXHIBIT "D" for additional
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ABSTRACT

An intensive cultural resource evaluationhas been conductedfor Balcron Oil Company
of four proposed well locations situated on BLM administered lands located in the Monument
Buttes locality of Duchesne County, Utah. This evaluation involved a total of 44.85 acres, of
which 4.85 acres (.4 miles) include two separate access roads associated with units 41-14J and
21-15J. The remaining 40 acres involve 10 acre parcels at all four of the proposed well locations.
These evaluations were conducted by Glade Hadden of AERC on September 3, 1993.

No previously recorded significant or National Register eligible cultural resources will
be adversely affected by the proposed developments.

One newly identified non-significant cultural resource activity locus (42DC 773) was
discovered and recorded during the examinations.

AERC recommends project clearance based on adherence to the stipulations noted in the
final section of this report.
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GENERALINFORMATION

On September 3, 1993, AERC archaeologist Glade Hadden conducted an intensive
cultural resource evaluation for Balcron Oil Company of Billings, Montana. This examination
involved four proposed well locations and associated access routes located in the Monument
Buttes area south of Myton, Utah. Some .4 miles of access routes (4.85 acres) and four - 10
acre well pads were examined. This project is situated in the Monument Buttes locality of
Duchesne County, Utah. The entire project area is situated on federal lands administered by the
Bureau of Land Management, Vernal District Office, Diamond Mountain Resource Area.

The purpose of the field study and this report is to identify and document cultural site
presence and assessNational Register potential significancerelative to establishedcriteria (cf.,
Title 36 CFR 60.6). The proposed developments on these well locations require archaeological
evaluations in compliance with U.C.A. 9-8-404, the Federal Antiquities Act of 1906, the
Reservoir Salvage Act of 1960-as amended by P.L. 93-291, Section 106 of the National Historic
Preservation Act of 1966-as amended, the National Environmental Policy Act of 1969, the
Federal Land Policy and Management Act of 1979, the Archaeological Resources Protection Act
of 1979, the Native American Religious Freedom Act of 1978, the Historic Preservation Act of
1980, and Executive Order 11593.

In addition to documenting cultural identity and significance, mitigation recommendations
relative to the preservation of cultural data and materials can be directed to the Bureau of Land
Management Vernal District Office, and to the Utah State Antiquities Section. This work was
done under U.S. Department of Interior Permit for Utah UT-93-54937 which expires on January
31, 1994.

Pro.iect Location

The project location is in the Monument Buttes locality of Duchesne County, Utah. It
is situated on the Myton SE 7.5 minute topographic quad.

Unit 41-14J is situatedin the NE - NE quarter of Section 14, Township 9 South, Range
16 East. Its access route extends ca. .25 mi. north to an existing road (See Map).

Unit 34-10J is in the SW - SE quarter of Section 10, Township 9 South, Range 16 East.
This unit is accessible via the existing Monument Buttes road which extends westerly across the
SE corner of the section (See Map). The well location is directly adjacent this road, so no
separate access route is necessary.
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Unit 21-15J is located in the NE - NW of Section 15. This unit is reached via the same
existing road (Monument Buttes access road) as the previous unit. This road runs southwesterly
across the NW quarter of the section. (See Map). The well location is directly adjacent to the
road, so no separate access route is necessary.

Unit 43-151 is situated in the NE - SE of the previous section (Sec. 15). This unit is
accessible via. an existing road which connects the Monument Buttes road with the bottom of
Castle Peak Draw (See Map.). A ca. .15 mi. access route leads east into this location.

Environmental Description

The project area is within the 5400 to 5600 foot elevation zone above sea level. Open
rangeland terrain and eroded Eocene lakebed surfaces are associated with the project area.

The vegetation in the project area includes Chrysothamnus spp. Artemisia spp.,
Eriogonum spp., Sarcobatus vermiculatus, Ephedra viridis, Atriplex canescens,
and a variety of grasses.

The geological associations within the project area consist of fluvial and lake deposits
which correlate with the Uinta Formation which is of Tertiary age.

PREVIOUSRESEARCHIN THELOCALITY

File Search

A records searchof the site files and mapsat the Antiquities Section of the State Historic
Preservation Office in Salt Lake City was conducted on August 23, 1993. A similar search was
conducted in the Vernal District Office of the BLM on August 25, 1993. The National Register
of Historic Places has been consulted and no registered historic or prehistoric properties will be
affected by the proposed developments.

A variety of knownculturalsitesare situatedin the Monument Buttes / CastlePeak Draw
locality. Many of these prehistoric resources were identified and recorded by AERC during the
Mapco River Bend survey (Norman and Hauck 1980). Other sites have been located and
recorded by AERC and other archaeological consultants during oil and gas exploration
inventories.

Prehistory and HistorY Of the cultural Region

Currently available information indicates that the Northern Colorado Plateau Cultural
Region has been occupied by a variety of cultures beginning perhaps as early as 10,000 B.C.
These cultures, as identified by their material remains, demonstrate a cultural developmental
process that begins with the earliest identified Paleoindian peoples (10,000 - 7,000 B.C.) and
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extends through the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 -

1100) Stages, and the Late Prehistoric-Protohistoric periods (ca. A.D. 1200 -- 1850) to conclude
in the Historic-Modern period which was initiated with the incursion of the Euro-American
trappers, explorers, and settlers. Basically, each culturalstage - with the exception of the Late
Prehistoric hunting and gathering Shoshonean bands - features a more complex life-way and
social order than occurred during the earlier stage of development (Hauck 1991:53). For a
more comprehensivetreatment of the prehistory and history of this region see Archaeological
Evaluations in the Northern Colorado Plateau Cultural Area (Hauck 1991).

Site Potential in the Pro.iect Development Zone

Previous archaeological evaluations in the general project area have resulted in the
identification and recording of a variety of cultural resource sites having eligibility for potential
nomination to the National Register of Historic Places (NRHP). The majority of these sites are
lithic scatters containing cobble reduction materials. Many of these quarry sites are of the "Tap
and Test" variety, and extend for tens or hundreds of meters. Open occupations are also
frequently being identified in this locality. Sites associated with the open rangeland generally
appear to have been occupied during the Middle Plains Archaic Stage with occasional indications
of Paleoindian activity based on the recovery of isolated Plano style projectile points. The north-

south drainage canyons appear to contain the majority of Late Prehistoric (Numa) sites probably
because those canyon floors were transportation corridors and convenientpastures for the Ute
horse herds. Evidence of Formative Stage occupation, i.e., Fremont, is rarely observedin the
rangeland environment but is common within the Green River and White River canyons andtheir
primary tributary canyons.

Site density in certain portions of the region appears to range from one to four sites per
section. These densities increase in the canyon bottoms due to Ute rock art loci. Recent
evaluations indicate that the site densities may reach 8 to 12 sitesper sectionin certain localities
on the upper bencheswhich were apparentlyfavored for hunting, lithic resource procurement,
and camping. Prehistoric sites on the rangeland benches appear to be associatedwith water
courses and aeolian deposits.

FIELD EVALUATIONS

Methodoloav

Intensive evaluations consisted of the archaeologist walking a series of 10 to 15 meter
wide transects over a ten acre pad around each well location center stake. In addition, each
access route was inventoried by the archaeologist walking a pair of 10 - 15 meter transectson
eachsideof the flagged accessroute. Thus, a 35 meter-wide or 100 foot-wide corridor (ca. 4.85
acres) was examined for the total ca. .4 mile length of proposed accessroutes.

extends through the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 -

1100) Stages, and the Late Prehistoric-Protohistoric periods (ca. A.D. 1200 -- 1850) to conclude
in the Historic-Modern period which was initiated with the incursion of the Euro-American
trappers, explorers, and settlers. Basically, each culturalstage - with the exception of the Late
Prehistoric hunting and gathering Shoshonean bands - features a more complex life-way and
social order than occurred during the earlier stage of development (Hauck 1991:53). For a
more comprehensivetreatment of the prehistory and history of this region see Archaeological
Evaluations in the Northern Colorado Plateau Cultural Area (Hauck 1991).

Site Potential in the Pro.iect Development Zone

Previous archaeological evaluations in the general project area have resulted in the
identification and recording of a variety of cultural resource sites having eligibility for potential
nomination to the National Register of Historic Places (NRHP). The majority of these sites are
lithic scatters containing cobble reduction materials. Many of these quarry sites are of the "Tap
and Test" variety, and extend for tens or hundreds of meters. Open occupations are also
frequently being identified in this locality. Sites associated with the open rangeland generally
appear to have been occupied during the Middle Plains Archaic Stage with occasional indications
of Paleoindian activity based on the recovery of isolated Plano style projectile points. The north-

south drainage canyons appear to contain the majority of Late Prehistoric (Numa) sites probably
because those canyon floors were transportation corridors and convenientpastures for the Ute
horse herds. Evidence of Formative Stage occupation, i.e., Fremont, is rarely observedin the
rangeland environment but is common within the Green River and White River canyons andtheir
primary tributary canyons.

Site density in certain portions of the region appears to range from one to four sites per
section. These densities increase in the canyon bottoms due to Ute rock art loci. Recent
evaluations indicate that the site densities may reach 8 to 12 sitesper sectionin certain localities
on the upper bencheswhich were apparentlyfavored for hunting, lithic resource procurement,
and camping. Prehistoric sites on the rangeland benches appear to be associatedwith water
courses and aeolian deposits.

FIELD EVALUATIONS

Methodoloav

Intensive evaluations consisted of the archaeologist walking a series of 10 to 15 meter
wide transects over a ten acre pad around each well location center stake. In addition, each
access route was inventoried by the archaeologist walking a pair of 10 - 15 meter transectson
eachsideof the flagged accessroute. Thus, a 35 meter-wide or 100 foot-wide corridor (ca. 4.85
acres) was examined for the total ca. .4 mile length of proposed accessroutes.

extends through the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 -

1100) Stages, and the Late Prehistoric-Protohistoric periods (ca. A.D. 1200 -- 1850) to conclude
in the Historic-Modern period which was initiated with the incursion of the Euro-American
trappers, explorers, and settlers. Basically, each culturalstage - with the exception of the Late
Prehistoric hunting and gathering Shoshonean bands - features a more complex life-way and
social order than occurred during the earlier stage of development (Hauck 1991:53). For a
more comprehensivetreatment of the prehistory and history of this region see Archaeological
Evaluations in the Northern Colorado Plateau Cultural Area (Hauck 1991).

Site Potential in the Pro.iect Development Zone

Previous archaeological evaluations in the general project area have resulted in the
identification and recording of a variety of cultural resource sites having eligibility for potential
nomination to the National Register of Historic Places (NRHP). The majority of these sites are
lithic scatters containing cobble reduction materials. Many of these quarry sites are of the "Tap
and Test" variety, and extend for tens or hundreds of meters. Open occupations are also
frequently being identified in this locality. Sites associated with the open rangeland generally
appear to have been occupied during the Middle Plains Archaic Stage with occasional indications
of Paleoindian activity based on the recovery of isolated Plano style projectile points. The north-

south drainage canyons appear to contain the majority of Late Prehistoric (Numa) sites probably
because those canyon floors were transportation corridors and convenientpastures for the Ute
horse herds. Evidence of Formative Stage occupation, i.e., Fremont, is rarely observedin the
rangeland environment but is common within the Green River and White River canyons andtheir
primary tributary canyons.

Site density in certain portions of the region appears to range from one to four sites per
section. These densities increase in the canyon bottoms due to Ute rock art loci. Recent
evaluations indicate that the site densities may reach 8 to 12 sitesper sectionin certain localities
on the upper bencheswhich were apparentlyfavored for hunting, lithic resource procurement,
and camping. Prehistoric sites on the rangeland benches appear to be associatedwith water
courses and aeolian deposits.

FIELD EVALUATIONS

Methodoloav

Intensive evaluations consisted of the archaeologist walking a series of 10 to 15 meter
wide transects over a ten acre pad around each well location center stake. In addition, each
access route was inventoried by the archaeologist walking a pair of 10 - 15 meter transectson
eachsideof the flagged accessroute. Thus, a 35 meter-wide or 100 foot-wide corridor (ca. 4.85
acres) was examined for the total ca. .4 mile length of proposed accessroutes.



Observation of culturalmaterials results in intensive examinationsto determine the nature
of the resource (isolate or activity locus). The analysis of each specificcultural site results in
its subsequently being sketched, photographed, and appropriately recorded on standard IMACS
forms. Cultural sites are then evaluated for significance utilizing the standards described below
and mitigation recommendations are consideredas a means of preserving significant resources
which may be situated within the developmentzone.

Site Significance Criteria

Prehistoric and historic cultural sites which can be consideredas eligible for nomination
to the National Register of Historic Places have been outlined as follows in the National
Register's Criteria for Evaluation as established in Title 36 CFR 60.6:

The quality of significance in American ... archaeology ... and culture is
present in ... sites ... that possess integrity of location, design, setting, materials,
workmanship, feeling, and association and:
a. That are associatedwith eventsthathave made a significant contribution to the
broad patterns of our history; or
b. that are associated with the lives of personssignificantin our past; or
c. that embody the distinctive characteristics of a type, period, or method of
construction ... ; or
d. that have yielded, or may be likely to yield, information important in
prehistory or history.

In addition to satisfying one or more of these general conditions, a significant cultural
resource site in Utah will generally be considered as being eligible for inclusion in the National

Register if it should advanceour current state of knowledge relating to chronology,cultural
relationships, origins, and cultural life ways of prehistoric or historic groups in the area.

In a final review of any site's culturalsignificance,the site mustpossess integrity and at
least one of the above criteria to be consideredeligible for nomination to the National Record

of Historic Places.

Results of the Inventorv

One prehistoric cultural resource activity locus was observedand recorded during the
archaeological evaluations. Site 42DC 773 consists of a non-significant open occupation area
and associated lithic scatter. The integrity of this site has been almost totally destroyed by
vandalism, collectors, and road blading activities. No diagnostic tools or buried deposits were
found within this site.

No previously recorded sites are located within the proposed development zones.
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No significant or National Register sites were noted or recorded during the survey.

No isolated artifacts were recorded or collected during the evaluations.

No paleontological loci were observed or recorded during the evaluations.

CONCLUSIONANDRECOMMENDATIONS

No known significant cultural or paleontological resources will be adversely impacted
during the development and operation of the Balcron Oil Company well locations evaluated
during this project.

AERC recommends that a cultural resource clearance be granted to Balcron Oil Company
relative to the developments proposed on these well locations based upon adherence to the
following stipulations:

1. All vehicular traffic, personnel movement, construction and restoration operations
should be confined to the flagged areas and corridors examined as referenced in this
report, and to the existing roadways and/or evaluated access routes.

2. All personnel should refrain from collecting artifacts and from disturbing any
significant cultural resources in the area.

3. The authorized official should be consulted should cultural remains from subsurface
deposits be exposed during construction work or if the need arises to relocate or
otherwise alter the location of the exploration area.

F. Richard Hauck, h. .

President and Principal
Investigator

Glade V Hadden
Field Supervisor
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significant open occupation and lithic Y = Yes, N = No)

scatter.
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The National Register of Historic Places (NRHP) has been consulted and no
registered properties will be affected by the proposed development.
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16. Conclusion/ Recommendations:
AERC recommends that a cultural resource clearance be granted to Balcron Oil

Company for this proposed development based on the following
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registered properties will be affected by the proposed development.

15. Literature ßegrch, Location/ pate: Utah SHPO 8-23-93 Vernal BLM 8-25-93

16. Conclusion/ Recommendations:
AERC recommends that a cultural resource clearance be granted to Balcron Oil

Company for this proposed development based on the following



operations should a confined to the existin, roadways and/or evaluated
access routes.

2. All personnel should refrain from collecting artifacts and from
disturbing any significant cultural resources in the area.

3. The authorized official should be consulted should cultural remains from
subsurface deposits be exposed during construction work or if the need
arises to relocate or otherwise alter the location of the exploration area.

17. Signature of Administrator Administrator
& Field Supervisor ,sc/

Field
UT 8100-3 (2/85)
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FORM3
STATEOF UTAH

DIVISION OF OIL, GAS ANDMINING
A. Leasu Desistnation and Serial No.

Federal # U-017985
APPLICATION FOR PERMITTO DRILL,DEEPEN, OR PLUG BACK '°"'"'""°^"""°°'"""""'"°

n/ala. Type of Work .

7. tJnic Agreement NameDRILL DEEPEN O PLUG B^cK O .a. x,,, ,« w.n
. ,

Jonah Um t
011 Gas Single Multiple 8. Farm or Lense NameWell Well Other Zone Zone

. wa...« o»•rat•r Bal cron Monument Federal
Equitable Resources Energy Company, Balcron Oil Division •· w•n N•-

. Address of Operator 34-10 J
P.O. Box 21017; Billings, MT 59104 to· FieldandFool.or Wildent

4.
A

of Well (Report toention clonrly and in accorelance with any State requirements.•> Monument Butte/Green River
it. 90. Sec.. f., 4., N., er tik.592' FSL, 1979.2' FE.L -e s-.r .r u..

At er.oposal prod. son' SW SE Sec. 10,T9S,R16E
14. Distance in miles and direction from nearest town or post office*

12. County or Parrish 13. State

Approximately Ï6.6 miles southwest of Myton, Utah Duchesne UTAH
LS. Distance from proposed• 16. No. of acres in lente 17. No. « t acres assignedlocation to nearest to thi i wonpropetty or lense Une. ft.

(Also to nenrest drig. line, if any)
13. Distance from proposed location• 19. Proposed depth 20. Rotary or emble toolsto nearest well, drilling, compiered.

•r "•u<•=•••**I-=•·**- >89000t' 5,850' Rotary
21. Elevations (Show whether DF, RT, GR, etc.) 22. Approx. date work will start•

5,717.7' GL Upon APD approval
PROPOSED CASING AND CEMENTING PROGRAM

Site of Hole Size of Casing Weight per Foot Setting Depth Quantity of Coment

See attached

Operator plans to drill well in accordance with attached Federal Application for
Permit to Drill. CO

Oli 2 2 1½3

DMSION OF
Oik GAS& MUN

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: It proponni la to deepen or plut back. rive data on present productive zone and proposed new pro.ductive zone. It proposal is to drill or deepen directionally, give pertinent duca on subaurface locations and measured and true vertical depths. Give blowoutpreventer prostram t Anr.

14• I hereby car if that thi r port is true and complete to the begggggggggit0F• Of Environmental
... ,

ECht-Mt/ me. and Regulatory AWPËf4OVED
Rehhir Schuman -

..(This apnee for Federni or State office usel

"See Instructions On Reverse Side
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k EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION

1601 Lewis Avenue Office (406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 O

Billings, MT 59104 FAX: (406) 245-1361 $

October 21, 1993

OCT2 5 1993

DMSiON OF
Bureau of Land Management
170 South 500 East OIL, GAS & MN° CONFUVernal, UT 84078

Gentlemen:

Enclosed are Paleontology Reports for the following wells:

Balcron Monument Federal #41-14J

Balcron Monument Federal #34-10J 9/Â¯Û/Â~ $

Balcron Monument Federal #21-15J

Balcron Monument Federal #43-15J

Sincerely,

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

Enclosures

cc: Utah Division of Oil, Gas and
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BALCRON OI L

Balcron Monument Federal #34-103

SW SE Section 10, T9S, R16E, SLB&M

Duchesne County, Utah

PALEONTOLOGY REPORT

WELLPAD LOCATION AND ACCESS ROAD

BY

ALDEN H. HAMBLIN
PALEONTOLOGIST
235 EAST MAIN

VERNAL,UTAH 84078

OCTOBER 10,
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RESULTSOF PALEONTOLOGYSURVEY AT BALCRONMONUMENTFEDERAL #34-10]

Description of Geology and Topography-

This well location is on the bench approximately 3/4 mile north of Castle Peak
Draw, 11 miles south and 2 1/2 miles west of Myton, Utah. A small side canyon
to Castle Peak Draw lies between the location and Castle Peak Draw. A small
draw runs northwest south of the location. The area slopes to the northwest
and north with drainage to the north. The access road runs about 300 feet
from the existing road.

All rock outcrops in the area are of the Upper Eocene Uinta Formation, known
for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains.

Rocks in the immediate.area of the proposed we11pad are composed of
interbedded sandy limestone, limy sandstone, shale, and sandstone. Some chert
is associated with this material also. Probably represents shallow lacustrine
(lake) and fluvial (stream) deposits.

Paleontological material found -

No fossil vertebrate material was found on the we11pad location or access
road.

Recommendations-

No other recommendations are made for this
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 10/22/93 API NO. ASSIGNED: 43-013-31416

WELL NAME: BALCRON MONUMENT FED. 34-10J
OPERATOR: EQUITABLE RESOURCES (N9890)

PROPOSED LOCATION: INSPECT LOCATION BY: | |
SWSE 10 - TO9S - R16E
SURFACE: 0592-FSL-1979-FEL TECH REVIEW Initials Date
BOTTOM: 0592-FSL-1979-FEL
DUCHESNE COUNTY Engineering
MONUMENT BUTTE FIELD (105)

Geology
LEASE TYPE: FED
LEASE NUMBER: U-17985 Surface

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

V Plat /R649-2-3. Unit: UTCL 7A SCÑ
J Bond

(Number ¶ggg( ¿ ) R649-3-2. General.
Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.
Water permit

(Number $4 §q D/y ) Drilling Unit.
RDCC Review (Y|N) Board Cause no:

(Date: ) Date:

COMMENTS:
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State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GASAND MINING
355 West North Temple

Michael O. Leavitt
ow.mo, 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

November 22, 1993

Equitable Resources Energy Company
P.O. Box 21017
Billings, Montana 59104

Re: Balcron Monument Federal #34-10J Well, 592' FSL, 1979' FEL, SW SE, Sec. 10,
T. 9 S., R. 16 E., Duchesne County, Utah

Gentlemen:

Pursuant to Utah Code Ann. § 40-6-18, (1953, as amended), Utah Admin. R. 649-2-
3, Application of Rules to Unit Agreements and R. 649-3-4, Permitting of Wells to be
Drilled, Deepened or Plugged-Back, approval to drill the referenced well is hereby
granted.

In addition, the following specific actions are necessary to fully comply with this
approval:

1. Compliance with the requirements of Utah Admin. R. 649-1 et seq., Oiland
Gas Conservation General Rules.

2. Notification within 24 hours after commencing drilling operations.

3. Submittal of Entity Action Form, Form 6, within five working days following
commencement of drilling operations and whenever a change in operations
or interests necessitates an entity status change.

4. Submittal of the Report of Water Encountered During Drilling, Form 7.

5. Prompt notification prior to commencing operations, if necessary, to plug
and abandon the well. Notify Frank R. Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or Mike Hebertson, Oil and
Gas Field Specialist, (Home)

State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GASAND MINING
355 West North Temple

Michael O. Leavitt
ow.mo, 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

November 22, 1993

Equitable Resources Energy Company
P.O. Box 21017
Billings, Montana 59104

Re: Balcron Monument Federal #34-10J Well, 592' FSL, 1979' FEL, SW SE, Sec. 10,
T. 9 S., R. 16 E., Duchesne County, Utah

Gentlemen:

Pursuant to Utah Code Ann. § 40-6-18, (1953, as amended), Utah Admin. R. 649-2-
3, Application of Rules to Unit Agreements and R. 649-3-4, Permitting of Wells to be
Drilled, Deepened or Plugged-Back, approval to drill the referenced well is hereby
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In addition, the following specific actions are necessary to fully comply with this
approval:

1. Compliance with the requirements of Utah Admin. R. 649-1 et seq., Oiland
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Page 2
Equitable Resources Energy Company
Balcron Monument Federal #34-10J Well
November 22, 1993

6. Compliance with the requirements of Utah Admin. R. 649-3-20, Gas Flaring
or Venting, if the well is completed for production.

This approval shall expire one year after date of issuance unless substantial and
continuous operation is underway or a request for an extension is made prior to the
approval expirationdate. The API number assigned to this well is 43-013-31416.

Sincerely,

R. .

Asso iate Director, Oiland Gas

Idc
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal
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Form 3l60-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR 'p'ire a h
31 ¼

BUREAU OF LAND MANAGEMENT 5. Mase Designadon and Serial No.
U--017985

SUNDRY NOTICES AND REPORTS ON WELLS 6. U Indian. AHouce or Tribe Name

Do not use this form for proposals to drlli or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals n/a

SUBMIT IN TRIPLICA TE ' 7. It unitor cA, Agreement Designation

1. Type of Well JOtB13 IJIÍ.t
Oil Gas 8. Well Name and No.
Well i Well Other

2. Name of Operator Balctm kbruimt Fgleral#34-1 T
F£1t1Í.tBÎ11€ROSOUCCOSRErg Og, BRICITil Oil TiviRiffl

9. API wel1No.

3. Address and Telephone No. 43-013-31416
P.O. Bar 21017, Rillngi, MI' 5910'+ (406) 259-78(D 10. Field and Pool, or Exploratory Area

Ptruœnt Bitte/ Green Ri.ver4. Location of Well (Footage. Sec.. T., R., M., or Survey Description)

SWSE Sectico 10, ISS, R15E t i. countyor Parish, State

592' FSL, 1979.2' FEL
12- CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O Recompletion New Constnaction

Subsequent Repon Plugging Back Non-Routine Fracturing

O casin, a.p.i, O Water Shut-Off

Final Abandonment Notice Ahering Conversion to Injecdon

Other ËtifiCatiOn of chemGGs§osewater
(Note: Reportresultsof multipiccompletiononWell
Completion or Recompletion Report and Los formd

13. Describe Proposed or Completed Operations (Clearly state a i pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

See attached.

14. I hereby cc egdtng is un nd c ect LOordi nator of Environmental
Signed -

,
Ti, and Regulatory Affairs va,,December 1, 1993

(This space for Federal or State office use)

Approved by Tide Dale
Conditions of approval, if any:

Titic 18 U.S.C. Section 1001, makes II a crime for any person knowingly and willfuny to make to any department or agency of the United States any false, fictitious or fraudulent state

or represenistions as to any maner within its jurisdiction.
*See instruction on Reverse
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ATTACHMENT TO SUNDRY NOTICE

A. Hazardous chemicals 10,000 pounds of which will most likely be
used, produced, stored, transported, or disposed of in
association with the proposed action of drilling, completing
and producing this well:

Cement (cement and associated additives)
Crude oil (produced hydrocarbons)
Diesel (fuels)
Fly ash (cement and associated additives)
Gasoline (fuels)
Hydrochloric acid (acids, organic)
Lime (cement and associated additives)
Potassium chloride (salt solutions)

We anticipate that it is possible that the 10,000 pound
threshold of the above chemicals could be met or exceeded in
these operations. With the exception of crude oil, all
chemicals used will be in the normal course of drilling and
completion operations and will be provided by service
companies subcontracted by the operator. Storage,
tranportation, and disposal of any of these chemicals will be
handled by such service companies. It is anticipated that
drilling of this well will produced crude oil.

B. Extremely hazardous substances threshold quantities (per
Howard Cleavinger 11/30/93) of which will be used, produced,
stored, transported, or disposed of in association with the
proposed action of drilling, completing and producing this
well:

We anticipate that none of the extremely hazardous
substances in threshold quantities per 40 CFR 355 will be
associated with these operations.
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365

Billings. MT 59104 FAX: (406) 245-1361

OIL, GAS & WiNING

December 1, 1993

-- VIA FEDERAL EXPRESS --

Bureau of Land Management

Gentlemen:
C /(o

In response to APD deficiency letters for wells on the enclosed
list, .enclosed are sundry notices giving identification of
chemicals. Also noted on that list are specific comments on
archeological reports, Plan of Development, and Right-of-Way
where applicable. There were three requests for archeological
reports which were submitted with the APDs (see EXHIBIT "M" of
those APDs). Please confirm that you did receive those with the
APDs.

Thank you.

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

Enclosures

cc: Utah Division of Oil, Gas and
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MONUMENT BUTTE DRILLING PROGRAM

NINTH BATCH

Balcron Monument Federal #32-12J Archeological Report sent 11/18/93
SW NE Section 12, T9S, R16E POD has been approved
Duchesne County, Utah
1804.8' FNL, 2138.6' FEL
FLS #U-035521
PTD: 5,800'
GL 5413'

Balcron Monument Federal #34-12J Archeological Report sent 11/18/93
SW SE Section 12, T9S, R16E POD has been approved
Duchesne County, Utah
796.4' FSL, 2175.5' FEL
FLS #U-035521
PTD: 5,800'
GL 5524.1'

Balcron Monument Federal #21-14J Archeological Report sent 11/18/93
NE NW Section 14, T9S, R16E POD has been approved
Duchesne County, Utah
517.8' FNL, 1850.2' FWL
FLS #U-096547
PTD: 5,750'
GL 5592.5'

Balcron Monument Federal #34-10J Archeological Report submitted with
SW SE Section 10, T9S, R16E APD -- see EXHIBIT "M"
Duchesne County, Utah POD has been approved
592' FSL, 1979.2' FEL
FLS #U-017985
PTD: 5,850'
GL
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Balcron Monument Federal #31-1J Archeological Report sent 11/18/93
NW NE Section 1, T9S, R16E POD has been approved
Duchesne County, Utah ROW applied for 11/12/93
660' FNL, 1980' FEL
FLS #U-33992
PTD: 5,950'
GL 5368.1'

Balcron Monument Federal #32-1J Archeological Report sent 11/18/93
SW NE Section 1, T9S, R16E POD has been approved
Duchesne county, Utah
2143' FNL, 1987' FEL
FLS #U-33992
PTD: 5,950'
GL 5398.4'

Balcron Monument Federal #44-1J Archeological Report sent 11/18/93
SE SE Section 1, T9S, R16E POD has been approved
Duchesne county, Utah New APD face page sent 11/16/93
338 FSL, 859' FEL
FLS #U-44426
PTD: 5,900'
GL 5372.1'

Balcron Monument Federal #12-11J Archeological Report sent 11/18/93
SW NW Section 11, T9S, R16E POD has been approved
Duchesne County, Utah
2128' FNL, 689' FWL
FLS #U-096550
PTD: 5,700'
GL 5617.2'

Balcron Monument Federal #11-12J Archeological Report sent 11/18/93
NW NW Section 12, T9S, R16E POD has been approved
Duchesne County, Utah
660' FNL, 660' FWL
FLS #U-096550
PTD: 5,900'
GL
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Duchesne County, Utah ROW applied for 11/12/93
660' FNL, 1980' FEL
FLS #U-33992
PTD: 5,950'
GL 5368.1'
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GL 5398.4'
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SE SE Section 1, T9S, R16E POD has been approved
Duchesne county, Utah New APD face page sent 11/16/93
338 FSL, 859' FEL
FLS #U-44426
PTD: 5,900'
GL 5372.1'

Balcron Monument Federal #12-11J Archeological Report sent 11/18/93
SW NW Section 11, T9S, R16E POD has been approved
Duchesne County, Utah
2128' FNL, 689' FWL
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PTD: 5,700'
GL 5617.2'
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NW NW Section 12, T9S, R16E POD has been approved
Duchesne County, Utah
660' FNL, 660' FWL
FLS #U-096550
PTD: 5,900'
GL

Balcron Monument Federal #31-1J Archeological Report sent 11/18/93
NW NE Section 1, T9S, R16E POD has been approved
Duchesne County, Utah ROW applied for 11/12/93
660' FNL, 1980' FEL
FLS #U-33992
PTD: 5,950'
GL 5368.1'

Balcron Monument Federal #32-1J Archeological Report sent 11/18/93
SW NE Section 1, T9S, R16E POD has been approved
Duchesne county, Utah
2143' FNL, 1987' FEL
FLS #U-33992
PTD: 5,950'
GL 5398.4'

Balcron Monument Federal #44-1J Archeological Report sent 11/18/93
SE SE Section 1, T9S, R16E POD has been approved
Duchesne county, Utah New APD face page sent 11/16/93
338 FSL, 859' FEL
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2128' FNL, 689' FWL
FLS #U-096550
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Balcron Monument Federal #11-12J Archeological Report sent 11/18/93
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Duchesne County, Utah
660' FNL, 660' FWL
FLS #U-096550
PTD: 5,900'
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Balcron Monument Federal #21-15J Archeological Report submitted with
NE NW Section 15, T9S, R16E APD -- see EXHIBIT "M"
Duchesne County, Utah POD has been approved
644.7' FNL, 1830.3' FWL
FLS #U-017985
PTD: 5,800'
GL 5,737.20'

Balcron Monument Federal #43-15J Archeological Report submitted with
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PTD: 5,700'
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orm 3160-5 UNITED STATES FORM APPROVED

une 1999) DEPARTMENT OF THE INTERIOR ""$ire a al
BUREAU OF LAND MANAGEMENT 5. Mase Designation and Serial No.

: INT17985
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. AUonce or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPL1CATIONFOR PERM1T--" for such proposals n/a

SUBMIT IN TRIPLICA TE '
.

7. It unitor cA, Aar..ment Designation

1. Type of Well ,IŒlBÎlI.IIiË
Œ°¿,,

, O °'.'n O Other .

.
8. Wen Name and No.

2. Name of Operator BS1Cl"(n Mt ? 3Í+-lÛ.I

Fatzi.tdile Resol.icces C , Enlervn oil Thvierirn '° ^" " "°
·

3. Address and Telephone No.
4'FOl3-31416

P.O. BaK 21017, Rilliqp, MI' 5910'+ (406) 259-7860 10. Field and Pool, or Exploratory Area

Meruœnt Ikitte/ Grem Rivec
4. Location of Well (Footage. Sec., T.. R., M., or Survey Description)

' • 11. County or Parish. State
SWSE'Sectim 10, 29S, R16E

592' FSL, 1979.2' FF1,
12. CHECK APPROPRIATE BOX(s)TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment O ca.....<m..
O a....,i.no. O s.w c..ta.«¡..

Subsequent Repon O a.,s., ..a O no..a.u. v.«.rt.,
O c...., a..... O Water Shut•Off

O Final Abandonment Notic. O an.,s., c..., O c......i....i.3.ex..

o,s,, change in rig and O DisposeWater

Water SOurce 48.., a,sures.iss.r..ta,,,s....I,ieu....w.n
Completion or Recompiction Report and Logforma

13, Describe Proposed or Completed Operations (Clearly state a 1pertinent details, and give pertinent dates, including estimated date of staning any proposed woric. If well is directionally drilled,

Sive subsurface locations and measured and true vertical depths for all markers and tones pertinent to this work,)•

Operator plans to use Union Drilling Rig #17 as the drt11ing rig and the Joe Shields
water source in drilling this well. Rig layout, 80PE diagram, and a copy of the
water permit are attached.

14. I hereby certi at e r,egoing is t correct COOrdinator of Environmental
r.a A-Of Titi, and Regulatory Affeirs catenpromhar 14 TOO'l

(This space for Federal or State ofGcc use)

Approved by Title Date

Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudutent statema

or representations as to any matter within its jurisdiction.
*See instruction on Reverse
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MJ' TO APPROPRIATEWATER

NOTK:-Theinfornation 'ven n)1 uòw( lanka should be free from explanatog nuttei, but when necessary, a complete
supplementary statement should be made on the'followingpage under the heading"Explatutory.

For the purpose of acquiring the right to use a portion of the unappropriated water of the State of
Utah, for uses indicated by (X) in the proper box or boxes, application is hereby måde to the State
F.ngineer, based upon the following showing of facts, submitted in accordance with the requirements of
the Laws of Utah.

1. Irrigation O Domestic O Stockwatering Û MunicipalOPower O MiningO Other Uses O
2. The name of the aoplicant is Joe Shieldsnaaemasseen.........waammaaaaa•••••••.....w.poopeammaamose**•••&oekoooneen........se.o..ogagegge,g,

3. The Post Office address of the a plicant is Myton, Utah 84052P ..... ..............................-............................................. .......

4 . Thequ ant ityofw atertobe a ppropr iated .........t.0.1..5............ second. feet andfor ......................a cre - feet

5. The water is to be used för..S.t.9.9.kwg.t.,_q.v.'.),99.)_,0.t.b.t.t'...from...........................to..............................
(MajorPurpose) (Month) (Day) (Month) (Day)

o th eru se per lod ........................J.lTjS$.t.).0.0...............from......AP.R.•,.1...........to.,..Q.Ç.1.t...G.............
(Minor furpose) (Month) (Day) (Month) (Day}

an d atorede a chye ar (i ( stored) from ......................-......-............to ............ .... ............

(Month) (Day) (Month) (Day)

6. The drainage area to which the direct source of supply belongs is............ ............... ..........

( ve Blank)

7. The direct source of supply is*......................D.
.4.1.0,

(Name of stream or tilitet suurer)

wh icli is i t ibut a ryt o..................................................................., tr ibutar yto . . .................................

'Note.. Winere water is to be diverted from a well, a tunnel, or drain, the source should be designated as "tinderground Water" in ti.e
first apace and the remamin5 aparea should be left blank. If the source is a stream, a apring, a spnna arca, or a drain, so indicate in the tarst
space, giving its name, if named, and in the remaining svares, designate the stream channels to which it is tributary, even though thewater
rnsy sink, evaporate, or be diverted before reaching said channels, if water from a spring flows in a natural surface channel before being
diverted, the direct source should be designated as a stream and not a spring.

8. The point of diversion from the source is in..............Ÿ.9.9.0Ê.1.99.................County,situated at a point

"Note.--Thepoint of diversion niint be loested definitel by courso and distance or by the distaner.snadh or south ami cat «

west with refemnec 16 a UnitedStates landsurvey corner or LÏnitedStates mineral monument hin a distanceof shtmilesof'either, or it
at a greater distance, lo some plominent and ¡x rmanent natural obect. No application i be received for filing in which the point of
diveruon 1. not debittà defittitely.

9. The divettingand carryihg works will consist of ..A...99.l..1..q.çt.jgy)..d.1,¶.g))...t.9,,J;.1..4.gg...q.f...q).q,

10. If water is to be stored, give capacity of reservoir in acre·feet.........................,....height of dam...........
area inundated in acres........................legal subdivision of ar¢a inundated............................................

11. If aoplication is for irrik.ution purposes, the legal subdivisions of the area irrigated are as follows:
NE¼SELSec. 15, T4S,R2W, USB&M

J 2. L the land owned by the applicant? Yes.... ........ No.......... If "No," explain on page 2.

13. Is this watcr to be used supplementally with other water rights? Yes..............No......×.
If "yes," Identify other water rights on page 2.

14. If application is for power purposes, describe type of plant, size and rated capacity......... .........

...5......1

i<: i i s c e e i . ....,. I t
tite..............................................mine,wherethe followingores aremined...................

16. If application is for stockwatering purposes, number and kind of stock waterect..l..1..$.
in NE¼5E¼Sec. 15 T4S R2W USB&M

....................................t.........t.......t............................................................................... .......

17. If application is for dorpestic purposes,number of persons..................., or families.
18. If application is for municipal purposes, name of municipality..............................
19. It application is for other uses, include general description of proposed uses...9.1..1 F 1

20. Give plac4eo use b lega si of ti d' I uses described in para-

. .........I
s f a t : li ti . cc> -f r acre-

feet of water and .........Ÿ.".9............ second feet and| or acre feet will be returned to the natural
stream vi .soutte at a point denedbcd as follows: ..............-.....-............a.......... ............
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Page No. 2 EXPLANATORY

The following additional facts are set forth in order todefine more clearly the full purpose of the pro-

posed application: ..
.

(Use page 4 if additional oxplanntory is neinled.)

The quantity of water sought to be appropriated, is limited to at.,which
can be beneficially used for the purpose here r .

*If appHcant is 4 corporation or other organisation, signaturn inust be tho name of such corporation or organir.ation
by its proper officer, or in the name of the partnership by one of the partners, and the names of the other partnera shalt

bo listed. If a corporation or partnership, the affkinvit below need not be filled in. If there is moro than one appliennt,
a power of attornoy, authorizing one to act for nit, abould accompany the Application.

DECLAltATION OF CITIZENSHIP

STATE OF UTAH, g•
County of..................... ... ............

On the .......................................day ....
.A.L.1,..:. ...... ...........

..................... 10 '...., perstmally appeared before me, a

notary public for the State of Utah who, on o th, declared that he in a citizen of the Unite.d States,

or has declared his intention to bec a ,e

My commission expires: O

(SEAL Notary
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EQUlTABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860
P.O. Box 21017 FAX: (406) 245-1365 O
Billings, MT 59104 FAX: (406) 245-1361

December 15, 1993

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

Enclosed are sundry notices regarding the drilling rig and water
source Operator plans to use in drilling the following wells:

Balcron Monument Federal #11-12J

Balcron Monument Federal #12-11J

Balcron Monument Federal #21-15J

Balcron Monument Federal #34-10J

S ,

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

Enclosures

cc: Utah Division of Oil, Gas and
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Form 3160-3
SUBMIT IN ' 3ATE' Form approved.

(November 1983) (Other insta on Budget Bureau No. 1004-0136

a....ar e-saac> UNITED STATES rever=•=tsu Expires August 31, 1985

DEPARTMENT OF THE INTERIOR G. LEASE DESIGNATION AND BEslAL NO.

BUREAUOF LAND MANAGEMENT U-017985

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK O.WINDIAN,ALLOWHORTalaxNAME

n/a
1a. TTra or woaK

DR1LLD DEEPENO PLue BAcK O 7. UND AGRHMENT NAME

b. rrrsor war.r, JOnah Unit

W LL
OABLL O .2...

ü"N°." O f."NLTIPLE O •· -•= ===== ====

2. NAME 07 OPERATOR S " f i BalCr0n Nbnment Federal
EQUITABLERESOURCESENERGYCOMPANY,Raleron ni .

I FL O. WRI.I. NO.

3. ADDREBB Or OPERATOR 34-100
P.O. Box 21017; Billings, MT 59104 zo. FIELD AND POOL, OE WILDCAT

4. LOCATION or wmLI. (Report location clearly and in accordance with any State requirements.•) Monument Butte/Grn. River
At surface 11. sac., T., a., x., om aLE.

592' FSL, 1979.2' FEL AND BURVET OR AREA

At proposed prod. sone NJ-O/,Î-J/4/h SW.SE Sec. 10,T9S, R16E
14. DISTANCE IN MILER AND DIRECTION FROM NEAREST TOWN OR PORT OrrlCE* 12. COUNTY OR PARIBM 13, STATE

Approximately 16.6 miles southwest of Mytron, Utah Duchesne UTAH
10. DISTANCE TROM PROPosso• 16. No. or acasa In Laass 17. NO. Or ACass ABBIONED

LOCATION TO NEAREST TO TRIS WEI.I.

PROPERTY 08 LEABB LINE, FT.
(Also to nearest drig, unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. BorAar on caal.a TOOI.a

TO NEAREST WELL, DRILLINO, COMPLETED, i

om APPURD TOR, ON THIS I.EASE, fr.
· gg' 5,850 Rotary

21. stavAtzona (Show whether DF. RT, GR, etc.) 22. Arraox. DATE woax w:LI. araat•

5,717.7' GI \ Upon APD Approval
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF ROLE SIZE OF CABING WEIGHT PER FOOT BETT3NG DEPTII N OF CEMENT

$ee drilling program/casing design

EXHIBITS ATTACIED L

"A" PROPOSEDDRILLING PROGRAM "G" RIG LAYOUT
"B" PROPOSEDSURFACEUSE PROGRAM "H" B0PE DIAGRAM
"C" GEOLOGICPROGNOSIS "I" EXISTING ROADS(Map A) REC / O
"D" DRILLING PROGRAM/CASINGDESIGN "J" PLANNEDACCESS(Map B)
"E" EVIDENCEOF BONDCOVERAGE "K" EXISTING WELLS (Map C) OCT2 2 1993
"F" SURVEYPLAT "L" CUT& FILL DIAGRAM

"M" Archaeology Report

.SELFCERTIFICATION:I hereby certify that I amauthorized, by proper lease interest owner, to conductthese
operations associatedwith the application. Bondcoveragepursuant to 43 CFR3104for lease activities is
being providedby Equitable Resources EnergyCœpany as principal and Safeco Insurance Cœpany of kerica as
surety underBildBondNo.MT0576 (NationwideOil &GasBond#5547188)whowill be responsible for cœpliance
with all of the termsand conditions of that portion of the lease associated with this acolication.
IN ABOVE SPACE DESCRIBE PROPOSED PEOGRAx : It proposal is to deepen or plug back, give data on present productiveTone and proposed new productive

zone. Il proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

Coordinator of Environmental
BIGNED RJ ..... and Regulatorv Affairs .42. A

(This space for Federal or State odice use)

wreart?xn / trrnovil otTr

Balsimotsvalci DEC1 3 1993
ammanven TITir DATE

CONDITIÈN OP APPROTAI., 17 ANT :

NOTICEOF APPROVAL
CoNo .coa

*SeeInstructionsOn ReverseSide
T::la• '" t'.S.C. Section 1001, makes it a crime for any person knowinyty and wilitully to make to any department or agency of the
Unitet. . -.es any imise. fictitious or fraudulent state,*nts or repre••••,tations as to any matter within its
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WELL LOCATION INFORMATION

Company/Operator: Equitable Resources Enerqy Company

API Number 43-013-31416

Well Name & Number: Balcron Monument Federal 34-10J

Lease Number: U-017985

Location: SWSE Sec. 10 T.9 S. R.16 E.

Surface Ownership: BLM

Date NOS Received Auqust 23, 1993

Date APD Received October 22, 1993

NOTIFICATIONREQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of location and access
roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and - at least twenty-four(24) hours prior to running casing and cementing all
Cementing casingstrings.

BOP and Related - at least twenty-four(24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) business days after new well begins or production resumes
Notice after well has been off production for more than ninety (90) days.

For more specific details on notificationrequirements, please check the Conditions of Approval for
Notice to Drilland Surface Use

WELL LOCATION INFORMATION

Company/Operator: Equitable Resources Enerqy Company

API Number 43-013-31416

Well Name & Number: Balcron Monument Federal 34-10J

Lease Number: U-017985

Location: SWSE Sec. 10 T.9 S. R.16 E.

Surface Ownership: BLM

Date NOS Received Auqust 23, 1993

Date APD Received October 22, 1993

NOTIFICATIONREQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of location and access
roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and - at least twenty-four(24) hours prior to running casing and cementing all
Cementing casingstrings.

BOP and Related - at least twenty-four(24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) business days after new well begins or production resumes
Notice after well has been off production for more than ninety (90) days.

For more specific details on notificationrequirements, please check the Conditions of Approval for
Notice to Drilland Surface Use

WELL LOCATION INFORMATION

Company/Operator: Equitable Resources Enerqy Company

API Number 43-013-31416

Well Name & Number: Balcron Monument Federal 34-10J

Lease Number: U-017985

Location: SWSE Sec. 10 T.9 S. R.16 E.

Surface Ownership: BLM

Date NOS Received Auqust 23, 1993

Date APD Received October 22, 1993

NOTIFICATIONREQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of location and access
roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and - at least twenty-four(24) hours prior to running casing and cementing all
Cementing casingstrings.

BOP and Related - at least twenty-four(24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) business days after new well begins or production resumes
Notice after well has been off production for more than ninety (90) days.

For more specific details on notificationrequirements, please check the Conditions of Approval for
Notice to Drilland Surface Use



CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Company Equitable Resources Energy Company Well No. Balcron Federal 34-10J

Location SWSE Section 10, T9S, R16E Lease No.U - 017985

Approval of this application does not warrant or certify that the applicant
holds legal or equitable title to those rights in the subject lease which
would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 3100),
Onshore Oil and Gas Orders, and the approved plan of operations. The
operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure
compliance.

Be aware fire restrictions may be in effect when location is being
constructed and/or when well is being drilled. Contact the appropriate
Surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearinq
Zones are Expected to be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this
office. Copies of State of Utah form OGC-8-X are acceptable. If
noticeable water flows are detected, submit samples to this office
along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by
BLM at onsite) encountered during drilling, will be recorded by depth
and adequately protected. All oil and gas shows will be tested to
determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of
Onshore Oil and Gas Order No. 2 for equipment and testing
requirements, procedures, etc., for a 2M system and individual
components shall be operable as designed. Chart recorders shall be
used for all pressure tests.

Test charts, with individual test results identified, shall be
maintained on location while drilling and shall be made available to
a BLM representative upon
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BLM at onsite) encountered during drilling, will be recorded by depth
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2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of
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If an air compressor is on location and is being utilized to provide
air for the drilling medium while drilling, the special drilling
requirements in Onshore Oil and Gas Order No. 2, regarding air or gas
drilling shall be adhered to. If a mist system is being utilized then
the requirement for a deduster shall be waived.

The Vernal District Office shall be notified, at least 24 hours prior
to initiating the pressure tests, in order to have a BLM
representative on location during pressure testing.

3. Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints,
with a minimum of one centralizer per joint.

As a minimum, the usable water and oil shale resources shall be
isolated and/or protected by having a cement top for the production
casing at least 200 ft. above the base of the usable water zone,
identified at ± 2,717 ft. If gilsonite is encountered while drilling,
it shall be isolated and/or protected via the cementing program.

The Vernal District Office shall be notified at least 24 hours prior
to the running and cementing of all casing strings, in order to have
a BLM representative on location while running and cementing all
casing strings.

4. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous
waste or demonstrating a characteristic of a hazardous waste will not
be used in drilling, testing, or completion operations.

No chromate additives will be used in the mud system on Federal and
Indian lands without prior BLM approval to ensure adequate protection
of fresh water aquifers.

5. Coring, Loqqinq and Testing Program

Daily drilling and completion progress reports shall be submitted to
this office on a weekly basis.

All Drill Stem tests (DST) shall be accomplished during daylight
hours, unless specific approval to start during other hours is
obtained from the AO. However, DSTs may be allowed to continue at
night if the test was initiated during daylight hours and the rate of
flow is stabilized and if adequate lighting is available (i.e.,
lighting which is adequate for visibility and vaporproof for safe
operations). Packers can be released, but tripping should not begin
before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe
to ± 2500 ft. and shall be utilized to determine the bond quality for
the production casing. Submit a field copy of the CBL to this
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Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be
submitted not later than 30 days after completion of the well or
after completion of operations being performed, in accordance with 43
CFR 3164. Two copies of all logs, core descriptions, core analyses,
well-test data, geologic summaries, sample description, and all other
surveys or data obtained and compiled during the drilling, workover,
and/or completion operations, will be filed with Form 3160-4.
Samples (cuttings, fluids, and/or gases) will be submitted when
requested by the AO.

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged,
and no drilling or workover equipment will be removed from a well to
be placed in a suspended status without prior approval of the AO. If
operations are to be suspended, prior approval of the AO will be
obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work
hours (7:45 a.m.-4:30 p.m., Monday through Friday except holidays),
at least 24 hours prior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5
using form MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any
other unusual occurrences shall be promptly reported in accordance
with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a
"Sundry Notice" (Form 3160-5) to that effect will be filed, for prior
approval of the AO, and all conditions of this approved plan are
applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be
construed for oil wells as the date on which liquid hydrocarbons are
first sold or shipped from a temporary storage facility, such as a
test tank, and for which a run ticket is required to be generated or,
the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas
wells as the date on which associated liquid hydrocarbons are first
sold or shipped from a temporary storage facility, such as a test
tank, and for which a run ticket is required to be generated or, the
date on which gas is first measured through permanent metering
facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will
be notified when the well is placed in a producing status. Such
notification will be sent by telegram or other written communication,
not later than five (5) days following the date on which the well is
placed on
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Gas produced from this well may not be vented or flared beyond an
initial authorized test period of 30 days or 50 MMCF following its
completion, whichever occurs first, without the prior written
approval of the Authorized Officer. Should gas be vented or flared
without approval beyond the authorized test period, the operator may
be directed to shut-in the well until the gas can be captured or
approval to continue venting or flaring as uneconomic is granted and
the operator shall be required to compensate the lessor for that
portion of the gas vented or flared without approval which is
determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-2,
3162.7-3, and 3162.7-4 shall be submitted to the appropriate District
Office within thirty (30) days of installation or first production,
whichever occurs first. All site security regulations as specified
in Onshore Oil & Gas Order No. 3 shall be adhered to. All product
lines entering and leaving hydrocarbon storage tanks will be
effectively sealed in accordance with 43 CFR 3162.7-4.

No well abandonment operations will be commenced without the prior
approval of the AO. In the case of newly drilled dry holes or
failures, and in emergency situations, oral approval will be obtained
from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will
be filed with the AO within thirty (30) days following completion of
the well for abandonment. This report will indicate where plugs were
placed and the current status of surface restoration. Final
abandonment will not be approved until the surface reclamation work
required by the approved APD or approved abandonment notice has been
completed to the satisfaction of the AO or his representative, or the
appropriate Surface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank
battery.

All off-lease storage, off-lease measurement, or commingling on-lease
or off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
wellhead. The gas flowline will be buried or anchored down from the
wellhead to the meter and within 500 feet downstream of the meter run
or any production facilities. Meter runs will be housed and/or
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The oil and gas measurement facilities will be installed on the well
location. The oil and gas meters will be calibrated in place prior
to any deliveries. Tests for meter accuracy will be conducted
monthly for the first three months on new meter installations and at
least quarterly thereafter. The AO will be provided with a date and
time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be submitted
to the Vernal District Office. All meter measurement facilities will
conform with Onshore Oil & Gas Order No. 4 for liquid hydrocarbons
and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLM jurisdiction will conform to 43 CFR
3610.2-3.

There will be no deviation from the proposed drilling and/or workover
program without prior approval from the AO. Safe drilling and
operating practices must be observed. All wells, whether drilling,
producing, suspended, or abandoned will be identified in accordance
with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in accordance
with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act
of 1982, as implemented by the applicable provisions of the operating
regulations at Title 43 CFR 3162.4-1(c), requires that "not later
than the 5th business day after any well begins production on which
royalty is due anywhere on a lease site or allocated to a lease site,
or resumes production in the case of a well which has been off
production for more than 90 days, the operator shall notify the
authorized officer by letter or sundry notice, Form 3160-5, or orally
to be followed by a letter or sundry notice, of the date on which
such production has begun or resumed."

If you fail to comply with this requirement in the manner and time
allowed, you shall be liable for a civil penalty of up to $10,000 per
violation for each day such violation continues, not to exceed a
maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas
Royalty Management Act of 1982 and the implementing regulations at
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature
date. An extension period may be granted, if requested, prior to the
expiration of the original approval
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In the event after-hours approvals are.necessary, please contact one
of the following individuals:

Gerald E. Kenczka (801) 781-1190
Petroleum Engirteer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLM FAX Machine (801)
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EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily
hazardous.

Unused fracturing fluids or acids
Gas plant cooling tower cleaning wastes
Painting wastes
Oil and gas service company wastes, such as empty drums, drum
rinsate, vacuum truck rinsate, sandblast media, painting wastes,
spend solvents, spilled chemicals, and waste acids
Vacuum truck and drum rinsate from trucks and drums, transporting
or containing nonexempt waste
Refinery wastes
Liquid and solid wastes generated by crude oil and tank bottom
reclaimers
Used equipment lubrication oils
Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents
Waste in transportation pipeline-related pits
Caustic or acid cleaners
Boiler cleaning wastes
Boiler refractory bricks

Incinerator ash
Laboratory wastes

Sanitary wastes
Pesticide wastes
Radioactive tracer wastes

Drums, insulation and miscellaneous
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The reserve pit shall be lined with a minimumof 12 milthickness with sufficientbedding (either straw or
dirt) to cover any rocks. The liner will overlap the pit walls and be covered with dirt and/or rocks to
hold it in place. No trash, scrap pipe, etc., that could puncture the liner will be disposed of in the pit.

A complete copy of the approved APD and ROW grant, if applicable, shall be on location during
construction of the location and drilling activities.

The operator or his/her contractor shall contact the BLMOfficeat (801) 789-1362 forty-eight (48) hours
prior to construction activities.

The BLMOffice shallbe notifiedupon site completion prior to moving on the drilling rig.

The requested emergency pit is hereby approved under Onshore Order No. 7, subject to the following
Conditions of Approval:

1. The emergency pit shall be fenced and the fence maintained for safety, and to prevent livestock
and wildlifeentry. The pit shall be fenced according to the same minimum standards listed for
the drillingreserve pit under Point 9E of the Multi-pointSurface Use and Operation Plan. The
fence shall be maintained in a taut condition. Fences shall not be built on berms.

2. Turn downs shall be put on the ends of pipes to direct fluids downward instead of against the
wall of the pit.

If paleontologic resources are found or uncovered during ground disturbing activities, Balcron will
suspend all operations that would further disturb such materials and immediately contact the BLM
Authorized Officer.

Fall seeding will be done after September 15 and prior to prolonged ground frost.

Ifconstruction or surface disturbing activitiesare to occur between March 15 and August 15, it is
required that a field survey be performed to assure that the nesting activities of Mountain Plover are not
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

NAME OF COMPANY: EQUITABLE RESOURCES

WELL NAME: BALCRON MONUMENT FEDERAL 34-10J

API NO. 43-013-31416

Section 10 Township 9S Range 16E County DUCHESNE

Drilling Contractor UNION

Rig # 17

SPUDDED: Date 1/13/94

Time 10:00 AM

How DRY HOLE

Drilling will commence

Reported by AL PLUNKETT

Telephone #

Date 1/14/94 SIGNED
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JAN 14 '94 09:17AM BALCRON OIL DIV P.1/1

Page 1 of 1
Baleron Oil

DAILY OPERATING REEORT
DATEs 1/14/94

**JONAH UNIT PARTNERS' DAILY REPORT&&

BALCRON MONUKENT FEDERAL #12-113 Operator: EREC/Baloron
BOD WI: 79.78%
Locations BW NW Bection 11, TSS, R16E

---TIGHT NOLE--- Duchesne County, Utah
Prospect: Jonah Unit / Monument Butte
PTD: 5700' Green River Oil - Dev.

1-14-94 TD: 4,910* (988') Day 4
Formation: Green Zone
MW 8.4 VIS 26
Present Operation: Drilling
Replace rotating head, drill & survey.
DC: $13,158 CC: $88,872

BALCRONMONUMENTFEDERAL #34-103 Operator: BREC/Baloron
BOD WII 79.78%
Locations BW 88 Section 10, TSB, R16E

---TIGHT ROLE--- Duchesne County, Utah
Prospects Jonah Unit / Nostaent Butte
PTD: 5,850' Green River Øil - Dev.

1-12-94 Well spud @ 10 a.m. by Leon Ross Air
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JAN 18 '94 09:37AM BP' RON OIL DIV P.1/1

DAILY OPERATING BERORT

BALCRON MONUMENTFEDERAL ‡34-10J

Locations SW BE sootion 10, T98, R168
Duchesne CountYe Utah ---TIGKT NOLE--

592' TSL 1979.2' FEL
PTDs 6,000' Tormations Green River
Prospect: JONAH UNIT, Monument Butto rield
Elevations: 5,717.7' GL
Contractors Union Drilling Rig #17
Operatort Saloron/EREC
Spudt 1-12-94 0 10 a.m.
Casing: 8-5|a" O 264' GL

6

1-12-94 Well apud 9 10 a.m. by Leon Ross Air Drilling.

12-17-93 Start location - Stubbs and Stubbs Construction.

12-18-93 Work on location.

1-12-94 Move Ross Air Drilling on & drill to 250'.
DC: $15,900 CC: $15,900

1-13-94 Finish drilling to 275', run 8-5/8" cag & cmt as follows:
Guide shoe .70'

1 jt 8-5/8" 24# shoe jt 42.40'
Baffle plate ----

6 Jts 8-5/8" 24# J-55 cag 223.77'
266.87'

Set cag at GL 264'
Union KB 274'
Cat by Halliburton w/150 exa Class "G", 2% CCL t 1/4#|Bx

celoflake. Approximately 5 bble omt return to p t. Plug

down 2:10 p.m. 1-13-94.
DC: $3,908 CC: $19,808

1-14-94 Work on pit.

1-15-94 Finish pit.

1-16-94 Install pit liner.

1-18-94 TD: 670' (396') day 1
Formation: Uintah
KW 8.3 VIS 26
Present Operation: Repair brakes.
Move rig & RU, NU BOP. Test BOP & manifold to 2000# -

OK. Test oog to 1500# - OK. PU drill collarti & drill

omt. Drill, survey & repair brakes.
DC: $6,926 CC:
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m 3160-5 - UNITED STATES wy ,
FORM APPROVED

me 1990) DEPARTMENT OF THE INTERIOR ire a i 3ÛË
BUREAU OF LAND MANAGEMENT s. uns. Designation and serialNo.

IFGl7985
SUNDRY NOTICES AND REPORTS ON WELLS 6. U Indian. Allouce or Tribe Name

30 not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE '
.

i. u unitor cA, Aareement Desianadon

Type of Well sÃŒ¾lÎlit
Oil Gas 8. Well Name and No.
Well Well Other

Name of Operator -
BBlCL"Q2 at F al #¾-1 I

Fritzi.talale Res trees Baerav C , M1 1 määm ' ^" ""°

Address and Telephone No.
4.¾1.3-31416

P.O. BaK 21017,RiTliqp, MI' 5910'* (406) 259-7860 10. Field and Pool, or Exploratory Area

khumnt Batte/ Green Rivec
Location of Well (Footage. Sec., T., R., M., or Survey Description)

I1. County or Parish, State
SWSE'Sectiæ 10, T9S, R16E

592' FSL, 1979.2' FEI,
CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMlSSION TYPE OF ACTION

O Nodce opntent Abandonment O es.....< ri.
O a....,..so. O s.w co.-a..

Ð Subsequent Repon Plugging Back O Non-Roudne Fracturing

O cui., a...I, O Water Shut-Off

O Final Abandonment Notice Almring Cuin, O c......so. e in3.cao.

Other Repart of Spui O Dispose Water
(Note: Reportrciultsof multipiccompletiononWell

Completion or Recompletion Report and Log form.)

. Describe Proposed or Completed Operations (Clearly state a I perdnent details, and give pertinent dates. Including estimated date of starting any proposed work. If well is direcdonally drilled,

Sive subsurface locations and measured and true vertical depths for all markers and zones pettinent to this work.)•

'Jhis well was sptri at 10 a.m. on 1-124 by Iean Ross Air Dcilling.

14. I hereby ce i e foregoing is tu and correct

Sign Tide Reg1]FITTry AffFriT4 Date 1-9 /\

(This space for Federal or State office use)

Approved by Tide Dale

Conditions of approval, if any:

Titic 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse
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STATE OF UTAll
DIVISI0tl OF OIL, GAS AND NÏNING OPERATOR R1uitable Resources Ebersy CallpBlW OPERATORACCT. NO.

ENTITY ACTION FORH - FORM6 ADDRESS
BalcCat10il DivniOtl

P.O. Bar 21017
Billingy, MI' 5910's (406) 259-7860

ACTION CURRENT NEW API MUNDER WELL NAME WELL LOCATION SPUD EFFECTIVE
CODE ENTITY NO. ENTITY NO. QQ SC TP RG COUNTY DATE DATE

B 11492 11492 ANR3-31416 Belecæ Mmimt Feelerak #34-10J SWSE 10 9S 16E Duchesne 1-12-94 1-12-·94

WELL 1 CÖNHENTS:

Spul of a new æll, please add to Janah Unit Ritity· Ë /9

i . 2 COMMENTS:

WELL3 COMMENTS:

WELL 4 COMMENTS:

WELL 5 COMMENTS:

ACTION CODES (See instructions on back of form)
A - Establish new entity for new well (single well only)
B - Add new well to existing entity (group or unit well) ° na .ur

C - Re-assign well from one existing entity to another existing entity r Of RNirat111ental alIl
D - Re-assign well from one existing entity to a new entity Re9t11atntv Affairs 1--1½
E - Other (explain in comments section) Title

'
Date

NOTE: *Use COMMENTsection to explain why each Action Code was selected. Phone No. Ilin6 3 9547860
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JAN 19 '94 11:01AM BAI RON OIL DIV P.1/1

Tage 1 Of 1
Balcron Oil

DAILY OPERATING REPORT
DATE: 1/19|94

**JONAH ONIT PARTNERS' DAILY REPORT**

SALCRONRONUMENT FEDERAL #12-113 Operators EREC/Baloron
BOD WI: 79.18%
Locations BW NW Section 114 TSS, RI68---TIGET HOLE--- Duchesne County, Utah
Prospoott Jonah Unit / Montaent Butte

1-18-94 Completion
MIRU Cannon well service rig #2. NU BOP. PU 4-3'4" bit & 089
scraper. TIH w/85 jts 2-7/8" EUE tbg, tag PBTD 0 5303' KB. Ciro
hole clean w/125 bble 24 KCL wtr. Toch w|tbg, bt & scraper.
SWIFN.
DC: $15,762

BALCRON MONUMENTFEDERAL #34-10J Operator: EREC/Baloron
BOD WII 79.78%
Locations BW BE Bootion 10, TBS, R16E

---TIGHT HOLE--- Duchesne County, Utah
Prospect: Jonah Unit / Monument Butte
PTD: 5,850' Green River Cil - Dev.

1-19-94 TD: 2,033' (1,363') Day 2
Formation: Green River
MW 8.4 VIS 26
Present Operation: Drilling
Repair brakes, drill, clean on rig, & survey.
DC: $27,802 CC:

JAN 19 '94 11:01AM BAI RON OIL DIV P.1/1

Tage 1 Of 1
Balcron Oil

DAILY OPERATING REPORT
DATE: 1/19|94

**JONAH ONIT PARTNERS' DAILY REPORT**

SALCRONRONUMENT FEDERAL #12-113 Operators EREC/Baloron
BOD WI: 79.18%
Locations BW NW Section 114 TSS, RI68---TIGET HOLE--- Duchesne County, Utah
Prospoott Jonah Unit / Montaent Butte

1-18-94 Completion
MIRU Cannon well service rig #2. NU BOP. PU 4-3'4" bit & 089
scraper. TIH w/85 jts 2-7/8" EUE tbg, tag PBTD 0 5303' KB. Ciro
hole clean w/125 bble 24 KCL wtr. Toch w|tbg, bt & scraper.
SWIFN.
DC: $15,762

BALCRON MONUMENTFEDERAL #34-10J Operator: EREC/Baloron
BOD WII 79.78%
Locations BW BE Bootion 10, TBS, R16E

---TIGHT HOLE--- Duchesne County, Utah
Prospect: Jonah Unit / Monument Butte
PTD: 5,850' Green River Cil - Dev.

1-19-94 TD: 2,033' (1,363') Day 2
Formation: Green River
MW 8.4 VIS 26
Present Operation: Drilling
Repair brakes, drill, clean on rig, & survey.
DC: $27,802 CC:

JAN 19 '94 11:01AM BAI RON OIL DIV P.1/1

Tage 1 Of 1
Balcron Oil

DAILY OPERATING REPORT
DATE: 1/19|94

**JONAH ONIT PARTNERS' DAILY REPORT**

SALCRONRONUMENT FEDERAL #12-113 Operators EREC/Baloron
BOD WI: 79.18%
Locations BW NW Section 114 TSS, RI68---TIGET HOLE--- Duchesne County, Utah
Prospoott Jonah Unit / Montaent Butte

1-18-94 Completion
MIRU Cannon well service rig #2. NU BOP. PU 4-3'4" bit & 089
scraper. TIH w/85 jts 2-7/8" EUE tbg, tag PBTD 0 5303' KB. Ciro
hole clean w/125 bble 24 KCL wtr. Toch w|tbg, bt & scraper.
SWIFN.
DC: $15,762

BALCRON MONUMENTFEDERAL #34-10J Operator: EREC/Baloron
BOD WII 79.78%
Locations BW BE Bootion 10, TBS, R16E

---TIGHT HOLE--- Duchesne County, Utah
Prospect: Jonah Unit / Monument Butte
PTD: 5,850' Green River Cil - Dev.

1-19-94 TD: 2,033' (1,363') Day 2
Formation: Green River
MW 8.4 VIS 26
Present Operation: Drilling
Repair brakes, drill, clean on rig, & survey.
DC: $27,802 CC:



JAN 20 '94 10-21AM BP "RON OIL DIV

Page 1 of 3
Baleron Oil

DAILY OPERATING REPORT
DATE: 1/20/94

**JONAH UNIT PARTNERS' DAILY REPORT&*

SALCRON MONUMENTFEDERAL #12-117 Operator: EREC/Baloron
SOD WIs 79.78%
Locations BW NW Beation 11, TOB, R16B

---TIGHT ROLE--- Duchesne County, Utah
Prospects Jonah Unit / Nonunent Butte

1-19-94 Completion
CP - 0; TP - 5 psi. Tag fluid 4200' from surface, 1 00' of fluid
entry in 14 hrs. 1st run 2% oil, 98% wtr, gas-cut. 2 d run, fluid
level 4700' from surface, 500' fluid entry in 30 min, race of oil,
100% wtr gas-cut. See treatment report attached.
DC: $275

BALCRON MONUMENTFEDERAL #34-10J Operator: EREC/Baloron
BOD WI: 79.78%
Location: SW BE section 10, T98, R16E

---TIGHT BOLE--- Duchesne County, iltah

Prospects Jonah Unit / Nonument Butte
PTD: 5,850' Green River Oil - Dev.

1-20-94 TD: 3,121' (1,088') Day 3
Formation: Green River
MW 8.4 VIS 26
Present Operation: Drilling
Drill, survey, & clean on rig.
DC: $14,511 CC:

JAN 20 '94 10-21AM BP "RON OIL DIV

Page 1 of 3
Baleron Oil

DAILY OPERATING REPORT
DATE: 1/20/94

**JONAH UNIT PARTNERS' DAILY REPORT&*

SALCRON MONUMENTFEDERAL #12-117 Operator: EREC/Baloron
SOD WIs 79.78%
Locations BW NW Beation 11, TOB, R16B

---TIGHT ROLE--- Duchesne County, Utah
Prospects Jonah Unit / Nonunent Butte

1-19-94 Completion
CP - 0; TP - 5 psi. Tag fluid 4200' from surface, 1 00' of fluid
entry in 14 hrs. 1st run 2% oil, 98% wtr, gas-cut. 2 d run, fluid
level 4700' from surface, 500' fluid entry in 30 min, race of oil,
100% wtr gas-cut. See treatment report attached.
DC: $275

BALCRON MONUMENTFEDERAL #34-10J Operator: EREC/Baloron
BOD WI: 79.78%
Location: SW BE section 10, T98, R16E

---TIGHT BOLE--- Duchesne County, iltah

Prospects Jonah Unit / Nonument Butte
PTD: 5,850' Green River Oil - Dev.

1-20-94 TD: 3,121' (1,088') Day 3
Formation: Green River
MW 8.4 VIS 26
Present Operation: Drilling
Drill, survey, & clean on rig.
DC: $14,511 CC:

JAN 20 '94 10-21AM BP "RON OIL DIV

Page 1 of 3
Baleron Oil

DAILY OPERATING REPORT
DATE: 1/20/94

**JONAH UNIT PARTNERS' DAILY REPORT&*

SALCRON MONUMENTFEDERAL #12-117 Operator: EREC/Baloron
SOD WIs 79.78%
Locations BW NW Beation 11, TOB, R16B

---TIGHT ROLE--- Duchesne County, Utah
Prospects Jonah Unit / Nonunent Butte

1-19-94 Completion
CP - 0; TP - 5 psi. Tag fluid 4200' from surface, 1 00' of fluid
entry in 14 hrs. 1st run 2% oil, 98% wtr, gas-cut. 2 d run, fluid
level 4700' from surface, 500' fluid entry in 30 min, race of oil,
100% wtr gas-cut. See treatment report attached.
DC: $275

BALCRON MONUMENTFEDERAL #34-10J Operator: EREC/Baloron
BOD WI: 79.78%
Location: SW BE section 10, T98, R16E

---TIGHT BOLE--- Duchesne County, iltah

Prospects Jonah Unit / Nonument Butte
PTD: 5,850' Green River Oil - Dev.

1-20-94 TD: 3,121' (1,088') Day 3
Formation: Green River
MW 8.4 VIS 26
Present Operation: Drilling
Drill, survey, & clean on rig.
DC: $14,511 CC:



JAN 20 '94 10:21AM BAl ' N OIL DIV P.1/3

Page 1 of 3

Baleron Oil
DAILY OPERATING REPORT

DATE: 1/20/94

**JONAR UNIT PARTNERS' DAILY REPORT**

SALCRON MONUMENTTEDERAL #12-11J Operator: EREC/Baloron
SOD WIs 79.784
Locations BW NW Section 11, TSB, R16B

---TIGHT NOLE--- Duchesne County, Utah
Prospoott Jonah Unit | Nonuttent Butte

1-19-94 Completion
CP - 0; TP - 5 psi. Tag fluid 4200' from surface, 1 00' of fluid

entry in 14 hrs. let run 2% oil, 98% wtr, gas-cut. 2 d run, fluid

level 4700' from surface, 500' fluid entry in 30 min, race of oil,

100% wtr gas-cut. See treatment report attached.
DC: $275

BALCRON MONUMENTFEDERAL #34-10J Operatort EREC/Baloron
BOD WI: 79.78%
Location: SW SB section 10, T98, R168

---TIGHT ROLE--- Duchesse county, 11tah

Prospects Jonah Unit / Monulaent Butte

PTD: 5,850' Green River OLl - DeV.

1-20-94 TD: 3,121' (1,088') Day 3
Formation: Green River
MW 8.4 VIS 26
Present Operation: Drilling
Drill, survey, & clean on rig.
DC: $14,511 CC:

JAN 20 '94 10:21AM BAl ' N OIL DIV P.1/3

Page 1 of 3

Baleron Oil
DAILY OPERATING REPORT

DATE: 1/20/94

**JONAR UNIT PARTNERS' DAILY REPORT**

SALCRON MONUMENTTEDERAL #12-11J Operator: EREC/Baloron
SOD WIs 79.784
Locations BW NW Section 11, TSB, R16B

---TIGHT NOLE--- Duchesne County, Utah
Prospoott Jonah Unit | Nonuttent Butte

1-19-94 Completion
CP - 0; TP - 5 psi. Tag fluid 4200' from surface, 1 00' of fluid

entry in 14 hrs. let run 2% oil, 98% wtr, gas-cut. 2 d run, fluid

level 4700' from surface, 500' fluid entry in 30 min, race of oil,

100% wtr gas-cut. See treatment report attached.
DC: $275

BALCRON MONUMENTFEDERAL #34-10J Operatort EREC/Baloron
BOD WI: 79.78%
Location: SW SB section 10, T98, R168

---TIGHT ROLE--- Duchesse county, 11tah

Prospects Jonah Unit / Monulaent Butte

PTD: 5,850' Green River OLl - DeV.

1-20-94 TD: 3,121' (1,088') Day 3
Formation: Green River
MW 8.4 VIS 26
Present Operation: Drilling
Drill, survey, & clean on rig.
DC: $14,511 CC:

JAN 20 '94 10:21AM BAl ' N OIL DIV P.1/3

Page 1 of 3

Baleron Oil
DAILY OPERATING REPORT

DATE: 1/20/94

**JONAR UNIT PARTNERS' DAILY REPORT**

SALCRON MONUMENTTEDERAL #12-11J Operator: EREC/Baloron
SOD WIs 79.784
Locations BW NW Section 11, TSB, R16B

---TIGHT NOLE--- Duchesne County, Utah
Prospoott Jonah Unit | Nonuttent Butte

1-19-94 Completion
CP - 0; TP - 5 psi. Tag fluid 4200' from surface, 1 00' of fluid

entry in 14 hrs. let run 2% oil, 98% wtr, gas-cut. 2 d run, fluid

level 4700' from surface, 500' fluid entry in 30 min, race of oil,

100% wtr gas-cut. See treatment report attached.
DC: $275

BALCRON MONUMENTFEDERAL #34-10J Operatort EREC/Baloron
BOD WI: 79.78%
Location: SW SB section 10, T98, R168

---TIGHT ROLE--- Duchesse county, 11tah

Prospects Jonah Unit / Monulaent Butte

PTD: 5,850' Green River OLl - DeV.

1-20-94 TD: 3,121' (1,088') Day 3
Formation: Green River
MW 8.4 VIS 26
Present Operation: Drilling
Drill, survey, & clean on rig.
DC: $14,511 CC:



JAN 21 '94 10: 19AM BE 'ON OIL DIV I P. 1/2

Page 1 of 2Balcron Oil
DAILYOPERATINGREPORTDATE: 1/21/94

**JONAE UNIT PARTNERS' DAILT REPORT**
BALCRON MONUMENT PEDERAL #12-113 Operator: EREC/Baloron

BOD WI: 79.78%
Locations BW NW Bootion 11, 298, R16E

---TIGHT BOLE---
Duchesne County, UtahProspect: Jonah Unit / Montment Butte1-20-94 Completion

CP - 0; TP - 5 psi. Tag fluid 4200' from surface, 100' of fluidentry in 14 hrs, 1st run 2% oil, 98% gas-cut wtr. nd run, fluidlevel 4700' from surface, 500' fluid entry in 30 min, trace of oil,100% gas-cut wtr. TIH & retrieve BP, t00H w|tby, pa ker & BP. RUSchlumberger to set CISP @ 5325' KB. Pressur test - OK.Perforato 4984'-91' & 5025'-28* (2 SPF). TIH w/5-1/ " RBP, one 2-7/8" x 4' sub, 5-1/2" packer, SN & 162 Jts 2-7/8" t . Set BP O5008' KB, set packer 4 4969/ KB, EOT @ 4976' KB. RU Western to doHCL break down on perfs 4984*-91' refer to treatment eport. ResetBP @ 5069' KB, set packer 0 4999' KB, EOT 0 5006' . RU Westernto break down perfs 5025'-28'. Spot acid at perfs, et packer, hadcommunication behind esg between perts 5025'-28' a 4 4984'-91'.Reset packer 9 4969' KB & pumped acid into formation. Unset packer& TOOH w|tby, SN, packer & retrieving tool. SWI N. Load to irecover - 40 bbls.
DC: $8,732

BALCRONx0NUMENT FEDERAL #34-10J Operator: BREC/Baloron
SOD WI: 19.78%
Location: BW 88 Section 10, Tear R16E

---TIGHT NOLE---
Duchesne County, ItahProspects Jonah Unit / Ronnaent Butte1-21-94 TD: 4,035¢ (914') Day 4MW8.4 VIS 26

Present Operation: DrillingDrill, survey, & clean on rig.DC: $12,332 CC: $81,379

CONT TO:
TELECOPX TOsM.B. Auer H.J. Damstrom ENGINEERING D.L. BoleJ. Balkenbush R.A. Schalla GEOLOGY J.A. TownsendLAND at

JAN 21 '94 10: 19AM BE 'ON OIL DIV I P. 1/2

Page 1 of 2Balcron Oil
DAILYOPERATINGREPORTDATE: 1/21/94

**JONAE UNIT PARTNERS' DAILT REPORT**
BALCRON MONUMENT PEDERAL #12-113 Operator: EREC/Baloron

BOD WI: 79.78%
Locations BW NW Bootion 11, 298, R16E

---TIGHT BOLE---
Duchesne County, UtahProspect: Jonah Unit / Montment Butte1-20-94 Completion

CP - 0; TP - 5 psi. Tag fluid 4200' from surface, 100' of fluidentry in 14 hrs, 1st run 2% oil, 98% gas-cut wtr. nd run, fluidlevel 4700' from surface, 500' fluid entry in 30 min, trace of oil,100% gas-cut wtr. TIH & retrieve BP, t00H w|tby, pa ker & BP. RUSchlumberger to set CISP @ 5325' KB. Pressur test - OK.Perforato 4984'-91' & 5025'-28* (2 SPF). TIH w/5-1/ " RBP, one 2-7/8" x 4' sub, 5-1/2" packer, SN & 162 Jts 2-7/8" t . Set BP O5008' KB, set packer 4 4969/ KB, EOT @ 4976' KB. RU Western to doHCL break down on perfs 4984*-91' refer to treatment eport. ResetBP @ 5069' KB, set packer 0 4999' KB, EOT 0 5006' . RU Westernto break down perfs 5025'-28'. Spot acid at perfs, et packer, hadcommunication behind esg between perts 5025'-28' a 4 4984'-91'.Reset packer 9 4969' KB & pumped acid into formation. Unset packer& TOOH w|tby, SN, packer & retrieving tool. SWI N. Load to irecover - 40 bbls.
DC: $8,732

BALCRONx0NUMENT FEDERAL #34-10J Operator: BREC/Baloron
SOD WI: 19.78%
Location: BW 88 Section 10, Tear R16E

---TIGHT NOLE---
Duchesne County, ItahProspects Jonah Unit / Ronnaent Butte1-21-94 TD: 4,035¢ (914') Day 4MW8.4 VIS 26

Present Operation: DrillingDrill, survey, & clean on rig.DC: $12,332 CC: $81,379

CONT TO:
TELECOPX TOsM.B. Auer H.J. Damstrom ENGINEERING D.L. BoleJ. Balkenbush R.A. Schalla GEOLOGY J.A. TownsendLAND at

JAN 21 '94 10: 19AM BE 'ON OIL DIV I P. 1/2

Page 1 of 2Balcron Oil
DAILYOPERATINGREPORTDATE: 1/21/94

**JONAE UNIT PARTNERS' DAILT REPORT**
BALCRON MONUMENT PEDERAL #12-113 Operator: EREC/Baloron

BOD WI: 79.78%
Locations BW NW Bootion 11, 298, R16E

---TIGHT BOLE---
Duchesne County, UtahProspect: Jonah Unit / Montment Butte1-20-94 Completion

CP - 0; TP - 5 psi. Tag fluid 4200' from surface, 100' of fluidentry in 14 hrs, 1st run 2% oil, 98% gas-cut wtr. nd run, fluidlevel 4700' from surface, 500' fluid entry in 30 min, trace of oil,100% gas-cut wtr. TIH & retrieve BP, t00H w|tby, pa ker & BP. RUSchlumberger to set CISP @ 5325' KB. Pressur test - OK.Perforato 4984'-91' & 5025'-28* (2 SPF). TIH w/5-1/ " RBP, one 2-7/8" x 4' sub, 5-1/2" packer, SN & 162 Jts 2-7/8" t . Set BP O5008' KB, set packer 4 4969/ KB, EOT @ 4976' KB. RU Western to doHCL break down on perfs 4984*-91' refer to treatment eport. ResetBP @ 5069' KB, set packer 0 4999' KB, EOT 0 5006' . RU Westernto break down perfs 5025'-28'. Spot acid at perfs, et packer, hadcommunication behind esg between perts 5025'-28' a 4 4984'-91'.Reset packer 9 4969' KB & pumped acid into formation. Unset packer& TOOH w|tby, SN, packer & retrieving tool. SWI N. Load to irecover - 40 bbls.
DC: $8,732

BALCRONx0NUMENT FEDERAL #34-10J Operator: BREC/Baloron
SOD WI: 19.78%
Location: BW 88 Section 10, Tear R16E

---TIGHT NOLE---
Duchesne County, ItahProspects Jonah Unit / Ronnaent Butte1-21-94 TD: 4,035¢ (914') Day 4MW8.4 VIS 26

Present Operation: DrillingDrill, survey, & clean on rig.DC: $12,332 CC: $81,379

CONT TO:
TELECOPX TOsM.B. Auer H.J. Damstrom ENGINEERING D.L. BoleJ. Balkenbush R.A. Schalla GEOLOGY J.A. TownsendLAND at



JAN 21 '94 10: 19AM BALCRON OIL DIV P. 1/2

Page 1 of 2
Balcron Oil

DAILY OPERATING REPORT
DATE3 1|21/94

**JONAH UNIT PARTNERS' DAILT REPORT**

BALCRON MONUMENT FEDERAL #12-11J Operator: EREC/Baloron
BOD WI: 79.78%
Locations BW NW geotion 11 298, R16E---TIGHT BOLE---

Ducheane County, Utah
Prospecht Jonah Unit / Mon ent Butte

1-20-94 Completion
CP - 0; TP - 5 psi. Tag fluid 4200' from surface, 100' of fluidentry in 14 hrs, 1st run 2% oil, 98% gas-cut wtr. nd run, fluidlevel 4700' from surface, 500' fluid entry in 30 min, trace of oil,100% gas-cut wtr. TIH & retrieve BP, t00H w/tbg, pa kor & BP. RUSchlumberger to set CIBP @ 5325' KB. Pressur test - OK.Perforate 4984'-91' & 5025'-28' (2 SPF). TIH w/5-1/ " RBP, one 2-7/8" x 4' sub, 5-1/2" packer, SN & 162 jts 2-7/8" t . Set BP $5008' KB, Set packer § 4969' KB, EOT @ 4976' KB. RU Western to doHCL break down on perfs 4984*-91' refer to treatment eport, ResetBP @ 5069' KB, set packer 9 4999' KB, EOT 0 5006' . RU Westernto break down perfs 5025'-28'. Spot acid at perfs, et packer, hadcommunication behind esg between perfs 5025'-28' a d 4984'-91'.Roset packer 8 4969' KB & pumped acid into formation. Unset packer& TooH w|tbg, SN, packer & retrieving tool. SWI N. Load torecover - 40 bbis.

DC: $8,732
BALCRONNONUMENT EEDERAL #34-103 Operatort BREC/Baloren

SOD WI: 19.78%
Location: BW SE section 10, TBS, R162---TIGHT NOLE•--

Duchesne County, Itah
Prospect: Jonah Unit / Monuaent Butte

1-21-94 TD: 4,035/ (914') Day 4
MW 8.4 VIS 26
Present Operation: Drilling
Drill, survey, & clean on rig.
DC: $12,332 CC: $81,379

COPY TO: TELECOPY TOsM.B. Auer H.J. Damstrom ENGINEERING D.L. 201eJ. Balkenbush R.A. Behalla GEOLOGY J.A. Townsend
LAND at

JAN 21 '94 10: 19AM BALCRON OIL DIV P. 1/2

Page 1 of 2
Balcron Oil

DAILY OPERATING REPORT
DATE3 1|21/94

**JONAH UNIT PARTNERS' DAILT REPORT**

BALCRON MONUMENT FEDERAL #12-11J Operator: EREC/Baloron
BOD WI: 79.78%
Locations BW NW geotion 11 298, R16E---TIGHT BOLE---

Ducheane County, Utah
Prospecht Jonah Unit / Mon ent Butte

1-20-94 Completion
CP - 0; TP - 5 psi. Tag fluid 4200' from surface, 100' of fluidentry in 14 hrs, 1st run 2% oil, 98% gas-cut wtr. nd run, fluidlevel 4700' from surface, 500' fluid entry in 30 min, trace of oil,100% gas-cut wtr. TIH & retrieve BP, t00H w/tbg, pa kor & BP. RUSchlumberger to set CIBP @ 5325' KB. Pressur test - OK.Perforate 4984'-91' & 5025'-28' (2 SPF). TIH w/5-1/ " RBP, one 2-7/8" x 4' sub, 5-1/2" packer, SN & 162 jts 2-7/8" t . Set BP $5008' KB, Set packer § 4969' KB, EOT @ 4976' KB. RU Western to doHCL break down on perfs 4984*-91' refer to treatment eport, ResetBP @ 5069' KB, set packer 9 4999' KB, EOT 0 5006' . RU Westernto break down perfs 5025'-28'. Spot acid at perfs, et packer, hadcommunication behind esg between perfs 5025'-28' a d 4984'-91'.Roset packer 8 4969' KB & pumped acid into formation. Unset packer& TooH w|tbg, SN, packer & retrieving tool. SWI N. Load torecover - 40 bbis.

DC: $8,732
BALCRONNONUMENT EEDERAL #34-103 Operatort BREC/Baloren

SOD WI: 19.78%
Location: BW SE section 10, TBS, R162---TIGHT NOLE•--

Duchesne County, Itah
Prospect: Jonah Unit / Monuaent Butte

1-21-94 TD: 4,035/ (914') Day 4
MW 8.4 VIS 26
Present Operation: Drilling
Drill, survey, & clean on rig.
DC: $12,332 CC: $81,379

COPY TO: TELECOPY TOsM.B. Auer H.J. Damstrom ENGINEERING D.L. 201eJ. Balkenbush R.A. Behalla GEOLOGY J.A. Townsend
LAND at

JAN 21 '94 10: 19AM BALCRON OIL DIV P. 1/2

Page 1 of 2
Balcron Oil

DAILY OPERATING REPORT
DATE3 1|21/94

**JONAH UNIT PARTNERS' DAILT REPORT**

BALCRON MONUMENT FEDERAL #12-11J Operator: EREC/Baloron
BOD WI: 79.78%
Locations BW NW geotion 11 298, R16E---TIGHT BOLE---

Ducheane County, Utah
Prospecht Jonah Unit / Mon ent Butte

1-20-94 Completion
CP - 0; TP - 5 psi. Tag fluid 4200' from surface, 100' of fluidentry in 14 hrs, 1st run 2% oil, 98% gas-cut wtr. nd run, fluidlevel 4700' from surface, 500' fluid entry in 30 min, trace of oil,100% gas-cut wtr. TIH & retrieve BP, t00H w/tbg, pa kor & BP. RUSchlumberger to set CIBP @ 5325' KB. Pressur test - OK.Perforate 4984'-91' & 5025'-28' (2 SPF). TIH w/5-1/ " RBP, one 2-7/8" x 4' sub, 5-1/2" packer, SN & 162 jts 2-7/8" t . Set BP $5008' KB, Set packer § 4969' KB, EOT @ 4976' KB. RU Western to doHCL break down on perfs 4984*-91' refer to treatment eport, ResetBP @ 5069' KB, set packer 9 4999' KB, EOT 0 5006' . RU Westernto break down perfs 5025'-28'. Spot acid at perfs, et packer, hadcommunication behind esg between perfs 5025'-28' a d 4984'-91'.Roset packer 8 4969' KB & pumped acid into formation. Unset packer& TooH w|tbg, SN, packer & retrieving tool. SWI N. Load torecover - 40 bbis.

DC: $8,732
BALCRONNONUMENT EEDERAL #34-103 Operatort BREC/Baloren

SOD WI: 19.78%
Location: BW SE section 10, TBS, R162---TIGHT NOLE•--

Duchesne County, Itah
Prospect: Jonah Unit / Monuaent Butte

1-21-94 TD: 4,035/ (914') Day 4
MW 8.4 VIS 26
Present Operation: Drilling
Drill, survey, & clean on rig.
DC: $12,332 CC: $81,379

COPY TO: TELECOPY TOsM.B. Auer H.J. Damstrom ENGINEERING D.L. 201eJ. Balkenbush R.A. Behalla GEOLOGY J.A. Townsend
LAND at



JAN21 '94 10:19AM BAL 'N OIL DIV I P.1/2

Page 1 of 2Balcron Oil
DAILY OPERATINGREPORTDATE: 1/21/94

**JONAR UNIT PARTNERS' DAILY REPORT**
BALCRON MONUMENT FEDERAL #12-113 Operator: EREC/Baloron

BOD WI: 79.78%
Locations BW NW Bootion 114 298, RL6E

---TIGHT NOLE---
Duchesne County, UtahProspecht Jonah Unit / Montment Butte1-20-94 Completion

CP - 0; TP - 5 psi. Tag fluid 4200' from surface, 3100' of fluidentry in 14 hrs, 1st run 2% oil, 98% gas-cut wtr. ind run, fluidlevel 4700' from surface, 500' fluid entry in 30 min, trace of oil,100% gas-cut wtr. TIH & retrieve BP, t00H w/tby, pa kor & BP. RUSchlumberger to set CIBP $ 5325' KB. Pressur test - OK.Perforate 4984'-91' & 5025'-28* (2 SPF). TIH w/5-1/ " RBP, one 2-7/8" x 4* sub, 5-1/2" packer, SN & 162 Šts 2-7/8" t . Set BP @5008' KB, set packer 8 4969/ KB, EOT @ 4976' KB. RU Western to doHCL break down on perfs 4984'-91' refer to treatment eport, ResetBP O 5069' KB, set packer 0 4999' KB, EOT 0 5006' . RU Westernto break down perfs 5025'-28'. Spot acid at perfs, a t packer, hadcommunication behind osg between perfs 5025'-28' a d 4984'-91'.Reset packer e 4969' KB & pumped acid into formation. Unset packer& TOOH w|tbg, SN, packer & retrieving tool. SWI N. Load to irecover - 40 bbls.
DC: $8,732

BALCRONMONUMENTPEDERAL #34-10J Operator: BREC/Baloron
SOD W1: 79.78%
Locationt BW 88 Section 10, TOS, R16E

---TIGHT NOLE•--
Duchesne County, ItahProspect: Jonah Unit / Monusent Butte1-21-94 TD: 4,035; (914') Day 4MW8.4 VIS 26

Present Operation: DrillingDrill, survey, & clean on rig.DC: $12,332 CC: $81,379

COPY TO:
TELBeOPY_TOsM.B. Auer H.J. Damstrom ENGINEERING D.L. BoleJ. Balkenbush R.A. Schalla GEOLOGY J.A. TownsendLAND at

JAN21 '94 10:19AM BAL 'N OIL DIV I P.1/2

Page 1 of 2Balcron Oil
DAILY OPERATINGREPORTDATE: 1/21/94

**JONAR UNIT PARTNERS' DAILY REPORT**
BALCRON MONUMENT FEDERAL #12-113 Operator: EREC/Baloron

BOD WI: 79.78%
Locations BW NW Bootion 114 298, RL6E

---TIGHT NOLE---
Duchesne County, UtahProspecht Jonah Unit / Montment Butte1-20-94 Completion

CP - 0; TP - 5 psi. Tag fluid 4200' from surface, 3100' of fluidentry in 14 hrs, 1st run 2% oil, 98% gas-cut wtr. ind run, fluidlevel 4700' from surface, 500' fluid entry in 30 min, trace of oil,100% gas-cut wtr. TIH & retrieve BP, t00H w/tby, pa kor & BP. RUSchlumberger to set CIBP $ 5325' KB. Pressur test - OK.Perforate 4984'-91' & 5025'-28* (2 SPF). TIH w/5-1/ " RBP, one 2-7/8" x 4* sub, 5-1/2" packer, SN & 162 Šts 2-7/8" t . Set BP @5008' KB, set packer 8 4969/ KB, EOT @ 4976' KB. RU Western to doHCL break down on perfs 4984'-91' refer to treatment eport, ResetBP O 5069' KB, set packer 0 4999' KB, EOT 0 5006' . RU Westernto break down perfs 5025'-28'. Spot acid at perfs, a t packer, hadcommunication behind osg between perfs 5025'-28' a d 4984'-91'.Reset packer e 4969' KB & pumped acid into formation. Unset packer& TOOH w|tbg, SN, packer & retrieving tool. SWI N. Load to irecover - 40 bbls.
DC: $8,732

BALCRONMONUMENTPEDERAL #34-10J Operator: BREC/Baloron
SOD W1: 79.78%
Locationt BW 88 Section 10, TOS, R16E

---TIGHT NOLE•--
Duchesne County, ItahProspect: Jonah Unit / Monusent Butte1-21-94 TD: 4,035; (914') Day 4MW8.4 VIS 26

Present Operation: DrillingDrill, survey, & clean on rig.DC: $12,332 CC: $81,379

COPY TO:
TELBeOPY_TOsM.B. Auer H.J. Damstrom ENGINEERING D.L. BoleJ. Balkenbush R.A. Schalla GEOLOGY J.A. TownsendLAND at
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Page 1 of 2Balcron Oil
DAILY OPERATINGREPORTDATE: 1/21/94

**JONAR UNIT PARTNERS' DAILY REPORT**
BALCRON MONUMENT FEDERAL #12-113 Operator: EREC/Baloron

BOD WI: 79.78%
Locations BW NW Bootion 114 298, RL6E

---TIGHT NOLE---
Duchesne County, UtahProspecht Jonah Unit / Montment Butte1-20-94 Completion

CP - 0; TP - 5 psi. Tag fluid 4200' from surface, 3100' of fluidentry in 14 hrs, 1st run 2% oil, 98% gas-cut wtr. ind run, fluidlevel 4700' from surface, 500' fluid entry in 30 min, trace of oil,100% gas-cut wtr. TIH & retrieve BP, t00H w/tby, pa kor & BP. RUSchlumberger to set CIBP $ 5325' KB. Pressur test - OK.Perforate 4984'-91' & 5025'-28* (2 SPF). TIH w/5-1/ " RBP, one 2-7/8" x 4* sub, 5-1/2" packer, SN & 162 Šts 2-7/8" t . Set BP @5008' KB, set packer 8 4969/ KB, EOT @ 4976' KB. RU Western to doHCL break down on perfs 4984'-91' refer to treatment eport, ResetBP O 5069' KB, set packer 0 4999' KB, EOT 0 5006' . RU Westernto break down perfs 5025'-28'. Spot acid at perfs, a t packer, hadcommunication behind osg between perfs 5025'-28' a d 4984'-91'.Reset packer e 4969' KB & pumped acid into formation. Unset packer& TOOH w|tbg, SN, packer & retrieving tool. SWI N. Load to irecover - 40 bbls.
DC: $8,732

BALCRONMONUMENTPEDERAL #34-10J Operator: BREC/Baloron
SOD W1: 79.78%
Locationt BW 88 Section 10, TOS, R16E

---TIGHT NOLE•--
Duchesne County, ItahProspect: Jonah Unit / Monusent Butte1-21-94 TD: 4,035; (914') Day 4MW8.4 VIS 26

Present Operation: DrillingDrill, survey, & clean on rig.DC: $12,332 CC: $81,379

COPY TO:
TELBeOPY_TOsM.B. Auer H.J. Damstrom ENGINEERING D.L. BoleJ. Balkenbush R.A. Schalla GEOLOGY J.A. TownsendLAND at



JAN 24 '94 09°56AM BAl 'ON OIL DIV P.1/2

Page 1 >f 2
Baleron Oil

DAILY OPERATING REPORT
DATE: 1/24/94

**JONAH UNIT PARTNERB' DAILY RETORT**

BALCRON MONUMENTFEDERAL #12-11J Operators EREC/Baloren
BOD WII 79.78%
Locations BW NW section 11 - 298, R16E---TIGHT NOLE--- Ducheene County, Utah
Prospect: Jonah Unit / Monitment Butte

1-21-94 Completion
RU Western to frac 4984'-91' and 5025'-28'. Refer to treatment
report. SWIFN.
DC: $19,293

1-22-94 Completion
CP - 940 psi. Flow back 60 BW. TIH w|retrieving to>, 2-7/8" X 4'
sub, 5-1/2" packer, SN, & 156 jte 2-7/8" thg. Tag sand 9 4929' KB.
Circ down to BP O 5069' KB. Set packer @ 4969' KB. Made 21 Swab
runs, recovered 126 BW, trace of oil gas-out. Last 3 runs fluid
level stable @ 2900'. Last 6 runs no sand. TIH t< sand 8 5050'
KB, cire down to SP, release SP. Reset BP O 4969' KB. Pressure
test BP to 1000 psi - OK. POOH w/10 jts of tbg. SUIFN.
DC: $1,665

BALCRONMONUMENTFEDERAL #34-10J Operatort EREC/Baloron
SOD WIs 79.78%
Locations SW BE Section 10; 298, R16E

---TIGKT NOLS--- Duchesne County, Utah
Prospect: Jonah Unit | Nono.meat Butte

1-22-94 TD: 4,697/ (662') Day 5
Formation: Red Zone
MW 8.4 VIS 26
Present Operation: Trip for bit.
Drill, survey, clean on rig, load hole w/fluid, ciro hole, & trip
for bit. (Green Bit).
DC: $9,403 CC: $90,782

1-23-94 TD: 5,230' (533') Day 6
Formation: Green Zone
MW 8.4 VIS 26
Present Operation: Drilling
Trip back in hole, circ, drill, owrk on pit pump & trill ahead.
DC: $7,616 CC: $98,398

1-24-94 TD: 5,821' (591') Day 7
Formation: Green River
MW 8.4 VIS 27
Present Operation: Drilling
Drill, clean on rig, change out rotating head rubber -:drill ahead.
DC: $8,204 CC: $106,602
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Baleron Oil

DAILY OPERATING REPORT
DATE: 1/24/94

**JONAH UNIT PARTNERB' DAILY RETORT**

BALCRON MONUMENTFEDERAL #12-11J Operators EREC/Baloren
BOD WII 79.78%
Locations BW NW section 11 - 298, R16E---TIGHT NOLE--- Ducheene County, Utah
Prospect: Jonah Unit / Monitment Butte

1-21-94 Completion
RU Western to frac 4984'-91' and 5025'-28'. Refer to treatment
report. SWIFN.
DC: $19,293

1-22-94 Completion
CP - 940 psi. Flow back 60 BW. TIH w|retrieving to>, 2-7/8" X 4'
sub, 5-1/2" packer, SN, & 156 jte 2-7/8" thg. Tag sand 9 4929' KB.
Circ down to BP O 5069' KB. Set packer @ 4969' KB. Made 21 Swab
runs, recovered 126 BW, trace of oil gas-out. Last 3 runs fluid
level stable @ 2900'. Last 6 runs no sand. TIH t< sand 8 5050'
KB, cire down to SP, release SP. Reset BP O 4969' KB. Pressure
test BP to 1000 psi - OK. POOH w/10 jts of tbg. SUIFN.
DC: $1,665

BALCRONMONUMENTFEDERAL #34-10J Operatort EREC/Baloron
SOD WIs 79.78%
Locations SW BE Section 10; 298, R16E

---TIGKT NOLS--- Duchesne County, Utah
Prospect: Jonah Unit | Nono.meat Butte

1-22-94 TD: 4,697/ (662') Day 5
Formation: Red Zone
MW 8.4 VIS 26
Present Operation: Trip for bit.
Drill, survey, clean on rig, load hole w/fluid, ciro hole, & trip
for bit. (Green Bit).
DC: $9,403 CC: $90,782

1-23-94 TD: 5,230' (533') Day 6
Formation: Green Zone
MW 8.4 VIS 26
Present Operation: Drilling
Trip back in hole, circ, drill, owrk on pit pump & trill ahead.
DC: $7,616 CC: $98,398

1-24-94 TD: 5,821' (591') Day 7
Formation: Green River
MW 8.4 VIS 27
Present Operation: Drilling
Drill, clean on rig, change out rotating head rubber -:drill ahead.
DC: $8,204 CC: $106,602
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Baleron Oil

DAILY OPERATING REPORT
DATE: 1/24/94

**JONAH UNIT PARTNERB' DAILY RETORT**

BALCRON MONUMENTFEDERAL #12-11J Operators EREC/Baloren
BOD WII 79.78%
Locations BW NW section 11 - 298, R16E---TIGHT NOLE--- Ducheene County, Utah
Prospect: Jonah Unit / Monitment Butte

1-21-94 Completion
RU Western to frac 4984'-91' and 5025'-28'. Refer to treatment
report. SWIFN.
DC: $19,293

1-22-94 Completion
CP - 940 psi. Flow back 60 BW. TIH w|retrieving to>, 2-7/8" X 4'
sub, 5-1/2" packer, SN, & 156 jte 2-7/8" thg. Tag sand 9 4929' KB.
Circ down to BP O 5069' KB. Set packer @ 4969' KB. Made 21 Swab
runs, recovered 126 BW, trace of oil gas-out. Last 3 runs fluid
level stable @ 2900'. Last 6 runs no sand. TIH t< sand 8 5050'
KB, cire down to SP, release SP. Reset BP O 4969' KB. Pressure
test BP to 1000 psi - OK. POOH w/10 jts of tbg. SUIFN.
DC: $1,665

BALCRONMONUMENTFEDERAL #34-10J Operatort EREC/Baloron
SOD WIs 79.78%
Locations SW BE Section 10; 298, R16E

---TIGKT NOLS--- Duchesne County, Utah
Prospect: Jonah Unit | Nono.meat Butte

1-22-94 TD: 4,697/ (662') Day 5
Formation: Red Zone
MW 8.4 VIS 26
Present Operation: Trip for bit.
Drill, survey, clean on rig, load hole w/fluid, ciro hole, & trip
for bit. (Green Bit).
DC: $9,403 CC: $90,782

1-23-94 TD: 5,230' (533') Day 6
Formation: Green Zone
MW 8.4 VIS 26
Present Operation: Drilling
Trip back in hole, circ, drill, owrk on pit pump & trill ahead.
DC: $7,616 CC: $98,398

1-24-94 TD: 5,821' (591') Day 7
Formation: Green River
MW 8.4 VIS 27
Present Operation: Drilling
Drill, clean on rig, change out rotating head rubber -:drill ahead.
DC: $8,204 CC: $106,602



JAN 25 '94 19=O1AM E RON OIL DIV

Page 1 of 3
Balcron Oil

DAILY OPERATING REPORT
DATE: 1/25/94

**JONAH UNIT PARTNERS' DAILY REPORT**

BALCROR.MONUMENT FEDERAL #12-113 Operator: BREC/Baleron
BOD WI: 79.78%
Locations BW NW Beation 11, T98, R16E

---TIGHT NOLE--- Duchesne County, ttah
Prospect: Jonah Unit | Monument Butte

1-24-94 Completion
TOOH w/tbg & tools. RU Schlumberger to perf 4890' 95' (2 SPF)

.40";
RD Schlumberger. TIH w|retrievîng head, 2-7/8" 4' sub, R-3

packer, SN & 158 jts 2-7/8" tbg. RU Western to do HC break down,

spot acid, set packer § 4870s KB, EOT 4883' KB refer to treatment
report. RD Western. TOOh w|tbg & packer. RU Wergern to frao
4890'-95' refer to treatment report. Screen out. SWIFN.

DC: $5,987

BALORON MONUNENT FEDERAL #34••10J Operator: BREC/Baloron
BOD WII 79.78%
Locations SW SE section 10, TSS, R16E

Duchesne County, Itah
Prospect: Jonah Unit / Monument Butte

1-25-94 TD: 5,850' (29') Day 8
Formation: Green River
MW 8.4 VIS 26
Present Operation: Running 5-1/2n cag.
Work on pump, drill, circ for logs, TOH, & log well. TIH, LD drill

pipe & drill collars. Test 5-1/2" pipe rams to 2000# - OK. Run 5-

1/2" cag.
DC: $19,038 CC:
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DAILY OPERATING REPORT
DATE: 1/25/94

**JONAH UNIT PARTNERS' DAILY REPORT**

BALCROR.MONUMENT FEDERAL #12-113 Operator: BREC/Baleron
BOD WI: 79.78%
Locations BW NW Beation 11, T98, R16E

---TIGHT NOLE--- Duchesne County, ttah
Prospect: Jonah Unit | Monument Butte

1-24-94 Completion
TOOH w/tbg & tools. RU Schlumberger to perf 4890' 95' (2 SPF)

.40";
RD Schlumberger. TIH w|retrievîng head, 2-7/8" 4' sub, R-3

packer, SN & 158 jts 2-7/8" tbg. RU Western to do HC break down,

spot acid, set packer § 4870s KB, EOT 4883' KB refer to treatment
report. RD Western. TOOh w|tbg & packer. RU Wergern to frao
4890'-95' refer to treatment report. Screen out. SWIFN.

DC: $5,987

BALORON MONUNENT FEDERAL #34••10J Operator: BREC/Baloron
BOD WII 79.78%
Locations SW SE section 10, TSS, R16E

Duchesne County, Itah
Prospect: Jonah Unit / Monument Butte

1-25-94 TD: 5,850' (29') Day 8
Formation: Green River
MW 8.4 VIS 26
Present Operation: Running 5-1/2n cag.
Work on pump, drill, circ for logs, TOH, & log well. TIH, LD drill

pipe & drill collars. Test 5-1/2" pipe rams to 2000# - OK. Run 5-

1/2" cag.
DC: $19,038 CC:
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DAILY OPERATING REPORT
DATE: 1/25/94

**JONAH UNIT PARTNERS' DAILY REPORT**

BALCROR.MONUMENT FEDERAL #12-113 Operator: BREC/Baleron
BOD WI: 79.78%
Locations BW NW Beation 11, T98, R16E

---TIGHT NOLE--- Duchesne County, ttah
Prospect: Jonah Unit | Monument Butte

1-24-94 Completion
TOOH w/tbg & tools. RU Schlumberger to perf 4890' 95' (2 SPF)

.40";
RD Schlumberger. TIH w|retrievîng head, 2-7/8" 4' sub, R-3

packer, SN & 158 jts 2-7/8" tbg. RU Western to do HC break down,

spot acid, set packer § 4870s KB, EOT 4883' KB refer to treatment
report. RD Western. TOOh w|tbg & packer. RU Wergern to frao
4890'-95' refer to treatment report. Screen out. SWIFN.

DC: $5,987

BALORON MONUNENT FEDERAL #34••10J Operator: BREC/Baloron
BOD WII 79.78%
Locations SW SE section 10, TSS, R16E

Duchesne County, Itah
Prospect: Jonah Unit / Monument Butte

1-25-94 TD: 5,850' (29') Day 8
Formation: Green River
MW 8.4 VIS 26
Present Operation: Running 5-1/2n cag.
Work on pump, drill, circ for logs, TOH, & log well. TIH, LD drill

pipe & drill collars. Test 5-1/2" pipe rams to 2000# - OK. Run 5-

1/2" cag.
DC: $19,038 CC:



JAN 26 '94 09:28AM BE RON OIL DIV P.1/1
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Balcron Oil

DAILY OPERATING REPORT
DATE: 1/26/94

**JONAH UNIT PARNTERB' DAILY REPOR **

BALCRON NONUMENWFEDERAL #12-113 Operatort EREC/Baleron
BOD WI: 79.78%
Location: SW NW Section 11, TSS, R16E

---TIGNT EDLE--- Duchesne County, Itah
Prospects Jonah Unit / Monnaent Butte

1-25-94 Completion
TIH w|retrieving tool, 2-7/8" x 4' sub, R-3 packer, SU & 110 jts 2-

7/8" thy, tag sand 9 3400' from surface. Ciro down :o BP @ 4969'
KB. Recovered 18 ball sealers, no other foreign material. Set
packer O 4870' KB, made 11 swab runs recovered 66 LW. Trace of
oil, gas-cut. Last 4 runs fluid level declining :00' per run,
still getting sand back. Last run fluid level § 2:100'. SWIFN.

Load to recover 274 BW.
DC: $17,850

BALCRON RONUMENTTEDERAL #34-103 Operator: EREC/Balcron
BOD WIs 79.18%
Location: BW BB section 10, T98, R162

---TIGHT NOLE--- Duchesne county, Utah
Prospects Jonah Unit / Monument Butte

1-26-94 TD: 5,850' (0') Day 9
Present Operation: StacRed out.
Finish running 5-1/2" csg as follows:
Guide shoe .60'

1 jts 5-1/2" 15.5# shoe jt 43.51'
Float collar .85'

130 Jts 5-1|2" 15.5# K-SS csg 5791.08'
5836.04'

Csq set at: 5832.04'
PSTD: 5787.04'
Cmt by Dowell w/110 exs hilift omt & 290 sxs Class "G'. Set slips,
nipple down & clean mud tank. RDMO. Plug down @ 8:15 a.m. 1-25-

94, release rig 0 12:15 p.m. 1-25-94.

DC: $48,345 CC:
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DAILY OPERATING REPORT
DATE: 1/26/94

**JONAH UNIT PARNTERB' DAILY REPOR **

BALCRON NONUMENWFEDERAL #12-113 Operatort EREC/Baleron
BOD WI: 79.78%
Location: SW NW Section 11, TSS, R16E

---TIGNT EDLE--- Duchesne County, Itah
Prospects Jonah Unit / Monnaent Butte

1-25-94 Completion
TIH w|retrieving tool, 2-7/8" x 4' sub, R-3 packer, SU & 110 jts 2-

7/8" thy, tag sand 9 3400' from surface. Ciro down :o BP @ 4969'
KB. Recovered 18 ball sealers, no other foreign material. Set
packer O 4870' KB, made 11 swab runs recovered 66 LW. Trace of
oil, gas-cut. Last 4 runs fluid level declining :00' per run,
still getting sand back. Last run fluid level § 2:100'. SWIFN.

Load to recover 274 BW.
DC: $17,850

BALCRON RONUMENTTEDERAL #34-103 Operator: EREC/Balcron
BOD WIs 79.18%
Location: BW BB section 10, T98, R162

---TIGHT NOLE--- Duchesne county, Utah
Prospects Jonah Unit / Monument Butte

1-26-94 TD: 5,850' (0') Day 9
Present Operation: StacRed out.
Finish running 5-1/2" csg as follows:
Guide shoe .60'

1 jts 5-1/2" 15.5# shoe jt 43.51'
Float collar .85'

130 Jts 5-1|2" 15.5# K-SS csg 5791.08'
5836.04'

Csq set at: 5832.04'
PSTD: 5787.04'
Cmt by Dowell w/110 exs hilift omt & 290 sxs Class "G'. Set slips,
nipple down & clean mud tank. RDMO. Plug down @ 8:15 a.m. 1-25-

94, release rig 0 12:15 p.m. 1-25-94.

DC: $48,345 CC:
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DAILY OPERATING REPORT
DATE: 1/26/94

**JONAH UNIT PARNTERB' DAILY REPOR **

BALCRON NONUMENWFEDERAL #12-113 Operatort EREC/Baleron
BOD WI: 79.78%
Location: SW NW Section 11, TSS, R16E

---TIGNT EDLE--- Duchesne County, Itah
Prospects Jonah Unit / Monnaent Butte

1-25-94 Completion
TIH w|retrieving tool, 2-7/8" x 4' sub, R-3 packer, SU & 110 jts 2-

7/8" thy, tag sand 9 3400' from surface. Ciro down :o BP @ 4969'
KB. Recovered 18 ball sealers, no other foreign material. Set
packer O 4870' KB, made 11 swab runs recovered 66 LW. Trace of
oil, gas-cut. Last 4 runs fluid level declining :00' per run,
still getting sand back. Last run fluid level § 2:100'. SWIFN.

Load to recover 274 BW.
DC: $17,850

BALCRON RONUMENTTEDERAL #34-103 Operator: EREC/Balcron
BOD WIs 79.18%
Location: BW BB section 10, T98, R162

---TIGHT NOLE--- Duchesne county, Utah
Prospects Jonah Unit / Monument Butte

1-26-94 TD: 5,850' (0') Day 9
Present Operation: StacRed out.
Finish running 5-1/2" csg as follows:
Guide shoe .60'

1 jts 5-1/2" 15.5# shoe jt 43.51'
Float collar .85'

130 Jts 5-1|2" 15.5# K-SS csg 5791.08'
5836.04'

Csq set at: 5832.04'
PSTD: 5787.04'
Cmt by Dowell w/110 exs hilift omt & 290 sxs Class "G'. Set slips,
nipple down & clean mud tank. RDMO. Plug down @ 8:15 a.m. 1-25-

94, release rig 0 12:15 p.m. 1-25-94.

DC: $48,345 CC:
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UNITED ST re ES

FORM APPROVED
Budget Burcan No. 1004-0135

1990) DEPARTMENT OF THE INTERIOR
Expires: March 31,1993

BUREAU OF LAND MANAGEMENT ,

s. Unse Designauon and serialNo.

U-Ol7985

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. AUonce or Tribe Name

> not use this form for proposals to drlil or to deepen or reentry to a different reservoir.

Use "APPUCATION FOR PERMIT-" for such proposals Ña

SUBMIT IN TRIPLICA TE
'

,

7. u unitor cA. Agreement oestannien

type of Well

JŒlahat

Oil Gas

8. Well Name and No.

Well Well Other

Name of Operator

$31(TŒl MTUIB1t ËÊTS),
ŠŠ¯

lUitgible Re.911tees ma C ,
Ra1<rrra Gil Divissi<ta

'° ^" " "°

Address and Telephone No.

43-013-31416

P.O. Ibr 21017, Rillirgs, ME 5910'+ (406) 259-7860 10. Field and Pool, or Exploratory Area

.

Ftruænt hitte/ Green IU.vec

Locuion of Welt (Footage. Sec.. T.. R., M., or Survey Description)

SWSE Section 10, T9S, R15E

11. County or Parish, Scate

592' FSL, 1979.2' FEL

'

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBM1SSION
TYPE OF ACTION

Notice of Intent
Abandoment

Change of Plan

O Recompledon
O s., ca.usco.

E Subscquent Repon
O Plugging Back

O s..a-aa. er...an,

O c.s., a.,.:, O w.., suur.oss

O Final Abandonment Notice
O an.a., c.i., O c.....son ..ina.co.

O Other Change in ria. O oisposeware,
(Note: Reportrcsultsof multipiccompletionon Well

Compiction or Recompiction Report and Log form.)

L3. Describe Proposed or Completed Operations (Clearly state a l pertinent details, and give pertinent dates, including estimated date of scaning any proposed work. If well is directionally drilled,

give subsurface tocationsand measured and nue vertical depths for all markers and nones pertinent to this work.)*

Operator will be using a completion rig to complete this well. - ;

14. I hereby ce y at he foregoin t e and correct COordinator of Environmental

sig
risi, ancl Regul at ory Affwirm Dale

1-26-94

(This space for Federal or State office use)

Approved by
Title

Date

Conditions of approval, it any:

Titic 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any departmentor agency of the United States any false, fictitious or fraudulent stucments

or representations as to any maner within fu jurisdiction.
*See instruction on Reverse
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SUBMIT IN TRIPLICA TE
'

,

7. u unitor cA. Agreement oestannien

type of Well

JŒlahat

Oil Gas

8. Well Name and No.

Well Well Other

Name of Operator

$31(TŒl MTUIB1t ËÊTS),
ŠŠ¯

lUitgible Re.911tees ma C ,
Ra1<rrra Gil Divissi<ta

'° ^" " "°

Address and Telephone No.

43-013-31416

P.O. Ibr 21017, Rillirgs, ME 5910'+ (406) 259-7860 10. Field and Pool, or Exploratory Area

.

Ftruænt hitte/ Green IU.vec

Locuion of Welt (Footage. Sec.. T.. R., M., or Survey Description)

SWSE Section 10, T9S, R15E

11. County or Parish, Scate

592' FSL, 1979.2' FEL

'

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBM1SSION
TYPE OF ACTION

Notice of Intent
Abandoment

Change of Plan

O Recompledon
O s., ca.usco.

E Subscquent Repon
O Plugging Back

O s..a-aa. er...an,

O c.s., a.,.:, O w.., suur.oss

O Final Abandonment Notice
O an.a., c.i., O c.....son ..ina.co.

O Other Change in ria. O oisposeware,
(Note: Reportrcsultsof multipiccompletionon Well

Compiction or Recompiction Report and Log form.)

L3. Describe Proposed or Completed Operations (Clearly state a l pertinent details, and give pertinent dates, including estimated date of scaning any proposed work. If well is directionally drilled,

give subsurface tocationsand measured and nue vertical depths for all markers and nones pertinent to this work.)*

Operator will be using a completion rig to complete this well. - ;

14. I hereby ce y at he foregoin t e and correct COordinator of Environmental

sig
risi, ancl Regul at ory Affwirm Dale

1-26-94

(This space for Federal or State office use)

Approved by
Title

Date

Conditions of approval, it any:

Titic 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any departmentor agency of the United States any false, fictitious or fraudulent stucments

or representations as to any maner within fu jurisdiction.
*See instruction on Reverse
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1JA4028 9445 111
33AM B <ON OIL DIV P.2/2

BALCRON .01&

DAILY OPERATING REPORT

BALCRON MONUMENT FED2RAL #34-101
Locatient BW 88 section 10, T98, RI65
Duchesne County, Utah ---TIGHT NOLE---

1-25-94 TD: 5¢850' (29') Day 8
Formation: Green River
MW 8.4 VIS 26
Present Operation: Running 5-1/2" cag.
Work on pump, drill, cire for logs, TON, & lag well.
TIH, LD drill pipe & drill collars. Test 5-1/2" pipe
rams to 2000# - OK. Run 5-1/2" cag.
DC: $19,038 CC: $125,640

1-26-94 TD: 5,850' (0') Day 9
Present Operation: Stacked out.
Finish running 5-1/2" osg as follows:
Guide shoe .60'

1 jts 5-1/2" 15.5# shoe jt 43.51'
Float collar .85'

130 Jts 5-1/2" 15.5# K-SS esg 5791.08'
5836.04'

Cag set at: 5832.04*
PSTD: 5787.04'
Cmt by Dowell w/110 exs hilitt omt & 290 sxs Class "G".
Set slips, nipple down & clean mud tank. RDMO. Plug
down § 8:15 a.m. 1-25-94, release rig O 12:15 p.m. 1-25-
94.
DC: $48,345 CC: $173,985

1-27-94 TD: 5,850'
Present Operation: Completion
MIRU Cannon Well Service Rig #2. NU casing head¡ NU BOP.
TIH with 4-3/4" bit, 5-1/2" casing scraper and 1(7 joints
2-7/8" tubing. tag PETD $ 5,787' RB. Rig up pump and
prepare to circulate. SWIFN.
DC:
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JAN 31 '94 11:33AM P" CRON OIL DIV P.1/1

BALCRON OIL
DAILY OPERATING REPORT

BALCRON MONUMENTFEDERAL #34-10¢
Locations SW 85 section 10, T98, R16E
Duchesne County, Utah ---TIGHT NOLE- -

1-28-94 TD: 5,850'
Present Operation: Completion
circulate hole clean w/125 BBL 2% KCL water. TOOH with
tubing, scraper and bit. RU Schlumberger to run CBL.
Log from PBTD to 3,500' and from 2,800' to 2,600'. Found
cement top 8 2,730' KB. RU to perforate 5,015-:.9' 25 PF
and 4,865-72 1 SPF, RD Schlumberger. TIN w/S-1/2" RBP
retrieving head, 1 jt 2-7/8" tubing, HD packer, seat
nipple and 163 jts 2-7/8" tubing. Set BP @ 5,077' KB;
leave packer hanging § 5,004' KB, EOT 5,012' KB, SWIFN.
DC:
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FEB 02 '94 11:37AM BALCRON OIL DIV P.1/1

Page 2 (f 2
Baleron Oil

DAILY OPERATING REPORT
DATES 2/2/94

SALCRON HONUMENT TEDERAL #34-10J Operator: EREC/Baloron
BOD WI: 79.78%
Locations SW BE sostion 10, TOS, R16E

---TIGHT NOLE--- Duchesne County, Utah
Prospect: Jonah Unit / Montment Butte

2-1-94 Completion
CP - 10 psi. TIH w/retrieving too, 2-7/8" x 4' sab, 5-1/2" HD
packer, SN, & 112 jts 2-7/8" tbg. Tag sand 0 3487' KB, circ down
to BP O 5077' KB. Set packer 0 4847' KB. Made LO swab runs.
Recovered 60 BW, trace oil, gas-cut, heavy sand. Fluid level on
last run 1900'. SWIFN. NOTE: Added costs because of screen out
ciro sand from 3487' to 4800'. Rig time - $770, pump - $100, wtr
to circ $643 w|trucking; total - $1513. Load to recover 299 BW.
DC:

FEB 02 '94 11:37AM BALCRON OIL DIV P.1/1

Page 2 (f 2
Baleron Oil

DAILY OPERATING REPORT
DATES 2/2/94

SALCRON HONUMENT TEDERAL #34-10J Operator: EREC/Baloron
BOD WI: 79.78%
Locations SW BE sostion 10, TOS, R16E

---TIGHT NOLE--- Duchesne County, Utah
Prospect: Jonah Unit / Montment Butte

2-1-94 Completion
CP - 10 psi. TIH w/retrieving too, 2-7/8" x 4' sab, 5-1/2" HD
packer, SN, & 112 jts 2-7/8" tbg. Tag sand 0 3487' KB, circ down
to BP O 5077' KB. Set packer 0 4847' KB. Made LO swab runs.
Recovered 60 BW, trace oil, gas-cut, heavy sand. Fluid level on
last run 1900'. SWIFN. NOTE: Added costs because of screen out
ciro sand from 3487' to 4800'. Rig time - $770, pump - $100, wtr
to circ $643 w|trucking; total - $1513. Load to recover 299 BW.
DC:

FEB 02 '94 11:37AM BALCRON OIL DIV P.1/1

Page 2 (f 2
Baleron Oil

DAILY OPERATING REPORT
DATES 2/2/94

SALCRON HONUMENT TEDERAL #34-10J Operator: EREC/Baloron
BOD WI: 79.78%
Locations SW BE sostion 10, TOS, R16E

---TIGHT NOLE--- Duchesne County, Utah
Prospect: Jonah Unit / Montment Butte

2-1-94 Completion
CP - 10 psi. TIH w/retrieving too, 2-7/8" x 4' sab, 5-1/2" HD
packer, SN, & 112 jts 2-7/8" tbg. Tag sand 0 3487' KB, circ down
to BP O 5077' KB. Set packer 0 4847' KB. Made LO swab runs.
Recovered 60 BW, trace oil, gas-cut, heavy sand. Fluid level on
last run 1900'. SWIFN. NOTE: Added costs because of screen out
ciro sand from 3487' to 4800'. Rig time - $770, pump - $100, wtr
to circ $643 w|trucking; total - $1513. Load to recover 299 BW.
DC:



Et a 03 '94 10· O2AM BALCRON OIL DIV P. 1/1

Page 1 Of 1
Balcron Oil

DAILYOPERATING REPORTDATE: 2/3/94

**JONAR UNIT PARTNERS' DAILY REPORT**

BALCRONMONUMENTPEDERM #12-11J Operators BREC/Baloron
BOD WI: 79.78%
Locatioat BW NW Bootion 11, TBS, Ri6E---TIGRT NOLE---

Duchesne County, Utah
Prospects Jonah Unit / Montaent Butte

2-2-94 Completion
Start pumping 0 11:30 a.m., 3 SPN, 88" stroke.

BRORON RONUMENT PEDERM d.34-10J Operatori NREC/Baloron
BOD WI: 79.78%
Locations BW 88 saation 10, T98, R168---TIGET NOLE---

Duchesne County, Utah
Prospects Jonah Unit|Monument Butte

2-2-94 Completion
CP - 0, TP - 2 pai. Tag fluid 0 1400' from surface, 1% oil firstrun. Made 20 swab runs. Recovered 120 bble fluid, 1 BO, 119 BW945-00$. LABt Ê kuns, no sand 5% oil. Final fluid level 3700'.Release packer, tag sand 6 5037' KB, cire down to 5C77' KB. TOOHw|thg, SN, packer, sub & retrieving tool. Change >ut well headflange & BOP from 3N# to BM#. SWIFN. Load to recover 180 BW.DC:
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l 4Ob Z45 lõõ1
FEB 04 '94 10:16AM E RON OIL DIV P.2/2

$ ÏËa^vCE CE$

Date of Treatment: 1 - 3 f (?
WellNa e £2, UN' SEC. /d TWN Y& RNG,MPlaid a d I'

. County State ItÅÄ
Formation/Perforations: ' Ÿ7 U-/A

Treatment type:'/VC/. Æg #A"Po DÆ TofolNumber ofHoes: AL
TreatmentCompany : lygt/FR// Sand CVoracteristics
Volume Ruld Conc. SIze WIume

Gal.
Gol,
Gal.

Onl. . / #
Aal. / #
Gal. / #
Gal, | #

. Gal. / - #
Anl . _. / #

TOTALFLUIDPUMPED: ÑO gol. //4.. ff'% AcId
gni fluld

TOTALSANDVOL,: lbs. / sand
Ibs. / sand
Ibs. / sand
Ibs. I bouxlte

Rushed well with / /Ä gal, of 4 a RA 4·
.

I/// boli soolers were pu ed. Wasballaction seen?Barrelsof Load to Dooover -,
' P Bl.IR.

Avg.Treoting Pressure - MU psi, ogx = Alt'N psi mine //** ps!Avg,Treating Rote e o bpm, mox = þgm ¡¶h ? r & bpm,
• /90 psi, 5 rnin.= psL 10min.= pel 15mir = poi,Wellwllibe shut Infor Q . hre, before bringingback fluld.

EMARks: JPa7¯
Ja/D 47 ,PA'Ñ¿, JET /rR ·/w/DW. Pas k 472 ¥eo PS/ 47).b FPR A¢k' T's /# MÌ 72- A
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FEB 04 '94 10:16AM BP RON OIL DIV P.1/2

DAILY OPERATING REPORT

Location: BW BE Bootion 10, TBS, R16E
Ducheane County, Utah ---TIGHT NOLE---

2-3-94 Completion
cag - Vac. RU Schlumberger to run Gamma Ray Prace on
4865'-72' & 5015'-19', log from 5064' to 4750' KB.
Perforate 4700'-4711' KB (2 SPF). RD Schlumberger. TIH
w|retrieving head, 2-7/8" x 4' sub, 5-1/2" HD packer, SN,
& 2-7/8" thg retrieve BP. Reset BP O 4764' KB, EOT $
4671' KB, packer 8 4664' KB. RU Western to braak down
4700'-11' perfs refer to treatment report. RD Aestern.
Made 7 swab runs, recovered 42 BW, trace of oiL. TooH
w/tby, packer & retrieving tool. SWIFD. Load to recover
- 172 BW.
DC'
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w/tby, packer & retrieving tool. SWIFD. Load to recover
- 172 BW.
DC'

FEB 04 '94 10:16AM BP RON OIL DIV P.1/2

DAILY OPERATING REPORT

Location: BW BE Bootion 10, TBS, R16E
Ducheane County, Utah ---TIGHT NOLE---

2-3-94 Completion
cag - Vac. RU Schlumberger to run Gamma Ray Prace on
4865'-72' & 5015'-19', log from 5064' to 4750' KB.
Perforate 4700'-4711' KB (2 SPF). RD Schlumberger. TIH
w|retrieving head, 2-7/8" x 4' sub, 5-1/2" HD packer, SN,
& 2-7/8" thg retrieve BP. Reset BP O 4764' KB, EOT $
4671' KB, packer 8 4664' KB. RU Western to braak down
4700'-11' perfs refer to treatment report. RD Aestern.
Made 7 swab runs, recovered 42 BW, trace of oiL. TooH
w/tby, packer & retrieving tool. SWIFD. Load to recover
- 172 BW.
DC'



FEB 07 '94 09·51AM BAL N OIL DIV P.1/1

DAILY OPERATING REPORT

BALCRON NONUMENT FEDERAL #3 4 -10 J
Location: sW BE section 10, Tes, R16E
Duchesne county, Utah ---TIGHT HOLE---

2-2-94 Completion
CP - 0, TP - 2 psi. Tag fluid 0 1400* from surface, 1%
oil first run. Made 20 swab runs. Recovered 120 bble
fluid, 1 BO, 119 BW gas-cut. Last 2 runs, no sand 5%
oil. Final fluid level 3700'. Release packer, tag sand
§ 5037' KB, ciro down to 5077' KS. TOOH w|tbg, SN,
packer, sub & retrieving tool. Change out well head
£1ange & BOP from 3M# to 5M#. SWIFN. Load tc recover
180 BW.
DC: $1,917

2-3-94 Completion
Csq - vac. RU Schlumberger to run Gamma Ray Trace on
4865'-72' & 5015'-19', log from 5064' to 4750' KB.
Perforate 4700'-4711' KB (2 SPF). RD Schlumberger. TIH
w|retrieving head, 2-7/8" x 4' sub, 5-1/2" HD packer, SN,
& 2-7/8" thg retrieve BP. Reset BP @ 4764' KB, EOT O
4671' KB, packer § 4664' KB. RU Western to break down
4700'-11' perfs refer to treatment report. RD Western.
Made 7 swab runs, recovered 42 BW, trace of oil. TOOH
w|tbg, packer & retrieving tool. SWIFD. Load to recover
- 172 BW.
DC: $5,273

2-4-94 Completion
RU Western to frac - frac rescheduled for 2-7-54 due to
equipment trouble.
DC:

FEB 07 '94 09·51AM BAL N OIL DIV P.1/1

DAILY OPERATING REPORT

BALCRON NONUMENT FEDERAL #3 4 -10 J
Location: sW BE section 10, Tes, R16E
Duchesne county, Utah ---TIGHT HOLE---

2-2-94 Completion
CP - 0, TP - 2 psi. Tag fluid 0 1400* from surface, 1%
oil first run. Made 20 swab runs. Recovered 120 bble
fluid, 1 BO, 119 BW gas-cut. Last 2 runs, no sand 5%
oil. Final fluid level 3700'. Release packer, tag sand
§ 5037' KB, ciro down to 5077' KS. TOOH w|tbg, SN,
packer, sub & retrieving tool. Change out well head
£1ange & BOP from 3M# to 5M#. SWIFN. Load tc recover
180 BW.
DC: $1,917

2-3-94 Completion
Csq - vac. RU Schlumberger to run Gamma Ray Trace on
4865'-72' & 5015'-19', log from 5064' to 4750' KB.
Perforate 4700'-4711' KB (2 SPF). RD Schlumberger. TIH
w|retrieving head, 2-7/8" x 4' sub, 5-1/2" HD packer, SN,
& 2-7/8" thg retrieve BP. Reset BP @ 4764' KB, EOT O
4671' KB, packer § 4664' KB. RU Western to break down
4700'-11' perfs refer to treatment report. RD Western.
Made 7 swab runs, recovered 42 BW, trace of oil. TOOH
w|tbg, packer & retrieving tool. SWIFD. Load to recover
- 172 BW.
DC: $5,273

2-4-94 Completion
RU Western to frac - frac rescheduled for 2-7-54 due to
equipment trouble.
DC:

FEB 07 '94 09·51AM BAL N OIL DIV P.1/1

DAILY OPERATING REPORT

BALCRON NONUMENT FEDERAL #3 4 -10 J
Location: sW BE section 10, Tes, R16E
Duchesne county, Utah ---TIGHT HOLE---

2-2-94 Completion
CP - 0, TP - 2 psi. Tag fluid 0 1400* from surface, 1%
oil first run. Made 20 swab runs. Recovered 120 bble
fluid, 1 BO, 119 BW gas-cut. Last 2 runs, no sand 5%
oil. Final fluid level 3700'. Release packer, tag sand
§ 5037' KB, ciro down to 5077' KS. TOOH w|tbg, SN,
packer, sub & retrieving tool. Change out well head
£1ange & BOP from 3M# to 5M#. SWIFN. Load tc recover
180 BW.
DC: $1,917

2-3-94 Completion
Csq - vac. RU Schlumberger to run Gamma Ray Trace on
4865'-72' & 5015'-19', log from 5064' to 4750' KB.
Perforate 4700'-4711' KB (2 SPF). RD Schlumberger. TIH
w|retrieving head, 2-7/8" x 4' sub, 5-1/2" HD packer, SN,
& 2-7/8" thg retrieve BP. Reset BP @ 4764' KB, EOT O
4671' KB, packer § 4664' KB. RU Western to break down
4700'-11' perfs refer to treatment report. RD Western.
Made 7 swab runs, recovered 42 BW, trace of oil. TOOH
w|tbg, packer & retrieving tool. SWIFD. Load to recover
- 172 BW.
DC: $5,273

2-4-94 Completion
RU Western to frac - frac rescheduled for 2-7-54 due to
equipment trouble.
DC:



FEB 08 '94 09:44AM BALCRON OIL DIV P.1/2

Page 1 >f 2
Baleron Oil

DAILY OPERATING REPORT
DATEs 2/8/94

**BALCRON OPERATED**

BALCRON HONUMENT PEDERAL #21-15J Operatort BREC/Baloron
BOD WI: 79.18%
Location: NE NW Section 15, T98, R16E---TIGHT NOLE--- Duchesne County, Utah
Prospect: Jonah Unit / Nonument Butte
PTD: 5,800' Green River Gil - Dev.

2-7-94 Well was spud by Leon Ross Air Drilling at 11 a.m. : 7-94.

BALCROMNONUMENT TEDERAL #34-10J Operator: EREC/Baloron
BOD WI: 79.78%
Location: BW BE Section 104 T98, R16E---TIGHT NOLE--- Duchesne County, Utah
Prospects Jonah Unit | Montment Butte

2-7-94 Completion
RU Western to frac 4700'-11' refer to treatment report. RDWestern. SWIFN.
DC: $21,053

COPY TOt TELE"OPY TO:R.B. Auer H.J. Damstrom ENGINEERING D.L. BoleJ. Balkenbush R.A. Bohalla GEOLOGY J.A.ITownsend
LAND at
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Page 1 >f 2
Baleron Oil

DAILY OPERATING REPORT
DATEs 2/8/94

**BALCRON OPERATED**

BALCRON HONUMENT PEDERAL #21-15J Operatort BREC/Baloron
BOD WI: 79.18%
Location: NE NW Section 15, T98, R16E---TIGHT NOLE--- Duchesne County, Utah
Prospect: Jonah Unit / Nonument Butte
PTD: 5,800' Green River Gil - Dev.

2-7-94 Well was spud by Leon Ross Air Drilling at 11 a.m. : 7-94.

BALCROMNONUMENT TEDERAL #34-10J Operator: EREC/Baloron
BOD WI: 79.78%
Location: BW BE Section 104 T98, R16E---TIGHT NOLE--- Duchesne County, Utah
Prospects Jonah Unit | Montment Butte

2-7-94 Completion
RU Western to frac 4700'-11' refer to treatment report. RDWestern. SWIFN.
DC: $21,053

COPY TOt TELE"OPY TO:R.B. Auer H.J. Damstrom ENGINEERING D.L. BoleJ. Balkenbush R.A. Bohalla GEOLOGY J.A.ITownsend
LAND at
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Page 1 >f 2
Baleron Oil

DAILY OPERATING REPORT
DATEs 2/8/94

**BALCRON OPERATED**

BALCRON HONUMENT PEDERAL #21-15J Operatort BREC/Baloron
BOD WI: 79.18%
Location: NE NW Section 15, T98, R16E---TIGHT NOLE--- Duchesne County, Utah
Prospect: Jonah Unit / Nonument Butte
PTD: 5,800' Green River Gil - Dev.

2-7-94 Well was spud by Leon Ross Air Drilling at 11 a.m. : 7-94.

BALCROMNONUMENT TEDERAL #34-10J Operator: EREC/Baloron
BOD WI: 79.78%
Location: BW BE Section 104 T98, R16E---TIGHT NOLE--- Duchesne County, Utah
Prospects Jonah Unit | Montment Butte

2-7-94 Completion
RU Western to frac 4700'-11' refer to treatment report. RDWestern. SWIFN.
DC: $21,053

COPY TOt TELE"OPY TO:R.B. Auer H.J. Damstrom ENGINEERING D.L. BoleJ. Balkenbush R.A. Bohalla GEOLOGY J.A.ITownsend
LAND at



FEB 09 '94 09:30AM BAl RON OIL DIV P.1/1

DAILY OPERATING REPORT

SALCROMMONUMENTFEDERAL #34-10J
Location: BW BE Section 10, ?98, R16B
Duohesne County, Utah ---TIGHT HOLE---

2-2-94 Completion
CP - 0, TP - 2 psi. Tag fluid $ 1400' from suzface, 1%oil first run. Made 20 swab runs. Recovered 120 bble
fluid, 1 BO, 119 BW gas-cut. Last 2 runs, n sand 5%oil. Final fluid level 3700'. Release packer, tag sand9 5037' RS, cire down to 5077' KB. TOOH w tb9, SN,packer, sub & retrieving tool. Change out ell headflange & BOP from 3M# to 5M#. SWIFN. Load t recover180 BW.
DC: $1,917

2-3-94 Completion
Cag - Vac. RU Schlumberger to run Gamma Ray Trace on4865'-72' & 5015'-19*, log from 5064' to 4 50' KB.Perforate 4700*-4711' KB (2 SPF). RD Schlumber er. TIH
w/retrieving head, 2-7/8" x 4' sub, 5-1/2" HD pa ker, SN,& 2-7/8" tog retrieve BP. Reset BP @ 4764' , EOT @4671' KB, packer § 4664' KB. RU Western to beak down4700'-11' perfe refer to treaëment report. RD western.Made 7 swab runs, recovered 42 BW, trace of o 1. TOOHw|tby, packer & retrieving tool. SWIFD. Load t recover
- 172 BW.
DC: $5,273

2-4-94 Completion
RU Western to frac - frac rescheduled for 2-7- 4 due toequipment trouble.
DC: $1,115

2-7-94 Completion
RU Western to frac 4700'-11' refer to treatment report.RD Western. SWIFN.
DC: $21,053

2-8-94 Completion
CP - 360 psi. TIH w|retrieving tool, one 2-7 8" x 4'sub, one 2-1/2 x 5-1/2" packer, one sSN & 146 jts 2-7/8"tog. Tag sand @ 4526' KB. Ciro down to 4764' 18 (BP),set packer 9 4664' KB. Made 16 swab runs. Recofered 96BW, trace oil gas-cut. Final fluid level 2900'. Last 2runs, no sand. Release packer, tag sand @4750' B, circdown to 4764' KB, release BP. TOOH w/153 jts 2-7|S" tbg,packer 4' sub, retrieving took & RBP. SWIFN. (Load torecover 532 BW.
DC: $2,144

FEB 09 '94 09:30AM BAl RON OIL DIV P.1/1

DAILY OPERATING REPORT

SALCROMMONUMENTFEDERAL #34-10J
Location: BW BE Section 10, ?98, R16B
Duohesne County, Utah ---TIGHT HOLE---

2-2-94 Completion
CP - 0, TP - 2 psi. Tag fluid $ 1400' from suzface, 1%oil first run. Made 20 swab runs. Recovered 120 bble
fluid, 1 BO, 119 BW gas-cut. Last 2 runs, n sand 5%oil. Final fluid level 3700'. Release packer, tag sand9 5037' RS, cire down to 5077' KB. TOOH w tb9, SN,
packer, sub & retrieving tool. Change out ell headflange & BOP from 3M# to 5M#. SWIFN. Load t recover180 BW.
DC: $1,917

2-3-94 Completion
Cag - Vac. RU Schlumberger to run Gamma Ray Trace on4865'-72' & 5015'-19*, log from 5064' to 4 50' KB.Perforate 4700*-4711' KB (2 SPF). RD Schlumber er. TIH
w/retrieving head, 2-7/8" x 4' sub, 5-1/2" HD pa ker, SN,& 2-7/8" tog retrieve BP. Reset BP @ 4764' , EOT @4671' KB, packer § 4664' KB. RU Western to beak down4700'-11' perfe refer to treaëment report. RD western.Made 7 swab runs, recovered 42 BW, trace of o 1. TOOHw|tby, packer & retrieving tool. SWIFD. Load t recover
- 172 BW.
DC: $5,273

2-4-94 Completion
RU Western to frac - frac rescheduled for 2-7- 4 due toequipment trouble.
DC: $1,115

2-7-94 Completion
RU Western to frac 4700'-11' refer to treatment report.RD Western. SWIFN.
DC: $21,053

2-8-94 Completion
CP - 360 psi. TIH w|retrieving tool, one 2-7 8" x 4'sub, one 2-1/2 x 5-1/2" packer, one sSN & 146 jts 2-7/8"tog. Tag sand @ 4526' KB. Ciro down to 4764' 18 (BP),set packer 9 4664' KB. Made 16 swab runs. Recofered 96BW, trace oil gas-cut. Final fluid level 2900'. Last 2runs, no sand. Release packer, tag sand @4750' B, circdown to 4764' KB, release BP. TOOH w/153 jts 2-7|S" tbg,packer 4' sub, retrieving took & RBP. SWIFN. (Load torecover 532 BW.
DC: $2,144

FEB 09 '94 09:30AM BAl RON OIL DIV P.1/1

DAILY OPERATING REPORT

SALCROMMONUMENTFEDERAL #34-10J
Location: BW BE Section 10, ?98, R16B
Duohesne County, Utah ---TIGHT HOLE---

2-2-94 Completion
CP - 0, TP - 2 psi. Tag fluid $ 1400' from suzface, 1%oil first run. Made 20 swab runs. Recovered 120 bble
fluid, 1 BO, 119 BW gas-cut. Last 2 runs, n sand 5%oil. Final fluid level 3700'. Release packer, tag sand9 5037' RS, cire down to 5077' KB. TOOH w tb9, SN,
packer, sub & retrieving tool. Change out ell headflange & BOP from 3M# to 5M#. SWIFN. Load t recover180 BW.
DC: $1,917

2-3-94 Completion
Cag - Vac. RU Schlumberger to run Gamma Ray Trace on4865'-72' & 5015'-19*, log from 5064' to 4 50' KB.Perforate 4700*-4711' KB (2 SPF). RD Schlumber er. TIH
w/retrieving head, 2-7/8" x 4' sub, 5-1/2" HD pa ker, SN,& 2-7/8" tog retrieve BP. Reset BP @ 4764' , EOT @4671' KB, packer § 4664' KB. RU Western to beak down4700'-11' perfe refer to treaëment report. RD western.Made 7 swab runs, recovered 42 BW, trace of o 1. TOOHw|tby, packer & retrieving tool. SWIFD. Load t recover
- 172 BW.
DC: $5,273

2-4-94 Completion
RU Western to frac - frac rescheduled for 2-7- 4 due toequipment trouble.
DC: $1,115

2-7-94 Completion
RU Western to frac 4700'-11' refer to treatment report.RD Western. SWIFN.
DC: $21,053

2-8-94 Completion
CP - 360 psi. TIH w|retrieving tool, one 2-7 8" x 4'sub, one 2-1/2 x 5-1/2" packer, one sSN & 146 jts 2-7/8"tog. Tag sand @ 4526' KB. Ciro down to 4764' 18 (BP),set packer 9 4664' KB. Made 16 swab runs. Recofered 96BW, trace oil gas-cut. Final fluid level 2900'. Last 2runs, no sand. Release packer, tag sand @4750' B, circdown to 4764' KB, release BP. TOOH w/153 jts 2-7|S" tbg,packer 4' sub, retrieving took & RBP. SWIFN. (Load torecover 532 BW.
DC: $2,144



1 405 245 1551
P.2/2FEB 11 '94 08:54AM BF ON OIL DIV

DAILY OPERATING REPORT

BALCRON MONUMENT FEDERAL #34-107
Locations SW 88 Section 10, 298, R16B
Duchesne County, Utah ---TIGET BOLE---

2-9-94 Completion
TIH w/production string (tbg) as follows:

LENGTH DEPTH_KB1 JT 2-7/8" EUE J-55 Brd 6.5# 31.20' 5399.30'1 part sub 2-7/8" x 3' 3.20' 5 68.10'
1 seat nipple 1.10' 5 64.90'
163 Jts 2-7/8" EUE J-55 Brd 6.5# 5063.80' 5 63.80'
Drilling rig KB 10.00'
ND BOP, NU wellhead. TIH w/production string (rods as follows:1 BHP 2-1/2" x 1-1/2" X 16' RWAC w/PA plunger, pump 1037 (TRICO) .201 3/4" x 25' plain rods D-61 (TRICO)
Two 3/4" x 8' pony
One 1-1/4" x 22' polish rod (SM) (TRICO).
Clamp rods off, pressure test thg & BHP to 1000 ps - OK. RDMO.Load to recover 532 BW.
DC:

1 405 245 1551
P.2/2FEB 11 '94 08:54AM BF ON OIL DIV

DAILY OPERATING REPORT

BALCRON MONUMENT FEDERAL #34-107
Locations SW 88 Section 10, 298, R16B
Duchesne County, Utah ---TIGET BOLE---

2-9-94 Completion
TIH w/production string (tbg) as follows:

LENGTH DEPTH_KB1 JT 2-7/8" EUE J-55 Brd 6.5# 31.20' 5399.30'1 part sub 2-7/8" x 3' 3.20' 5 68.10'
1 seat nipple 1.10' 5 64.90'
163 Jts 2-7/8" EUE J-55 Brd 6.5# 5063.80' 5 63.80'
Drilling rig KB 10.00'
ND BOP, NU wellhead. TIH w/production string (rods as follows:1 BHP 2-1/2" x 1-1/2" X 16' RWAC w/PA plunger, pump 1037 (TRICO) .201 3/4" x 25' plain rods D-61 (TRICO)
Two 3/4" x 8' pony
One 1-1/4" x 22' polish rod (SM) (TRICO).
Clamp rods off, pressure test thg & BHP to 1000 ps - OK. RDMO.Load to recover 532 BW.
DC:

1 405 245 1551
P.2/2FEB 11 '94 08:54AM BF ON OIL DIV

DAILY OPERATING REPORT

BALCRON MONUMENT FEDERAL #34-107
Locations SW 88 Section 10, 298, R16B
Duchesne County, Utah ---TIGET BOLE---

2-9-94 Completion
TIH w/production string (tbg) as follows:

LENGTH DEPTH_KB1 JT 2-7/8" EUE J-55 Brd 6.5# 31.20' 5399.30'1 part sub 2-7/8" x 3' 3.20' 5 68.10'
1 seat nipple 1.10' 5 64.90'
163 Jts 2-7/8" EUE J-55 Brd 6.5# 5063.80' 5 63.80'
Drilling rig KB 10.00'
ND BOP, NU wellhead. TIH w/production string (rods as follows:1 BHP 2-1/2" x 1-1/2" X 16' RWAC w/PA plunger, pump 1037 (TRICO) .201 3/4" x 25' plain rods D-61 (TRICO)
Two 3/4" x 8' pony
One 1-1/4" x 22' polish rod (SM) (TRICO).
Clamp rods off, pressure test thg & BHP to 1000 ps - OK. RDMO.Load to recover 532 BW.
DC:



FEB 16 '94 09:29AM BAI NON OIL DIV 1 P.1/1

Page 1 of 1
Balcron Oil

DAILY OPERATING REPORT
DATRI 2/16/94

••JONAR UNIT PARNTERS' REPORT**

BALCRON MONUMENTFEDERAL #21-AIJ Operator: BREC/Saleron
BOD WI: 79.78%
Locations NE NW Bootion 15, T98, 216E---TIGRT NOLE--- Duchesne County, Utah
Prospects Jonah Unit / Nonament Butte

2-16-94 TD: 5,600' (785') Day 6
Formation: Blue zone
MW 8.4 VIS 26
Present Operation: Drilling
Drill, survey, & clean on rig.
DC: $10,603 CC: $105,864

BALCRON MONUMENTFEDERAL #34-10J Operatori BREC/Baloron
BOD WII 79.78%
Locations BW SE Section 10, T98, R168---TIGHT NOLE--- Duohesne county, Utah
Prospects Jonah Unit / Monument Butte

2-16-94 Completion
Start unit pumping § 3 SPM, 87" stroke. Pumping Unit: Lufkin LM-228D-213-86T, S/N - B129375A 525080. Engine: ATAX E-42, 8/N73437 (Karat). Tanks: NATeo 400 bbl API 12' x 20' wþ>urner§; S/N -

76002Õ9Ò-01,8/N - 16002090-02. Load to recover 5:2 BW,DC: $37,530
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Balcron Oil

DAILY OPERATING REPORT
DATRI 2/16/94

••JONAR UNIT PARNTERS' REPORT**

BALCRON MONUMENTFEDERAL #21-AIJ Operator: BREC/Saleron
BOD WI: 79.78%
Locations NE NW Bootion 15, T98, 216E---TIGRT NOLE--- Duchesne County, Utah
Prospects Jonah Unit / Nonament Butte

2-16-94 TD: 5,600' (785') Day 6
Formation: Blue zone
MW 8.4 VIS 26
Present Operation: Drilling
Drill, survey, & clean on rig.
DC: $10,603 CC: $105,864

BALCRON MONUMENTFEDERAL #34-10J Operatori BREC/Baloron
BOD WII 79.78%
Locations BW SE Section 10, T98, R168---TIGHT NOLE--- Duohesne county, Utah
Prospects Jonah Unit / Monument Butte

2-16-94 Completion
Start unit pumping § 3 SPM, 87" stroke. Pumping Unit: Lufkin LM-228D-213-86T, S/N - B129375A 525080. Engine: ATAX E-42, 8/N73437 (Karat). Tanks: NATeo 400 bbl API 12' x 20' wþ>urner§; S/N -

76002Õ9Ò-01,8/N - 16002090-02. Load to recover 5:2 BW,DC: $37,530
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DAILY OPERATING REPORT
DATRI 2/16/94

••JONAR UNIT PARNTERS' REPORT**

BALCRON MONUMENTFEDERAL #21-AIJ Operator: BREC/Saleron
BOD WI: 79.78%
Locations NE NW Bootion 15, T98, 216E---TIGRT NOLE--- Duchesne County, Utah
Prospects Jonah Unit / Nonament Butte

2-16-94 TD: 5,600' (785') Day 6
Formation: Blue zone
MW 8.4 VIS 26
Present Operation: Drilling
Drill, survey, & clean on rig.
DC: $10,603 CC: $105,864

BALCRON MONUMENTFEDERAL #34-10J Operatori BREC/Baloron
BOD WII 79.78%
Locations BW SE Section 10, T98, R168---TIGHT NOLE--- Duohesne county, Utah
Prospects Jonah Unit / Monument Butte

2-16-94 Completion
Start unit pumping § 3 SPM, 87" stroke. Pumping Unit: Lufkin LM-228D-213-86T, S/N - B129375A 525080. Engine: ATAX E-42, 8/N73437 (Karat). Tanks: NATeo 400 bbl API 12' x 20' wþ>urner§; S/N -

76002Õ9Ò-01,8/N - 16002090-02. Load to recover 5:2 BW,DC: $37,530



EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365

Billings, MT 59104 FAX: (406) 245-1361

February 15, 1994

Bureau of Land Management
170 South 500 East
Vernal, UT 84078 FEB17 1994

Gentlemen:
·¯2¯~

RE: Balcron Monument Federal #34-10J
SW SE Section 10, T9S, R1
Duchesne County, Utah

Enclosed is our sundry notice reporting first production
on the subject well.

Please feel free to contact me if you need any additional
information.

Sincerely,

Molly M. Conrad
Operations Secretary

/mc

Enclosure

cc: State of Utah, Division of Oil, Gas, &
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Enclosed is our sundry notice reporting first production
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information.
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Operations Secretary

/mc

Enclosure

cc: State of Utah, Division of Oil, Gas, &
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FORM APPROVED

une 1990) DEPARTMENT OF THE lbifl'f.RIORa a y ...... . . ""$p'¡,","a i 31

BUREAU OF LAND MANAGEMENT 5. I ase Designation and Serial No.
U-017985

SUNDRY NOTICES AND REPORTS ON WELLS 6. H Indian. Anonce or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PERMIT-" for such proposals n/a

SUBMIT IN TRIPLICA TE '
,

7. It unitor cA. Agreement Designation

1. Type of Well Jg gg

Œån O °w'.1, O Other
8. Well Name and No.

2. Name of Operator Ealctæ htruœnt Faje,xa1J34-10J

FØIÍ.tableBBSOUCCOSMy C , B11erTT1 Dil I)ivi.dryl
9. API weilNo.

3. Address and Telephone No.
43-Ûl3-31416

P.O. Bar 2LOl7, RilTirgs, MI' 5910'+ (406) 259-7860 10. Field and Pool, or Exploratory Area
thumtit R1tte/ GCeet1 Ri.vec

4. Location of Well (Footage, Sec., T., R., M., or Survey Description)

SWSE Sectiæ 10, '19S, R15E
n. countyor varish,state

592' PSL, 1979.2' FEL
'

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O soa , or i..... O Abandonment Change of Plans

O accom,,,so. O New Consuucdon

Subsequent Repon O ra.,,s., s.ex O Non-Routine Fracturing

O c..., a...i, O Water Shut-Off

O Final Abandonment Nonce O auen., c.in, O conv-... to inaccoon

Ð Other y of First Pmiuctiæ oisposewater
(Note:ReportresuluoimultiplecompletiononWell

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled.

Sive subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

First productiæ æ this wll os æ 2-15-94 at 9:30 a.m.

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any pctson knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any maner within its jurisdiction.
*See instruction on Reverse
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Tide RegUlatOry Affa1TS Dale LÎNO

hÏsshce for Federal or State office use)

Approved by
Title

Date
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Tític 18 U.S.C. Section 1001, makes h a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
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Form 3l60-5 UNITED STATES
FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
""Ege ureau No.31004 5

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

U-017985
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry t (ff r
Use "APPLICATION FOR PERMIT-" for su pro

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE abtu anah Unit

1. Type of Well

t Federal #34-1QJ

SOGECOS My O , EalcrIn Oil Divisii ^"' *** N°

3. Address and Telephone No.
4½l3-31416

P.O. Eax 21017, Billings, ME 5910't (406) 259-766() 10. Ficid and Pool, or Exploratory Area

4. Location of Well (Fuotage. Sec.. T., R.. M.. or Survey Description)
gjypy•

l1. County or Parish, State

SWSE Sectiæ 10, ISS, R16E 592' FSL, 1979.2' FEL DucIrsne Coanty, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Myandonntent Change of Plans

O a....,,..... O s,w consen.caon

Subsequent Repon Plugging Back
Non-Routine Fracturing

O c.sin, a..... O Water Shut-Off

O Final Abandonment Notice Etering Cuin, O co.....i....in3.c....

Other Onhare Orkr #7 O Dispose Water
INote; Reportresultsof multiplecompletionon Well

Completion or Recompletion Report and I.og form i

13. Describe Proposed or Completed Operations (Clearly state a i pertinent details, and give pertinent dates, including estimated dait of SLarting any proposed work. If well is directionally drilled,

Sive subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Any water produœd by this well will be In1d in a pcra ml water tank and trucked to a canærcial

disposal facility. 'De pcilmry fae.ility to be used is tle R.N. Irrlustries produced water disposal

facility located in Sectim 9, 22S, R2Win Duchesie County, Utah. A copy of the State-issued penni.t

for that facility is æ file at the Vernal Ikiteau of Imi Phnaggœnt. If for som reasm the

operatar is mable to use this priimry d.isposal facility, the produced water will be trucked to

anotler Stat disposal facility. If appLicable, Operator has received approved Rigat-

of-khy access to this m11 locatiæ for the Verml Bureau of Iard bbnaggimt.

Ÿhisspacc for Federal or State office use)

Approved by
Titic

Dale

Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes ít a crime for any person knowingly and willfuJly to make to any department or agency of the United States any false, fictitious or frauduleni statemems

or representations as to any matter within its jurisdiction.
*Soo Instruction on Reverse
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STATEOF UTAH
DIVISION OF OIL, GAS AND MINING

REPORTOF HATERENCOUNTEREDDURINGDRILLING - F0lui7 (1/89)
MAR3\99

1. Nell name and number: BalcræMIuœntFederal 34-lüJ .

API number: 434)13-31A16

2. Well location: QQ SWSE section _10 township_9S. range 16Ecounty Rachesne

3. Well operator : Fquitable Resources Riergy Copeny, Ealcræ 011 Divisiæ
Address: P.O. PaK 21017 phone: (406) 259-7860

Billipp, ME 5913'+

4. Drilling contractor: UniæDrilung
Address: Deaær 40 phone: (30'+)472410

Buckbanrm, W 26201

5. Water encountered (continue on reverse side if necessary)

Depth Volume Quality
from to (flow rate or head) (fresh or salty)

No reasurable water reported
during drilung operations.

6 . Forma t i on top s : See Geologic Report subri.tted separately.

If an analysis has been made of the water encountered, please attach a copy of the
report to this form.

I certify that this report is true and complete to the best of my knowledge.

Name Eobbie Sclungi- Signature McL/A ©

Ti t 1e Coordinator of Rwirammtal ard Date 3-1-94
Ec¿ulatory Affaira
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""'i,*,',2ÎÀ llTED STATES SUDMir Œ D H• <geet ure No1,1190 -O

DEPARTiva.NT OF THE INTERIOR n
.'s. I.N.ink' lei'SIGN,tr391 NLI MERIAI, NO.

BUREAU OF LAND MANAGEMENT glyggy
0. Er INutAN, ALLOTTRE OR Taitia NAbtE

WELL COMPLETIOWR RECOMPLETlON REPORT AND LOG *

la TYFE OF WELL: ulo nan

2. NAase or orsnAron - Baleran Munent Federal
0.

3. AltunEas or UPERATom

P.O. Bax 21017, Rillings, MI' 5910 . no room, on wasacar

4. I,ocATION ur w¾i.L (Rrport location cicarty and in accordance scith any coul s) t Utte/M Rio r
at.urra" 592' FSL, 1979.2' FEL ,L*•"··°"'"° "^"

At top prod. Interval reported below
SF Section 10, TŸ$ R/46

At total depth
14. PEn>llT NU. DATE 183LED 12. COUNTY OR 13. BTATE

PAltlBN
43-013-31416 Í 11-22-93 Ducheste UTAH

15. DATE SPLDDED $$. DATE T.D. REACHED la. DATE COMPL. (Ready (0 prod.) 18. ELEVATIONS (UT, RKB. RT, 05, ETC.)* 19. ELEV. CASINO31EAD

1-12-94 1-25-94 2-15-94 I 5717.7' GL ., I n/a
20. TOTAL DEFlH. MD A TVD 21. FLUO. BACK T.D., MD A TVD 22. IF .%it 1.Tirl.n CU.tirL., 23, INT¾nrAI.8 ROTARY TOOLU CABLE TOOLB

HOW ,%iANT* DitlLLED H¥

5850'_ . . .. 5787.0'*' n/a a iSfr - 'IT) n/a
24. PRODUCING INTERVAl.(B), OF THi3 COMI'LETIO.N--TOP, DOTTOM. .NAAIS (hiD AND TVD)* 25. WAN DIAECTIONAL

SURVEI MADE

4700' - 5019' Gœm River No

20. TIFE ELECTRIC AND THER LOCS RUN
2 AS WEI.L CORED

E - ]GL - IDI - OL ,pg ( ,
- L 6 No

2A• CASING RECORD (Report an stringa act in sorti)

CAalNG 88EE WEIGHT, La./FT. DEPTil HET (MD) 1101.0 alzE CENIENTI.NG ItECORD ASIOUNT PULLED

Br-5/8" 2A# 274' KB 12-1/4" 150 sxs Class "G" + alditives n/a
5-1/2" 15.5# · 5832.0'4' KB 7-7/8" 110 sxs Hilift and 290 sxs n/a

Class "G".

29. LINER RECORD 30. TI.'DING RECORD

alza TOP (MD) BOTTObt (MD) BACKB CEntENT* SenEEN (AID) SIEE DEPTH BET (MD) PACKER azT ( D

n/a 2-7/8" 3099,3'KB n4

Šl. PsaronATioN nacomo (Anterval,sarc and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

5015'-19' (2 SPF) DEPTH tNTERVAL (MD) AMOl'NT AND KIND OF MÂTERIAL USED

4865'-72' (1 SPF) .

' 5019' - 4865' 32,000// 16/30 sand in 311 1¾\.a2%
4700'-11' (2 SPF) ECLwtr; 1500 gpllans 15%HL.

.,

4700' - 4711' 35,720// 16/30 ed in 429 Nals
2%ECLwtr,

33.* Pit0DI'CTION

DATE FIRST PRODUCTION PRODUCTION METHOD (Flotoinf,0as lift, pumping-size and type of pump) wat.L sTATUB (Producing or
shut-in)

2-15-94 1-T/2" Insert Ptup Produeng
DATE OF T ST liOURS TESTED CHOKE 81ZE PROD'N. FOR OIL--DBL. GAS--MOV. WATER--BUL. UAS•OIL AATIO

TEST PERIDD I I i

2-20-94 24 n/a a j 43 i 172 | 7 4
114W. TUstifG PRESS. CASIHO PREBat RC CAI.CUI.ATED Oll.--nut.. GAS--MC M TLÄ 1401. DIL ORAVITT•API (CORR.)

24-noua RATE

n/a n/ a a | 43 ( 172 ( 7 34
34. DisroattioN OF GAs (ßotd, used for fuci, vented, etc.) TEST WITNE38ED BT

Unl for fuel. I Dale Griffin
35. List or ATTAcustaNTa

36. I bereby certi that the foregoing and attached information is complete aud correct as determÏued from alÏ avÄÏÏabÏerecords
' Coottiinator of Ehvitumptal and

SIGNitD TITLE RegLlÏßt0TV AffçIIKS DATE il¾

*(See Instructionsand Spacesfer Additional Data on ReverseSide)

litle \ß U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the

United S•ates any (alse, fictitleus or freudiert statements or represent.ations as to any matter ':•hin les
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. SUMMARY POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals; and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries):

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. Tt P
.... • NAME

MEAS. DEPTH TRUE
VERT. DEPTH

) S rLla See logi.c Re xrt ttecl
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EQUlTABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office (406) 259 7860

PO Box 21017 FAX (406)245 1365

Billings. MT 59104
FAX (406) 245 1361

March 1, 1994

om.wa.seamaa
Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

RE: Balcron Monument Federal #34-10J

SW SE Section 10, T9S, R16E
Duchesne County, Utah

Enclosed are the following items for the referenced well:

Well Completion Report
Site Security Diagram (Sundry Notice)
Onshore Order 7 Disposition of Produced Water
(Sundry Notice)

Please feel free to contact me if you need any additional
information.

SincerLely,

Molly M. anrad
Operations Secretary

/mc

Enclosure

cc: State of Utah, Division of Oil, Gas, & Mining -

Also enclosed is the Report of Water Encountered

Form
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UTAH DIVISION OF OIL, GAS AND MINING
COMPLIANCE INSPECTION RECORD

INSPECTOR: DENNIS

OPERATOR NAME: EQUITABLE RESOURCES LEASE: FEDERAL

WELL NAME: MONUMENT FEDERAL 34-10J API: 43-013-31416

SECTION: 10 TOWNSHIP: 9S RANGE: 16E

COUNTY: DUCHESNE

NON COMPLIANCE: OPEN RESERVE PIT

DATE ASSIGNED: 4/8/94

DEADLINE: 4/8/95

DATE COMPLETED:

ACTION REQUIRED: FIELD CHECK

PER INSPECTION-3/23/94-RESERVE PIT STILL OPEN.

ACTION TAKEN:

INSPECTOR: //N#fd

UTAH DIVISION OF OIL, GAS AND MINING
COMPLIANCE INSPECTION RECORD
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UTAH DIVISION OF OIL, GAS AND HINING
EGUIPHENT INVENTORY

Operator: EQUITABLE RESOURCES COMPANY Lease: State: Federal:_Y
Indian: Fee:

Well Name: MONUNENT FEDERAL #34-101 API Number: 43-013-31416

Section: 10 Township: SS Range: 16E County: DUCHESNE Field:
MONUMENT BUTTE

Well Status: POW Well Type: Oil: Y Gas:

PRODUCTION LEASE EQUIPNENT: Y CENTRAL BATTERY:

Y Well head Boiler(s) Compressor Separator(s)
Dehydrator(s) Shed(s) Line Heater(s) Heated

Separator
VRU Hester Treater(s)

PUNPS:
Triplex Chemical Y Centrifugal

LIFT METHOD:
Y Pumpjack Hydraulic Submersible Flowing

GAS EQUIPMENT:

N Gas Meters N Purchase Meter N Sales Neter

TANKS: NUMBER SIZE

Y Oil Storage Tank(s) 2-400 BARREL OIL W/BURNERS
BBLS

Y Water Tank(s) 1-150 OPEN TOP PIT TANK
BBLS

Power Water Tank
BBLS

Condensate Tank(s)
BBLS

Y Propane Tank

REMARKS: PUNNP JACK WITH GAS MOTOR RUNNING ON CASING HEAD GAS. NO SALES NETERS
OR LINE. VENTING SHALL AMOUNT OF GAS AT PIT TANK.

Location central battery: Otr/Otr: Section: Township:
Range:

Inspector: DENNIS L. INGRAM Date:
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Y Oil Storage Tank(s) 2-400 BARREL OIL W/BURNERS
BBLS

Y Water Tank(s) 1-150 OPEN TOP PIT TANK
BBLS

Power Water Tank
BBLS

Condensate Tank(s)
BBLS
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REMARKS: PUNNP JACK WITH GAS MOTOR RUNNING ON CASING HEAD GAS. NO SALES NETERS
OR LINE. VENTING SHALL AMOUNT OF GAS AT PIT TANK.
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Range:
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UTAH DIVISION OF OIL, GAS AND HINING
EGUIPHENT INVENTORY

Operator: EQUITABLE RESOURCES COMPANY Lease: State: Federal:_Y
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STATEOF UTAH
DIVISION OF OIL, GASAND MINING

APPLICATIONFOR INJECTION HELL- UIC FORM l

Equitable Resources Energy Company,
OPERATOR Balcron Oil Diyision
ADDRESS P 0, ß90L?1579104

Nell name and number: Balcron Monument Federal #34-100

Field or Unit name: Monument Rutte Field/Jonah linit Lease no. U-017985

Well location: QQ SWSE section 1_0__township 95 range 16E county Duchesne

Is this app11cation for expansion of an existing project? . . Yes DO No []
Will the proposed well be used for: Enhanced Recovery? . . Yes DO No []

Disposal? . . . . . . Yes [] No 00
Storage? . . . . . . . Yes EJ No 06

Is this application for a new well to be drilled? . . . . . . Yes [] No [8
If this application is for an existing well,

has a casing test been performed on the well? . . . . . . Yes [] No DQDate of test:
API number: 43-013- 31416

Proposed injection interval: from 4,700' to 5,019'

Proposed maximum injection: rate 600 BWPDpressure 2000 psig

Proposed injection zone contains 65 oil, EJ gas, and/or [] fresh water within '/mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: UIC Permit Application

I certify that this report is true and complete to t best of m knowledge.

Name Bobbie Schuman Signa re i
T1tle Regulatory andEnviromental Specialist Date 2, / ff ¥
Phone No. (406 ) 259-7860

(State use only)
Application approved by Title
Approval Date

Comments:
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INJECTION PERMIT TRACKING RECORD

Company: / Well: /PT

Location: Sec. / n Twn: 'YÇ Rng: / QtQt: ÍCU

County: - Field: o ÑÔ Unit: op A

API No.: / p (3 S/

Date Received:

Cause Number:

Notice Date:

Conversion Approval:

Permit Issued:

Commencement:

Drilled:

Code:

Hearing Date:

Wells In AOR: /

INJECTION PERMIT TRACKING RECORD

Company: / Well: /PT

Location: Sec. / n Twn: 'YÇ Rng: / QtQt: ÍCU

County: - Field: o ÑÔ Unit: op A

API No.: / p (3 S/
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Cause Number:

Notice Date:
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Code:
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Wells In AOR: /
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Cause Number:

Notice Date:
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Code:
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EQUlTABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office:(406) 259-7860

P.O. Box 21017 FAX:. (406) 245-1365 O
Billings, MT 59104 FAX: (406) 245-1361 E

E©ElWÐ>

August 2 , 1994 DIV.0F0lLGAS&MINING

-- VIA FEDERAL EXPRESS --

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Mr. Jarvis:

Enclosed is a UIC permit for the sixteen wells on the attached
list. An Affidavit certifying that a copy of the application
has been sent to all operators,,owners, and surface owners
within a one-half mile radius of the proposed injection well
will be sent to you as soon as the mailing has been completed.

If you have any questions or need additional information, please
give either me or John Zellitti a call at (406) 259-7860.

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

/hs

Enclosure

cc: John Zellitti
Ed Forsman, Vernal BLM (This is being sent for your
information. If this needs to go to someone else, I would
appreciate it if you would forward it. Thank

EQUlTABLERESOURCES
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BALCRON OIL DIVISION
1601 Lewis Avenue Office:(406) 259-7860

P.O. Box 21017 FAX:. (406) 245-1365 O
Billings, MT 59104 FAX: (406) 245-1361 E

E©ElWÐ>

August 2 , 1994 DIV.0F0lLGAS&MINING

-- VIA FEDERAL EXPRESS --

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Mr. Jarvis:

Enclosed is a UIC permit for the sixteen wells on the attached
list. An Affidavit certifying that a copy of the application
has been sent to all operators,,owners, and surface owners
within a one-half mile radius of the proposed injection well
will be sent to you as soon as the mailing has been completed.

If you have any questions or need additional information, please
give either me or John Zellitti a call at (406) 259-7860.

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

/hs

Enclosure

cc: John Zellitti
Ed Forsman, Vernal BLM (This is being sent for your
information. If this needs to go to someone else, I would
appreciate it if you would forward it. Thank

EQUlTABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office:(406) 259-7860

P.O. Box 21017 FAX:. (406) 245-1365 O
Billings, MT 59104 FAX: (406) 245-1361 E

E©ElWÐ>

August 2 , 1994 DIV.0F0lLGAS&MINING

-- VIA FEDERAL EXPRESS --

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Mr. Jarvis:

Enclosed is a UIC permit for the sixteen wells on the attached
list. An Affidavit certifying that a copy of the application
has been sent to all operators,,owners, and surface owners
within a one-half mile radius of the proposed injection well
will be sent to you as soon as the mailing has been completed.

If you have any questions or need additional information, please
give either me or John Zellitti a call at (406) 259-7860.

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

/hs

Enclosure

cc: John Zellitti
Ed Forsman, Vernal BLM (This is being sent for your
information. If this needs to go to someone else, I would
appreciate it if you would forward it. Thank



Balcron Monument Federal #34-10J

Balcron Monument Federal #12-11J

Balcron Monument Federal #14-11J

Balcron Monument Federal #23-11J

Balcron Monument Federal #32-11J

Walton Federal #34-11

Balcron Monument Federal #43-11J/

C & O Gov't. #4

Balcron Monument Federal #12-12J)

Balcron Monument Federal #14-12J

Balcron Monument Federal #32-12J

Balcron Monument Federal #21-14J

Balcron Monument Federal #41-14J

Balcron Monument Federal #23-15J

Balcron Monument Federal #32-15J

Balcron Monument Federal

Balcron Monument Federal #34-10J

Balcron Monument Federal #12-11J

Balcron Monument Federal #14-11J

Balcron Monument Federal #23-11J

Balcron Monument Federal #32-11J

Walton Federal #34-11

Balcron Monument Federal #43-11J/

C & O Gov't. #4

Balcron Monument Federal #12-12J)

Balcron Monument Federal #14-12J

Balcron Monument Federal #32-12J

Balcron Monument Federal #21-14J

Balcron Monument Federal #41-14J

Balcron Monument Federal #23-15J

Balcron Monument Federal #32-15J

Balcron Monument Federal

Balcron Monument Federal #34-10J

Balcron Monument Federal #12-11J

Balcron Monument Federal #14-11J

Balcron Monument Federal #23-11J

Balcron Monument Federal #32-11J

Walton Federal #34-11

Balcron Monument Federal #43-11J/

C & O Gov't. #4

Balcron Monument Federal #12-12J)

Balcron Monument Federal #14-12J

Balcron Monument Federal #32-12J

Balcron Monument Federal #21-14J

Balcron Monument Federal #41-14J

Balcron Monument Federal #23-15J

Balcron Monument Federal #32-15J

Balcron Monument Federal



l

Underground Injection Control(UIC)
Pennit Application

Equitable Resources Energy Cornpany, Balcron OII Division
Jonah Unit WaterHood Phase II Expansion

Duchesne County,

l
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Pennit Application
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Jonah Unit WaterHood Phase II Expansion

Duchesne County,

l
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Duchesne County,



Underground Injection Control(UIC)
PennIt Application j

Jonah UnitSecondary Recovery

Operator: Equitable Resources EnergyCompany,BalcronOilDivision
P.O Box21017
1601 Lewis Avenue Bldg.
Billings,Montana 59104

Project: Jonah UnitWaterflood Phase IIExpansion
Monument ButteField
Sections 5, 6, &7, T9S, R17E
Sections 1, 10, 11, 12, 14, & 15, T9S, R16E
Duchesne County,Utah

A) DESCRIPTIONOF OPERATIONS
1) Itis proposed to expand the existingJonah UnitWaterflood by converting
the followingwellstowater injecdon:

Balcron MonumentFederal #34-10J SW SE Sec.10, T9S, R16E
Walton Federal #34-11 SW SE Sec.11, T9S, R16E
Balcron Monument Federal #12-11J SW NW Sec.11, T9S, R16E
Balcron Monument Federal #14-11J SW SW Sec.11, T9S, R16E
Balcron Monument Federal #23-11J NE SW Sec.11, T9S, R16E
Balcron Monument Federal #32-11J SW NE Sec.11, T9S, R16E
Balcron Monument Federal #12-12J SW NW Sec.12,T9S, R16E
Balcron Monument Federal #14-12J SW SW Sec.12,T9S, R16E
Balcron Monument Federal #32-12J SW NE Sec.12, T9S, R16E
C &O Govemment#4 NESW Sec.12,TSS,R16E
Balcron Monument Federal#21-14J NENW Sec.14,T9S, R16E
Balcron Monument Federal #41-14J NE NE Sec.14, T9S, R16E
BalcronMonumentFederal #23-15J NESWSec.15, T9S, R16E
Balcron Monument Federal #32-15J SW NE Sec.15, T9S, R16E
Balcron Monument Federal #41-15J NE NE Sec.15, T9S, R16E

In additionto convertingthe above 15 producingwellstowater injection,
the followingnew well willalsobe completedas a water injectionwell in
the Jonah UnitWaterflood Phase IIExpansion:

Monument Federal #43-11 NE SE Sec.11, T9S, R16E

The Monument Federal#43-11 was a re-entryofthe former Walton Federal #43-11
whichwas drilledandcompletedas a dry hole by DiamondShamrock Exploration
Company in November, 1984. Balcron Oilis currentlyin theprocess of
completingthe MonumentFederal#43-11 toobtaininitialproductiontestdata.
Once obtained,thewellwillbe completedas a water injection
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2) Water willbe pumped to the proposed water injectionwells from an existing
injection plant located inthe SE NWSec.6,T9S, R17E.Afour-inchmainwater
injection line has been installed whichwillfeed water tothe proposed water
injection wellsas per the approvaloftheVernal BUVIoffice.Several two-inch
high pressure lateral water injection lines willbe installed tothe proposed
water injectionwells which are awaitingapprovalby the Vemal BLMoffice.

Note: The Jonah UnitWaterflood Phase IIExpansion is an extensionofthe
existingMonument Butte Section6, T9S, R17E Watedlood whichhas been
approved by the EPA and Utah OG&Munderthe EPA Area Permit UT2642-00000.
A second EPA permithas been submittedwhich covers four proposed water
injectionwells in Sections 5 &7, T9S, R17E.

B) MAPSAND PROJECT AREA FOR REVIEW.
1) Figure#1 (IncludingFigures#1a - #1q) - Jonah UnitProjectArea Map.

A 1/2-mile radius "areafor review"from each oftheproposed injection
wells in the prescribed area is outlinedand identifiedon Figure #1a.
Figures #1b - #1q show the individual"areas for review"for each of
the designated 16 injectionwellsin theproposed Jonah UnitWaterflood
Phase IIExpansion Area of Review.

2) Figure #2 - Jonah UnitWater InjectionFacilities Map.

3) Figure #3 - Surface OwnershipAnd Operatom Map. A 1/2 mile radius
from the proposed injectionwellsis outlinedwithallsurfaceownership
and operatom in the prescribedarea identified.AIIsurface and minerals
withinthe Jonah Unitwaterflood boundary areownedby the Bureau of Land
Management.

Referto Exhibit-Afora listofsurfaceownersand operatorswithin
a 1/2 mileradiusofthe proposed water injectionwells.

C) PROPOSED INJECTIONWELLLOGS
1) AIIlogs are on filewiththe UtahOG&Mor willbe submittedupon request.

D) WELLDATAAND INJECTIONWELLCOMPLETIONDIAGRAMS
1) Refer to Exhibit-Bfor Well Reporis andexistingWell CompletionDiagrams

for the proposed water injectionwellsand surroundingwells.

2) Refer to Exhibit-Cfor proposed InjectionWellCompletionDiagrams
for the proposed water injectionwells.

3) It is proposed to inject water into multiplesands ofthe Douglas Creek
Member ofthe Green RiverFormation. The proposed injectionwellswillbe
completedwithpackers set no morethan 100' abovethe perforationsand
landed ontubing.The casingannuluswillbe filledwitha protective
corrosioninhibitorand thebackside pressure willbe monitored

2) Water willbe pumped to the proposed water injectionwells from an existing
injection plant located inthe SE NWSec.6,T9S, R17E.Afour-inchmainwater
injection line has been installed whichwillfeed water tothe proposed water
injection wellsas per the approvaloftheVernal BUVIoffice.Several two-inch
high pressure lateral water injection lines willbe installed tothe proposed
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Figures #1b - #1q show the individual"areas for review"for each of
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2) Figure #2 - Jonah UnitWater InjectionFacilities Map.

3) Figure #3 - Surface OwnershipAnd Operatom Map. A 1/2 mile radius
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and operatom in the prescribedarea identified.AIIsurface and minerals
withinthe Jonah Unitwaterflood boundary areownedby the Bureau of Land
Management.
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1) AIIlogs are on filewiththe UtahOG&Mor willbe submittedupon request.
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4) The proposed water injectionwells willhave mechanicalintegritytests
performedto insure confinementofthe injectionwaters. The backsides will
be pressured and monitoredaccordingtothespecificinstructions set forth
by the UtahOG&Mproirtowater injection.

E) WATER SUPPLY FOR THE PROPOSED INJECTIONWELLS
1) Water for the Jonah Unitwaterfloodwillbe fresh potablewater

suppliedby the Johnson Water Association outof Myton, Utah. The
water willbe piped from the Johnson facilityapproximately7.5 miles
througha sixinch fiberglass supplylinewhichis ownedand operated
by Balcron Oil.The sourcefor thiswater supply is the Starvation
Reseivoir whichis owned by the Bureau ofReclamation,CentralUtah
Project. The water is gathered from the Strawberryand Duchesne Rivers
into the reservoirjustwest ofthecityofDuchesne, Utahandsold
accordingly.The analysisfor thiswater shows 300 mg/Ichorideand
and 1429 mg/ITDSwitha specificgravityof 1.00. Chemicalswillbe
added to thewater to reduce oxygenand to preventcorrosionand scaling.
The proposed chemicalswillbe suppliedby ChampionTechnologies andare
identifiedas ScortronGR-72andCortron-178.Refer to Exhibit-Dfor
the analysisofthe proposed injectionwater.

2) Water depletion ofthe Green Riverdrainage has been addressed and approved
by the National Fish &WildlifeFoundation for thiswater supply.

3) As thewatelfloodprogresses and waterbreakthroughoccurs,it is
proposed to inject the producedwater back into the formation. Due to
the fresh initialinjectionwater, thisproducedwater shouldalsobe
relativelyfresh. When it is timeto inject this producedwater the Utah
OG&Mwillbe notifiedvia letter and a water analysiswillbe submitted.

F) GREEN RIVERFORMATIONPRODUCEDWATER
1) The injection interval water qualityis an analysisofthe produced

water from the AIIenFederal #23-6. This wellis perforatedin most of
the proposed injection sands and represents an averageproducedwater
sample. The analysisshows14,000 mg/Ichlorideand23,360 mg/ITDS.
Referto Exhibit-Dfor the producedwater analysisreport.

G) INJECTIONWELLOPERATINGDATA
1) Average water injectionvolumeof250 STBWPD per well.

Maximum water injectionvolume of600 STBWPD per well.

2) Average estimated injectionpressure of 1,810 psig.
Maximumestimatedinjection pressure of2000 psig.
The injection pressures for the Jonah Unitwaterfloodare estimated by
analogywithBalcron Oil'sexistingMonument Butte waterfloodlocated
in Sec.6, T9S, R17E, Duchesne County,Utah.This waterfloodis injecting
water into the same formation withsimilarreservoirconditionsas
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proposed water injectionwells.Referto Exhibit-EforSection-6
injection data.

3) The annulus ofthe proposed injectionwellswillbe filledwith a
protectivecorrosioninhibitor(CortronR-2383) suppliedby Champion
Technologies,Inc. The recommendedchemicalwillbe mixedwithfresh
water at a concentrationoftwopercent byvolume.A diesel blanket
ofapproximatelyone barrelwillbe placed onthe backside to prevent
thevalves from freezing.

H) FORMATIONFRACTUREDATA
1) The average fracture gradient for the Douglas Creek Member sands is

0.861 psig/ft.This is an averageofallthe fracgradieniscalculated
from jobsperformedin Sec.6,T9S,R17E.Referto Exhibit-Fforfrac
pressure and gradientdata.

2) Calculationsfor the submittedfrac gradienisare based onthe initial
shut in pressures obtainedfrom the frac jobsperformedonthe AIIen
Federal wells in Section6. Most frac records show thatthe frac sand
was displacedwith2% KCIwater.The hydrostatic gradientfor the 2% KCI
water was calculatedat 0.43836 psig/ft.This gradientwas used to calculate
the hydrostatichead ofthe KCIwater andwas addedtothe ISIP. The frac
gradientwas thencalculatedby dividingthesumofthese pressures by
the average ofthe perforationdepth.

Frac Gradient = (ISIP + 0.43836 psig/ft(Depth))/Depth

3) A four pointinjection testwas performedonthe existingAIIenFederal
#13-6 injectionwell which indicates a surface injectionparting pressure
of approximately2080 psig. Refer to Exhibit-Gfor the resultsofthe
step ratetest.

4) The present reservoirpressure is approximately800 psig.This pressure
is estimatedfromfluidlevels and hot oilingoperations.

I) GEOLOGICALDATAON INJECTIONANDCONFININGZONES.
1) The flooding objectivesofthe proposed Jonah Unitwaterflood

are lenticular channelsandstoneswhichare distributed throughout
the Douglas Creek Member ofthe Green River Formation. These sands
occur over 1500 feet ofverticalsectionat an averagedepth range
of4050 feet to 5550 feet.They exhibita finingupwardgrainsize,
typicaloffluvialchannel deposits, with an average thicknessof
20 feet. Due tothe multiplepotentialwaterfloodhorizons in the
Douglas Creek Member, Balcron Oilis requestingapprovalto inject
water into anyorallofthe occurringsands withinthisinterval.

2) The porosityofthe injectionsands averagesapproximately14 %. The
porosityis determinedusingcompensatedneutron/densityporosity
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andcoreanalysis.The coreanalysisis from theAIIenFederal #34-5,
Paiute Federal #24-8, and Paiute Federal #34-8. These wellsare located
outsidethe Jonah Unitboundary;however,theyrepresent similarreservoir
conditionsanddepositionalenvironment.

3) The permeabilityof the injectionsands ranges from 0.01 to 18 md with
an average ofapproximately4.4 md.

4) For specificinjection intervals please refertothe perforation
intervals of each injectionwell outlinedin thewell reportsand
proposed injectionwell completiondiagrams presented in Exhibit-B
and Exhibit-C.

5) Estimated Formation Tops:
UintahFormation Surface to 1400 ft.
Green River Formation 1400 ft to5350 ft.
Douglas Creek Member 4100 ft to5350 ft.
Douglas/Wasatch Transition 5350 ft to6000 ft.
Wasatch Formation 6000 ft.

Note: The Douglas Creek interval is shownas a memberwithinthe
Green River Formation.

6) The confiningzones for the proposed injection interval consists of
mixed continentaland lacustrine shales. The Douglas Creek Member is
primarilyinterbedded sand stringersand shale whichwillactas
isolation barriersfor the watedlood.The topconfiningzone is the
shales ofthe Green River Formation andthebottom confiningzone is
the shalesoftheWasatch Formation.

J) MECHANICALCONDITIONOF WELLS
1) AIIwellswithina 1/2 mileradiusofthe proposed water injectionwells

are completedin the DouglasCreek Memberofthe Green RiverFormation.
AIIwellshave been cased throughtheproducinginterval andcementedto
a pointwellabovethe proposed water injectionhorizon.Referto Exhibit-B
for well reports and completiondiagrams.

K) NOTIFICATIONTOSURFACE OWNERSANDOPERATORS
1) A copyofthiswater injection applicationwillbe providedto allsurface

owners and operators withina 1/2 mileradiusofthe proposed water
injection wells.An Affidavitcertifyingsuch actionwillbe sent tothe
Utah OG&Mas soonas
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Exhibit - B
WellData Sheels and Scout Cards

WELL LOCATION
Monument Butte Fed. #1-14 SW SW Sec. 1, TBS,R16E
Monument Butte Fed. #1-24 SE SW Sec. 1, T9S, R16E
Monument Butte Fed. #1-34 SW SE Sec. 1, T9S, R16E
CastlePeak Fed. #24-10A SE SW Sec. 10, T9S, R16E
Castle Peak Unit#7 SE NE Sec. 10, T9S, R16E
Caslie Peak #7R SE NESec. 10, T9S, R16E
Balcron Monument Fed. #34-10J SW SE Sec. 10, T9S, R16E
Castle Peak Fed. #44-10 SE SE Sec. 10, T9S, Ri6E
BalcronMonument Fed. #12-11J SW NW Sec. 11, T9S, R16E
WaltonFederal#4-11 SE NWSec. 11, T9S, R16E
Balcron Monument Fed. #32-11J SW NE Sec. 11, T9S, R16E
Walton Federal#6 SE NESec. 11, T9S, R16E
Balcron Monument Fed. #42-11J SE NE Sec. 11, TSS,Ri6E
Goates Federal AT#2 NWSW Sec. 11, T9S,R16E
BalcronMonument Fed. #13-11J NW SWSec. 11, T9S, R16E
Balcron Monument Fed. #23-11J NE SW Sec. 11, T9S, R16E
Walton Federal #3 NW SE Sec. 11, T9S, R16E
Balcron Monument Fed. #33-11J NW SE Sec. 11, T9S, R16E
Walton Federal #43-11 NE SE Sec. 11, T9S, R16E
BalcronMonumentFed. #43-11J NE SE Sec. 11, T9S, R16E
Balcron Monument Fed. #14-11J SW SW Sec. 11, T9S, R16E
Goates Federal #1-11 SE SW Sec. 11, T9S, R16E
Walton Federal #34-11 SW SE Sec. 11, TSS,R16E
Walton Federal #1-11 SE SE Sec. 11, T9S, R16E
Balcron Monument Fed. #21-12J NE NW Sec. 12, T9S, R16E
C &O Govemment#3 NW NE Sec. 12, T9S, R16E
GettyGovemment#12-1 NW NE Sec. 12, T9S,Ri6E
Balcron Monument Fed. #12-12J SW NWSec. 12, T9S, R16E
Walton Federal #5 SE NW Sec. 12, T9S, R16E
BalcronMonumentFed.#22-12J SE NW Sec. 12, T9S, R16E
BalcronMonument Fed. #32-12J SW NESec. 12, T9S,R16E
C &O Govemment#1 NW SW Sec. 12, T9S, R16E
C &O Govemment#4 NE SW Sec. 12, T9S, R16E
C &O Govemment#2 NW SE Sec. 12, T9S, R16E
Balcron Monument Fed. #14-12J SW SW Sec. 12, TSS,Rí6E
Balcron Monument Fed. #24-12J SE SW Sec. 12, T9S, R16E
USA Pan American F #1 NW NW Sec. 13, T9S, R16E
Balcron Fed. #21-13Y NE NW Sec. 13, T9S, Ri6E
Goates Federal #3-14 NW NW Sec. 14, T9S, R16E
Balcron Monument Fed. #21-14J NE NWSec. 14, T9S, R16E
Walton Federal #2-14 NW NE Sec. 14, T9S, R16E
Balcron Monument Fed. #41-14J NE NE Sec. 14, T9S, R16E
Balcron Monument Fed. #21-15J NE NW Sec. 15, T9S, R16E
Castle Peak Federal #31-15 NW NE Sec. 15, T9S, R16E
Balcron Monument Fed. #41-15J NE NE Sec. 15, T9S, R16E
Casie Peak Federal #22-15 SE NW Sec. 15, T9S, R16E
Balcron Monument Fed. #32-15J SW NE Sec. 15, T9S, R16E
Castle Peak Federal #42-15 SE NE Sec. 15, T9S, R16E
Balcron MonumentFed. #23-15J NE SW Sec. 15, T9S, R16E
Casde Peak Federal #33-15 NW SE Sec. 15, T9S, R16E
Casie Peak Federal#24-15 SE SW Sec. 15, TSS,R16E
Casie Peak Federal #43-16 NE SE Sec. 16, T9S,
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Exhibit - A
Sudace Owners And OperatorsList

Jonah UnitWaterflood Phase IIExpansion

Sudace OwnersWithinA 1/2 MileRadius OfThe Jonah Unit

1) State Of Utah

2) USA, Bureau Of Land Management

OilAnd Gas Lease OperatorsWithinA 1/2 MileRadius Of The Jonah Unit

1) Equitable Resources Energy Company

2) Lomax Exploration Company,lnc.

3) Pacific Gas & Electric (PG&E)

4) Wild Rose Resources, Inc.

5) Texaco

6) F. Lieber

7) Celsius

8) J.
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Monument Butte Federal#1-14 Balcron Oil
SW SW Sec.1,T9S, R16E 3-31-94 JZ
Lease No. U-18399
Monument Butte Field
Duchesne County,Utah
Jonah Unit Wellbore Diagram

Elev.GR @5472'
Elev.KB@5488' (16' KB)

SURFACE CASING

8 5Æ",J-55, 24#
8 jts@323'
Landed @339' KB
Cementedw)225 sx, Class G 339' KB ->

Hole Size@ 12 1/4"

FRACJOB
PRODUCTIONCASING ------- ------------ ------

----------- ------- -------- 4485'- 4524', Frac w/Halliburtonon 12/21Æ2.
5 1/2",J-55, 15.5# 28000 gal X-linkedgelw/137000 lbs 20-40 mesh
151 jis @5574' sand. Avg35 BPM@2305 psig, max @2470 psig,
Landed @5590' KB ISIP@2140 psig.5 min@2030 psig, 10 min
Cementedwß25 sx, BJ Lite& @ 1960 psig, 15 min@ 1920 psig.

500 sx, Class G 4772'- 4776', Fracw/Halliburtonon 12/16Æ2.
CementTop @ 1465' KBfrom CBL 10500 gal X-linkedgelw/45000 lbs 20-40 mesh
HoleSize@7 7/8" TOC@1465'-> sand.Avg25 BPM@2183 psig,max@2400psig,

ISIP@1950 psig,5 min@1820 psig, 10 min
@ 1750 psig, 15 min @ 1740 psig.

TUBINGRECORD 5250'-5258',Fracw/Halliburtonon12/13/82.
---------- ------ ------ 19000 gal X-linkedgelw/50000 lbs 20-40 mesh
2 7Æ",J-55, 6.5# sand. Avg20 BPM@ 1730 psig, max @ 1840 psig,
135 jnts@4379' 15 minSI @ 1070 psig.
TA2 7Æ"x 2.35' Baker
27 jnts@864'
SN 2 7Æ"x 1.1' (ID@2.25")
Ped Sub 2 7/8" x 3'
MA2 7Æ"x 32.5' w/NC PERFORATIONRECORD
Total SlringLength @5282' ----- ------------- ------

SN Landed @5262' KB 4485'- 4491' (6') 1 SPF YELLOW4
4514'- 4524' (10') 1 SPF YELLOW5
4T/2'- 4776' (4') 4 SPF RED1

SUCKER ROD RECORD 5250'- 5258' (8') 2 SPF GREEN4

1 - 22' x 1 1/4" Polished Rod (SM End)
1 - 3/4" x 6' Pony
209 - 3/4" x 25' Rods

PUMP SIZE: 2 1/2"x 1 1/2"x 16' RWAC
w/ringed PAplunger.
Trico Pump No.1029 <- SN @5262' KB

STROKE LENGTH86"
PUMP SPEED: 4.5 SPM

PUMPINGUNIT: LufkinLM-228D-213-86T
SN B129379A 525034

ENGINESIZE: Ajax E-42, SN 51384 PBTD@5540' KB
TD @6200'
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209 - 3/4" x 25' Rods

PUMP SIZE: 2 1/2"x 1 1/2"x 16' RWAC
w/ringed PAplunger.
Trico Pump No.1029 <- SN @5262' KB

STROKE LENGTH86"
PUMP SPEED: 4.5 SPM

PUMPINGUNIT: LufkinLM-228D-213-86T
SN B129379A 525034

ENGINESIZE: Ajax E-42, SN 51384 PBTD@5540' KB
TD @6200'

Monument Butte Federal#1-14 Balcron Oil
SW SW Sec.1,T9S, R16E 3-31-94 JZ
Lease No. U-18399
Monument Butte Field
Duchesne County,Utah
Jonah Unit Wellbore Diagram

Elev.GR @5472'
Elev.KB@5488' (16' KB)

SURFACE CASING

8 5Æ",J-55, 24#
8 jts@323'
Landed @339' KB
Cementedw)225 sx, Class G 339' KB ->

Hole Size@ 12 1/4"

FRACJOB
PRODUCTIONCASING ------- ------------ ------

----------- ------- -------- 4485'- 4524', Frac w/Halliburtonon 12/21Æ2.
5 1/2",J-55, 15.5# 28000 gal X-linkedgelw/137000 lbs 20-40 mesh
151 jis @5574' sand. Avg35 BPM@2305 psig, max @2470 psig,
Landed @5590' KB ISIP@2140 psig.5 min@2030 psig, 10 min
Cementedwß25 sx, BJ Lite& @ 1960 psig, 15 min@ 1920 psig.

500 sx, Class G 4772'- 4776', Fracw/Halliburtonon 12/16Æ2.
CementTop @ 1465' KBfrom CBL 10500 gal X-linkedgelw/45000 lbs 20-40 mesh
HoleSize@7 7/8" TOC@1465'-> sand.Avg25 BPM@2183 psig,max@2400psig,

ISIP@1950 psig,5 min@1820 psig, 10 min
@ 1750 psig, 15 min @ 1740 psig.

TUBINGRECORD 5250'-5258',Fracw/Halliburtonon12/13/82.
---------- ------ ------ 19000 gal X-linkedgelw/50000 lbs 20-40 mesh
2 7Æ",J-55, 6.5# sand. Avg20 BPM@ 1730 psig, max @ 1840 psig,
135 jnts@4379' 15 minSI @ 1070 psig.
TA2 7Æ"x 2.35' Baker
27 jnts@864'
SN 2 7Æ"x 1.1' (ID@2.25")
Ped Sub 2 7/8" x 3'
MA2 7Æ"x 32.5' w/NC PERFORATIONRECORD
Total SlringLength @5282' ----- ------------- ------

SN Landed @5262' KB 4485'- 4491' (6') 1 SPF YELLOW4
4514'- 4524' (10') 1 SPF YELLOW5
4T/2'- 4776' (4') 4 SPF RED1

SUCKER ROD RECORD 5250'- 5258' (8') 2 SPF GREEN4

1 - 22' x 1 1/4" Polished Rod (SM End)
1 - 3/4" x 6' Pony
209 - 3/4" x 25' Rods

PUMP SIZE: 2 1/2"x 1 1/2"x 16' RWAC
w/ringed PAplunger.
Trico Pump No.1029 <- SN @5262' KB

STROKE LENGTH86"
PUMP SPEED: 4.5 SPM

PUMPINGUNIT: LufkinLM-228D-213-86T
SN B129379A 525034

ENGINESIZE: Ajax E-42, SN 51384 PBTD@5540' KB
TD @6200'



BALCRONOIL WELLREPOlli

WELLNAME: Monument Butte Federal #1-24 DATE: 6-9-94 JZ
FIELD: Monument Butte/JonahUnit

FEDERALLEASE NO.: U-18399 API NO.: 43-013-30701
LOCATION: SE SW Sec.1,T9S,R16E

COUNTY/STATE:Duchesne County,Ulah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617Oil

PRODUCINGFORMATION:Green River 0.66359285 Gas
COMPLETIONDATE: 2/2/83 SPUD DATE: 12/11/82

INITIALPRODUCTION: 62 STBOPD, 75 MCFPD, 40 STEWP OILGRAVITY: 34 API
OIUGASPURCHASER: Amoco/Universal BHT: 136 Deg.F

PRESENT PROD STATUS:1 STBOPD, 7 MCFPD
ELEVATIONS- GROUND: 5459' KB: 5474.5 (15.5' KB)

TOTALDEPTH: 6200' KB PLUG BACKTD: 6120' KB

SURFACECASING PRODUCTIONCASING

STRING: 1 STRING: 1 2
SIZE: 8 5/8" SIZE: 5 1/2" 5 1/2"

GRADE: J-55 GRADE: J-55 J-55
WEIGHT: 24 Ibs WEIGHT: 15.5 lbs 14 Ibs
LENGTH: 7 jts@274' LENGTH: 472' 5693'

HOLE SIZE: 12 1/4" HOLESIZE: 7 7/8"
DEFTH I.ANDED: 289' KB DEPTH LANDED: 6170' KB
CEMENTDATA: 225 sx, Class G CEMENTDATA: 480 sx, BJ Ute &

Cementtosurface 650 sx, Class G
CEMENTTOP AT: 1600' KBfrom CBL

TUBINGRECORD PERFORATIONRECORD

NO.OFJOINTS: 134 jts.@4163' 4285'- 428T (2') 1 SPF YELLOW3
TUBINGANCHOR:2 7/8" x 5 1/2"x 4' 4299'- 4304' (S) 1 SPF YEU.OW3

NO.OF JOINTS: 48 jts.@ 1488' 4578'- 4586' (8') 2 SPF YELLOW6
SEATINGNIPPLE: 2 7/8" x 1.1' 4767- 4T11' (4') 2 SPF RED1

PERF. SUB: 2 7/8" x 4' 5219'-5221' (2') 1 SPF GREEN3
MUDANCHOR: 2 7/8" x 31' 5245'- 5248' (3') 1 SPF GREEN4

TOTALSTRINGLENGTH: 5691' 5838- 5838' (3') 1 SPF BLUE4
SN LANDEDAT: 5672' KB 5928'-5942' (14') 1 SPF BLUE4

SUCKER ROD RECORD FRACJOB

1 - 1 1/2"x 22' Polish Rod 4205'- 4304', Frac w/Halliburtonon 1/25/83.
227 - 3/4" x 25' Plain &HBSRods 51500galX-linkedGelw/142000 lbs20-40
1 - 3/4" x 2' Pony HBS sand. Avg.30 BPM @2442 psig, max@2590 psig,

ISIP@2230 psig,5 min@ 1950 psig, 10 min
PUMP SIZE: 2 1/2"x 1 1/4"x 17' RHAC @ 1860 psig,15 min@ 1800 psig.

STROKELENGTH: 4578'- 4586', Fracw/Hallibutionon 1/19/83.
PUMP SPEED, SPM: 22720 galX-linkedGelw/57500 lbs 20-40

PUMPINGUNITSIZE: CMI 160 sand. Avg.26 BPM @2571 psig,max@2910 psig,
ISIP @2220 psig,5 min@2080 psig, 10 min@

LOGS: Dual Induction-SFL, SchlumbergerCyberlook, 2030 psig, 15 min@2000 psig.
CompensatedNeutron-FormationDensity, 4767- 5221',Frac w/Halliburtonon 1/14/83.
Cement BondLog. 26900 galX-linkedGelw)B1500lbs 20-40

sand. Avg.35 BPM@2973psig,max@3250psig,
ISIP @1970 psig,5 min@ 1860 psig,10 min@
1780 psig, 15 min@ 1740 psig.
5835'- 5942', Frac w/Halliburtonon 1/9/83.
36000 gal X-linkedGelw/89000 lbs 20-40
sand. Avg.30 BPM @2566 psig,max@2960 psig,
ISIP @2020 psig, 5 min@ 1830 psig, 10 min@
1T/0 psig, 15 min@ 1700

BALCRONOIL WELLREPOlli

WELLNAME: Monument Butte Federal #1-24 DATE: 6-9-94 JZ
FIELD: Monument Butte/JonahUnit

FEDERALLEASE NO.: U-18399 API NO.: 43-013-30701

LOCATION: SE SW Sec.1,T9S,R16E
COUNTY/STATE:Duchesne County,Ulah

WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617Oil
PRODUCINGFORMATION:Green River 0.66359285 Gas

COMPLETIONDATE: 2/2/83 SPUD DATE: 12/11/82
INITIALPRODUCTION: 62 STBOPD, 75 MCFPD, 40 STEWP OILGRAVITY: 34 API
OIUGASPURCHASER: Amoco/Universal BHT: 136 Deg.F

PRESENT PROD STATUS:1 STBOPD, 7 MCFPD
ELEVATIONS- GROUND: 5459' KB: 5474.5 (15.5' KB)

TOTALDEPTH: 6200' KB PLUG BACKTD: 6120' KB

SURFACECASING PRODUCTIONCASING

STRING: 1 STRING: 1 2
SIZE: 8 5/8" SIZE: 5 1/2" 5 1/2"

GRADE: J-55 GRADE: J-55 J-55
WEIGHT: 24 Ibs WEIGHT: 15.5 lbs 14 Ibs
LENGTH: 7 jts@274' LENGTH: 472' 5693'

HOLE SIZE: 12 1/4" HOLESIZE: 7 7/8"
DEFTH I.ANDED: 289' KB DEPTH LANDED: 6170' KB
CEMENTDATA: 225 sx, Class G CEMENTDATA: 480 sx, BJ Ute &

Cementtosurface 650 sx, Class G
CEMENTTOP AT: 1600' KBfrom CBL

TUBINGRECORD PERFORATIONRECORD

NO.OFJOINTS: 134 jts.@4163' 4285'- 428T (2') 1 SPF YELLOW3
TUBINGANCHOR:2 7/8" x 5 1/2"x 4' 4299'- 4304' (S) 1 SPF YEU.OW3

NO.OF JOINTS: 48 jts.@ 1488' 4578'- 4586' (8') 2 SPF YELLOW6
SEATINGNIPPLE: 2 7/8" x 1.1' 4767- 4T11' (4') 2 SPF RED1

PERF. SUB: 2 7/8" x 4' 5219'-5221' (2') 1 SPF GREEN3
MUDANCHOR: 2 7/8" x 31' 5245'- 5248' (3') 1 SPF GREEN4

TOTALSTRINGLENGTH: 5691' 5838- 5838' (3') 1 SPF BLUE4
SN LANDEDAT: 5672' KB 5928'-5942' (14') 1 SPF BLUE4

SUCKER ROD RECORD FRACJOB

1 - 1 1/2"x 22' Polish Rod 4205'- 4304', Frac w/Halliburtonon 1/25/83.
227 - 3/4" x 25' Plain &HBSRods 51500galX-linkedGelw/142000 lbs20-40
1 - 3/4" x 2' Pony HBS sand. Avg.30 BPM @2442 psig, max@2590 psig,

ISIP@2230 psig,5 min@ 1950 psig, 10 min
PUMP SIZE: 2 1/2"x 1 1/4"x 17' RHAC @ 1860 psig,15 min@ 1800 psig.

STROKELENGTH: 4578'- 4586', Fracw/Hallibutionon 1/19/83.
PUMP SPEED, SPM: 22720 galX-linkedGelw/57500 lbs 20-40

PUMPINGUNITSIZE: CMI 160 sand. Avg.26 BPM @2571 psig,max@2910 psig,
ISIP @2220 psig,5 min@2080 psig, 10 min@

LOGS: Dual Induction-SFL, SchlumbergerCyberlook, 2030 psig, 15 min@2000 psig.
CompensatedNeutron-FormationDensity, 4767- 5221',Frac w/Halliburtonon 1/14/83.
Cement BondLog. 26900 galX-linkedGelw)B1500lbs 20-40

sand. Avg.35 BPM@2973psig,max@3250psig,
ISIP @1970 psig,5 min@ 1860 psig,10 min@
1780 psig, 15 min@ 1740 psig.
5835'- 5942', Frac w/Halliburtonon 1/9/83.
36000 gal X-linkedGelw/89000 lbs 20-40
sand. Avg.30 BPM @2566 psig,max@2960 psig,
ISIP @2020 psig, 5 min@ 1830 psig, 10 min@
1T/0 psig, 15 min@ 1700

BALCRONOIL WELLREPOlli

WELLNAME: Monument Butte Federal #1-24 DATE: 6-9-94 JZ
FIELD: Monument Butte/JonahUnit

FEDERALLEASE NO.: U-18399 API NO.: 43-013-30701

LOCATION: SE SW Sec.1,T9S,R16E
COUNTY/STATE:Duchesne County,Ulah

WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617Oil
PRODUCINGFORMATION:Green River 0.66359285 Gas

COMPLETIONDATE: 2/2/83 SPUD DATE: 12/11/82
INITIALPRODUCTION: 62 STBOPD, 75 MCFPD, 40 STEWP OILGRAVITY: 34 API
OIUGASPURCHASER: Amoco/Universal BHT: 136 Deg.F

PRESENT PROD STATUS:1 STBOPD, 7 MCFPD
ELEVATIONS- GROUND: 5459' KB: 5474.5 (15.5' KB)

TOTALDEPTH: 6200' KB PLUG BACKTD: 6120' KB

SURFACECASING PRODUCTIONCASING

STRING: 1 STRING: 1 2
SIZE: 8 5/8" SIZE: 5 1/2" 5 1/2"

GRADE: J-55 GRADE: J-55 J-55
WEIGHT: 24 Ibs WEIGHT: 15.5 lbs 14 Ibs
LENGTH: 7 jts@274' LENGTH: 472' 5693'

HOLE SIZE: 12 1/4" HOLESIZE: 7 7/8"
DEFTH I.ANDED: 289' KB DEPTH LANDED: 6170' KB
CEMENTDATA: 225 sx, Class G CEMENTDATA: 480 sx, BJ Ute &

Cementtosurface 650 sx, Class G
CEMENTTOP AT: 1600' KBfrom CBL

TUBINGRECORD PERFORATIONRECORD

NO.OFJOINTS: 134 jts.@4163' 4285'- 428T (2') 1 SPF YELLOW3
TUBINGANCHOR:2 7/8" x 5 1/2"x 4' 4299'- 4304' (S) 1 SPF YEU.OW3

NO.OF JOINTS: 48 jts.@ 1488' 4578'- 4586' (8') 2 SPF YELLOW6
SEATINGNIPPLE: 2 7/8" x 1.1' 4767- 4T11' (4') 2 SPF RED1

PERF. SUB: 2 7/8" x 4' 5219'-5221' (2') 1 SPF GREEN3
MUDANCHOR: 2 7/8" x 31' 5245'- 5248' (3') 1 SPF GREEN4

TOTALSTRINGLENGTH: 5691' 5838- 5838' (3') 1 SPF BLUE4
SN LANDEDAT: 5672' KB 5928'-5942' (14') 1 SPF BLUE4

SUCKER ROD RECORD FRACJOB

1 - 1 1/2"x 22' Polish Rod 4205'- 4304', Frac w/Halliburtonon 1/25/83.
227 - 3/4" x 25' Plain &HBSRods 51500galX-linkedGelw/142000 lbs20-40
1 - 3/4" x 2' Pony HBS sand. Avg.30 BPM @2442 psig, max@2590 psig,

ISIP@2230 psig,5 min@ 1950 psig, 10 min
PUMP SIZE: 2 1/2"x 1 1/4"x 17' RHAC @ 1860 psig,15 min@ 1800 psig.

STROKELENGTH: 4578'- 4586', Fracw/Hallibutionon 1/19/83.
PUMP SPEED, SPM: 22720 galX-linkedGelw/57500 lbs 20-40

PUMPINGUNITSIZE: CMI 160 sand. Avg.26 BPM @2571 psig,max@2910 psig,
ISIP @2220 psig,5 min@2080 psig, 10 min@

LOGS: Dual Induction-SFL, SchlumbergerCyberlook, 2030 psig, 15 min@2000 psig.
CompensatedNeutron-FormationDensity, 4767- 5221',Frac w/Halliburtonon 1/14/83.
Cement BondLog. 26900 galX-linkedGelw)B1500lbs 20-40

sand. Avg.35 BPM@2973psig,max@3250psig,
ISIP @1970 psig,5 min@ 1860 psig,10 min@
1780 psig, 15 min@ 1740 psig.
5835'- 5942', Frac w/Halliburtonon 1/9/83.
36000 gal X-linkedGelw/89000 lbs 20-40
sand. Avg.30 BPM @2566 psig,max@2960 psig,
ISIP @2020 psig, 5 min@ 1830 psig, 10 min@
1T/0 psig, 15 min@ 1700



Monument Butte Federal #1-24 BALCRONOIL
SE SW Sec.1,T9S,R16E 7-18-94 ks
Lease No. U-18399
Monument Butte Field
Duchesne County,Utah
Jonah Unit Wellbore Diagram

Elev.GR @5459'
Elev.KB@5474.5' (15.5' KB)

FRACJOB

SURFACE CASING 4205'-4304', Frac w/Halliburtonon 1725/83.
------- ------- 51500gal X-linkedGelw/142000 lbs 20-40

8 5Æ",J-55, 24# sand.Avg.30 BPM@2442 psig,max@2590 psig,
7 jts@274' 289 KB--> ISIP@2230 psig,5 min@1950 psig, 10 min
Landed @289'KB @1860 psig, 15 min@ 1800 psig
Cementedw/225 sx, Class G 4578'-4586', Frac w/Halliburtonon 1/19/83.
Cementto surface 22720 gal X-linkedGelw/57500 Ibs 20-40

Hole Size@ 12 1/4" sand. Avg.26 BPM@2571 psig,max@2910 psig,
ISIP@2220 psig. 5 min@2080 psig, 10 min@
2030 psig, 15 min @2000 psig.
4767-5221', Frac w/Halliburtonon 1/14/83.
26900 galX-linkedGelwÆ1500lbs 20-40

PRODUCTIONCASING sand. Avg.35 BPM@2973 psig,max@3250 psig,
------ ------ ISIP@ 1970 psig.5 min@1860 psig, 10 min@
5 1/2",J-55, 15.5# & 14# 1780 psig, 15 min@ 1740 psig.
12 jts15.5#@ 472' 5835'-5942',Fracw/Halliburtonon 1/9/83.
136 jts 14#@ 5693' TOC@ 1600' -> 36000 galX-linkedGelwÆ9000lbs 20-40
f.anded @6170'KB sand. Avg. 30 BPM @2566 psig,max @2960 psig,
Cementedw/480 sx, BJ Lite& ISIP @2020 psig.5 min@ 1830 psig, 10 min@

650 sx, Class G 1770 psig, 15 min@ 1700 psig.
CementTop @ 1600' from CBL
Hole Size@7 7/8"

TUBINGRECORD

2 7Æ",J-55,6.5#
134 jts.@4163'
Tbg Anchor - 2 7Æ"x 5 1/2"x 4' PERFORATIONRECORD
48 jls.@ 1488' ------- ------- ------- ---------

SN - 2 7Æ"x 1.1' 4205'- 4212' (7) 1 SPF YELLOW2
Perf. Sub - 2 7Æ"x 4' 4285'- 428T (2') 1 SPF YELLOW3
Mud Anchor - 2 7Æ"x 31' 4299'- 4304' (5') 1 SPF YELLOW3
Total SbingLength @5691' 4578'- 4586' (8') 2 SPF YELLOW6
SN Landed @5672' KB 4767- 4771' (4') 2 SPF RED1

5219'- 5221' (2') 1 SPF GREEN3
SUCKER ROD RECORD 5245'- 5248' (3') 1 SPF GREEN4
----- ------ 5835'- 5838' (3') 1 SPF BLUE4
1 - 1 1/2"x 22' Polish Rod 5928'- 5942' (14') 1 SPF BLUE4
227 - 3/4" x 25' Plain &HBS Rods
1 - 3/4"x 2' Pony HBS <- SN Landed@5672"KB

PUMP SIZE: 2 1/2"x 1 1/4"x 17 RHAC
STROKELENGTFI:
PUMP SPEED, SPM:
PUMPINGUNITSIZE:

PBTD@6120'KB
TD @

Monument Butte Federal #1-24 BALCRONOIL
SE SW Sec.1,T9S,R16E 7-18-94 ks

Lease No. U-18399
Monument Butte Field
Duchesne County,Utah
Jonah Unit Wellbore Diagram

Elev.GR @5459'
Elev.KB@5474.5' (15.5' KB)

FRACJOB

SURFACE CASING 4205'-4304', Frac w/Halliburtonon 1725/83.
------- ------- 51500gal X-linkedGelw/142000 lbs 20-40

8 5Æ",J-55, 24# sand.Avg.30 BPM@2442 psig,max@2590 psig,
7 jts@274' 289 KB--> ISIP@2230 psig,5 min@1950 psig, 10 min
Landed @289'KB @1860 psig, 15 min@ 1800 psig
Cementedw/225 sx, Class G 4578'-4586', Frac w/Halliburtonon 1/19/83.
Cementto surface 22720 gal X-linkedGelw/57500 Ibs 20-40

Hole Size@ 12 1/4" sand. Avg.26 BPM@2571 psig,max@2910 psig,
ISIP@2220 psig. 5 min@2080 psig, 10 min@
2030 psig, 15 min @2000 psig.
4767-5221', Frac w/Halliburtonon 1/14/83.
26900 galX-linkedGelwÆ1500lbs 20-40

PRODUCTIONCASING sand. Avg.35 BPM@2973 psig,max@3250 psig,
------ ------ ISIP@ 1970 psig.5 min@1860 psig, 10 min@
5 1/2",J-55, 15.5# & 14# 1780 psig, 15 min@ 1740 psig.
12 jts15.5#@ 472' 5835'-5942',Fracw/Halliburtonon 1/9/83.
136 jts 14#@ 5693' TOC@ 1600' -> 36000 galX-linkedGelwÆ9000lbs 20-40
f.anded @6170'KB sand. Avg. 30 BPM @2566 psig,max @2960 psig,
Cementedw/480 sx, BJ Lite& ISIP @2020 psig.5 min@ 1830 psig, 10 min@

650 sx, Class G 1770 psig, 15 min@ 1700 psig.
CementTop @ 1600' from CBL
Hole Size@7 7/8"

TUBINGRECORD

2 7Æ",J-55,6.5#
134 jts.@4163'
Tbg Anchor - 2 7Æ"x 5 1/2"x 4' PERFORATIONRECORD
48 jls.@ 1488' ------- ------- ------- ---------

SN - 2 7Æ"x 1.1' 4205'- 4212' (7) 1 SPF YELLOW2
Perf. Sub - 2 7Æ"x 4' 4285'- 428T (2') 1 SPF YELLOW3
Mud Anchor - 2 7Æ"x 31' 4299'- 4304' (5') 1 SPF YELLOW3
Total SbingLength @5691' 4578'- 4586' (8') 2 SPF YELLOW6
SN Landed @5672' KB 4767- 4771' (4') 2 SPF RED1

5219'- 5221' (2') 1 SPF GREEN3
SUCKER ROD RECORD 5245'- 5248' (3') 1 SPF GREEN4
----- ------ 5835'- 5838' (3') 1 SPF BLUE4
1 - 1 1/2"x 22' Polish Rod 5928'- 5942' (14') 1 SPF BLUE4
227 - 3/4" x 25' Plain &HBS Rods
1 - 3/4"x 2' Pony HBS <- SN Landed@5672"KB

PUMP SIZE: 2 1/2"x 1 1/4"x 17 RHAC
STROKELENGTFI:
PUMP SPEED, SPM:
PUMPINGUNITSIZE:

PBTD@6120'KB
TD @

Monument Butte Federal #1-24 BALCRONOIL
SE SW Sec.1,T9S,R16E 7-18-94 ks

Lease No. U-18399
Monument Butte Field
Duchesne County,Utah
Jonah Unit Wellbore Diagram

Elev.GR @5459'
Elev.KB@5474.5' (15.5' KB)

FRACJOB

SURFACE CASING 4205'-4304', Frac w/Halliburtonon 1725/83.
------- ------- 51500gal X-linkedGelw/142000 lbs 20-40

8 5Æ",J-55, 24# sand.Avg.30 BPM@2442 psig,max@2590 psig,
7 jts@274' 289 KB--> ISIP@2230 psig,5 min@1950 psig, 10 min
Landed @289'KB @1860 psig, 15 min@ 1800 psig
Cementedw/225 sx, Class G 4578'-4586', Frac w/Halliburtonon 1/19/83.
Cementto surface 22720 gal X-linkedGelw/57500 Ibs 20-40

Hole Size@ 12 1/4" sand. Avg.26 BPM@2571 psig,max@2910 psig,
ISIP@2220 psig. 5 min@2080 psig, 10 min@
2030 psig, 15 min @2000 psig.
4767-5221', Frac w/Halliburtonon 1/14/83.
26900 galX-linkedGelwÆ1500lbs 20-40

PRODUCTIONCASING sand. Avg.35 BPM@2973 psig,max@3250 psig,
------ ------ ISIP@ 1970 psig.5 min@1860 psig, 10 min@
5 1/2",J-55, 15.5# & 14# 1780 psig, 15 min@ 1740 psig.
12 jts15.5#@ 472' 5835'-5942',Fracw/Halliburtonon 1/9/83.
136 jts 14#@ 5693' TOC@ 1600' -> 36000 galX-linkedGelwÆ9000lbs 20-40
f.anded @6170'KB sand. Avg. 30 BPM @2566 psig,max @2960 psig,
Cementedw/480 sx, BJ Lite& ISIP @2020 psig.5 min@ 1830 psig, 10 min@

650 sx, Class G 1770 psig, 15 min@ 1700 psig.
CementTop @ 1600' from CBL
Hole Size@7 7/8"

TUBINGRECORD

2 7Æ",J-55,6.5#
134 jts.@4163'
Tbg Anchor - 2 7Æ"x 5 1/2"x 4' PERFORATIONRECORD
48 jls.@ 1488' ------- ------- ------- ---------

SN - 2 7Æ"x 1.1' 4205'- 4212' (7) 1 SPF YELLOW2
Perf. Sub - 2 7Æ"x 4' 4285'- 428T (2') 1 SPF YELLOW3
Mud Anchor - 2 7Æ"x 31' 4299'- 4304' (5') 1 SPF YELLOW3
Total SbingLength @5691' 4578'- 4586' (8') 2 SPF YELLOW6
SN Landed @5672' KB 4767- 4771' (4') 2 SPF RED1

5219'- 5221' (2') 1 SPF GREEN3
SUCKER ROD RECORD 5245'- 5248' (3') 1 SPF GREEN4
----- ------ 5835'- 5838' (3') 1 SPF BLUE4
1 - 1 1/2"x 22' Polish Rod 5928'- 5942' (14') 1 SPF BLUE4
227 - 3/4" x 25' Plain &HBS Rods
1 - 3/4"x 2' Pony HBS <- SN Landed@5672"KB

PUMP SIZE: 2 1/2"x 1 1/4"x 17 RHAC
STROKELENGTFI:
PUMP SPEED, SPM:
PUMPINGUNITSIZE:

PBTD@6120'KB
TD @



BALCRONOIL WELLREPORT

WELLNAME: Monument Butte Federal #1-34 DATE: 4-4-94 JZ
FIELD: Monument Butte

FEDERALLEASE NO.: U-52013 API NO.: 43-013-30736
LOCATION: SW SE Sec.1,T9S,R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST:0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATION: Green River 0.66359285 Gas
COMPLETIONDATE: 6/13Æ3 SPUDDATE: 3/27Æ3

INfTIALPRODUCTION: 65 STBOPD,35 MCFPD, OSTBWP OILGRAVfTY: 34 API
OILGAS PURCHASER: Amoco/Universal BHT: 139 Deg.F

PRESENT PROD STATUS: 1 STBOPD, 8 MCFPD
ELEVATIONS- GROUND: 5449' KB: 5459' (10' KB)

TOTALDEPTH: 6200' KB PLUGBACKTD: 6125' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1 2
SIZE: 8 5/8" SIZE: 5 1/2" 5 1/2"

GRADE: K-55 GRADE: J-55 J-55
WEIGHT: 24 Ibs. WEIGHT:15.5 lbs. 14 Ibs.
LENGTH: 7 jts@290' LENGTH:600' 5560'

HOLE SIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH LANDED: 300' KB DEPTH LANDED: 6170' KB
CEMENTDATA: 225 sx ClassG CEMENTDATA: 300 sx BJ Lite&

Cement tosurface 760 sx ClassG
CEMENTTOPAT: 1720' from CBL

TUBINGRECORD PERFORATIONRECORD

2 78", J-55, 6.5 lbs. '- 3 ' Squeezed 6/11/83
NO.OF JOINTS: 148 jts@ 4681' 4764'- 4769' (5') 3 SPF

TUBINGANCHOR: 2 7Æ"x 4' 5336'- 5360' (14') 2 SPF
NO.OF JOINTS: 39 jts@ 1232' 5898'- 5904' (6') 2 SPF

SEATINGNIPPLE: 2 7Æ"X 1.1' 5919'- 5925' (6') 2 SPF
PERF. SUB: 2 7Æ"x 4'

MUDANCHOR: 2 7Æ"x 31'
TOTALSTRINGLANDED:5953'

SN LANDEDAT: 5928' KB

SUCKER ROD RECORD FRACJOB

1 - 1/14" x 16' Polish Rod 4764'- 4769', Frac w/Halliburtonon 6/5/83.
228 - 3/4" x 25' Rods 32500 gal X-LinkGelw/86000 lbs 20-40 mesh
7 - 1 1/2" x 25' SinkerBars sand. Avg. 15 BPM@2120 psig, max @ 2430 psig,

ISIP @2260 psig,15 min@2040 psig.
5336'- 5360' Zone notfraced.

PUMP SIZE: 2 1/2" x 1 1/2" x 16' RHAC 5898'- 5925', Frac w/Halliburtonon4/23/83.
(CMI160 serviced10-15-92) 57000 gal Versagel w/147000 lbs 20-40 mesh sand.

STROKE LENGTH: Avg. 15 BPM@2027 psig, max@ 2470 psig,
PUMP SPEED, SPM: ISIP@2260 psig, 5 min@ 2110 psig,10 min

PUMPINGUNITSIZE: @ 2040 psig,15 min1980 psig.

LOGS:Cement Bond Log, Dual Induction-SFL,Temperature SurveyLog,
ElectromagneticPropagation,Synergetic

BALCRONOIL WELLREPORT

WELLNAME: Monument Butte Federal #1-34 DATE: 4-4-94 JZ
FIELD: Monument Butte

FEDERALLEASE NO.: U-52013 API NO.: 43-013-30736
LOCATION: SW SE Sec.1,T9S,R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST:0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATION: Green River 0.66359285 Gas
COMPLETIONDATE: 6/13Æ3 SPUDDATE: 3/27Æ3

INfTIALPRODUCTION: 65 STBOPD,35 MCFPD, OSTBWP OILGRAVfTY: 34 API
OILGAS PURCHASER: Amoco/Universal BHT: 139 Deg.F

PRESENT PROD STATUS: 1 STBOPD, 8 MCFPD
ELEVATIONS- GROUND: 5449' KB: 5459' (10' KB)

TOTALDEPTH: 6200' KB PLUGBACKTD: 6125' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1 2
SIZE: 8 5/8" SIZE: 5 1/2" 5 1/2"

GRADE: K-55 GRADE: J-55 J-55
WEIGHT: 24 Ibs. WEIGHT:15.5 lbs. 14 Ibs.
LENGTH: 7 jts@290' LENGTH:600' 5560'

HOLE SIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH LANDED: 300' KB DEPTH LANDED: 6170' KB
CEMENTDATA: 225 sx ClassG CEMENTDATA: 300 sx BJ Lite&

Cement tosurface 760 sx ClassG
CEMENTTOPAT: 1720' from CBL

TUBINGRECORD PERFORATIONRECORD

2 78", J-55, 6.5 lbs. '- 3 ' Squeezed 6/11/83
NO.OF JOINTS: 148 jts@ 4681' 4764'- 4769' (5') 3 SPF

TUBINGANCHOR: 2 7Æ"x 4' 5336'- 5360' (14') 2 SPF
NO.OF JOINTS: 39 jts@ 1232' 5898'- 5904' (6') 2 SPF

SEATINGNIPPLE: 2 7Æ"X 1.1' 5919'- 5925' (6') 2 SPF
PERF. SUB: 2 7Æ"x 4'

MUDANCHOR: 2 7Æ"x 31'
TOTALSTRINGLANDED:5953'

SN LANDEDAT: 5928' KB

SUCKER ROD RECORD FRACJOB

1 - 1/14" x 16' Polish Rod 4764'- 4769', Frac w/Halliburtonon 6/5/83.
228 - 3/4" x 25' Rods 32500 gal X-LinkGelw/86000 lbs 20-40 mesh
7 - 1 1/2" x 25' SinkerBars sand. Avg. 15 BPM@2120 psig, max @ 2430 psig,

ISIP @2260 psig,15 min@2040 psig.
5336'- 5360' Zone notfraced.

PUMP SIZE: 2 1/2" x 1 1/2" x 16' RHAC 5898'- 5925', Frac w/Halliburtonon4/23/83.
(CMI160 serviced10-15-92) 57000 gal Versagel w/147000 lbs 20-40 mesh sand.

STROKE LENGTH: Avg. 15 BPM@2027 psig, max@ 2470 psig,
PUMP SPEED, SPM: ISIP@2260 psig, 5 min@ 2110 psig,10 min

PUMPINGUNITSIZE: @ 2040 psig,15 min1980 psig.

LOGS:Cement Bond Log, Dual Induction-SFL,Temperature SurveyLog,
ElectromagneticPropagation,Synergetic

BALCRONOIL WELLREPORT

WELLNAME: Monument Butte Federal #1-34 DATE: 4-4-94 JZ
FIELD: Monument Butte

FEDERALLEASE NO.: U-52013 API NO.: 43-013-30736
LOCATION: SW SE Sec.1,T9S,R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST:0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATION: Green River 0.66359285 Gas
COMPLETIONDATE: 6/13Æ3 SPUDDATE: 3/27Æ3

INfTIALPRODUCTION: 65 STBOPD,35 MCFPD, OSTBWP OILGRAVfTY: 34 API
OILGAS PURCHASER: Amoco/Universal BHT: 139 Deg.F

PRESENT PROD STATUS: 1 STBOPD, 8 MCFPD
ELEVATIONS- GROUND: 5449' KB: 5459' (10' KB)

TOTALDEPTH: 6200' KB PLUGBACKTD: 6125' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1 2
SIZE: 8 5/8" SIZE: 5 1/2" 5 1/2"

GRADE: K-55 GRADE: J-55 J-55
WEIGHT: 24 Ibs. WEIGHT:15.5 lbs. 14 Ibs.
LENGTH: 7 jts@290' LENGTH:600' 5560'

HOLE SIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH LANDED: 300' KB DEPTH LANDED: 6170' KB
CEMENTDATA: 225 sx ClassG CEMENTDATA: 300 sx BJ Lite&

Cement tosurface 760 sx ClassG
CEMENTTOPAT: 1720' from CBL

TUBINGRECORD PERFORATIONRECORD

2 78", J-55, 6.5 lbs. '- 3 ' Squeezed 6/11/83
NO.OF JOINTS: 148 jts@ 4681' 4764'- 4769' (5') 3 SPF

TUBINGANCHOR: 2 7Æ"x 4' 5336'- 5360' (14') 2 SPF
NO.OF JOINTS: 39 jts@ 1232' 5898'- 5904' (6') 2 SPF

SEATINGNIPPLE: 2 7Æ"X 1.1' 5919'- 5925' (6') 2 SPF
PERF. SUB: 2 7Æ"x 4'

MUDANCHOR: 2 7Æ"x 31'
TOTALSTRINGLANDED:5953'

SN LANDEDAT: 5928' KB

SUCKER ROD RECORD FRACJOB

1 - 1/14" x 16' Polish Rod 4764'- 4769', Frac w/Halliburtonon 6/5/83.
228 - 3/4" x 25' Rods 32500 gal X-LinkGelw/86000 lbs 20-40 mesh
7 - 1 1/2" x 25' SinkerBars sand. Avg. 15 BPM@2120 psig, max @ 2430 psig,

ISIP @2260 psig,15 min@2040 psig.
5336'- 5360' Zone notfraced.

PUMP SIZE: 2 1/2" x 1 1/2" x 16' RHAC 5898'- 5925', Frac w/Halliburtonon4/23/83.
(CMI160 serviced10-15-92) 57000 gal Versagel w/147000 lbs 20-40 mesh sand.

STROKE LENGTH: Avg. 15 BPM@2027 psig, max@ 2470 psig,
PUMP SPEED, SPM: ISIP@2260 psig, 5 min@ 2110 psig,10 min

PUMPINGUNITSIZE: @ 2040 psig,15 min1980 psig.

LOGS:Cement Bond Log, Dual Induction-SFL,Temperature SurveyLog,
ElectromagneticPropagation,Synergetic



Monument Butte Federal #1-34 BALCRONOIL
SW SE Sec.1,T9S,R16E 7-18-94 ks
Lease No. U-52013
Monument Butte Field
Duchesne County,Utah

WellboreDiagram
Elev.GR @5449'
Elev.KB@5459' (10' KB)

SURFACE CASING

8 5/8", K-55, 24#
7 jts @290'
Hole Size - 12 1/4"
Landed @300' KB
Cementedw/225 sx Class G 300' KB ->

Cementtosurface

PRODUCTIONCASING FRACJOB

5 1/2",J-55, 15.5# & 14# 4764'- 4769', Frac w/Halliburlonon 6/5Æ3.
154 jts@6160' 32500 gal X-LinkGelwÆ6000 lbs 20-40 mesh
Hole Size - 7 7/8" sand. Avg. 15 BPM@2120 psig,max @2430 psig,
Landed @6170' KB ISIP @2260 psig, 15 min@2040 psig.
Cementedw/300 sx BJ Lite& 5336'- 5360' Zone notfraced.

760 sx Class G 5898'- 5925', Frac w/Halliburtonon 4/23/83.
Cementtop@ 1720' from CBL 57000 galVersagelw/147000 lbs 2040 mesh sand.

Avg. 15 BPM@2027 psig, max@2470 psig,
ISIP @2260 psig, 5 min @2110 psig, 10 min

TUBINGRECORD @2040 psig, 15 min1980 psig.
------- ------ -------- TOC@ 1720' -->

2 7Æ",J-55, 6.5#
148 jts @4681'
TubingAnchor- 2 7Æ"x 4' PERFORATIONRECORD
39 jts@ 1232' ------- ------ ------

SN - 2 7Æ"X 1.1' 3367'- 33T/' (10') 2 SPF Squeezed 6/11Æ3
Perf. Sub. - 2 7/8" x 4' 4764'- 4769' (5') 3 SPF
MudAnchor - 2 7Æ"x 31' 5336'-5360' (14') 2 SPF
Total StringLength @5953' 5898'- 5904' (6') 2 SPF
SN Landed At5928' KB 5919'- 5925' (6') 2 SPF

SUCKER ROD RECORD
------ ------- ------- <- Squeezed
1 - 1/14"x 16' Polish Rod
228 - 3/4" x 25' Rods
7 - 1 1/2"x 25' SinkerBals

PUMP SIZE: 2 1/2"x 1 1//4"x 15 RHAC
STROKELENGTH:
PUMP SPEED,SPM:
PUMPINGUNITSIZE: <- SN @5928' KB

PBTD@6125'KB
TD @

Monument Butte Federal #1-34 BALCRONOIL
SW SE Sec.1,T9S,R16E 7-18-94 ks
Lease No. U-52013
Monument Butte Field
Duchesne County,Utah

WellboreDiagram
Elev.GR @5449'
Elev.KB@5459' (10' KB)

SURFACE CASING

8 5/8", K-55, 24#
7 jts @290'
Hole Size - 12 1/4"
Landed @300' KB
Cementedw/225 sx Class G 300' KB ->

Cementtosurface

PRODUCTIONCASING FRACJOB

5 1/2",J-55, 15.5# & 14# 4764'- 4769', Frac w/Halliburlonon 6/5Æ3.
154 jts@6160' 32500 gal X-LinkGelwÆ6000 lbs 20-40 mesh
Hole Size - 7 7/8" sand. Avg. 15 BPM@2120 psig,max @2430 psig,
Landed @6170' KB ISIP @2260 psig, 15 min@2040 psig.
Cementedw/300 sx BJ Lite& 5336'- 5360' Zone notfraced.

760 sx Class G 5898'- 5925', Frac w/Halliburtonon 4/23/83.
Cementtop@ 1720' from CBL 57000 galVersagelw/147000 lbs 2040 mesh sand.

Avg. 15 BPM@2027 psig, max@2470 psig,
ISIP @2260 psig, 5 min @2110 psig, 10 min

TUBINGRECORD @2040 psig, 15 min1980 psig.
------- ------ -------- TOC@ 1720' -->

2 7Æ",J-55, 6.5#
148 jts @4681'
TubingAnchor- 2 7Æ"x 4' PERFORATIONRECORD
39 jts@ 1232' ------- ------ ------

SN - 2 7Æ"X 1.1' 3367'- 33T/' (10') 2 SPF Squeezed 6/11Æ3
Perf. Sub. - 2 7/8" x 4' 4764'- 4769' (5') 3 SPF
MudAnchor - 2 7Æ"x 31' 5336'-5360' (14') 2 SPF
Total StringLength @5953' 5898'- 5904' (6') 2 SPF
SN Landed At5928' KB 5919'- 5925' (6') 2 SPF

SUCKER ROD RECORD
------ ------- ------- <- Squeezed
1 - 1/14"x 16' Polish Rod
228 - 3/4" x 25' Rods
7 - 1 1/2"x 25' SinkerBals

PUMP SIZE: 2 1/2"x 1 1//4"x 15 RHAC
STROKELENGTH:
PUMP SPEED,SPM:
PUMPINGUNITSIZE: <- SN @5928' KB

PBTD@6125'KB
TD @

Monument Butte Federal #1-34 BALCRONOIL
SW SE Sec.1,T9S,R16E 7-18-94 ks
Lease No. U-52013
Monument Butte Field
Duchesne County,Utah

WellboreDiagram
Elev.GR @5449'
Elev.KB@5459' (10' KB)

SURFACE CASING

8 5/8", K-55, 24#
7 jts @290'
Hole Size - 12 1/4"
Landed @300' KB
Cementedw/225 sx Class G 300' KB ->

Cementtosurface

PRODUCTIONCASING FRACJOB

5 1/2",J-55, 15.5# & 14# 4764'- 4769', Frac w/Halliburlonon 6/5Æ3.
154 jts@6160' 32500 gal X-LinkGelwÆ6000 lbs 20-40 mesh
Hole Size - 7 7/8" sand. Avg. 15 BPM@2120 psig,max @2430 psig,
Landed @6170' KB ISIP @2260 psig, 15 min@2040 psig.
Cementedw/300 sx BJ Lite& 5336'- 5360' Zone notfraced.

760 sx Class G 5898'- 5925', Frac w/Halliburtonon 4/23/83.
Cementtop@ 1720' from CBL 57000 galVersagelw/147000 lbs 2040 mesh sand.

Avg. 15 BPM@2027 psig, max@2470 psig,
ISIP @2260 psig, 5 min @2110 psig, 10 min

TUBINGRECORD @2040 psig, 15 min1980 psig.
------- ------ -------- TOC@ 1720' -->

2 7Æ",J-55, 6.5#
148 jts @4681'
TubingAnchor- 2 7Æ"x 4' PERFORATIONRECORD
39 jts@ 1232' ------- ------ ------

SN - 2 7Æ"X 1.1' 3367'- 33T/' (10') 2 SPF Squeezed 6/11Æ3
Perf. Sub. - 2 7/8" x 4' 4764'- 4769' (5') 3 SPF
MudAnchor - 2 7Æ"x 31' 5336'-5360' (14') 2 SPF
Total StringLength @5953' 5898'- 5904' (6') 2 SPF
SN Landed At5928' KB 5919'- 5925' (6') 2 SPF

SUCKER ROD RECORD
------ ------- ------- <- Squeezed
1 - 1/14"x 16' Polish Rod
228 - 3/4" x 25' Rods
7 - 1 1/2"x 25' SinkerBals

PUMP SIZE: 2 1/2"x 1 1//4"x 15 RHAC
STROKELENGTH:
PUMP SPEED,SPM:
PUMPINGUNITSIZE: <- SN @5928' KB

PBTD@6125'KB
TD @



BALCRONCIL WELLREPORT

WELLNAME: CASTŒPEAKFED.#24-10A DATE:3/19/93
FIELD: MonumentButte Field

FEDERALLEASE NO.: U-017985 API NO.: 43-013-30665
LOCATION: SE SW Section10, TBS,R16E

COUNTY/STATE: Duchesne, UT
WORKINGINTEREST:1.00 NET REVENUE INT.: 0.825

PRODUCINGFORMATION:Green River
COMPLETIONDATE: 6/28/82 SPUD DATE: 5/20/82

INITIALPRODUCTION:47 STBOPD, 14 MCFPD, 0 STBWPD OILGRAVITY: 30 API
OIUGAS PURCHASER: Amoco/Universal BHT: 135 Deg.F

PRESENT PROD STATUS:
ELEVATIONS- GROUND: 5702' KB: 5715' (13' KB)

TOTALDEPTH: 6021' KB PLUGBACKTD: 5959' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: K-55 GRADE: K-55
WEIGHT: 32 lbs. WEIGHT: 15.5 lbs.
LENGTH: 250' LENGTH: 143 jts @5984'

HOLE SIZE: 12 1/4" HOLE SIZE: 7 7/8"
DEPTH LANDED: 263' KB DEPTH LANDED: 5997 KB
CEMENT DATA: 190 sx CEMENTDATA: 365 sx, HiLift&

800 sx, RFC-10
CEMENTTOP AT: 1150' fromCBL

TUBINGRECORD
--------------------- PERFORATIONRECORD

SIZE/GRADE/WT.: 2 3/8",4.6 lbs -----------------------------

NO. OF JOINTS: 4822'-4832' (10') (2 SPF)
TUBINGLANDEDAT: 4846' KB 5259'-5272' (13') (2 SPF)

TUBINGANCHOR: 5560'-5580' (20') (2 SPF)
SEATINGNIPPLE: @4815' KB

NOTCHEDCOLLAR: @4846' KB ACIDJOBS
PERF.SUB: --------------------------- ---------

MUDANCHOR: 4822'-4832' 1000 gal 7.5% HCIAcid.
PACKER: 5259'-5272' 1000 gal 7.5% HCIAcid.

5560'-5580' 1000 gal 7.5% HCIAcid.
SUCKERROD RECORD
--------------------- FRACJOBS
1 - 1 1/2"X 22' PolishRod ----------------·-- -------- --------

1 - 3/4" x 4' Pony 4822'-4832' 6-12-82 w/Dowell.9582 galYF4PSD
1 - 3/4" x 6' Pony w/9328#20-40 mesh sand. ATR 10 BPM
176 - 3/4" x 25' Plain Rods @ 1950 psi, max @3700 psi, ISIP 3400
14 - 3/4" x 25' Scrapper Rods psi, 15 min@3100 psi, 20 min @3100
1 - 3/4" x 2' Pony psi.

5259'-5272' 6-11-82 w/Dowell.20580 galYF4PSD
PUMP SIZE: 1 1/2"x 2" x 16' RWBC w/29000# 20-40 mesh sand &6320# 10-20

(LufkinMIIserviced 10-6-92) mesh sand. ATR10 BPM@2100 psi,max
STROKE LENGTH: 4000 psi, ISIP 3800 psi. 15 min @2300

PUMP SPEED, SPM: psi, 20 min@2200 psi.
PUMPINGUNITSIZE: 5560'-5580' 6-10-82 w/Dowell.24000 galYF4PSD

w/33000#20-40mesh sand&12000#10-20
LOGS:Cement Bond Log,Dual Induction-SFL, mesh sand. ATR 12 BPM @ 1450 psi, max

CompensatedNeutron-Formation Density Log, 2800 psi, ISIP @ 1700 psi, 15 min@
SchlumbergerCyberlook 1600 psi,20 min@ 1600

BALCRONCIL WELLREPORT

WELLNAME: CASTŒPEAKFED.#24-10A DATE:3/19/93
FIELD: MonumentButte Field

FEDERALLEASE NO.: U-017985 API NO.: 43-013-30665
LOCATION: SE SW Section10, TBS,R16E

COUNTY/STATE: Duchesne, UT
WORKINGINTEREST:1.00 NET REVENUE INT.: 0.825

PRODUCINGFORMATION:Green River
COMPLETIONDATE: 6/28/82 SPUD DATE: 5/20/82

INITIALPRODUCTION:47 STBOPD, 14 MCFPD, 0 STBWPD OILGRAVITY: 30 API
OIUGAS PURCHASER: Amoco/Universal BHT: 135 Deg.F

PRESENT PROD STATUS:
ELEVATIONS- GROUND: 5702' KB: 5715' (13' KB)

TOTALDEPTH: 6021' KB PLUGBACKTD: 5959' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: K-55 GRADE: K-55
WEIGHT: 32 lbs. WEIGHT: 15.5 lbs.
LENGTH: 250' LENGTH: 143 jts @5984'

HOLE SIZE: 12 1/4" HOLE SIZE: 7 7/8"
DEPTH LANDED: 263' KB DEPTH LANDED: 5997 KB
CEMENT DATA: 190 sx CEMENTDATA: 365 sx, HiLift&

800 sx, RFC-10
CEMENTTOP AT: 1150' fromCBL

TUBINGRECORD
--------------------- PERFORATIONRECORD

SIZE/GRADE/WT.: 2 3/8",4.6 lbs -----------------------------

NO. OF JOINTS: 4822'-4832' (10') (2 SPF)
TUBINGLANDEDAT: 4846' KB 5259'-5272' (13') (2 SPF)

TUBINGANCHOR: 5560'-5580' (20') (2 SPF)
SEATINGNIPPLE: @4815' KB

NOTCHEDCOLLAR: @4846' KB ACIDJOBS
PERF.SUB: --------------------------- ---------

MUDANCHOR: 4822'-4832' 1000 gal 7.5% HCIAcid.
PACKER: 5259'-5272' 1000 gal 7.5% HCIAcid.

5560'-5580' 1000 gal 7.5% HCIAcid.
SUCKERROD RECORD
--------------------- FRACJOBS
1 - 1 1/2"X 22' PolishRod ----------------·-- -------- --------

1 - 3/4" x 4' Pony 4822'-4832' 6-12-82 w/Dowell.9582 galYF4PSD
1 - 3/4" x 6' Pony w/9328#20-40 mesh sand. ATR 10 BPM
176 - 3/4" x 25' Plain Rods @ 1950 psi, max @3700 psi, ISIP 3400
14 - 3/4" x 25' Scrapper Rods psi, 15 min@3100 psi, 20 min @3100
1 - 3/4" x 2' Pony psi.

5259'-5272' 6-11-82 w/Dowell.20580 galYF4PSD
PUMP SIZE: 1 1/2"x 2" x 16' RWBC w/29000# 20-40 mesh sand &6320# 10-20

(LufkinMIIserviced 10-6-92) mesh sand. ATR10 BPM@2100 psi,max
STROKE LENGTH: 4000 psi, ISIP 3800 psi. 15 min @2300

PUMP SPEED, SPM: psi, 20 min@2200 psi.
PUMPINGUNITSIZE: 5560'-5580' 6-10-82 w/Dowell.24000 galYF4PSD

w/33000#20-40mesh sand&12000#10-20
LOGS:Cement Bond Log,Dual Induction-SFL, mesh sand. ATR 12 BPM @ 1450 psi, max

CompensatedNeutron-Formation Density Log, 2800 psi, ISIP @ 1700 psi, 15 min@
SchlumbergerCyberlook 1600 psi,20 min@ 1600

BALCRONCIL WELLREPORT

WELLNAME: CASTŒPEAKFED.#24-10A DATE:3/19/93
FIELD: MonumentButte Field

FEDERALLEASE NO.: U-017985 API NO.: 43-013-30665
LOCATION: SE SW Section10, TBS,R16E

COUNTY/STATE: Duchesne, UT
WORKINGINTEREST:1.00 NET REVENUE INT.: 0.825

PRODUCINGFORMATION:Green River
COMPLETIONDATE: 6/28/82 SPUD DATE: 5/20/82

INITIALPRODUCTION:47 STBOPD, 14 MCFPD, 0 STBWPD OILGRAVITY: 30 API
OIUGAS PURCHASER: Amoco/Universal BHT: 135 Deg.F

PRESENT PROD STATUS:
ELEVATIONS- GROUND: 5702' KB: 5715' (13' KB)

TOTALDEPTH: 6021' KB PLUGBACKTD: 5959' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: K-55 GRADE: K-55
WEIGHT: 32 lbs. WEIGHT: 15.5 lbs.
LENGTH: 250' LENGTH: 143 jts @5984'

HOLE SIZE: 12 1/4" HOLE SIZE: 7 7/8"
DEPTH LANDED: 263' KB DEPTH LANDED: 5997 KB
CEMENT DATA: 190 sx CEMENTDATA: 365 sx, HiLift&

800 sx, RFC-10
CEMENTTOP AT: 1150' fromCBL

TUBINGRECORD
--------------------- PERFORATIONRECORD

SIZE/GRADE/WT.: 2 3/8",4.6 lbs -----------------------------

NO. OF JOINTS: 4822'-4832' (10') (2 SPF)
TUBINGLANDEDAT: 4846' KB 5259'-5272' (13') (2 SPF)

TUBINGANCHOR: 5560'-5580' (20') (2 SPF)
SEATINGNIPPLE: @4815' KB

NOTCHEDCOLLAR: @4846' KB ACIDJOBS
PERF.SUB: --------------------------- ---------

MUDANCHOR: 4822'-4832' 1000 gal 7.5% HCIAcid.
PACKER: 5259'-5272' 1000 gal 7.5% HCIAcid.

5560'-5580' 1000 gal 7.5% HCIAcid.
SUCKERROD RECORD
--------------------- FRACJOBS
1 - 1 1/2"X 22' PolishRod ----------------·-- -------- --------

1 - 3/4" x 4' Pony 4822'-4832' 6-12-82 w/Dowell.9582 galYF4PSD
1 - 3/4" x 6' Pony w/9328#20-40 mesh sand. ATR 10 BPM
176 - 3/4" x 25' Plain Rods @ 1950 psi, max @3700 psi, ISIP 3400
14 - 3/4" x 25' Scrapper Rods psi, 15 min@3100 psi, 20 min @3100
1 - 3/4" x 2' Pony psi.

5259'-5272' 6-11-82 w/Dowell.20580 galYF4PSD
PUMP SIZE: 1 1/2"x 2" x 16' RWBC w/29000# 20-40 mesh sand &6320# 10-20

(LufkinMIIserviced 10-6-92) mesh sand. ATR10 BPM@2100 psi,max
STROKE LENGTH: 4000 psi, ISIP 3800 psi. 15 min @2300

PUMP SPEED, SPM: psi, 20 min@2200 psi.
PUMPINGUNITSIZE: 5560'-5580' 6-10-82 w/Dowell.24000 galYF4PSD

w/33000#20-40mesh sand&12000#10-20
LOGS:Cement Bond Log,Dual Induction-SFL, mesh sand. ATR 12 BPM @ 1450 psi, max

CompensatedNeutron-Formation Density Log, 2800 psi, ISIP @ 1700 psi, 15 min@
SchlumbergerCyberlook 1600 psi,20 min@ 1600



CASTLE PEAK FED.#24-10A BALCRONOIL
Monument Butte Field Welltm Diagrant 7-18-94As
Lease No. U-017985
SE SW Section 10. T9S, R16E
DUCHESNE CO., lITAH

Elev. GL@5702'
Elev. KB@5715' (13' KB)

SURFACE CASING ACIDJOBS
. . ................ . . . . ..... ........ ..0

Length @250' 263' KB -> 5259'-5272' 1000 gal 7.5% HCIAcid.
Landed @263' KB 5560'-5580' 1000 gal 7.5% HCIAcid.
Cementedw/190 sx
Hole Size@ 12 1/4" FRACJOBS

4822'-4832' &12-82 w/Dowell.9582 gal YF4PSD
w/9328#20-40 mesh sand. ATR 10 BPM
@ 1950 psi, max @3700 psi, ISIP 3400
psi, 15 min @3100 psi, 20 min @3100

PRODUCTIONCASING psi.
--------------- 5259'-5272' 6-11-82 w/Dowell.20580 gal YF4PSD
5 1/2",k-55,15.5# w/29000# 20-40 mesh sand &6320# 10-20
143 jls@5984' TOC@ 1150'-> mesh sand. ATR 10 BPM @2100 psi,max
Landed @599T KB 4000 psi, ISIP3800 psi. 15 min @2300
Cementedw/365 sx, HiLiit& psi, 20 min @2200 psi.

800 sx, RFC-10 5560'-5580' 6-10-82 w/Dowell.24000 gal YF4PSD
Cement Top @ 1150' from CBL w/33000# 20-40 mesh sand & 12000# 10-20
Hole Size@7 7/8" mesh sand. ATR 12 BPM @ 1450 psi, max

2800 psi, IS1P@ 1700 psi, 15 min @
1600 psi, 20 min@ 1600 psi.

TUBING

2 3/8", 4.6#
Landed @4846' KB PERFORATIONRECORD
S.N. @4815' KB -------- ------- ------

Notched Collar@4846' KB 4822'-4832' (10') (2 SPF)
5259'-5272' (13') (2 SPF)
5560'-5580' (20') (2 SPF)

SUCKER ROD RECORD

1 - 1 1/2" X 22' Polish Rod <-- SN Landed @4815' KB
1 - 3/4" x 4' Pony
1 - 3/4" x 6' Pony
176 - 3/4" x 25' Plain Rods
14 - 3/4" x 25' Scrapper Rods
1 - 3/4" x 2' Pony

PUMP SIZE: 1 1/2" x 2" x 16' RWBC
STROKE LENGTH:

PUMP SPEED, SPM:
PUMPINGUNITSIZE: PBTD@5959' KB

TD @6021'
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Lease No. U-017985
SE SW Section 10. T9S, R16E
DUCHESNE CO., lITAH

Elev. GL@5702'
Elev. KB@5715' (13' KB)

SURFACE CASING ACIDJOBS
. . ................ . . . . ..... ........ ..0
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Dwights Well Data System CD-ROM H# R-842034-0 Original
Copyright 1991 Rocky Mountains Run Date: 17-Jan-92

State : Utah SL Merid 98 - 16E - 10 se ne

ownty: DUCHESNE Oper: SHAMROCKOIL & GAS CO

Field : MONUMENTBUTTE Compl: 12/14/1964 D OG O&G

Well: CASTLEPEAK UNIT #7 Last Info: 01/12/1987
Ftg: 1980 fnl 659 fel
Obj: Permit #: API: 43-013-1578500

Elev: 5602DF $6 og gg

Spud: 10/08/1964
TD: 5305

Elev: 5602DF FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Scout,T=Govt,S=Shell,G=USGS,N=NDGS)

Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1145 4457 LT basal Green River 3874 1728 LT

<< State Records >>

Casing: 9 5/8 9 207 w/200 - 5 1/2 a 5105
DST : #1 4949- 4967

op 30 si 30 op si 60. IF op vry wk blo. Rec 60 ft vry sli
OCM. HP 2970-2955 SIP 89-104

Perfs :

4956-4966, 5001 w/3 SPF-treat w/250 gal 15% M acid 180 bbts pre-flush
15,750 gal O 18,000 20-40 mesh sd 6000 gal 0 w/3000 lbs 8-12 mesh
glass beads.

. .ne : 2606-2616

4998-5004
2605-2645 (Green River )

IP : 99.04 BOPD *5,250 McF
P 99.04 BOPD grav 34, 38 MCFGPD

Journl: Contractor: Miracle-Wooster Released 12-28-64 8-4-69 Subsequent *fuel

casing & abandon Notice of intention to plug back - will temp. abandon
oil zone from 4956-5001 (5-23-68) Designated 2-18-66 Subsequent Report
of plug back 8-9-68
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Dwights Well Data System CD-ROM H# R-842034-0 Original
Copyright 1991 Rocky Mountains Run Date: 17-Jan-92
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P 99.04 BOPD grav 34, 38 MCFGPD

Journl: Contractor: Miracle-Wooster Released 12-28-64 8-4-69 Subsequent *fuel

casing & abandon Notice of intention to plug back - will temp. abandon
oil zone from 4956-5001 (5-23-68) Designated 2-18-66 Subsequent Report
of plug back 8-9-68

Page:

Dwights Well Data System CD-ROM H# R-842034-0 Original
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15,750 gal O 18,000 20-40 mesh sd 6000 gal 0 w/3000 lbs 8-12 mesh
glass beads.

. .ne : 2606-2616

4998-5004
2605-2645 (Green River )

IP : 99.04 BOPD *5,250 McF
P 99.04 BOPD grav 34, 38 MCFGPD

Journl: Contractor: Miracle-Wooster Released 12-28-64 8-4-69 Subsequent *fuel

casing & abandon Notice of intention to plug back - will temp. abandon
oil zone from 4956-5001 (5-23-68) Designated 2-18-66 Subsequent Report
of plug back 8-9-68
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Dwights Well Data system CD-ROM H# R-112402-0 Original
C ht R M R Da 2

State : Utah SL Merid 9S - 16E - 10 se ne

o...sty: DUCHESNE Oper: DIAMOND SHAMROCKO&G CO

Field : CASTLEPEAK Coupl: 09/28/1981 DD P&A

Well: CASTLEPEAK #7R Last Info: 03/26/1985
Ftg: 2050 fnl 700 fet
Obj: 3100 Green River Permit #: 12/03/1980 API: 43-013-3055400

Elev: 5604KB

Spud: 09/18/1981
TD: 3106 on 09/26/1981 1st gas ss

Elev: 5604KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Scout,T=Govt,S=Shell,G=USGS,N=NDGS)

Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1044 4560 LH 1st gas ss 2590 3014 LH
Horse Bench 2163 3441 LH LTD 3130 2474 LH

Casing: 8 5/8 a 260 w/190
Core : None
DST : #1 2586- 2625

op 10 si 47 op 30 si 90. Rec 513 ft HGCSW; Smplr: .93 CFG
1400 cc wtr. HP 1086-1095 FP 136-184 161-242 SIP 1080-1102 BHT 110 F

Logs : Den DIL
Journl: 10/6/81 spudded - drlg ahead. 10/26/81 ran DST #1 2586-2625, rec gas

cut SW. 11/5/81 plugged & abandoned.
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Dwights Well Data system CD-ROM H# R-112402-0 Original
C ht R M R Da 2

State : Utah SL Merid 9S - 16E - 10 se ne

o...sty: DUCHESNE Oper: DIAMOND SHAMROCKO&G CO

Field : CASTLEPEAK Coupl: 09/28/1981 DD P&A
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Casing: 8 5/8 a 260 w/190
Core : None
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cut SW. 11/5/81 plugged & abandoned.
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BALCRONCIL WELLREPOAT

WELLNAME: Monument Butte Federal#1-14 DATE: 3-31-94 JZ
FIELD:Monument Butte

FEDERALLEASE NO.: U-18399 API NO.: 43-013-30703

LOCATION: SW SW Sec.1,T9S,R16E
COUNTYlSTATE: Duchesne County,Utah

WORKINGINTEREST:0.805079506 NET REVENUEINT.: 0.73831617 Oil
PRODUCINGFORMATION: Green River 0.66359285 Gas

COMPLETIONDATE: 12/24Æ2 SPUD DATE: 11/17Æ2
INUAL PRODUCTION: 162 STBOPD, 100 MCFPD, 0 STBWPD OILGRAVITY: 39 API
OIIJGASPURCHASER: Amoco/Universal BHT: 135 Deg.F

PRESENT PROD STATUS: 4 STROPD, OMCFPD, 7 STBWPD
ELEVATIONS- GROUND: 5472' KB: 5488' (16'KB)

TOTALDEPTH: 6200' KB PLUGBACKTD: 5540' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5Æ" SIZE: 5 1/2"

GRADE: J-55 GRADE: J-55
WEIGHT: 24 Ibs WEIGHT: 15.5 lbs
LENGTH: 8 jts @323' LENGTH: 151 jts @5574'

HOLE SIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH LANDED: 339' KB DEPTH LANDED: 5590' KB
CEMENTDATA: 225 sx, Class G CEMENTDATA:325 sx, BJ IJte &

500 sx, Class G
CEMENTTOP AT: 1465' KBfrom CBL

TUBINGRECORD PERFORATIONRECORD

SIZEIGRADE/WT.: 2 7Æ",J-55, 6.5 lbs 4485'- 4491' (6') 1 SPF YELLOW4
NO.OF JOINTS: 135 jnts@4379' 4514'- 4524' (10') 1 SPF YELLOW5

TUBINGANCHOR:2 7Æ"x 2.35' Baker 4772'- 4776' (4') 4 SPF RED1
NO.OF JOINTS: 27 jnts@864' 5250'-5258' (8') 2 SPF GREEN4

SEATINGNIPPLE: 2 7Æ"x 1.1' (ID@2.25")
PERF. SUB: 2 7/8" x 3'

MUDANCHOR: 2 7Æ"x 32.5' w/NC FRACJOB
TOTALSTRINGŒNGTH: 5282' --------------------- --------- ---------

SN LANDEDAT: 5262' KB 4485'- 4524', Fracw/Halliburlonon 12/21/82.
Note:Set TA w/24" stretch. 28000 galX-linkedgelw/137000 lbs 20-40 mesh

sand. Avg35 BPM@2305 psig,max@2470 psig,
ISIP@2140 psig,5 min@2030 psig, 10 min

SUCKER ROD RECORD @ 1960 psig,15 min@ 1920 psig.
--------------------- --------------- 4772'- 4T16', Frac w/Halliburtonon 12/16/82.
1 - 22' x 1 1/4" Polished Rod (SM End) 10500 galX-linkedgel w/45000 lbs 20-40 mesh
1 - 3/4" x 6' Pony sand. Avg25 BPM@2183 psig, max @2400 psig,
209 -3/4" x 25' Rods ISIP @ 1950 psig,5 min@ 1820 psig, 10 min

@ 1750 psig, 15 min@1740 psig.
PUMP SlZE: 2 1/2"x 1 1/2"x 16' RWAC 5250'- 5258', Frac w/Halliburlonon 12/13/82.

whinged PA plunger. 19000 gal X-linkedgel w/50000lbs 20-40 mesh
Trico Pump No.1029 sand. Avg20 BPM@ 1730 psig,max@ 1840 psig,

STROKEŒNGTH: 86" 15 minSI@1070 psig.
PUMP SPEED: 4.5 SPM

PUMPINGUNITSIZE: LufkinLM-228D-213-86T
SN B129379A 525034

ENGINE SIZE: Ajax E-42, SN51384

LOGS: Cement Bond , Dual Induction-SFL,CompensatedNeutron-Formation Density

BALCRONCIL WELLREPOAT

WELLNAME: Monument Butte Federal#1-14 DATE: 3-31-94 JZ
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TOTALDEPTH: 6200' KB PLUGBACKTD: 5540' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5Æ" SIZE: 5 1/2"

GRADE: J-55 GRADE: J-55
WEIGHT: 24 Ibs WEIGHT: 15.5 lbs
LENGTH: 8 jts @323' LENGTH: 151 jts @5574'

HOLE SIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH LANDED: 339' KB DEPTH LANDED: 5590' KB
CEMENTDATA: 225 sx, Class G CEMENTDATA:325 sx, BJ IJte &

500 sx, Class G
CEMENTTOP AT: 1465' KBfrom CBL

TUBINGRECORD PERFORATIONRECORD

SIZEIGRADE/WT.: 2 7Æ",J-55, 6.5 lbs 4485'- 4491' (6') 1 SPF YELLOW4
NO.OF JOINTS: 135 jnts@4379' 4514'- 4524' (10') 1 SPF YELLOW5

TUBINGANCHOR:2 7Æ"x 2.35' Baker 4772'- 4776' (4') 4 SPF RED1
NO.OF JOINTS: 27 jnts@864' 5250'-5258' (8') 2 SPF GREEN4

SEATINGNIPPLE: 2 7Æ"x 1.1' (ID@2.25")
PERF. SUB: 2 7/8" x 3'

MUDANCHOR: 2 7Æ"x 32.5' w/NC FRACJOB
TOTALSTRINGŒNGTH: 5282' --------------------- --------- ---------

SN LANDEDAT: 5262' KB 4485'- 4524', Fracw/Halliburlonon 12/21/82.
Note:Set TA w/24" stretch. 28000 galX-linkedgelw/137000 lbs 20-40 mesh

sand. Avg35 BPM@2305 psig,max@2470 psig,
ISIP@2140 psig,5 min@2030 psig, 10 min

SUCKER ROD RECORD @ 1960 psig,15 min@ 1920 psig.
--------------------- --------------- 4772'- 4T16', Frac w/Halliburtonon 12/16/82.
1 - 22' x 1 1/4" Polished Rod (SM End) 10500 galX-linkedgel w/45000 lbs 20-40 mesh
1 - 3/4" x 6' Pony sand. Avg25 BPM@2183 psig, max @2400 psig,
209 -3/4" x 25' Rods ISIP @ 1950 psig,5 min@ 1820 psig, 10 min

@ 1750 psig, 15 min@1740 psig.
PUMP SlZE: 2 1/2"x 1 1/2"x 16' RWAC 5250'- 5258', Frac w/Halliburlonon 12/13/82.

whinged PA plunger. 19000 gal X-linkedgel w/50000lbs 20-40 mesh
Trico Pump No.1029 sand. Avg20 BPM@ 1730 psig,max@ 1840 psig,

STROKEŒNGTH: 86" 15 minSI@1070 psig.
PUMP SPEED: 4.5 SPM

PUMPINGUNITSIZE: LufkinLM-228D-213-86T
SN B129379A 525034

ENGINE SIZE: Ajax E-42, SN51384

LOGS: Cement Bond , Dual Induction-SFL,CompensatedNeutron-Formation Density



BALCRONOIL WELLREPORT 56
WELLNAME: BALCRONMONUMENTFEDERAL#34-103 DATE: 6-21-94 As

FIELD: Jonah Unit/Monument Butte Field
FEDERALLEASE NO.: U-017985 API NO.: 43-013-31416

LOCATION: SW SE Section 10, T9S, R16E
COUNTY/STATE: Duchesne County, Utah

WORKINGINTEREST: .805079506 NET REVENUEINT.: .73831617 Oil
PRODUCINGFORMATIOGreen River .66359285 Gas

COMPLETIONDATE: 2-1&94 SPUD DATE: 1-12-94
INTTIALPRODUCTION: 43 STBOPD, 172 MSCFPD, 7 STBWPD RIGRELEASEDATE: 1-25-94
OIUGAS PURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATUSProducing OilWeil BHT: 135 Deg.F
ELEVATIONSßROUND: 5716' KB: 5726' (10' KB)

TOTALDEPTH: 5850' KB PLUGBACKTD: 5787.54' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: &5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 Ibs. WEIGHT: 15.5 lbs.
LENGTH: 6 jnts@ 266.8T LENGTH: 5836.04'

HOLESIZE: 12-1/4" HOLESIZE: 7-7/8"

DEPTHLANDED: 274'KB DEPTHLANDED: 5832.04'KB
CEMENT DATA: 150 sxs Class "G",2% CCL & CEMENTDATA: 110 sxs Hililt&

1/4#lsx Celollake 290 sxs Class "G"
CEMENTTOP AT: 2735' from CBL

TUBINGRECORD

SIZEßRADE/WT: 2-7/8", J-55, 6.5# PERFORATIONRECORD
NO.OF JOINTS: 163 jnis@5053.8' ------------- ------

TUBINGANCHOR: NA 4700'-11' (2 SPF) RED 1
NO.OF JOINTS: NA 4865'-72' (1 SPF) RED 5

SEATINGNIPPLE: 2-7/8" x 1.10' (2.25"ID) 5015'-19' (2 SPF) GREEN 1
PERF. SUB: 2-7/8" x 3'

MUDANCHOR: 2-7/8" x 31.2' w/NC
TOTALSTRINGLENGTH: 5089.3' ACIDJOBS

SN LANDEDAT: 5064.9' KB ------------ ----- -------

4865'- 4872' KB - 1-31-94: By Westem w/500 gals
(StageOne) 15% HCL &500 gais 2% KCLwtr.

SUCKER ROD RECORD ATP 2000 psi, max3000 psi.
---------------- ATR 2 BPM, max 83 BPM. ISIP
1 - 1 1/4" x 22' Polish Rod 1250 psi.
2 - 3/4" x 8' Pony
201 - 3/4" x 25' Plain Rods 4865'- 4872' KB - 1-31-94: By Westem w/500 gals

(StageTwo) 15% HCL &500 gals 2% KCLwtr.
ATP 1350 psi, max 5000 psi.

PUMP SIZE: 2-1/2" x 1-1/2" x 16' ATR 2 BPM, max 7.5 BPM. ISIP
RWACw/PA plunger 1300 psi.

STROKE LENGTH: 87"
PUMP SPEED, SPM: 3 SPM 4700'- 4711' KB - 2-3-94: By Westem w/500 gals

PUMPINGUNITSIZE: UnikinLM-228D-213-86T 15% HCL &672gals 2% KCLwIr.
S/N B1293375A 525080 ATP 2000 psi, max 2400 psi.
AjaxengineS/N 73437 ATR3 BPM, max 4 BPM. ISIP
2 400 BBLNatco Tanks 1100 psi.
12 x 20' w/bumers
SN's 7600209Œ01 & FRACJOBS
76002090-2 ------------- ----- ------

4865' - 4872' KBand 1-31-94: ByWestem w/32,000#
5015' - 5019' KB 1600 mesh sand w/13,062 gal

LOGS: CompensatedNeutron-Utho-Density Log; 2% KCLwtr &500 gals 15% HCL.
Dual Laterolog Micro-SFL;Gamma-Ray &Collar ATP 2500 psi, max 3050 psi.
Log; Cement Bond & Gamma-Ray & Collar Log; ATR 29.6 BPM, max 29.8 BPM.
Mud Log ISIP 2600 psi.

4700'- 4711' KB - 2-7-94: By Westem w)35,720#
1600 mesh sand w/17,398 gals
2% KCLgelled wir. ATP 2500 psi,
max 2840 psi. ATR 25 BPM,
max 25 BPM. ISIP 2000 psi,
5 min 1770 psi, 10 min 1710,
15 min 1670

BALCRONOIL WELLREPORT 56
WELLNAME: BALCRONMONUMENTFEDERAL#34-103 DATE: 6-21-94 As

FIELD: Jonah Unit/Monument Butte Field
FEDERALLEASE NO.: U-017985 API NO.: 43-013-31416

LOCATION: SW SE Section 10, T9S, R16E
COUNTY/STATE: Duchesne County, Utah

WORKINGINTEREST: .805079506 NET REVENUEINT.: .73831617 Oil
PRODUCINGFORMATIOGreen River .66359285 Gas

COMPLETIONDATE: 2-1&94 SPUD DATE: 1-12-94
INTTIALPRODUCTION: 43 STBOPD, 172 MSCFPD, 7 STBWPD RIGRELEASEDATE: 1-25-94
OIUGAS PURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATUSProducing OilWeil BHT: 135 Deg.F
ELEVATIONSßROUND: 5716' KB: 5726' (10' KB)

TOTALDEPTH: 5850' KB PLUGBACKTD: 5787.54' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: &5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 Ibs. WEIGHT: 15.5 lbs.
LENGTH: 6 jnts@ 266.8T LENGTH: 5836.04'

HOLESIZE: 12-1/4" HOLESIZE: 7-7/8"

DEPTHLANDED: 274'KB DEPTHLANDED: 5832.04'KB
CEMENT DATA: 150 sxs Class "G",2% CCL & CEMENTDATA: 110 sxs Hililt&

1/4#lsx Celollake 290 sxs Class "G"
CEMENTTOP AT: 2735' from CBL

TUBINGRECORD

SIZEßRADE/WT: 2-7/8", J-55, 6.5# PERFORATIONRECORD
NO.OF JOINTS: 163 jnis@5053.8' ------------- ------

TUBINGANCHOR: NA 4700'-11' (2 SPF) RED 1
NO.OF JOINTS: NA 4865'-72' (1 SPF) RED 5

SEATINGNIPPLE: 2-7/8" x 1.10' (2.25"ID) 5015'-19' (2 SPF) GREEN 1
PERF. SUB: 2-7/8" x 3'

MUDANCHOR: 2-7/8" x 31.2' w/NC
TOTALSTRINGLENGTH: 5089.3' ACIDJOBS

SN LANDEDAT: 5064.9' KB ------------ ----- -------

4865'- 4872' KB - 1-31-94: By Westem w/500 gals
(StageOne) 15% HCL &500 gais 2% KCLwtr.

SUCKER ROD RECORD ATP 2000 psi, max3000 psi.
---------------- ATR 2 BPM, max 83 BPM. ISIP
1 - 1 1/4" x 22' Polish Rod 1250 psi.
2 - 3/4" x 8' Pony
201 - 3/4" x 25' Plain Rods 4865'- 4872' KB - 1-31-94: By Westem w/500 gals

(StageTwo) 15% HCL &500 gals 2% KCLwtr.
ATP 1350 psi, max 5000 psi.

PUMP SIZE: 2-1/2" x 1-1/2" x 16' ATR 2 BPM, max 7.5 BPM. ISIP
RWACw/PA plunger 1300 psi.

STROKE LENGTH: 87"
PUMP SPEED, SPM: 3 SPM 4700'- 4711' KB - 2-3-94: By Westem w/500 gals

PUMPINGUNITSIZE: UnikinLM-228D-213-86T 15% HCL &672gals 2% KCLwIr.
S/N B1293375A 525080 ATP 2000 psi, max 2400 psi.
AjaxengineS/N 73437 ATR3 BPM, max 4 BPM. ISIP
2 400 BBLNatco Tanks 1100 psi.
12 x 20' w/bumers
SN's 7600209Œ01 & FRACJOBS
76002090-2 ------------- ----- ------

4865' - 4872' KBand 1-31-94: ByWestem w/32,000#
5015' - 5019' KB 1600 mesh sand w/13,062 gal

LOGS: CompensatedNeutron-Utho-Density Log; 2% KCLwtr &500 gals 15% HCL.
Dual Laterolog Micro-SFL;Gamma-Ray &Collar ATP 2500 psi, max 3050 psi.
Log; Cement Bond & Gamma-Ray & Collar Log; ATR 29.6 BPM, max 29.8 BPM.
Mud Log ISIP 2600 psi.

4700'- 4711' KB - 2-7-94: By Westem w)35,720#
1600 mesh sand w/17,398 gals
2% KCLgelled wir. ATP 2500 psi,
max 2840 psi. ATR 25 BPM,
max 25 BPM. ISIP 2000 psi,
5 min 1770 psi, 10 min 1710,
15 min 1670

BALCRONOIL WELLREPORT 56
WELLNAME: BALCRONMONUMENTFEDERAL#34-103 DATE: 6-21-94 As

FIELD: Jonah Unit/Monument Butte Field
FEDERALLEASE NO.: U-017985 API NO.: 43-013-31416

LOCATION: SW SE Section 10, T9S, R16E
COUNTY/STATE: Duchesne County, Utah

WORKINGINTEREST: .805079506 NET REVENUEINT.: .73831617 Oil
PRODUCINGFORMATIOGreen River .66359285 Gas

COMPLETIONDATE: 2-1&94 SPUD DATE: 1-12-94
INTTIALPRODUCTION: 43 STBOPD, 172 MSCFPD, 7 STBWPD RIGRELEASEDATE: 1-25-94
OIUGAS PURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATUSProducing OilWeil BHT: 135 Deg.F
ELEVATIONSßROUND: 5716' KB: 5726' (10' KB)

TOTALDEPTH: 5850' KB PLUGBACKTD: 5787.54' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: &5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 Ibs. WEIGHT: 15.5 lbs.
LENGTH: 6 jnts@ 266.8T LENGTH: 5836.04'

HOLESIZE: 12-1/4" HOLESIZE: 7-7/8"

DEPTHLANDED: 274'KB DEPTHLANDED: 5832.04'KB
CEMENT DATA: 150 sxs Class "G",2% CCL & CEMENTDATA: 110 sxs Hililt&

1/4#lsx Celollake 290 sxs Class "G"
CEMENTTOP AT: 2735' from CBL

TUBINGRECORD

SIZEßRADE/WT: 2-7/8", J-55, 6.5# PERFORATIONRECORD
NO.OF JOINTS: 163 jnis@5053.8' ------------- ------

TUBINGANCHOR: NA 4700'-11' (2 SPF) RED 1
NO.OF JOINTS: NA 4865'-72' (1 SPF) RED 5

SEATINGNIPPLE: 2-7/8" x 1.10' (2.25"ID) 5015'-19' (2 SPF) GREEN 1
PERF. SUB: 2-7/8" x 3'

MUDANCHOR: 2-7/8" x 31.2' w/NC
TOTALSTRINGLENGTH: 5089.3' ACIDJOBS

SN LANDEDAT: 5064.9' KB ------------ ----- -------

4865'- 4872' KB - 1-31-94: By Westem w/500 gals
(StageOne) 15% HCL &500 gais 2% KCLwtr.

SUCKER ROD RECORD ATP 2000 psi, max3000 psi.
---------------- ATR 2 BPM, max 83 BPM. ISIP
1 - 1 1/4" x 22' Polish Rod 1250 psi.
2 - 3/4" x 8' Pony
201 - 3/4" x 25' Plain Rods 4865'- 4872' KB - 1-31-94: By Westem w/500 gals

(StageTwo) 15% HCL &500 gals 2% KCLwtr.
ATP 1350 psi, max 5000 psi.

PUMP SIZE: 2-1/2" x 1-1/2" x 16' ATR 2 BPM, max 7.5 BPM. ISIP
RWACw/PA plunger 1300 psi.

STROKE LENGTH: 87"
PUMP SPEED, SPM: 3 SPM 4700'- 4711' KB - 2-3-94: By Westem w/500 gals

PUMPINGUNITSIZE: UnikinLM-228D-213-86T 15% HCL &672gals 2% KCLwIr.
S/N B1293375A 525080 ATP 2000 psi, max 2400 psi.
AjaxengineS/N 73437 ATR3 BPM, max 4 BPM. ISIP
2 400 BBLNatco Tanks 1100 psi.
12 x 20' w/bumers
SN's 7600209Œ01 & FRACJOBS
76002090-2 ------------- ----- ------

4865' - 4872' KBand 1-31-94: ByWestem w/32,000#
5015' - 5019' KB 1600 mesh sand w/13,062 gal

LOGS: CompensatedNeutron-Utho-Density Log; 2% KCLwtr &500 gals 15% HCL.
Dual Laterolog Micro-SFL;Gamma-Ray &Collar ATP 2500 psi, max 3050 psi.
Log; Cement Bond & Gamma-Ray & Collar Log; ATR 29.6 BPM, max 29.8 BPM.
Mud Log ISIP 2600 psi.

4700'- 4711' KB - 2-7-94: By Westem w)35,720#
1600 mesh sand w/17,398 gals
2% KCLgelled wir. ATP 2500 psi,
max 2840 psi. ATR 25 BPM,
max 25 BPM. ISIP 2000 psi,
5 min 1770 psi, 10 min 1710,
15 min 1670



£1
BALCRONMONUMENTFEDERAL#34-10J BALCRONOIL
Jonah Unit/Monument Butte Field 6-21-94 As
Lease No. U-017985
SW SE Section10, T9S, R16E WELLBOREDIAGRAM
Duchesne County,Utah

Elev.Gr@5716'
Elev. @ KB5726' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @266.87'
Hole Size@ 12-1/4" ACIDJOBS
Depth landed @274' KB ------------ --------------- ------

Cementedw/150 sxs Class Class "G"& 4865'4872' KB 1-31-94: ByWestem w/500 gals
1/4#Isx Celoflake (SlageOne) 15% HCL&500 gals 2% KCLwtr.
5 BBLSretum. ATP2000 psi,max3000psi.

ATR 2 BPM, max 8.3 BPM. ISIP
1250 psi.

4865'-4872' KB 1-31-94: ByWestem w/500 gals
274' KB --> (StageTwo) 15% HCL&500 gals 2% KCLwtr.

PRODUCTIONCASING ATP 1350 psi,max5000 psi.
------ ------- ATR 2 BPM, max 7.5 BPM. ISIP
5-1/2", K-55, 15.5# 1300 psi.
Length @5836.04'
Depth landed @5832.04' KB 4700'-4711' KB 2-3-94: By Westem w/500 gals
Cementedw/110 sxs Hilift& 15% HCL&672 gals 2% KCLwtr.
290 sxs Class "G" ATP2000 psi,max2400 psi.
TopofCement@2735' fromCBL ATR3 BPM,max4 BPM.ISIP

1100 psi.
TOC@2735' ->

FRACJOBS

TUBING ' -Ä1 e ,

------ 5015'-5019' KB 16/30 mesh sand w/13,062 gal
2-7/8", J-55, 6.5# 2% KCLwir &500 gals 15% HCL
163 jnis@5053.8' ATP2500 psi,max3050 psi.
SN @2-7/8" x 1.1' (2.25" ID) ATR 29.6 BPM, max29.8 BPM.
Perf.Sub@2-7/8" x 3' ISIP 2600 psi.
MA@2-7/8" x 31.2' s/NC
Total String Length @5089.3' 4700'-4711' KB 2-7-94: ByWestem wf35,720#
SN landed @5064.9' 16/30 mesh sand w/17,398 gals

2% KCLgelledwtr. ATP2500 psi,
max2840 psi. ATR 25 BPM,

SUCKER RODRECORD max25 BPM. ISIP 2000 psi,
------ ------ 5 min1T/0 psi, 10 min 1710,
1 - 1 1/4"x 22' Polish Rod 15 min1670 psi.
2 - 3/4" x 8' Pony
201 -3/4" x 25' Plain Rods PERFORATIONRECORD

4700'-11' (2 SPF) RED 1
Pump Size@2-1/2" x 1-1/2"x 16' RWAC !!!!!!!!4865'-72' (1 SPF) RED 5

w/PA plunger 5015'-19' (2 SPF) GREEN 1

<- SN @5064.90' KB

PBTD@5787.54' KB
TD@5850'

£1
BALCRONMONUMENTFEDERAL#34-10J BALCRONOIL
Jonah Unit/Monument Butte Field 6-21-94 As
Lease No. U-017985
SW SE Section10, T9S, R16E WELLBOREDIAGRAM
Duchesne County,Utah

Elev.Gr@5716'
Elev. @ KB5726' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @266.87'
Hole Size@ 12-1/4" ACIDJOBS
Depth landed @274' KB ------------ --------------- ------

Cementedw/150 sxs Class Class "G"& 4865'4872' KB 1-31-94: ByWestem w/500 gals
1/4#Isx Celoflake (SlageOne) 15% HCL&500 gals 2% KCLwtr.
5 BBLSretum. ATP2000 psi,max3000psi.

ATR 2 BPM, max 8.3 BPM. ISIP
1250 psi.

4865'-4872' KB 1-31-94: ByWestem w/500 gals
274' KB --> (StageTwo) 15% HCL&500 gals 2% KCLwtr.

PRODUCTIONCASING ATP 1350 psi,max5000 psi.
------ ------- ATR 2 BPM, max 7.5 BPM. ISIP
5-1/2", K-55, 15.5# 1300 psi.
Length @5836.04'
Depth landed @5832.04' KB 4700'-4711' KB 2-3-94: By Westem w/500 gals
Cementedw/110 sxs Hilift& 15% HCL&672 gals 2% KCLwtr.
290 sxs Class "G" ATP2000 psi,max2400 psi.
TopofCement@2735' fromCBL ATR3 BPM,max4 BPM.ISIP

1100 psi.
TOC@2735' ->

FRACJOBS

TUBING ' -Ä1 e ,

------ 5015'-5019' KB 16/30 mesh sand w/13,062 gal
2-7/8", J-55, 6.5# 2% KCLwir &500 gals 15% HCL
163 jnis@5053.8' ATP2500 psi,max3050 psi.
SN @2-7/8" x 1.1' (2.25" ID) ATR 29.6 BPM, max29.8 BPM.
Perf.Sub@2-7/8" x 3' ISIP 2600 psi.
MA@2-7/8" x 31.2' s/NC
Total String Length @5089.3' 4700'-4711' KB 2-7-94: ByWestem wf35,720#
SN landed @5064.9' 16/30 mesh sand w/17,398 gals

2% KCLgelledwtr. ATP2500 psi,
max2840 psi. ATR 25 BPM,

SUCKER RODRECORD max25 BPM. ISIP 2000 psi,
------ ------ 5 min1T/0 psi, 10 min 1710,
1 - 1 1/4"x 22' Polish Rod 15 min1670 psi.
2 - 3/4" x 8' Pony
201 -3/4" x 25' Plain Rods PERFORATIONRECORD

4700'-11' (2 SPF) RED 1
Pump Size@2-1/2" x 1-1/2"x 16' RWAC !!!!!!!!4865'-72' (1 SPF) RED 5

w/PA plunger 5015'-19' (2 SPF) GREEN 1

<- SN @5064.90' KB

PBTD@5787.54' KB
TD@5850'

£1
BALCRONMONUMENTFEDERAL#34-10J BALCRONOIL
Jonah Unit/Monument Butte Field 6-21-94 As
Lease No. U-017985
SW SE Section10, T9S, R16E WELLBOREDIAGRAM
Duchesne County,Utah

Elev.Gr@5716'
Elev. @ KB5726' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @266.87'
Hole Size@ 12-1/4" ACIDJOBS
Depth landed @274' KB ------------ --------------- ------

Cementedw/150 sxs Class Class "G"& 4865'4872' KB 1-31-94: ByWestem w/500 gals
1/4#Isx Celoflake (SlageOne) 15% HCL&500 gals 2% KCLwtr.
5 BBLSretum. ATP2000 psi,max3000psi.

ATR 2 BPM, max 8.3 BPM. ISIP
1250 psi.

4865'-4872' KB 1-31-94: ByWestem w/500 gals
274' KB --> (StageTwo) 15% HCL&500 gals 2% KCLwtr.

PRODUCTIONCASING ATP 1350 psi,max5000 psi.
------ ------- ATR 2 BPM, max 7.5 BPM. ISIP
5-1/2", K-55, 15.5# 1300 psi.
Length @5836.04'
Depth landed @5832.04' KB 4700'-4711' KB 2-3-94: By Westem w/500 gals
Cementedw/110 sxs Hilift& 15% HCL&672 gals 2% KCLwtr.
290 sxs Class "G" ATP2000 psi,max2400 psi.
TopofCement@2735' fromCBL ATR3 BPM,max4 BPM.ISIP

1100 psi.
TOC@2735' ->

FRACJOBS

TUBING ' -Ä1 e ,

------ 5015'-5019' KB 16/30 mesh sand w/13,062 gal
2-7/8", J-55, 6.5# 2% KCLwir &500 gals 15% HCL
163 jnis@5053.8' ATP2500 psi,max3050 psi.
SN @2-7/8" x 1.1' (2.25" ID) ATR 29.6 BPM, max29.8 BPM.
Perf.Sub@2-7/8" x 3' ISIP 2600 psi.
MA@2-7/8" x 31.2' s/NC
Total String Length @5089.3' 4700'-4711' KB 2-7-94: ByWestem wf35,720#
SN landed @5064.9' 16/30 mesh sand w/17,398 gals

2% KCLgelledwtr. ATP2500 psi,
max2840 psi. ATR 25 BPM,

SUCKER RODRECORD max25 BPM. ISIP 2000 psi,
------ ------ 5 min1T/0 psi, 10 min 1710,
1 - 1 1/4"x 22' Polish Rod 15 min1670 psi.
2 - 3/4" x 8' Pony
201 -3/4" x 25' Plain Rods PERFORATIONRECORD

4700'-11' (2 SPF) RED 1
Pump Size@2-1/2" x 1-1/2"x 16' RWAC !!!!!!!!4865'-72' (1 SPF) RED 5

w/PA plunger 5015'-19' (2 SPF) GREEN 1

<- SN @5064.90' KB

PBTD@5787.54' KB
TD@5850'



BALCRONOtt WEl.L REPORT

WELLNAME: CASTLE PEAK FEDERAL#44-10 DATE: 6-27-94ks
FIELD: Jonah Unit/MonumentButte Fieki

FEDERALLEASE NO.: U-017985 API NO.: 43-013-30630
LOCATION: SE SE Sec.10,T9S,R16E

COUNTYlSTATE: Duchesne County,Utah
WORKINGINTEREST: 1.00 NET REVENUE INT.: 0.825

PRODUCINGFORMATIONGreen River
COMPLETIONDATE: 5/15/82 SPUD DATE: 2/11/82

INFTIALPRODUCTION: 47 STBOPD,14 MCFPD,18 STBWPD RIGRELEASEDATE: 4/13/82
OILAGASPURCHASER: Amoco/Universal OILGRAVfTY: 30 API

PRESENT PROD STATUS: 2 STBOPD, 15 MCFPD BHT:
ELEVATIONS- GROUND: 5696' KB: 5709' (13' KB)

TOTALDEFTH: 6085' KB PLUGBACKTD: 6034' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: K-55 GRADE: K-55
WEIGHT: 24 Ibs WEIGHT: 15.5 lbs
LENGTH: 7 jls@279.47 LENGTN: 159 jls@6067.21'

HOLESIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH t.ANDED: 292' KB DEPTH LANDED: 6077.1' KB
CEMENT DATA: 230 sx,Class H w/2% CaCI, CEMENTDATA: 600 sx ClassG w/additives

1/4#/sx Flocele. Cemented &675 sx 10.0 RFC
to surface. CEMENTTOP AT: 280' from CBL

TUBINGRECORD
---------------- PERFORATIONRECORD

SIZEAGRADE/WT.:2 7/8", N-80, 6.5 lbs -------------- ------ ------

NO.OF JOINTS: 153 jls.@4784' 4856'- 4874' (18) (2 SPF) RED5
TUBINGANCHOR:None 5269'- 5296' (27) (2 SPF) GREEN6

NO.OF JOINTS: NA 5570'- 5580' (10) (2 SPF) BLUE1
SEATING NIPPLE: 2 7/8" x 1.1' 5588'- 5600' (12) (2 SPF) BLUE1

PERF. SUB: None 5856'- 5868' (12) (2 SPF) BLUE4
MUDANCHOR: 2 7/8" x 30'

TOTALSTRINGLENGTN: 4825' KB PROPOSED PERFOHATIONS(4/94)
SN LANDEDAT: 4798' KB ------------ ------------

4702'- 4705' (3') (2 SPF) RED1
5010'-5014'(4') (2SPF) GREEN1

SUCKER ROD RECORD
---------------- ACIDJOBS
1 - 3/4" X 22' Polish Rod --------------- -------- -----

3 - 3/4" x 4' Pony 4856'-4874' KB 1000 gal 7.5% HCIAcid.
2 - 3/4" x 6' Pony 5269'-5296' KB 1000 gal 7.5% HCIAcid.
174 - 3/4" x 25' Plain Rods 5570'-5600' KB 1000 gal 7.5% HCIAcid.
15 - 3/4" x 25' Scm Rods 5856'-5868' KB 1000 gal 7.5% HCIAcid.
1 - 3/4" x 2' Pony

FRACJOBS

PUMP SIZE: 2 1/2" x 1 1/2"x 16' RWBC 4 ' / o I 530 gal
STROKE LENGTH: YF4PSD w/30000#2Œ40 sand &6120#

PUMP SPEED, SPM: 10-20 sand. ATR 10 BPM@ 1800 psi,
PUMPINGUNITSIZE: Luikin 160 (serviced 10-1&92) max 4200 psi. ISIP 3100 psi, 15

S/N 298473N min 2550 psi, 20 min 2400 psi.
Ajax Engine, S/N 79351 ScreenedOut.

5269'-5296' KB 4-26-82 w/ Dowell.32000 gal
LOGS:Dual Induction-SFUGammaRay Log, CementBond/ YF4PSD w/47000# 20-40 sand & 16000#

Variable Density Log, FDC-CNLAGammaRay Log, 10-20 sand. ATR 10 BPM@2150 psi,
Cyberlook,SonicLog, Mud Log. max 2800 psi. ISIP 2750 psi, 15

min 2500 psi, 30 min@2400 psi.
5570'-5600' KB 4-24-82 w/ Dowell. 24000 gal

YF4PSD wf33000#20-40 sand & 12000#
10-20 sand. ATR 10 BPM@ 1450 psi,
max 1750 psi. ISIP 1750 psi, 15
min 1600 psi, 20 min 1600 psi.

5856'-5868' KB 4-23-82 w/ Dowell.20000 gal
YF4PSD wta0000#20-40 sand &8000#
10-20 sand. ATR 10 BPM@2200 psi,
max 2600 psi. ISIP 2450 psi, 15
min 1950 psi, 20 min 1800

BALCRONOtt WEl.L REPORT

WELLNAME: CASTLE PEAK FEDERAL#44-10 DATE: 6-27-94ks
FIELD: Jonah Unit/MonumentButte Fieki

FEDERALLEASE NO.: U-017985 API NO.: 43-013-30630
LOCATION: SE SE Sec.10,T9S,R16E

COUNTYlSTATE: Duchesne County,Utah
WORKINGINTEREST: 1.00 NET REVENUE INT.: 0.825

PRODUCINGFORMATIONGreen River
COMPLETIONDATE: 5/15/82 SPUD DATE: 2/11/82

INFTIALPRODUCTION: 47 STBOPD,14 MCFPD,18 STBWPD RIGRELEASEDATE: 4/13/82
OILAGASPURCHASER: Amoco/Universal OILGRAVfTY: 30 API

PRESENT PROD STATUS: 2 STBOPD, 15 MCFPD BHT:
ELEVATIONS- GROUND: 5696' KB: 5709' (13' KB)

TOTALDEFTH: 6085' KB PLUGBACKTD: 6034' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: K-55 GRADE: K-55
WEIGHT: 24 Ibs WEIGHT: 15.5 lbs
LENGTH: 7 jls@279.47 LENGTN: 159 jls@6067.21'

HOLESIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH t.ANDED: 292' KB DEPTH LANDED: 6077.1' KB
CEMENT DATA: 230 sx,Class H w/2% CaCI, CEMENTDATA: 600 sx ClassG w/additives

1/4#/sx Flocele. Cemented &675 sx 10.0 RFC
to surface. CEMENTTOP AT: 280' from CBL

TUBINGRECORD
---------------- PERFORATIONRECORD

SIZEAGRADE/WT.:2 7/8", N-80, 6.5 lbs -------------- ------ ------

NO.OF JOINTS: 153 jls.@4784' 4856'- 4874' (18) (2 SPF) RED5
TUBINGANCHOR:None 5269'- 5296' (27) (2 SPF) GREEN6

NO.OF JOINTS: NA 5570'- 5580' (10) (2 SPF) BLUE1
SEATING NIPPLE: 2 7/8" x 1.1' 5588'- 5600' (12) (2 SPF) BLUE1

PERF. SUB: None 5856'- 5868' (12) (2 SPF) BLUE4
MUDANCHOR: 2 7/8" x 30'

TOTALSTRINGLENGTN: 4825' KB PROPOSED PERFOHATIONS(4/94)
SN LANDEDAT: 4798' KB ------------ ------------

4702'- 4705' (3') (2 SPF) RED1
5010'-5014'(4') (2SPF) GREEN1

SUCKER ROD RECORD
---------------- ACIDJOBS
1 - 3/4" X 22' Polish Rod --------------- -------- -----

3 - 3/4" x 4' Pony 4856'-4874' KB 1000 gal 7.5% HCIAcid.
2 - 3/4" x 6' Pony 5269'-5296' KB 1000 gal 7.5% HCIAcid.
174 - 3/4" x 25' Plain Rods 5570'-5600' KB 1000 gal 7.5% HCIAcid.
15 - 3/4" x 25' Scm Rods 5856'-5868' KB 1000 gal 7.5% HCIAcid.
1 - 3/4" x 2' Pony

FRACJOBS

PUMP SIZE: 2 1/2" x 1 1/2"x 16' RWBC 4 ' / o I 530 gal
STROKE LENGTH: YF4PSD w/30000#2Œ40 sand &6120#

PUMP SPEED, SPM: 10-20 sand. ATR 10 BPM@ 1800 psi,
PUMPINGUNITSIZE: Luikin 160 (serviced 10-1&92) max 4200 psi. ISIP 3100 psi, 15

S/N 298473N min 2550 psi, 20 min 2400 psi.
Ajax Engine, S/N 79351 ScreenedOut.

5269'-5296' KB 4-26-82 w/ Dowell.32000 gal
LOGS:Dual Induction-SFUGammaRay Log, CementBond/ YF4PSD w/47000# 20-40 sand & 16000#

Variable Density Log, FDC-CNLAGammaRay Log, 10-20 sand. ATR 10 BPM@2150 psi,
Cyberlook,SonicLog, Mud Log. max 2800 psi. ISIP 2750 psi, 15

min 2500 psi, 30 min@2400 psi.
5570'-5600' KB 4-24-82 w/ Dowell. 24000 gal

YF4PSD wf33000#20-40 sand & 12000#
10-20 sand. ATR 10 BPM@ 1450 psi,
max 1750 psi. ISIP 1750 psi, 15
min 1600 psi, 20 min 1600 psi.

5856'-5868' KB 4-23-82 w/ Dowell.20000 gal
YF4PSD wta0000#20-40 sand &8000#
10-20 sand. ATR 10 BPM@2200 psi,
max 2600 psi. ISIP 2450 psi, 15
min 1950 psi, 20 min 1800

BALCRONOtt WEl.L REPORT

WELLNAME: CASTLE PEAK FEDERAL#44-10 DATE: 6-27-94ks
FIELD: Jonah Unit/MonumentButte Fieki

FEDERALLEASE NO.: U-017985 API NO.: 43-013-30630
LOCATION: SE SE Sec.10,T9S,R16E

COUNTYlSTATE: Duchesne County,Utah
WORKINGINTEREST: 1.00 NET REVENUE INT.: 0.825

PRODUCINGFORMATIONGreen River
COMPLETIONDATE: 5/15/82 SPUD DATE: 2/11/82

INFTIALPRODUCTION: 47 STBOPD,14 MCFPD,18 STBWPD RIGRELEASEDATE: 4/13/82
OILAGASPURCHASER: Amoco/Universal OILGRAVfTY: 30 API

PRESENT PROD STATUS: 2 STBOPD, 15 MCFPD BHT:
ELEVATIONS- GROUND: 5696' KB: 5709' (13' KB)

TOTALDEFTH: 6085' KB PLUGBACKTD: 6034' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: K-55 GRADE: K-55
WEIGHT: 24 Ibs WEIGHT: 15.5 lbs
LENGTH: 7 jls@279.47 LENGTN: 159 jls@6067.21'

HOLESIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH t.ANDED: 292' KB DEPTH LANDED: 6077.1' KB
CEMENT DATA: 230 sx,Class H w/2% CaCI, CEMENTDATA: 600 sx ClassG w/additives

1/4#/sx Flocele. Cemented &675 sx 10.0 RFC
to surface. CEMENTTOP AT: 280' from CBL

TUBINGRECORD
---------------- PERFORATIONRECORD

SIZEAGRADE/WT.:2 7/8", N-80, 6.5 lbs -------------- ------ ------

NO.OF JOINTS: 153 jls.@4784' 4856'- 4874' (18) (2 SPF) RED5
TUBINGANCHOR:None 5269'- 5296' (27) (2 SPF) GREEN6

NO.OF JOINTS: NA 5570'- 5580' (10) (2 SPF) BLUE1
SEATING NIPPLE: 2 7/8" x 1.1' 5588'- 5600' (12) (2 SPF) BLUE1

PERF. SUB: None 5856'- 5868' (12) (2 SPF) BLUE4
MUDANCHOR: 2 7/8" x 30'

TOTALSTRINGLENGTN: 4825' KB PROPOSED PERFOHATIONS(4/94)
SN LANDEDAT: 4798' KB ------------ ------------

4702'- 4705' (3') (2 SPF) RED1
5010'-5014'(4') (2SPF) GREEN1

SUCKER ROD RECORD
---------------- ACIDJOBS
1 - 3/4" X 22' Polish Rod --------------- -------- -----

3 - 3/4" x 4' Pony 4856'-4874' KB 1000 gal 7.5% HCIAcid.
2 - 3/4" x 6' Pony 5269'-5296' KB 1000 gal 7.5% HCIAcid.
174 - 3/4" x 25' Plain Rods 5570'-5600' KB 1000 gal 7.5% HCIAcid.
15 - 3/4" x 25' Scm Rods 5856'-5868' KB 1000 gal 7.5% HCIAcid.
1 - 3/4" x 2' Pony

FRACJOBS

PUMP SIZE: 2 1/2" x 1 1/2"x 16' RWBC 4 ' / o I 530 gal
STROKE LENGTH: YF4PSD w/30000#2Œ40 sand &6120#

PUMP SPEED, SPM: 10-20 sand. ATR 10 BPM@ 1800 psi,
PUMPINGUNITSIZE: Luikin 160 (serviced 10-1&92) max 4200 psi. ISIP 3100 psi, 15

S/N 298473N min 2550 psi, 20 min 2400 psi.
Ajax Engine, S/N 79351 ScreenedOut.

5269'-5296' KB 4-26-82 w/ Dowell.32000 gal
LOGS:Dual Induction-SFUGammaRay Log, CementBond/ YF4PSD w/47000# 20-40 sand & 16000#

Variable Density Log, FDC-CNLAGammaRay Log, 10-20 sand. ATR 10 BPM@2150 psi,
Cyberlook,SonicLog, Mud Log. max 2800 psi. ISIP 2750 psi, 15

min 2500 psi, 30 min@2400 psi.
5570'-5600' KB 4-24-82 w/ Dowell. 24000 gal

YF4PSD wf33000#20-40 sand & 12000#
10-20 sand. ATR 10 BPM@ 1450 psi,
max 1750 psi. ISIP 1750 psi, 15
min 1600 psi, 20 min 1600 psi.

5856'-5868' KB 4-23-82 w/ Dowell.20000 gal
YF4PSD wta0000#20-40 sand &8000#
10-20 sand. ATR 10 BPM@2200 psi,
max 2600 psi. ISIP 2450 psi, 15
min 1950 psi, 20 min 1800



CASTLE PEAKFEDERAL#44-10 BALCRONOIL
Jonah Unit/Monument Butte Field 6-27-94/ks
Lease No. U-017985
SE SE Sec. 10,T9S,R16E Welhore Diagem
Duchesne Co., Ulah

Elev GL @5696'
Elev KB@5709' (13' KB)

SURFACE CASING

8 5/8", 24#, K-55 ACIDJOBS
7 jts@ 279.47' -------------- ------- -------

Landed @292' KB 4856'-4874' KB 1000 gal 7.5% HCIAcid.
Hole Size@ 12 1/4" 5269'-5296' KB 1000 gal 7.5% HCIAcid.
Cemented w/230 sx Class H w/ 2% 5570'-5600' KB 1000 gal 7.5% HCIAcid.

CaCI, 1/4#Isx Flocele. Cemented 5856'-5888' KB 1000 gal 7.5% HCIAcid.
to surface.

TOC@280' -- >

FRACJOBS
292' KB -> --------------- -------- -------

PRODUCTIONCASING 4856'-4874' KB 4 29 82 w/ Dowell.19530 gal
---------------- YF4PSD w/30000#20-40 sand &6120#
5 1/2", 15.5#, K-55 10-20 sand. ATR 10 BPM@ 1800 psi,
159 jlsTS@ 60T7.21' max 4200 psi. ISIP 3100 psi, 15
Landed @6077 KB min 2550 psi, 20 min 2400 psi.
Hole Size @7 7/8" Screened Out.
CementedwÆ00 sx Class G w/ 5269'-5296' KB +2&82 w/ Dowell.32000 gal
additives&675 sx 10.0 RFC YF4PSD w/47000#20-40 sand & 16000#

CementTop @280' from CBL 10-20 sand. ATR 10 BPM@2150 psi,
max 2800 psi. ISIP 2750 psi, 15
min 2500 psi,30 min @2400 psi.

5570'-5600' KB 4-24-82 w/ Dowell. 24000 gal
TUBING YF4PSD wß3000#20-40 sand & 12000#
------------ 10-20 sand. ATR 10 BPM@ 1450 psi,
2 7Æ",6.4#, N-80 max 1750 psi. ISIP 1750 psi, 15
153 jts.@4784' min 1600 psi, 20 min 1600 psi.
SN - 2 7Æ"x 1.1' 5856'-5868' KB 4-23-82 w/ Dowell.20000 gal
Mud Anchor - 2 7Æ"x 30' YF4PSD wß0000#20-40 sand &8000#
Total String Length - 4825' KB 10-20 sand. ATR 10 BPM @2200 psi,
SN Landed At4798' KB max2600 psi. ISIP 2450 psi, 15

min 1950 psi, 20 min 1800 psi.
SUCKER ROD RECORD SN Landed @4798' KB ->

1 - 3/4" X 22' Polish Rod
3 - 3/4" x 4' Pony
2 - 3/4" x 6' Pony PERFORATIONRECORD
174 - 3/4" x 25' Plain Rods ------- ------- ------ --------

15 - 3/4" x 25' Scrapered Rods 4856'-4874' (18') (2 SPF) RED5
1 - 3/4" x 2' Pony 5269'-5296' (27') (2 SPF) GREEN6

5570'-5580' (10') (2 SPF) BLUE1
PUMP SIZE: 2 1/2" x 1 1/2" x 16' RWBC 5588'-5600' (12') (2 SPF) BLUE1

STROKE LENGTH: 5856'-5868' (12') (2 SPF) BLUE4
PUMP SPEED, SPM:

PUMPINGUNiTSIZE: Luikin 160 (serviced 10-16-92) PROPOSED PERFORATIONS (4/94)
S/N 298473N PBE @6034' KB ------- ----- ----- ------

Ajax Engine, S/N 79351 TD @6085' KB 4702'- 4705' (3') (2 SPF) RED1
5010'- 5014' (4') (2 SPF)

CASTLE PEAKFEDERAL#44-10 BALCRONOIL
Jonah Unit/Monument Butte Field 6-27-94/ks
Lease No. U-017985
SE SE Sec. 10,T9S,R16E Welhore Diagem
Duchesne Co., Ulah

Elev GL @5696'
Elev KB@5709' (13' KB)

SURFACE CASING

8 5/8", 24#, K-55 ACIDJOBS
7 jts@ 279.47' -------------- ------- -------

Landed @292' KB 4856'-4874' KB 1000 gal 7.5% HCIAcid.
Hole Size@ 12 1/4" 5269'-5296' KB 1000 gal 7.5% HCIAcid.
Cemented w/230 sx Class H w/ 2% 5570'-5600' KB 1000 gal 7.5% HCIAcid.

CaCI, 1/4#Isx Flocele. Cemented 5856'-5888' KB 1000 gal 7.5% HCIAcid.
to surface.

TOC@280' -- >

FRACJOBS
292' KB -> --------------- -------- -------

PRODUCTIONCASING 4856'-4874' KB 4 29 82 w/ Dowell.19530 gal
---------------- YF4PSD w/30000#20-40 sand &6120#
5 1/2", 15.5#, K-55 10-20 sand. ATR 10 BPM@ 1800 psi,
159 jlsTS@ 60T7.21' max 4200 psi. ISIP 3100 psi, 15
Landed @6077 KB min 2550 psi, 20 min 2400 psi.
Hole Size @7 7/8" Screened Out.
CementedwÆ00 sx Class G w/ 5269'-5296' KB +2&82 w/ Dowell.32000 gal
additives&675 sx 10.0 RFC YF4PSD w/47000#20-40 sand & 16000#

CementTop @280' from CBL 10-20 sand. ATR 10 BPM@2150 psi,
max 2800 psi. ISIP 2750 psi, 15
min 2500 psi,30 min @2400 psi.

5570'-5600' KB 4-24-82 w/ Dowell. 24000 gal
TUBING YF4PSD wß3000#20-40 sand & 12000#
------------ 10-20 sand. ATR 10 BPM@ 1450 psi,
2 7Æ",6.4#, N-80 max 1750 psi. ISIP 1750 psi, 15
153 jts.@4784' min 1600 psi, 20 min 1600 psi.
SN - 2 7Æ"x 1.1' 5856'-5868' KB 4-23-82 w/ Dowell.20000 gal
Mud Anchor - 2 7Æ"x 30' YF4PSD wß0000#20-40 sand &8000#
Total String Length - 4825' KB 10-20 sand. ATR 10 BPM @2200 psi,
SN Landed At4798' KB max2600 psi. ISIP 2450 psi, 15

min 1950 psi, 20 min 1800 psi.
SUCKER ROD RECORD SN Landed @4798' KB ->

1 - 3/4" X 22' Polish Rod
3 - 3/4" x 4' Pony
2 - 3/4" x 6' Pony PERFORATIONRECORD
174 - 3/4" x 25' Plain Rods ------- ------- ------ --------

15 - 3/4" x 25' Scrapered Rods 4856'-4874' (18') (2 SPF) RED5
1 - 3/4" x 2' Pony 5269'-5296' (27') (2 SPF) GREEN6

5570'-5580' (10') (2 SPF) BLUE1
PUMP SIZE: 2 1/2" x 1 1/2" x 16' RWBC 5588'-5600' (12') (2 SPF) BLUE1

STROKE LENGTH: 5856'-5868' (12') (2 SPF) BLUE4
PUMP SPEED, SPM:

PUMPINGUNiTSIZE: Luikin 160 (serviced 10-16-92) PROPOSED PERFORATIONS (4/94)
S/N 298473N PBE @6034' KB ------- ----- ----- ------

Ajax Engine, S/N 79351 TD @6085' KB 4702'- 4705' (3') (2 SPF) RED1
5010'- 5014' (4') (2 SPF)

CASTLE PEAKFEDERAL#44-10 BALCRONOIL
Jonah Unit/Monument Butte Field 6-27-94/ks
Lease No. U-017985
SE SE Sec. 10,T9S,R16E Welhore Diagem
Duchesne Co., Ulah

Elev GL @5696'
Elev KB@5709' (13' KB)

SURFACE CASING

8 5/8", 24#, K-55 ACIDJOBS
7 jts@ 279.47' -------------- ------- -------

Landed @292' KB 4856'-4874' KB 1000 gal 7.5% HCIAcid.
Hole Size@ 12 1/4" 5269'-5296' KB 1000 gal 7.5% HCIAcid.
Cemented w/230 sx Class H w/ 2% 5570'-5600' KB 1000 gal 7.5% HCIAcid.

CaCI, 1/4#Isx Flocele. Cemented 5856'-5888' KB 1000 gal 7.5% HCIAcid.
to surface.

TOC@280' -- >

FRACJOBS
292' KB -> --------------- -------- -------

PRODUCTIONCASING 4856'-4874' KB 4 29 82 w/ Dowell.19530 gal
---------------- YF4PSD w/30000#20-40 sand &6120#
5 1/2", 15.5#, K-55 10-20 sand. ATR 10 BPM@ 1800 psi,
159 jlsTS@ 60T7.21' max 4200 psi. ISIP 3100 psi, 15
Landed @6077 KB min 2550 psi, 20 min 2400 psi.
Hole Size @7 7/8" Screened Out.
CementedwÆ00 sx Class G w/ 5269'-5296' KB +2&82 w/ Dowell.32000 gal
additives&675 sx 10.0 RFC YF4PSD w/47000#20-40 sand & 16000#

CementTop @280' from CBL 10-20 sand. ATR 10 BPM@2150 psi,
max 2800 psi. ISIP 2750 psi, 15
min 2500 psi,30 min @2400 psi.

5570'-5600' KB 4-24-82 w/ Dowell. 24000 gal
TUBING YF4PSD wß3000#20-40 sand & 12000#
------------ 10-20 sand. ATR 10 BPM@ 1450 psi,
2 7Æ",6.4#, N-80 max 1750 psi. ISIP 1750 psi, 15
153 jts.@4784' min 1600 psi, 20 min 1600 psi.
SN - 2 7Æ"x 1.1' 5856'-5868' KB 4-23-82 w/ Dowell.20000 gal
Mud Anchor - 2 7Æ"x 30' YF4PSD wß0000#20-40 sand &8000#
Total String Length - 4825' KB 10-20 sand. ATR 10 BPM @2200 psi,
SN Landed At4798' KB max2600 psi. ISIP 2450 psi, 15

min 1950 psi, 20 min 1800 psi.
SUCKER ROD RECORD SN Landed @4798' KB ->

1 - 3/4" X 22' Polish Rod
3 - 3/4" x 4' Pony
2 - 3/4" x 6' Pony PERFORATIONRECORD
174 - 3/4" x 25' Plain Rods ------- ------- ------ --------

15 - 3/4" x 25' Scrapered Rods 4856'-4874' (18') (2 SPF) RED5
1 - 3/4" x 2' Pony 5269'-5296' (27') (2 SPF) GREEN6

5570'-5580' (10') (2 SPF) BLUE1
PUMP SIZE: 2 1/2" x 1 1/2" x 16' RWBC 5588'-5600' (12') (2 SPF) BLUE1

STROKE LENGTH: 5856'-5868' (12') (2 SPF) BLUE4
PUMP SPEED, SPM:

PUMPINGUNiTSIZE: Luikin 160 (serviced 10-16-92) PROPOSED PERFORATIONS (4/94)
S/N 298473N PBE @6034' KB ------- ----- ----- ------

Ajax Engine, S/N 79351 TD @6085' KB 4702'- 4705' (3') (2 SPF) RED1
5010'- 5014' (4') (2 SPF)



BALORONOIL WELLBEPORT

WELLNAME: BALCRONMONUMEhiTFEDERAL#12-11J DATE:6-22-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43-013-31417
LOCATION:SW NW Section11, T9S, R16E

COUNTY/STATE: Duchesne County,UT
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATION: Green River 0.66359285 Gas
COMPLETIONDATE: 2-2-94 SPUD DATE: 12-16-93

INITIALPRODUCTION: 17 STEOPD, 100 MSCFPD, OSTBWPD RIGRELEASEDATE: 1-16-94
OIIJGASPURCHASER: OILGRAVf!Y: 34 API

PRESEhfT PROD STATUS: Producing oilwell BHT: 134 Deg.F
ELEVATIONS- GROUND: 5625' KB: 5635 (10' KB)

TOTALDEPTH: 5751' KB PUJGBACKTD: 5325'KB(CIBP)

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8-5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 6 jts@263.6' LENGTH: 5739'

HOLE SIZE: 12-1/4" HOLESIZE: 7-7Æ"
DEPTH LANDED: 271' KB DEPTH LANDED: 5748' KB
CEMENT DATA: 150 sxs Class "G",2% CCL, & CEMENTDATA: 130 sxs Hifill&tail

1/4#lsx CeloRake. Cement w/265 sxs 50-50 POZ
circulatedto surface. CEMENTTOP AT: 1760' (Calculated)wltop

TUBINGRECORD ofgoodbonding@4430'
---------------- from CBL *

SIZFJGRADE/WT: 2-7Æ",J-55, 6.5 #
NO.OFJOINTS: 157 jnts@4832.96' *- CBLMUSTBE RE-RUNFROM2100'-3500'

TUBINGANCHOR:2-1/2" x 5-1/2" x 2.35' WHEN WELLIS REWORKED (AS PER BLM)
NO.OF JOINTS: 7 jnts@213.14'

SEATINGNIPPLE: 2-7/8" x 1.1' (2.25" ID)
PERF. SUB: 2-7Æ"x 3.0'

MUDANCHOR: 2-7Æ"x 30.34' w/NC
TOTALSTRINGLENGTH: 5093.09' KB PERFORATIONRECORD

SN LANDEDAT: 5059.55'KB --------------- ------

4890'-95' (2 SPF) RED5
4984'-91' (2 SPF) GREEN 1

SUCKER RODRECORD 5025'-28' (2 SPF) GREEN 1
----------------- 5340'44' (2 SPF) GREEN6 **

1 - 1-1/4"x 22' Polish Rod SM 5347'-51' (2 SPF) GREEN 6 **

1 - 3/4" x 4' Pony
1 - 3/4"x 6' Pony ** These zones have notbeen frac'd -

201 - 3/4" x 25' Plain D-61 Rods acidbreakdownonly.Currently
isolated by CIBP @5325' KB.

PUMP SIZE: 2-1/2" x 1-172"x 16' RWAC
w/PA Plunger, Pump #1034
(Trico) LOGS: Dual Laterolog Micro-SFL;

STROKELENGTH:88" CompensatedNeutron/Litho-Density;
PUMP SPEED, SPM: 3 SPM Mud Log;CementBond/Gamma-Ray

PUMPINGUNITSIZE: LufkinLM228D-213-86T &CollarLog
S/N B129378A525033
Ajax engineE-42, S/N 55060
Two Natco 12' x 20' steel
tanks,S/N's76002095-01
&

BALORONOIL WELLBEPORT

WELLNAME: BALCRONMONUMEhiTFEDERAL#12-11J DATE:6-22-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43-013-31417
LOCATION:SW NW Section11, T9S, R16E

COUNTY/STATE: Duchesne County,UT
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATION: Green River 0.66359285 Gas
COMPLETIONDATE: 2-2-94 SPUD DATE: 12-16-93

INITIALPRODUCTION: 17 STEOPD, 100 MSCFPD, OSTBWPD RIGRELEASEDATE: 1-16-94
OIIJGASPURCHASER: OILGRAVf!Y: 34 API

PRESEhfT PROD STATUS: Producing oilwell BHT: 134 Deg.F
ELEVATIONS- GROUND: 5625' KB: 5635 (10' KB)

TOTALDEPTH: 5751' KB PUJGBACKTD: 5325'KB(CIBP)

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8-5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 6 jts@263.6' LENGTH: 5739'

HOLE SIZE: 12-1/4" HOLESIZE: 7-7Æ"
DEPTH LANDED: 271' KB DEPTH LANDED: 5748' KB
CEMENT DATA: 150 sxs Class "G",2% CCL, & CEMENTDATA: 130 sxs Hifill&tail

1/4#lsx CeloRake. Cement w/265 sxs 50-50 POZ
circulatedto surface. CEMENTTOP AT: 1760' (Calculated)wltop

TUBINGRECORD ofgoodbonding@4430'
---------------- from CBL *

SIZFJGRADE/WT: 2-7Æ",J-55, 6.5 #
NO.OFJOINTS: 157 jnts@4832.96' *- CBLMUSTBE RE-RUNFROM2100'-3500'

TUBINGANCHOR:2-1/2" x 5-1/2" x 2.35' WHEN WELLIS REWORKED (AS PER BLM)
NO.OF JOINTS: 7 jnts@213.14'

SEATINGNIPPLE: 2-7/8" x 1.1' (2.25" ID)
PERF. SUB: 2-7Æ"x 3.0'

MUDANCHOR: 2-7Æ"x 30.34' w/NC
TOTALSTRINGLENGTH: 5093.09' KB PERFORATIONRECORD

SN LANDEDAT: 5059.55'KB --------------- ------

4890'-95' (2 SPF) RED5
4984'-91' (2 SPF) GREEN 1

SUCKER RODRECORD 5025'-28' (2 SPF) GREEN 1
----------------- 5340'44' (2 SPF) GREEN6 **

1 - 1-1/4"x 22' Polish Rod SM 5347'-51' (2 SPF) GREEN 6 **

1 - 3/4" x 4' Pony
1 - 3/4"x 6' Pony ** These zones have notbeen frac'd -

201 - 3/4" x 25' Plain D-61 Rods acidbreakdownonly.Currently
isolated by CIBP @5325' KB.

PUMP SIZE: 2-1/2" x 1-172"x 16' RWAC
w/PA Plunger, Pump #1034
(Trico) LOGS: Dual Laterolog Micro-SFL;

STROKELENGTH:88" CompensatedNeutron/Litho-Density;
PUMP SPEED, SPM: 3 SPM Mud Log;CementBond/Gamma-Ray

PUMPINGUNITSIZE: LufkinLM228D-213-86T &CollarLog
S/N B129378A525033
Ajax engineE-42, S/N 55060
Two Natco 12' x 20' steel
tanks,S/N's76002095-01
&
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ELEVATIONS- GROUND: 5625' KB: 5635 (10' KB)

TOTALDEPTH: 5751' KB PUJGBACKTD: 5325'KB(CIBP)

SURFACE CASING PRODUCTIONCASING
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GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 6 jts@263.6' LENGTH: 5739'
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DEPTH LANDED: 271' KB DEPTH LANDED: 5748' KB
CEMENT DATA: 150 sxs Class "G",2% CCL, & CEMENTDATA: 130 sxs Hifill&tail

1/4#lsx CeloRake. Cement w/265 sxs 50-50 POZ
circulatedto surface. CEMENTTOP AT: 1760' (Calculated)wltop

TUBINGRECORD ofgoodbonding@4430'
---------------- from CBL *

SIZFJGRADE/WT: 2-7Æ",J-55, 6.5 #
NO.OFJOINTS: 157 jnts@4832.96' *- CBLMUSTBE RE-RUNFROM2100'-3500'
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4984'-91' (2 SPF) GREEN 1

SUCKER RODRECORD 5025'-28' (2 SPF) GREEN 1
----------------- 5340'44' (2 SPF) GREEN6 **

1 - 1-1/4"x 22' Polish Rod SM 5347'-51' (2 SPF) GREEN 6 **

1 - 3/4" x 4' Pony
1 - 3/4"x 6' Pony ** These zones have notbeen frac'd -

201 - 3/4" x 25' Plain D-61 Rods acidbreakdownonly.Currently
isolated by CIBP @5325' KB.

PUMP SIZE: 2-1/2" x 1-172"x 16' RWAC
w/PA Plunger, Pump #1034
(Trico) LOGS: Dual Laterolog Micro-SFL;

STROKELENGTH:88" CompensatedNeutron/Litho-Density;
PUMP SPEED, SPM: 3 SPM Mud Log;CementBond/Gamma-Ray

PUMPINGUNITSIZE: LufkinLM228D-213-86T &CollarLog
S/N B129378A525033
Ajax engineE-42, S/N 55060
Two Natco 12' x 20' steel
tanks,S/N's76002095-01
&



BALCRONMONUMENTFEDERAL#12-11J BALCRONOIL
Jonah Unit/Monument Butte Field 6-22-94 /ks
Lease No. U-096550
SW NW Section11, TSS,R16E WELLBOREDIAGRAM
Duchesne County,UT

Elev. GL @5625'
Elev. KB@5635' (10' KB) ACIDJOBS

SURFAŒ CASING 5340'-5351' KB - 1-19-94: ByWestem w/1000 gals
------ ------ 15% HCI&336 gals 2% KCLwtr.
8-5/8", 24#, J-55 271' KB -> ATP 2300 psi,max4000 psi.
Length @263.6' ATR 3 BPM, max 3.6 BPM. ISIP
Hole size @ 12-1/4" 2100 psi,5 min1800 psi, 10 min
Depth landed @271' KB 1800 psi, 15 min1800 psi.
Cementedw/150 sxs Class "G",2% CCL,

& 1/4#lsx Celoflake 5025'-5028' KB - 1-20-94: By Westem w/500 gals
4-5 BBLScementcirculatedtopit. 15% HCL.

4890'-4895' KB- 1-24-94: WyWestemw/500 gals
PRODUCTIONCASING 15% HCL&630 gals 2% KCLwtr.
------ ------- ATP 1600 psi,max 1850 psi.
5-1/2", 15.5#, K-55 ATR2.4 BPM, max2.6 BPM.
Length @5739 ISIP 1000 psi.
Hole size @7-7/8"
Depthlanded@5748' KB
Cemented w/130 sxs Hifill& FRACJOBS

tailw/265 sxs 50-50 POZ --------------- ---------- -----

TOC@4430' from CBL* 4984'-5028' KB - 1-21-94: ByWestem w/28,620# 16/30
*CalculatedTOC@ 1760' - mesh sand w/14,914 gals 2% KCLgelled

TUBING (Top ofgood wtr. ATP 2300 psi, max 2350 psi.
----- bonding @4430' ATR 28 BPM, max 30.1 BPM. ISIP
2-7/8", 6.5#, J-55 from CBL) 1600 psi, 5 min1330 psi, 10 min
157 jnts@4832.96' 1200 psi, 15 min1140 psi.
TA@2-1/2" x 5-1/2" x 2.35'
7 jnis@213.14' 4890'-4895' KB - 1-24-94: ByWestern w/15,300#16/30
SN @2-7/8" x 1.1' (2.25" ID) mesh sand w/4,872 gals 2% KCLgelled
Perf.Sub @2-7/8" x 3.2' wIr.ATP 2300 psi,max3000 psi.ATR
MA@2-7/8" x 30.34' w/NC 19.5 BPM, max 28.5 BPM. Screened Out.
Total string length @ 5093.09' PERFORATIONRECORD
SN landed @5059.55' KB ------------- --------- -----

4890'-95' (5') (2 SPF) RED 5
4984'-91' (7')(2SPF) GREEN1

ROD STRING 5025'-28' (3') (2 SPF) GREEN 1
------- 5340'-44' (4') (2 SPF) GREEN 6 **

1 - 1-1/4"x 22' Polish Rod SM 5347'-51' (4') (2 SPF) GREEN 6 **

1 - 3/4" x 4' Pony
1 - 3/4" x 6' Pony " These zones have notbeen frac'd - acidbrealdown only.
201 - 3/4" x 25' Plain D-61 Rods Currentlyisolated by CIBP.

<-- SN @5059.55'KB.

Pump size @2-1/2" x 1-1/2"x 16' RWAC <---CIBP @5325' KB

Strokelength @88",3 SPM

Lufkin LM228D-213-86T
S/NB129 w/PAplunger,Pump #1034 PBTD@5703' KB
Ajax engineE-42,S/N 55060 TD @5751' KB
Two Natco 12' x 20' steel
tanks, S/N's 7600209501
&

BALCRONMONUMENTFEDERAL#12-11J BALCRONOIL
Jonah Unit/Monument Butte Field 6-22-94 /ks
Lease No. U-096550
SW NW Section11, TSS,R16E WELLBOREDIAGRAM
Duchesne County,UT
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Hole size @ 12-1/4" 2100 psi,5 min1800 psi, 10 min
Depth landed @271' KB 1800 psi, 15 min1800 psi.
Cementedw/150 sxs Class "G",2% CCL,
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PRODUCTIONCASING 15% HCL&630 gals 2% KCLwtr.
------ ------- ATP 1600 psi,max 1850 psi.
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*CalculatedTOC@ 1760' - mesh sand w/14,914 gals 2% KCLgelled
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----- bonding @4430' ATR 28 BPM, max 30.1 BPM. ISIP
2-7/8", 6.5#, J-55 from CBL) 1600 psi, 5 min1330 psi, 10 min
157 jnts@4832.96' 1200 psi, 15 min1140 psi.
TA@2-1/2" x 5-1/2" x 2.35'
7 jnis@213.14' 4890'-4895' KB - 1-24-94: ByWestern w/15,300#16/30
SN @2-7/8" x 1.1' (2.25" ID) mesh sand w/4,872 gals 2% KCLgelled
Perf.Sub @2-7/8" x 3.2' wIr.ATP 2300 psi,max3000 psi.ATR
MA@2-7/8" x 30.34' w/NC 19.5 BPM, max 28.5 BPM. Screened Out.
Total string length @ 5093.09' PERFORATIONRECORD
SN landed @5059.55' KB ------------- --------- -----

4890'-95' (5') (2 SPF) RED 5
4984'-91' (7')(2SPF) GREEN1

ROD STRING 5025'-28' (3') (2 SPF) GREEN 1
------- 5340'-44' (4') (2 SPF) GREEN 6 **

1 - 1-1/4"x 22' Polish Rod SM 5347'-51' (4') (2 SPF) GREEN 6 **

1 - 3/4" x 4' Pony
1 - 3/4" x 6' Pony " These zones have notbeen frac'd - acidbrealdown only.
201 - 3/4" x 25' Plain D-61 Rods Currentlyisolated by CIBP.

<-- SN @5059.55'KB.

Pump size @2-1/2" x 1-1/2"x 16' RWAC <---CIBP @5325' KB

Strokelength @88",3 SPM

Lufkin LM228D-213-86T
S/NB129 w/PAplunger,Pump #1034 PBTD@5703' KB
Ajax engineE-42,S/N 55060 TD @5751' KB
Two Natco 12' x 20' steel
tanks, S/N's 7600209501
&

BALCRONMONUMENTFEDERAL#12-11J BALCRONOIL
Jonah Unit/Monument Butte Field 6-22-94 /ks
Lease No. U-096550
SW NW Section11, TSS,R16E WELLBOREDIAGRAM
Duchesne County,UT

Elev. GL @5625'
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Depth landed @271' KB 1800 psi, 15 min1800 psi.
Cementedw/150 sxs Class "G",2% CCL,

& 1/4#lsx Celoflake 5025'-5028' KB - 1-20-94: By Westem w/500 gals
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4890'-4895' KB- 1-24-94: WyWestemw/500 gals
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------ ------- ATP 1600 psi,max 1850 psi.
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*CalculatedTOC@ 1760' - mesh sand w/14,914 gals 2% KCLgelled
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7 jnis@213.14' 4890'-4895' KB - 1-24-94: ByWestern w/15,300#16/30
SN @2-7/8" x 1.1' (2.25" ID) mesh sand w/4,872 gals 2% KCLgelled
Perf.Sub @2-7/8" x 3.2' wIr.ATP 2300 psi,max3000 psi.ATR
MA@2-7/8" x 30.34' w/NC 19.5 BPM, max 28.5 BPM. Screened Out.
Total string length @ 5093.09' PERFORATIONRECORD
SN landed @5059.55' KB ------------- --------- -----
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4984'-91' (7')(2SPF) GREEN1

ROD STRING 5025'-28' (3') (2 SPF) GREEN 1
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1 - 3/4" x 4' Pony
1 - 3/4" x 6' Pony " These zones have notbeen frac'd - acidbrealdown only.
201 - 3/4" x 25' Plain D-61 Rods Currentlyisolated by CIBP.
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Pump size @2-1/2" x 1-1/2"x 16' RWAC <---CIBP @5325' KB

Strokelength @88",3 SPM

Lufkin LM228D-213-86T
S/NB129 w/PAplunger,Pump #1034 PBTD@5703' KB
Ajax engineE-42,S/N 55060 TD @5751' KB
Two Natco 12' x 20' steel
tanks, S/N's 7600209501
&



BALCRONOIL WELLREPORT

WELLNAME: WALTONFEDERAL#4-11 DATE: 6-27-94As
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43-013-15795

LOCATION: SE NW Sec.11,T9S,R16E
COUNTY/STATE: Duchesne County,Ulah

WORKINGINTEREST: 1.00 NET REVENUEINT.: Oil-0.913

PRODUCINGFORMATION: Green River Gas - 0.825
COMPŒTION DATE: 1/18Æ5 SPUD DATE: 11/27Æ4

INITIALPRODUCTION: 155 STBOPD, 40 MCFPD, 0 STBWPD RIGRELEASEDATE: 12/26Æ4
OIUGASPURCHASER: Amoco/Universal OILGRAVITY: 34 API

PRESENT PROD STATUS: 10 STBOPD, 39 MCFPD BHT:
EŒVATIONS- GROUND: 5605' KB: 5615' (10' KB)

TOTALDEPTH: 5300' KB PLUGBACKTD: 5284' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 9 5/8" SIZE: 5 1/2"

GRADE: J-55 GRADE:J-55
WEIGHT: 32.2 lbs. WEIGHT: 15.5 lbs.
LENGTH: 6 jts. @ 193' LENGTH: 176 jis.@5274'

HOLE SIZE: 12 14/" HOLE SIZE: 7 7/8"
DEPTH LANDED: 203' KB DEPTH LANDED: 5284' KB
CEMENT DATA: 200 sx CEMENTDATA: 300 sx

CEMENTTOPAT: Unknown
TUBINGRECORD
--------------- PERFORATIONRECORD

SIZE/GRADE/WT.: 2 7/8", J-55, 6.4 Ibs. --------------- ------- ------

NO.OF JOINTS: Unknown 4752' (1') (3 SPF) RED1
TUBINGANCHOR: None 4905' (1') (3 SPF) RED5

NO.OF JOINTS: NA 4910' (1') (3 SPF) RED5
SEATINGNIPPLE: NA 5027 (1') (3 SPF) GREEN1

PERF. SUB: NA 5032' (1') (3 SPF) GREEN1
MUDANCHOR: NA 5216' (1') (3 SPF) GREEN4

TOTALSTRINGLENGTH: NA
SN LANDEDAT: NA

ACIDJOBS
SUCKERRODRECORD ---------------- ------ ------

------------ 5027-5216' KB Spotted250 gal mudacid.
1 - 1 4" x 16' Polished Rod 4752'-4910' KB 1000 gal 7.5% mudacid.
2 - 3/4" x 4' Subs
2 - 3/4" x 6' SLb5
206 - 3/4" x 25' Rods FRACJOBS

PUMP SIZE: 2 1/2"x 1 1/4"x 16' RHAC 4752'-4910' KB 12-28-64 w/17500 gal Ashley Valley
crudew/16000 lbs 20-40 mesh sand &

STROKE LENGTH: 1800 gal oilw/900 lbs glass beads.
PUMP SPEED, SPM: InjectionRate @37 BPM @3500 psi.

PUMPINGUNITSIZE: Cabot 114 (serviced10-15-92)
Ajax Motor 5027-5216' KB 12-28-64 w/16800 galAshleyValley

crudew/17750 lbs20-40 mesh sand &
4200 galoilw/2000 lbsglass beads.
InjectionRate& 18.7 BPM@4000
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SIZE/GRADE/WT.: 2 7/8", J-55, 6.4 Ibs. --------------- ------- ------

NO.OF JOINTS: Unknown 4752' (1') (3 SPF) RED1
TUBINGANCHOR: None 4905' (1') (3 SPF) RED5

NO.OF JOINTS: NA 4910' (1') (3 SPF) RED5
SEATINGNIPPLE: NA 5027 (1') (3 SPF) GREEN1

PERF. SUB: NA 5032' (1') (3 SPF) GREEN1
MUDANCHOR: NA 5216' (1') (3 SPF) GREEN4

TOTALSTRINGLENGTH: NA
SN LANDEDAT: NA

ACIDJOBS
SUCKERRODRECORD ---------------- ------ ------

------------ 5027-5216' KB Spotted250 gal mudacid.
1 - 1 4" x 16' Polished Rod 4752'-4910' KB 1000 gal 7.5% mudacid.
2 - 3/4" x 4' Subs
2 - 3/4" x 6' SLb5
206 - 3/4" x 25' Rods FRACJOBS

PUMP SIZE: 2 1/2"x 1 1/4"x 16' RHAC 4752'-4910' KB 12-28-64 w/17500 gal Ashley Valley
crudew/16000 lbs 20-40 mesh sand &

STROKE LENGTH: 1800 gal oilw/900 lbs glass beads.
PUMP SPEED, SPM: InjectionRate @37 BPM @3500 psi.

PUMPINGUNITSIZE: Cabot 114 (serviced10-15-92)
Ajax Motor 5027-5216' KB 12-28-64 w/16800 galAshleyValley

crudew/17750 lbs20-40 mesh sand &
4200 galoilw/2000 lbsglass beads.
InjectionRate& 18.7 BPM@4000



WALTONFEDERAL#4-11 BALCRONOIL
Jonah Unit/MonumentButte Field &27-94/ks

Lease No. U-096550
SE NW Sec. 11,T9S,R16E Welbom Diggam
Duchesne Co., Utah

Elev GL @5605'
Elev KB@5615' (10' KB)

SURFACE CASING

9 5/8", 32.2#, J-55
6 jts.@ 193'
Hole Size @ 12 1/4"
Landed @203' KB
Cemented w/200 sx.

PRODUCTIONCASING

5 1/2", 15.5#, J-55
176 jts.@5274' ACIDJOBS
Hole Size@7 7Æ" 203' KB -> -------------- ------- -------

Landed @5284' KB 5027'-5216' KB Spotted 250 gal mud acid.
Cementedw/300 sx 4752'-4910' KB 1000 gal7.5% mud acid.
TOCUnknown

FRACJOBS

TUBING 4752'-4910' KB 12-2&64 w/ 17500 gal Ashley Valley
------------- crude w/16000 Us 20-40 mesh sand &
2 7/8", 6.4#, J-55 1800 gal oilw/900 lbs glass beads.

InjectionRate @37 BPM@3500 psi.
SN - 2 7/8" x 1.1'
Perf. Sub - 2 7/8" x 3' 5027'-5216' KB 12-2&64 w/ 16800 gal Ashley Valley
Mud Anchor - 2 7/8" x 30' crudew/17750 Us 2Œ40 mesh sand &
Total StringLength - NA 4200 gal oilw/ 2000 Us glass beads.
SN Landed At NA InjectionRate & 18.7 BPM @4000 psi.

Os 20-40 mesh sand &4200 gal oil
w/2000 lbs glass beads. Injection Rate
@ 18.7 BPM@4000psig.

SUCKER ROD RECORD PERFORATIONRECORD

1 - 1 4" x 16' Polished Rod 4752' (1') (3 SPF) RED1
2 - 3/4" x 4' Sths 4905' (1') (3 SPF) RED5
2 - 3/4" x 6' Sths 4910' (1') (3 SPF) RED5
206 - 3/4" x 25' Rods 5027' (1') (3 SPF) GREEN1

5032' (1') (3 SPF) GREEN1
PUMP SIZE: 2 1/2" x 1 1/4" x 16' RHAC 5216' (1') (3 SPF) GREEN4

STROKE LENGTH:
PUMP SPEED, SPM:

PUMPINGUNITSIZE: Cabot 114 (serviced 10-15-92)
Ajax Motor

PBTD@5284' KB

WALTONFEDERAL#4-11 BALCRONOIL
Jonah Unit/MonumentButte Field &27-94/ks

Lease No. U-096550
SE NW Sec. 11,T9S,R16E Welbom Diggam
Duchesne Co., Utah

Elev GL @5605'
Elev KB@5615' (10' KB)

SURFACE CASING

9 5/8", 32.2#, J-55
6 jts.@ 193'
Hole Size @ 12 1/4"
Landed @203' KB
Cemented w/200 sx.

PRODUCTIONCASING

5 1/2", 15.5#, J-55
176 jts.@5274' ACIDJOBS
Hole Size@7 7Æ" 203' KB -> -------------- ------- -------

Landed @5284' KB 5027'-5216' KB Spotted 250 gal mud acid.
Cementedw/300 sx 4752'-4910' KB 1000 gal7.5% mud acid.
TOCUnknown

FRACJOBS

TUBING 4752'-4910' KB 12-2&64 w/ 17500 gal Ashley Valley
------------- crude w/16000 Us 20-40 mesh sand &
2 7/8", 6.4#, J-55 1800 gal oilw/900 lbs glass beads.

InjectionRate @37 BPM@3500 psi.
SN - 2 7/8" x 1.1'
Perf. Sub - 2 7/8" x 3' 5027'-5216' KB 12-2&64 w/ 16800 gal Ashley Valley
Mud Anchor - 2 7/8" x 30' crudew/17750 Us 2Œ40 mesh sand &
Total StringLength - NA 4200 gal oilw/ 2000 Us glass beads.
SN Landed At NA InjectionRate & 18.7 BPM @4000 psi.

Os 20-40 mesh sand &4200 gal oil
w/2000 lbs glass beads. Injection Rate
@ 18.7 BPM@4000psig.

SUCKER ROD RECORD PERFORATIONRECORD

1 - 1 4" x 16' Polished Rod 4752' (1') (3 SPF) RED1
2 - 3/4" x 4' Sths 4905' (1') (3 SPF) RED5
2 - 3/4" x 6' Sths 4910' (1') (3 SPF) RED5
206 - 3/4" x 25' Rods 5027' (1') (3 SPF) GREEN1

5032' (1') (3 SPF) GREEN1
PUMP SIZE: 2 1/2" x 1 1/4" x 16' RHAC 5216' (1') (3 SPF) GREEN4

STROKE LENGTH:
PUMP SPEED, SPM:

PUMPINGUNITSIZE: Cabot 114 (serviced 10-15-92)
Ajax Motor

PBTD@5284' KB

WALTONFEDERAL#4-11 BALCRONOIL
Jonah Unit/MonumentButte Field &27-94/ks

Lease No. U-096550
SE NW Sec. 11,T9S,R16E Welbom Diggam
Duchesne Co., Utah

Elev GL @5605'
Elev KB@5615' (10' KB)

SURFACE CASING

9 5/8", 32.2#, J-55
6 jts.@ 193'
Hole Size @ 12 1/4"
Landed @203' KB
Cemented w/200 sx.

PRODUCTIONCASING

5 1/2", 15.5#, J-55
176 jts.@5274' ACIDJOBS
Hole Size@7 7Æ" 203' KB -> -------------- ------- -------

Landed @5284' KB 5027'-5216' KB Spotted 250 gal mud acid.
Cementedw/300 sx 4752'-4910' KB 1000 gal7.5% mud acid.
TOCUnknown

FRACJOBS

TUBING 4752'-4910' KB 12-2&64 w/ 17500 gal Ashley Valley
------------- crude w/16000 Us 20-40 mesh sand &
2 7/8", 6.4#, J-55 1800 gal oilw/900 lbs glass beads.

InjectionRate @37 BPM@3500 psi.
SN - 2 7/8" x 1.1'
Perf. Sub - 2 7/8" x 3' 5027'-5216' KB 12-2&64 w/ 16800 gal Ashley Valley
Mud Anchor - 2 7/8" x 30' crudew/17750 Us 2Œ40 mesh sand &
Total StringLength - NA 4200 gal oilw/ 2000 Us glass beads.
SN Landed At NA InjectionRate & 18.7 BPM @4000 psi.

Os 20-40 mesh sand &4200 gal oil
w/2000 lbs glass beads. Injection Rate
@ 18.7 BPM@4000psig.

SUCKER ROD RECORD PERFORATIONRECORD

1 - 1 4" x 16' Polished Rod 4752' (1') (3 SPF) RED1
2 - 3/4" x 4' Sths 4905' (1') (3 SPF) RED5
2 - 3/4" x 6' Sths 4910' (1') (3 SPF) RED5
206 - 3/4" x 25' Rods 5027' (1') (3 SPF) GREEN1

5032' (1') (3 SPF) GREEN1
PUMP SIZE: 2 1/2" x 1 1/4" x 16' RHAC 5216' (1') (3 SPF) GREEN4

STROKE LENGTH:
PUMP SPEED, SPM:

PUMPINGUNITSIZE: Cabot 114 (serviced 10-15-92)
Ajax Motor

PBTD@5284' KB



BALCRONOIL WELLREPORT

WELLNAME: BALCRONMONUMENTFEDERAL#32-11J DATE: 6-22-94 KS
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43-013-31386
LOCATION: SW NE Section11, T9S, R16E

COUNTY/STATE:DuchesneCounty,Utah
WORKINGINTEREST:0.805079506 NETREVENUEINT.:0.73831617Oil

PRODUCINGFORMATION: Green River Fm. 0.66359285 Gas
COMPLETIONDATE: 10-6-93 SPUD DATE: 8-23-93

INITIALPRODUCTION: 25 STBOPD, 15 MSCFPD, 10 STBWPD RIGRELEASEDATE: 9-12-93
OlbGASPURCHASER: Amoco/Queststar OILGRAVITY:34 API

PRESENT PROD STATUS: 1.67 STBOPD, OSTBWPD,9 MSCFPD BHT: 149 Deg F
ELEVATIONS- GROUND: 5577 KB: 5587' (10' KB)

TOTALDEPTH: 5800' KB PLUGBACKTD: 5711' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5Æ" SIZE: 5 1/2"

GRADE: J-55 GRADE: K-55
WEIGHT:24 # WEIGHT:15.5 #
LENGTH:6 jts@267.54' LENGTH:5765.96'

HOLE SIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH LANDED: 275' KB DEPTH LANDED: 5774.96' KB
CEMENT DATA: 150 sxs premiumwf2% CCI CEMENTDATA: 231 sxs Hilift&tailw/

& 1/4 # per sx Flocele. 351 sxs Class-G.
Goodretumsto surface. CEMENTTOP AT: 1420' KBfrom CBL.

TUBINGRECORD
------------------- PERFORATIONRECORD

SIZFJGRADENYT:2 7Æ",J-55, 6.5 # --------------- ------- -------

NO.OF JOINTS: 153 jnts@4731.47' 4740'-4744' (4') (2 SPF) RED 1
TUBINGANCHOR: 2 7Æ"x2.75' Trico 5154'-5170' (16') (2 SPF) GREEN 3

NO.OF JOINTS: 16 jnts@498.21'
SEATINGNIPPLE: 2 7Æ"x1.1' (ID@2.25")

PERF. SUB: 2 78"x 3.1'
MUDANCHOR: 2 7/8"x 29.25' w/NC

TOTALSTRINGLENGTH:5275.88'KB ACID/BREAKDOWNJOBS
SN LANDEDAT: 5243.53' KB --------------- --------- -------

Note: TA set w/11" tension. 5154'- 5170', Brealdown w/Dowell9-20-93.
2% KCLwater,initialbreak@ 1500 psigto

SUCKER ROD RECORD 1100 psig,ball offperfs, 6 STBPM @ 1700 psig,
------------------ ISIP@590 psig.
1 - 1 1/4"x 16' Polished Rod
1 - 3/4"x 2' Pony 4740'- 4744', Breakdown w/Dowell9-23-93.
1 - 3/4"x 4' Pony 2% KCLwater, initialbreak@4100 psigto
1 - 3/4"x 8' Pony 2400 psig, balloffperfs, 5.5 STBPM @2500 psig.
208 - 3/4"x 25' Plain Rods

LastWorkover5-3-94,Pressure FallOffTest. FRACJOBS

PUMPSIZE: 2 1/2"x 1 1/2"x 16' RHAC 5154'- 5170',Fracw/Dowell9-20-93.
w/40ringPA Plunger. fracdowncsg w/43,460 # 16-30 mesh sand,

STROKELENGTH: 88" 466 STB gel (YF-135),avg.20 STBPM @1800 psig,
PUMP SPEED: 6 SPM ISIP @ 1635 psig, 5-1490, 10-1425, 15 min@ 1350.

PUMPINGUNITSlZE:
4740'- 4744', Frac w/Dowell9-23-93.

LOGS:Dual Laterolog/MSFL;SpectralDensity/Dual frac downcsg w/10,000 # 16-30 mesh sand,
Spaced Neutron Log;Mud Log; CementBond/ ??? STB gel (YF-135),avg. 13 STBPM @2900 psig,
Gamma Ray/CCL ISIP @ 1850 psig,5-1700, 10-1660, 15 min@

BALCRONOIL WELLREPORT

WELLNAME: BALCRONMONUMENTFEDERAL#32-11J DATE: 6-22-94 KS
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43-013-31386
LOCATION: SW NE Section11, T9S, R16E

COUNTY/STATE:DuchesneCounty,Utah
WORKINGINTEREST:0.805079506 NETREVENUEINT.:0.73831617Oil

PRODUCINGFORMATION: Green River Fm. 0.66359285 Gas
COMPLETIONDATE: 10-6-93 SPUD DATE: 8-23-93

INITIALPRODUCTION: 25 STBOPD, 15 MSCFPD, 10 STBWPD RIGRELEASEDATE: 9-12-93
OlbGASPURCHASER: Amoco/Queststar OILGRAVITY:34 API

PRESENT PROD STATUS: 1.67 STBOPD, OSTBWPD,9 MSCFPD BHT: 149 Deg F
ELEVATIONS- GROUND: 5577 KB: 5587' (10' KB)

TOTALDEPTH: 5800' KB PLUGBACKTD: 5711' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5Æ" SIZE: 5 1/2"

GRADE: J-55 GRADE: K-55
WEIGHT:24 # WEIGHT:15.5 #
LENGTH:6 jts@267.54' LENGTH:5765.96'

HOLE SIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH LANDED: 275' KB DEPTH LANDED: 5774.96' KB
CEMENT DATA: 150 sxs premiumwf2% CCI CEMENTDATA: 231 sxs Hilift&tailw/

& 1/4 # per sx Flocele. 351 sxs Class-G.
Goodretumsto surface. CEMENTTOP AT: 1420' KBfrom CBL.

TUBINGRECORD
------------------- PERFORATIONRECORD

SIZFJGRADENYT:2 7Æ",J-55, 6.5 # --------------- ------- -------

NO.OF JOINTS: 153 jnts@4731.47' 4740'-4744' (4') (2 SPF) RED 1
TUBINGANCHOR: 2 7Æ"x2.75' Trico 5154'-5170' (16') (2 SPF) GREEN 3

NO.OF JOINTS: 16 jnts@498.21'
SEATINGNIPPLE: 2 7Æ"x1.1' (ID@2.25")

PERF. SUB: 2 78"x 3.1'
MUDANCHOR: 2 7/8"x 29.25' w/NC

TOTALSTRINGLENGTH:5275.88'KB ACID/BREAKDOWNJOBS
SN LANDEDAT: 5243.53' KB --------------- --------- -------

Note: TA set w/11" tension. 5154'- 5170', Brealdown w/Dowell9-20-93.
2% KCLwater,initialbreak@ 1500 psigto

SUCKER ROD RECORD 1100 psig,ball offperfs, 6 STBPM @ 1700 psig,
------------------ ISIP@590 psig.
1 - 1 1/4"x 16' Polished Rod
1 - 3/4"x 2' Pony 4740'- 4744', Breakdown w/Dowell9-23-93.
1 - 3/4"x 4' Pony 2% KCLwater, initialbreak@4100 psigto
1 - 3/4"x 8' Pony 2400 psig, balloffperfs, 5.5 STBPM @2500 psig.
208 - 3/4"x 25' Plain Rods

LastWorkover5-3-94,Pressure FallOffTest. FRACJOBS

PUMPSIZE: 2 1/2"x 1 1/2"x 16' RHAC 5154'- 5170',Fracw/Dowell9-20-93.
w/40ringPA Plunger. fracdowncsg w/43,460 # 16-30 mesh sand,

STROKELENGTH: 88" 466 STB gel (YF-135),avg.20 STBPM @1800 psig,
PUMP SPEED: 6 SPM ISIP @ 1635 psig, 5-1490, 10-1425, 15 min@ 1350.

PUMPINGUNITSlZE:
4740'- 4744', Frac w/Dowell9-23-93.

LOGS:Dual Laterolog/MSFL;SpectralDensity/Dual frac downcsg w/10,000 # 16-30 mesh sand,
Spaced Neutron Log;Mud Log; CementBond/ ??? STB gel (YF-135),avg. 13 STBPM @2900 psig,
Gamma Ray/CCL ISIP @ 1850 psig,5-1700, 10-1660, 15 min@

BALCRONOIL WELLREPORT

WELLNAME: BALCRONMONUMENTFEDERAL#32-11J DATE: 6-22-94 KS
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43-013-31386
LOCATION: SW NE Section11, T9S, R16E

COUNTY/STATE:DuchesneCounty,Utah
WORKINGINTEREST:0.805079506 NETREVENUEINT.:0.73831617Oil

PRODUCINGFORMATION: Green River Fm. 0.66359285 Gas
COMPLETIONDATE: 10-6-93 SPUD DATE: 8-23-93

INITIALPRODUCTION: 25 STBOPD, 15 MSCFPD, 10 STBWPD RIGRELEASEDATE: 9-12-93
OlbGASPURCHASER: Amoco/Queststar OILGRAVITY:34 API

PRESENT PROD STATUS: 1.67 STBOPD, OSTBWPD,9 MSCFPD BHT: 149 Deg F
ELEVATIONS- GROUND: 5577 KB: 5587' (10' KB)

TOTALDEPTH: 5800' KB PLUGBACKTD: 5711' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5Æ" SIZE: 5 1/2"

GRADE: J-55 GRADE: K-55
WEIGHT:24 # WEIGHT:15.5 #
LENGTH:6 jts@267.54' LENGTH:5765.96'

HOLE SIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH LANDED: 275' KB DEPTH LANDED: 5774.96' KB
CEMENT DATA: 150 sxs premiumwf2% CCI CEMENTDATA: 231 sxs Hilift&tailw/

& 1/4 # per sx Flocele. 351 sxs Class-G.
Goodretumsto surface. CEMENTTOP AT: 1420' KBfrom CBL.

TUBINGRECORD
------------------- PERFORATIONRECORD

SIZFJGRADENYT:2 7Æ",J-55, 6.5 # --------------- ------- -------

NO.OF JOINTS: 153 jnts@4731.47' 4740'-4744' (4') (2 SPF) RED 1
TUBINGANCHOR: 2 7Æ"x2.75' Trico 5154'-5170' (16') (2 SPF) GREEN 3

NO.OF JOINTS: 16 jnts@498.21'
SEATINGNIPPLE: 2 7Æ"x1.1' (ID@2.25")

PERF. SUB: 2 78"x 3.1'
MUDANCHOR: 2 7/8"x 29.25' w/NC

TOTALSTRINGLENGTH:5275.88'KB ACID/BREAKDOWNJOBS
SN LANDEDAT: 5243.53' KB --------------- --------- -------

Note: TA set w/11" tension. 5154'- 5170', Brealdown w/Dowell9-20-93.
2% KCLwater,initialbreak@ 1500 psigto

SUCKER ROD RECORD 1100 psig,ball offperfs, 6 STBPM @ 1700 psig,
------------------ ISIP@590 psig.
1 - 1 1/4"x 16' Polished Rod
1 - 3/4"x 2' Pony 4740'- 4744', Breakdown w/Dowell9-23-93.
1 - 3/4"x 4' Pony 2% KCLwater, initialbreak@4100 psigto
1 - 3/4"x 8' Pony 2400 psig, balloffperfs, 5.5 STBPM @2500 psig.
208 - 3/4"x 25' Plain Rods

LastWorkover5-3-94,Pressure FallOffTest. FRACJOBS

PUMPSIZE: 2 1/2"x 1 1/2"x 16' RHAC 5154'- 5170',Fracw/Dowell9-20-93.
w/40ringPA Plunger. fracdowncsg w/43,460 # 16-30 mesh sand,

STROKELENGTH: 88" 466 STB gel (YF-135),avg.20 STBPM @1800 psig,
PUMP SPEED: 6 SPM ISIP @ 1635 psig, 5-1490, 10-1425, 15 min@ 1350.

PUMPINGUNITSlZE:
4740'- 4744', Frac w/Dowell9-23-93.

LOGS:Dual Laterolog/MSFL;SpectralDensity/Dual frac downcsg w/10,000 # 16-30 mesh sand,
Spaced Neutron Log;Mud Log; CementBond/ ??? STB gel (YF-135),avg. 13 STBPM @2900 psig,
Gamma Ray/CCL ISIP @ 1850 psig,5-1700, 10-1660, 15 min@



BALCRONMONUMENTFEDERAL#32-11J BALCRONOIL
Jonah Unit/MonumertButteField 6-22-94 KS
Lease No. U-096550
SW NE Section11, TSS,R16E WELLBOREDIAGRAM
Duchesne County,Utah

Elev.Gr@55T7'
Elev.KB@5587' (10' KB) ACID/BREAKDOWNJOB

SURFACE CASING 5154'- 5170', BreaMownw/Dowell9-20-93.
------ ------ 2% KCLwater, initialbreak @ 1500 psigto
8 5/8", J-55, 24 # 1100 psig,balloffperfs,6 STBPM @ 1700 psig,
Length @267.54' ISIP @590 psig.
Hole Size@ 12 1/4"
Depth Landed @275' KB 275' KB -> 4740'- 4744', BreaMownw/Dowell9-23-93.
Cementedw/150 sxs premium 2% KCLwater, initialbreak@4100 psigto
w/2% CCL & 1/4 #per sx Flocele. 2400 psig,balloffperls,5.5 STBPM @2500 psig.
Goodreturnstosurface.

FRACJOB
PRODUCTIONCASING -------------- ------------

----- ------ 5154'- 5170', Frac w/Dowell9-20-93.
5 1/2",J-55, 15.5# frac downcsg w/43,460 # 16-30 mesh sand,
Length @5765.96' 466 STB gel (YF-135),avg.20 STBPM @ 1800 psig,
Hole Size@7 7/8" TOC@ 1420' -> ISIP @ 1635 psig, 5-1490, 10-1425, 15 min@ 1350.
Depth Landed @5774.96' KB
Cementedw/231 sxs Hilift& 4740'-4744', Frac w/Dowell9-23-93.

tailw/351 sxs Class-G. frac down csg w/10,000 # 16-30 mesh sand,
TOC@ 1420' from CBL ??? STB gel (YF-135),avg. 13 STBPM @2900 psig,

ISlP @ 1850 psig, 5-1700, 10-1660, 15 min@ 1600.
TUBING

2 7Æ",6.5#, J-55
153 jnts@4731.47
TA@2 7Æ"x2.75' Trico
16 jnts@498.21'
SN @2 7Æ"x1.1' (ID@2.25")
Perf.Sub@2 7Æ"x3.1'
MA@2 7Æ"x29.25'
TAset w/11" tension
SN Landed @5243.53' KB

PERFORATIONRECORD

RodString 4740'-4744' (4') (2 SPF) RED1
----- ----- 5154'-5170'(16') (2 SPF) GREEN3
1 - 1 1/4"x 16' Polished Rod
1 - 3/4"x 2' Pony
1 - 3/4"x 4' Pony
1 - 3/4"x 8' Pony
208 - 3/4"x 25' plainrods

Pump Size@2 1/2"x 1 1/2"x 16' RWAC
w/PA plunger. <-- SN Landed @5243.53'KB

StrokeLengIh @88", 6 SPM

PBTD@5711' KB
TD @5800'

BALCRONMONUMENTFEDERAL#32-11J BALCRONOIL
Jonah Unit/MonumertButteField 6-22-94 KS
Lease No. U-096550
SW NE Section11, TSS,R16E WELLBOREDIAGRAM
Duchesne County,Utah

Elev.Gr@55T7'
Elev.KB@5587' (10' KB) ACID/BREAKDOWNJOB

SURFACE CASING 5154'- 5170', BreaMownw/Dowell9-20-93.
------ ------ 2% KCLwater, initialbreak @ 1500 psigto
8 5/8", J-55, 24 # 1100 psig,balloffperfs,6 STBPM @ 1700 psig,
Length @267.54' ISIP @590 psig.
Hole Size@ 12 1/4"
Depth Landed @275' KB 275' KB -> 4740'- 4744', BreaMownw/Dowell9-23-93.
Cementedw/150 sxs premium 2% KCLwater, initialbreak@4100 psigto
w/2% CCL & 1/4 #per sx Flocele. 2400 psig,balloffperls,5.5 STBPM @2500 psig.
Goodreturnstosurface.

FRACJOB
PRODUCTIONCASING -------------- ------------

----- ------ 5154'- 5170', Frac w/Dowell9-20-93.
5 1/2",J-55, 15.5# frac downcsg w/43,460 # 16-30 mesh sand,
Length @5765.96' 466 STB gel (YF-135),avg.20 STBPM @ 1800 psig,
Hole Size@7 7/8" TOC@ 1420' -> ISIP @ 1635 psig, 5-1490, 10-1425, 15 min@ 1350.
Depth Landed @5774.96' KB
Cementedw/231 sxs Hilift& 4740'-4744', Frac w/Dowell9-23-93.

tailw/351 sxs Class-G. frac down csg w/10,000 # 16-30 mesh sand,
TOC@ 1420' from CBL ??? STB gel (YF-135),avg. 13 STBPM @2900 psig,

ISlP @ 1850 psig, 5-1700, 10-1660, 15 min@ 1600.
TUBING

2 7Æ",6.5#, J-55
153 jnts@4731.47
TA@2 7Æ"x2.75' Trico
16 jnts@498.21'
SN @2 7Æ"x1.1' (ID@2.25")
Perf.Sub@2 7Æ"x3.1'
MA@2 7Æ"x29.25'
TAset w/11" tension
SN Landed @5243.53' KB

PERFORATIONRECORD

RodString 4740'-4744' (4') (2 SPF) RED1
----- ----- 5154'-5170'(16') (2 SPF) GREEN3
1 - 1 1/4"x 16' Polished Rod
1 - 3/4"x 2' Pony
1 - 3/4"x 4' Pony
1 - 3/4"x 8' Pony
208 - 3/4"x 25' plainrods

Pump Size@2 1/2"x 1 1/2"x 16' RWAC
w/PA plunger. <-- SN Landed @5243.53'KB

StrokeLengIh @88", 6 SPM

PBTD@5711' KB
TD @5800'

BALCRONMONUMENTFEDERAL#32-11J BALCRONOIL
Jonah Unit/MonumertButteField 6-22-94 KS
Lease No. U-096550
SW NE Section11, TSS,R16E WELLBOREDIAGRAM
Duchesne County,Utah

Elev.Gr@55T7'
Elev.KB@5587' (10' KB) ACID/BREAKDOWNJOB

SURFACE CASING 5154'- 5170', BreaMownw/Dowell9-20-93.
------ ------ 2% KCLwater, initialbreak @ 1500 psigto
8 5/8", J-55, 24 # 1100 psig,balloffperfs,6 STBPM @ 1700 psig,
Length @267.54' ISIP @590 psig.
Hole Size@ 12 1/4"
Depth Landed @275' KB 275' KB -> 4740'- 4744', BreaMownw/Dowell9-23-93.
Cementedw/150 sxs premium 2% KCLwater, initialbreak@4100 psigto
w/2% CCL & 1/4 #per sx Flocele. 2400 psig,balloffperls,5.5 STBPM @2500 psig.
Goodreturnstosurface.

FRACJOB
PRODUCTIONCASING -------------- ------------

----- ------ 5154'- 5170', Frac w/Dowell9-20-93.
5 1/2",J-55, 15.5# frac downcsg w/43,460 # 16-30 mesh sand,
Length @5765.96' 466 STB gel (YF-135),avg.20 STBPM @ 1800 psig,
Hole Size@7 7/8" TOC@ 1420' -> ISIP @ 1635 psig, 5-1490, 10-1425, 15 min@ 1350.
Depth Landed @5774.96' KB
Cementedw/231 sxs Hilift& 4740'-4744', Frac w/Dowell9-23-93.

tailw/351 sxs Class-G. frac down csg w/10,000 # 16-30 mesh sand,
TOC@ 1420' from CBL ??? STB gel (YF-135),avg. 13 STBPM @2900 psig,

ISlP @ 1850 psig, 5-1700, 10-1660, 15 min@ 1600.
TUBING

2 7Æ",6.5#, J-55
153 jnts@4731.47
TA@2 7Æ"x2.75' Trico
16 jnts@498.21'
SN @2 7Æ"x1.1' (ID@2.25")
Perf.Sub@2 7Æ"x3.1'
MA@2 7Æ"x29.25'
TAset w/11" tension
SN Landed @5243.53' KB

PERFORATIONRECORD

RodString 4740'-4744' (4') (2 SPF) RED1
----- ----- 5154'-5170'(16') (2 SPF) GREEN3
1 - 1 1/4"x 16' Polished Rod
1 - 3/4"x 2' Pony
1 - 3/4"x 4' Pony
1 - 3/4"x 8' Pony
208 - 3/4"x 25' plainrods

Pump Size@2 1/2"x 1 1/2"x 16' RWAC
w/PA plunger. <-- SN Landed @5243.53'KB

StrokeLengIh @88", 6 SPM

PBTD@5711' KB
TD @5800'



Dwights Well Data System CD-ROM H# R-845759-0 Original
Copyright 1991 Rocky Mountains Run Date: 17-Jan-92

State : Utah SL Merid 9S - 16E - 11 se ne

- aty: DUCHESNE Oper: CAMPBELL GS

Field : MONUMENTBUTTE Compl: 06/19/1971 DD P&A

Well: WALTONFEDERAL #6 Last Info: 05/22/1983
Ftg: 1980 fnl 510 fet
Ob]: Permit #: 06/10/1971 API: 43-013-3006600

Elev: 5563KB

Spud: 06/06/1971 Contr: BARKER DRLG & WELLS
TD: 5310

Elev: 5563KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Scout,T=Govt,S=Shell,G=USGS,N=NDGS)

Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1508 4055 LT Douglas creek mbr 4688 875 LT
Horse Bench Mrk 2246 3317 LT TD 5310 253 LT
oil shale 2500 3063 LT

<< State Records >>

Casing: 8 5/8 a 140 w/105
DST : #1 3968- 3999

op 15 si 30 op 60 si 60. IF op w/vry slight blo incr; FF
op w/vry slight blo, incr thruout to light blo. Rec 150 ft formation
wtr & DW slightly oit flocked. HP 1795-1783 FP 6-9 9-146 SIP 1542-1542

= : IES BHC-GR
enl: 6-20-71 plugging plugraw by USGS
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BALCRONOIL WELLREPORT

WELLNAME: BALCRONMONUMENTFEDERAL#42-11J DATE: 7-21-94/ks
FIELD: Jonah Unil/Monument Butte Field

FEDERALLEASENO.: U-096550 API NO.: 43-013-30066
LOCATION: SENE Section11, T9S, R16E ** Re-ent of Walton Federal #6 **

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 80.51% NET REVENUEINT.: Oil-73.831617%

PRODUCINGFORMATION: Green River Gas - 66 359285%
COMPLETIONDATE: SPUD DATE: 6-28-94 (Orig.6-6-71)

INITIALPRODUCTION: RIGRELEASE DATE: 7-7-94

OILßAS PURCHASER: OILGRAVITY:
PRESENT PROD STATUS: Producing OilWell BHT: 124 Deg F

ELEVATIONS- GROUND: 5554' GL KB: 5564' (10' KB)
TOTALDEPTH: 5300' KB PLUG BACKTD: 5223' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1

SIZE: 8-5/8" SIZE: 5-1/2"
GRADE: J-55 GRADE: J-55

WEIGHT: 24# WEIGHT: 15.5#
LENGTH: LENGTH: 5261.75'

HOLESIZE: 12-1/4" HOLESIZE: 7-7/8"

DEPTH LANDED: 140' KB DEPTH LANDED: 5270.75'KB
CEMENT DATA: Cementedw/ 105 sx CEMENTDATA: 290 sx SuperG wf3% CaCI, 2% gel,

tailw/ 180 sx 50/50 Poz w/2% gel
& 1/4#/sx Celloseal.

TUBINGRECORD CEMENTTOP AT: 1825'from CBL

SIZE/GRADE/WT 2-7/8", J-55, 6.5#
NO.OF JOINTS: 146 jts@4719.01' PERFORATIONRECORD

TUBINGANCHOR: 2-1/2" x 51/2" x 2.35' ----------------------- -------

NO.OF JOINTS: 13 jts @419.64' 4736'-4741' (5') (4 SPF) RED1
SEATINGNIPPLE: 2-7/8" x 1.10' (2.25" ID) 5188'-5196' (8') (4 SPF) GREEN4

PERF. SUB: 2-7/8" x 4.12'
MUDANCHOR: 2-7/8" x 32.5' ACID/BREAKDOWNINFORMATION

TOTALSTRINGLENGTH: 5188.72' KB -------------------- -----

SN LANDEDAT: 5152.10' KB 4736'-4741' 7-16-94 by Westem w/13650 gal 2% KCL.
ATR8 BPM@4500 psi, max 25 BPM@4980
psi. ISIP 2831 psi. Pump 4 balls/bbl.

SUCKER ROD RECORD 5188'-5196' 7-1&94 by Westem w/2058 gal 2% KCL.
-------------- ATR6 BPM@3200 psi,max 6.7 BPM@5000
1 - 1-1/4" x 16' Polish Rod psi. ISIP 1730 psi. Pump 4 balls/bbl.
1 - 3/4" x 6' Pony Rod
1 - 3/4" x 8' Pony Rod FRACINFORMATION
205 - 3/4" x 25' D-61 Slick Rods ----------------- ------- -----

4736'-4741' 7-1&94: w/14,100# 1830 mesh sand w/
9254 gal 2% KCIgelled wtr. ATR 25 BPM
@4550 psi, max 30 BPM@4870 psi. ISIP

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC 1870 psi, 5 - 1640 psi, 10 - 1620 psi,
w/ PA plunger (#1062Trico) 15 - 1590 psi. 30 min forced closure

STROKE LENGTH: at 0.4 BPM.
PUMP SPEED, SPM: 5188'-5196' 7-16-94: w/14,860#20/40 mesh sand &

PUMPINGUNITSIZE: 11,600# 1&30 mesh sand w/12,182 gal
2% KCIgelled wtr. ATR30 BPM@3000

LOGS:Dual Laterolog - MSFL, CompensatedNeutron/ psi, max 30.1 BPM@5050 psi. ISIP
Litho-Density-Gamma Ray Log, Cement Bond Log. 4400 psi, 5 - 1750, 10 - 1680, 15 min

1660 psi. Screen out w/1660# sand
left in csg. S115
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SN LANDEDAT: 5152.10' KB 4736'-4741' 7-16-94 by Westem w/13650 gal 2% KCL.
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SUCKER ROD RECORD 5188'-5196' 7-1&94 by Westem w/2058 gal 2% KCL.
-------------- ATR6 BPM@3200 psi,max 6.7 BPM@5000
1 - 1-1/4" x 16' Polish Rod psi. ISIP 1730 psi. Pump 4 balls/bbl.
1 - 3/4" x 6' Pony Rod
1 - 3/4" x 8' Pony Rod FRACINFORMATION
205 - 3/4" x 25' D-61 Slick Rods ----------------- ------- -----

4736'-4741' 7-1&94: w/14,100# 1830 mesh sand w/
9254 gal 2% KCIgelled wtr. ATR 25 BPM
@4550 psi, max 30 BPM@4870 psi. ISIP

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC 1870 psi, 5 - 1640 psi, 10 - 1620 psi,
w/ PA plunger (#1062Trico) 15 - 1590 psi. 30 min forced closure

STROKE LENGTH: at 0.4 BPM.
PUMP SPEED, SPM: 5188'-5196' 7-16-94: w/14,860#20/40 mesh sand &

PUMPINGUNITSIZE: 11,600# 1&30 mesh sand w/12,182 gal
2% KCIgelled wtr. ATR30 BPM@3000

LOGS:Dual Laterolog - MSFL, CompensatedNeutron/ psi, max 30.1 BPM@5050 psi. ISIP
Litho-Density-Gamma Ray Log, Cement Bond Log. 4400 psi, 5 - 1750, 10 - 1680, 15 min

1660 psi. Screen out w/1660# sand
left in csg. S115

BALCRONOIL WELLREPORT

WELLNAME: BALCRONMONUMENTFEDERAL#42-11J DATE: 7-21-94/ks
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NO.OF JOINTS: 13 jts @419.64' 4736'-4741' (5') (4 SPF) RED1
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PERF. SUB: 2-7/8" x 4.12'
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TOTALSTRINGLENGTH: 5188.72' KB -------------------- -----
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1 - 3/4" x 8' Pony Rod FRACINFORMATION
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4736'-4741' 7-1&94: w/14,100# 1830 mesh sand w/
9254 gal 2% KCIgelled wtr. ATR 25 BPM
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PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC 1870 psi, 5 - 1640 psi, 10 - 1620 psi,
w/ PA plunger (#1062Trico) 15 - 1590 psi. 30 min forced closure

STROKE LENGTH: at 0.4 BPM.
PUMP SPEED, SPM: 5188'-5196' 7-16-94: w/14,860#20/40 mesh sand &

PUMPINGUNITSIZE: 11,600# 1&30 mesh sand w/12,182 gal
2% KCIgelled wtr. ATR30 BPM@3000
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left in csg. S115



BALCRONMONUMENTFEDERAL#42-11J BALCRONOIL
Jonah Unil/Monument Butte Field 7-21-94/ks
Lease No. U-096550
SENE Section11, T9S, R16E WELLBDAEDIAGRAM
Duchesne County, Utah

Elev.GL @5554'
Elev. KB@5564' (10' KB) ACID/BREAKDOWNINFORMATION

** Re-entt of Walton Federal #6 ** 4736'-4741' 7-1&94 by Westem w/13650 gal 2% KCL.
ATR 8 BPM@4500 psi, max 25 BPM@4980
psi. ISIP 2831 psi. Pump 4 balls/bbl.

SURFACE CASING 5188-5196' 7-1&94 by Westem w/2058 gal 2% KCL.
------------ 140' KB -> ATR6 BPM@3200 psi, max 6.7 BPM @5000
8-5/8", 24#, J-55 psi. ISIP 1730 psi. Pump4 balls/bbl.
Hole Size @ 12-1/4"

Depth Landed @ 140' KB FRACINFORMATlON
Cementedw/ 105 sx -------------- -------- -----

4736'-4741' 7-1&94: w/14,100# 16ß0 mesh sand w/
9254 gal 2% KCIgelled wir. ATR 25 BPM
@4550 psi, max 30 BPM@4870 psi. ISIP

PRODUCTIONCASING 1870 psi, 5 - 1640 psi, 10 - 1620 psi,
-------- 15- 1590 psi. 30 min forced closure

5-1/2", 15.5#, J-55 at 0.4 BPM.
Length @5261.75' 5188'-5196' 7-1&94: w/14,860#20/40 mesh sand &
Hole Size@7-7/8" 11,600# 16/30 mesh sand w/12,182 gal
Depth Landed @5270.75' KB 2% KCIgelled wir. ATR30 BPM@3000
Cemented w/290 sx Stper G w/3% CaCI, TOC @ 1825'--> psi, max 30.1 BPM@5050 psi. 1SlP
2% gel. Tail w/180 sx 50/50 POZ w/ 4400 psi, 5 - 1750, 10 - 1680, 15 min
2% gel & 1/4#/sx Celloseal. 1660 psi. Screen outw/1660# sand

TOC @ 1825' from CBL left in csg. SI 15 min.

TUBING

2-7/8", 6.5#, J-55 PERFORATIONRECORD
146 jls@4719.01' ------- ------- ------ -------

TA@2-1/2" x 5-1/2" x 2 35' 4736'-4741' (5') (4 SPF) RED1
13 jts@419.64' 5188'-5196' (8') (4 SPF) GREEN4
SN @2-7/8" x 1.1' (2.25" ID)
MA @2-7/8" x 32.5'
Total string length @5188.72'
SN landed @5152.10' KB

SUCKER ROD RECORD

1 - 1-1/4" x 16' Polish Rod
1 - 3/4" x 6' Pony Rod
1 - 3/4" x 8' Pony Rod
205 - 3/4" x 25' D-61 SlickRods

<- SN Landed @5152.1' KB

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC
w/ PA plunger (#1062Trico)

STROKE LENGTH:
PUMP SPEED, SPM:

PUMPINGUNfTSIZE: PBTD@5223' KB
TD @5300'

BALCRONMONUMENTFEDERAL#42-11J BALCRONOIL
Jonah Unil/Monument Butte Field 7-21-94/ks
Lease No. U-096550
SENE Section11, T9S, R16E WELLBDAEDIAGRAM
Duchesne County, Utah

Elev.GL @5554'
Elev. KB@5564' (10' KB) ACID/BREAKDOWNINFORMATION

** Re-entt of Walton Federal #6 ** 4736'-4741' 7-1&94 by Westem w/13650 gal 2% KCL.
ATR 8 BPM@4500 psi, max 25 BPM@4980
psi. ISIP 2831 psi. Pump 4 balls/bbl.

SURFACE CASING 5188-5196' 7-1&94 by Westem w/2058 gal 2% KCL.
------------ 140' KB -> ATR6 BPM@3200 psi, max 6.7 BPM @5000
8-5/8", 24#, J-55 psi. ISIP 1730 psi. Pump4 balls/bbl.
Hole Size @ 12-1/4"

Depth Landed @ 140' KB FRACINFORMATlON
Cementedw/ 105 sx -------------- -------- -----

4736'-4741' 7-1&94: w/14,100# 16ß0 mesh sand w/
9254 gal 2% KCIgelled wir. ATR 25 BPM
@4550 psi, max 30 BPM@4870 psi. ISIP

PRODUCTIONCASING 1870 psi, 5 - 1640 psi, 10 - 1620 psi,
-------- 15- 1590 psi. 30 min forced closure

5-1/2", 15.5#, J-55 at 0.4 BPM.
Length @5261.75' 5188'-5196' 7-1&94: w/14,860#20/40 mesh sand &
Hole Size@7-7/8" 11,600# 16/30 mesh sand w/12,182 gal
Depth Landed @5270.75' KB 2% KCIgelled wir. ATR30 BPM@3000
Cemented w/290 sx Stper G w/3% CaCI, TOC @ 1825'--> psi, max 30.1 BPM@5050 psi. 1SlP
2% gel. Tail w/180 sx 50/50 POZ w/ 4400 psi, 5 - 1750, 10 - 1680, 15 min
2% gel & 1/4#/sx Celloseal. 1660 psi. Screen outw/1660# sand

TOC @ 1825' from CBL left in csg. SI 15 min.

TUBING

2-7/8", 6.5#, J-55 PERFORATIONRECORD
146 jls@4719.01' ------- ------- ------ -------

TA@2-1/2" x 5-1/2" x 2 35' 4736'-4741' (5') (4 SPF) RED1
13 jts@419.64' 5188'-5196' (8') (4 SPF) GREEN4
SN @2-7/8" x 1.1' (2.25" ID)
MA @2-7/8" x 32.5'
Total string length @5188.72'
SN landed @5152.10' KB

SUCKER ROD RECORD

1 - 1-1/4" x 16' Polish Rod
1 - 3/4" x 6' Pony Rod
1 - 3/4" x 8' Pony Rod
205 - 3/4" x 25' D-61 SlickRods

<- SN Landed @5152.1' KB

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC
w/ PA plunger (#1062Trico)

STROKE LENGTH:
PUMP SPEED, SPM:

PUMPINGUNfTSIZE: PBTD@5223' KB
TD @5300'

BALCRONMONUMENTFEDERAL#42-11J BALCRONOIL
Jonah Unil/Monument Butte Field 7-21-94/ks
Lease No. U-096550
SENE Section11, T9S, R16E WELLBDAEDIAGRAM
Duchesne County, Utah

Elev.GL @5554'
Elev. KB@5564' (10' KB) ACID/BREAKDOWNINFORMATION

** Re-entt of Walton Federal #6 ** 4736'-4741' 7-1&94 by Westem w/13650 gal 2% KCL.
ATR 8 BPM@4500 psi, max 25 BPM@4980
psi. ISIP 2831 psi. Pump 4 balls/bbl.

SURFACE CASING 5188-5196' 7-1&94 by Westem w/2058 gal 2% KCL.
------------ 140' KB -> ATR6 BPM@3200 psi, max 6.7 BPM @5000
8-5/8", 24#, J-55 psi. ISIP 1730 psi. Pump4 balls/bbl.
Hole Size @ 12-1/4"

Depth Landed @ 140' KB FRACINFORMATlON
Cementedw/ 105 sx -------------- -------- -----

4736'-4741' 7-1&94: w/14,100# 16ß0 mesh sand w/
9254 gal 2% KCIgelled wir. ATR 25 BPM
@4550 psi, max 30 BPM@4870 psi. ISIP

PRODUCTIONCASING 1870 psi, 5 - 1640 psi, 10 - 1620 psi,
-------- 15- 1590 psi. 30 min forced closure

5-1/2", 15.5#, J-55 at 0.4 BPM.
Length @5261.75' 5188'-5196' 7-1&94: w/14,860#20/40 mesh sand &
Hole Size@7-7/8" 11,600# 16/30 mesh sand w/12,182 gal
Depth Landed @5270.75' KB 2% KCIgelled wir. ATR30 BPM@3000
Cemented w/290 sx Stper G w/3% CaCI, TOC @ 1825'--> psi, max 30.1 BPM@5050 psi. 1SlP
2% gel. Tail w/180 sx 50/50 POZ w/ 4400 psi, 5 - 1750, 10 - 1680, 15 min
2% gel & 1/4#/sx Celloseal. 1660 psi. Screen outw/1660# sand

TOC @ 1825' from CBL left in csg. SI 15 min.

TUBING

2-7/8", 6.5#, J-55 PERFORATIONRECORD
146 jls@4719.01' ------- ------- ------ -------

TA@2-1/2" x 5-1/2" x 2 35' 4736'-4741' (5') (4 SPF) RED1
13 jts@419.64' 5188'-5196' (8') (4 SPF) GREEN4
SN @2-7/8" x 1.1' (2.25" ID)
MA @2-7/8" x 32.5'
Total string length @5188.72'
SN landed @5152.10' KB

SUCKER ROD RECORD

1 - 1-1/4" x 16' Polish Rod
1 - 3/4" x 6' Pony Rod
1 - 3/4" x 8' Pony Rod
205 - 3/4" x 25' D-61 SlickRods

<- SN Landed @5152.1' KB

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC
w/ PA plunger (#1062Trico)

STROKE LENGTH:
PUMP SPEED, SPM:

PUMPINGUNfTSIZE: PBTD@5223' KB
TD @5300'



Dwights Well Data System CD-ROM H# R-845760-0 Original

-

h

State : Utah SL Merid 9S - 16E - 11 nw su

.ity: DUCHESNE Oper: DIAMOND SHAMROCKEXPL CO

Field : MONUMENTBUTTE Compl: 09/24/1964 D 0 OIL

Welt: GOATES FEDERALAT #2 Last Info: 01/12/1987
Ftg: 1820 fst 660 fwl
Oper Address: Box 631, Amarillo TX 79105
Ob]: Permit #: 08/24/1964 API: 43-013-1579000

Elev: 5642KB

Spud: 08/23/1964
TD: 5280

Elev: 5642KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Scout,T=Govt,S=Shell,G=USGS,N=NDGS)

Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1503 4139 LT Douglas Creek 4668 974 LT
basal Green River 3872 1770 LT

<< State Records >>

Casing: 9 5/8 9 227 w/200 - 5 1/2 2 5250 w/120
DST : #1 4861- 4875

op 60 si 30 op 90 si 60. IF op w/GTS in 3 min incr. Rec
420 ft O&GCM. HP 2257-2251 FP 490-520 SIP 1849-1846
#2 5148- 5185
op 30
si 30 op 90 si 60. IF op w/wk blo; FF op w/strg blo decr to fr. Rec 15
Ft 0 150 ft SOCM. HP 2478-2447 FP 58-72 SIP 469-528

Perfs : C, 5
5155, 5161, 51T3 w/3 SPF-treat w/254 gat MA, 150 bbls pre-flus, 13800
gal 0, 15500 lb sd, 4200 gal 0, 4200 lb glas beads.

PZone : 4857-4870
5147-5176

IP : 230 BOPD
Journl: Contractor: Confidential Released 12-28-64 Sub Report to plug back

3-8-65 Designated Apr. 1965 8-21-72 Notice of Intend To Abandon

Page:
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BALCRONOIL WELLREPORT Û

WELLNAME: BALCRONMONUMENTFEDERAL#13-11J DATE: 7-29-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096547 API NO.: 43-013-15790
LOCATION: NW SW Section11, T9S, R16E ** Re-entr of Goates Federal #2 *

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 80.51% NETREVENUE INT.: OIL - 73.831617%

PRODUCINGFORMATIOGreen River GAS - 66.359285%
COMPLETIONDATE: SPUD DATE: 6-20-94 (Orig.8-23-64)

INITIALPRODUCTION: 7-20-94 RIGREŒASE DATE:
OIUGASPURCHASER: OILGRAVITY:

PRESENT PROD STATIJSPoducing OilWell BHT:
EŒVATIONS- GROUND: 5630' KB: 5642' (12' KB)

TOTALDEPTH: 5280' KB PLUGBACKTD: 5213'KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 9-5Æ" SIZE: 5-1/2"

GRADE: GRADE:
WEIGHT: WEIGHT: 15.5#
ŒNGTH: ŒNGTH:

HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED: 227 KB DEPTH LANDED: 5250'KB
CEMENT DATA: Cementedw/200 sx CEMENTDATA Cementedw/ 120 sx. Perfd @ 1550' &

sqz'd w/100 sx when P&A'd in 1972.
CEMENTTOP AT: 4580' from CBL

PERFORATION RECORD - InitialCompletion
TUBINGRECORD ------------------------------

-------------------- 4863' RED5
SIZFJGRADE/WT: 2-7Æ",J-55, 6.5# 4867' REDS

NO.OF JOINTS: 154 jts.@4767 5155'-5161' (6') GREEN4
TUBINGANCHOR: 2-1/2" x 5-1/2" x 2.35' 5173' GREEN5

NO.OFJOINTS: 12 jts.@357
SEATINGNIPPLE: 2-7Æ"x 1.0' (2.25" ID) PERFORATION RECORD - Re-Entry

PERF.SUB: 2-7Æ"x 4.0' -------------- ------ ------

MUDANCHOR: 2-7/8" x 31' 4858'-4870' (12') (4 SPF) RED5
TOTALSTRINGLENGTH: 5160' KB 5150'-5162' (12') (4 SPF) GREEN4

SN LANDEDAT: 5125' KB 5172'-5174' (2') (4 SPF) GREENS

SUCKERRODRECORD ACID/ BREAKDOWNINFORMATION
..... . ..... ... ..

. .................. . .0

ud acid.
204 - 3/4" x 25' Plain Rods

4858'-4870' 6-28-94:3360 gal 2% KCIwtr. ATR
4.8 BPM @1600 psi, max 4.8 BPM @

LOGS:Cement Bond - Gamma Ray Log 2900 psi. ISIP 1000 psi.

5172'-5174' 6-28-94: 2940 gal 2% KCIwtr. ATR
PUMP SIZE: 2-1/2" x 1-1/2"x 16' RWAC 4 BPM @2500 psi, max 5.1 BPM @

(Trico#1060) 2900 psi. ISIP 1200 psi.
STROKE LENGTH: 72"

PUMP SPEED, SPM: 5 SPM
PUMPINGUNITSIZE: Belhlehem 320-246L-86 FRACINFORMATION

S/N C 38340K-342788 ---------------- -------- -------

Ajax Engine C-42, 4863'-486T 12-21-64: 100 Bbts 3% gelled acid
8-1/2x 10, S/N58096 preflush, 8000 galw/10,000#sand,

TANKS:2 - 12'X 20' 400 Bbl 2000 galw)2000#glass beads @32
NatcoWelded, S/N's BPMand 2900 psi.
9D917-04,9D917-05

TREATER: National4' x 12.5'
S/N

BALCRONOIL WELLREPORT Û

WELLNAME: BALCRONMONUMENTFEDERAL#13-11J DATE: 7-29-94/ks

FIELD: Jonah Unit/Monument Butte Field
FEDERALLEASE NO.: U-096547 API NO.: 43-013-15790

LOCATION: NW SW Section11, T9S, R16E ** Re-entr of Goates Federal #2 *

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 80.51% NETREVENUE INT.: OIL - 73.831617%

PRODUCINGFORMATIOGreen River GAS - 66.359285%
COMPLETIONDATE: SPUD DATE: 6-20-94 (Orig.8-23-64)

INITIALPRODUCTION: 7-20-94 RIGREŒASE DATE:
OIUGASPURCHASER: OILGRAVITY:

PRESENT PROD STATIJSPoducing OilWell BHT:
EŒVATIONS- GROUND: 5630' KB: 5642' (12' KB)

TOTALDEPTH: 5280' KB PLUGBACKTD: 5213'KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 9-5Æ" SIZE: 5-1/2"

GRADE: GRADE:
WEIGHT: WEIGHT: 15.5#
ŒNGTH: ŒNGTH:

HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED: 227 KB DEPTH LANDED: 5250'KB
CEMENT DATA: Cementedw/200 sx CEMENTDATA Cementedw/ 120 sx. Perfd @ 1550' &

sqz'd w/100 sx when P&A'd in 1972.
CEMENTTOP AT: 4580' from CBL

PERFORATION RECORD - InitialCompletion
TUBINGRECORD ------------------------------

-------------------- 4863' RED5
SIZFJGRADE/WT: 2-7Æ",J-55, 6.5# 4867' REDS

NO.OF JOINTS: 154 jts.@4767 5155'-5161' (6') GREEN4
TUBINGANCHOR: 2-1/2" x 5-1/2" x 2.35' 5173' GREEN5

NO.OFJOINTS: 12 jts.@357
SEATINGNIPPLE: 2-7Æ"x 1.0' (2.25" ID) PERFORATION RECORD - Re-Entry

PERF.SUB: 2-7Æ"x 4.0' -------------- ------ ------

MUDANCHOR: 2-7/8" x 31' 4858'-4870' (12') (4 SPF) RED5
TOTALSTRINGLENGTH: 5160' KB 5150'-5162' (12') (4 SPF) GREEN4

SN LANDEDAT: 5125' KB 5172'-5174' (2') (4 SPF) GREENS

SUCKERRODRECORD ACID/ BREAKDOWNINFORMATION
..... . ..... ... ..

. .................. . .0

ud acid.
204 - 3/4" x 25' Plain Rods

4858'-4870' 6-28-94:3360 gal 2% KCIwtr. ATR
4.8 BPM @1600 psi, max 4.8 BPM @

LOGS:Cement Bond - Gamma Ray Log 2900 psi. ISIP 1000 psi.

5172'-5174' 6-28-94: 2940 gal 2% KCIwtr. ATR
PUMP SIZE: 2-1/2" x 1-1/2"x 16' RWAC 4 BPM @2500 psi, max 5.1 BPM @

(Trico#1060) 2900 psi. ISIP 1200 psi.
STROKE LENGTH: 72"

PUMP SPEED, SPM: 5 SPM
PUMPINGUNITSIZE: Belhlehem 320-246L-86 FRACINFORMATION

S/N C 38340K-342788 ---------------- -------- -------

Ajax Engine C-42, 4863'-486T 12-21-64: 100 Bbts 3% gelled acid
8-1/2x 10, S/N58096 preflush, 8000 galw/10,000#sand,

TANKS:2 - 12'X 20' 400 Bbl 2000 galw)2000#glass beads @32
NatcoWelded, S/N's BPMand 2900 psi.
9D917-04,9D917-05

TREATER: National4' x 12.5'
S/N

BALCRONOIL WELLREPORT Û

WELLNAME: BALCRONMONUMENTFEDERAL#13-11J DATE: 7-29-94/ks

FIELD: Jonah Unit/Monument Butte Field
FEDERALLEASE NO.: U-096547 API NO.: 43-013-15790

LOCATION: NW SW Section11, T9S, R16E ** Re-entr of Goates Federal #2 *

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 80.51% NETREVENUE INT.: OIL - 73.831617%

PRODUCINGFORMATIOGreen River GAS - 66.359285%
COMPLETIONDATE: SPUD DATE: 6-20-94 (Orig.8-23-64)

INITIALPRODUCTION: 7-20-94 RIGREŒASE DATE:
OIUGASPURCHASER: OILGRAVITY:

PRESENT PROD STATIJSPoducing OilWell BHT:
EŒVATIONS- GROUND: 5630' KB: 5642' (12' KB)

TOTALDEPTH: 5280' KB PLUGBACKTD: 5213'KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 9-5Æ" SIZE: 5-1/2"

GRADE: GRADE:
WEIGHT: WEIGHT: 15.5#
ŒNGTH: ŒNGTH:

HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED: 227 KB DEPTH LANDED: 5250'KB
CEMENT DATA: Cementedw/200 sx CEMENTDATA Cementedw/ 120 sx. Perfd @ 1550' &

sqz'd w/100 sx when P&A'd in 1972.
CEMENTTOP AT: 4580' from CBL

PERFORATION RECORD - InitialCompletion
TUBINGRECORD ------------------------------

-------------------- 4863' RED5
SIZFJGRADE/WT: 2-7Æ",J-55, 6.5# 4867' REDS

NO.OF JOINTS: 154 jts.@4767 5155'-5161' (6') GREEN4
TUBINGANCHOR: 2-1/2" x 5-1/2" x 2.35' 5173' GREEN5

NO.OFJOINTS: 12 jts.@357
SEATINGNIPPLE: 2-7Æ"x 1.0' (2.25" ID) PERFORATION RECORD - Re-Entry

PERF.SUB: 2-7Æ"x 4.0' -------------- ------ ------

MUDANCHOR: 2-7/8" x 31' 4858'-4870' (12') (4 SPF) RED5
TOTALSTRINGLENGTH: 5160' KB 5150'-5162' (12') (4 SPF) GREEN4

SN LANDEDAT: 5125' KB 5172'-5174' (2') (4 SPF) GREENS

SUCKERRODRECORD ACID/ BREAKDOWNINFORMATION
..... . ..... ... ..

. .................. . .0

ud acid.
204 - 3/4" x 25' Plain Rods

4858'-4870' 6-28-94:3360 gal 2% KCIwtr. ATR
4.8 BPM @1600 psi, max 4.8 BPM @

LOGS:Cement Bond - Gamma Ray Log 2900 psi. ISIP 1000 psi.

5172'-5174' 6-28-94: 2940 gal 2% KCIwtr. ATR
PUMP SIZE: 2-1/2" x 1-1/2"x 16' RWAC 4 BPM @2500 psi, max 5.1 BPM @

(Trico#1060) 2900 psi. ISIP 1200 psi.
STROKE LENGTH: 72"

PUMP SPEED, SPM: 5 SPM
PUMPINGUNITSIZE: Belhlehem 320-246L-86 FRACINFORMATION

S/N C 38340K-342788 ---------------- -------- -------

Ajax Engine C-42, 4863'-486T 12-21-64: 100 Bbts 3% gelled acid
8-1/2x 10, S/N58096 preflush, 8000 galw/10,000#sand,

TANKS:2 - 12'X 20' 400 Bbl 2000 galw)2000#glass beads @32
NatcoWelded, S/N's BPMand 2900 psi.
9D917-04,9D917-05

TREATER: National4' x 12.5'
S/N



BALCRONMONUMENTFEDERAL#13-11J BALCRONOIL
Jonah Unit/Monument Butte Field 7-29-944 s
Lease No. 0-096547
NW SW Section 11, T9S, RT6E WELLBOREDIAGRAM
Duchesne County,Utah

Elev. GL @5630'
Elev. KB@5642' (12' KB)

* Re-entr of Goates Federal #2

SURFAŒ CASING
------------ ----- ACID/ BREAKDOWNINFORMATION
9-58", Œade &Wt um ------------------------------- ------------------------------ ----

Hole size@ 12-1/4" 227' KB --> 4863'-4867' 12-19-64: 500 galmudacid.
Depth landed @227' KB
Cemented w/ 200 sxs. Ped'd @ 4858'-4870' 6-28-94: 3360 gal 2% KCI wtr. ATR

1550' &sqzd 100 sx when P&A'd 4.8 BPM @ 1600 psi, max 4.8 BPM @
2900 psi. ISIP 1000 psi.

5172'4174' 6-28·94: 2940 gal 2% KCI wtr. ATR
PRODUCTIONCASING 4 BPM @2500 psi, max 5.1 BPM @

------------ ----- 2900 psi. ISIP 1200 psi.
5-1/2", 15.5#, Grade Unknown
Hole size @7-7/8"
Depth landed @5250' KB FRAC INFORMATION
Cementedw/ 120 sx ------------ --------------- ------

TOCat 4580' from CBL 4863'-4867' 12-21-64: 100 Bbis 3% gelled acid
preflush, 8000 gal w/10,000# sand,
2000 gal w/2000# glass beads @32

TUBING BPM and 2900 psi.

2-7/8", 6.5#, J-55
154 jts.@4767'
TA@2-1/2" x &1/2" x 2.35' PERFORATION RECORD - InitialCompletion
12 jls.@357' --------------- ----- ------

SN @2-7/8" x 1.0' (2.26' ID) 4863' RED5
Perf Sub@2-7/8" x 4.0' 4867' RED5
MA@2-7/8" x 31' 5155'-5161' (6') GREEN4
Total Slring Length @5160' KB 5173' GREENS
SN Landed @ 5125' KB TOC @4580' -->

PERFORATION RECORD - Re-Enby

4858'-4870' (12') (4 SPF) RED5
5150'-5162' (12') (4 SPF) GREEN4
5172'-5174' (2') (4 SPF) GREEN5

SUCKER ROD RECORD

1 - 1-1/4" x 22' Polish Rod
204 - 3/4" x 25' Plain Rods <- SN Landed @5125' KB

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC
(Trico#1060) PBTD@5213' KB

STROKE LENGTH: 72" TD @5280' KB
PUMP SPEED, SPM: 5 SPM

PUMPINGUNITSIZE: Bethlehem 320-246L-86
S/N C 38340K-342788
Ajax Engine Cr42,

1/2 x 10, S/N 58096
TANKS: 2 - 12' X 20' 400 Bbl

Natco Welded, S/N's
9D917-04, 9D917-05

TREATER: National 4' x 12.5'
S/N

BALCRONMONUMENTFEDERAL#13-11J BALCRONOIL
Jonah Unit/Monument Butte Field 7-29-944 s
Lease No. 0-096547
NW SW Section 11, T9S, RT6E WELLBOREDIAGRAM
Duchesne County,Utah

Elev. GL @5630'
Elev. KB@5642' (12' KB)

* Re-entr of Goates Federal #2

SURFAŒ CASING
------------ ----- ACID/ BREAKDOWNINFORMATION
9-58", Œade &Wt um ------------------------------- ------------------------------ ----

Hole size@ 12-1/4" 227' KB --> 4863'-4867' 12-19-64: 500 galmudacid.
Depth landed @227' KB
Cemented w/ 200 sxs. Ped'd @ 4858'-4870' 6-28-94: 3360 gal 2% KCI wtr. ATR

1550' &sqzd 100 sx when P&A'd 4.8 BPM @ 1600 psi, max 4.8 BPM @
2900 psi. ISIP 1000 psi.

5172'4174' 6-28·94: 2940 gal 2% KCI wtr. ATR
PRODUCTIONCASING 4 BPM @2500 psi, max 5.1 BPM @

------------ ----- 2900 psi. ISIP 1200 psi.
5-1/2", 15.5#, Grade Unknown
Hole size @7-7/8"
Depth landed @5250' KB FRAC INFORMATION
Cementedw/ 120 sx ------------ --------------- ------

TOCat 4580' from CBL 4863'-4867' 12-21-64: 100 Bbis 3% gelled acid
preflush, 8000 gal w/10,000# sand,
2000 gal w/2000# glass beads @32

TUBING BPM and 2900 psi.

2-7/8", 6.5#, J-55
154 jts.@4767'
TA@2-1/2" x &1/2" x 2.35' PERFORATION RECORD - InitialCompletion
12 jls.@357' --------------- ----- ------

SN @2-7/8" x 1.0' (2.26' ID) 4863' RED5
Perf Sub@2-7/8" x 4.0' 4867' RED5
MA@2-7/8" x 31' 5155'-5161' (6') GREEN4
Total Slring Length @5160' KB 5173' GREENS
SN Landed @ 5125' KB TOC @4580' -->

PERFORATION RECORD - Re-Enby

4858'-4870' (12') (4 SPF) RED5
5150'-5162' (12') (4 SPF) GREEN4
5172'-5174' (2') (4 SPF) GREEN5

SUCKER ROD RECORD

1 - 1-1/4" x 22' Polish Rod
204 - 3/4" x 25' Plain Rods <- SN Landed @5125' KB

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC
(Trico#1060) PBTD@5213' KB

STROKE LENGTH: 72" TD @5280' KB
PUMP SPEED, SPM: 5 SPM

PUMPINGUNITSIZE: Bethlehem 320-246L-86
S/N C 38340K-342788
Ajax Engine Cr42,

1/2 x 10, S/N 58096
TANKS: 2 - 12' X 20' 400 Bbl

Natco Welded, S/N's
9D917-04, 9D917-05

TREATER: National 4' x 12.5'
S/N

BALCRONMONUMENTFEDERAL#13-11J BALCRONOIL
Jonah Unit/Monument Butte Field 7-29-944 s
Lease No. 0-096547
NW SW Section 11, T9S, RT6E WELLBOREDIAGRAM
Duchesne County,Utah

Elev. GL @5630'
Elev. KB@5642' (12' KB)

* Re-entr of Goates Federal #2

SURFAŒ CASING
------------ ----- ACID/ BREAKDOWNINFORMATION
9-58", Œade &Wt um ------------------------------- ------------------------------ ----

Hole size@ 12-1/4" 227' KB --> 4863'-4867' 12-19-64: 500 galmudacid.
Depth landed @227' KB
Cemented w/ 200 sxs. Ped'd @ 4858'-4870' 6-28-94: 3360 gal 2% KCI wtr. ATR

1550' &sqzd 100 sx when P&A'd 4.8 BPM @ 1600 psi, max 4.8 BPM @
2900 psi. ISIP 1000 psi.

5172'4174' 6-28·94: 2940 gal 2% KCI wtr. ATR
PRODUCTIONCASING 4 BPM @2500 psi, max 5.1 BPM @

------------ ----- 2900 psi. ISIP 1200 psi.
5-1/2", 15.5#, Grade Unknown
Hole size @7-7/8"
Depth landed @5250' KB FRAC INFORMATION
Cementedw/ 120 sx ------------ --------------- ------

TOCat 4580' from CBL 4863'-4867' 12-21-64: 100 Bbis 3% gelled acid
preflush, 8000 gal w/10,000# sand,
2000 gal w/2000# glass beads @32

TUBING BPM and 2900 psi.

2-7/8", 6.5#, J-55
154 jts.@4767'
TA@2-1/2" x &1/2" x 2.35' PERFORATION RECORD - InitialCompletion
12 jls.@357' --------------- ----- ------

SN @2-7/8" x 1.0' (2.26' ID) 4863' RED5
Perf Sub@2-7/8" x 4.0' 4867' RED5
MA@2-7/8" x 31' 5155'-5161' (6') GREEN4
Total Slring Length @5160' KB 5173' GREENS
SN Landed @ 5125' KB TOC @4580' -->

PERFORATION RECORD - Re-Enby

4858'-4870' (12') (4 SPF) RED5
5150'-5162' (12') (4 SPF) GREEN4
5172'-5174' (2') (4 SPF) GREEN5

SUCKER ROD RECORD

1 - 1-1/4" x 22' Polish Rod
204 - 3/4" x 25' Plain Rods <- SN Landed @5125' KB

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC
(Trico#1060) PBTD@5213' KB

STROKE LENGTH: 72" TD @5280' KB
PUMP SPEED, SPM: 5 SPM

PUMPINGUNITSIZE: Bethlehem 320-246L-86
S/N C 38340K-342788
Ajax Engine Cr42,

1/2 x 10, S/N 58096
TANKS: 2 - 12' X 20' 400 Bbl

Natco Welded, S/N's
9D917-04, 9D917-05

TREATER: National 4' x 12.5'
S/N



eAL.caoNOR. WF..U.REPORT

WELLNAME: BALCRONMONUMENTFEDERAL#23-11J DATE: 7-29-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43-013-31369
LOCATION: NE SW Section11, T9S, R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATIONGreen River 0.66359285 Gas
COMPLETIONDATE: 10-21-93 SPUD DATE: 8-30-93

INfTIALPRODUCTION: 110 STBOPD, 165 MSCFPD, 20 STBWPD RIGRELEASE DATE: 9-23-93
OIIJGASPURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATUS:Producing OilWell BHT: 138 Deg.F
ELEVATIONS- GROUND: 5621' KB: 5631' (10' KB)

TOTALDEFTH: 5750' KB PLUGBACKTD: 5671' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8-5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 6 jts @ 270.01' LENGTH: 5740.6T

HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED: 277 KB DEPTH LANDED: 5730.67 KB
CEMENTDATA:150 sxs Class 'G" w/2%CCL CEMENTDATA: 90 sxs Hifill&tail

&1/4#lsx Celoflake.Good w/350 sxs50-50POZ
cement retums tosurface. CEMENTTOP AT: 2510' from CBL

TUBINGRECORD

SIZE/GRADE/WT:2-7/8", J-55, 6.5 # PERFORATIONRECORD
NO.OF JOINTS: 168 jnts@ 5250.15' -------------- ------ ------ ------

TUBINGANCHOR: NA 4710'-4717' (7') (2 SPF) RED 1
NO.OFJOINTS: NA 4840', 4844', 4848', 4850' (1 SPF) RED 5

SEATINGNIPPLE: 2-7/8" x 1.15' (2.25" ID) 4858', 4864' (1 SPF) RED 5
PERF. SUB: 2-7/8" x 3.05' 4962', 4968', 4984', 4988' (1 SPF) GREEN 1

MUDANCHOR:2-7/8"x 31.85'w/NC 4992', 4994', 4996', 4998' (1 SPF) GREEN1
TOTALSTRINGLENGTH: 5296.2' KB 5155'-5162' (7') (2 SPF) GREEN 4

SN LANDEDAT: 5261.3' KB 5171'-5181' (10') (2 SPF) GREEN 4

PROPOSED REPERFORATING
SUCKER ROD RECORD ------------ ----- ----- -----

--------------- 4836'-4844' (8') (2 SPF) RED 5
1 - 1-1/4"x 16' Polish Rod SM 4848'-4850' (2') (2 SPF) RED 5
1 - 3/4" x 2' Pony 4858'-4864' (6') (2 SPF) RED 5
1 - 3/4" x 6' Pony 4962'-4968' (6') (2 SPF) GREEN 1
1 - 3/4" x 8' Pony 4986'-4989' (3') (2 SPF) GREEN 1
209 - 3/4" x 25' Plain Rods 4992'-4998' (6') (2 SPF) GREEN 1

PUMP SIZE: 2-1/2" x 1-1/2" x 16 RHAC
w/RA Plunger LOGS:Compensated Neutron/U1ho-DensityLog;

STROKE LENGTH: 64" Dual Latemlog Micro-SFL;Mud Log; Cement
PUMP SPEED: 5 SPM Bond/Gamma-Ray &CCL Log

PUMPINGUNIT

eAL.caoNOR. WF..U.REPORT

WELLNAME: BALCRONMONUMENTFEDERAL#23-11J DATE: 7-29-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43-013-31369
LOCATION: NE SW Section11, T9S, R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATIONGreen River 0.66359285 Gas
COMPLETIONDATE: 10-21-93 SPUD DATE: 8-30-93

INfTIALPRODUCTION: 110 STBOPD, 165 MSCFPD, 20 STBWPD RIGRELEASE DATE: 9-23-93
OIIJGASPURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATUS:Producing OilWell BHT: 138 Deg.F
ELEVATIONS- GROUND: 5621' KB: 5631' (10' KB)

TOTALDEFTH: 5750' KB PLUGBACKTD: 5671' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8-5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 6 jts @ 270.01' LENGTH: 5740.6T

HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED: 277 KB DEPTH LANDED: 5730.67 KB
CEMENTDATA:150 sxs Class 'G" w/2%CCL CEMENTDATA: 90 sxs Hifill&tail

&1/4#lsx Celoflake.Good w/350 sxs50-50POZ
cement retums tosurface. CEMENTTOP AT: 2510' from CBL

TUBINGRECORD

SIZE/GRADE/WT:2-7/8", J-55, 6.5 # PERFORATIONRECORD
NO.OF JOINTS: 168 jnts@ 5250.15' -------------- ------ ------ ------

TUBINGANCHOR: NA 4710'-4717' (7') (2 SPF) RED 1
NO.OFJOINTS: NA 4840', 4844', 4848', 4850' (1 SPF) RED 5

SEATINGNIPPLE: 2-7/8" x 1.15' (2.25" ID) 4858', 4864' (1 SPF) RED 5
PERF. SUB: 2-7/8" x 3.05' 4962', 4968', 4984', 4988' (1 SPF) GREEN 1

MUDANCHOR:2-7/8"x 31.85'w/NC 4992', 4994', 4996', 4998' (1 SPF) GREEN1
TOTALSTRINGLENGTH: 5296.2' KB 5155'-5162' (7') (2 SPF) GREEN 4

SN LANDEDAT: 5261.3' KB 5171'-5181' (10') (2 SPF) GREEN 4

PROPOSED REPERFORATING
SUCKER ROD RECORD ------------ ----- ----- -----

--------------- 4836'-4844' (8') (2 SPF) RED 5
1 - 1-1/4"x 16' Polish Rod SM 4848'-4850' (2') (2 SPF) RED 5
1 - 3/4" x 2' Pony 4858'-4864' (6') (2 SPF) RED 5
1 - 3/4" x 6' Pony 4962'-4968' (6') (2 SPF) GREEN 1
1 - 3/4" x 8' Pony 4986'-4989' (3') (2 SPF) GREEN 1
209 - 3/4" x 25' Plain Rods 4992'-4998' (6') (2 SPF) GREEN 1

PUMP SIZE: 2-1/2" x 1-1/2" x 16 RHAC
w/RA Plunger LOGS:Compensated Neutron/U1ho-DensityLog;

STROKE LENGTH: 64" Dual Latemlog Micro-SFL;Mud Log; Cement
PUMP SPEED: 5 SPM Bond/Gamma-Ray &CCL Log

PUMPINGUNIT

eAL.caoNOR. WF..U.REPORT

WELLNAME: BALCRONMONUMENTFEDERAL#23-11J DATE: 7-29-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43-013-31369
LOCATION: NE SW Section11, T9S, R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATIONGreen River 0.66359285 Gas
COMPLETIONDATE: 10-21-93 SPUD DATE: 8-30-93

INfTIALPRODUCTION: 110 STBOPD, 165 MSCFPD, 20 STBWPD RIGRELEASE DATE: 9-23-93
OIIJGASPURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATUS:Producing OilWell BHT: 138 Deg.F
ELEVATIONS- GROUND: 5621' KB: 5631' (10' KB)

TOTALDEFTH: 5750' KB PLUGBACKTD: 5671' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8-5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 6 jts @ 270.01' LENGTH: 5740.6T

HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED: 277 KB DEPTH LANDED: 5730.67 KB
CEMENTDATA:150 sxs Class 'G" w/2%CCL CEMENTDATA: 90 sxs Hifill&tail

&1/4#lsx Celoflake.Good w/350 sxs50-50POZ
cement retums tosurface. CEMENTTOP AT: 2510' from CBL

TUBINGRECORD

SIZE/GRADE/WT:2-7/8", J-55, 6.5 # PERFORATIONRECORD
NO.OF JOINTS: 168 jnts@ 5250.15' -------------- ------ ------ ------

TUBINGANCHOR: NA 4710'-4717' (7') (2 SPF) RED 1
NO.OFJOINTS: NA 4840', 4844', 4848', 4850' (1 SPF) RED 5

SEATINGNIPPLE: 2-7/8" x 1.15' (2.25" ID) 4858', 4864' (1 SPF) RED 5
PERF. SUB: 2-7/8" x 3.05' 4962', 4968', 4984', 4988' (1 SPF) GREEN 1

MUDANCHOR:2-7/8"x 31.85'w/NC 4992', 4994', 4996', 4998' (1 SPF) GREEN1
TOTALSTRINGLENGTH: 5296.2' KB 5155'-5162' (7') (2 SPF) GREEN 4

SN LANDEDAT: 5261.3' KB 5171'-5181' (10') (2 SPF) GREEN 4

PROPOSED REPERFORATING
SUCKER ROD RECORD ------------ ----- ----- -----

--------------- 4836'-4844' (8') (2 SPF) RED 5
1 - 1-1/4"x 16' Polish Rod SM 4848'-4850' (2') (2 SPF) RED 5
1 - 3/4" x 2' Pony 4858'-4864' (6') (2 SPF) RED 5
1 - 3/4" x 6' Pony 4962'-4968' (6') (2 SPF) GREEN 1
1 - 3/4" x 8' Pony 4986'-4989' (3') (2 SPF) GREEN 1
209 - 3/4" x 25' Plain Rods 4992'-4998' (6') (2 SPF) GREEN 1

PUMP SIZE: 2-1/2" x 1-1/2" x 16 RHAC
w/RA Plunger LOGS:Compensated Neutron/U1ho-DensityLog;

STROKE LENGTH: 64" Dual Latemlog Micro-SFL;Mud Log; Cement
PUMP SPEED: 5 SPM Bond/Gamma-Ray &CCL Log

PUMPINGUNIT



BALCRONMONUMENTFEDERAL#23-11J
Jonah Unit/Monument Butte Field
U-096550
NE SW Section11, T9S, R16E
Duchesne County,Utah

BREAKDOWNINFORMATION

5155'-5181' KB - 9-27-93: By Western w/4,263 gals 2% KCIwtr. ATP 1800 psi,
max2200 psi. ATR 5 BPM.

4984'-499B' KB&
4962'4968' KB&
4840'-4864' KB - 9-30-93: By Westem w/5,800 gals 2% KCLwtr.

4710'-4717' KB - 10-1-93: By Westem w/1974 gals 2% KCLwtr. ATP 2600 psi, max
4000 psi. ATR 5 BPM, max5.2 BPM. ISIP 1500 psi.

FRAC INFORMATION

5155'-5181' KB - 9-28-93: ByWestern wf28,200#20/40 meshsand &29,180#16/30
mesh sand w/18,732 gals 2% KCLgelled wtr. ATP 1800 psi.
ATR25.1 BPM. ISIP 1900 psi, 5 min1570 psi, 10 min 1460 psi,
15 min1430 psi.

4984'-4998' KB&
4962'-4968' KB&
4840'-4864' KB - 10-1-93: By Western w/30,700#20/40 mesh sand &29,500#16/30

mesh sand w/23,604 gals 2% KCLgelledwtr. ATP 2200 psi, max
3000 psi. ATR25 BPM, max35 BPM. ISIP1600 psi.

4710'-4717' KB- 10-1-93:ByWestemwf20,000#16/30meshsandw/11,634gals
2% KCLgelledwtr. ATR19.5 BPM,max21.1 BPM. ISIP2000 psi.
5 min1690 psi, 10 min 1590 psi, 15 min 1530

BALCRONMONUMENTFEDERAL#23-11J
Jonah Unit/Monument Butte Field
U-096550
NE SW Section11, T9S, R16E
Duchesne County,Utah

BREAKDOWNINFORMATION

5155'-5181' KB - 9-27-93: By Western w/4,263 gals 2% KCIwtr. ATP 1800 psi,
max2200 psi. ATR 5 BPM.

4984'-499B' KB&
4962'4968' KB&
4840'-4864' KB - 9-30-93: By Westem w/5,800 gals 2% KCLwtr.

4710'-4717' KB - 10-1-93: By Westem w/1974 gals 2% KCLwtr. ATP 2600 psi, max
4000 psi. ATR 5 BPM, max5.2 BPM. ISIP 1500 psi.

FRAC INFORMATION

5155'-5181' KB - 9-28-93: ByWestern wf28,200#20/40 meshsand &29,180#16/30
mesh sand w/18,732 gals 2% KCLgelled wtr. ATP 1800 psi.
ATR25.1 BPM. ISIP 1900 psi, 5 min1570 psi, 10 min 1460 psi,
15 min1430 psi.

4984'-4998' KB&
4962'-4968' KB&
4840'-4864' KB - 10-1-93: By Western w/30,700#20/40 mesh sand &29,500#16/30

mesh sand w/23,604 gals 2% KCLgelledwtr. ATP 2200 psi, max
3000 psi. ATR25 BPM, max35 BPM. ISIP1600 psi.

4710'-4717' KB- 10-1-93:ByWestemwf20,000#16/30meshsandw/11,634gals
2% KCLgelledwtr. ATR19.5 BPM,max21.1 BPM. ISIP2000 psi.
5 min1690 psi, 10 min 1590 psi, 15 min 1530

BALCRONMONUMENTFEDERAL#23-11J
Jonah Unit/Monument Butte Field
U-096550
NE SW Section11, T9S, R16E
Duchesne County,Utah

BREAKDOWNINFORMATION

5155'-5181' KB - 9-27-93: By Western w/4,263 gals 2% KCIwtr. ATP 1800 psi,
max2200 psi. ATR 5 BPM.

4984'-499B' KB&
4962'4968' KB&
4840'-4864' KB - 9-30-93: By Westem w/5,800 gals 2% KCLwtr.

4710'-4717' KB - 10-1-93: By Westem w/1974 gals 2% KCLwtr. ATP 2600 psi, max
4000 psi. ATR 5 BPM, max5.2 BPM. ISIP 1500 psi.

FRAC INFORMATION

5155'-5181' KB - 9-28-93: ByWestern wf28,200#20/40 meshsand &29,180#16/30
mesh sand w/18,732 gals 2% KCLgelled wtr. ATP 1800 psi.
ATR25.1 BPM. ISIP 1900 psi, 5 min1570 psi, 10 min 1460 psi,
15 min1430 psi.

4984'-4998' KB&
4962'-4968' KB&
4840'-4864' KB - 10-1-93: By Western w/30,700#20/40 mesh sand &29,500#16/30

mesh sand w/23,604 gals 2% KCLgelledwtr. ATP 2200 psi, max
3000 psi. ATR25 BPM, max35 BPM. ISIP1600 psi.

4710'-4717' KB- 10-1-93:ByWestemwf20,000#16/30meshsandw/11,634gals
2% KCLgelledwtr. ATR19.5 BPM,max21.1 BPM. ISIP2000 psi.
5 min1690 psi, 10 min 1590 psi, 15 min 1530



BALCRONMONUMENTFEDERAL#23-11J BALCRONOIL
Jonah Unit/Monument Butte Field 7-2994/ks
Lease No. U-096550
NESWSection11, TSS,R16E WELLBOREDIAGRAM
Duchesne County,Utah

Elev. Gr@5621'
Elev. KB@5631' (10' KB) BREAKDOWNJOBS

SURFACE CASING 5155'-5181' KB - 9-27-93:By Western w/4263 gals
------ ------- 2% KCIwtr. ATP 1800 psi,max2200
8-5/8", 24#, J-55 psi.ATR 5 BPM.
Length @270.01'
Hole size @ 12-1/4"
Depth landed @277 KB 4840'-4998' KB - 9-30-93:By Western w/5800 gals
Cementedw/150 sxs Class "G"w/2% CCL 2% KCIwtr.

& 1/4#lsx Celolake. Good retums
4710'-4717 KB - 10-1-93:ByWestern w/ 1974 gals

2% KCIwtr. ATP 2600 psi, max 4000
PRODUCTIONCASING psi. ATR 5 BPM. ISIP 1500 psi

5-1/2", 15.5#, K-55 FRACJOBS
Length @5740.6T 277' KB-> ----- ----- ------ ------ ------

Hole size @7-7/8" 5155'-5181' KB - 9-28-93:By Westem w/28,200#20/40
Depth landed @5730.67' KB mesh &29,180# 16/30 mesh sand w/
Cementedw/90 sxs Hifill&tail 18,732 gal 2% KCIgelledwtr.

w/350 sxs 50-50 POZ.
TOC@2510' from CBL 4840'-4998' KB- 10-1-93:ByWestemw/30,700#20/40

mesh &29,500# 16fd0 mesh sand w/
TUBING 23,604 gal 2% KCLgelled wtr.

5#, J-55 4710'-4717' KB - 10-1-93:ByWestem w/ 20,000# 16/30
168 jnts@5250.15' mesh sand w/ 11,634 gal2% KCI
SN @2-7/8" x 1.15' (2.25" ID) gelled water.
Perf. Sub 2-7/8" x 3.05"
MA2-7/8" x 31.85' w/NC TOC@2510' -> PERFORATIONRECORD
Total stringlength @5296.2' KB ----- ------ ------ ------ -------

SN landed @5261.3' KB 4710'-4717 (7) (2 SPF) RED 1
4840', 4844', 4848', 4850' (1 SPF) RED 5
4858', 4864' (1 SPF) RED 5

ROD STRING 4962', 4968', 4984', 4988' (1 SPF) GREEN 1
------ ------ 4992', 4994', 4996', 4998' (1 SPF) GREEN 1
1 - 1-1/4"x 16' Polish RodSM 5155'-5162'(7') (2 SPF) GREEN 4
1 - 3/4"x 2' Pony 5171'-5181' (10') (2 SPF) GREEN4
1 - 3/4" x 6' Pony
1 - 3/4" x 8' Pony PROPOSED REPERFORAT1NG
209 - 3/4" x 25' Plain Rods ----- ----- ----- ----- ------

4836'4844' (8') (2 SPF) RED 5
4848'-4850' (2') (2 SPF) RED 5

Pump size @2-1/2' x 1-1/2"x 16 RHAC 4858'-4864' (6') (2 SPF) RED 5
w/RA Plunger 4962'-4968' (6') (2 SPF) GREEN 1

4986'-4989' (3') (2 SPF) GREEN 1
Strokelength @64" SN landed @5261.3' KB -> 4992'-4998' (6') (2 SPF) GREEN 1
Pump Speed @5 SPM

PBTD@5671' KB
TD @5750'

BALCRONMONUMENTFEDERAL#23-11J BALCRONOIL
Jonah Unit/Monument Butte Field 7-2994/ks
Lease No. U-096550
NESWSection11, TSS,R16E WELLBOREDIAGRAM
Duchesne County,Utah

Elev. Gr@5621'
Elev. KB@5631' (10' KB) BREAKDOWNJOBS

SURFACE CASING 5155'-5181' KB - 9-27-93:By Western w/4263 gals
------ ------- 2% KCIwtr. ATP 1800 psi,max2200
8-5/8", 24#, J-55 psi.ATR 5 BPM.
Length @270.01'
Hole size @ 12-1/4"
Depth landed @277 KB 4840'-4998' KB - 9-30-93:By Western w/5800 gals
Cementedw/150 sxs Class "G"w/2% CCL 2% KCIwtr.

& 1/4#lsx Celolake. Good retums
4710'-4717 KB - 10-1-93:ByWestern w/ 1974 gals

2% KCIwtr. ATP 2600 psi, max 4000
PRODUCTIONCASING psi. ATR 5 BPM. ISIP 1500 psi

5-1/2", 15.5#, K-55 FRACJOBS
Length @5740.6T 277' KB-> ----- ----- ------ ------ ------

Hole size @7-7/8" 5155'-5181' KB - 9-28-93:By Westem w/28,200#20/40
Depth landed @5730.67' KB mesh &29,180# 16/30 mesh sand w/
Cementedw/90 sxs Hifill&tail 18,732 gal 2% KCIgelledwtr.

w/350 sxs 50-50 POZ.
TOC@2510' from CBL 4840'-4998' KB- 10-1-93:ByWestemw/30,700#20/40

mesh &29,500# 16fd0 mesh sand w/
TUBING 23,604 gal 2% KCLgelled wtr.

5#, J-55 4710'-4717' KB - 10-1-93:ByWestem w/ 20,000# 16/30
168 jnts@5250.15' mesh sand w/ 11,634 gal2% KCI
SN @2-7/8" x 1.15' (2.25" ID) gelled water.
Perf. Sub 2-7/8" x 3.05"
MA2-7/8" x 31.85' w/NC TOC@2510' -> PERFORATIONRECORD
Total stringlength @5296.2' KB ----- ------ ------ ------ -------

SN landed @5261.3' KB 4710'-4717 (7) (2 SPF) RED 1
4840', 4844', 4848', 4850' (1 SPF) RED 5
4858', 4864' (1 SPF) RED 5

ROD STRING 4962', 4968', 4984', 4988' (1 SPF) GREEN 1
------ ------ 4992', 4994', 4996', 4998' (1 SPF) GREEN 1
1 - 1-1/4"x 16' Polish RodSM 5155'-5162'(7') (2 SPF) GREEN 4
1 - 3/4"x 2' Pony 5171'-5181' (10') (2 SPF) GREEN4
1 - 3/4" x 6' Pony
1 - 3/4" x 8' Pony PROPOSED REPERFORAT1NG
209 - 3/4" x 25' Plain Rods ----- ----- ----- ----- ------

4836'4844' (8') (2 SPF) RED 5
4848'-4850' (2') (2 SPF) RED 5

Pump size @2-1/2' x 1-1/2"x 16 RHAC 4858'-4864' (6') (2 SPF) RED 5
w/RA Plunger 4962'-4968' (6') (2 SPF) GREEN 1

4986'-4989' (3') (2 SPF) GREEN 1
Strokelength @64" SN landed @5261.3' KB -> 4992'-4998' (6') (2 SPF) GREEN 1
Pump Speed @5 SPM

PBTD@5671' KB
TD @5750'

BALCRONMONUMENTFEDERAL#23-11J BALCRONOIL
Jonah Unit/Monument Butte Field 7-2994/ks
Lease No. U-096550
NESWSection11, TSS,R16E WELLBOREDIAGRAM
Duchesne County,Utah

Elev. Gr@5621'
Elev. KB@5631' (10' KB) BREAKDOWNJOBS

SURFACE CASING 5155'-5181' KB - 9-27-93:By Western w/4263 gals
------ ------- 2% KCIwtr. ATP 1800 psi,max2200
8-5/8", 24#, J-55 psi.ATR 5 BPM.
Length @270.01'
Hole size @ 12-1/4"
Depth landed @277 KB 4840'-4998' KB - 9-30-93:By Western w/5800 gals
Cementedw/150 sxs Class "G"w/2% CCL 2% KCIwtr.

& 1/4#lsx Celolake. Good retums
4710'-4717 KB - 10-1-93:ByWestern w/ 1974 gals

2% KCIwtr. ATP 2600 psi, max 4000
PRODUCTIONCASING psi. ATR 5 BPM. ISIP 1500 psi

5-1/2", 15.5#, K-55 FRACJOBS
Length @5740.6T 277' KB-> ----- ----- ------ ------ ------

Hole size @7-7/8" 5155'-5181' KB - 9-28-93:By Westem w/28,200#20/40
Depth landed @5730.67' KB mesh &29,180# 16/30 mesh sand w/
Cementedw/90 sxs Hifill&tail 18,732 gal 2% KCIgelledwtr.

w/350 sxs 50-50 POZ.
TOC@2510' from CBL 4840'-4998' KB- 10-1-93:ByWestemw/30,700#20/40

mesh &29,500# 16fd0 mesh sand w/
TUBING 23,604 gal 2% KCLgelled wtr.

5#, J-55 4710'-4717' KB - 10-1-93:ByWestem w/ 20,000# 16/30
168 jnts@5250.15' mesh sand w/ 11,634 gal2% KCI
SN @2-7/8" x 1.15' (2.25" ID) gelled water.
Perf. Sub 2-7/8" x 3.05"
MA2-7/8" x 31.85' w/NC TOC@2510' -> PERFORATIONRECORD
Total stringlength @5296.2' KB ----- ------ ------ ------ -------

SN landed @5261.3' KB 4710'-4717 (7) (2 SPF) RED 1
4840', 4844', 4848', 4850' (1 SPF) RED 5
4858', 4864' (1 SPF) RED 5

ROD STRING 4962', 4968', 4984', 4988' (1 SPF) GREEN 1
------ ------ 4992', 4994', 4996', 4998' (1 SPF) GREEN 1
1 - 1-1/4"x 16' Polish RodSM 5155'-5162'(7') (2 SPF) GREEN 4
1 - 3/4"x 2' Pony 5171'-5181' (10') (2 SPF) GREEN4
1 - 3/4" x 6' Pony
1 - 3/4" x 8' Pony PROPOSED REPERFORAT1NG
209 - 3/4" x 25' Plain Rods ----- ----- ----- ----- ------

4836'4844' (8') (2 SPF) RED 5
4848'-4850' (2') (2 SPF) RED 5

Pump size @2-1/2' x 1-1/2"x 16 RHAC 4858'-4864' (6') (2 SPF) RED 5
w/RA Plunger 4962'-4968' (6') (2 SPF) GREEN 1

4986'-4989' (3') (2 SPF) GREEN 1
Strokelength @64" SN landed @5261.3' KB -> 4992'-4998' (6') (2 SPF) GREEN 1
Pump Speed @5 SPM

PBTD@5671' KB
TD @5750'



Dwights Well Data System CD-ROM H# R-845758-0 Original
Copyright 1991 Rocky Mountains Run Date: 17-Jan-92

State : Utah SL Merid 9S - 16E • 11 nu se

. aty: DUCHESNE Oper: SHAMROCKOIL & GAS CO

Field : MONUMENTBUTTE Compl: 08/03/1964 D 0 OIL

Well: WALTONFEDERAL#3 Last Info: 01/12/1987
Ftg: 2080 fsl 1974 fel
Obj: Permit #: 06/19/1964 API: 43-013-1579400

Spud: 06/19/1964
TD: 5317

Elev: 5663KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Scout,T=Govt,S=Shell,G=USGS,N=NDGS)

Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1520 4143 LT Douglas creek 4688 975 LT
basal Green River 3895 1768 LT

<< State Records >>

Casing: 9 5/8 9 230 w/200 - 5 1/2 2 5020 w/125
DST : #1 4230- 4295

op 30 si 30 op led si 60. IF op w/wk blo to end of test.
Rec 5 ft SMCO very HPP. HP 1931-1931 FP 21-21 SIP 270-270
#2 4877- 4900
op 30 si 30 op 60 si 60. IF op w/wk blo thruout test. Rec 909 ft
DMVSOC.
#3 4971- 4983
op 30 si 30 op 60 si 60. IF op w/wk blo
thruout test. Rec 3 ft blk HPP oil, 700 ft VSOCM. HP 2327-2307 FP 146-
208 SIP 459-814

Perfs : RS
4891 w/5 holes - 250 gal MA w/102 bbls Ashley Valley Crude w/50 lb
adomite per 1000 gal w/250 gal MA 137 bbls pre-f lush 14700 gal crude
16800 lbs 20-40 mesh sd, 4200 gal crude 4000 lbs 8-12 mesh glass beads
flushed w/130 bbls crude

PZone : 4220-4240
4865-4893
4970-4987

IP : 130 BOPD 5 BWPD
130 B0PD grav 34.8, 5 BWPD

Journl: Contractor: Miracle & Wooster Confidential Released 12-28-64
Designated 1964 2-22-74 Sub. Report of Abandoned
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BALCRONOIL WËLLREPÖRT

WELLNAME: BALCRON MONUMENT FEDERAL#33-11J DATE: 7-27-94 Imc
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43-013-31451
LOCATION: NW SE Section 11, T9S, R16E * Re lacement Well for Walton Federal #3 **

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 80.51% NET REVENUEINT.: OIL -73.831617%

PRODUCING FORMATION:Green River GAS - 66.359285%
COMPLETIONDATE: 7-25-94 SPUD DATE: 6-16-94

INITIALPRODUCTION: RIGRELEASEDATE: &2&94
OlüGASPURCHASER: Amoco OILGRAVITY:

PRESENT PROD STATUS: Producing Oil Well BHT: 139 Deg F
ELEVATIONS-GROUND: 5608' GL KB: 5618' KB

TOTALDEPTH: 5800' PLUGBACKTD: 5747.11' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8-5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: J-55
WEIGHT: 24# WEIGHT: 15.5#
LENGTH: 6 jts@266.45' LENGTH: 135 jls@ 5780.91'

HOLESIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED: 276.45' KB DEPTH LANDED: 5791.51' KB
CEMENTDATA By Westem w/165 sxs "G"w/ CEMENTDATA 240 sxs Super"G"wladditives &

2% CCL & 1/4#/sx Celoflake. 243 sxs 50-50 POZ wladditives.
Cementedtosurface. CEMENTTOP AT: 2090' from CBL

PERFORATIONRECORD
TUBINGRECORD ---------------- ----- -----

------------------ 4861'-4864' (3') (4 SPF) RED5
SIZEK3RADE/WT: 2-7/8", J-55, 6.5# 4868'-4883' (15') (4 SPF) RED5

NO. OF JOINTS: 148 jis@4802.62' 5191'-5195' (4') (4 SPF) GREEN4
TUBINGANCHOR: 2-1/2 x &1/2" x 2.35' 5200'-5208' (8') (4 SPF) GREEN4

NO.OF JOINTS: 13 @422.13'
SEATINGNIPPLE: 2-7/8" x 1.10' (2.25" ID) CORESTAKEN

PERF. SUB: 2-7/8" x 4.12' --------------- ------- -----

MUDANCHOR: 2-7/8" x 32.5' 4840'-4870' (4845'-4875' LOGS) 30' REC'D 30' (RED5)
TOTALSTRING LENGTll: 5274.82' KB 5158'-5169' (5165'-5176' LOGS) 11' REC'D 11' (GREEN4)

SN LANDEDAT: 5238.2' KB 5169'-5205' (5176'-5212' LOGS)36' REC'D 37 (GREEN4)
S370'-5423' (5374'-5427' LOGS) 53' REC'D 54' (BSF)

SUCKER ROD RECORD
---------------- ACID/BREAKDOWNINFORMATION
1 - 1-1/4" x 22' Polish Rod ------------ ----- -----

1 - 3/4" x 2' Pony 4861'-4864' 7-11-94: 3,654 gal 2% KCIwir. ATR
2 - 3/4" x 8' Ponies 4.5 BPM@3300 psi,max6 BPM@
208 -3/4" x 25' D-61 Slick Rods 4800 psi. ISIP 1700 psi.

FRACINFORMATION
LOGS:Dual Laterolog w/ MSFL, CompensatedNeulron/ ------------ ----- ------

Litho-Densityw/ Gamma Ray &Caliper, Mudlog, 4861'-4864' 7-11-94: 53,640# 16/30 mesh sand w/
CementBondBamma Ray Log. 19,130 gal 2% KCIgelled wtr. ATR

30.4 BPM@2500 psi, max 30.7 BPM@
2830 psi. ISIP 2000 psi, 5 - 1460 psi,

PUMP SIZE: 2-1/2"x1-1/2"x16' RWAC 10 - 1370 psi, 15- 1210 psi.
w/ PA Plunger (#1061Trico)

STROKE LENGTH: 85" 5191'-5208' 7-11-94: 36,800# 16/30 mesh sand w/
PUMP SPEED, SPM: 4.5 15,960 ga12% KCIgelled wtr. ATR

PUMPINGUNITSIZE: Bethlehem 320-246L-86 30 BPM@ 1900 psi. ISIP 1800 psi.
S/N: C 374 48K-338567

ENGINEDATA: Ajax E-42 8-1/2 x 10
S/N: 48570

TANKDATA: Two 400-bbi 12'x20' Welded
S/N #1: 9D 917-02
S/N #2: 9D 917-03

TREATER DATA: Natco 4'x12-1/2' Horizontal
S/N: ELT5089 00109 Model

BALCRONOIL WËLLREPÖRT

WELLNAME: BALCRON MONUMENT FEDERAL#33-11J DATE: 7-27-94 Imc
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43-013-31451
LOCATION: NW SE Section 11, T9S, R16E * Re lacement Well for Walton Federal #3 **

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 80.51% NET REVENUEINT.: OIL -73.831617%

PRODUCING FORMATION:Green River GAS - 66.359285%
COMPLETIONDATE: 7-25-94 SPUD DATE: 6-16-94

INITIALPRODUCTION: RIGRELEASEDATE: &2&94
OlüGASPURCHASER: Amoco OILGRAVITY:

PRESENT PROD STATUS: Producing Oil Well BHT: 139 Deg F
ELEVATIONS-GROUND: 5608' GL KB: 5618' KB

TOTALDEPTH: 5800' PLUGBACKTD: 5747.11' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8-5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: J-55
WEIGHT: 24# WEIGHT: 15.5#
LENGTH: 6 jts@266.45' LENGTH: 135 jls@ 5780.91'

HOLESIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED: 276.45' KB DEPTH LANDED: 5791.51' KB
CEMENTDATA By Westem w/165 sxs "G"w/ CEMENTDATA 240 sxs Super"G"wladditives &

2% CCL & 1/4#/sx Celoflake. 243 sxs 50-50 POZ wladditives.
Cementedtosurface. CEMENTTOP AT: 2090' from CBL

PERFORATIONRECORD
TUBINGRECORD ---------------- ----- -----

------------------ 4861'-4864' (3') (4 SPF) RED5
SIZEK3RADE/WT: 2-7/8", J-55, 6.5# 4868'-4883' (15') (4 SPF) RED5

NO. OF JOINTS: 148 jis@4802.62' 5191'-5195' (4') (4 SPF) GREEN4
TUBINGANCHOR: 2-1/2 x &1/2" x 2.35' 5200'-5208' (8') (4 SPF) GREEN4

NO.OF JOINTS: 13 @422.13'
SEATINGNIPPLE: 2-7/8" x 1.10' (2.25" ID) CORESTAKEN

PERF. SUB: 2-7/8" x 4.12' --------------- ------- -----

MUDANCHOR: 2-7/8" x 32.5' 4840'-4870' (4845'-4875' LOGS) 30' REC'D 30' (RED5)
TOTALSTRING LENGTll: 5274.82' KB 5158'-5169' (5165'-5176' LOGS) 11' REC'D 11' (GREEN4)

SN LANDEDAT: 5238.2' KB 5169'-5205' (5176'-5212' LOGS)36' REC'D 37 (GREEN4)
S370'-5423' (5374'-5427' LOGS) 53' REC'D 54' (BSF)

SUCKER ROD RECORD
---------------- ACID/BREAKDOWNINFORMATION
1 - 1-1/4" x 22' Polish Rod ------------ ----- -----

1 - 3/4" x 2' Pony 4861'-4864' 7-11-94: 3,654 gal 2% KCIwir. ATR
2 - 3/4" x 8' Ponies 4.5 BPM@3300 psi,max6 BPM@
208 -3/4" x 25' D-61 Slick Rods 4800 psi. ISIP 1700 psi.

FRACINFORMATION
LOGS:Dual Laterolog w/ MSFL, CompensatedNeulron/ ------------ ----- ------

Litho-Densityw/ Gamma Ray &Caliper, Mudlog, 4861'-4864' 7-11-94: 53,640# 16/30 mesh sand w/
CementBondBamma Ray Log. 19,130 gal 2% KCIgelled wtr. ATR

30.4 BPM@2500 psi, max 30.7 BPM@
2830 psi. ISIP 2000 psi, 5 - 1460 psi,

PUMP SIZE: 2-1/2"x1-1/2"x16' RWAC 10 - 1370 psi, 15- 1210 psi.
w/ PA Plunger (#1061Trico)

STROKE LENGTH: 85" 5191'-5208' 7-11-94: 36,800# 16/30 mesh sand w/
PUMP SPEED, SPM: 4.5 15,960 ga12% KCIgelled wtr. ATR

PUMPINGUNITSIZE: Bethlehem 320-246L-86 30 BPM@ 1900 psi. ISIP 1800 psi.
S/N: C 374 48K-338567

ENGINEDATA: Ajax E-42 8-1/2 x 10
S/N: 48570

TANKDATA: Two 400-bbi 12'x20' Welded
S/N #1: 9D 917-02
S/N #2: 9D 917-03

TREATER DATA: Natco 4'x12-1/2' Horizontal
S/N: ELT5089 00109 Model

BALCRONOIL WËLLREPÖRT

WELLNAME: BALCRON MONUMENT FEDERAL#33-11J DATE: 7-27-94 Imc
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43-013-31451
LOCATION: NW SE Section 11, T9S, R16E * Re lacement Well for Walton Federal #3 **

COUNTY/STATE: Duchesne County,Utah
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PRODUCING FORMATION:Green River GAS - 66.359285%
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Cementedtosurface. CEMENTTOP AT: 2090' from CBL
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TUBINGRECORD ---------------- ----- -----

------------------ 4861'-4864' (3') (4 SPF) RED5
SIZEK3RADE/WT: 2-7/8", J-55, 6.5# 4868'-4883' (15') (4 SPF) RED5

NO. OF JOINTS: 148 jis@4802.62' 5191'-5195' (4') (4 SPF) GREEN4
TUBINGANCHOR: 2-1/2 x &1/2" x 2.35' 5200'-5208' (8') (4 SPF) GREEN4

NO.OF JOINTS: 13 @422.13'
SEATINGNIPPLE: 2-7/8" x 1.10' (2.25" ID) CORESTAKEN

PERF. SUB: 2-7/8" x 4.12' --------------- ------- -----

MUDANCHOR: 2-7/8" x 32.5' 4840'-4870' (4845'-4875' LOGS) 30' REC'D 30' (RED5)
TOTALSTRING LENGTll: 5274.82' KB 5158'-5169' (5165'-5176' LOGS) 11' REC'D 11' (GREEN4)

SN LANDEDAT: 5238.2' KB 5169'-5205' (5176'-5212' LOGS)36' REC'D 37 (GREEN4)
S370'-5423' (5374'-5427' LOGS) 53' REC'D 54' (BSF)

SUCKER ROD RECORD
---------------- ACID/BREAKDOWNINFORMATION
1 - 1-1/4" x 22' Polish Rod ------------ ----- -----

1 - 3/4" x 2' Pony 4861'-4864' 7-11-94: 3,654 gal 2% KCIwir. ATR
2 - 3/4" x 8' Ponies 4.5 BPM@3300 psi,max6 BPM@
208 -3/4" x 25' D-61 Slick Rods 4800 psi. ISIP 1700 psi.

FRACINFORMATION
LOGS:Dual Laterolog w/ MSFL, CompensatedNeulron/ ------------ ----- ------

Litho-Densityw/ Gamma Ray &Caliper, Mudlog, 4861'-4864' 7-11-94: 53,640# 16/30 mesh sand w/
CementBondBamma Ray Log. 19,130 gal 2% KCIgelled wtr. ATR

30.4 BPM@2500 psi, max 30.7 BPM@
2830 psi. ISIP 2000 psi, 5 - 1460 psi,

PUMP SIZE: 2-1/2"x1-1/2"x16' RWAC 10 - 1370 psi, 15- 1210 psi.
w/ PA Plunger (#1061Trico)

STROKE LENGTH: 85" 5191'-5208' 7-11-94: 36,800# 16/30 mesh sand w/
PUMP SPEED, SPM: 4.5 15,960 ga12% KCIgelled wtr. ATR

PUMPINGUNITSIZE: Bethlehem 320-246L-86 30 BPM@ 1900 psi. ISIP 1800 psi.
S/N: C 374 48K-338567

ENGINEDATA: Ajax E-42 8-1/2 x 10
S/N: 48570

TANKDATA: Two 400-bbi 12'x20' Welded
S/N #1: 9D 917-02
S/N #2: 9D 917-03

TREATER DATA: Natco 4'x12-1/2' Horizontal
S/N: ELT5089 00109 Model



BALCRONMONUMENTFEDERAL#33-11J BALCRONOIL
Jonah Unit/Monument Butte Field 7-27-94 /mc
Lease No. U-096550
NW SE Section11, TSS,R16E WELLBOREDIAGRAM
Duchesne County,Utah

Elev. GL @5608'
Elev. KB@5618' (10' KB)

* Re•lacement Well for Walton Federal #3 **

SURFACE CASING ACID/ BREAKDOWNINFORMATION

8-5/8", 24#, J-55 4861'-4864' 7-11-94: 3,654 gal 2% KCIwir. ATR
Length @266.45' 4.5 BPM@3300 psi, max 6 BPM@
Hole size@ 12-1/4" 276 45' KB-> 4800 psi. ISIP 1700 psi.
Depth landed @276.45' KB
Cementedw/165 sxs Class 'G"
w/2% CaCI a 1/4#/sx Cellonake. FRAC INFORMATION
Good returns to striace. -------------- ---------------------

4861'-4864' 7-11-94: 53,640# 16f30 mesh sand w/
PRODUCTIONCASING 19,130 gal2% KCIgelled wtr. ATR

-------------- 30.4 BPM@2500 psi, max 30.7 BPM@
5-1/2", 15.5#, J-55 2830 psi. ISIP 2000 psi, 5 - 1460 psi,
Length @5780.91'. 10 - 1370 psi, 15 - 1210 psi.
Hole size@7-7/8".
Depth landed @5791.51' KB. 5191'-5208' 7-11-94: 36,800# 16f30 mesh sand w/
Cementedw/240 sxs Super "G"w/ 15,960 gal 2% KCIgelled wtr. ATR
47# ULG,20 bbis/sx POZ, 17#/sx CSC, 30 BPM@ 1900 psi. ISIP 1800 psi.
3% salt&2% gel. Tail w/243
sxs 50-50 POZ w/2% gel a 1/4#/sx
Cellollakes.

TOC@2090' from CBL

TUBING PERFORATION RECORD

2-7/8", 6.5#, J-55 TOC@2090' ---> 4861'-4864' (3') (4 SPF) RED5
148 jls@4802.62' 4868'-4883' (15') (4 SPF) RED5
TA@2-1/2 x 5-1/2" x 2 35' 5191'-5195' (4') (4 SPF) GREEN4
13 jts@422.13' 5200'-5208' (8') (4 SPF) GREEN4
SN @2-7/8" x 1.10' (2.25" ID)
Pert Sub @2-7/8" x 4.12'
MA@2-7/8" x 32.5'
Total Slring Length @5274.82' KB
SN Landed @5238.2' KB

SUCKER ROD RECORD

1 - 3/4" x 2' Pony
2 - 3/4" x 8' Ponies
208 - 3/4" x 25' D-61 SlickRods

<-- SN Landed @5238.2' KB
PUMP SIZE: 2-1/2"x1-1/2"x16' RWAC

w/ PA Plunger (#1061Trico)
STROKE LENGTH: 85" PBTD@5747.11' KB

PUMP SPEED, SPM: 4.5 TD @5800' KB
PUMPINGUNITSIZE: Bethlehem 320-246L-86

S/N: C 374 48K 338567
ENGINEDATA Ajax E-42 8-1/2 x 10

S/N: 48570
TANKDATA: Two 400-bbi 12'x20' Welded

S/N #1: 9D 917-02
S/N #2: 9D 917-03

TREATER DATA: Natco 4'x12-1/2' Horizontal
S/N: ELT5089 00109 Model

BALCRONMONUMENTFEDERAL#33-11J BALCRONOIL
Jonah Unit/Monument Butte Field 7-27-94 /mc
Lease No. U-096550
NW SE Section11, TSS,R16E WELLBOREDIAGRAM
Duchesne County,Utah

Elev. GL @5608'
Elev. KB@5618' (10' KB)

* Re•lacement Well for Walton Federal #3 **

SURFACE CASING ACID/ BREAKDOWNINFORMATION

8-5/8", 24#, J-55 4861'-4864' 7-11-94: 3,654 gal 2% KCIwir. ATR
Length @266.45' 4.5 BPM@3300 psi, max 6 BPM@
Hole size@ 12-1/4" 276 45' KB-> 4800 psi. ISIP 1700 psi.
Depth landed @276.45' KB
Cementedw/165 sxs Class 'G"
w/2% CaCI a 1/4#/sx Cellonake. FRAC INFORMATION
Good returns to striace. -------------- ---------------------

4861'-4864' 7-11-94: 53,640# 16f30 mesh sand w/
PRODUCTIONCASING 19,130 gal2% KCIgelled wtr. ATR

-------------- 30.4 BPM@2500 psi, max 30.7 BPM@
5-1/2", 15.5#, J-55 2830 psi. ISIP 2000 psi, 5 - 1460 psi,
Length @5780.91'. 10 - 1370 psi, 15 - 1210 psi.
Hole size@7-7/8".
Depth landed @5791.51' KB. 5191'-5208' 7-11-94: 36,800# 16f30 mesh sand w/
Cementedw/240 sxs Super "G"w/ 15,960 gal 2% KCIgelled wtr. ATR
47# ULG,20 bbis/sx POZ, 17#/sx CSC, 30 BPM@ 1900 psi. ISIP 1800 psi.
3% salt&2% gel. Tail w/243
sxs 50-50 POZ w/2% gel a 1/4#/sx
Cellollakes.

TOC@2090' from CBL

TUBING PERFORATION RECORD

2-7/8", 6.5#, J-55 TOC@2090' ---> 4861'-4864' (3') (4 SPF) RED5
148 jls@4802.62' 4868'-4883' (15') (4 SPF) RED5
TA@2-1/2 x 5-1/2" x 2 35' 5191'-5195' (4') (4 SPF) GREEN4
13 jts@422.13' 5200'-5208' (8') (4 SPF) GREEN4
SN @2-7/8" x 1.10' (2.25" ID)
Pert Sub @2-7/8" x 4.12'
MA@2-7/8" x 32.5'
Total Slring Length @5274.82' KB
SN Landed @5238.2' KB

SUCKER ROD RECORD

1 - 3/4" x 2' Pony
2 - 3/4" x 8' Ponies
208 - 3/4" x 25' D-61 SlickRods

<-- SN Landed @5238.2' KB
PUMP SIZE: 2-1/2"x1-1/2"x16' RWAC

w/ PA Plunger (#1061Trico)
STROKE LENGTH: 85" PBTD@5747.11' KB

PUMP SPEED, SPM: 4.5 TD @5800' KB
PUMPINGUNITSIZE: Bethlehem 320-246L-86

S/N: C 374 48K 338567
ENGINEDATA Ajax E-42 8-1/2 x 10

S/N: 48570
TANKDATA: Two 400-bbi 12'x20' Welded

S/N #1: 9D 917-02
S/N #2: 9D 917-03

TREATER DATA: Natco 4'x12-1/2' Horizontal
S/N: ELT5089 00109 Model

BALCRONMONUMENTFEDERAL#33-11J BALCRONOIL
Jonah Unit/Monument Butte Field 7-27-94 /mc
Lease No. U-096550
NW SE Section11, TSS,R16E WELLBOREDIAGRAM
Duchesne County,Utah

Elev. GL @5608'
Elev. KB@5618' (10' KB)

* Re•lacement Well for Walton Federal #3 **

SURFACE CASING ACID/ BREAKDOWNINFORMATION

8-5/8", 24#, J-55 4861'-4864' 7-11-94: 3,654 gal 2% KCIwir. ATR
Length @266.45' 4.5 BPM@3300 psi, max 6 BPM@
Hole size@ 12-1/4" 276 45' KB-> 4800 psi. ISIP 1700 psi.
Depth landed @276.45' KB
Cementedw/165 sxs Class 'G"
w/2% CaCI a 1/4#/sx Cellonake. FRAC INFORMATION
Good returns to striace. -------------- ---------------------

4861'-4864' 7-11-94: 53,640# 16f30 mesh sand w/
PRODUCTIONCASING 19,130 gal2% KCIgelled wtr. ATR

-------------- 30.4 BPM@2500 psi, max 30.7 BPM@
5-1/2", 15.5#, J-55 2830 psi. ISIP 2000 psi, 5 - 1460 psi,
Length @5780.91'. 10 - 1370 psi, 15 - 1210 psi.
Hole size@7-7/8".
Depth landed @5791.51' KB. 5191'-5208' 7-11-94: 36,800# 16f30 mesh sand w/
Cementedw/240 sxs Super "G"w/ 15,960 gal 2% KCIgelled wtr. ATR
47# ULG,20 bbis/sx POZ, 17#/sx CSC, 30 BPM@ 1900 psi. ISIP 1800 psi.
3% salt&2% gel. Tail w/243
sxs 50-50 POZ w/2% gel a 1/4#/sx
Cellollakes.

TOC@2090' from CBL

TUBING PERFORATION RECORD

2-7/8", 6.5#, J-55 TOC@2090' ---> 4861'-4864' (3') (4 SPF) RED5
148 jls@4802.62' 4868'-4883' (15') (4 SPF) RED5
TA@2-1/2 x 5-1/2" x 2 35' 5191'-5195' (4') (4 SPF) GREEN4
13 jts@422.13' 5200'-5208' (8') (4 SPF) GREEN4
SN @2-7/8" x 1.10' (2.25" ID)
Pert Sub @2-7/8" x 4.12'
MA@2-7/8" x 32.5'
Total Slring Length @5274.82' KB
SN Landed @5238.2' KB

SUCKER ROD RECORD

1 - 3/4" x 2' Pony
2 - 3/4" x 8' Ponies
208 - 3/4" x 25' D-61 SlickRods

<-- SN Landed @5238.2' KB
PUMP SIZE: 2-1/2"x1-1/2"x16' RWAC

w/ PA Plunger (#1061Trico)
STROKE LENGTH: 85" PBTD@5747.11' KB

PUMP SPEED, SPM: 4.5 TD @5800' KB
PUMPINGUNITSIZE: Bethlehem 320-246L-86

S/N: C 374 48K 338567
ENGINEDATA Ajax E-42 8-1/2 x 10

S/N: 48570
TANKDATA: Two 400-bbi 12'x20' Welded

S/N #1: 9D 917-02
S/N #2: 9D 917-03

TREATER DATA: Natco 4'x12-1/2' Horizontal
S/N: ELT5089 00109 Model



Dwights Well Data System CD-ROM H# R-140180-0 Original
Copyright 1991 Rocky Mountains Run Date: 17-Jan-92

State : Utah SL Merid 9S - 16E - 11 ne se

e-aty: DUCHESNE Oper: DIAMONDSHAMROCKEXPL CO

Field : MONUMENTBUTTE Compl: 11/29/1984 DD P&A

Well: WALTONFEDERAL #43-11 Last Info: 01/04/1986
Ftg: 2127 fsl 689 fel
Oper Address: Box 631, Amarillo TX 79105
Obj: 6000 Wasatch Permit #: 10/02/1984 API: 43-013-3100200

============================================

=e 55

Spud: 11/15/1984 Contr: Olsen #5
TD: 6030 on 11/26/1984 Wasatch

Elev: 5581GR FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Scout,T=Govt,S=Shell,G=USGS,N=NDGS)

Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1156 4425 LH Douglas Creek 4669 912 LH
oit shale 1581 4000 LH upr Black sh 5372 209 LH
Horsebench Ss 2221 3360 LH Wasatch 5534 47 LH
bs oil sh 3114 2467 LH lur blk shale 5966 -385 LH
Garden Gulch 3662 1919 LH

Casing: 8 5/8 a 282 w/190
Core : None
DST : None reported
Logs : GR DLL CDL CN

nt: 12/3/84 rig reported on site.
1/30/85 plugged & abandoned.
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BALCRONOIL WELLAEPORT

WELLNAME: BALCRONMONUMEIVTFEDERAL#43-11J DATE: 7-28-94/ks
FIEI.D: Jonah Unithlonument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43413-31002
LOCATION:NESE Section11, T9S, R16E **Re-enti ofWalton Federal #43-11**

COUNTY/STATE:Duchesne County,Utah
WORKINGINTEREST: 0.79942652 NET REVENUEINT.: 0.6582

PRODUCINGFORMATIOGreen River
COMPLETIONDATE: SPUD DATE: 7-7-94 (Orig.11-15-84)

INITIALPRODUCTION: RIGRELEASE DATE: 7-21-94
OIL/GASPURCHASER: OILGRAVITY:

PRESENT PROD STATUS: BHT:
ELEVATIONS-GROUND:5581' KB: 5592' (11' KB)

TOTALDEPTH: 5252' KB PLUGBACKTD: 5221' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8-5Æ" SIZE: 5-1/2"

GRADE: J-55 GRADE: J-55
WEIGHT: 24 Ibs. WEIGHT: 15.5#
LENGTH: LENGTH: 121 jls @5243.2'

HOLE SIZE: 12-1/4" HOLESIZE: 7-7Æ"
DEPTH LANDED: 282' KB DEPTH LANDED: 5251.2' KB
CEMENT DATA: 190 sxs Class "G",2% CCL & CEMENTDATA: 272 sx SuperG wß% salt,2% gel, &

1/4#/sx Celoflake tailw/180 sx 50/50 POZ w/2% gel &
1/4#lsx Celoflakes.

TUBINGRECORD CEMENTTOP AT: 2040' KBfrom CBL

: 2-7Æ",J-55, 6.5# PERFORATIONRECORD
NO.OF JOINTS: NA ------------------ ---------- --------

TUBINGANCHOR: NA - Injectionwell 4714'-4718' (4') (1 SPF) RED1
NO.OF JOINTS: NA - Injectionwell 4854'-4857' (3') (1 SPF) RED5

SEATINGNIPPLE: 2-7Æ"x 1.1' (2.25" ID) 4862'-4869' (7') (4 Shots) RED5
PERF.SUB: NA- Injectionwell 4998'-5002' (4') (1 SPF) GREEN1

MUDANCHOR: NA - Injectionwell 5184'-5191' (7) (1 SPF) GREEN4
TOTALSTRINGLENGTH: NA

SN LANDEDAT: Popose 4651' KB immediately
above ArrowSet-1 injectionpacker ACID)BREAKDOWNJOBS

SUCKER ROD RECORD 4998'-5191' 2478 gal 2% KCIwtr. ATR 5 BPM @
-------------------- 2200 psi,max6 BPM@3600 psi.
None anticipated- Injectionwell ISIP 1600 psi.

4714'-4869' 2058 gal2% KCIwtr. ATR5 BPM @
3600 psi, max 7 BPM@5000 psi.
ISIP 1150 psi. Pumped 2 ballshbl

PUMP SIZE: None anticipated- Injectionwell

STROKE LENGTH: NA FRACJOBS
PUMP SPEED, SPM: NA ------------------------ -------

PUMPINGUNITSIZE: None anticipated- Injectionwell 499B'-5191' 7-27-94: ByWestem w/54,380#16/30
mesh sand w/17682 gal2% KCLgelled
wtr.ATR 29 BPM@3530 psi,max
30.4 BPM @4800 psi. ISIP 2350 psi,
5 - 1630 psi, 10 - 1560 psi, 15 -

1490 psi.

4714'-4869' 7-27-94: ByWestem w/19,860#20/40
mesh sand &5100#16/30 mesh sand

LOGS:Dual Laterolog - MSFL, Formation Density - w/15372 gal 2% KCLgelledwtr. ATR
CompensatedNeutron Log, CementBond - Gamma Ray 20.7 BPM@4000 psi,max36.1 BPM
Log. @5000 psi. ISIP2250 psi,5 - 2250

psi, 10 - 2150 psi, 15 - 2100
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above ArrowSet-1 injectionpacker ACID)BREAKDOWNJOBS

SUCKER ROD RECORD 4998'-5191' 2478 gal 2% KCIwtr. ATR 5 BPM @
-------------------- 2200 psi,max6 BPM@3600 psi.
None anticipated- Injectionwell ISIP 1600 psi.

4714'-4869' 2058 gal2% KCIwtr. ATR5 BPM @
3600 psi, max 7 BPM@5000 psi.
ISIP 1150 psi. Pumped 2 ballshbl

PUMP SIZE: None anticipated- Injectionwell

STROKE LENGTH: NA FRACJOBS
PUMP SPEED, SPM: NA ------------------------ -------

PUMPINGUNITSIZE: None anticipated- Injectionwell 499B'-5191' 7-27-94: ByWestem w/54,380#16/30
mesh sand w/17682 gal2% KCLgelled
wtr.ATR 29 BPM@3530 psi,max
30.4 BPM @4800 psi. ISIP 2350 psi,
5 - 1630 psi, 10 - 1560 psi, 15 -

1490 psi.
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-------------------- 2200 psi,max6 BPM@3600 psi.
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4714'-4869' 2058 gal2% KCIwtr. ATR5 BPM @
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ISIP 1150 psi. Pumped 2 ballshbl

PUMP SIZE: None anticipated- Injectionwell

STROKE LENGTH: NA FRACJOBS
PUMP SPEED, SPM: NA ------------------------ -------
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BALCRONMONUMENTFEDERAL#43-11J BALCRONOIL
Jonah Unit/MonumentButte Fielci 8-1-94/ks
Lease No. U-096550
NE SE Section 11, TSS,R16E WELLBOREDIAGRAM
Duchesne County, Utah

Elev. GL @5581'
Elev. KB@5592' (11' KB)

**Re-ents of Walton Federal #43-11**

SURFACE CASING
----------- ACID/BREAKDOWNJOBS
8-5/8", 24#, J-55 -------------- ------------ -------

Hole Size @ 12-1/4" 4998'-5191' 2478 gal 2% KCIwir. ATR 5 BPM@
Depth Landed @282' KB 2200 psi, max 6 BPM @3600 psi.
Cementedw/ 190 sx ClassG w/ 282' KB -> ISIP 1600 psi.

2% CaCI & 1/4#/sx Flocele.
4714'-4869' 2058 gal 2% KCIwir. ATR 5 BPM @

3600 psi, max 7 BPM@5000 psi.
ISIP 1150 psi. Pumped 2 balls/bbi

PRODUCTIONCASING
------------- FRACJOBS
5-1/2", 15.5#, J-55 ------------ ---------- -------

Length @5243.2' 4998'-5191' 7-27-94: By Western w/54,380# 16f30
Hole Size@7-7/8" mesh sand w/17682 gal 2% KCLgelled
Depth Landed @5251.2' KB wtr. ATR29 BPM @3530 psi, max
Cemented w/272 sx SuperG w)3% salt, 2% 30.4 BPM@4800 psi. ISIP 2350 psi,

gel, tailw/180 sx 50/50 POZ w/2% gel 5 - 1630 psi, 10 - 1560 psi, 15 -

& 1/4#lsx Celoflakes. 1490 psi.
TOC@2040'fromCBL

4714'-4869' 7-27-94: By Westem w/19,860# 20/40
mesh sand &5100# 16/30 mesh sand

TUBING w/im72 gal2% KCLgelled wir. ATR
-------------- 20.7 BPM@4000 psi, max36.1 BPM
2-7/8", 6.5#, J-55 TOC@2040'--> @5000 psi. ISIP 2250 psi, 5 - 2250
Propose to land SN @4651' KB, psi, 10 - 2150 psi, 15 - 2100 psi.

immediately above injection packer
to be set @4650' KB.

Wellcurrentlybeing swab tested.

SUCKER ROD RECORD
------------ PERFORATIONRECORD
None anticNed - Injectionwell ----------- ----- --------

4714'-4718' (4') (1 SPF) RED1
4854'-4857' (3') (1 SPF) RED5
4862'-4869' (7) (4 Shots) RED5
499B'-5002' (4') (1 SPF) GREEN1
5184'-5191' (7) (1 SPF) GREEN4

PUMP SIZE: None anticipated- Injectionwell

STROKE LENGTH: NA
PUMP SPEED, SPM: NA

PUMPINGUNfTSIZE: None anticipated- Injectionwell

PBTD@5221'KB
TD @5252·
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PUMP SIZE: None anticipated- Injectionwell
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**Re-ents of Walton Federal #43-11**

SURFACE CASING
----------- ACID/BREAKDOWNJOBS
8-5/8", 24#, J-55 -------------- ------------ -------

Hole Size @ 12-1/4" 4998'-5191' 2478 gal 2% KCIwir. ATR 5 BPM@
Depth Landed @282' KB 2200 psi, max 6 BPM @3600 psi.
Cementedw/ 190 sx ClassG w/ 282' KB -> ISIP 1600 psi.

2% CaCI & 1/4#/sx Flocele.
4714'-4869' 2058 gal 2% KCIwir. ATR 5 BPM @

3600 psi, max 7 BPM@5000 psi.
ISIP 1150 psi. Pumped 2 balls/bbi
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------------- FRACJOBS
5-1/2", 15.5#, J-55 ------------ ---------- -------

Length @5243.2' 4998'-5191' 7-27-94: By Western w/54,380# 16f30
Hole Size@7-7/8" mesh sand w/17682 gal 2% KCLgelled
Depth Landed @5251.2' KB wtr. ATR29 BPM @3530 psi, max
Cemented w/272 sx SuperG w)3% salt, 2% 30.4 BPM@4800 psi. ISIP 2350 psi,

gel, tailw/180 sx 50/50 POZ w/2% gel 5 - 1630 psi, 10 - 1560 psi, 15 -

& 1/4#lsx Celoflakes. 1490 psi.
TOC@2040'fromCBL

4714'-4869' 7-27-94: By Westem w/19,860# 20/40
mesh sand &5100# 16/30 mesh sand

TUBING w/im72 gal2% KCLgelled wir. ATR
-------------- 20.7 BPM@4000 psi, max36.1 BPM
2-7/8", 6.5#, J-55 TOC@2040'--> @5000 psi. ISIP 2250 psi, 5 - 2250
Propose to land SN @4651' KB, psi, 10 - 2150 psi, 15 - 2100 psi.

immediately above injection packer
to be set @4650' KB.

Wellcurrentlybeing swab tested.

SUCKER ROD RECORD
------------ PERFORATIONRECORD
None anticNed - Injectionwell ----------- ----- --------

4714'-4718' (4') (1 SPF) RED1
4854'-4857' (3') (1 SPF) RED5
4862'-4869' (7) (4 Shots) RED5
499B'-5002' (4') (1 SPF) GREEN1
5184'-5191' (7) (1 SPF) GREEN4

PUMP SIZE: None anticipated- Injectionwell

STROKE LENGTH: NA
PUMP SPEED, SPM: NA

PUMPINGUNfTSIZE: None anticipated- Injectionwell

PBTD@5221'KB
TD @5252·



BALCRONOIL WELLRËPORT

WELLNAME: BALCRONMONUMENTFEDERAL#14-11J DATE:6-21-94 /ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096547 API NO.: 43413-31374
LOCATION: SW SW Section11, T9S, Rí6E

COUNTYlSTATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: Oil-0.73831617

PRODUCINGFORMATION: Green River Gas - 0.66359285
COMPLETIONDATE: 10-27-93 SPUD DATE: 9-20-93

INITIALPRODUCTION: 20 STBOPD,600 MSCFPD,8STBWPD RIGRELEASE DATE:9-30-93
OIUGASPURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATUS: Producing OilWell BHT: 135 Deg. F
ELEVATIONS- GROUND: 5661' KB: 5671'(10'KB)

TOTALDEPTH: 5720' KB PLUGBACKTD: 5668'KB

SURFACE CASING PRODUCTIONCASING

STRING: #1 STRING: #1
SIZE: 8-5Æ" SIZE: 5-1/2"

GRADE: K-55 GRADE: K-55
WEIGHT: 24 Ibs WEIGHT: 15.5 lbs
LENGTH: 6 jts @271.35' LENGTH: 5689.92'

HOLE SIZE: 12-1/4" HOŒ SIZE: 7-7Æ"
DEPTH LANDED: 281' KB DEPTH LANDED: 5699.92' KB
CEMENT DATA: 150 sxs "G"w/2% CCL & 1/4#/sx CEMENTDATA: 136 sxs "G"w/4% Thriftylite,

Cellollake. 3% salt,3%CSI, 1/4#lsx
Cellollake&tailw/206 sx

TUBINGRECORD 50-50 POZw/2%gel, 10% salt
----------------- 1/4#/sx Celloflake.

SIZEIGRADE/WT: 2 7Æ",J-55, 6.5# CEMENTTOP AT: 4020' from CBL
NO.OF JOINTS: 180 jts @5548'

TUBINGANCHOR: N/A
NO.OFJOINTS: N/A

SEATINGNIPPLE: 2-78" x 1.10'
PERF. SUB: 2-7Æ"x 3'

MUDANCHOR:None
TOTALSTRINGLENGTH: 5594' KB

SN LANDEDAT: 5560'KB PERFORATIONRECORD

5175'-5188' KB(13') (2 SPF) GREEN 5
SUCKERRODRECORD 5553'-5556'KB(3') (2 SPF) BLUE1

1 - 1-1/4"x 16' Polish Rod
1 - 3/4" x 4' Pony
222 - 3/4" x 25' Plain Rods

LOGS:Litho-DensityCompensatedNeulron Gamma Ray;
Dual Laterology/MSFLGamma Ray; Repeat Formation
Test Gamma Ray; Mud Log; CementBond/GammaRay

PUMP SlZE: 2-1/2" x 1-1/2"x 16' Log.
RWACw/ PA Plunger

STROKE LENGTH: 86"
PUMP SPEED, SPM: 4

PUMPINGUNITSIZE: LuikinC228D-246-86
S/NDB2350N-433254
Ajax Engine S/N

BALCRONOIL WELLRËPORT

WELLNAME: BALCRONMONUMENTFEDERAL#14-11J DATE:6-21-94 /ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096547 API NO.: 43413-31374
LOCATION: SW SW Section11, T9S, Rí6E

COUNTYlSTATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: Oil-0.73831617

PRODUCINGFORMATION: Green River Gas - 0.66359285
COMPLETIONDATE: 10-27-93 SPUD DATE: 9-20-93

INITIALPRODUCTION: 20 STBOPD,600 MSCFPD,8STBWPD RIGRELEASE DATE:9-30-93
OIUGASPURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATUS: Producing OilWell BHT: 135 Deg. F
ELEVATIONS- GROUND: 5661' KB: 5671'(10'KB)

TOTALDEPTH: 5720' KB PLUGBACKTD: 5668'KB

SURFACE CASING PRODUCTIONCASING

STRING: #1 STRING: #1
SIZE: 8-5Æ" SIZE: 5-1/2"

GRADE: K-55 GRADE: K-55
WEIGHT: 24 Ibs WEIGHT: 15.5 lbs
LENGTH: 6 jts @271.35' LENGTH: 5689.92'

HOLE SIZE: 12-1/4" HOŒ SIZE: 7-7Æ"
DEPTH LANDED: 281' KB DEPTH LANDED: 5699.92' KB
CEMENT DATA: 150 sxs "G"w/2% CCL & 1/4#/sx CEMENTDATA: 136 sxs "G"w/4% Thriftylite,

Cellollake. 3% salt,3%CSI, 1/4#lsx
Cellollake&tailw/206 sx

TUBINGRECORD 50-50 POZw/2%gel, 10% salt
----------------- 1/4#/sx Celloflake.

SIZEIGRADE/WT: 2 7Æ",J-55, 6.5# CEMENTTOP AT: 4020' from CBL
NO.OF JOINTS: 180 jts @5548'

TUBINGANCHOR: N/A
NO.OFJOINTS: N/A

SEATINGNIPPLE: 2-78" x 1.10'
PERF. SUB: 2-7Æ"x 3'

MUDANCHOR:None
TOTALSTRINGLENGTH: 5594' KB

SN LANDEDAT: 5560'KB PERFORATIONRECORD

5175'-5188' KB(13') (2 SPF) GREEN 5
SUCKERRODRECORD 5553'-5556'KB(3') (2 SPF) BLUE1

1 - 1-1/4"x 16' Polish Rod
1 - 3/4" x 4' Pony
222 - 3/4" x 25' Plain Rods

LOGS:Litho-DensityCompensatedNeulron Gamma Ray;
Dual Laterology/MSFLGamma Ray; Repeat Formation
Test Gamma Ray; Mud Log; CementBond/GammaRay

PUMP SlZE: 2-1/2" x 1-1/2"x 16' Log.
RWACw/ PA Plunger

STROKE LENGTH: 86"
PUMP SPEED, SPM: 4

PUMPINGUNITSIZE: LuikinC228D-246-86
S/NDB2350N-433254
Ajax Engine S/N

BALCRONOIL WELLRËPORT

WELLNAME: BALCRONMONUMENTFEDERAL#14-11J DATE:6-21-94 /ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096547 API NO.: 43413-31374
LOCATION: SW SW Section11, T9S, Rí6E

COUNTYlSTATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: Oil-0.73831617

PRODUCINGFORMATION: Green River Gas - 0.66359285
COMPLETIONDATE: 10-27-93 SPUD DATE: 9-20-93

INITIALPRODUCTION: 20 STBOPD,600 MSCFPD,8STBWPD RIGRELEASE DATE:9-30-93
OIUGASPURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATUS: Producing OilWell BHT: 135 Deg. F
ELEVATIONS- GROUND: 5661' KB: 5671'(10'KB)

TOTALDEPTH: 5720' KB PLUGBACKTD: 5668'KB

SURFACE CASING PRODUCTIONCASING

STRING: #1 STRING: #1
SIZE: 8-5Æ" SIZE: 5-1/2"

GRADE: K-55 GRADE: K-55
WEIGHT: 24 Ibs WEIGHT: 15.5 lbs
LENGTH: 6 jts @271.35' LENGTH: 5689.92'

HOLE SIZE: 12-1/4" HOŒ SIZE: 7-7Æ"
DEPTH LANDED: 281' KB DEPTH LANDED: 5699.92' KB
CEMENT DATA: 150 sxs "G"w/2% CCL & 1/4#/sx CEMENTDATA: 136 sxs "G"w/4% Thriftylite,

Cellollake. 3% salt,3%CSI, 1/4#lsx
Cellollake&tailw/206 sx

TUBINGRECORD 50-50 POZw/2%gel, 10% salt
----------------- 1/4#/sx Celloflake.

SIZEIGRADE/WT: 2 7Æ",J-55, 6.5# CEMENTTOP AT: 4020' from CBL
NO.OF JOINTS: 180 jts @5548'

TUBINGANCHOR: N/A
NO.OFJOINTS: N/A

SEATINGNIPPLE: 2-78" x 1.10'
PERF. SUB: 2-7Æ"x 3'

MUDANCHOR:None
TOTALSTRINGLENGTH: 5594' KB

SN LANDEDAT: 5560'KB PERFORATIONRECORD

5175'-5188' KB(13') (2 SPF) GREEN 5
SUCKERRODRECORD 5553'-5556'KB(3') (2 SPF) BLUE1

1 - 1-1/4"x 16' Polish Rod
1 - 3/4" x 4' Pony
222 - 3/4" x 25' Plain Rods

LOGS:Litho-DensityCompensatedNeulron Gamma Ray;
Dual Laterology/MSFLGamma Ray; Repeat Formation
Test Gamma Ray; Mud Log; CementBond/GammaRay

PUMP SlZE: 2-1/2" x 1-1/2"x 16' Log.
RWACw/ PA Plunger

STROKE LENGTH: 86"
PUMP SPEED, SPM: 4

PUMPINGUNITSIZE: LuikinC228D-246-86
S/NDB2350N-433254
Ajax Engine S/N



BALCRONMONUMENTFEDERAL#14-11J
Jonah Unit/ Monument Bu#e Field
Lease No. U-096547
SW SW Section11, T9S, R16E
Duchesne County,Utah

ACIDINFORMATION

5553' - 5556' KB - 10-5-93: By Westem w/49 bbis2% KCLwtr. ATP 3200 psi,max3800 psi.
ATR 3.8 BPM, max4.1 BPM. ISIP 1600 psi.

5175' - 5188' KB - 10-6-93: By Western w/77bbis2% KCLwtr. ATP 2550 psi, max3600 psi.
ATR 5 BPM, max6.4 BPM. ISIP 1400 psi.

FRACINFORMATION

5553' - 5556' KB - 10-6-93: By Western w/15,000# 16/30 mesh sand w/9,200 gals
(Stage One) 2% KCLgelledwtr. ATP 3000 psi, max3350 psi. ATR 18.7 BPM

max 18.9 BPM. ISIP1950 psi,5 min1660 psi, 10 min1580 psi,
15 min1550 psi.

5175' - 5188' KB- 10-7-93: ByWestem w/16,300# 20/40 mesh sand&16,200# 16/30
mesh sandw/18,432gals 2% KCLgelledwtr. ATP 2250 psi,
max 2710 psi. ATR 20.4 BPM, max 20.6 BPM. ISIP 2000 psi,
5 min, 10 min1800 psi, 15 min1750

BALCRONMONUMENTFEDERAL#14-11J
Jonah Unit/ Monument Bu#e Field
Lease No. U-096547
SW SW Section11, T9S, R16E
Duchesne County,Utah

ACIDINFORMATION

5553' - 5556' KB - 10-5-93: By Westem w/49 bbis2% KCLwtr. ATP 3200 psi,max3800 psi.
ATR 3.8 BPM, max4.1 BPM. ISIP 1600 psi.

5175' - 5188' KB - 10-6-93: By Western w/77bbis2% KCLwtr. ATP 2550 psi, max3600 psi.
ATR 5 BPM, max6.4 BPM. ISIP 1400 psi.

FRACINFORMATION

5553' - 5556' KB - 10-6-93: By Western w/15,000# 16/30 mesh sand w/9,200 gals
(Stage One) 2% KCLgelledwtr. ATP 3000 psi, max3350 psi. ATR 18.7 BPM

max 18.9 BPM. ISIP1950 psi,5 min1660 psi, 10 min1580 psi,
15 min1550 psi.

5175' - 5188' KB- 10-7-93: ByWestem w/16,300# 20/40 mesh sand&16,200# 16/30
mesh sandw/18,432gals 2% KCLgelledwtr. ATP 2250 psi,
max 2710 psi. ATR 20.4 BPM, max 20.6 BPM. ISIP 2000 psi,
5 min, 10 min1800 psi, 15 min1750

BALCRONMONUMENTFEDERAL#14-11J
Jonah Unit/ Monument Bu#e Field
Lease No. U-096547
SW SW Section11, T9S, R16E
Duchesne County,Utah

ACIDINFORMATION

5553' - 5556' KB - 10-5-93: By Westem w/49 bbis2% KCLwtr. ATP 3200 psi,max3800 psi.
ATR 3.8 BPM, max4.1 BPM. ISIP 1600 psi.

5175' - 5188' KB - 10-6-93: By Western w/77bbis2% KCLwtr. ATP 2550 psi, max3600 psi.
ATR 5 BPM, max6.4 BPM. ISIP 1400 psi.

FRACINFORMATION

5553' - 5556' KB - 10-6-93: By Western w/15,000# 16/30 mesh sand w/9,200 gals
(Stage One) 2% KCLgelledwtr. ATP 3000 psi, max3350 psi. ATR 18.7 BPM

max 18.9 BPM. ISIP1950 psi,5 min1660 psi, 10 min1580 psi,
15 min1550 psi.

5175' - 5188' KB- 10-7-93: ByWestem w/16,300# 20/40 mesh sand&16,200# 16/30
mesh sandw/18,432gals 2% KCLgelledwtr. ATP 2250 psi,
max 2710 psi. ATR 20.4 BPM, max 20.6 BPM. ISIP 2000 psi,
5 min, 10 min1800 psi, 15 min1750



BALCRONMONUMENTFEDERAL#14-11J BALCRONOIL
Jonah Unit/ Monument Butte Field 6-21-94 /ks
Lease No. U-096547 g )
SW SW Section11, TBS,R16E WELLBOREDIAGRAM U
Duchesne County,Utah

Elev. GL @5661'
Elev. KB@5671' (10' KB)

SURFACE CASING

8-5/8", 24#, K-55 ACIDJOBS
Length @271.35' 281' KB -> ------------- ------- ------- ------

Holesize@12-1/4". 5553'-5556'KB- 10-5-93: ByWestemw/49bbis2% KCL
DepIb Landed @281' KB. wIr.ATP3200psi,max3800 psi.
Cementedw/150 sxs "G"w/2% CCL ATR 3.8 BPM, max 4.1 BPM. ISIP 1600 psi.

& 1/4#lsx Cellollake.
Cementto surface. 5175'-5188' KB - 10-7-93: ByWestemw/77 bbis2% KCL

wtr. ATP 2550 psi,max3600 psi.
ATR 5 BPM, max6.4 BPM. ISIP 1400 psi.

PRODUCTIONCASING

5-1/2",15.5#, K-55 (132 jis)
Landed @5699.92'KB.
Cementedw/136 sxs "G"w/4% Trifty-Lite,
3% Salt,3#/sx CSI, 1/4#lsx Celloseal;&
tailwf206 sxs 50-50 POZ w/2% gel, 10% salt, FRACJOBS
1/4#lsx Celloseal. -------------- ------- ------ ------

Cement top@4020' per CBL 5553'-5556' KB - 10-6-93: By Westem w/15,000#16/30
Hole size @7-7/8" TOC@4020' --> mesh sand w/9,200 gals 2% KCL

gelled wtr. ATP 3000 psi, max 3350
psi.ATR18.7 BPM, max 18.9 BPM.

TUBING ISIP 1950 psi,5 min1660 psi,
----- 10 min1580 psi, 15 min1550 psi.
2-7/8", 6.5#,J-55
180 joints@5548' 5175'-5188' KB - 10-7-93: By Westem w/16,300# 20/40
Landed @5594' KB mesh sand & 16,200# 16/30 mesh sand
S.N. @ 1.10' w/18,432 gals 2% KCLgelled wtr.
Perf Sub @3.2' ATP 2250 psi,max2710 psi.ATR 20.4
TotalStringLength@5594' BPM,max20.6 BPM.ISIP2000 psi,

5 min1900 psi, 10 min 1800 psi,
SUCKER ROD RECORD 15 min 1750 psi.

/ Rod PERFORATIONRECORD
1 - 3/4" x 4' Pony ------- ----- ------ ------

222 - 3/4" x 25' Plain Rods 5175'-5188' KB(13') (2 SPF) GREEN 5
5553'-5556' KB(3') (2 SPF) BLUE1

<-SN landed @5560' KB

PUMPSIZE: 2-1/2" x 1-1/2"x 16'
RWACw/ PA Plunger

STROKE LENGTH: 86"
PUMP SPEED, SPM: 4
PUMPINGUNITSIZE LufkinC228D-246-86 PBTD@5668'

S/N DB2350N-433254 TD@5720'KB
Ajax Engine S/N

BALCRONMONUMENTFEDERAL#14-11J BALCRONOIL
Jonah Unit/ Monument Butte Field 6-21-94 /ks
Lease No. U-096547 g )
SW SW Section11, TBS,R16E WELLBOREDIAGRAM U
Duchesne County,Utah

Elev. GL @5661'
Elev. KB@5671' (10' KB)

SURFACE CASING

8-5/8", 24#, K-55 ACIDJOBS
Length @271.35' 281' KB -> ------------- ------- ------- ------

Holesize@12-1/4". 5553'-5556'KB- 10-5-93: ByWestemw/49bbis2% KCL
DepIb Landed @281' KB. wIr.ATP3200psi,max3800 psi.
Cementedw/150 sxs "G"w/2% CCL ATR 3.8 BPM, max 4.1 BPM. ISIP 1600 psi.

& 1/4#lsx Cellollake.
Cementto surface. 5175'-5188' KB - 10-7-93: ByWestemw/77 bbis2% KCL

wtr. ATP 2550 psi,max3600 psi.
ATR 5 BPM, max6.4 BPM. ISIP 1400 psi.

PRODUCTIONCASING

5-1/2",15.5#, K-55 (132 jis)
Landed @5699.92'KB.
Cementedw/136 sxs "G"w/4% Trifty-Lite,
3% Salt,3#/sx CSI, 1/4#lsx Celloseal;&
tailwf206 sxs 50-50 POZ w/2% gel, 10% salt, FRACJOBS
1/4#lsx Celloseal. -------------- ------- ------ ------

Cement top@4020' per CBL 5553'-5556' KB - 10-6-93: By Westem w/15,000#16/30
Hole size @7-7/8" TOC@4020' --> mesh sand w/9,200 gals 2% KCL

gelled wtr. ATP 3000 psi, max 3350
psi.ATR18.7 BPM, max 18.9 BPM.

TUBING ISIP 1950 psi,5 min1660 psi,
----- 10 min1580 psi, 15 min1550 psi.
2-7/8", 6.5#,J-55
180 joints@5548' 5175'-5188' KB - 10-7-93: By Westem w/16,300# 20/40
Landed @5594' KB mesh sand & 16,200# 16/30 mesh sand
S.N. @ 1.10' w/18,432 gals 2% KCLgelled wtr.
Perf Sub @3.2' ATP 2250 psi,max2710 psi.ATR 20.4
TotalStringLength@5594' BPM,max20.6 BPM.ISIP2000 psi,

5 min1900 psi, 10 min 1800 psi,
SUCKER ROD RECORD 15 min 1750 psi.

/ Rod PERFORATIONRECORD
1 - 3/4" x 4' Pony ------- ----- ------ ------

222 - 3/4" x 25' Plain Rods 5175'-5188' KB(13') (2 SPF) GREEN 5
5553'-5556' KB(3') (2 SPF) BLUE1

<-SN landed @5560' KB

PUMPSIZE: 2-1/2" x 1-1/2"x 16'
RWACw/ PA Plunger

STROKE LENGTH: 86"
PUMP SPEED, SPM: 4
PUMPINGUNITSIZE LufkinC228D-246-86 PBTD@5668'

S/N DB2350N-433254 TD@5720'KB
Ajax Engine S/N

BALCRONMONUMENTFEDERAL#14-11J BALCRONOIL
Jonah Unit/ Monument Butte Field 6-21-94 /ks
Lease No. U-096547 g )
SW SW Section11, TBS,R16E WELLBOREDIAGRAM U
Duchesne County,Utah

Elev. GL @5661'
Elev. KB@5671' (10' KB)

SURFACE CASING

8-5/8", 24#, K-55 ACIDJOBS
Length @271.35' 281' KB -> ------------- ------- ------- ------

Holesize@12-1/4". 5553'-5556'KB- 10-5-93: ByWestemw/49bbis2% KCL
DepIb Landed @281' KB. wIr.ATP3200psi,max3800 psi.
Cementedw/150 sxs "G"w/2% CCL ATR 3.8 BPM, max 4.1 BPM. ISIP 1600 psi.

& 1/4#lsx Cellollake.
Cementto surface. 5175'-5188' KB - 10-7-93: ByWestemw/77 bbis2% KCL

wtr. ATP 2550 psi,max3600 psi.
ATR 5 BPM, max6.4 BPM. ISIP 1400 psi.

PRODUCTIONCASING

5-1/2",15.5#, K-55 (132 jis)
Landed @5699.92'KB.
Cementedw/136 sxs "G"w/4% Trifty-Lite,
3% Salt,3#/sx CSI, 1/4#lsx Celloseal;&
tailwf206 sxs 50-50 POZ w/2% gel, 10% salt, FRACJOBS
1/4#lsx Celloseal. -------------- ------- ------ ------

Cement top@4020' per CBL 5553'-5556' KB - 10-6-93: By Westem w/15,000#16/30
Hole size @7-7/8" TOC@4020' --> mesh sand w/9,200 gals 2% KCL

gelled wtr. ATP 3000 psi, max 3350
psi.ATR18.7 BPM, max 18.9 BPM.

TUBING ISIP 1950 psi,5 min1660 psi,
----- 10 min1580 psi, 15 min1550 psi.
2-7/8", 6.5#,J-55
180 joints@5548' 5175'-5188' KB - 10-7-93: By Westem w/16,300# 20/40
Landed @5594' KB mesh sand & 16,200# 16/30 mesh sand
S.N. @ 1.10' w/18,432 gals 2% KCLgelled wtr.
Perf Sub @3.2' ATP 2250 psi,max2710 psi.ATR 20.4
TotalStringLength@5594' BPM,max20.6 BPM.ISIP2000 psi,

5 min1900 psi, 10 min 1800 psi,
SUCKER ROD RECORD 15 min 1750 psi.

/ Rod PERFORATIONRECORD
1 - 3/4" x 4' Pony ------- ----- ------ ------

222 - 3/4" x 25' Plain Rods 5175'-5188' KB(13') (2 SPF) GREEN 5
5553'-5556' KB(3') (2 SPF) BLUE1

<-SN landed @5560' KB

PUMPSIZE: 2-1/2" x 1-1/2"x 16'
RWACw/ PA Plunger

STROKE LENGTH: 86"
PUMP SPEED, SPM: 4
PUMPINGUNITSIZE LufkinC228D-246-86 PBTD@5668'

S/N DB2350N-433254 TD@5720'KB
Ajax Engine S/N



BALORONOIL WEU..RËPORT

WEll.NAME: GOATESFEDERAL#1-11 DATE: 6-27-94
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096547 API NO.: 43-013-15789
LOCATION: SE SW Sec.11,T9S,R16E

COUNTY)STATE: Duchesne County,Utah
WORKINGINTEREST: 0.79942652 NET REVENUE INT.: 0.72981781

PRODUCINGFORMATION: Green River
COMPLETIONDATE: 8-22-64 SPUD DATE: 7-22-64

INITIALPRODUCTION: 393 STBOPD RIGRELEASE DATE: 8-11-64
OILÆlASPURCHASER: Amoco/Universal OILGRAVITY 35.7 API

PRESENT PROD STATUS: 4 STROPD BHT: 124 DEG F
ELEVATIONS- GROUND: 5565' KB: 5577 (12' KB)

TOTALDEFTH: 5196' KB PLUGBACKTD:

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
CSG SIZE: 9 5/8" CSGSIZE: 5 1/2"

GRADE: J-55 GRADE: J-55
WEIGHT: 32.2 0s. WEIGHT: 15.51bs.
LENGTH: 218' LENGTH: 4847'

DEFTHLANDED: 228'KB DEPTHLANDED: 4857'KB
HOLESIZE: 12 1/4" HOLESIZE: 7 7/8"

CEMENTDATA: 200 sx CEMENTDATA: 240 sx

CEMENTTOP AT: Unknown

TUBINGRECORD PERFORATIONRECORD

SIZEIGRADE/WT.: 2 3/8", J-55, 4.6 bs. 4624'-4631' (7') (4 SPF) RED1
NO. OF JOINTS: 151 jts.@4681'

TUBINGANCHOR: None PROPOSED PERFORATIONS(2/94)
NO.OF JOINTS: NA ------------------- -----

SEATINGNIPPLE: 2 3/8" x 1.1' 4764'-4776' (12') (1 SPF) REDB
PERF. SUB: 2 3/8" x 3' 4783'-4789' (6') (1 SPF) RED5

MUDANCHOR: 2 3/8" x 30' 5048'-5053' (5') (1 SPF) GREEN3
TOTALSTRING LENGTH: 4727.1' KB 5058'·5072' (14') (1 SPF) GREEN3

SN LANDEDAT: 4692' KB 5094'-5098' (4') (1 SPF) GREEN4

SUCKER ROD RECORD
---------------- ACIDJOB
187 - 3/4" x 25' Plain Rods ---------------------- -----

1 - 1 1/2" x 22' Polish Rod 4624'-4631' KB 250 gal mud acid

PUMP SIZE:
STROKE LENGTH:

PUMP SPEED, SPM:
PUMPINGUNfTSIZE: Cabot114

(serviced10-16-92) FRACJOB

4624'-4631' KB 8-1464 w/ 110 Bbis Ashley Valleycrude
LOGS:SonicLogGammaRay Log preilush, 13,650 gal crudew/ 16,725 lbs

20/40 mesh sand, 4200 gal crudew/ 4200
bs 8/12 mesh glass beads, 125 bbiscrude
@27 BPM@3800

BALORONOIL WEU..RËPORT

WEll.NAME: GOATESFEDERAL#1-11 DATE: 6-27-94
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096547 API NO.: 43-013-15789
LOCATION: SE SW Sec.11,T9S,R16E

COUNTY)STATE: Duchesne County,Utah
WORKINGINTEREST: 0.79942652 NET REVENUE INT.: 0.72981781

PRODUCINGFORMATION: Green River
COMPLETIONDATE: 8-22-64 SPUD DATE: 7-22-64

INITIALPRODUCTION: 393 STBOPD RIGRELEASE DATE: 8-11-64
OILÆlASPURCHASER: Amoco/Universal OILGRAVITY 35.7 API

PRESENT PROD STATUS: 4 STROPD BHT: 124 DEG F
ELEVATIONS- GROUND: 5565' KB: 5577 (12' KB)

TOTALDEFTH: 5196' KB PLUGBACKTD:

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
CSG SIZE: 9 5/8" CSGSIZE: 5 1/2"

GRADE: J-55 GRADE: J-55
WEIGHT: 32.2 0s. WEIGHT: 15.51bs.
LENGTH: 218' LENGTH: 4847'

DEFTHLANDED: 228'KB DEPTHLANDED: 4857'KB
HOLESIZE: 12 1/4" HOLESIZE: 7 7/8"

CEMENTDATA: 200 sx CEMENTDATA: 240 sx

CEMENTTOP AT: Unknown

TUBINGRECORD PERFORATIONRECORD

SIZEIGRADE/WT.: 2 3/8", J-55, 4.6 bs. 4624'-4631' (7') (4 SPF) RED1
NO. OF JOINTS: 151 jts.@4681'

TUBINGANCHOR: None PROPOSED PERFORATIONS(2/94)
NO.OF JOINTS: NA ------------------- -----

SEATINGNIPPLE: 2 3/8" x 1.1' 4764'-4776' (12') (1 SPF) REDB
PERF. SUB: 2 3/8" x 3' 4783'-4789' (6') (1 SPF) RED5

MUDANCHOR: 2 3/8" x 30' 5048'-5053' (5') (1 SPF) GREEN3
TOTALSTRING LENGTH: 4727.1' KB 5058'·5072' (14') (1 SPF) GREEN3

SN LANDEDAT: 4692' KB 5094'-5098' (4') (1 SPF) GREEN4

SUCKER ROD RECORD
---------------- ACIDJOB
187 - 3/4" x 25' Plain Rods ---------------------- -----

1 - 1 1/2" x 22' Polish Rod 4624'-4631' KB 250 gal mud acid

PUMP SIZE:
STROKE LENGTH:

PUMP SPEED, SPM:
PUMPINGUNfTSIZE: Cabot114

(serviced10-16-92) FRACJOB

4624'-4631' KB 8-1464 w/ 110 Bbis Ashley Valleycrude
LOGS:SonicLogGammaRay Log preilush, 13,650 gal crudew/ 16,725 lbs

20/40 mesh sand, 4200 gal crudew/ 4200
bs 8/12 mesh glass beads, 125 bbiscrude
@27 BPM@3800

BALORONOIL WEU..RËPORT

WEll.NAME: GOATESFEDERAL#1-11 DATE: 6-27-94
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096547 API NO.: 43-013-15789
LOCATION: SE SW Sec.11,T9S,R16E

COUNTY)STATE: Duchesne County,Utah
WORKINGINTEREST: 0.79942652 NET REVENUE INT.: 0.72981781

PRODUCINGFORMATION: Green River
COMPLETIONDATE: 8-22-64 SPUD DATE: 7-22-64

INITIALPRODUCTION: 393 STBOPD RIGRELEASE DATE: 8-11-64
OILÆlASPURCHASER: Amoco/Universal OILGRAVITY 35.7 API

PRESENT PROD STATUS: 4 STROPD BHT: 124 DEG F
ELEVATIONS- GROUND: 5565' KB: 5577 (12' KB)

TOTALDEFTH: 5196' KB PLUGBACKTD:

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
CSG SIZE: 9 5/8" CSGSIZE: 5 1/2"

GRADE: J-55 GRADE: J-55
WEIGHT: 32.2 0s. WEIGHT: 15.51bs.
LENGTH: 218' LENGTH: 4847'

DEFTHLANDED: 228'KB DEPTHLANDED: 4857'KB
HOLESIZE: 12 1/4" HOLESIZE: 7 7/8"

CEMENTDATA: 200 sx CEMENTDATA: 240 sx

CEMENTTOP AT: Unknown

TUBINGRECORD PERFORATIONRECORD

SIZEIGRADE/WT.: 2 3/8", J-55, 4.6 bs. 4624'-4631' (7') (4 SPF) RED1
NO. OF JOINTS: 151 jts.@4681'

TUBINGANCHOR: None PROPOSED PERFORATIONS(2/94)
NO.OF JOINTS: NA ------------------- -----

SEATINGNIPPLE: 2 3/8" x 1.1' 4764'-4776' (12') (1 SPF) REDB
PERF. SUB: 2 3/8" x 3' 4783'-4789' (6') (1 SPF) RED5

MUDANCHOR: 2 3/8" x 30' 5048'-5053' (5') (1 SPF) GREEN3
TOTALSTRING LENGTH: 4727.1' KB 5058'·5072' (14') (1 SPF) GREEN3

SN LANDEDAT: 4692' KB 5094'-5098' (4') (1 SPF) GREEN4

SUCKER ROD RECORD
---------------- ACIDJOB
187 - 3/4" x 25' Plain Rods ---------------------- -----

1 - 1 1/2" x 22' Polish Rod 4624'-4631' KB 250 gal mud acid

PUMP SIZE:
STROKE LENGTH:

PUMP SPEED, SPM:
PUMPINGUNfTSIZE: Cabot114

(serviced10-16-92) FRACJOB

4624'-4631' KB 8-1464 w/ 110 Bbis Ashley Valleycrude
LOGS:SonicLogGammaRay Log preilush, 13,650 gal crudew/ 16,725 lbs

20/40 mesh sand, 4200 gal crudew/ 4200
bs 8/12 mesh glass beads, 125 bbiscrude
@27 BPM@3800



GOATESFEDERAL# 1-11 BALCRONOIL
Jonah Unit/Monument Butte Field 6-24-94/ks /
Lease No. U-096547
SE SW Sec.11,T9S,R16E
Duchesne County,Utah WelhoreDiagram

Elev. GL @5565'
Elev. KB@5577 (12' KB)

SURFACE CASING

9 5/8", 322#, J-55
7 jts.@218'
Landed @ 228' KB
Hole Size@ 12 1/4"
Cementedw/200 sx.

PRODUCTIONCASING 228' KB ->

5 1/2", 15.5#, J-55
156 j\s@4847 ACIDJOB
Landed @485T KB -------------- -------

Hole Size@7 7/8" 4624'-4631' KB 250 galmudacid.
Cemented w/240 sx.
TOCUnknown

FRACJOB
TUBINGRECORD --------------- ------ ----- -----

---------- 4624'-4631' KB 8-14-64 w/ 110 Bbis Ashley Valleycrude
2 3/8", 4.6#, J-55 preflush, 13,650 gal crudew/ 16,725 lbs
151 jts.@ 4681' 20/40 mesh sand, 4200 gal crudew/ 4200
SN - 2/8" x 1.1' bs 8/12 mesh glass beads, 125 bbis crude
Perf. Sth - 2 3/8" x 3' @27 BPM@3800 psig.
Mud Anchor - 2 3/8" x 30'
Total StringLength - 4727.1' KB
SN Landed @4692' KB

PERFORATIONRECORD

SUCKER ROD RECORD 4624'-4631' (7') (4 SPF) RED1

187 - 3/4" x 25' Plain Rods
1 - 1 1/2" x 22' Polish Rod PROPOSED PERFORATIONS (2/94)

4764'-4TT6' (12') (1 SPF) RED 5
PUMP SIZE: <-SN @4692' KB 4783'-4789' (6') (1 SPF) RED 5

STROKE LENGTH: 5048'-5053' (5') (1 SPF) GREEN 3
PUMP SPEED, SPM: 5058'-5072' (14') (1 SPF) GREEN 3

PUMPINGUNfTSIZE: Cabot114 5094'-6098' (4') (1 SPF) GREEN 4
(serviced10-16-92)

TD@5196'

GOATESFEDERAL# 1-11 BALCRONOIL
Jonah Unit/Monument Butte Field 6-24-94/ks /
Lease No. U-096547
SE SW Sec.11,T9S,R16E
Duchesne County,Utah WelhoreDiagram

Elev. GL @5565'
Elev. KB@5577 (12' KB)

SURFACE CASING

9 5/8", 322#, J-55
7 jts.@218'
Landed @ 228' KB
Hole Size@ 12 1/4"
Cementedw/200 sx.

PRODUCTIONCASING 228' KB ->

5 1/2", 15.5#, J-55
156 j\s@4847 ACIDJOB
Landed @485T KB -------------- -------

Hole Size@7 7/8" 4624'-4631' KB 250 galmudacid.
Cemented w/240 sx.
TOCUnknown

FRACJOB
TUBINGRECORD --------------- ------ ----- -----

---------- 4624'-4631' KB 8-14-64 w/ 110 Bbis Ashley Valleycrude
2 3/8", 4.6#, J-55 preflush, 13,650 gal crudew/ 16,725 lbs
151 jts.@ 4681' 20/40 mesh sand, 4200 gal crudew/ 4200
SN - 2/8" x 1.1' bs 8/12 mesh glass beads, 125 bbis crude
Perf. Sth - 2 3/8" x 3' @27 BPM@3800 psig.
Mud Anchor - 2 3/8" x 30'
Total StringLength - 4727.1' KB
SN Landed @4692' KB

PERFORATIONRECORD

SUCKER ROD RECORD 4624'-4631' (7') (4 SPF) RED1

187 - 3/4" x 25' Plain Rods
1 - 1 1/2" x 22' Polish Rod PROPOSED PERFORATIONS (2/94)

4764'-4TT6' (12') (1 SPF) RED 5
PUMP SIZE: <-SN @4692' KB 4783'-4789' (6') (1 SPF) RED 5

STROKE LENGTH: 5048'-5053' (5') (1 SPF) GREEN 3
PUMP SPEED, SPM: 5058'-5072' (14') (1 SPF) GREEN 3

PUMPINGUNfTSIZE: Cabot114 5094'-6098' (4') (1 SPF) GREEN 4
(serviced10-16-92)

TD@5196'

GOATESFEDERAL# 1-11 BALCRONOIL
Jonah Unit/Monument Butte Field 6-24-94/ks /
Lease No. U-096547
SE SW Sec.11,T9S,R16E
Duchesne County,Utah WelhoreDiagram

Elev. GL @5565'
Elev. KB@5577 (12' KB)

SURFACE CASING

9 5/8", 322#, J-55
7 jts.@218'
Landed @ 228' KB
Hole Size@ 12 1/4"
Cementedw/200 sx.

PRODUCTIONCASING 228' KB ->

5 1/2", 15.5#, J-55
156 j\s@4847 ACIDJOB
Landed @485T KB -------------- -------

Hole Size@7 7/8" 4624'-4631' KB 250 galmudacid.
Cemented w/240 sx.
TOCUnknown

FRACJOB
TUBINGRECORD --------------- ------ ----- -----

---------- 4624'-4631' KB 8-14-64 w/ 110 Bbis Ashley Valleycrude
2 3/8", 4.6#, J-55 preflush, 13,650 gal crudew/ 16,725 lbs
151 jts.@ 4681' 20/40 mesh sand, 4200 gal crudew/ 4200
SN - 2/8" x 1.1' bs 8/12 mesh glass beads, 125 bbis crude
Perf. Sth - 2 3/8" x 3' @27 BPM@3800 psig.
Mud Anchor - 2 3/8" x 30'
Total StringLength - 4727.1' KB
SN Landed @4692' KB

PERFORATIONRECORD

SUCKER ROD RECORD 4624'-4631' (7') (4 SPF) RED1

187 - 3/4" x 25' Plain Rods
1 - 1 1/2" x 22' Polish Rod PROPOSED PERFORATIONS (2/94)

4764'-4TT6' (12') (1 SPF) RED 5
PUMP SIZE: <-SN @4692' KB 4783'-4789' (6') (1 SPF) RED 5

STROKE LENGTH: 5048'-5053' (5') (1 SPF) GREEN 3
PUMP SPEED, SPM: 5058'-5072' (14') (1 SPF) GREEN 3

PUMPINGUNfTSIZE: Cabot114 5094'-6098' (4') (1 SPF) GREEN 4
(serviced10-16-92)

TD@5196'



BALCAONOIL WEll. REPORT

WELLNAME: WALTONFEDERAL#34-11 DATE: 6-21-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: Ud96550 API NO.: 43-013-31003

LOCATION:SWSE Sec.11,T9S,R16E
COUNTY/STATE: Duchesne County,Utah

WORKINGINTEREST: 0.79942652 NET REVENUE IMT.: 0.72981781
PRODUCINGFORMATION: Green River

COMPLETIONDATE: 12/30/84 SPUD DATE: 10/26/84
INITIALPRODUCTION: 63 STBOPD,50 MCFPD,15 STBWPD OILGRAVITY: 32 API
OIIJGASPURCHASER: Amoco/Universal BHT: 100 Deg.F

PRESENT PROD STATUS: 5 STBOPD, 20 MCFPD
ELEVATIONS- GROUND: 5534' KB: 5545' (11' KB)

TOTALDEPTH: 6000' KB PLUGBACKTD: 5942' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1 2
SIZE: 8 5/8" SIZE: 5 1/2" 5 1/2"

GRADE: K-55 GRADE: K-55 K-55
WEIGHT: 24 Ibs. WEIGHT: 14 Ibs. 15.5 lbs.
LENGTH: 6 jts @251' LENGTH: 4581' 1414'

HOLE SIZE: 12 1/4" HOŒ SIZE: 7 7/8"
DEPTH LANDED: 263' KB DEPTH LANDED: 5995' KB
CEMENT DATA: 210 sx. Class G w/2% CaCI, CEMENTDATA: 131 sx HiUft&

3% D-44, 1/4 #/sx D-29. 687 sx Gass H
Cementtosurface. CEMENTTOP AT: 1665' from CBL

TUBINGRECORD
------------------------- PERFORATIONRECORD

SIZE)GRADE/WT.: -------------------- ---------- ---------

NO.OF JOINTS: 4876'-4882' (6') (2 SPF) GREENT
TUBINGANCHOR: 4884'-4886' (2') (2 SPF) GREEN1

NO.OF JOINTS: "*INFONOT AVAILABLE"* 4888'-4892' (4') (2 SPF) GREEN1
SEATINGNIPPLE: 4901'-4905' (4') (2 SPF) GREENT

PERF. SUB:
MUDANCHOR: PROPOSED PERFORATIONS(4/94)

TOTALSTRINGLENGTH:
SN LANDEDAT: 4591'4596' (5') (2 SPF) RED1

4744'4753' (9') (2 SPF) RED5
SUCKER ROD RECORD

FRACJOB***INFONOT AVAILABLE***
-------------------- ---------- ---------

4876'-4905' KB Fracedw/Westemon 12-7-93 w/ 53560
gal Apollo30 w/117800 lbs 20-40 sand.
ATR 22 BPM@2000 psig, ISIP 1800

PUMP SIZE: psi, 15 min@ 1100 psi,20 min@
STROKE LENGTH: 1000 psi.

PUMP SPEED, SPM:
PUMPINGUNITSIZE: Lufkin160

LOGS:CompensatedDensilogCompensatedNeutron Gamma Ray, DualLaterolog/GammaRay,
Wellsite Sandstone Analysis, Wellsite ComplexReservior Analysis, CementBond Log, Mud

BALCAONOIL WEll. REPORT

WELLNAME: WALTONFEDERAL#34-11 DATE: 6-21-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: Ud96550 API NO.: 43-013-31003

LOCATION:SWSE Sec.11,T9S,R16E
COUNTY/STATE: Duchesne County,Utah

WORKINGINTEREST: 0.79942652 NET REVENUE IMT.: 0.72981781
PRODUCINGFORMATION: Green River

COMPLETIONDATE: 12/30/84 SPUD DATE: 10/26/84
INITIALPRODUCTION: 63 STBOPD,50 MCFPD,15 STBWPD OILGRAVITY: 32 API
OIIJGASPURCHASER: Amoco/Universal BHT: 100 Deg.F

PRESENT PROD STATUS: 5 STBOPD, 20 MCFPD
ELEVATIONS- GROUND: 5534' KB: 5545' (11' KB)

TOTALDEPTH: 6000' KB PLUGBACKTD: 5942' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1 2
SIZE: 8 5/8" SIZE: 5 1/2" 5 1/2"

GRADE: K-55 GRADE: K-55 K-55
WEIGHT: 24 Ibs. WEIGHT: 14 Ibs. 15.5 lbs.
LENGTH: 6 jts @251' LENGTH: 4581' 1414'

HOLE SIZE: 12 1/4" HOŒ SIZE: 7 7/8"
DEPTH LANDED: 263' KB DEPTH LANDED: 5995' KB
CEMENT DATA: 210 sx. Class G w/2% CaCI, CEMENTDATA: 131 sx HiUft&

3% D-44, 1/4 #/sx D-29. 687 sx Gass H
Cementtosurface. CEMENTTOP AT: 1665' from CBL

TUBINGRECORD
------------------------- PERFORATIONRECORD

SIZE)GRADE/WT.: -------------------- ---------- ---------

NO.OF JOINTS: 4876'-4882' (6') (2 SPF) GREENT
TUBINGANCHOR: 4884'-4886' (2') (2 SPF) GREEN1

NO.OF JOINTS: "*INFONOT AVAILABLE"* 4888'-4892' (4') (2 SPF) GREEN1
SEATINGNIPPLE: 4901'-4905' (4') (2 SPF) GREENT

PERF. SUB:
MUDANCHOR: PROPOSED PERFORATIONS(4/94)

TOTALSTRINGLENGTH:
SN LANDEDAT: 4591'4596' (5') (2 SPF) RED1

4744'4753' (9') (2 SPF) RED5
SUCKER ROD RECORD

FRACJOB***INFONOT AVAILABLE***
-------------------- ---------- ---------

4876'-4905' KB Fracedw/Westemon 12-7-93 w/ 53560
gal Apollo30 w/117800 lbs 20-40 sand.
ATR 22 BPM@2000 psig, ISIP 1800

PUMP SIZE: psi, 15 min@ 1100 psi,20 min@
STROKE LENGTH: 1000 psi.

PUMP SPEED, SPM:
PUMPINGUNITSIZE: Lufkin160

LOGS:CompensatedDensilogCompensatedNeutron Gamma Ray, DualLaterolog/GammaRay,
Wellsite Sandstone Analysis, Wellsite ComplexReservior Analysis, CementBond Log, Mud

BALCAONOIL WEll. REPORT

WELLNAME: WALTONFEDERAL#34-11 DATE: 6-21-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: Ud96550 API NO.: 43-013-31003

LOCATION:SWSE Sec.11,T9S,R16E
COUNTY/STATE: Duchesne County,Utah

WORKINGINTEREST: 0.79942652 NET REVENUE IMT.: 0.72981781
PRODUCINGFORMATION: Green River

COMPLETIONDATE: 12/30/84 SPUD DATE: 10/26/84
INITIALPRODUCTION: 63 STBOPD,50 MCFPD,15 STBWPD OILGRAVITY: 32 API
OIIJGASPURCHASER: Amoco/Universal BHT: 100 Deg.F

PRESENT PROD STATUS: 5 STBOPD, 20 MCFPD
ELEVATIONS- GROUND: 5534' KB: 5545' (11' KB)

TOTALDEPTH: 6000' KB PLUGBACKTD: 5942' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1 2
SIZE: 8 5/8" SIZE: 5 1/2" 5 1/2"

GRADE: K-55 GRADE: K-55 K-55
WEIGHT: 24 Ibs. WEIGHT: 14 Ibs. 15.5 lbs.
LENGTH: 6 jts @251' LENGTH: 4581' 1414'

HOLE SIZE: 12 1/4" HOŒ SIZE: 7 7/8"
DEPTH LANDED: 263' KB DEPTH LANDED: 5995' KB
CEMENT DATA: 210 sx. Class G w/2% CaCI, CEMENTDATA: 131 sx HiUft&

3% D-44, 1/4 #/sx D-29. 687 sx Gass H
Cementtosurface. CEMENTTOP AT: 1665' from CBL

TUBINGRECORD
------------------------- PERFORATIONRECORD

SIZE)GRADE/WT.: -------------------- ---------- ---------

NO.OF JOINTS: 4876'-4882' (6') (2 SPF) GREENT
TUBINGANCHOR: 4884'-4886' (2') (2 SPF) GREEN1

NO.OF JOINTS: "*INFONOT AVAILABLE"* 4888'-4892' (4') (2 SPF) GREEN1
SEATINGNIPPLE: 4901'-4905' (4') (2 SPF) GREENT

PERF. SUB:
MUDANCHOR: PROPOSED PERFORATIONS(4/94)

TOTALSTRINGLENGTH:
SN LANDEDAT: 4591'4596' (5') (2 SPF) RED1

4744'4753' (9') (2 SPF) RED5
SUCKER ROD RECORD

FRACJOB***INFONOT AVAILABLE***
-------------------- ---------- ---------

4876'-4905' KB Fracedw/Westemon 12-7-93 w/ 53560
gal Apollo30 w/117800 lbs 20-40 sand.
ATR 22 BPM@2000 psig, ISIP 1800

PUMP SIZE: psi, 15 min@ 1100 psi,20 min@
STROKE LENGTH: 1000 psi.

PUMP SPEED, SPM:
PUMPINGUNITSIZE: Lufkin160

LOGS:CompensatedDensilogCompensatedNeutron Gamma Ray, DualLaterolog/GammaRay,
Wellsite Sandstone Analysis, Wellsite ComplexReservior Analysis, CementBond Log, Mud



WALTONFEDERAL#34-11 BALCRONOIL
Jonah Unit/Monument Butte Field 6-21-94/ks
Lease No. U-096550
SW SE Sec. 11,T9S,R16E
Duchesne Co.,Utah Wellbore Diagram

Elev. GL @5534'
Elev. KB@5545' (11' KB)

SURFACECASING

8 5/8", 24#, K-55
Casing Length @251'
Landed @263' KB
Hole Size@ 12 1/4"
Cementedw/210 sx Class G w/2% CaCI,

3% D-44,1/4#lsx D-29.
CementedtoSurlace

263' KB -->

PRODUCTIONCASING

5 1/2", 14# & 15.5#, K-55
CasingLength @5995'
I.anded @5995' KB
Hole Size@7 7/8"
Cementedw/131 sx HiUit& TOC@ 1665' --> FRACJOB

687 sx Class H ------------ ----- ------ ------

CementTop @ 1665' from CBL 4876'-4905' KB Fraced w/Western on 12-7-93 w/53560
gal Apollo30 w/117800 lbs 20-40 sand.
ATR 22 BPM@2000 psig, ISIP1800
psi, 15 min@1100 psi,20 min@
1000 psi.

TUBINGRECORD

***lNFONOT AVAILABLE***

PERFORATIONRECORD

4876'-4882' (6') (2 SPF) GREEN1
4884'-4886' (2') (2 SPF) GREEN1
4888'-4892' (4') (2 SPF) GREEN1
4901'-4905' (4') (2 SPF) GREEN1

SUCKER ROD RECORD

PROPOSED PERFORATlONS(2/94)
*"INFONOT AVAILABLE*"

------ ------- ------ ------

4591'- 4596' (5') (2 SPF) RED1
4744'-4753'(9') (2SPF) RED5

PBTD@5942' KB
TD@6000'

WALTONFEDERAL#34-11 BALCRONOIL
Jonah Unit/Monument Butte Field 6-21-94/ks
Lease No. U-096550
SW SE Sec. 11,T9S,R16E
Duchesne Co.,Utah Wellbore Diagram

Elev. GL @5534'
Elev. KB@5545' (11' KB)

SURFACECASING

8 5/8", 24#, K-55
Casing Length @251'
Landed @263' KB
Hole Size@ 12 1/4"
Cementedw/210 sx Class G w/2% CaCI,

3% D-44,1/4#lsx D-29.
CementedtoSurlace

263' KB -->

PRODUCTIONCASING

5 1/2", 14# & 15.5#, K-55
CasingLength @5995'
I.anded @5995' KB
Hole Size@7 7/8"
Cementedw/131 sx HiUit& TOC@ 1665' --> FRACJOB

687 sx Class H ------------ ----- ------ ------

CementTop @ 1665' from CBL 4876'-4905' KB Fraced w/Western on 12-7-93 w/53560
gal Apollo30 w/117800 lbs 20-40 sand.
ATR 22 BPM@2000 psig, ISIP1800
psi, 15 min@1100 psi,20 min@
1000 psi.

TUBINGRECORD

***lNFONOT AVAILABLE***

PERFORATIONRECORD

4876'-4882' (6') (2 SPF) GREEN1
4884'-4886' (2') (2 SPF) GREEN1
4888'-4892' (4') (2 SPF) GREEN1
4901'-4905' (4') (2 SPF) GREEN1

SUCKER ROD RECORD

PROPOSED PERFORATlONS(2/94)
*"INFONOT AVAILABLE*"

------ ------- ------ ------

4591'- 4596' (5') (2 SPF) RED1
4744'-4753'(9') (2SPF) RED5

PBTD@5942' KB
TD@6000'

WALTONFEDERAL#34-11 BALCRONOIL
Jonah Unit/Monument Butte Field 6-21-94/ks
Lease No. U-096550
SW SE Sec. 11,T9S,R16E
Duchesne Co.,Utah Wellbore Diagram

Elev. GL @5534'
Elev. KB@5545' (11' KB)

SURFACECASING

8 5/8", 24#, K-55
Casing Length @251'
Landed @263' KB
Hole Size@ 12 1/4"
Cementedw/210 sx Class G w/2% CaCI,

3% D-44,1/4#lsx D-29.
CementedtoSurlace

263' KB -->

PRODUCTIONCASING

5 1/2", 14# & 15.5#, K-55
CasingLength @5995'
I.anded @5995' KB
Hole Size@7 7/8"
Cementedw/131 sx HiUit& TOC@ 1665' --> FRACJOB

687 sx Class H ------------ ----- ------ ------

CementTop @ 1665' from CBL 4876'-4905' KB Fraced w/Western on 12-7-93 w/53560
gal Apollo30 w/117800 lbs 20-40 sand.
ATR 22 BPM@2000 psig, ISIP1800
psi, 15 min@1100 psi,20 min@
1000 psi.

TUBINGRECORD

***lNFONOT AVAILABLE***

PERFORATIONRECORD

4876'-4882' (6') (2 SPF) GREEN1
4884'-4886' (2') (2 SPF) GREEN1
4888'-4892' (4') (2 SPF) GREEN1
4901'-4905' (4') (2 SPF) GREEN1

SUCKER ROD RECORD

PROPOSED PERFORATlONS(2/94)
*"INFONOT AVAILABLE*"

------ ------- ------ ------

4591'- 4596' (5') (2 SPF) RED1
4744'-4753'(9') (2SPF) RED5

PBTD@5942' KB
TD@6000'



BALCRONOIL WEI.L REPORT

WELLNAME: WALTONFEDERAL#1-11 DATE: 6-27-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43-013-15792

LOCATION: SE SE Sec.11,TUS,R16E
COUNTY/STATE: Duchesne County,Utah

WORKINGINTEREST: 1.00 NET REVENUEINT.: 0.825
PRODUCINGFORMATION: Green River

COMPLETIONDATE: 5/11Æ4 SPUDDATE: 4/1Æ4
INITIALPRODUCTION: 1073 STEOPD, 100 MCFPD RIGRELEASE DATE:
OIUGASPURCHASER: Amoco/Universal OILGRAVITY: 31 AP1

PRESENT PROD STATUS: 4 STBOPD, 17 MCFPD BHT: Unknown
ELEVATIONS- GROUND: Unknown KB: 5513'

TOTALDEPTH: 6300' KB PLUGBACKTD: 5108' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 9 5Æ" SIZE: 5 1/2"

GRADE: J-55 GRADE: J-55
WEIGHT: 32.2 lbs. WEIGHT:15.5 lbs.
LENGTH: 7 j\s.@212' LENGTH:167 jts.@5192'

HOLE SIZE: 12 14/" HOLE SIZE: 7 7ß"
DEPTH LANDED: 225' KB DEPTHLANDED: 5205' KB
CEMENT DATA: 225 sx CEMENTDATA: 400 sx

CEMENTTOP AT: Unknown
TUBINGRECORD

I R 2 7Æ",J-55, 6.4 # PERFORATIONRECORD
NO.OF JOINTS: 158 jts.@4971.41' KB -------------- ------ -------

TUBINGANCHOR: None 4735'4746' (11') (3 SPF) RED5
NO.OF JOINTS: NA 500T-5020' (13') (3 SPF) GREEN3

SEATINGNIPPLE: 2 7Æ"x 1.1'
PERF. SUB: 2 7Æ"x 3.20' PROPOSED PERFORAT10NS(4/94)

NO.OF JOINTS: 1 jt@31.68' ------------ ----- ------

MUDANCHOR: None 4590'4595' (5') (2 SPF) RED1
TOTALSTRINGLENGTH:5019.35' KB 4715'4719' (4') (2 SPF) RED5

SN LANDEDAT: 5046'-5054' (8') (2 SPF) GREEN4
5072'-5078' (6') (2 SPF) GREEN4

SUCKER ROD RECORD 5082'-5089' (7') (2 SPF) GREEN4

1 - 1-1/4"x 22' PolishedRod
2 - 3/4" x 6' Ponies
167 - 3/4"x 25' PlainRods FRACJOBS
30 - 3/4" x 25' Plastic Scraper Rods -------------- ------ ------

4735'-4746' KB 5-7-64 w/ 19,950 gal oil,20,000 lbs
20-40 mesh sand, 2000 lbs glass
beads @32 BPM @3700 psi.

5007-5020' KB 5-7-64 w/23,100 gal crude oilw/
PUMP SIZE: 2-1/2"x1-1/2"x1-4/12' RWAC 21,000 lbs 20-40 mesh sand &2000 lbs

8-12 mesh glass beads @37 BPM
STROKELENGTH: @37 BPM.

PUMP SPEED, SPM:
PUMPINGUNITSIZE: Cabot 114 (serviced10-16-92)

LOGS: IES,GR-S-C,
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WALTONFEDERAL#1-11 BALCRONOIL
Jonah Unil/MonumentButte Field 6-27-94/ks

Lease No. LFO96550
SE SE Sec. 11,T9S,R16E Wetbore Diagam
Duchesne Co., Utah

Elev.@ KB5513'

SURFACE CASING

9 5/8", 32.2#, J-55
7 jls.@212'
Hole Size @ 12 1/4"
Landed @225' KB
Cementedw/225 sx

PRODUCTIONCASING 225' KB ->

51/2", 15.5#, J-55
167 jts.@5192'
Hole Size@7 7/8"
Landed @5205' KB
Cemented w/400 sx
TOCUnknown

FRACJOBS

TUBINGRECORD 4735'-4746' KB 5-7-64 w/ 19,950 galoil,20,000 Ibs
-------------

20-40 mesh sand, 2000 bs glass
2 7/8", 6.7#, J-55 beads @32 BPM@3700 psi.
158 jts.@4971.41' 5007'-5020' KB 5-7-64 w/ 23,100 gal crudeoilw/
SN - 2 7/8" x 1.1' 21,000 lbs 20-40 mesh sand &2000 bs
Perf. Sub - 2 7/8" x 320' 8-12 mesh glass beads @37 BPM
1 jt@31.68' @37 BPM.
Total ShingLength - 5019.35' KB

SUCKER ROD RECORD

1 - 1-1/4" x 22' Polished Rod
2 - 3/4" x 6' Ponies PERFORATIONRECORD
167 - 3/4" x 25' Plain Rods -------- ------ ----- -----

30 - 3/4" x 25' Plastic Scraper Rods 4735'-4746' (11') (3 SPF) RED5
5007-5020' (13') (3 SPF) GREEN3

PROPOSED PERFORATIONS(4/94)

4500'-4595' (5') (2 SPF) RED1
PUMP SIZE: 2-1/2"x1-1/2"x14-1/2' RWAC 4715'-4719' (4') (2 SPF) RED5

STROKE LENGTH: 5046'-5054' (8') (2 SPF) GREEN4
PUMP SPEED, SPM: 5072'-5078' (6') (2 SPF) GREEN4

PUMPINGUNfTSIZE: Cabot 114 (serviced 10-16-92) 5082'-5089' (7) (2 SPF) GREEN4
PBTD@5108' KB
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BALCRONOIL WELLRËPORT

WELLNAME: BALCRONMONUMENTFEDERAL#21-12J DATE: 6-30-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 AP1NO.: 43-013-31406
LOCATION: NE NWSec.12,T9S, R16E

COUNTY/STATE:DuchesneCounty,Utah
WORKINGINTEREST:0.805079506 NETREVENUEINT.:0.73831617Oil

PRODUCINGFORMATION: Green RiverTarget 0.66359285 Gas
COMPLETIONDATE: Dry Hole SPUDDATE:10-25-93

INfTIALPRODUCTION:DryHole OILGRAVITY: N/A
OllaGASPURCHASER: N/A BRT: N/A

PRESENT PROD STATUS: D &A
ELEVATIONS- GROUND: 5449' KB: 5459' (10' KB)

TOTALDEFTH: 5,800' KB PLUGBACKTD: Surface

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
CSG SIZE: 8-5/8" CSG SIZE: N/A

GRADE: J-55 GRADE:
WEIGHT: 24 Ibs WEIGHT:
LENGTH: 270'

HOLE SIZE: 12-1/4"
DEFTH LANDED: 278' KB
CEMENTDATA: 150 sxs Class'G" w/2% CaCI

& 1/4 Ib per sx CelloRake.
Circulateto surface.

TUBINGRECORD PLUGGINGPROCEDURE

----------------------- Plug #1: 5088' - 4088' KB
SIZFJGRADE/WT.: N/A Cementedw/91 sxs 'G"w/2% CaCI

NO.OF JOINTS: and 1/4 Ib per sxCelloseal.
TUBINGANCHOR:

NO.OF JOINTS: Plug #2: 3133' - 2783' KB
SEATINGNIPPLE: Cementedw/146sxs 'G"w/2%CaCI

PERF.SUB: and1/4Ibper sxCelloseal.
MUDANCHOR:

TOTALTUBINGLENGTH: Plug #3: 1768' - 1568' KB
SN LANDEDAT: Cementedw/70 sxs 'G"w/2% CaCI

and 1/4 Ib per sx Celloseal.

SUCKER ROD RECORD Plug #4: 341' - 241' KB
-------------- Cementedw/40 sxs 'G" w/2% CaCI
Number Of Rods: N/A and 1/4 Ib per sx Celloseal.

Plug #5: Surfaceto50' KB
PUMP SIZE: N/A Cementedw/20sxs 'G" w/2% CaCI

STROKE LENGTH: and 1/4 lb per sx Celloseal.
PUMP SPEED, SPM:

PUMPINGUNIT

BALCRONOIL WELLRËPORT
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Balcron Oil
BALCRONMONUMENTFEDERAL#21-12J 6-30-94/I<s

Jonah Unit/Monument Butte Field
Lease No. U-096550
NE NW Sec.12,T9S, R16E WellboreDiagram
Duchesne County,Utah

ElevGL @5449'
Elev KB@ 5459' (10' KB)

<-- Plug #5: 50' KBto Surface.
SURFACE CASING

8-5/8", J-55, 24#
Sixjoints@ 270'
Landed @278' KB 278' KB --> <-- Plug #4: 341' to241' KB
Cementedw/150 sxs 'G" w/2%CaCI
& 1/4 Ib per sx celloflakes.
5 bbis back topit.

Cementedto surface.
Hole size 12-1/4".

PLUGGINGPROCEDURE

Plug #1: 5088' - 4088' KB
Cementedw/91sxs 'G" w)2%CaCI
and 1/4 Ib per sx Celloseal.

Plug #2: 3133' - 2783' KB
Cementedw/146sxs 'G" w/2% CaCI
and 1/4 lb per sx Celloseal.

<-- Plug #3: 1768' to 1568' KB
Plug #3: 1768' - 1568' KB
Cementedw/70sxs 'G" w)2%CaCI
and1/4 Ibper sx Celloseal.

Plug#4: 341'-241'KB
Cementedw/40sxs 'G" w)2%CaCI
and1/4 lbper sx Celloseal.

Plug#5: Surfaceto50' KB
Cemented w/20 sxs 'G" w/2% CaCI <--- Plug #2: 3133' to 2783' KB
and 1/4 Ibper sx Celloseal.

<-- Plug #1: 5088' to4888' KB

TD @5800'

Balcron Oil
BALCRONMONUMENTFEDERAL#21-12J 6-30-94/I<s

Jonah Unit/Monument Butte Field
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Duchesne County,Utah
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and 1/4 lb per sx Celloseal.

<-- Plug #3: 1768' to 1568' KB
Plug #3: 1768' - 1568' KB
Cementedw/70sxs 'G" w)2%CaCI
and1/4 Ibper sx Celloseal.

Plug#4: 341'-241'KB
Cementedw/40sxs 'G" w)2%CaCI
and1/4 lbper sx Celloseal.

Plug#5: Surfaceto50' KB
Cemented w/20 sxs 'G" w/2% CaCI <--- Plug #2: 3133' to 2783' KB
and 1/4 Ibper sx Celloseal.

<-- Plug #1: 5088' to4888' KB

TD @5800'

Balcron Oil
BALCRONMONUMENTFEDERAL#21-12J 6-30-94/I<s

Jonah Unit/Monument Butte Field
Lease No. U-096550
NE NW Sec.12,T9S, R16E WellboreDiagram
Duchesne County,Utah

ElevGL @5449'
Elev KB@ 5459' (10' KB)

<-- Plug #5: 50' KBto Surface.
SURFACE CASING

8-5/8", J-55, 24#
Sixjoints@ 270'
Landed @278' KB 278' KB --> <-- Plug #4: 341' to241' KB
Cementedw/150 sxs 'G" w/2%CaCI
& 1/4 Ib per sx celloflakes.
5 bbis back topit.

Cementedto surface.
Hole size 12-1/4".

PLUGGINGPROCEDURE

Plug #1: 5088' - 4088' KB
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and 1/4 Ib per sx Celloseal.

Plug #2: 3133' - 2783' KB
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Dwights Well Data System CD-ROM H# R-845761-0 Original
Copyright 1991 Rocky Mountains Run Date: 17-Jan-92

State : Utah SL Merid 95 - 16E - 12 c nu ne

e-.ity: DUCHESNE Oper: CAMPBELLGS

Field : MONUMENTBUTTE Compl: 07/12/1966 DD P&A

Well: C & O GOVT#3 Last Info: 05/22/1983
Ftg: 660 fnt 1980 fel
Obj: Permit #: 06/20/1966 PI: 43-013-2008000

Elev: B / r'g

Spud: 07/03/1966
TD: 5251

Elev: 5403KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Scout,T=Govt,S=Shell,G=USGS,N=NDGS)

Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1428 3975 LT Douglas Creek 4630 773 LT
Horse Bench 2188 3215 LT TD 5252 151 LT

<< State Records >>

Casing: 13 3/8 9 12 w/10-8 5/8 2 197 w/125
DST : None
Logs : IES GRS
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BALCAONOIL WELLREPOAT

WELLNAME: GETTYGOVT#12-1 DATE: 6-28-94/ks
FIELD: Jonah Unll/Monument Butte Field

FEDERALLEASE NO.: U-44426 API NO.: 43-013-30889
LOCATION: NW NE Sec.12,T9S,R16E

COUNTYlSTATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEIKT.: 0.73831617 Oil

PRODUCING FORMATION:Green River 0.66359285 Gas
COMPLETIONDATE: 3-13-84 SPUD DATE: 1 -84

INITIALPRODUGTION: 60 STBOPD, 106 MCFPD, 3 STBWPD RIG RELEASEDATE: 2-12-84
OILIGASPURCHASER: Amoca/Universal Resources OILGRAVITY: 33 API

PRESENT PROD STATUS: Pumping OIIWell BHT: 147 Deg.F
ELEVATIONS- GROUND: 5412' KB: 5425' (13' KB)

TOTALDEPTH: 6200' KB PLUG BACKTD: 6104' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
CSG SIZE: 8 5/8" CSG SIZE: 5 1/2"

GRADE: J-55 GRADE: J-55
WEIGHT: 24 Ibs. WEIGHT: 15.5 lbe.
LENGTH: 6 jts.@ 22T LENGTH: 151 jis@ 6160'

DEFTHLANDED: 240'KB DEPTHLANDED: 6173'KB
HOLE SIZE: 12 1/4" HOLESIZE: 8 3/4"

CEMENTDATA: 175 axs Class H w/2% CaCI & CEMENTDATA: 760 sxs 65/35 Poz &555 sx Class H
1/4#Isx Flocele. Cemented w/2%CaCI & 1/4#lax Flocele.
to surface w/good retums. CEMENTTOP AT: Unknown

TUBINGRECORD PERFORATIONRECORD

SIZEIGRADE/WT.: 2-7Æ",N-80,6.5# 3852',3858',3860',3862',3864' ** Squeezed
NO. OF JOINTS: 185 jnis@ 5731' 3942',3946',3952',3956',3960' ** Squeezed

TUBINGANCHOR: n/a 4116',4118',4120' (1 SPF) YELLOW1
SEATINGNIPPLE: 2-7Æ"x 1.10' 4333' (1 SPF) YELLOW4

PERF. SUB: 2-7Æ"x 3' 4399'- 4410' (3 SPF) YELLOW5
MUDANCHOR: 2-7Æ"x 31' 4393',4396',4398',4400' (1 SPF) YELLOW5

TOTALTUBINGLENGTH: 5T19' KB 4402',4405',4408' (1 SPF) YELLOW5
SN LANDEDAT: 5745' KB 4484',4518',4519' (1 SPF) YELLOW6

4646',4656',4670',4690' (1 SPF) RED1
4728',4730' (1 SPF) RED2
5590'-5602' (4 SPF) BLUE2

SUCKER ROD RECORD 5652',5654',5655',5693',5698',5700', (1 SPF) BLUE3
--------------- 5703',5722',5725',5752',5754' (1 SPF) BLUE3
1 - 1 1/4"x 16' Polish Rod
1 - 3/4" x 6' Pony " Perforations Squeezed 3-23-84 w/150 sK Class-H cement.
1 - 3/4" x 8' Pony
227 - 3/4"x 25' Slick Rods PROPOSED PERFORATIONS (4/94)
1 - 3/4" x 25' Rod w/Guides ------------ ------ ----- -----

4976'- 4980' (4') (2 SPF) GREEN1
PUMP SIZE: 2 1Æ"x 1 1Æ"x 16' RWAC

STROKE LENGTH:
PUMP SPEED, SPM: BREAKDOWNJOBS

PUMPINGUNfTSIZE: Continental Emeco 160 ------------- ----- ----

4399'-4410' KB 5% KCIwtr, 13 bbisimin @ 3100 psig
ball offto 700 psig. Fkish w/26.5

LOGS: FDC-CNL/GR/SP bbis.
5590'-5602' KB 5% KCIwtr, 10 bble/min@ 3400 psig

Dropped 48 balls, 2 balls/bbl.
Flush w)33 bbis 5% KCIafter frac.

FRACJOBS

3 6 0 0 20,000#10/20
sand in 30114 gallons Apollo40.

4399'-4410' KB 50,000#20/40 sand in 20,000 gal
Apolo 40.

5590'-5602' KB 50,000#20/40 sand in 20,000 gal
Apolo 40.

5652'-5754' KB 60,000#20/40 sand &20,000# 10/20
sand in 26964 gallons Apollo
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BALCRONOIL
GETTYGOV'T#12-1 6-28-94/hs

Jonah Unit/Monument Butte Field WetboreDiagram
Lease No. U-44426
NW NE Sec.12, TSS, R16E
Duchesne County, Utah

Elev GL @ 5412'
Elev KB@ 5425' (13' KB)

SURFACE CASING

Six joints@ 22T
Landed @ 240' KB. 240' KB ->

Hole size @ 12-1/4".
Cemented w/175 axs "H"w/2%CaCI & BREAKDOWNJOBS
1/4#lsK Flocele. Cemented to ---------- ----------- -----

surface w/ good retums. 4399'-4410' KB 5% KCIwtr, 13 bbis/min @ 3100 psig
ball offto 700 psig. FUsh w/ 26.5

PRODUCTIONCASING bbis.
5590'-5602' KB 5% KCIwtr, 10 bbistmin @ 3400 psig

5-112",15.5#, J-55 Dropped 48 balls, 2 balls/bbl.
151 joints@ 6160'. Flush w)33 bbis 5% KCIafter frac.
Landed @ 6173' KB.
Hole size@ 8-3/4". FRACJOBS
Cemented wf/60 sxs 65/35 POZ & ------------ --------- ----

tailw/555sKs Class "H"w)2% 3852' 4690' KB 60,000# 20/40 sand &20,000# 10/20
CaCI & 1/4#lax Flocele. sand in 30114 gallons Apollo40.

TOC Unknown 4399'-4410' KB 50,000#20/40 sand in 20,000 gal
Apollo40.

TUBINGRECORD 5590'-5602' KB 50,000#20/40 sand In20,000 gal
------- Apollo40.
2-7Æ",N-80,6.5# 5652'-5754' KB 60,000# 20/40 sand &20,000# 10/20
185 jnis@ 5731' sand in 26964 gallons Apollo40.
SN 2-7Æ"x 1.10'
Perf Sub 2-7/8" x 3' PERFORATIONRECORD
MA2-7Æ"x 31' ----------- ----- ----

Total String Length @ 5T/9' KB 3852',3858',3860',3862',3864' ** Squeezed
SN Landed @ 5745' KB 3852'-3864' Sqzd 3942',3946',3952',3956',3960' " Squeezed

4116',4118',4120' (1 SPF) YELLOW1
3942'-3960' Sqzd 4333' (1 SPF) YELLOW4

SUCKER ROD 4399'- 4410' (3 SPF) YELLOW5
------- 4393',4396',4398',4400' (1 SPF) YELLOW5
1 - 1 1/4"x 16' Polish Rod 4402',4405',4408' (1 SPF) YELLOW5

1 - 3/4" x 6' Pony 4484',4518',4519' (1 SPF) YELLOW6
1 - 3/4" x 8' Pony 4646',4656',4670',4690' (1 SPF) RED1 -

227 - 3/4"x 25' Slick Rods 4728',4730' (1 SPF) RED2
1 - 3/4"x 25' Rod w/Guides 5590'- 5602' (4 SPF) BLUE2

5652',5654',5655',5693',5698',5700', (1 SPF) BLUE3
PUMP SIZE: 2 1/2"x 1 1/2"x 16' RWAC 5703',5722',5725',5752',5754' (1 SPF) BLUE3

STROKE LENGTH:
PUMP SPEED, SPM: " Perforations Squeezed 3-23-84 w/150 sx Class-H cement.

PUMPINGUNITSIZE: Cortinental Emsco 160
PROPOSED PERFORATIONS (484)

4976'- 4980' (4') (2 SPF) GREEN1

<- SN Landed @ 5745' KB

PBTD@6104' KB
TD@6200'

BALCRONOIL
GETTYGOV'T#12-1 6-28-94/hs

Jonah Unit/Monument Butte Field WetboreDiagram
Lease No. U-44426
NW NE Sec.12, TSS, R16E
Duchesne County, Utah
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SN 2-7Æ"x 1.10'
Perf Sub 2-7/8" x 3' PERFORATIONRECORD
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Landed @ 240' KB. 240' KB ->

Hole size @ 12-1/4".
Cemented w/175 axs "H"w/2%CaCI & BREAKDOWNJOBS
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------- 4393',4396',4398',4400' (1 SPF) YELLOW5
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1 - 3/4" x 6' Pony 4484',4518',4519' (1 SPF) YELLOW6
1 - 3/4" x 8' Pony 4646',4656',4670',4690' (1 SPF) RED1 -
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1 - 3/4"x 25' Rod w/Guides 5590'- 5602' (4 SPF) BLUE2

5652',5654',5655',5693',5698',5700', (1 SPF) BLUE3
PUMP SIZE: 2 1/2"x 1 1/2"x 16' RWAC 5703',5722',5725',5752',5754' (1 SPF) BLUE3

STROKE LENGTH:
PUMP SPEED, SPM: " Perforations Squeezed 3-23-84 w/150 sx Class-H cement.

PUMPINGUNITSIZE: Cortinental Emsco 160
PROPOSED PERFORATIONS (484)

4976'- 4980' (4') (2 SPF) GREEN1

<- SN Landed @ 5745' KB

PBTD@6104' KB
TD@6200'



BALCRONOIL WELLBEPORT

WELLNAME: BALCRONMONUMENTFEDERAL#12-12J DATE: 6-22-94 /ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43-013-31410

LOCATION: SW NW Section 12, T9S, R16E
COUNTY/STATE: Duchesne County,Utah

WORKINGINTEREST: 0.805079506 NET REVENUE INT.: 0.73831617 Oil
PRODUCINGFORMATION: Green River 0.66359285 Gas

COMPLETIONDATE: 12-9-93 SPUD DATE: 10-9-93

INITIALPRODUCTION: 20 STBOPD,15 MSCFPD,10 STBWPD RIGRELEASEDATE: 11-6-93

OIL/GASPURCHASER: Amoco OILGRAVITY: 34 API
PRESENT PROD STATUS: Producing OilWell BHT: 149 Deg F

ELEVATIONS- GROUND: 5542' KB: 5552' KB (10' KB)
TOTALDEPTH: 5800' PLUGBACKTD: 5732' KB

SURFACE CASING PRODUCTIONCASING

STRING: 91 STRING: ‡1
SIZE: 8-5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24# WEIGHT: 15.50s
LENGTH: 6 jls@266.69' LENGTH: 5768.59'

HOLESIZE: 12-1/4" HOLESIZE: 7-7/8"

DEPTH LANDED: 277 KB DEFTH LANDED: 57T7.59' KB
CEMENT DATA: 150 sxs ClassG wf2%CaCI CEMENTDATA: 220 sxs Hyfilltailedw/

& 1/4#lsx Celollakesw/ 290 sxs 50-50 POZ
cement retums to surface. CEMENTTOP AT: 4185' KBfrom CBL

TUBINGRECORD PERFORATIONRECORD

SIZEIGRADE/WT.: 2 7/8", J-55, 6.5# 5029'- 5033'(4) 4 shols GREEN 1
NO.OF JOINTS: 171 joints@5264.28' 5225'- 5229'(4) 4 shols GREEN 4

TUBINGANCHOR: N/A 5237'- 5244'(7) 7 shols GREEN 4
NO.OFJOINTS: N/A

SEATINGNIPPLE: 2-7/8" x 1.10'
PERF. SUB: 2-7/8" x 3'

MUDANCHOR: 2-7/8" x 31'w/NC ACIDJOB
TOTALSTRING LENGTH: 5,309.8' KB -------------- ----- --------

SN LANDEDAT: 5,275.3' KB 5029'- 5033' KB Total treatmentoverall
5225'- 5229' KB zones of 500 gals 15% HCI

SUCKER ROD RECORD 5237'- 5244' KB

One 1-1/4"x 22' Polish Rod
One3/4" x 4' Pony FRACJOB
One3/4" x 8' Pony --------------- ----- ------

209 - 3/4" x 25' Plain Rods 5029'- 5033' KB W/Westem, limitedenby frac w/29,250#
5225'- 5229' KB 20/40 mesh sand &20,000# 18ß0 mesh sand,
5237'- 5244' KB 18,156 gallons gelled 2% KCIwater. ATP

PUMP SIZE: 2.5"x 1.S'x 16' RWAC 2250 psi, max 3000 psi. ATR30.5 BPM, max
w/ PA plunger. 33.5 BPM. ISIP 2200 psi, 5-1670, 10-1570,

STROKE LENGTH: 86" 15-1530.
PUMP SPEED, SPM: 5 SPM

PUMPINGUNFTSIZE: Bethlehem C-320-212-86
S/N 30617E-31 3665

ENGINEDATA Ajax Model E-42, S/N 68203

LOGS: Dual Laterolog Microspherically Focused
Log; SpectralDensity Dual Spaced Neutron
Log; Mud Log; CementBondGamma Ray &
CasingCollar
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BALCRONMONUMENTFEDERAL#12-12J BALCRONOIL
Jonah Unit/Monument Butte Field 6-22-94 ks
Lease No. U-096550
SW NWSection12, TSS,R16E WEL ORE DIAGRAM
DuchesneCounty,Utah

Elev.GR @5542'
Elev.KB@5552' KB (10' KB)

SURFACE CASING

8-5Æ",24#, J-55 277 KB ->

Length @266.69'
Depth Landed@27T KB ACIDJOB
Cementedw/150 sxs Class "G"w/2% -------------- ----- -----

CaCI, 1/4#/sx Celollakes. 5029'- 5033' KB Total treatmentoverall
Cementedtosurface. 5225'- 5229' KB zones of500 gals 15% HCI
Hole size @ 12-1/4". 5237- 5244'KB

FRACJOB
PRODUCTIONCASING ------------- ----- ------- ------

--------- 5029'- 5033' KB W/Westem, limitedentryfrac w/29,250#
5-112",15.5#, K-55 5225'- 5229' KB 20/40 mesh sand &20,000# 16/30 mesh san
Length @5768.59' 5237- 5244' KB 18,156 gallonsgelled2% KCIwater. ATP
Deplh Landed @5777.59' KB. 2250 psi, max 3000 psi. ATR 30.5 BPM, max
Cementedw/220 sxs Hyfilland 33.5 BPM. ISIP 2200 psi, 5-1670, 10-1570,
tailedw/290 sxs 50-50 POZ. 15-1530.

Cementtop @4,185' from CBL.
Hole size 7-7/8".

TOC@4185' ->

TUBING

2 7/8", 6.5#, J-55
171 jnts@5264.28'
SN @2-7/8" x 1.1'(2.25" ID)
Perf Sub @2-7/8" x 3'
MA@2-7/8" x 31' w/NC
Total StringLength @5,309.8' KB
SN Landed @5,275.3' KB PERFORATIONRECORD

5029'- 5033'(4') 4 shols GREEN 1
ROD STRING 5225'- 5229'(4') 4 shots GREEN 4
------ ----- 5237'- 5244'(7') 7 shols GREEN 4
One 1-1/4"x 22' Polish Rod
One 3/4" x 4' Pony
One 3/4" x 8' Pony.
209 - 3/4" x 25' Plain Rods

<- SN@5275.3' KB
PUMP SIZE: 2.5"x 1.5"x 16' RWAC

w/ PAplunger.
STROKELENGTH: 86"
PUMP SPEED: 5 SPM
PUMPINGUNIT: Bethlehem C-320-212-86

S/N 30617E-31 3665
ENGINEDATA: Ajax Model E-42,S/N68203 PBTD@5732'KB

TD @
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Dwights Well Data Systene CD-ROM H# R-842040-0 Original
Copyright 1993 Rocky Mountains Run Date: 18-Dec-93

County: DUCHESNE Oper: DIAMOND SHAMROCK EXPL CO

Field : MONUMENT BUTTE Compl: 03/04/1965 DO OIL

Well: WALTON FEDERAL #5 Last Info: 11/20/1990
Ftg: 2021 fnl 2092 fwl
Lat-Long by GITI: 40.046951 - 110.069000
Oper Address: Box 631, Amarillo TX 79105
Obj: 5300 Green River Permit #: 01/15/1965 API: 43-013-1579600

Elev: 5515KB

Spud: 01/22/1965 Contr: MIRACLE & WOOSTER
TD: 5300

Elev: 5515KB FORMATION TOPS (Type: L=Log S=Sample V=True Vertical)
(Source: H=Scout,I=IOG,T=Govt,S=Shell,G=USGS,N=NRIS)

Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1152 4363 LS basal Green River 3880 1635 LT
Green River 1152 4363 LT Douglas Creek 4674 841 LT

<< Shell Records >>
Casing: 9 5/8 228 w/200

5 1/2 5294 w/275
PZone : 4440-5180 (Green River )

gross interval
IP : P 100 BOPD
Journl: 01/15/65 Loc.

01/21/65 Prep. to spud. Miracle & Wooster} Will drill w/gas.
01/28/56 1432 Drlg w/gas. 9-5/8 in C 228 ft w/200 sx.
02/04/65 5060 Drlg w|air. Show gas & oil 4266 ft, gas gauged 100
02/04/65 5060 MCF/D. Increase of oil & gas 4450 ft, also 4950 ft,

4692 ft. Rigged up air compressors.
02/10/65 5300 Waiting on completion rig. 5 1/2 in C 5294 ft w/275 sx.
02/10/65 5300 P.B. 5294 ft. Swbg. Perf. 5180 ft, 4872 ft, 4864 ft,
02/10/65 4792 ft, 4440 ft. Acidized & fract.
02/25/65 P.B. 5294 ft. Shut in, uniting on pumping unit.
03/04/65 P.B. 5294 ft. Testing on pump. Pumped 65 BO, 30 bbls.

load wt.
03/05/65 P.B. 5294 ft. IFP 100 BO/D, 7 bbls. wt. Green River

perfs. 5180 ft, 4872 ft, 4864 ft, 4792 ft, 4440 ft.

<< State Records >>
Casing: 9 5/8 @ 228 w/200

5 1/2 @ 5294
Core : None
DST : None
Perfs : 4440-5180 (Green River )

w/3 SPF @ 4440, 4792, 4864, 4872, 5180 - acid w/1000 gal 15% MA - frac
w/1% gelled acetic acid 30,000 gal 40,000# 20/40 sd 2000 gal w/2000#
8/12 mesh glass beads
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Dwights Well Data System CD-ROM H# R-842040-0 Original
Copyright 1993 Rocky Mountains Run Date: 18-Dec-93

State : Utah SL Merid 95 - 16E - 12 se se nw 98
County: DUCHESNE Oper: DIAMOND SHAMROCK EXPL CO

Field : MONUMENT BUTTE Compl: 03/04/1965 DO OIL
=============================== Continued
PZone : 4440-5180 (Green River )

gross interval
IP : 100 BOPD; 6 BWPD

106 BOPD grav 30; 6 BWPD
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BALCRONOIL WELLEGPORT

WELLNAME: BALCRONMONUMENTFEDERAL#22-12J DATE: 7-27-94 Imc
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API . 1 1 796
LOCATION: SE NW Section12, T9S, R16E F.- - a • a . i •· ••-

. :

COUNTY/STATE: Duchesne County, Utah
WORKINGINTEREST: 80.51% NET REVENUEINT.: OIL -

PRODUCINGFORMATION: Green River GAS-
COMPLETIONDATE: SPUD DATE: 7-5-94 (Orig.1-22-65)

INITIALPRODUCTION: RIG RELEASE DATE:
OlUGASPURCHASER: OILGRAVITY:

PRESENT PROD STATUS: BHT:
ELEVATIONS- GROUND: 5143' KB: 5155' (12' KB)

TOTALDEPTH: 5300' KB PLUG BACKTD: 5150' (CIBP)

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 9-58" SIZE: 5-1/2"

GRADE: GRADE: K-55
WEIGHT: WEIGHT: 15.5#
LENGTH: LENGTH:

HOLESIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPT11LANDED: 228' DEPTHLANDED: 5294'KB
CEMENT DATA: Cemented w/200 sx CEMENTDATA Cemented w/327 sx

CEMENTTOP AT:

PERFORATION RECORD - InitialCompletion
TUBINGRECORD -------------------- ------- -------

----------------------- 4440' (3 SPF) YELLOW5
SIZEÆ3RADE/WT:2-7/8", J-55, 6.5# 4792' (3 SPF) RED2
NO.OF JOINTS: 141 jts@4409.25' 4849'-4851' (3SPF) RED5

TUBINGANCHOR: 2-1/2" x 5-1/2" x 2.75' 4864' (3 SPF) RED5
NO.OF JOINTS: 16 jts@487.00' 4872' (3 SPF) REDS

SEATINGNIPPLE: 2-7/8" x 1.0' (2.25" ID) 5180' (3 SPF) GREEN4
PERF. SUB: 2-7/8" x 4.0'

MUDANCHOR: 2-7/8" x 26.5' PERFORAT10N RECORD - Re-Entry
TOTALSTRING LENGTH: 4942.75' KB ----------- ----- -----

SN LANDEDAT: 4912.1' KB 4437'-4443' (6') (4 SPF) YELLOW5
4860'-4868' (8') (4 SPF) RED5
4870'4875' (5') (4 SPF) REDB

SUCKER ROD RECORD

1 - 1-1/4" x 22' Polish Rod ACID/ BREAKDOWNINFORMATION
1 - 3/4" x 2' Pony -------------------- ------- --------

1 - 3/4" x 8' Pony 4437'-4443' 7-19-94: 3528 gal 2% KCIw/4 balls
195 - 3/4" x 25' D-60 SlickRods per bbl.ISIP 2050 psi.

4860'-4875' 7-19-94: 3192 gal 2% KCIw/4 balls
per bbl. ATR5.8 BPM@3100 psi, max

LOGS:Dual Laterolog - MSFL, Formation Density - 6.2 BPM@3400 psi. ISIP 2200 psi.
CompensatedNeutron Log.

FRAC INFORMATION

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC 4 ' 9 9 1, 6f30 sand w/6216
w/PA Plunger gal 2% gelled KCIwtr. ATR 20 BPM @

STROKE LENGTH: 4800 psi, max 20.2 BPM@7000 psi.
PUMP SPEED, SPM: ISIP not recorded, 5 - 2820, 10 -

PUMPINGUNITSIZE: 2730, 15 - 2610. Screened outw/
4890# sand in csg.

4860'-4875' 7-19 94: 27,000# 16/30 sand w/13,356
gal 2% gelled KCIwir. ATR 17.4 BPM
@4600 psi, max 20.1 BPM@4950 psi.
ISIP 3150 psi,5 - 2210, 10 - 1430,
15 -
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BALCRONMONUMENTFEDERAL#22-12J BALCRONOIL
Jonah Unit/MonumentButte Field 7-27-94 /mc
Lease No. U-096550
SE NW Section12, T9S, R16E WELI.BOREDIAGRAM
Duchesne County,Utah

Elev. GL @5143'
Elev. KB@5155' (12' KB) ACID/ BREAKDOWNINFORMATION

** Re-enti ofWalton Federal #5 * ' 9 3 8 balls
per bbl. ISIP 2050 psi.

SURFACE CASING
------------- 4860'-4875' 7-19-94: 3192 gal 2% KCIw/4 balls
9-58", Grade &Wt unknown per bbl. ATR 5.8 BPM@3100 psi, max
Hole size@ 12-1/4" 6.2 BPM@3400 psi. ISIP 2200 psi.
Depth landed @228' KB
Cemented w/200 sxs

228' KB --> FRACINFORMATlON

PRODUCTIONCASING - 2 6 sO6216
------------- gal 2% gelled KCIwtr. ATR 20 BPM@
5-1/2", 15.5#, J-55 4800 psi, max 20.2 BPM@7000 psi.
Hole size@7-7/8" ISIP not recorded, 5 - 2820, 10 -

Depth landed @5294' KB 2730, 15 - 2610. Screenedoutw/
Cementedwf327 sxs 4890# sand in csg.

4860'-4875' 7-19-94: 27,000# 1600 sand w/13,356
gal 2% gelledKCIwir. ATR 17.4 BPM
@4600 psi, max 20.1 BPM@4950 psi.

TUBING ISIP 3150 psi, 5 - 2210, 10 - 1430,
------------- 15 - 1330.
2-7/8", 6.5#, J-55
141 jls@4409.25'
TA@2-1/2" x 5-1/2" x 2.75'
16 jts@487.00' PERFORATION RECORD - InitialCompletion
SN @2-7/8" x 1.0' (2.25" ID) ----------- ----- -----

Per! Sth @2-7/8" x 4.0' 4440' (3 SPF) YELLOW5
MA@2-7/8" x 26.5' 4792' (3 SPF) RED2
Total stringlength @ 4942.75' KB 4849'-4851' (3 SPF) RED5
SN Landed @4912.1' KB 4864' (3 SPF) RED5

4872' (3 SPF) RED5
5180' (3 SPF) GREEN4

PERFORAT10N RECORD - Re-Entry
SUCKER ROD RECORD --------- -----------

-------------- 443T-4443" (6') (4 SPF) YELLOW5
1 - 1-1/4" x 22' Polish Rod 4860'-4868' (8') (4 SPF) RED5
1 - 3/4" x 2' Pony 4870'-4875' (5') (4 SPF) REDB
1 - 3/4" x 8' Pony
195 - 3/4" x 25' D-60 Slick Rods

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC <-- SN Landed @4912.1' KB
w/PA Plunger

STROKE LENGTH:
PUMP SPEED, SPM: PBTD@5150' KB(C1BP)

PUMPING UNrT SIZE:
TD @5300'
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BALCfülOIL WELLREPÖRT

WELLNAME: BALCRONMONUMEMTFEDERAL#32-12J DATE: &23-94)ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-035521 APINO.: 43-013-31419
LOCATION: SW NE Section12, T9S, R16E

COUNTYlSTATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: Oil-0.73831617

PRODUCINGFORMATION: Green River Gas - 0.66359285
COMPLETIONDATE: 4-28-94 SPUD DATE: 2-28-94

INFTIALPRODUCTION:22.5 BO,25 MCF, 7.2 BW RIGRELEASE DATE: 4- 94
OIDGAS PURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATUS: Pumping OilWeil BRT: 149 Deg F
ELEVATIONS- GROUND: 5417' KB: 5427' KB(10' KB)

TOTALDEFTH: 5800' KB PLUGBACKTD: 5751.65' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
CSGSIZE: &58" CSGSIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24# WEIGHT: 15.5 Us
LENGTH: 6 jls@255.30' LENGTH: 5786.36'

DEPTHLANDED: 263'KB DEFTHLANDED: 5796.96'KB
HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"

CEMENT DATA: 150 sxs "G"w/2% CCL & CEMENTDATA 238 sacks T1xiity-Liteand
1/4#lsx Celollakes. tailw/250 sacks 50-50 POZ.
Cementto surface. CEMENTTOP AT: 933' KBper CBL

TUBINGRECORD

I 2-7/8",J-55,6.5# PERFORATlONRECORD
NO.OF JOINTS: 152 @4753.50' ----------------- -------- --------

TUBINGANCHOR: 2-1/2" x 5-1/2" x 2.35' 4790'-4798' KB(8 holes) RED 5
NO.OF JOINTS: 7 @217.69' 4934'-4938' KB(7 holes) GREEN 1

SEATINGNIPPLE: 2-7/8" x 1.10'
PERF. SUB: 2-7/8" x 3'

MUDANCHOR: 2 7/8" x 31.10' FRACRECORD
TOTALTUBINGLENGTN: 5018.94' KB -------------- ------- ------ -------

SN LANDEDAT: 4984.64' KB 4790'- 4798' KB& 4-18-94 byWestem w/37,340#
4934' - 4938' KB - 16fd0 mesh sand in 18,388 gals

SUCKER ROD RECORD 2% KCLgelled wtr. ATP 2700 psi,
------------------ max 2990 psi. ATR30 BPM,
1 - 1-1/4" x 22' Polish Rod max 30.4 BPM. ISIP 1850 psi,
1 - 3/4" x 4' Pony 5 min1680 psi, 10 min 1560 psi,
1 - 3/4" x 6' Pony & 15 min 1500 psi.
1 - 3/4" x 8' Pony
198 - 3/4" x 25' D-61 Plain Rods

PUMP SIZE: 2-1/2"x1-1/2"x16' RWAC
STROKE LENGTH: 89" ACID/ BREAKDOWNJOB

PUMP SPEED, SPM: 3-1/2 -------------- ------- ------ ------

PUMPINGUNFTSIZE: LuikinLM-228D-213-86T 4790' - 4798' KB 4-18-94 by Westem w/500 gals
S/N D129533A-525674 (Stage #1) 15% HCL acid. ISIP 950 psi.
Ajax Engine Model E-42
S/N 70065 4934' - 4938' KB +18-94 by Westem w/500 gals
2 400 BBINatoo Tanks (Stage#2) 15% HCLacid.ISIP 1100 psi.
12'x 20' w/ barners
SN's 12F-03865-23133 &
12F-03864-23132

LOGS:CompensatedNeutron-Litho-Density;
Dual Laterolog/Micro-SFL;CementBond w/
Valiable Density; Gamma Ray &CollarLog,
Mud
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OIDGAS PURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATUS: Pumping OilWeil BRT: 149 Deg F
ELEVATIONS- GROUND: 5417' KB: 5427' KB(10' KB)

TOTALDEFTH: 5800' KB PLUGBACKTD: 5751.65' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
CSGSIZE: &58" CSGSIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24# WEIGHT: 15.5 Us
LENGTH: 6 jls@255.30' LENGTH: 5786.36'

DEPTHLANDED: 263'KB DEFTHLANDED: 5796.96'KB
HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"

CEMENT DATA: 150 sxs "G"w/2% CCL & CEMENTDATA 238 sacks T1xiity-Liteand
1/4#lsx Celollakes. tailw/250 sacks 50-50 POZ.
Cementto surface. CEMENTTOP AT: 933' KBper CBL

TUBINGRECORD

I 2-7/8",J-55,6.5# PERFORATlONRECORD
NO.OF JOINTS: 152 @4753.50' ----------------- -------- --------

TUBINGANCHOR: 2-1/2" x 5-1/2" x 2.35' 4790'-4798' KB(8 holes) RED 5
NO.OF JOINTS: 7 @217.69' 4934'-4938' KB(7 holes) GREEN 1

SEATINGNIPPLE: 2-7/8" x 1.10'
PERF. SUB: 2-7/8" x 3'

MUDANCHOR: 2 7/8" x 31.10' FRACRECORD
TOTALTUBINGLENGTN: 5018.94' KB -------------- ------- ------ -------

SN LANDEDAT: 4984.64' KB 4790'- 4798' KB& 4-18-94 byWestem w/37,340#
4934' - 4938' KB - 16fd0 mesh sand in 18,388 gals

SUCKER ROD RECORD 2% KCLgelled wtr. ATP 2700 psi,
------------------ max 2990 psi. ATR30 BPM,
1 - 1-1/4" x 22' Polish Rod max 30.4 BPM. ISIP 1850 psi,
1 - 3/4" x 4' Pony 5 min1680 psi, 10 min 1560 psi,
1 - 3/4" x 6' Pony & 15 min 1500 psi.
1 - 3/4" x 8' Pony
198 - 3/4" x 25' D-61 Plain Rods

PUMP SIZE: 2-1/2"x1-1/2"x16' RWAC
STROKE LENGTH: 89" ACID/ BREAKDOWNJOB

PUMP SPEED, SPM: 3-1/2 -------------- ------- ------ ------

PUMPINGUNFTSIZE: LuikinLM-228D-213-86T 4790' - 4798' KB 4-18-94 by Westem w/500 gals
S/N D129533A-525674 (Stage #1) 15% HCL acid. ISIP 950 psi.
Ajax Engine Model E-42
S/N 70065 4934' - 4938' KB +18-94 by Westem w/500 gals
2 400 BBINatoo Tanks (Stage#2) 15% HCLacid.ISIP 1100 psi.
12'x 20' w/ barners
SN's 12F-03865-23133 &
12F-03864-23132

LOGS:CompensatedNeutron-Litho-Density;
Dual Laterolog/Micro-SFL;CementBond w/
Valiable Density; Gamma Ray &CollarLog,
Mud



BALCRONMONUMENTFEDERAL#32-12J
Jonah Unit/Monument Butte Field BALCRONOIL Î
Lease No. U-035521 6-23-94 /ks
SW NE Section12, T9S, R16E
Duchesne County,Utah WELLBOREDIAGRAM

Elev. @GL = 5417', KB = 5427' (10' KB)

SURFACECASING

8-5Æ",24#, J-55
Length @255.30'.
Holesize @ 12-1/4".
Deplh Landed @263' KB
Cementedw/160 sacks"G"w/ 263' KB->
2% CCL &1/4 Ibs/sack Celollakes.
Cementedto surface.

ACID/BREAKDOWNJOBS

PRODUCTIONCASING 4Ñ' 1 e gals
------------- (Stage#1) 15% HCLacid. ISIP 950 psi.
5-1/2", 15.5#, K-55
Length @5787.96'. 4934'-4938' KB - 4-18-94 by Westem w/500 gals
Hole size @7-7/8". TOC@933' ---> (Stage#2) 15% HCLacid. ISIP 1100 psi.
Depth Landed @5796.96' KB
Cementedw/238 sacks Thrifty-Liteand
tailedw/250 sacks 50-50 POZ.

Cementtop@933' per CBL

TUBING FRACJOBS

152 jnis@4753.5' 4934'-4938' KB - 16/30 mesh sand in 18,388 gals
SN @2-7/8" x 1.10' (2.25" ID) 2% KCLgelled wtr. ATP 2700 psi,
PertSub @2-7/8" x 3' max2990 psi. ATR30 BPM,
TA@2-1/2"x5-1/2"x2.35' max30.4 BPM. ISIP 1850 psi,
MA@2-7/8"x 31.10' 5 min 1680 psi, 10 min1560 psi,
Total sbinglength @5018.94'KB & 15 min1500 psi.
SN landed@4984.64' KB

RODSTRING
¯¯¯i¯¯E¯Pli¯¯Rod

1 - 3/4" x 4' Pony PERFORATIONRECORD
1 - 3/4" x 6' Pony ------------ --------------

1 - 3/4" x 8' Pony !!!!!!!!4790'-4798' KB(8 holes) RED 5
198 - 3/4" x 25' D-61 Plain Rods 4934'-4938' KB(7 holes) GREEN 1

<- SN landed @4984.64' KB
Pump size @2-1/2"x1-1/2"x16' RWAC

w/PA plunger.

Shoke Length @89", 3-1/2 SPM
PBTD@5751.65' KB

Pumping Unitsize: LufkinLM-228D-213-86T TD@5,800' KB

Ajax Engine Model E-42

Tanks - 2 @ 12'x20' (400

BALCRONMONUMENTFEDERAL#32-12J
Jonah Unit/Monument Butte Field BALCRONOIL Î
Lease No. U-035521 6-23-94 /ks
SW NE Section12, T9S, R16E
Duchesne County,Utah WELLBOREDIAGRAM

Elev. @GL = 5417', KB = 5427' (10' KB)

SURFACECASING

8-5Æ",24#, J-55
Length @255.30'.
Holesize @ 12-1/4".
Deplh Landed @263' KB
Cementedw/160 sacks"G"w/ 263' KB->
2% CCL &1/4 Ibs/sack Celollakes.
Cementedto surface.

ACID/BREAKDOWNJOBS

PRODUCTIONCASING 4Ñ' 1 e gals
------------- (Stage#1) 15% HCLacid. ISIP 950 psi.
5-1/2", 15.5#, K-55
Length @5787.96'. 4934'-4938' KB - 4-18-94 by Westem w/500 gals
Hole size @7-7/8". TOC@933' ---> (Stage#2) 15% HCLacid. ISIP 1100 psi.
Depth Landed @5796.96' KB
Cementedw/238 sacks Thrifty-Liteand
tailedw/250 sacks 50-50 POZ.

Cementtop@933' per CBL

TUBING FRACJOBS

152 jnis@4753.5' 4934'-4938' KB - 16/30 mesh sand in 18,388 gals
SN @2-7/8" x 1.10' (2.25" ID) 2% KCLgelled wtr. ATP 2700 psi,
PertSub @2-7/8" x 3' max2990 psi. ATR30 BPM,
TA@2-1/2"x5-1/2"x2.35' max30.4 BPM. ISIP 1850 psi,
MA@2-7/8"x 31.10' 5 min 1680 psi, 10 min1560 psi,
Total sbinglength @5018.94'KB & 15 min1500 psi.
SN landed@4984.64' KB

RODSTRING
¯¯¯i¯¯E¯Pli¯¯Rod

1 - 3/4" x 4' Pony PERFORATIONRECORD
1 - 3/4" x 6' Pony ------------ --------------

1 - 3/4" x 8' Pony !!!!!!!!4790'-4798' KB(8 holes) RED 5
198 - 3/4" x 25' D-61 Plain Rods 4934'-4938' KB(7 holes) GREEN 1

<- SN landed @4984.64' KB
Pump size @2-1/2"x1-1/2"x16' RWAC

w/PA plunger.

Shoke Length @89", 3-1/2 SPM
PBTD@5751.65' KB

Pumping Unitsize: LufkinLM-228D-213-86T TD@5,800' KB

Ajax Engine Model E-42

Tanks - 2 @ 12'x20' (400



BALCRONOIL WELLREPORT

WELLNAME: C&OGOV'T #1 DATE: 6-28-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-035521-A API NO.: 43-013-15111
LOCATION: NW SW Sec.12,T9S, R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATIONDouglas Creekßreen River 0.66359285Gas
COMPLETIONDATE: 12-10-64 SPUD DATE: 10-12-64

INITIALPRODUCTION: 480 STBOPD, OSTBWPD OILGRAVITY: 33 API
OILßAS PURCHASER: Amoco BHT: 135 Deg.F

PRESENT PROD STATUS:Producing oilwell
ELEVATIONS- GROUND: 5456' KB: 5468' (12' KB)

TOTALDEPTH: 5212' KB PLUGBACKTD: 5141' KB

SURFACE CASING PRODUCTIONCASING

RI 1 2
CSGSIZE: 10-3/4" CSGSIZE: 5-1/2" 5-1/2"

GRADE: Not Shown GRADE: N-80 J-55
WEIGHT: 32.75# WEIGHT: 17# 15.5#
LENGTH: 217' LENGTH: 0'-1254',5181'-5200' 3927'(1254'-5181')

DEPTHLANDED: 229'KB DEPTHLANDED: 5200'KB
HOLE SIZE: 12-3/4" HOLESIZE: 7-7/8"

CEMENT DATA: 135 cu. it. Ideal Type Ilcement CEMENTDATA: 315 cu.it. 50-50 Poz, 2% Gel, 1/2%
w/5 sx HA-5 mixed 2% by wt. CFR 2, 8.4 # salt/sxin 1st stage,

75 sx 50/50 Poz in 2nd stage.
CEMENTTOP AT: 4750' from CBL

TUBINGRECORD PERFORATIONRECORD

SIZEAGRADE/WT.:2-7/8", Grade &Wl. Not Shown 4893' KB (4 SPF) GREEN 1
NO.OF JOINTS: 164 jnts@5051' 4897' KB (4 SPF) GREEN 1

TUBINGANCHOR: 5 1/2"x 2 7/8"x ?' 5071' KB (4 SPF) GREEN 4
SEATINGNIPPLE: 2-7/8" x .9' 5074' KB (4 SPF) GREEN 4

TUBINGPUMP: 2-7/8" X 8'
MUDANCHOR: 3" x 24.5' (wf3'perforations Re-Enby May, 1973:

at top 40 1/2" holes) 4752' KB (3 SPF) RED 5
TOTALSTRINGLENGTH: 5085' 4766' KB (3 SPF) RED 5

STRINGLANDEDAT: 509B' KB 5086' KB (3 SPF) GREEN 4
5095'KB (3SPF) GREEN4
5105' KB (3 SPF) GREEN 4

SUCKER ROD RECORD

1 - 1 1/4" x 22' PolishRod
1 - 4' x 3/4" Pony ACIDJOBS
1 - 6' x 3/4" Pony --------------- ---------- ------

1 - 8' x 3/4" Pony 4893'-4897' KB 250 GAL7 1/2% Mud Acid
201 - 3/4" x 25' Rods 5071'-5074' KB 250 GAL7 1/2% Mud Acid

FRACJOBS
PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 16' RHAC ------------ --------- -----

STROKE LENGTH: 54" 4893'-4897' KB 520 Bbladomited crudew/ 13900#
PUMP SPEED, SPM: sand &3150# glass beads.

PUMP SIZE: Unknown (AjaxMotor EA-30) 5071'-5074' KB 520 Bbladomitedcrudew/ 13900#
sand & 1575# glass beads.

LOGS:S1ripLog; Perforating Depth ControlLog;
Perforating CollarLog; CasingCollarLog &
Perforating Record; CementBond Log; Sonic
LogGamma Ray; InductioryElectricalLog;

BALCRONOIL WELLREPORT

WELLNAME: C&OGOV'T #1 DATE: 6-28-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-035521-A API NO.: 43-013-15111
LOCATION: NW SW Sec.12,T9S, R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATIONDouglas Creekßreen River 0.66359285Gas
COMPLETIONDATE: 12-10-64 SPUD DATE: 10-12-64

INITIALPRODUCTION: 480 STBOPD, OSTBWPD OILGRAVITY: 33 API
OILßAS PURCHASER: Amoco BHT: 135 Deg.F

PRESENT PROD STATUS:Producing oilwell
ELEVATIONS- GROUND: 5456' KB: 5468' (12' KB)

TOTALDEPTH: 5212' KB PLUGBACKTD: 5141' KB

SURFACE CASING PRODUCTIONCASING

RI 1 2
CSGSIZE: 10-3/4" CSGSIZE: 5-1/2" 5-1/2"

GRADE: Not Shown GRADE: N-80 J-55
WEIGHT: 32.75# WEIGHT: 17# 15.5#
LENGTH: 217' LENGTH: 0'-1254',5181'-5200' 3927'(1254'-5181')

DEPTHLANDED: 229'KB DEPTHLANDED: 5200'KB
HOLE SIZE: 12-3/4" HOLESIZE: 7-7/8"

CEMENT DATA: 135 cu. it. Ideal Type Ilcement CEMENTDATA: 315 cu.it. 50-50 Poz, 2% Gel, 1/2%
w/5 sx HA-5 mixed 2% by wt. CFR 2, 8.4 # salt/sxin 1st stage,

75 sx 50/50 Poz in 2nd stage.
CEMENTTOP AT: 4750' from CBL

TUBINGRECORD PERFORATIONRECORD

SIZEAGRADE/WT.:2-7/8", Grade &Wl. Not Shown 4893' KB (4 SPF) GREEN 1
NO.OF JOINTS: 164 jnts@5051' 4897' KB (4 SPF) GREEN 1

TUBINGANCHOR: 5 1/2"x 2 7/8"x ?' 5071' KB (4 SPF) GREEN 4
SEATINGNIPPLE: 2-7/8" x .9' 5074' KB (4 SPF) GREEN 4

TUBINGPUMP: 2-7/8" X 8'
MUDANCHOR: 3" x 24.5' (wf3'perforations Re-Enby May, 1973:

at top 40 1/2" holes) 4752' KB (3 SPF) RED 5
TOTALSTRINGLENGTH: 5085' 4766' KB (3 SPF) RED 5

STRINGLANDEDAT: 509B' KB 5086' KB (3 SPF) GREEN 4
5095'KB (3SPF) GREEN4
5105' KB (3 SPF) GREEN 4

SUCKER ROD RECORD

1 - 1 1/4" x 22' PolishRod
1 - 4' x 3/4" Pony ACIDJOBS
1 - 6' x 3/4" Pony --------------- ---------- ------

1 - 8' x 3/4" Pony 4893'-4897' KB 250 GAL7 1/2% Mud Acid
201 - 3/4" x 25' Rods 5071'-5074' KB 250 GAL7 1/2% Mud Acid

FRACJOBS
PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 16' RHAC ------------ --------- -----

STROKE LENGTH: 54" 4893'-4897' KB 520 Bbladomited crudew/ 13900#
PUMP SPEED, SPM: sand &3150# glass beads.

PUMP SIZE: Unknown (AjaxMotor EA-30) 5071'-5074' KB 520 Bbladomitedcrudew/ 13900#
sand & 1575# glass beads.

LOGS:S1ripLog; Perforating Depth ControlLog;
Perforating CollarLog; CasingCollarLog &
Perforating Record; CementBond Log; Sonic
LogGamma Ray; InductioryElectricalLog;



C&OGOVT #1 BALCRONOIL
Jonah Unit/MonumentButte Field 6-2&94/KS
Lease No. U-035521-A
NW SW Sec.12,T9S, R16E WELI.BOBEDIAGRAM
Duchesne County, Utah

Elev.Gr@5456'
Elev.KB@5468' (12' KB)

SURFACE CASING ACIDJOBS

10-3/4",32.75 # 4893'-4897' KB 250 GAL 7 1/2% Mud Acid
Length @217 5071'-5074' KB 250 GAL 7 1/2% Mud Acid
Hole size@ 12-3/4"
Depth landed @229' KB
Cementedw/135 cu. 8. Ideal Type II FRACJOBS
cementw/5 sx HA-5mixed 2% by wt --------------- -------------

4893'-4897' KB 520 Bbladomitedcrudew/ 13900#
229' KB -> sand &3150# glass beads.

PRODUCTIONCASING 5071'-5074' KB 520 Bbladomitedcrudew/ 13900#
----------------- sand & 1575# glass beads.
String #1: String #2:

1/2", 17#, N-80 5-1/2", 15.5#, J-55
Length: O'-1254',5181'-5200' Length: 1254'-5181'(3927)
Hole size@7-7/8" DVTool @2891'
Depth landed @5200' KB
Cementedwf315 cu.R.50-50 Poz, 2% Gel, 1 1/2% PERFORATlONRECORD
CFR 2, 8.4 # salt/sxin i st stage, 75 sx 50/50 ------------- -------- ------

Poz in 2nd stage. TOC@4750' from CBL 4893' KB (4 SPF) GREEN 1
4897' KB (4 SPF) GREEN 1

TUBING 5071' KB (4 SPF) GREEN 4
-------------- 5074' KB (4 SPF) GREEN 4
2-7/8", Grade&Wt. Not Shown
164 jnts@5051' Re-Entry May, 1973:
SN @2-7/8" x .9'

4752' KB (3 SPF) RED 5
Tding Pump @2-7/8" x 8' 4766' KB (3 SPF) RED 5
MA@3" x 24.5' 5086' KB (3 SPF) GREEN 4
Total stringlength @5085' 5095' KB (3 SPF) GREEN 4
Stringlanded @5098' KB 5105' KB (3 SPF) GREEN 4

SUCKER ROD RECORD

1 ' o h TOC@4750' ->

1 - 4' x 3/4" Pony
1 - 6' x 3/4" Pony
1 - 8' x 3/4" Pony
201 - 3/4" x 25' Rods

PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 16' RHAC SN Landing Depth unknown
STROKE LENGTH: 54"

PUMP SPEED, SPM:
PUMP SIZE: Unknown (AjaxMotor EA-30)

PBTD@5141' KB
TD @5212'

C&OGOVT #1 BALCRONOIL
Jonah Unit/MonumentButte Field 6-2&94/KS
Lease No. U-035521-A
NW SW Sec.12,T9S, R16E WELI.BOBEDIAGRAM
Duchesne County, Utah

Elev.Gr@5456'
Elev.KB@5468' (12' KB)

SURFACE CASING ACIDJOBS

10-3/4",32.75 # 4893'-4897' KB 250 GAL 7 1/2% Mud Acid
Length @217 5071'-5074' KB 250 GAL 7 1/2% Mud Acid
Hole size@ 12-3/4"
Depth landed @229' KB
Cementedw/135 cu. 8. Ideal Type II FRACJOBS
cementw/5 sx HA-5mixed 2% by wt --------------- -------------

4893'-4897' KB 520 Bbladomitedcrudew/ 13900#
229' KB -> sand &3150# glass beads.

PRODUCTIONCASING 5071'-5074' KB 520 Bbladomitedcrudew/ 13900#
----------------- sand & 1575# glass beads.
String #1: String #2:

1/2", 17#, N-80 5-1/2", 15.5#, J-55
Length: O'-1254',5181'-5200' Length: 1254'-5181'(3927)
Hole size@7-7/8" DVTool @2891'
Depth landed @5200' KB
Cementedwf315 cu.R.50-50 Poz, 2% Gel, 1 1/2% PERFORATlONRECORD
CFR 2, 8.4 # salt/sxin i st stage, 75 sx 50/50 ------------- -------- ------

Poz in 2nd stage. TOC@4750' from CBL 4893' KB (4 SPF) GREEN 1
4897' KB (4 SPF) GREEN 1

TUBING 5071' KB (4 SPF) GREEN 4
-------------- 5074' KB (4 SPF) GREEN 4
2-7/8", Grade&Wt. Not Shown
164 jnts@5051' Re-Entry May, 1973:
SN @2-7/8" x .9'

4752' KB (3 SPF) RED 5
Tding Pump @2-7/8" x 8' 4766' KB (3 SPF) RED 5
MA@3" x 24.5' 5086' KB (3 SPF) GREEN 4
Total stringlength @5085' 5095' KB (3 SPF) GREEN 4
Stringlanded @5098' KB 5105' KB (3 SPF) GREEN 4

SUCKER ROD RECORD

1 ' o h TOC@4750' ->

1 - 4' x 3/4" Pony
1 - 6' x 3/4" Pony
1 - 8' x 3/4" Pony
201 - 3/4" x 25' Rods

PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 16' RHAC SN Landing Depth unknown
STROKE LENGTH: 54"

PUMP SPEED, SPM:
PUMP SIZE: Unknown (AjaxMotor EA-30)

PBTD@5141' KB
TD @5212'

C&OGOVT #1 BALCRONOIL
Jonah Unit/MonumentButte Field 6-2&94/KS
Lease No. U-035521-A
NW SW Sec.12,T9S, R16E WELI.BOBEDIAGRAM
Duchesne County, Utah

Elev.Gr@5456'
Elev.KB@5468' (12' KB)

SURFACE CASING ACIDJOBS

10-3/4",32.75 # 4893'-4897' KB 250 GAL 7 1/2% Mud Acid
Length @217 5071'-5074' KB 250 GAL 7 1/2% Mud Acid
Hole size@ 12-3/4"
Depth landed @229' KB
Cementedw/135 cu. 8. Ideal Type II FRACJOBS
cementw/5 sx HA-5mixed 2% by wt --------------- -------------

4893'-4897' KB 520 Bbladomitedcrudew/ 13900#
229' KB -> sand &3150# glass beads.

PRODUCTIONCASING 5071'-5074' KB 520 Bbladomitedcrudew/ 13900#
----------------- sand & 1575# glass beads.
String #1: String #2:

1/2", 17#, N-80 5-1/2", 15.5#, J-55
Length: O'-1254',5181'-5200' Length: 1254'-5181'(3927)
Hole size@7-7/8" DVTool @2891'
Depth landed @5200' KB
Cementedwf315 cu.R.50-50 Poz, 2% Gel, 1 1/2% PERFORATlONRECORD
CFR 2, 8.4 # salt/sxin i st stage, 75 sx 50/50 ------------- -------- ------

Poz in 2nd stage. TOC@4750' from CBL 4893' KB (4 SPF) GREEN 1
4897' KB (4 SPF) GREEN 1

TUBING 5071' KB (4 SPF) GREEN 4
-------------- 5074' KB (4 SPF) GREEN 4
2-7/8", Grade&Wt. Not Shown
164 jnts@5051' Re-Entry May, 1973:
SN @2-7/8" x .9'

4752' KB (3 SPF) RED 5
Tding Pump @2-7/8" x 8' 4766' KB (3 SPF) RED 5
MA@3" x 24.5' 5086' KB (3 SPF) GREEN 4
Total stringlength @5085' 5095' KB (3 SPF) GREEN 4
Stringlanded @5098' KB 5105' KB (3 SPF) GREEN 4

SUCKER ROD RECORD

1 ' o h TOC@4750' ->

1 - 4' x 3/4" Pony
1 - 6' x 3/4" Pony
1 - 8' x 3/4" Pony
201 - 3/4" x 25' Rods

PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 16' RHAC SN Landing Depth unknown
STROKE LENGTH: 54"

PUMP SPEED, SPM:
PUMP SIZE: Unknown (AjaxMotor EA-30)

PBTD@5141' KB
TD @5212'



WELLNAME: C&OGOV'T#4 DATE: 6-23-94 /ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-035521-A API NO.: 43-013-30742
LOCATION: NE SW Sec.12,T9S,R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUE INT.: 0.73831617 Oil

PRODUCINGFORMATIONGreen River 0.66359285 Gas
COMPLETIONDATE: 6-3-83 SPUD DATE: 4-14-83

INfTIALPRODUCTION: 110 STBOPD, 60 MSCFPD, OSTBWPD OILGRAVfTY: 34 API
OIUGASPURCHASER:Amoco BHT: 137 Deg. F

PRESENT PROD STATUS:Pmducing OilWell
ELEVATIONS- GROUND: 5450' KB: 5462' (12' KB)

TOTALDEPTH: 5350' KB PLUGBACKTD: 5305' KB
(Casingto5345' KB)

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
CSG SIZE: 8-5Æ" CSG SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 7 jnts(no length given) LENGTH: Not given

DEPTH LANDED: 292' KB DEPTH LANDED: 5345' KB
HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"

CEMENTDATA: 241 cu. ft. Class "G"w/ CEMENTDATA: 633 cu. ft. Hi-Lift
2% CaCI sluny,plus338 cu.

ft. RFCsluny
CEMENTTOP AT: Not indicated

TUBINGRECORD PERFORATIONRECORD

SIZFJGRADE/WT.: 2-7Æ",6.5#, J-55 4107-4114' (7) (8 shols) YELLOW2
NO.OFJOINTS: 156 jnts@(?) 4330'-4337 (T) (8 shots) YELLOWS

TUBINGANCHOR: NA 4750'-4774' (24') (24 sho1s) RED 5
NO.OFJOINTS: NA 4908'-4923.5' (15.5') (22 shols)GREEN1

SEATINGNIPPLE: 2-7Æ" x (?) 5096'-5141' (45') (18 shols) GREEN 4
PERF. SUB: 2-7/8" x 4'

MUDANCHOR: 2-7/8" x (?)
TØTALSTRINGLENGTH 5155'

SN l.ANDEDAT: Notshown
PUMP SIZE: Notshown

SUCKER RODRECORD STROKELENGTH:
--------------- PUMP SPEED, SPM:
1 - Polish Rod PUMPINGUNITSIZE:
1 - 4'x 3/4" pony
1 - 6'x 3/4" pony
1 - 8'x 3/4" pony LOGS: Mud Log, Electromagnetic Propagation,
204 - 3/4" plain rods Cement Bond Log, CyberlookComputerProcessed

Log,DualInduction-SFLLog,Compensated
Neutron/LithoDensity

WELLNAME: C&OGOV'T#4 DATE: 6-23-94 /ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-035521-A API NO.: 43-013-30742
LOCATION: NE SW Sec.12,T9S,R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUE INT.: 0.73831617 Oil

PRODUCINGFORMATIONGreen River 0.66359285 Gas
COMPLETIONDATE: 6-3-83 SPUD DATE: 4-14-83

INfTIALPRODUCTION: 110 STBOPD, 60 MSCFPD, OSTBWPD OILGRAVfTY: 34 API
OIUGASPURCHASER:Amoco BHT: 137 Deg. F

PRESENT PROD STATUS:Pmducing OilWell
ELEVATIONS- GROUND: 5450' KB: 5462' (12' KB)

TOTALDEPTH: 5350' KB PLUGBACKTD: 5305' KB
(Casingto5345' KB)

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
CSG SIZE: 8-5Æ" CSG SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 7 jnts(no length given) LENGTH: Not given

DEPTH LANDED: 292' KB DEPTH LANDED: 5345' KB
HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"

CEMENTDATA: 241 cu. ft. Class "G"w/ CEMENTDATA: 633 cu. ft. Hi-Lift
2% CaCI sluny,plus338 cu.

ft. RFCsluny
CEMENTTOP AT: Not indicated

TUBINGRECORD PERFORATIONRECORD

SIZFJGRADE/WT.: 2-7Æ",6.5#, J-55 4107-4114' (7) (8 shols) YELLOW2
NO.OFJOINTS: 156 jnts@(?) 4330'-4337 (T) (8 shots) YELLOWS

TUBINGANCHOR: NA 4750'-4774' (24') (24 sho1s) RED 5
NO.OFJOINTS: NA 4908'-4923.5' (15.5') (22 shols)GREEN1

SEATINGNIPPLE: 2-7Æ" x (?) 5096'-5141' (45') (18 shols) GREEN 4
PERF. SUB: 2-7/8" x 4'

MUDANCHOR: 2-7/8" x (?)
TØTALSTRINGLENGTH 5155'

SN l.ANDEDAT: Notshown
PUMP SIZE: Notshown

SUCKER RODRECORD STROKELENGTH:
--------------- PUMP SPEED, SPM:
1 - Polish Rod PUMPINGUNITSIZE:
1 - 4'x 3/4" pony
1 - 6'x 3/4" pony
1 - 8'x 3/4" pony LOGS: Mud Log, Electromagnetic Propagation,
204 - 3/4" plain rods Cement Bond Log, CyberlookComputerProcessed

Log,DualInduction-SFLLog,Compensated
Neutron/LithoDensity

WELLNAME: C&OGOV'T#4 DATE: 6-23-94 /ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-035521-A API NO.: 43-013-30742
LOCATION: NE SW Sec.12,T9S,R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUE INT.: 0.73831617 Oil

PRODUCINGFORMATIONGreen River 0.66359285 Gas
COMPLETIONDATE: 6-3-83 SPUD DATE: 4-14-83

INfTIALPRODUCTION: 110 STBOPD, 60 MSCFPD, OSTBWPD OILGRAVfTY: 34 API
OIUGASPURCHASER:Amoco BHT: 137 Deg. F

PRESENT PROD STATUS:Pmducing OilWell
ELEVATIONS- GROUND: 5450' KB: 5462' (12' KB)

TOTALDEPTH: 5350' KB PLUGBACKTD: 5305' KB
(Casingto5345' KB)

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
CSG SIZE: 8-5Æ" CSG SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 7 jnts(no length given) LENGTH: Not given

DEPTH LANDED: 292' KB DEPTH LANDED: 5345' KB
HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"

CEMENTDATA: 241 cu. ft. Class "G"w/ CEMENTDATA: 633 cu. ft. Hi-Lift
2% CaCI sluny,plus338 cu.

ft. RFCsluny
CEMENTTOP AT: Not indicated

TUBINGRECORD PERFORATIONRECORD

SIZFJGRADE/WT.: 2-7Æ",6.5#, J-55 4107-4114' (7) (8 shols) YELLOW2
NO.OFJOINTS: 156 jnts@(?) 4330'-4337 (T) (8 shots) YELLOWS

TUBINGANCHOR: NA 4750'-4774' (24') (24 sho1s) RED 5
NO.OFJOINTS: NA 4908'-4923.5' (15.5') (22 shols)GREEN1

SEATINGNIPPLE: 2-7Æ" x (?) 5096'-5141' (45') (18 shols) GREEN 4
PERF. SUB: 2-7/8" x 4'

MUDANCHOR: 2-7/8" x (?)
TØTALSTRINGLENGTH 5155'

SN l.ANDEDAT: Notshown
PUMP SIZE: Notshown

SUCKER RODRECORD STROKELENGTH:
--------------- PUMP SPEED, SPM:
1 - Polish Rod PUMPINGUNITSIZE:
1 - 4'x 3/4" pony
1 - 6'x 3/4" pony
1 - 8'x 3/4" pony LOGS: Mud Log, Electromagnetic Propagation,
204 - 3/4" plain rods Cement Bond Log, CyberlookComputerProcessed

Log,DualInduction-SFLLog,Compensated
Neutron/LithoDensity



C&OGOVT #4
Jonah Unit/Monument Butte Field
Lease No. U-035521-A
NE SW Sec.12,T9S,R16E
Duchesne County,Utah

ACID/ BREAKDOWNINFORMATION

5138'-5096' KB - 5-14-83by Dowell. Displace tbgw/40bbishot KCLw/27 balls. spot
4000 gals pre-pad in hole. Knock perf balls to bim.

4908'-4923.5' KB - 5-18-83by Dowell.Displacew/93 bbishot KCLwtr. Pullup to4890'.
Pump 14 bbis breakdownfluidw/balls. Set packer,resume breakdown
& balls (2000 gals &33 balls) @ 6 BPM&2200 psi. Balled out.

4750.5'-4773.5' KB- 5-2243 by Westem. Displaceholew/pad fluid@3 BPM. Pullup to
4720', pump 10 bbisbreakdowniluidw/balls. Set packer,finish
break down, balled ofcompletely.Knockballofperfs.

4330'-4337' KB&
4107'-4114' KB - 5-24-83 by Westem. Displace hole throughtbgw/65 bbishot KCL,then

6 bbis MRS,movepackerto 4080'. Pump 10 bbis MRSwf20 balls, set packer.
Pump 10 bbisw/4 balls@ 3 BPM. Breakdown@1600 psi. Gotcomplete
balloff,bledoff,knocked ballsoff.

FRACTUREINFORMATION

5138'-5096' KB - 5-14-83 by Dowellw/68,000#20/40 mesh sand w/16,500 gals 2% KCLwtr.
NoATP,ATRor ISIPreported.

4908'-4923.5' KB - 5-18-83 by Dowellw/43,000#20/40 mesh sand w/19,000 glas frac treatment.
and 4870 gals ilush slickedKCLwir@20 BPM. ISIP2000 psi,
5 min 1900 psi, 10 min 1880 psi, 15 min1860 (leveled out).

4750.5'-4773.5' KB - 5-22-83 byWestem w/50,000#20/40 mesh sand w/28,248 gals treatmentfluid.
ISIP 1800 psidroppingvery slowly.

4330'-4337' KB&
4107'-4114' KB - &24-83 byWestem w/55,000#20/40 mesh sand w/22,100 gals treatmentfluid.

ISIP 2000 psi,5 min1900 psi, 10 min1800 psi, 15 min1800
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C&OGOVT #4 BALCRONOIL
Jonah Unit/MonumentButte Field 6-23-94/ks
Lease No. U-035521-A WEt180RE DIAGRAM
NE SW Sec.12,T9S,R16E
Duchesne County,Utah

Elev.Gr@5450'
Elev.KB@5462' (12' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @ (not given) 292' KB ->

Hole size@ 12-1/4"
Depth landed @292' KB
Cementedwith 241 cu. it. Class "G"

w/2%CaCI
Goodretums throughoul.

PRODUCTIONCASING ACID/BREAKDOWNJOB

Length @ (not given)
Hole size@7-7/8"
Depth landed @5345' KB FRACJOB
Cementedw/633 cu. ft. HELiftsluny, -----------

plus 338 cu. it. RFC sluny See secondpage.

TUBING

2-7/8", 6.5#, J-55
156 jnis@(§ PERFORATIONRECORD
SN @2-7/8" x (3 ------------ -------------- -------

Pert. Stb @2-7/8" x 4' 4107-4114' (7') (8 shols) YELLOW2
MA2-7/8" x (?) 4330'-433T (7) (8 shols) YELLOW5
Total sbing length @5155' 4750'-4774' (24') (24 shots) RED5
SN landed @ (not shown) 4908'-4923.5' (15.5') (22 shots) GREEN1

5096'-5141' (45') (18 shots) GREEN4

ROD STRING

1 - Polish Rod
1 - 4'x 3/4" pony
1 - 6'x 3/4" pony
1 - 8'x 3/4" pony
204 - 3/4" plain rods

Pump size @ (not shown)

Stroke length @ (3, (OSPM <- End of Tbg @5155' KB

PBTD@5305' KB
TD @5345'

C&OGOVT #4 BALCRONOIL
Jonah Unit/MonumentButte Field 6-23-94/ks

Lease No. U-035521-A WEt180RE DIAGRAM
NE SW Sec.12,T9S,R16E
Duchesne County,Utah
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C&OGOV'T #4
Jonah Unit/Monument Butte Field
Lease No. U-035521-A
NE SW Sec.12,T9S,R16E
DuchesneCounty,Utah

ACID/ BREAKDOWNINFORMATION
. .. . .......... ...... . . .. . .

1bgw/40 bbishotKCLw 7 balls. spot
4000 gals pre pad in hole. Knock perfballs lo btm.

4908'-4923.5' KB - 5-18-83 by Dowell. Displace w/93 bbishot KCLwtr. Pull up to4890'.
Pump 14 bbis break down iluidw)balls. Set packer,resume break down
&balls (2000 gals &33 balls)@6 BPM &2200 psi. Balled out.

4750.5'4773.5' KB - 5-22-83 byWestem. Displace hole w/pad fluid@3 BPM. Pull up to
4720', pump 10 bbis break down fluidw)balls. Set packer, iinish
break down, balledofcompletely.Knock ball ofperfs.

4330'-4337 KB&
4107-4114' KB - 5-24-83 by Westem. Displace hole through1bgwÆ5 bbis hot KCL,then

6 bbisMRS,movepacker to4080'. Pump 10 bbisMRSwü0 balls,set packer.
Pump 10 bbisw/4 balls@3 BPM. Break down@ 1600 psi. Gotcomplete
balloff,bled off,knocked ballsoff.

FRACTURE INFORMATION

5138'-5096'KB- 5-14-83 by DowellwÆ8,000#20/40mesh sandw/16,500 gals 2% KCLwtr.
No ATP, ATR or ISIP reported.

4908'-4923.5' KB - 5-18-83 by Dowellw/43,000#20/40 mesh sand w/19.000 glas frac treatment.
and 4870 gals flush slicked KCLwtr @20 BPM. ISIP 2000 psi,
5 min1900 psi, 10 min1880 psi, 15 min1860 (leveled out).

4750.5'-4773.5' KB - 5-22-83 byWestem w/50,000#20/40 mesh sand w/28,248 gals treatmentiluid.
ISIP 1800 psi dropping very slowly.

4330'-4337 KB&
4107-4114' KB - 5-24-83 byWestem w/55,000#20/40 mesh sand wa2,100 gals1reatment fluid.

ISIP2000 psi,5 min 1900 psi, 10 min1800 psi, 15 min1800

C&OGOV'T #4
Jonah Unit/Monument Butte Field
Lease No. U-035521-A
NE SW Sec.12,T9S,R16E
DuchesneCounty,Utah

ACID/ BREAKDOWNINFORMATION
. .. . .......... ...... . . .. . .
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C&OGOV'T #4
Jonah Unit/Monument Butte Field
Lease No. U-035521-A
NE SW Sec.12,T9S,R16E
DuchesneCounty,Utah

ACID/ BREAKDOWNINFORMATION
. .. . .......... ...... . . .. . .

1bgw/40 bbishotKCLw 7 balls. spot
4000 gals pre pad in hole. Knock perfballs lo btm.

4908'-4923.5' KB - 5-18-83 by Dowell. Displace w/93 bbishot KCLwtr. Pull up to4890'.
Pump 14 bbis break down iluidw)balls. Set packer,resume break down
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4908'-4923.5' KB - 5-18-83 by Dowellw/43,000#20/40 mesh sand w/19.000 glas frac treatment.
and 4870 gals flush slicked KCLwtr @20 BPM. ISIP 2000 psi,
5 min1900 psi, 10 min1880 psi, 15 min1860 (leveled out).

4750.5'-4773.5' KB - 5-22-83 byWestem w/50,000#20/40 mesh sand w/28,248 gals treatmentiluid.
ISIP 1800 psi dropping very slowly.
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ISIP2000 psi,5 min 1900 psi, 10 min1800 psi, 15 min1800



BALCRONOIL WELLREPORT

WELLNAME: C&OGOV'T #2 DATE: 6-28-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-035521-A APINO.: 43-013-15112
LOCATION: NW SE Sec.12,T9S, R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATIO Douglas Creek/Green River 0.66359285Gas
COMPLETIONDATE: 7-23-65 SPUD DATE: 6-15-65

INITIALPRODUCTION: 130 STROPD, 15 STBWPD OILGRAVITY: 33 API
OIUGASPURCHASER: Amoco BRT: 110 Deg.F

PRESENT PROD STATUSProducing oilwell
ELEVATIONS- GROUND: 5515' KB: 5525' (10' KB)

TOTALDEPTH: 5260' KB PLUGBACKTD: 5227 KB

SURFACE CASING PRODUCTIONCASING

CSGSIZE: 8-5/8" CSGSIZE: 5-1/2" 5-1/2"
GRADE: J-55 GRADE: Unknown Unknown

WEIGHT: 24 # WEIGHT: 14 # 15.5 #
LENGTH: 271' (Includes 13-3/8" x 15' LENGTH: 0'-2500' 2500'-5260'

conductorppe) DEFTHLANDED: 2500' 5260' KB
DEFTH LANDED: 281' KB HOLESIZE: 7-7/8" 7-7/8"

HOLE SIZE: 12-1/4" CEMENTDATA 206 cu. it. Sluny
(Conductorppe: 14-1/4")

CEMENT DATA (Conductorpipe: 6 sx cement) CEMENTTOP AT: 4300' from CBL
176 sxs Cement circulated to
surface. PERFORAT10NRECORD

TUBINGRECORD ----------- ------------

-------------- 4413'-14' (1') (4 SPF) YELLOW5
SIZE/GRADE/WT.: 2-7/8", J-55, 6.5 # 4420'-21' (1') (4 SPF) YELLOW5

NO. OF JOINTS: 164 4838'-39' (1') (4 SPF) RED 5
TUBINGPUMP BARREL: Axelson pump - 2-1/2" 5177-78' (1') (4 SPF) GREEN 4

(1-3/4") x 20' x 24' THC
w/carburized barrel ttbe Wodcover July, 1984
(New 10-24-83) 4980'·O2' (4') (4 SPF) GREEN 1

TUBINGANCHOR: Yes - No dimensions
Set @3568' (GL) PROPOSED PERFORAT10NS(4/94)

NO. OF JOINTS: 25 - No dimensions ---------- ----- -----

SEATINGNIPPLE: Yes - No dimensions 4990'-4994' (4') (2 SPF) GHEEN 1
PERF. SUB: 2-7/8" x 2'

MUDANCHOR: Yes - No dimensions
TOTALSTRINGLENGTH: 5176' ACIDJOBS

STRINGLANDEDAT: 5186' KB ----------- ------------

4413'-4421' KB 250 GAL 15% HCI@ 1850 psi, 11.5 BPM
4838'-4839' KB 250 GAL 15% HCI@2800 psi, 11 BPM

SUCKER ROD RECORD 51T7'-5178' KB 250 GAL 15% HCI@4400 psi, 11 BPM

1 - 1-1/4" x 25' Polish Rod
2 - 10' ScraperedRods FRACJOBS
2700' ofScrapered Rods ----------- ------ ------

2435' of 3/4" Plain Rods 4413'-5178' KB 7-12-65 w/ 28000 gal 2% KCIwir w/
5' Axite Plunger w/.003 clearance,Stainless 26000#20-40 mesh sand, 16000 gal 2%
Steel Balls,Tungsten Caltide Seats, & KCIwir w/24000# 20-40 mesh sand, &
WilliamsPuller 8000 gal 2% KCIwtr w/ 4000# 8-12

1 - StandingValve mesh glass beads. ATR 48.5 BPM@
2650 psi.

4989'-4992' KB 7-13-84 w/ 19500 gal2% KCIwir w/
PUMP SIZE: See above 55000# 20-40 mesh sand. Tubing

STROKE LENGTH: Unknown burstwhen finalstage screened out
PUMP SPEED, SPM: Unknown on perts. Actual volume ofsand

PUMPING UNITSIZE: in perfs approx34000#.

LOGS:Sonictog - Gamma Ray; CementBond Log;
Induction-ElecIrical Log; Formation Analysis

BALCRONOIL WELLREPORT

WELLNAME: C&OGOV'T #2 DATE: 6-28-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-035521-A APINO.: 43-013-15112
LOCATION: NW SE Sec.12,T9S, R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATIO Douglas Creek/Green River 0.66359285Gas
COMPLETIONDATE: 7-23-65 SPUD DATE: 6-15-65

INITIALPRODUCTION: 130 STROPD, 15 STBWPD OILGRAVITY: 33 API
OIUGASPURCHASER: Amoco BRT: 110 Deg.F

PRESENT PROD STATUSProducing oilwell
ELEVATIONS- GROUND: 5515' KB: 5525' (10' KB)

TOTALDEPTH: 5260' KB PLUGBACKTD: 5227 KB

SURFACE CASING PRODUCTIONCASING

CSGSIZE: 8-5/8" CSGSIZE: 5-1/2" 5-1/2"
GRADE: J-55 GRADE: Unknown Unknown

WEIGHT: 24 # WEIGHT: 14 # 15.5 #
LENGTH: 271' (Includes 13-3/8" x 15' LENGTH: 0'-2500' 2500'-5260'

conductorppe) DEFTHLANDED: 2500' 5260' KB
DEFTH LANDED: 281' KB HOLESIZE: 7-7/8" 7-7/8"

HOLE SIZE: 12-1/4" CEMENTDATA 206 cu. it. Sluny
(Conductorppe: 14-1/4")

CEMENT DATA (Conductorpipe: 6 sx cement) CEMENTTOP AT: 4300' from CBL
176 sxs Cement circulated to
surface. PERFORAT10NRECORD

TUBINGRECORD ----------- ------------

-------------- 4413'-14' (1') (4 SPF) YELLOW5
SIZE/GRADE/WT.: 2-7/8", J-55, 6.5 # 4420'-21' (1') (4 SPF) YELLOW5

NO. OF JOINTS: 164 4838'-39' (1') (4 SPF) RED 5
TUBINGPUMP BARREL: Axelson pump - 2-1/2" 5177-78' (1') (4 SPF) GREEN 4

(1-3/4") x 20' x 24' THC
w/carburized barrel ttbe Wodcover July, 1984
(New 10-24-83) 4980'·O2' (4') (4 SPF) GREEN 1

TUBINGANCHOR: Yes - No dimensions
Set @3568' (GL) PROPOSED PERFORAT10NS(4/94)

NO. OF JOINTS: 25 - No dimensions ---------- ----- -----

SEATINGNIPPLE: Yes - No dimensions 4990'-4994' (4') (2 SPF) GHEEN 1
PERF. SUB: 2-7/8" x 2'

MUDANCHOR: Yes - No dimensions
TOTALSTRINGLENGTH: 5176' ACIDJOBS

STRINGLANDEDAT: 5186' KB ----------- ------------

4413'-4421' KB 250 GAL 15% HCI@ 1850 psi, 11.5 BPM
4838'-4839' KB 250 GAL 15% HCI@2800 psi, 11 BPM

SUCKER ROD RECORD 51T7'-5178' KB 250 GAL 15% HCI@4400 psi, 11 BPM

1 - 1-1/4" x 25' Polish Rod
2 - 10' ScraperedRods FRACJOBS
2700' ofScrapered Rods ----------- ------ ------

2435' of 3/4" Plain Rods 4413'-5178' KB 7-12-65 w/ 28000 gal 2% KCIwir w/
5' Axite Plunger w/.003 clearance,Stainless 26000#20-40 mesh sand, 16000 gal 2%
Steel Balls,Tungsten Caltide Seats, & KCIwir w/24000# 20-40 mesh sand, &
WilliamsPuller 8000 gal 2% KCIwtr w/ 4000# 8-12

1 - StandingValve mesh glass beads. ATR 48.5 BPM@
2650 psi.

4989'-4992' KB 7-13-84 w/ 19500 gal2% KCIwir w/
PUMP SIZE: See above 55000# 20-40 mesh sand. Tubing

STROKE LENGTH: Unknown burstwhen finalstage screened out
PUMP SPEED, SPM: Unknown on perts. Actual volume ofsand

PUMPING UNITSIZE: in perfs approx34000#.

LOGS:Sonictog - Gamma Ray; CementBond Log;
Induction-ElecIrical Log; Formation Analysis

BALCRONOIL WELLREPORT

WELLNAME: C&OGOV'T #2 DATE: 6-28-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-035521-A APINO.: 43-013-15112
LOCATION: NW SE Sec.12,T9S, R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATIO Douglas Creek/Green River 0.66359285Gas
COMPLETIONDATE: 7-23-65 SPUD DATE: 6-15-65

INITIALPRODUCTION: 130 STROPD, 15 STBWPD OILGRAVITY: 33 API
OIUGASPURCHASER: Amoco BRT: 110 Deg.F

PRESENT PROD STATUSProducing oilwell
ELEVATIONS- GROUND: 5515' KB: 5525' (10' KB)

TOTALDEPTH: 5260' KB PLUGBACKTD: 5227 KB

SURFACE CASING PRODUCTIONCASING

CSGSIZE: 8-5/8" CSGSIZE: 5-1/2" 5-1/2"
GRADE: J-55 GRADE: Unknown Unknown

WEIGHT: 24 # WEIGHT: 14 # 15.5 #
LENGTH: 271' (Includes 13-3/8" x 15' LENGTH: 0'-2500' 2500'-5260'

conductorppe) DEFTHLANDED: 2500' 5260' KB
DEFTH LANDED: 281' KB HOLESIZE: 7-7/8" 7-7/8"

HOLE SIZE: 12-1/4" CEMENTDATA 206 cu. it. Sluny
(Conductorppe: 14-1/4")

CEMENT DATA (Conductorpipe: 6 sx cement) CEMENTTOP AT: 4300' from CBL
176 sxs Cement circulated to
surface. PERFORAT10NRECORD

TUBINGRECORD ----------- ------------

-------------- 4413'-14' (1') (4 SPF) YELLOW5
SIZE/GRADE/WT.: 2-7/8", J-55, 6.5 # 4420'-21' (1') (4 SPF) YELLOW5

NO. OF JOINTS: 164 4838'-39' (1') (4 SPF) RED 5
TUBINGPUMP BARREL: Axelson pump - 2-1/2" 5177-78' (1') (4 SPF) GREEN 4

(1-3/4") x 20' x 24' THC
w/carburized barrel ttbe Wodcover July, 1984
(New 10-24-83) 4980'·O2' (4') (4 SPF) GREEN 1

TUBINGANCHOR: Yes - No dimensions
Set @3568' (GL) PROPOSED PERFORAT10NS(4/94)

NO. OF JOINTS: 25 - No dimensions ---------- ----- -----

SEATINGNIPPLE: Yes - No dimensions 4990'-4994' (4') (2 SPF) GHEEN 1
PERF. SUB: 2-7/8" x 2'

MUDANCHOR: Yes - No dimensions
TOTALSTRINGLENGTH: 5176' ACIDJOBS

STRINGLANDEDAT: 5186' KB ----------- ------------

4413'-4421' KB 250 GAL 15% HCI@ 1850 psi, 11.5 BPM
4838'-4839' KB 250 GAL 15% HCI@2800 psi, 11 BPM

SUCKER ROD RECORD 51T7'-5178' KB 250 GAL 15% HCI@4400 psi, 11 BPM

1 - 1-1/4" x 25' Polish Rod
2 - 10' ScraperedRods FRACJOBS
2700' ofScrapered Rods ----------- ------ ------

2435' of 3/4" Plain Rods 4413'-5178' KB 7-12-65 w/ 28000 gal 2% KCIwir w/
5' Axite Plunger w/.003 clearance,Stainless 26000#20-40 mesh sand, 16000 gal 2%
Steel Balls,Tungsten Caltide Seats, & KCIwir w/24000# 20-40 mesh sand, &
WilliamsPuller 8000 gal 2% KCIwtr w/ 4000# 8-12

1 - StandingValve mesh glass beads. ATR 48.5 BPM@
2650 psi.

4989'-4992' KB 7-13-84 w/ 19500 gal2% KCIwir w/
PUMP SIZE: See above 55000# 20-40 mesh sand. Tubing

STROKE LENGTH: Unknown burstwhen finalstage screened out
PUMP SPEED, SPM: Unknown on perts. Actual volume ofsand

PUMPING UNITSIZE: in perfs approx34000#.

LOGS:Sonictog - Gamma Ray; CementBond Log;
Induction-ElecIrical Log; Formation Analysis



C&OGOV'T #2 BALCRONOIL
Jonah Unii/MonumentButte Field 6-28-94/ks
Lease No. U-035521-A
NW SE Sec.12,TSS, R16E WELLBOREDIAGRAM
Duchesne County, Utah

Elev.Gr@5515'
Elev.KB@5525' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @271' (Includes 13-3/8" x 15' ACIDJOBS
conductorpipe) ------------ ------- -----

Hole size@ 12-1/4" (Conductorppe @ 4413'-4421' KB 250 GAL 15% HCI@1850 psi, 11.5 BPM
14-1/4") 4838'-4839' KB 250 GAL 15% HCI@ 2800 psi, 11 BPM

Depth landed @281' KB 51T7'-5178' KB 250 GAL 15% HCI@4400 psi, 11 BPM
Cementedw/176 sxs Cement

(Conductor pipe: 6 sx cement)
FRACJOBS

PRODUCTIONCASING 281' KB -> 4413'-5178' KB 7-12-65 w/28000 gal 2% KCIwtr w/
--------- 26000# 20-40 mesh sand, 16000 gal 2%
String#1: 5-1/2", 14#, Grade unknown (0'-2500') KCIwir w/24000# 20-40 mesh sand, &
S1ring#2: 5-1/2", 15.5#, Grade unknown (2500'-5260') 8000 gal 2% KCIwtr w/ 4000#8-12
Length @5250' mesh glass beads. ATR48.5 BPM @
Hole size@7-7/8" 2650 psi.
Depth landed @5260' KB 4989'-4992' KB 7-132-84 w/ 19500 gal 2% KCIwtr w/
Cementedw/206 cu. it. Slury 55000# 20-40 mesh sand. Tubing
TOC @4300' from CBL bust when finalstage screened out

on perfs. Actual volume ofsand
TUBING inperfs approx 34000#.

2-7/8", 6.5#, J-55
164 jnts@ (9
TPB: Axelson pump - 2-1/2" (1-3/4") x

20' x 24' THCw/carbunized barrel tLhO
(New 10-24-83)

TA@ (Nodimensions given)
25jnts@(?) TOC@4300'->

SN @ (No dimensions given) PERFORATIONRECORD
Perf Sth @2-7/8" x 2' -------- -------- ------

MA@ (Nodimensions given) 4413'-14' (1') (4 SPF) YELI.OW5
Total stringlength @5176' 4420'-21' (1') (4 SPF) YEll.OW 5
Stringlanded @5186' KB 4838'-39' (1') (4 SPF) RED 5

5177'-78' (1') (4 SPF) GREEN 4

ROD STRING Woriever July, 1984
--------- 4980'-92' (4') (4 SPF) GREEN 1
1 - 1-1/4" X 25' Polish Rod
2 - 10' Scrapered Rods PROPOSED PERFORATIONS (4/94)
2700' of Scrapered Rods ------------ ------- -----

2435' of3/4" Plain Rods 4990'-4994' (4') (2 SPF) GREEN 1
5' Axite Plunger w/.003 clearance, Stainless

Steel Balls,Tungsten CarbideSeats, & SN Landing depth unknown
WilliamsPuller

1 - Standing Valve PBTD@522T KB
TD @5260' KB

Pump size@2-1/2" (1-3/4")x 20' x 24' THC
(tubingpump) w/carbunized barrel tube

No strokelength orSPM

C&OGOV'T #2 BALCRONOIL
Jonah Unii/MonumentButte Field 6-28-94/ks
Lease No. U-035521-A
NW SE Sec.12,TSS, R16E WELLBOREDIAGRAM
Duchesne County, Utah

Elev.Gr@5515'
Elev.KB@5525' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @271' (Includes 13-3/8" x 15' ACIDJOBS
conductorpipe) ------------ ------- -----

Hole size@ 12-1/4" (Conductorppe @ 4413'-4421' KB 250 GAL 15% HCI@1850 psi, 11.5 BPM
14-1/4") 4838'-4839' KB 250 GAL 15% HCI@ 2800 psi, 11 BPM

Depth landed @281' KB 51T7'-5178' KB 250 GAL 15% HCI@4400 psi, 11 BPM
Cementedw/176 sxs Cement

(Conductor pipe: 6 sx cement)
FRACJOBS

PRODUCTIONCASING 281' KB -> 4413'-5178' KB 7-12-65 w/28000 gal 2% KCIwtr w/
--------- 26000# 20-40 mesh sand, 16000 gal 2%
String#1: 5-1/2", 14#, Grade unknown (0'-2500') KCIwir w/24000# 20-40 mesh sand, &
S1ring#2: 5-1/2", 15.5#, Grade unknown (2500'-5260') 8000 gal 2% KCIwtr w/ 4000#8-12
Length @5250' mesh glass beads. ATR48.5 BPM @
Hole size@7-7/8" 2650 psi.
Depth landed @5260' KB 4989'-4992' KB 7-132-84 w/ 19500 gal 2% KCIwtr w/
Cementedw/206 cu. it. Slury 55000# 20-40 mesh sand. Tubing
TOC @4300' from CBL bust when finalstage screened out

on perfs. Actual volume ofsand
TUBING inperfs approx 34000#.

2-7/8", 6.5#, J-55
164 jnts@ (9
TPB: Axelson pump - 2-1/2" (1-3/4") x

20' x 24' THCw/carbunized barrel tLhO
(New 10-24-83)

TA@ (Nodimensions given)
25jnts@(?) TOC@4300'->

SN @ (No dimensions given) PERFORATIONRECORD
Perf Sth @2-7/8" x 2' -------- -------- ------

MA@ (Nodimensions given) 4413'-14' (1') (4 SPF) YELI.OW5
Total stringlength @5176' 4420'-21' (1') (4 SPF) YEll.OW 5
Stringlanded @5186' KB 4838'-39' (1') (4 SPF) RED 5

5177'-78' (1') (4 SPF) GREEN 4

ROD STRING Woriever July, 1984
--------- 4980'-92' (4') (4 SPF) GREEN 1
1 - 1-1/4" X 25' Polish Rod
2 - 10' Scrapered Rods PROPOSED PERFORATIONS (4/94)
2700' of Scrapered Rods ------------ ------- -----

2435' of3/4" Plain Rods 4990'-4994' (4') (2 SPF) GREEN 1
5' Axite Plunger w/.003 clearance, Stainless

Steel Balls,Tungsten CarbideSeats, & SN Landing depth unknown
WilliamsPuller

1 - Standing Valve PBTD@522T KB
TD @5260' KB

Pump size@2-1/2" (1-3/4")x 20' x 24' THC
(tubingpump) w/carbunized barrel tube

No strokelength orSPM

C&OGOV'T #2 BALCRONOIL
Jonah Unii/MonumentButte Field 6-28-94/ks
Lease No. U-035521-A
NW SE Sec.12,TSS, R16E WELLBOREDIAGRAM
Duchesne County, Utah

Elev.Gr@5515'
Elev.KB@5525' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @271' (Includes 13-3/8" x 15' ACIDJOBS
conductorpipe) ------------ ------- -----

Hole size@ 12-1/4" (Conductorppe @ 4413'-4421' KB 250 GAL 15% HCI@1850 psi, 11.5 BPM
14-1/4") 4838'-4839' KB 250 GAL 15% HCI@ 2800 psi, 11 BPM

Depth landed @281' KB 51T7'-5178' KB 250 GAL 15% HCI@4400 psi, 11 BPM
Cementedw/176 sxs Cement

(Conductor pipe: 6 sx cement)
FRACJOBS

PRODUCTIONCASING 281' KB -> 4413'-5178' KB 7-12-65 w/28000 gal 2% KCIwtr w/
--------- 26000# 20-40 mesh sand, 16000 gal 2%
String#1: 5-1/2", 14#, Grade unknown (0'-2500') KCIwir w/24000# 20-40 mesh sand, &
S1ring#2: 5-1/2", 15.5#, Grade unknown (2500'-5260') 8000 gal 2% KCIwtr w/ 4000#8-12
Length @5250' mesh glass beads. ATR48.5 BPM @
Hole size@7-7/8" 2650 psi.
Depth landed @5260' KB 4989'-4992' KB 7-132-84 w/ 19500 gal 2% KCIwtr w/
Cementedw/206 cu. it. Slury 55000# 20-40 mesh sand. Tubing
TOC @4300' from CBL bust when finalstage screened out

on perfs. Actual volume ofsand
TUBING inperfs approx 34000#.

2-7/8", 6.5#, J-55
164 jnts@ (9
TPB: Axelson pump - 2-1/2" (1-3/4") x

20' x 24' THCw/carbunized barrel tLhO
(New 10-24-83)

TA@ (Nodimensions given)
25jnts@(?) TOC@4300'->

SN @ (No dimensions given) PERFORATIONRECORD
Perf Sth @2-7/8" x 2' -------- -------- ------

MA@ (Nodimensions given) 4413'-14' (1') (4 SPF) YELI.OW5
Total stringlength @5176' 4420'-21' (1') (4 SPF) YEll.OW 5
Stringlanded @5186' KB 4838'-39' (1') (4 SPF) RED 5

5177'-78' (1') (4 SPF) GREEN 4

ROD STRING Woriever July, 1984
--------- 4980'-92' (4') (4 SPF) GREEN 1
1 - 1-1/4" X 25' Polish Rod
2 - 10' Scrapered Rods PROPOSED PERFORATIONS (4/94)
2700' of Scrapered Rods ------------ ------- -----

2435' of3/4" Plain Rods 4990'-4994' (4') (2 SPF) GREEN 1
5' Axite Plunger w/.003 clearance, Stainless

Steel Balls,Tungsten CarbideSeats, & SN Landing depth unknown
WilliamsPuller

1 - Standing Valve PBTD@522T KB
TD @5260' KB

Pump size@2-1/2" (1-3/4")x 20' x 24' THC
(tubingpump) w/carbunized barrel tube

No strokelength orSPM



BALCRONDIL WELLREPORT

WELLNAME:BALCRONMONUMENTFEDERAL#14-12J DATE:6-23-94 /ks jÎ
FIELD: Jonah Unit/Monumert Butte Field

FEDERALLEASE NO.: U-035521-A API NO.: 434)13-31411
LOCATION: SW SW Section12, T9S, R16E

COUNTY)STATE:DuchesneCounty,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEIMT.:0.73831617 Oil

PRODUCINGFORMATIONGreen River 0.66359285 Gas
COMPLETIONDATE: 12-18-93 SPUD DATE: 11-3-93

INITIALPRODUCTION:70 STBOPD, OMSCFPD, 20 STBWPD RIGRELEASEDATE: 12-1-93
OlIJGASPURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATIJS:Producing OilWell BHT: 143 Deg.F
ELEVATIONS- GROUND: 5487 KB: 5497 (10' KB)

TOTALDEPTH: 5750' KB PLUGBACKTD: 5667.95' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8-5Æ" SIZE: &1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 271.17 LENGTH: 5718.17

HOLESIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED:279' KB DEPTH LANDED: 5727.17 KB
CEMENTDATA: 150 sxs Class "G"w/2% CCL CEMENTDATA: 220 sx lead cmttailedw/260

& 1/4#lsx Flocele. Good sx 50/50 POZ w/10% salt, .3%

returns - Cmtback topit. CFR3, .3% HALAD344, .2% HR4,
TUBINGRECORD 2% gel.
--------------- CEMENTTOP AT: Unknown

SIZE/GRADE/WT: 2-7Æ",J-55, 6.5 #
NO.OF JOINTS: 164 jnts@5104.4T PERFORATIONRECORD

TUBINGANCHOR: NA ------------------------- ------

NO.OFJOINTS: NA 4097-4104' (7) (5 holes) YELLOW3
SEATINGNIPPLE:2-7Æ"x 1.1' (2.25" ID) 4299'-4308' (9') (6 holes) YELLOW5

PERF. SUB: 2-7Æ"x 3.2' 5070'-5078' (8') (2 SPF) GREEN4
MUDANCHOR: 2-7Æ"x 31.35' w/NC

TOTALSTRINGLENGTH: 5150.12' KB
SN LANDEDAT: 5115.57 KB

BREAKDOWN/ACIDJOBS

SUCKER ROD RECORD 5070'-5078' KB - 12-6-93: 1806 gals 2% KCLwtr;
----------------- Avg press 1700 psi, max 3500
1 - 1-1/4"x 22' Polish Rod SM psi. Avg rate 4.1 BPM,max 6.8
1 - 3/4" x 4' Pony Rod BPM. ISIP 873 psi.
204 - 3/4" x 25' Plain Rods D-61

4097-4308' KB - 12-9-93:500 gals 15% HCL;Avg
press 2200 psi, Avg rate 8.6 BPM

PUMPSIZE: 2-1/2' x 1-1/2"x 16' RWAC,
w/PA Plunger (Trico#1023)

STROKE LENGTH: 86"
PUMP SPEED: 5 SPM FRACJOBS

PUMPINGUNITSIZE: Lufkin- LM228-D-213-86E ----------------------- ------ ------

S/N B129-374A525029 w/Ajax 5070'-5078' KB - 12-6-93: 20,000#20/40 mesh sand
engineE-42,S/N24227 w/ 12,012 gals 2% KCLwtr. Noavg

pressure or rate listed. (Screened
Out).ISIP 2800 psi.

LOGS:Compensated Neutron/Utho-Density Log; 409T-4308' KB - 12-9-93: 41,300#20/40 mesh sand
Dual Laterolog Micro-SFL;Gamma RayAfter- w/ 19,204 gals 2% KCLwtr; Avg
Frac Log;Cement Bond &Gamma-Ray CollarI.cg; pressure &rate unknown. IS1P
Mud Log. 1606

BALCRONDIL WELLREPORT

WELLNAME:BALCRONMONUMENTFEDERAL#14-12J DATE:6-23-94 /ks jÎ
FIELD: Jonah Unit/Monumert Butte Field

FEDERALLEASE NO.: U-035521-A API NO.: 434)13-31411
LOCATION: SW SW Section12, T9S, R16E

COUNTY)STATE:DuchesneCounty,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEIMT.:0.73831617 Oil

PRODUCINGFORMATIONGreen River 0.66359285 Gas
COMPLETIONDATE: 12-18-93 SPUD DATE: 11-3-93

INITIALPRODUCTION:70 STBOPD, OMSCFPD, 20 STBWPD RIGRELEASEDATE: 12-1-93
OlIJGASPURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATIJS:Producing OilWell BHT: 143 Deg.F
ELEVATIONS- GROUND: 5487 KB: 5497 (10' KB)

TOTALDEPTH: 5750' KB PLUGBACKTD: 5667.95' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8-5Æ" SIZE: &1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 271.17 LENGTH: 5718.17

HOLESIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED:279' KB DEPTH LANDED: 5727.17 KB
CEMENTDATA: 150 sxs Class "G"w/2% CCL CEMENTDATA: 220 sx lead cmttailedw/260

& 1/4#lsx Flocele. Good sx 50/50 POZ w/10% salt, .3%

returns - Cmtback topit. CFR3, .3% HALAD344, .2% HR4,
TUBINGRECORD 2% gel.
--------------- CEMENTTOP AT: Unknown

SIZE/GRADE/WT: 2-7Æ",J-55, 6.5 #
NO.OF JOINTS: 164 jnts@5104.4T PERFORATIONRECORD

TUBINGANCHOR: NA ------------------------- ------

NO.OFJOINTS: NA 4097-4104' (7) (5 holes) YELLOW3
SEATINGNIPPLE:2-7Æ"x 1.1' (2.25" ID) 4299'-4308' (9') (6 holes) YELLOW5

PERF. SUB: 2-7Æ"x 3.2' 5070'-5078' (8') (2 SPF) GREEN4
MUDANCHOR: 2-7Æ"x 31.35' w/NC

TOTALSTRINGLENGTH: 5150.12' KB
SN LANDEDAT: 5115.57 KB

BREAKDOWN/ACIDJOBS

SUCKER ROD RECORD 5070'-5078' KB - 12-6-93: 1806 gals 2% KCLwtr;
----------------- Avg press 1700 psi, max 3500
1 - 1-1/4"x 22' Polish Rod SM psi. Avg rate 4.1 BPM,max 6.8
1 - 3/4" x 4' Pony Rod BPM. ISIP 873 psi.
204 - 3/4" x 25' Plain Rods D-61

4097-4308' KB - 12-9-93:500 gals 15% HCL;Avg
press 2200 psi, Avg rate 8.6 BPM

PUMPSIZE: 2-1/2' x 1-1/2"x 16' RWAC,
w/PA Plunger (Trico#1023)

STROKE LENGTH: 86"
PUMP SPEED: 5 SPM FRACJOBS

PUMPINGUNITSIZE: Lufkin- LM228-D-213-86E ----------------------- ------ ------

S/N B129-374A525029 w/Ajax 5070'-5078' KB - 12-6-93: 20,000#20/40 mesh sand
engineE-42,S/N24227 w/ 12,012 gals 2% KCLwtr. Noavg

pressure or rate listed. (Screened
Out).ISIP 2800 psi.

LOGS:Compensated Neutron/Utho-Density Log; 409T-4308' KB - 12-9-93: 41,300#20/40 mesh sand
Dual Laterolog Micro-SFL;Gamma RayAfter- w/ 19,204 gals 2% KCLwtr; Avg
Frac Log;Cement Bond &Gamma-Ray CollarI.cg; pressure &rate unknown. IS1P
Mud Log. 1606

BALCRONDIL WELLREPORT

WELLNAME:BALCRONMONUMENTFEDERAL#14-12J DATE:6-23-94 /ks jÎ
FIELD: Jonah Unit/Monumert Butte Field

FEDERALLEASE NO.: U-035521-A API NO.: 434)13-31411
LOCATION: SW SW Section12, T9S, R16E

COUNTY)STATE:DuchesneCounty,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEIMT.:0.73831617 Oil

PRODUCINGFORMATIONGreen River 0.66359285 Gas
COMPLETIONDATE: 12-18-93 SPUD DATE: 11-3-93

INITIALPRODUCTION:70 STBOPD, OMSCFPD, 20 STBWPD RIGRELEASEDATE: 12-1-93
OlIJGASPURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATIJS:Producing OilWell BHT: 143 Deg.F
ELEVATIONS- GROUND: 5487 KB: 5497 (10' KB)

TOTALDEPTH: 5750' KB PLUGBACKTD: 5667.95' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8-5Æ" SIZE: &1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 271.17 LENGTH: 5718.17

HOLESIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED:279' KB DEPTH LANDED: 5727.17 KB
CEMENTDATA: 150 sxs Class "G"w/2% CCL CEMENTDATA: 220 sx lead cmttailedw/260

& 1/4#lsx Flocele. Good sx 50/50 POZ w/10% salt, .3%

returns - Cmtback topit. CFR3, .3% HALAD344, .2% HR4,
TUBINGRECORD 2% gel.
--------------- CEMENTTOP AT: Unknown

SIZE/GRADE/WT: 2-7Æ",J-55, 6.5 #
NO.OF JOINTS: 164 jnts@5104.4T PERFORATIONRECORD

TUBINGANCHOR: NA ------------------------- ------

NO.OFJOINTS: NA 4097-4104' (7) (5 holes) YELLOW3
SEATINGNIPPLE:2-7Æ"x 1.1' (2.25" ID) 4299'-4308' (9') (6 holes) YELLOW5

PERF. SUB: 2-7Æ"x 3.2' 5070'-5078' (8') (2 SPF) GREEN4
MUDANCHOR: 2-7Æ"x 31.35' w/NC

TOTALSTRINGLENGTH: 5150.12' KB
SN LANDEDAT: 5115.57 KB

BREAKDOWN/ACIDJOBS

SUCKER ROD RECORD 5070'-5078' KB - 12-6-93: 1806 gals 2% KCLwtr;
----------------- Avg press 1700 psi, max 3500
1 - 1-1/4"x 22' Polish Rod SM psi. Avg rate 4.1 BPM,max 6.8
1 - 3/4" x 4' Pony Rod BPM. ISIP 873 psi.
204 - 3/4" x 25' Plain Rods D-61

4097-4308' KB - 12-9-93:500 gals 15% HCL;Avg
press 2200 psi, Avg rate 8.6 BPM

PUMPSIZE: 2-1/2' x 1-1/2"x 16' RWAC,
w/PA Plunger (Trico#1023)

STROKE LENGTH: 86"
PUMP SPEED: 5 SPM FRACJOBS

PUMPINGUNITSIZE: Lufkin- LM228-D-213-86E ----------------------- ------ ------

S/N B129-374A525029 w/Ajax 5070'-5078' KB - 12-6-93: 20,000#20/40 mesh sand
engineE-42,S/N24227 w/ 12,012 gals 2% KCLwtr. Noavg

pressure or rate listed. (Screened
Out).ISIP 2800 psi.

LOGS:Compensated Neutron/Utho-Density Log; 409T-4308' KB - 12-9-93: 41,300#20/40 mesh sand
Dual Laterolog Micro-SFL;Gamma RayAfter- w/ 19,204 gals 2% KCLwtr; Avg
Frac Log;Cement Bond &Gamma-Ray CollarI.cg; pressure &rate unknown. IS1P
Mud Log. 1606



BALCRONMONUMENTFEDERAL#14-123 BALCRONOIL
Jonah Unit/Monument Butte Field 6-23-94/ks

Lease No. U-035521-A
SW SW Section 12, T9S, R16E WELLBOREDIAGRAM
Duchesne County, Utah

Elev. Gr@548T
Elev. KB@549T

SURFACE CASING

8-5/8", J-55,24 #
Length @271.17' 279' KB -> BREAKDOWN/ACIDJOBS
Hole size@12-1/4" --------------- ------------ -----

Depth landed @279' KB 5070'-5078' KB - 12-6-93: 1806 gals 2% KCLwir
Cemented w/150 sxs Class'G" Avg Press 1700 pai, max 3500

w/2% CCL & 1/4#/sx Flocele psi. Avg Rate 4.1 BPM, max 6.8
Good retwns, 4 BBLScmtback topit. BPM. ISIP 873 psi.

4097'-4308' KB - 12-9-93: 500 gals 15% HCL;Avg
press 2200 psi, Avg rate 8.6 BPM

PRODUCTIONCASING

5-1/2", 15.5#, K-55
Length @5718.17'
Hole size@7-7/8"
Depth landed @5727.17' KB
Cemented w/220 sxs lead cement& tail FRACJOBS
w/260 sxs 50-50 POZ w/additives. ----------------- ----------- ------

TOCUnknown - CBL Log run 5070'-5078' KB - 12-6-93: 20,000# 20/40 mesh sand
w/12,012 gals 2% KCLwtr. No avg

TUBING pressure or rate listed. (Screened
------------ Out).ISIP 2800 psi.
2-7/8", 6.5#, J-55 4097-4308' KB - 12-9-93: 41,300# 20/40 mesh sand
164 jnis@5104.47' w/ 19,204 Cals 2% KCLwtr; Avg
SN @2-7/8" x 1.1' (2.25" ID) presswe &rate unknown. ISIP
Perf. Sub @2-7/8" x 32' 1606 psi.
MA@2-7/8" x 31.35' w/NC
Total sbing length @5150.12' KB
SN landed @5115.57' KB

ROD STFilNG
. ..- . ............. PERFORATIONRECORD
1 - 1-1/4"x 22' Polish Rod SM ----------- ------ -------

1 - 3/4" x 4' Pony Rod 4097'-4104' (7') (5 holes) YEL1.OW3
204 - 3/4" x 25' Plain Rods D-61 4299'-4308' (9') (6 holes) YELLOW5

5070'-5078' (8') (2 SPF) GREEN4
Pump size@2-1/2" x 1-1/2"x 16' RWAC
w/PA Plunger (Trico#1023)

Stroke length @ 86", 5 SPM <- SN landed @5115.57KB

Luikin- LM228-D-213-86E
S/N B129-374A525029 w/ Ajax
Engine E-42, S/N 24227

PBTD@5667.95' KB
TD@5750'

BALCRONMONUMENTFEDERAL#14-123 BALCRONOIL
Jonah Unit/Monument Butte Field 6-23-94/ks

Lease No. U-035521-A
SW SW Section 12, T9S, R16E WELLBOREDIAGRAM
Duchesne County, Utah

Elev. Gr@548T
Elev. KB@549T

SURFACE CASING

8-5/8", J-55,24 #
Length @271.17' 279' KB -> BREAKDOWN/ACIDJOBS
Hole size@12-1/4" --------------- ------------ -----

Depth landed @279' KB 5070'-5078' KB - 12-6-93: 1806 gals 2% KCLwir
Cemented w/150 sxs Class'G" Avg Press 1700 pai, max 3500

w/2% CCL & 1/4#/sx Flocele psi. Avg Rate 4.1 BPM, max 6.8
Good retwns, 4 BBLScmtback topit. BPM. ISIP 873 psi.

4097'-4308' KB - 12-9-93: 500 gals 15% HCL;Avg
press 2200 psi, Avg rate 8.6 BPM

PRODUCTIONCASING

5-1/2", 15.5#, K-55
Length @5718.17'
Hole size@7-7/8"
Depth landed @5727.17' KB
Cemented w/220 sxs lead cement& tail FRACJOBS
w/260 sxs 50-50 POZ w/additives. ----------------- ----------- ------

TOCUnknown - CBL Log run 5070'-5078' KB - 12-6-93: 20,000# 20/40 mesh sand
w/12,012 gals 2% KCLwtr. No avg

TUBING pressure or rate listed. (Screened
------------ Out).ISIP 2800 psi.
2-7/8", 6.5#, J-55 4097-4308' KB - 12-9-93: 41,300# 20/40 mesh sand
164 jnis@5104.47' w/ 19,204 Cals 2% KCLwtr; Avg
SN @2-7/8" x 1.1' (2.25" ID) presswe &rate unknown. ISIP
Perf. Sub @2-7/8" x 32' 1606 psi.
MA@2-7/8" x 31.35' w/NC
Total sbing length @5150.12' KB
SN landed @5115.57' KB

ROD STFilNG
. ..- . ............. PERFORATIONRECORD
1 - 1-1/4"x 22' Polish Rod SM ----------- ------ -------

1 - 3/4" x 4' Pony Rod 4097'-4104' (7') (5 holes) YEL1.OW3
204 - 3/4" x 25' Plain Rods D-61 4299'-4308' (9') (6 holes) YELLOW5

5070'-5078' (8') (2 SPF) GREEN4
Pump size@2-1/2" x 1-1/2"x 16' RWAC
w/PA Plunger (Trico#1023)

Stroke length @ 86", 5 SPM <- SN landed @5115.57KB

Luikin- LM228-D-213-86E
S/N B129-374A525029 w/ Ajax
Engine E-42, S/N 24227

PBTD@5667.95' KB
TD@5750'

BALCRONMONUMENTFEDERAL#14-123 BALCRONOIL
Jonah Unit/Monument Butte Field 6-23-94/ks

Lease No. U-035521-A
SW SW Section 12, T9S, R16E WELLBOREDIAGRAM
Duchesne County, Utah

Elev. Gr@548T
Elev. KB@549T

SURFACE CASING

8-5/8", J-55,24 #
Length @271.17' 279' KB -> BREAKDOWN/ACIDJOBS
Hole size@12-1/4" --------------- ------------ -----

Depth landed @279' KB 5070'-5078' KB - 12-6-93: 1806 gals 2% KCLwir
Cemented w/150 sxs Class'G" Avg Press 1700 pai, max 3500

w/2% CCL & 1/4#/sx Flocele psi. Avg Rate 4.1 BPM, max 6.8
Good retwns, 4 BBLScmtback topit. BPM. ISIP 873 psi.

4097'-4308' KB - 12-9-93: 500 gals 15% HCL;Avg
press 2200 psi, Avg rate 8.6 BPM

PRODUCTIONCASING

5-1/2", 15.5#, K-55
Length @5718.17'
Hole size@7-7/8"
Depth landed @5727.17' KB
Cemented w/220 sxs lead cement& tail FRACJOBS
w/260 sxs 50-50 POZ w/additives. ----------------- ----------- ------

TOCUnknown - CBL Log run 5070'-5078' KB - 12-6-93: 20,000# 20/40 mesh sand
w/12,012 gals 2% KCLwtr. No avg

TUBING pressure or rate listed. (Screened
------------ Out).ISIP 2800 psi.
2-7/8", 6.5#, J-55 4097-4308' KB - 12-9-93: 41,300# 20/40 mesh sand
164 jnis@5104.47' w/ 19,204 Cals 2% KCLwtr; Avg
SN @2-7/8" x 1.1' (2.25" ID) presswe &rate unknown. ISIP
Perf. Sub @2-7/8" x 32' 1606 psi.
MA@2-7/8" x 31.35' w/NC
Total sbing length @5150.12' KB
SN landed @5115.57' KB

ROD STFilNG
. ..- . ............. PERFORATIONRECORD
1 - 1-1/4"x 22' Polish Rod SM ----------- ------ -------

1 - 3/4" x 4' Pony Rod 4097'-4104' (7') (5 holes) YEL1.OW3
204 - 3/4" x 25' Plain Rods D-61 4299'-4308' (9') (6 holes) YELLOW5

5070'-5078' (8') (2 SPF) GREEN4
Pump size@2-1/2" x 1-1/2"x 16' RWAC
w/PA Plunger (Trico#1023)

Stroke length @ 86", 5 SPM <- SN landed @5115.57KB

Luikin- LM228-D-213-86E
S/N B129-374A525029 w/ Ajax
Engine E-42, S/N 24227

PBTD@5667.95' KB
TD@5750'



BALCRONOIL WEl.L REPORT

WELLNAME: BALCRONMONUMENTFEDERAL#24-12J DATE: 7-12-94/ks
FIELD: Jonah Unit/MonumentButteField

FEDERALLEASE NO.: U-035521-A API NO.: 43-013-31409

LOCATION:SE SW Section12, T9S, R16E
COUNTYlSTATE: Duchesne County,Utah

WORKINGINTEREST: 0.797800 NET REVENUEINT.: 0.6582
PRODUCINGFORMATION: Green River

COMPLETIONDATE: 12-30-93 SPUDDATE: 11-8-93

INITIALPRODUCTION: 80 STROPD, 10 STBWPD RIGRELEASE DATE: 12-9-93

OIUGASPURCHASER: OILGRAVITY: 34 DegAPI
PRESENT PROD STATUS: Producing OilWell BHT: 148 Deg F
ELEVATIONS- GROUND: 5495' KB: 5505' (10' KB)

TOTALDEPTN: 5700' KB PLUGBACKTD: 5634.31' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SlZE: 8-5Æ" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 lbs WEIGHT:15.5 lbs
LENGTH: 6 j\s@271.28' LENGTH: 5676.22'

HOLE SIZE: 12-1/4" HOLE SIZE: 12-1/4"
DEPTH LANDED: 279' KB DEPTH LANDED:5685.22' KB
CEMENT DATA: 150 sx Class G w/2% CaCI & CEMENTDATA: 204 sx G w/4% Thliftylite,3%

1/4#/sx Celonake.Cemented salt tailedwf215 sx 50/50 POZ
tosurlacewith good returns. w/2% gel&10% salt

TUBINGRECORD CEMENTTOP AT: Unknown

PERFORATIONRECORD
NO.OFJOINTS: 177 jts@5504.99' -------------- ----- ------

TUBINGANCHOR: None 4080'-4086' (6') (2 SPF) YELLOW2
NO.OF JOINTS: NA 4118'-4123' (5') (2 SPF) YELLOW3

SEATINGNIPPLE: 2 7/8" x 1.1' 4746'-4750' (4') (2 SPF) RED5
PERF. SUB: 2 7/8" x 3.2' 5476'-5485' (9') (2 SPF) BLUE1

MUDANCHOR: 2 7/8" x 31.42'
TOTALSTRINGLENGTH:5550.71' KB ACIDJOBS

SN LANDEDAT: 5516.09' KB -------------- ------- ------

4080'-4123' 12-22-93 with 500 gal 15% HCI
4746'-4750' 12-17-93 with 500 gal 15% HCIw/

SUCKER ROD RECORD 16 ball sealers
-------------- 5476'-5485' 12-13-93: Dowell - No detailsavailable
1 - 1-1/4"x 22' Polish Rod
2 - 3/4" x 6' Pony rods
219 - 3/4" x 25' Plainrods FRACJOBS

4080'-4123' 12-22-93 w/ 33085#16-30 mesh sand
in 21000 gal YF155 2% KCIwater

PUMP SIZE: 2-1/2" x 1-1/2"x 16' RHAC 4746'4750' 12-17-93 w/13978#16-30 mesh sand
w/ PA plunger in 10374 galYF155 2% KCIwater.

STROKE LENGTH: 86" Screened outduringilush. ATR 15
PUMP SPEED, SPM: 4-1/4 SPM BPM @2500 psi, max3350 psi. ISIP

PUMPING UNITSIZE: 2450 psi, 10 min - 1488 psi, 15
min - 1484 psi.

LOGS:Dual Laterolog - Gamma Ray, SpectralDensity/ 5476'-5485' 12-14-93: Dowell - Screened out - no
Dual Spaced Neutron Log, Cement Bond - Gamma detailsavailable.
Ray - CCL Log, Mud

BALCRONOIL WEl.L REPORT

WELLNAME: BALCRONMONUMENTFEDERAL#24-12J DATE: 7-12-94/ks

FIELD: Jonah Unit/MonumentButteField
FEDERALLEASE NO.: U-035521-A API NO.: 43-013-31409

LOCATION:SE SW Section12, T9S, R16E
COUNTYlSTATE: Duchesne County,Utah

WORKINGINTEREST: 0.797800 NET REVENUEINT.: 0.6582
PRODUCINGFORMATION: Green River

COMPLETIONDATE: 12-30-93 SPUDDATE: 11-8-93

INITIALPRODUCTION: 80 STROPD, 10 STBWPD RIGRELEASE DATE: 12-9-93

OIUGASPURCHASER: OILGRAVITY: 34 DegAPI
PRESENT PROD STATUS: Producing OilWell BHT: 148 Deg F
ELEVATIONS- GROUND: 5495' KB: 5505' (10' KB)

TOTALDEPTN: 5700' KB PLUGBACKTD: 5634.31' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SlZE: 8-5Æ" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 lbs WEIGHT:15.5 lbs
LENGTH: 6 j\s@271.28' LENGTH: 5676.22'

HOLE SIZE: 12-1/4" HOLE SIZE: 12-1/4"

DEPTH LANDED: 279' KB DEPTH LANDED:5685.22' KB
CEMENT DATA: 150 sx Class G w/2% CaCI & CEMENTDATA: 204 sx G w/4% Thliftylite,3%

1/4#/sx Celonake.Cemented salt tailedwf215 sx 50/50 POZ
tosurlacewith good returns. w/2% gel&10% salt

TUBINGRECORD CEMENTTOP AT: Unknown

PERFORATIONRECORD
NO.OFJOINTS: 177 jts@5504.99' -------------- ----- ------

TUBINGANCHOR: None 4080'-4086' (6') (2 SPF) YELLOW2
NO.OF JOINTS: NA 4118'-4123' (5') (2 SPF) YELLOW3

SEATINGNIPPLE: 2 7/8" x 1.1' 4746'-4750' (4') (2 SPF) RED5
PERF. SUB: 2 7/8" x 3.2' 5476'-5485' (9') (2 SPF) BLUE1

MUDANCHOR: 2 7/8" x 31.42'
TOTALSTRINGLENGTH:5550.71' KB ACIDJOBS

SN LANDEDAT: 5516.09' KB -------------- ------- ------

4080'-4123' 12-22-93 with 500 gal 15% HCI
4746'-4750' 12-17-93 with 500 gal 15% HCIw/

SUCKER ROD RECORD 16 ball sealers
-------------- 5476'-5485' 12-13-93: Dowell - No detailsavailable
1 - 1-1/4"x 22' Polish Rod
2 - 3/4" x 6' Pony rods
219 - 3/4" x 25' Plainrods FRACJOBS

4080'-4123' 12-22-93 w/ 33085#16-30 mesh sand
in 21000 gal YF155 2% KCIwater

PUMP SIZE: 2-1/2" x 1-1/2"x 16' RHAC 4746'4750' 12-17-93 w/13978#16-30 mesh sand
w/ PA plunger in 10374 galYF155 2% KCIwater.

STROKE LENGTH: 86" Screened outduringilush. ATR 15
PUMP SPEED, SPM: 4-1/4 SPM BPM @2500 psi, max3350 psi. ISIP

PUMPING UNITSIZE: 2450 psi, 10 min - 1488 psi, 15
min - 1484 psi.

LOGS:Dual Laterolog - Gamma Ray, SpectralDensity/ 5476'-5485' 12-14-93: Dowell - Screened out - no
Dual Spaced Neutron Log, Cement Bond - Gamma detailsavailable.
Ray - CCL Log, Mud

BALCRONOIL WEl.L REPORT

WELLNAME: BALCRONMONUMENTFEDERAL#24-12J DATE: 7-12-94/ks

FIELD: Jonah Unit/MonumentButteField
FEDERALLEASE NO.: U-035521-A API NO.: 43-013-31409

LOCATION:SE SW Section12, T9S, R16E
COUNTYlSTATE: Duchesne County,Utah

WORKINGINTEREST: 0.797800 NET REVENUEINT.: 0.6582
PRODUCINGFORMATION: Green River

COMPLETIONDATE: 12-30-93 SPUDDATE: 11-8-93

INITIALPRODUCTION: 80 STROPD, 10 STBWPD RIGRELEASE DATE: 12-9-93

OIUGASPURCHASER: OILGRAVITY: 34 DegAPI
PRESENT PROD STATUS: Producing OilWell BHT: 148 Deg F
ELEVATIONS- GROUND: 5495' KB: 5505' (10' KB)

TOTALDEPTN: 5700' KB PLUGBACKTD: 5634.31' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SlZE: 8-5Æ" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 lbs WEIGHT:15.5 lbs
LENGTH: 6 j\s@271.28' LENGTH: 5676.22'

HOLE SIZE: 12-1/4" HOLE SIZE: 12-1/4"

DEPTH LANDED: 279' KB DEPTH LANDED:5685.22' KB
CEMENT DATA: 150 sx Class G w/2% CaCI & CEMENTDATA: 204 sx G w/4% Thliftylite,3%

1/4#/sx Celonake.Cemented salt tailedwf215 sx 50/50 POZ
tosurlacewith good returns. w/2% gel&10% salt

TUBINGRECORD CEMENTTOP AT: Unknown

PERFORATIONRECORD
NO.OFJOINTS: 177 jts@5504.99' -------------- ----- ------

TUBINGANCHOR: None 4080'-4086' (6') (2 SPF) YELLOW2
NO.OF JOINTS: NA 4118'-4123' (5') (2 SPF) YELLOW3

SEATINGNIPPLE: 2 7/8" x 1.1' 4746'-4750' (4') (2 SPF) RED5
PERF. SUB: 2 7/8" x 3.2' 5476'-5485' (9') (2 SPF) BLUE1

MUDANCHOR: 2 7/8" x 31.42'
TOTALSTRINGLENGTH:5550.71' KB ACIDJOBS

SN LANDEDAT: 5516.09' KB -------------- ------- ------

4080'-4123' 12-22-93 with 500 gal 15% HCI
4746'-4750' 12-17-93 with 500 gal 15% HCIw/

SUCKER ROD RECORD 16 ball sealers
-------------- 5476'-5485' 12-13-93: Dowell - No detailsavailable
1 - 1-1/4"x 22' Polish Rod
2 - 3/4" x 6' Pony rods
219 - 3/4" x 25' Plainrods FRACJOBS

4080'-4123' 12-22-93 w/ 33085#16-30 mesh sand
in 21000 gal YF155 2% KCIwater

PUMP SIZE: 2-1/2" x 1-1/2"x 16' RHAC 4746'4750' 12-17-93 w/13978#16-30 mesh sand
w/ PA plunger in 10374 galYF155 2% KCIwater.

STROKE LENGTH: 86" Screened outduringilush. ATR 15
PUMP SPEED, SPM: 4-1/4 SPM BPM @2500 psi, max3350 psi. ISIP

PUMPING UNITSIZE: 2450 psi, 10 min - 1488 psi, 15
min - 1484 psi.

LOGS:Dual Laterolog - Gamma Ray, SpectralDensity/ 5476'-5485' 12-14-93: Dowell - Screened out - no
Dual Spaced Neutron Log, Cement Bond - Gamma detailsavailable.
Ray - CCL Log, Mud



BALCRONMONUMENTFEDERAL#2+12J BALCRONOIL
Jonah Unit/MonumentButte Field 7-12-94/ks

Lease No. U-035521-A
SE SW Section12, TSS, R16E WELLBOBEDIAGRAM
Duchesne County,Utah

Elev. GL@5495'
Elev. KB@5505' (10 ' KB)

SURFACE CASING

8-5/8", 24#, J-55
6 jts@ 271.28'
Landed @279' KB
Hole size 12-1/4"
Cementedw/ 150 sx Class G w/2%

CaCI & 1/4#lsx Celoflakes.Crculated
to surfacewith good retums. ACIDJOBS

4080'-4123' 12-22-93 with 500 gal 15% HCI
4746'-4750' 12-17-93 with 500 gal 15% HCIw/

PRODUCTIONCASING 16 ball sealem
---------- 279' KB -> 5476'-5485' 12-13-93: Dowell - No details available

5-1/2", 15.5#, K-55
129 jls@5676.22'
Landed @5685.22' KB FRACJOBS
Hole size 7-7/8" -------------- -------- ------ ------

Cementedw/ 204 sx G w/4% Thriftylite, 4080'-4123' 12-22-93 w/ 33085# 1&30 mesh sand
3% salt tailedw/215 sx 50/50 POZ in 21000 gal YF155 2% KCIwater
w/2% gel & 10% salt. 4746'-4750' 12-17-93 w/ 13978# 1&30 mesh sand

Unable todepict cement in 10374 gal YF155 2% KCIwater.
Screenedoutduring flush. ATR 15
BPM@2500 psi, max 3350 psi. ISIP

TUBING 2450 psi, 10 min - 1488 psi, 15
------------ min - 1484 psi.
2 7/8", 6.5#, J-55 5476'-5485' 12-14-93. Screened out - no details
1T7jls@5504.99' available.
SN - 2-7/8" X 1.10'
Mud Anchor - 2-7/8" x 31.42'
Total stringlength - 5550.71' KB
SN Landed @5516.09' PERFORATIONRECORD

4080'-4086' (6') (2 SPF) YEU..OW2
4118'-4123' (5') (2 SPF) YELLOW3

SUCKER ROD RECORD 4746'-4750' (4') (2 SPF) RED5
------------ 5476'-5485' (9') (2 SPF) BLUE1
1 - 1-1/4" x 22' Polish Rod
2 - 3/4" x 6' Pony rods
219 - 3/4" x 25' Plain rods

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RHAC
w/ PA plunger <-SN Landed @5516.09' KB

Sl ROKE LENGTH: 86"
PUMP SPEED, SPM: 4-1/4 SPM

PUMPINGUNITSIZE:
PBTD@5634.31' KB
TD@5700'

BALCRONMONUMENTFEDERAL#2+12J BALCRONOIL
Jonah Unit/MonumentButte Field 7-12-94/ks

Lease No. U-035521-A
SE SW Section12, TSS, R16E WELLBOBEDIAGRAM
Duchesne County,Utah

Elev. GL@5495'
Elev. KB@5505' (10 ' KB)

SURFACE CASING

8-5/8", 24#, J-55
6 jts@ 271.28'
Landed @279' KB
Hole size 12-1/4"
Cementedw/ 150 sx Class G w/2%

CaCI & 1/4#lsx Celoflakes.Crculated
to surfacewith good retums. ACIDJOBS

4080'-4123' 12-22-93 with 500 gal 15% HCI
4746'-4750' 12-17-93 with 500 gal 15% HCIw/

PRODUCTIONCASING 16 ball sealem
---------- 279' KB -> 5476'-5485' 12-13-93: Dowell - No details available

5-1/2", 15.5#, K-55
129 jls@5676.22'
Landed @5685.22' KB FRACJOBS
Hole size 7-7/8" -------------- -------- ------ ------

Cementedw/ 204 sx G w/4% Thriftylite, 4080'-4123' 12-22-93 w/ 33085# 1&30 mesh sand
3% salt tailedw/215 sx 50/50 POZ in 21000 gal YF155 2% KCIwater
w/2% gel & 10% salt. 4746'-4750' 12-17-93 w/ 13978# 1&30 mesh sand

Unable todepict cement in 10374 gal YF155 2% KCIwater.
Screenedoutduring flush. ATR 15
BPM@2500 psi, max 3350 psi. ISIP

TUBING 2450 psi, 10 min - 1488 psi, 15
------------ min - 1484 psi.
2 7/8", 6.5#, J-55 5476'-5485' 12-14-93. Screened out - no details
1T7jls@5504.99' available.
SN - 2-7/8" X 1.10'
Mud Anchor - 2-7/8" x 31.42'
Total stringlength - 5550.71' KB
SN Landed @5516.09' PERFORATIONRECORD

4080'-4086' (6') (2 SPF) YEU..OW2
4118'-4123' (5') (2 SPF) YELLOW3

SUCKER ROD RECORD 4746'-4750' (4') (2 SPF) RED5
------------ 5476'-5485' (9') (2 SPF) BLUE1
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2 - 3/4" x 6' Pony rods
219 - 3/4" x 25' Plain rods
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Dwights Well Data system CD-ROM H# R-845762-0 Original

copyright 1991 Rocky Mountains Run Date: 17-Jan-92

State : Utah SL Merid 95 - 16E - 13 c nu nu

e-.ity: DUCHESNE Oper: PAN AMERICAN PETR CORP

Field : WILDCAT Compl: 06/25/1964 WD P&A

Well: USA PAN AMERICAN F- #1 Last Info: 05/22/1983
Ftg: 660 fnl 660 fwl
Oper Address: PO Box 569, Powell WY 82435
Obj: Permit #: 05/25/1964 API: 43-013-1082200

Elev: 5540RB Ì|C(O g
Spud: 06/03/1964
TD: 6000

Elev: 5540RB FORMATION TOPS (Type: L=Log S=Sample V=True Verticat)
(Source: H=Scout,T=Govt,S=Shell,G=USGS,N=NDGS)

Formation Depth Elev T/S Formation Depth Elev T/S
Green River 1458 4082 LT Garden Gulch T 5010 530 LT
Garden Gulch 3625 1915 LT Wasatch 5920 -380 LT
Garden Gulch K 4636 904 LT

<< State Records >>

Casing: 10 3/4 9 309 w/230
Core : #1 5030- 5086

Cut & rec 56
DST : #1 4740- 4768

op 5 si 30 op 90 si 60. IF op w/strg blo GTS/35 min. Rec
20 ft sli GCM. HP 2377-2377 FP 48-32 SIP 1268-1815

#2 5030- 5086
op
5 si 30 op 60 si 60. IF op w/vry wk blo; FF op w/very uk blo & died
/10 min Rec 5 ft 0. w/sli scum of 0. HP 2501-2501 FP 21-21 SIP 43-43

BHT 140 F
#3 3802- 3863
op 20 si 60 op 12 si 60. IF p w/vry wk blo; FF
op w/no blo incr to vry wk blo. HP 1904-1904 FP 265-319 SIP 1464-1345

Logs : IES GRS DM
Journl: Contractor: Exeter Confidential Field Resignated July, 1964
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BÆCAON OIL WEU. REPOM

WELLNAME: BALCRONFEDERAL#21-13Y DATE: 7-18-94/ks
FIELD: Monument Butte Field

FEDERALLEASE NO.: U-64805 API NO.: 43-01&31400
LOCATION: NE NW Sec.13,T9S,R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 0.50 NET REVENUE INT.: .415

PRODUCINGFORMATION: Green River
COMPLETIONDATE: 9-1&93 SPUD DATE: 8-13-93

INITIALPRODUCTION: 84 STBOPD, 126 MSCFPD, 7 STBWPD RIG RELEASEDATE: 8-22-93
OIIJOASPURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATUS: Producing OilWell BHT: 144 Deg.F
ELEVATIONS- GROUND: 5533' KB: 5543' (10' KB)

TOTALDEPTH: 5950' KB PLUGBACKTD: 5888' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
CSG SIZE: 8 5/8" CSGSIZE: 5 1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 bs. WEIGHT: 15.5 Us.
LENGTH: 6 jnts.@250.5' LENGTH: 139 jnts.@5,933.22'

DEPTH LANDED: 259' KB DEPTH LANDED: 5940.72' KB
HOLESIZE: 12 1/4" HOLEStZE: 7 7/8"

CEMENT DATA: 150 sxs Premium w/ 2% CaCI CEMENTDATA: 145 sxs Hilift+ Additives
& 1/4#/sx Flocele. Good 325 sxs Class 'G" + Additives
jobwith retums to surface. CEMENTTOP AT: 1040' from CBL

PERFORATIONRECORD
TUBINGRECORD ------------- -----

---------------------------- 4309-4325' (16') (2 SPF)
SIZE/GRADE/WT.: 2 7/8", J-55, 6.5 Us. 4751'-4765' (14') (2 SPF)

NO.OF JOINTS: 154 jnts.@4726'
TUBINGANCHOR: None

NO.OF JOINTS: NA BREAKDOWN
SEATINGNIPPLE: 2 7/8" x 1' ------------- ----- ------

PERF. SUB: 2 7/8" x 3' 4309'-4325' 5000 gal 2% KCIwater &75
MUDANCHOR: 2 7/8" x 31' ball sealers

TOTALSTRINGLENGTH: 4807 KB
SNLANDEDAT: 4771'KB

FRACJOBS

SUCKER ROD RECORD 4309'-4325' 9-1-93: By Westem w/33600#1630
--------------- sand. ATR 24.5 BPM@2050 psi, max
1 - 1 1/4" X 16' Polish Rod 2200 psi. ISIP 1800 psi, 10 - 1460
1 - 3/4" x 6' Pony psi, 15 - 1360 psi.
1 - 3/4" x 2' Pony 4751'-4765' 8-28-93: By Westem w/ 10818 gal
184 - 3/4" x 25' Plain Rods Vking I35# w/ 22600# 20-40 mesh
6 - 1" x 25' Rods w/2 1/2" Guides EL sand & 15380# 16 30 mesh sand. ATR

20 BPM@ 1900 psi, max 2350 psi.
PUMP SIZE: 2 1/2" x 1 1/2" x 16' ISIP 1850 psi, 10 - 1450 psi, 15 -

Ring Plunger 1420 psi.
STROKE LENGTH: 64" Siroke

PUMP SPEED, SPM: 9 SPM
PUMPINGUNITSIZE:

LOGS: Simullaneous Dual f.aterolog; CompensatedNeutron-
INDensity Log; Hydrocarbon/Lithology Log;
CementBond &Gamma-Ray &Collar
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BALCRONFEDERAL#21-13Y BALCRONOIL
Monument Butte Field 7-1&94/ks
Lease No. U-64805
NE NW Sec.13,T9S,R16E WELLBOREDIAGRAM
Duchesne County,Utah

Elev. GL @5533'
Elev. KB@5543' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @250.5'
Hole Size@ 12-1/4"
Depth Landed @259' KB
Cementedw/ 150 sx Premium w/ 2% CaCI BREAKDOWN

& 1/4#lsx Flocele with good retums. 259' KB ---> ------------- ------------- -----

Cementedto surface. 4309'-4325' 5000 gal 2% KCIwater &75
ball sealers

PRODUCTIONCASING FRACJOBS

5-1/2", 15.5#, K-55 4309'-4325' 9-1-93: By Westem w/ 33600# 16-30
Length @5933.22' sand. ATR 24.5 BPM@2050 psi, max
Depth Landed @5940.72' KB 2200 psi. ISIP 1800 psi, 10 - 1460
Cemented w/ 145 sx Hililtw/ additives psi, 15 - 1360 psi.
&325 sx ClassG w/ additives. TOC@ 1040' --> 4751'-4765' 8-28·93: By Westem w/ 10818 gal

TOC@ 1040' from CBL Vking i 35# w/ 22600# 20-40 mesh
sand & 15380# 1&GOmesh sand. ATR
20 BPM@1900 psi, max 2350 psi.
ISIP 1850 psi, 10 - 1450 psi, 15-

TUBING 1420 psi.

2-7/8", 6.5#, J-55
154 jnis@4726'
SN @2-7/8" x 1.0'
Perf. Sub @2-7/8" x 3.0'
MA@2-7/8" x 31.0'
Tola! SiringLength @4807' KB
SN Landed @4771' KB PERFORATIONRECORD

4309'-4325' (16') (2 SPF)
4751'-4765' (14') (2 SPF)

SUCKER ROD RECORD

1 - 1 1/4" x 16' Polish Rod
1 - 3/4" x 6' Pony
1 - 3/4" x 2' Pony
184 - 3/4" x 25' Plain Rods
6 - 1" x 25' Rods w/ 2-1/2" Guides EL <- SN @4T71' KB

PUMP SIZE: 2 1/2" x 1 1/2" x 16'
Ring Plunger

STROKE LENGTH: 64" Stroke
PUMP SPEED, SPM: 9 SPM PBTD@5888' KB

PUMPINGUNITSIZE: TD @5950'
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& 1/4#lsx Flocele with good retums. 259' KB ---> ------------- ------------- -----

Cementedto surface. 4309'-4325' 5000 gal 2% KCIwater &75
ball sealers

PRODUCTIONCASING FRACJOBS

5-1/2", 15.5#, K-55 4309'-4325' 9-1-93: By Westem w/ 33600# 16-30
Length @5933.22' sand. ATR 24.5 BPM@2050 psi, max
Depth Landed @5940.72' KB 2200 psi. ISIP 1800 psi, 10 - 1460
Cemented w/ 145 sx Hililtw/ additives psi, 15 - 1360 psi.
&325 sx ClassG w/ additives. TOC@ 1040' --> 4751'-4765' 8-28·93: By Westem w/ 10818 gal

TOC@ 1040' from CBL Vking i 35# w/ 22600# 20-40 mesh
sand & 15380# 1&GOmesh sand. ATR
20 BPM@1900 psi, max 2350 psi.
ISIP 1850 psi, 10 - 1450 psi, 15-

TUBING 1420 psi.

2-7/8", 6.5#, J-55
154 jnis@4726'
SN @2-7/8" x 1.0'
Perf. Sub @2-7/8" x 3.0'
MA@2-7/8" x 31.0'
Tola! SiringLength @4807' KB
SN Landed @4771' KB PERFORATIONRECORD

4309'-4325' (16') (2 SPF)
4751'-4765' (14') (2 SPF)

SUCKER ROD RECORD

1 - 1 1/4" x 16' Polish Rod
1 - 3/4" x 6' Pony
1 - 3/4" x 2' Pony
184 - 3/4" x 25' Plain Rods
6 - 1" x 25' Rods w/ 2-1/2" Guides EL <- SN @4T71' KB

PUMP SIZE: 2 1/2" x 1 1/2" x 16'
Ring Plunger

STROKE LENGTH: 64" Stroke
PUMP SPEED, SPM: 9 SPM PBTD@5888' KB

PUMPINGUNITSIZE: TD @5950'



BALCRONOlL WGli AEPORY

WELLNAME: GOATES FEDERAL#3-14 DATE: 6-30-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096547 API NO.: 43-013-15791
LOCATION: NW NWSec.14,T98,R16E

COUNTY)STATE: Duchesne County, Utah
WORKINGINTEREST: 1.00 NET REVENUEINT.: 0.825

PRODUCING FORMATION: Green River
COMPLETIONDATE: 9-17-82 (2-22-65 Original Hole) SPUD DATE: 8-25-82 (12-30-64 Original Hole)

INITIALPRODUCTION: 33 STBOPD, 15 MCFPD,0 STBWPD RIG RELEASEDATE: 9-17412 (1-19-65 Original Hole)
INTL.PROD. RECOMPL.: 12 STBOPD, 9 MCFPD, 2 STBWPD OILGRAVfTY: 30 API (Recompletion)

OIUGAS PURCHASER: Amoco}Universal BHT: 140 Deg F
PRESENT PROD STATUS: 3 STBOPD KB: 5606' (10' KB)
ELEVATIONS- GROUND: 5596' PLUG BACKTD: 5925' KB(5140' OriginalHole)

TOTALDEPTH: 5950' KB(5150' KBOriginal Hole)
PRODUCTIONCASING

SURFACE CASING ------------ RECOMPLETION
------------ STRING: 1 2

STRING: 1 SIZE: 5 1/2" 3 1/2"
SIZE: 9 54" GRADE: J-55 N-80

GRADE: J-55 WEIGHT: 1551bs 8.811bs
WEIGHT: 32.3 bs. LENGTH: 512T 874' (Top @ 5075')
LENGTH: 7 jls@213' DEPTH LANDED: 5140' KB 5949' KB

DEFTMLANDED: 226'KB HOLESIZE: 77/8" 43/4"
HOLE SIZE: 12 1/4" CEMENTDATA: 200 st 35 sx Class G

CEMENT DATA: 200 sx
CEMENTTOP AT: 5380' CBL

TUBINGRECORD
--------------- PERFORATIONRECORD

SIZE/GRADE/WT.: 2 3/8", 4.6 Ibs ------------ ----- ---------- ----------

NO. OF JOINTS: 161 jls.@ 4982' 4585' (1 Shot) 4585.5' (1 Shot) 4585.75' (1 Shot) RED1
TUBINGANCHOR: None 4722' (1 Shot) 47225' (1 Shot) RED5

NO. OF JOINTS: NA 4728' (1 Shot) 47285' (1 Shot) RED5
SEATING NIPPLE: 2 3/8" x 1.1' 4734' (1 Shot) 47345' (1 Shot) RED5

PERF. SUB: 2 3/8" x 3' 5056' (4 Shots) 50565' (4 Shots) GREEN5
MUDANCHOR: 23/8"x30'

TOTALSTRING LENGTH: 5026' KB RECOMPLETION:
SN l.ANDEDAT: 4996' KB 544T (1 SPF) BLUE1

6451' (i SPF) BLUE1
5453' (1 SPF) BLUE1

SUCKER ROD RECORD 5460' (1 SPF) BLUE1
------------ 546T (1 SPF) BLUE1
1 - 1/4"x 22' Polished Rod 5492' (1 SPF) BLUE2
199 - 3/4" x 25' Plain Rods 5494' (1 SPF) BLUE2

5496' (1 SPF) BLUE2
5498' (1 SPF) BLUE2
5505' (1 SPF) BLUE2
5828' (1 SPF) BLUE4

PUMP SIZE: 2 x 1 1/2"x 16' RWBC 8830' (1 SPF) BLUE4
STROKE LENGTH:

PUMP SPEED, SPM:
PUMPINGUNITSIZE: Cabot 114 (serviced 10-16-92) ACIDJOBS

Ajax Motor ----------- ------ -----

4585.75'-4722' KB 500 gals 15% mud acid.
5056'-5056.5' KB 250 gals 15% mud acid.

LOGS: Cement Bond Log, Compensated Formation
Density Log, Induction Resistivity Log, RECOMPLETION:
Mud Log. 544T-8890' KB 1500 gals 7.6% HCIacid & 18

balls, aaw good ball action.

FRACJOBS

4585.75'-4722' KB 1-30-65. 125 Bbis preflush, 11440 gal
Ashley Valleycrude w/ 12600# 20-40 sand,
2000 galoilw/100D#glass beads, 124 Bbis
oil@ 30 BPM@ 4200 psl.

5056'-5056.5' KB 1-29-65. 155 Bbis Ashley Valleycrude
preflush, 16300 gal crude w/ 16800# 20-40
mesh send, 4000 gal crude w/ 1000# glass
beads@ 28 BPM@ 3875 pel.

RECOMPLETION:
544T-8830' KB 9-12-82 wl Dowell.39364 gal YF4PSD fluid

w/554005 2(MO sand. Screened out pdor to
10-20 aand hitting perfs. ATR16 BPM @
3600 psi. ISIP 1850 psi, 15 - 1600 psi,
20 -1600

BALCRONOlL WGli AEPORY
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GOATES FEDERAL53-14 BALCRONOIL

Jonah Unil/MonumentButle Fleki S-30-94/ks

Lease No. U-096547
NW NW Sec. 14,T9S,R16E
Duchesne Co., U1ah

Elevs:GL @5596', KB@5606' (10 KB)

SURFAŒ CASING ACIDJOBS

9 5/8", 32.38, J-55 4585.75'-4722' KB 500 gals 15% mud acid.
7 jts@213' 5056'-5056.5' KB 250 gals 15% mud acid.

Landed @226' KB
Cemenied wf200 sx RECOlvPLETION
Hole Size @ 12 1/4" 5447'-5830 KB 1500 gals 7.5% HCI acid & 18

balls, saw good ball action.
226 KB->

PRODUCTIONCASING FRACJOBS

5 1/2*, 15.5#, J-55 4585.75'-4722' KB 1-30-65. 125 Bbis prettush, 11440 gal

171 jis.@5127' AshleyValleycrudew/126009 20-40 sand,
Landed @5140' KB 2000 gal oilw/1000tglass beads, 124 Bbis

Cemen1ed wf200sx oil@30 BPM@4200 psi.

Hole Size @7 7/8" 5056'-5056.5' KB 1-29-65. 155 Bbis Ashley Valley crude

3 1/2", 8.81#, N-80 Flush Joint pre11ush,16300 gal crudew/16800#20-40

28 jts.@874' meshsand,4000 gal crudewl 1000t glass

Landed @5949' KB beads @28 BPM @3875 psi.

Cemented w/35sxClass G RECOlvPLETION:
Hole Size @4 3/4" 5447'-6B30' KB 9-12-82 wl Dowell.39364 gal YF4PSD fluld

Cement Top @5380' from CBL wFa5400#2640 sand. Screened out prior to
10,20 sand hitting perts. ATR 16 BPM@

TUBING 3600 psL ISIP1850 psi.15-1800 pai,
------ -- ----- 20 -1600 psi.
2 3/8", 4.68, J 55
161 jts.@4982'
SN - 2 3/8" x 1.1' PERFORATIONRECORD

Pert Sub - 2 3/8" x 3' ------- -- --------- -------- ------ ------

Mud Anchor- 2 3/8" x 30 4585' (1 Shot) 4585.5' (1 Shot) 4585.75' (1 Shot) RED1

Total String Length - 5026' KB 4722'(1 Shot) 4722.5' (1 Shot) RED5

SN Landed At4996' KB 4728' (1 Shot) 4728.5' (1 Shot) RED5
SN Landed @4996' KB-> 4734' (1 Shot) 4734.5' (1 Shot) RED5

5056' (4 Shois) 5056.5' (4 Shois) GREENS

SUCKERRODRECORD 5075'KB-> RECOMPLETION:
------------- 5447' (1 SPF) BLUE1

1 -1/4" x 22' Polished Rod 5140' KB--> 5451° (1 SPF) BLUE1
199 - 3/4" x25' Plain Rods 5453' (1 SPF) BLUE1

5460' (1 SPF) BLUE1
TOC @5380' -> 5467' (1 SPF) BLUE1

PUMP SlZE: 2 x 1 1/2" x 16' RWBC 5492' (1 SPF) BLUE2

STROKE LENGTH: 5494' (1 SPF) BLUE2
PUMP SPEED, SPM: 5498' (1 SPF) BLUE2

PUMPING UNITSlZE: Cabot 114 (serviced10-16-92) 5498' (1 SPF) BLUE2
Ajax Molor 5503' (1 SPF) BLUE2

5828' (1 SPF) BLUE4
5830' (1 SPF) BLUE4

PBTD @5925 KB (Recompletion)
TD@5950' KB

GOATES FEDERAL53-14 BALCRONOIL

Jonah Unil/MonumentButle Fleki S-30-94/ks

Lease No. U-096547
NW NW Sec. 14,T9S,R16E
Duchesne Co., U1ah

Elevs:GL @5596', KB@5606' (10 KB)
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------ -- ----- 20 -1600 psi.
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TD@5950' KB



GALCRONOIL WEl.1.REPORT
l

WELLNAME:BALCRONMONUMENTFEDERAL#21-14J DATE:6-23-94 /ks
FIELD: Jonah Unit/MonumentButteField

FEDERALLEASE NO.: U-096547 API NO.: 43413-31421
LOCATION: NE NW Section14, T9S, R16E

COUNTY/STATE: DuchesneCounty,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: Oil-0.73831617

PRODUCINGFORMATION: Green River Gas -0.66359285

COMPLETIONDATE: 4-21-94 SPUD DATE: 2-9-94
INITIALPRODUCTION: 45 BO,0 MCFG,OBWPD RIGRELEASE DATE: 3-31-94
OIUGAS PURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATUS: Producing OilWell BHT: 138 Deg F
ELEVATIONS- GROUND: 5592' GL KB: 5602' (10' KB)

TOTALDEPTN: 5750' KB PLUG BACKTD: 5688' KB

SURFACECASING PRODUCTIONCASING

STRING: 1 STRING: 1
CSG SIZE: 8-5/8" CSGSIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 Ibs WEIGHT: 15.5 lbs
LENGTH: 6 jts@248.40' LENGTH: 5723.57

DEPTH LANDED: 256' KB DEPTH LANDED: 5732.57KB
HOLE SIZE: 12-1/4" HOLE SIZE: 7-7Æ"

CEMENT DATA 150 sacks "G'w)2% CCL& CEMENTDATA: 160 sacks Thrifty-Uteand
1/4 lb per sack Celoflakes. tailwf270 sacks 50-50 POZ.
Cementedtosurface. CEMENTTOP AT: 2075' KBper CBL

TUBINGRECORD

SIZE)GRADE/WT.: 2-7Æ",J-55, 6.5#
NO.OF JOINTS: 146 jts @4559.04'

TUBINGANCHOR: 2-7Æ"x 5-1/2" X2.35'
NO.OF JOINTS: 17 jts@525.68'

SEATINGNIPPLE: 2-7Æ"x 1.10' PERFORATIONRECORD
PERF. SUB: 2-7Æ"x 3.2' ------------- ------ -----

NO.OF JOINTS: 1 jt@30.32' 4608'-4612' KB (4 SPF) RED 1
TOTALTUBINGLENGTH: 5131.69'KB 5057-5068' KB (4 SPF) GREEN4

SN LANDEDAT: 5098.17 KB

SUCKER ROD RECORD

1 - 1-1/4"x 22' Polish Rod SM
1 - 3/4" x 4' Pony
2 - 3/4"x 8' Ponies
202 - 3/4" x 25' Plain Rods D-61

PUMP SIZE: 2-1/2"x1-1/2"x16' RWAC LOGS:AzimuthalLaterolog/MicroSFL;Compensated
w/ PA Plunger (#1047) Neutron/LithoDensity; Repeat Formation

STROKE ŒNGTH: 98" Tester; MultipleIsotope SpectroscopyLog;
PUMP SPEED, SPM: 4 SPM Mud Log; CementBond/GammaRay/CCL Lag;

PUMPINGUNITSIZE: LufkinLM-228D-213-86T MechanicalSidewallCoringTool (Corescut
S/NB129530A-52561 @2619', 4081', 4088', 4609', 4611', 4748',
Ajax engineCMA-E42 4827, 5062', 5107, 5241', 5474', 5519')
S/N77572
(2)400-BBINaicotanks
12'x 20' w/bumers
S/N's 76001509()1 &
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BALCRONMONUMENTFEDERAL#21-14J
Jonah Unit/Monument Butte Field
Lease No.U-096547
NE NWSection 14, T9S, R16E
Duchesne County,Utah
Page Two

ACID/BREAKDOWN

5057'-5068' KB - 4-5-94 by Western w/500 gals 15% HCLacid. ISIP 1000 psi.

4608'-4612' KB - 4-11-94 byWestern w/500 gals 15% HCIacid. ATP3200 psi,max 5000 psi.
ATR 4 BPM, max4 BPM. ISIP 1400 psi.

FRACJOB

5057'-5068' KB - 4-6-94 by Western& Protechnics w/16,000#20/40 mesh sand and 15,000#
16/30 mesh sand w/14,994 gals 2% KCLgelledwtr. ATP 3200 psi, max
3500 psi. ATR 24 BPM, max25 BPM. ISIP 2000 psi,5 min 1950 psi,
10 min1700 psi, 15 min1650 psi.

4608'-4612' KB - 4-11-94 by Western & Protechnics w/12,100# 16/30 mesh sand
w/8,852 gals 2% KCLgelledwtr. ATP 3900 psi,max4600 psi.
ATR25.1 BPM,max 25.6 BPM.ISIP1950 psi,5 min1580 psi.
10 min1520 psi, 15 min1310
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BALCRONMONUMENTFEDERAL#21-14J

Jonah Unit/Monument Butte Field BALCRONOIL

Lease No. U-096547 &23-94 /ks
NE NW Section14, T9S, R16E
Duchesne County,Utah WOIIboreDiagram

Elev. GL @5592'
Elev. KB@5602' (10' KB)

SURFACE CASING

8 5 8 ,
ACID/ BREAKDOWNJOB

Length @248.40' 256' KB ->
-------------

----------- -----

Landed @256' KB 5057'-5068' KB - 4-&94 by Westem w/500 gals
Cemented w/150 sacks'G" w/2% CCL & 15% HCL acid. ISIP 1000 psi.

1/4# per sack CelloRakes.
Cementedtosurface. 4608'-4612' KB - 4-11-94 by Western w/500 gals
Hole Size @ 12-1/4". 15% HCLacid.ATP 3200 psi,

max 5000 psi. ATR &max 4 BPM.
ISIP 1400 psi.

PRODUGTIONCASING
--------------- FRACJOB
5-1/2", 15.5#, K-55 ------------- ----------- ------

Length @ 5723.57'. 5057'-5068' KB - 4-6-94 BYWestem & Protechnics
Landed @5732.57' KB w/16,000# 20/40 mesh sand &
Cemented w/160 sacks Thifty-Lite& 15,000# 16/30 mesh sand w/
tailw/270 sacks 50-50 POZ. 14,994 gals 2% KCLgelled wtr.
Cementtop@2075' per CBL. ATP 3200 psi, max3500 psi.
Hole size 7-7/8". ATR24 BPM, max25 BPM. ISIP

2000 psi, 5 min1950 psi, 10 min
1700 psi, 15 min 1650 psi.

TUBINGRECORD TOC@2075'--> 4608'-4612' KB - 4-11-94 by Westem&Protechnics
-------------- w/12,100# 16/30 mesh sand w/
2-7/8", 6.5#, J-55 8.852 gals 2% KCLgelled wtr.

146 jts@4559.04' ATP 2900 psi, max4600 psi.
TA@2-7/8" x 5-1/2" x 2.35' ATR 25.1 BPM, max 25.6 BPM.
S.N.@ 2-7/8" x 1.10' (2.25" ID) ISIP 1950 psi, 5 min 1580 psi,

Perf Stb @2-7/8" X 3.20' 10 min 1520 psi, 15 min 1310 psi.
Tolal stringlength @5131.69'
SN landed @5098.17

PERFORATIONRECORD

RODSTRING 5057'-5068'KB (4SPF) GREEN4

1 - 1-1/4" x 22' Polish Rod SM <- SN @5098.17' KB

1 - 3/4" x 4' Pony
2 - 3/4" x 8' Ponies
202 - 3/4" x 25' Plain Rods D-61

Pump size@2-1/2"x1-1/2"x16' RWAC
w/PA plunger.

Strokelength @98", 4 SPM.

PBTD@5688' KB
TD@5750'
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BALCRONOIL WEI.LREPORT

WELLNAME: WALTONFEDERAL#2-14 DATE: 6-27-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43-013-15793
LOCATION: NW NE Sec.14,T9S,R16E

COUNTYlSTATE: Duchesne County,Utah
WORKINGINTEREST:1.00 NET REVENUEINT.: 0.825

PRODUCINGFORMATION: Green River
COMPLETIONDATE: 7/3/64 SPUDDATE: 5/23Æ4

INITIALPRODUCTION: 50 STROPD, 75 MCFPD RIGRELEASE DATE: 6/18Æ4
OIUGASPURCHASER: Amoco/Universal OILGRAVITY: 33 API

PRESENT PROD STATUS: 2 STBOPD, 7 MCFPD BHT Unknown
ELEVATIONS- GROUND: 5547 KB: 5558' (11' KB)

TOTALDEPTH: 5200' KB PLUGBACKTD: Unknown

SURFACECASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 9 5Æ" SIZE: 5 1/2"

GRADE: J-55 GRADE: J-55
WEIGHT: 32.2 lbs. WEIGHT: 15.5 lbs.
LENGTH: 7 jts.@221' LENGTH: 151 jis.@4846'

HOLE SIZE: 12 1/4" HOLESIZE: 7 7Æ"
DEPTH LANDED: 232' KB DEPTH I.ANDED: 4857 KB
CEMENT DATA 200 sx CEMENTDATA: 325 oft 10% salt

saturatedcement
CEMENTTOP AT: Unknown

TUBINGRECORD
------------------ PERFORATIONRECORD

SIZEIGRADE/WT.: 2 7Æ",J-55, 6.4 Ibs. ------------ ----- ------

NO.OF JOINTS: 151 jts.@4706' 4554' (1') (5 SPF) RED1
TUBINGANCHOR: None 4560' (1') (5 SPF) RED1

NO.OFJOINTS: NA 4724' (1') (5 SPF) RED5
SEATINGNIPPLE: 2 7Æ"x 1.1' 4735' (1') (5 SPF) RED5

PERF. SUB: 2 7Æ"X 3'
MUDANCHOR: 2 7Æ"x 30' PROPOSED PERFORAT10NS(4/94)

TOTALSTRINGLENGTH: 4751' KB ------ --

SN LANDEDAT: 4739' KB 5063'-5068' (5') (2 SPF) GREEN4

SUCKERROD RECORD
----------------- ACIDJOBS
1 - 1 1/4"x 22' Polished Rod ---------- ---- ----

189 - 3/4"x 25' Plain Rods 4554'-4560' KB 250 gal 15% MudAcid.
4724'-4735' KB 250 gal Mud Acid.

PUMP SIZE:
STROKE LENGTH: FRACJOBS

PUMP SPEED, SPM: ---------- ----- ----

PUMPINGUNITSIZE: Cabot 114 (Serviced10-16-92) 4554'-4560' KB 6-23-64 w/ 13700 galoilw/12600 lbs
20-40 mesh sand &8000 galcrudew/
4000 lbs 8-12 mesh glass beads & 125
Bbloil@25 BPM @4200 psi.

LOGS:CorrelationLog,CementBondLog
4724'-4735' KB 6-20-64 w/ 12600 gal Ashley Valley

code w/11500 lbs 20-40 mesh sand&
8000 galcode w/4000 lbs8-12 mesh
glass beads & 125 Bbloil@25 BPM @
4350
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saturatedcement
CEMENTTOP AT: Unknown

TUBINGRECORD
------------------ PERFORATIONRECORD

SIZEIGRADE/WT.: 2 7Æ",J-55, 6.4 Ibs. ------------ ----- ------

NO.OF JOINTS: 151 jts.@4706' 4554' (1') (5 SPF) RED1
TUBINGANCHOR: None 4560' (1') (5 SPF) RED1

NO.OFJOINTS: NA 4724' (1') (5 SPF) RED5
SEATINGNIPPLE: 2 7Æ"x 1.1' 4735' (1') (5 SPF) RED5

PERF. SUB: 2 7Æ"X 3'
MUDANCHOR: 2 7Æ"x 30' PROPOSED PERFORAT10NS(4/94)

TOTALSTRINGLENGTH: 4751' KB ------ --

SN LANDEDAT: 4739' KB 5063'-5068' (5') (2 SPF) GREEN4

SUCKERROD RECORD
----------------- ACIDJOBS
1 - 1 1/4"x 22' Polished Rod ---------- ---- ----

189 - 3/4"x 25' Plain Rods 4554'-4560' KB 250 gal 15% MudAcid.
4724'-4735' KB 250 gal Mud Acid.

PUMP SIZE:
STROKE LENGTH: FRACJOBS

PUMP SPEED, SPM: ---------- ----- ----

PUMPINGUNITSIZE: Cabot 114 (Serviced10-16-92) 4554'-4560' KB 6-23-64 w/ 13700 galoilw/12600 lbs
20-40 mesh sand &8000 galcrudew/
4000 lbs 8-12 mesh glass beads & 125
Bbloil@25 BPM @4200 psi.

LOGS:CorrelationLog,CementBondLog
4724'-4735' KB 6-20-64 w/ 12600 gal Ashley Valley

code w/11500 lbs 20-40 mesh sand&
8000 galcode w/4000 lbs8-12 mesh
glass beads & 125 Bbloil@25 BPM @
4350

BALCRONOIL WEI.LREPORT

WELLNAME: WALTONFEDERAL#2-14 DATE: 6-27-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 API NO.: 43-013-15793

LOCATION: NW NE Sec.14,T9S,R16E
COUNTYlSTATE: Duchesne County,Utah

WORKINGINTEREST:1.00 NET REVENUEINT.: 0.825
PRODUCINGFORMATION: Green River

COMPLETIONDATE: 7/3/64 SPUDDATE: 5/23Æ4
INITIALPRODUCTION: 50 STROPD, 75 MCFPD RIGRELEASE DATE: 6/18Æ4
OIUGASPURCHASER: Amoco/Universal OILGRAVITY: 33 API

PRESENT PROD STATUS: 2 STBOPD, 7 MCFPD BHT Unknown
ELEVATIONS- GROUND: 5547 KB: 5558' (11' KB)

TOTALDEPTH: 5200' KB PLUGBACKTD: Unknown

SURFACECASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 9 5Æ" SIZE: 5 1/2"

GRADE: J-55 GRADE: J-55
WEIGHT: 32.2 lbs. WEIGHT: 15.5 lbs.
LENGTH: 7 jts.@221' LENGTH: 151 jis.@4846'

HOLE SIZE: 12 1/4" HOLESIZE: 7 7Æ"
DEPTH LANDED: 232' KB DEPTH I.ANDED: 4857 KB
CEMENT DATA 200 sx CEMENTDATA: 325 oft 10% salt

saturatedcement
CEMENTTOP AT: Unknown

TUBINGRECORD
------------------ PERFORATIONRECORD

SIZEIGRADE/WT.: 2 7Æ",J-55, 6.4 Ibs. ------------ ----- ------

NO.OF JOINTS: 151 jts.@4706' 4554' (1') (5 SPF) RED1
TUBINGANCHOR: None 4560' (1') (5 SPF) RED1

NO.OFJOINTS: NA 4724' (1') (5 SPF) RED5
SEATINGNIPPLE: 2 7Æ"x 1.1' 4735' (1') (5 SPF) RED5

PERF. SUB: 2 7Æ"X 3'
MUDANCHOR: 2 7Æ"x 30' PROPOSED PERFORAT10NS(4/94)

TOTALSTRINGLENGTH: 4751' KB ------ --

SN LANDEDAT: 4739' KB 5063'-5068' (5') (2 SPF) GREEN4

SUCKERROD RECORD
----------------- ACIDJOBS
1 - 1 1/4"x 22' Polished Rod ---------- ---- ----

189 - 3/4"x 25' Plain Rods 4554'-4560' KB 250 gal 15% MudAcid.
4724'-4735' KB 250 gal Mud Acid.

PUMP SIZE:
STROKE LENGTH: FRACJOBS

PUMP SPEED, SPM: ---------- ----- ----

PUMPINGUNITSIZE: Cabot 114 (Serviced10-16-92) 4554'-4560' KB 6-23-64 w/ 13700 galoilw/12600 lbs
20-40 mesh sand &8000 galcrudew/
4000 lbs 8-12 mesh glass beads & 125
Bbloil@25 BPM @4200 psi.

LOGS:CorrelationLog,CementBondLog
4724'-4735' KB 6-20-64 w/ 12600 gal Ashley Valley

code w/11500 lbs 20-40 mesh sand&
8000 galcode w/4000 lbs8-12 mesh
glass beads & 125 Bbloil@25 BPM @
4350



WALTONFEDERAL#2-14 BALCRONOIL
Jonah Unit/MonumentButte Field 6-27-94/ks Î
Lease No. U-096550
NW NE Sec. 14,T9S,R16E Welbore Diagyam
Duchesne Co., Utah

Elev GL @5547
Elev KB@5558' (11' KB)

SURFACE CASING

9 5/8", 32.2#, J-55
7 jls.@221'
Landed @232' KB
Cementedw/ 200 sx

ACIDJOBS

4554'-4560' KB 250 gal 15% Mud Acid.
4724'-4735' KB 250 gal Mud Acid.

232' KB ->

PRODUCTIONCASING FRACJOBS

5 1/2", 15.5#, J-55 4554'-4560' KB 6-23-64 w/ 13700 gal oilw/12600 bs
151 jts.@4846' 20-40 mesh sand &8000 gal cmde w/
Landed @4857 KB 4000 Us 8-12 mesh glass beads & 125
Cementedwf325 cuit.10% salt Bbloil@25 BPM@4200 psi.

saturatedcement.
TOC Unknown 4724'-4735' KB 6-20-64 w/ 12600 gal Ashley Valley

crudew/11500 bs 20-40 mesh sand &
8000 gal crudew/ 4000 lbs 8-12 mesh

TUBINGRECORD glass beads & 125 Bbloil@25 BPM@
----------- nasopsi.
2 7/8", 6.4#, J-55
151 jts.@4706'
SN - 2 7/8" x 1.1'
Perf. Sth - 2 7/8" x 3' PERFORATIONRECORD
Mud Anchor - 2 7/8" x 30' ------- ------ ------

Total StringLength - 4751' KB 4554' (1) (5 SPF) RED1
SN Landed At4739' KB 4560' (1) (5 SPF) RED1

4724' (1) (5 SPF) RED5
4735' (1) (5 SPF) RED5

PROPOSED PERFORATIONS (4/94}
SUCKER ROD RECORD ------ ------ ------

------------ 5063'-5068' (5') (2 SPF) GREEN4
1 - 1 1/4" x 22' Polished Rod
189 - 3/4" x 25' Plain Rods

PUMP SIZE:
STROKE LENGTH:

PUMP SPEED, SPM:
PUMPINGUNITSIZE: Cabot 114 (Serviced10-16-92) <-SN Landed @4739' KB

WALTONFEDERAL#2-14 BALCRONOIL
Jonah Unit/MonumentButte Field 6-27-94/ks Î
Lease No. U-096550
NW NE Sec. 14,T9S,R16E Welbore Diagyam
Duchesne Co., Utah

Elev GL @5547
Elev KB@5558' (11' KB)

SURFACE CASING

9 5/8", 32.2#, J-55
7 jls.@221'
Landed @232' KB
Cementedw/ 200 sx

ACIDJOBS

4554'-4560' KB 250 gal 15% Mud Acid.
4724'-4735' KB 250 gal Mud Acid.

232' KB ->

PRODUCTIONCASING FRACJOBS

5 1/2", 15.5#, J-55 4554'-4560' KB 6-23-64 w/ 13700 gal oilw/12600 bs
151 jts.@4846' 20-40 mesh sand &8000 gal cmde w/
Landed @4857 KB 4000 Us 8-12 mesh glass beads & 125
Cementedwf325 cuit.10% salt Bbloil@25 BPM@4200 psi.

saturatedcement.
TOC Unknown 4724'-4735' KB 6-20-64 w/ 12600 gal Ashley Valley

crudew/11500 bs 20-40 mesh sand &
8000 gal crudew/ 4000 lbs 8-12 mesh

TUBINGRECORD glass beads & 125 Bbloil@25 BPM@
----------- nasopsi.
2 7/8", 6.4#, J-55
151 jts.@4706'
SN - 2 7/8" x 1.1'
Perf. Sth - 2 7/8" x 3' PERFORATIONRECORD
Mud Anchor - 2 7/8" x 30' ------- ------ ------

Total StringLength - 4751' KB 4554' (1) (5 SPF) RED1
SN Landed At4739' KB 4560' (1) (5 SPF) RED1

4724' (1) (5 SPF) RED5
4735' (1) (5 SPF) RED5

PROPOSED PERFORATIONS (4/94}
SUCKER ROD RECORD ------ ------ ------

------------ 5063'-5068' (5') (2 SPF) GREEN4
1 - 1 1/4" x 22' Polished Rod
189 - 3/4" x 25' Plain Rods

PUMP SIZE:
STROKE LENGTH:

PUMP SPEED, SPM:
PUMPINGUNITSIZE: Cabot 114 (Serviced10-16-92) <-SN Landed @4739' KB

WALTONFEDERAL#2-14 BALCRONOIL
Jonah Unit/MonumentButte Field 6-27-94/ks Î
Lease No. U-096550
NW NE Sec. 14,T9S,R16E Welbore Diagyam
Duchesne Co., Utah

Elev GL @5547
Elev KB@5558' (11' KB)

SURFACE CASING

9 5/8", 32.2#, J-55
7 jls.@221'
Landed @232' KB
Cementedw/ 200 sx

ACIDJOBS

4554'-4560' KB 250 gal 15% Mud Acid.
4724'-4735' KB 250 gal Mud Acid.

232' KB ->

PRODUCTIONCASING FRACJOBS

5 1/2", 15.5#, J-55 4554'-4560' KB 6-23-64 w/ 13700 gal oilw/12600 bs
151 jts.@4846' 20-40 mesh sand &8000 gal cmde w/
Landed @4857 KB 4000 Us 8-12 mesh glass beads & 125
Cementedwf325 cuit.10% salt Bbloil@25 BPM@4200 psi.

saturatedcement.
TOC Unknown 4724'-4735' KB 6-20-64 w/ 12600 gal Ashley Valley

crudew/11500 bs 20-40 mesh sand &
8000 gal crudew/ 4000 lbs 8-12 mesh

TUBINGRECORD glass beads & 125 Bbloil@25 BPM@
----------- nasopsi.
2 7/8", 6.4#, J-55
151 jts.@4706'
SN - 2 7/8" x 1.1'
Perf. Sth - 2 7/8" x 3' PERFORATIONRECORD
Mud Anchor - 2 7/8" x 30' ------- ------ ------

Total StringLength - 4751' KB 4554' (1) (5 SPF) RED1
SN Landed At4739' KB 4560' (1) (5 SPF) RED1

4724' (1) (5 SPF) RED5
4735' (1) (5 SPF) RED5

PROPOSED PERFORATIONS (4/94}
SUCKER ROD RECORD ------ ------ ------

------------ 5063'-5068' (5') (2 SPF) GREEN4
1 - 1 1/4" x 22' Polished Rod
189 - 3/4" x 25' Plain Rods

PUMP SIZE:
STROKE LENGTH:

PUMP SPEED, SPM:
PUMPINGUNITSIZE: Cabot 114 (Serviced10-16-92) <-SN Landed @4739' KB



BALCRONOIL WELLBEPORT

WELLNAME: BALCRONMONUMENTFEDERAL#41-14J DATE: 6-23-94 As
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 APINO.: 43-013-31408

LOCATION: NE NE Section 14, TSS, R16E
COUNTY/STATE: Duchesne County,Utah

WORKINGINTEREST: 0.805079506 NET REVENUE INT.: 0.73831617 Oil
PRODUCINGFORMATION: Green River 0.66359285Gas

COMPLETIONDATE: 1-7-94 SPUD DATE: 12-1-93

INrflALPRODUCTION: 20 STBOPD, 60 MSCFPD, 10 STBWPD RIGRELEASE DATE: 12-18-93

OILGASPURCHASER: Amooo OILGRAVffY: 34 API
PRESENT PROD STATUS: Producing OilWell BHT: 174 Deg.F
ELEVATIONS- GROUND: 5529' KB: 5539' (10' KB)

TOTALDEPTH: 5692' KB PLUG BACK TD: 5600.01' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8-5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24# WEIGHT: 15.5#
LENGTH: 6 jnts@271.04' LENGTH: 131 jnts@5637.81'

HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED: 279' KB DEFTH LANDED: 5646.81' KB
CEMENT DATA: 150 sxs Class "G"+ 2% CCL, CEMENTDATA 225 sxs Hilifttailedw/261

1/4#/sx Celoflake sxs Class "G"w/ additives.
CEMENTTOP AT: 1355' (Calculated)

TUBINGRECORD
----------------- PERFORATIONRECORD

SIZEIGRADE/WT.: 2-7/8", J-55, 6.5# 4724'-4730' (6') (2 SPF) RED 5
NO. OF JOINTS: 165 jnis.@5081' 4732'-473T (5') (2 SPF) RED 5

TUBINGANCHOR: None 5043'-5052' (9) (2 SPF) GREEN 4
NO. OF JOINTS: NA

SEATINGNIPPLE: 2-7/8" x 1.15' (2.25" ID)
PERF. SUB: 2-7/8" x 4.1'

MUDANCHOR: 2-7/8" x 29.48' w/NC ACIDJOB
TOTALSTRINGLENGTH: 5125.73' KB ------------- ------- ------

SN LANDEDAT: 5092.15' KB 5043'-5052' KB - 12-22-93 by Westem w/500
gals 15% HCL& 1764 gals

SUCKER ROD RECORD 2% KCLwtr. ATP 1550 psi,
---------------- max 1600 psi. ATR 4 BPM,
1 - 1-1/4" x 22' Polish Rod max 4 BPM. ISIP 1000 psi.
1 - 3/4" x 4' Pony
1 - 3/4" x 8' Pony 4724'-4737' KB - 12-28 93 byWestemw/500
202 - 3/4" x 25' Plain Rods gals 15% HCL&2100 gals

2% KCLwtr. ATP 2800 psi,
max 3950 psi. ATR 4 BPM,
max 4 BPM. ISIP 1400 psi.

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC
w/PA Plunger (Trico#1028) FRACJOB

STROKE LENGTH: 86" ------------- ----- -----

PUMP SPEED: 4 SPM 5043'-5052' KB - 12-23-93 by Westem w/12,500#
PUMPINGUNITSIZE: 20/40 mesh sand &6,500# 1&30

mesh sand in 500 gals 15% HCL &
LOGS: Dual Laterolog; Speciral Density Dual 8144 gais 2% KCLwtr. (Screened

Spaced Neutron Log;CementBond &Gamma-Ray out). ATP 2300 psi, max 3200 psi.
&Collar Log; Mud Log. ATR 19 BPM, max 20.1 BPM.

ISIP 2800 psi, 5 min 500 psi,
10 min 240 psi, 15 min 20 psi.

4724'-4737' KB - 12-28-93 by Westem w/27,500#
1630 mesh sand w/500 gals 15%
HCL& 14,860 gals 2% KCLwtr.
ATP 2100 psi, max 2800 psi.
ATR 19.5 BPM, max 20 BPM.
ISIP 2100 psi, 5 min 1600 psi,
10 min 1580 psi, 15 min 1560

BALCRONOIL WELLBEPORT

WELLNAME: BALCRONMONUMENTFEDERAL#41-14J DATE: 6-23-94 As
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 APINO.: 43-013-31408

LOCATION: NE NE Section 14, TSS, R16E
COUNTY/STATE: Duchesne County,Utah

WORKINGINTEREST: 0.805079506 NET REVENUE INT.: 0.73831617 Oil
PRODUCINGFORMATION: Green River 0.66359285Gas

COMPLETIONDATE: 1-7-94 SPUD DATE: 12-1-93

INrflALPRODUCTION: 20 STBOPD, 60 MSCFPD, 10 STBWPD RIGRELEASE DATE: 12-18-93

OILGASPURCHASER: Amooo OILGRAVffY: 34 API
PRESENT PROD STATUS: Producing OilWell BHT: 174 Deg.F
ELEVATIONS- GROUND: 5529' KB: 5539' (10' KB)

TOTALDEPTH: 5692' KB PLUG BACK TD: 5600.01' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8-5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24# WEIGHT: 15.5#
LENGTH: 6 jnts@271.04' LENGTH: 131 jnts@5637.81'

HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED: 279' KB DEFTH LANDED: 5646.81' KB
CEMENT DATA: 150 sxs Class "G"+ 2% CCL, CEMENTDATA 225 sxs Hilifttailedw/261

1/4#/sx Celoflake sxs Class "G"w/ additives.
CEMENTTOP AT: 1355' (Calculated)

TUBINGRECORD
----------------- PERFORATIONRECORD

SIZEIGRADE/WT.: 2-7/8", J-55, 6.5# 4724'-4730' (6') (2 SPF) RED 5
NO. OF JOINTS: 165 jnis.@5081' 4732'-473T (5') (2 SPF) RED 5

TUBINGANCHOR: None 5043'-5052' (9) (2 SPF) GREEN 4
NO. OF JOINTS: NA

SEATINGNIPPLE: 2-7/8" x 1.15' (2.25" ID)
PERF. SUB: 2-7/8" x 4.1'

MUDANCHOR: 2-7/8" x 29.48' w/NC ACIDJOB
TOTALSTRINGLENGTH: 5125.73' KB ------------- ------- ------

SN LANDEDAT: 5092.15' KB 5043'-5052' KB - 12-22-93 by Westem w/500
gals 15% HCL& 1764 gals

SUCKER ROD RECORD 2% KCLwtr. ATP 1550 psi,
---------------- max 1600 psi. ATR 4 BPM,
1 - 1-1/4" x 22' Polish Rod max 4 BPM. ISIP 1000 psi.
1 - 3/4" x 4' Pony
1 - 3/4" x 8' Pony 4724'-4737' KB - 12-28 93 byWestemw/500
202 - 3/4" x 25' Plain Rods gals 15% HCL&2100 gals

2% KCLwtr. ATP 2800 psi,
max 3950 psi. ATR 4 BPM,
max 4 BPM. ISIP 1400 psi.

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC
w/PA Plunger (Trico#1028) FRACJOB

STROKE LENGTH: 86" ------------- ----- -----

PUMP SPEED: 4 SPM 5043'-5052' KB - 12-23-93 by Westem w/12,500#
PUMPINGUNITSIZE: 20/40 mesh sand &6,500# 1&30

mesh sand in 500 gals 15% HCL &
LOGS: Dual Laterolog; Speciral Density Dual 8144 gais 2% KCLwtr. (Screened

Spaced Neutron Log;CementBond &Gamma-Ray out). ATP 2300 psi, max 3200 psi.
&Collar Log; Mud Log. ATR 19 BPM, max 20.1 BPM.

ISIP 2800 psi, 5 min 500 psi,
10 min 240 psi, 15 min 20 psi.

4724'-4737' KB - 12-28-93 by Westem w/27,500#
1630 mesh sand w/500 gals 15%
HCL& 14,860 gals 2% KCLwtr.
ATP 2100 psi, max 2800 psi.
ATR 19.5 BPM, max 20 BPM.
ISIP 2100 psi, 5 min 1600 psi,
10 min 1580 psi, 15 min 1560

BALCRONOIL WELLBEPORT

WELLNAME: BALCRONMONUMENTFEDERAL#41-14J DATE: 6-23-94 As
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-096550 APINO.: 43-013-31408

LOCATION: NE NE Section 14, TSS, R16E
COUNTY/STATE: Duchesne County,Utah

WORKINGINTEREST: 0.805079506 NET REVENUE INT.: 0.73831617 Oil
PRODUCINGFORMATION: Green River 0.66359285Gas

COMPLETIONDATE: 1-7-94 SPUD DATE: 12-1-93

INrflALPRODUCTION: 20 STBOPD, 60 MSCFPD, 10 STBWPD RIGRELEASE DATE: 12-18-93

OILGASPURCHASER: Amooo OILGRAVffY: 34 API
PRESENT PROD STATUS: Producing OilWell BHT: 174 Deg.F
ELEVATIONS- GROUND: 5529' KB: 5539' (10' KB)

TOTALDEPTH: 5692' KB PLUG BACK TD: 5600.01' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8-5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24# WEIGHT: 15.5#
LENGTH: 6 jnts@271.04' LENGTH: 131 jnts@5637.81'

HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED: 279' KB DEFTH LANDED: 5646.81' KB
CEMENT DATA: 150 sxs Class "G"+ 2% CCL, CEMENTDATA 225 sxs Hilifttailedw/261

1/4#/sx Celoflake sxs Class "G"w/ additives.
CEMENTTOP AT: 1355' (Calculated)

TUBINGRECORD
----------------- PERFORATIONRECORD

SIZEIGRADE/WT.: 2-7/8", J-55, 6.5# 4724'-4730' (6') (2 SPF) RED 5
NO. OF JOINTS: 165 jnis.@5081' 4732'-473T (5') (2 SPF) RED 5

TUBINGANCHOR: None 5043'-5052' (9) (2 SPF) GREEN 4
NO. OF JOINTS: NA

SEATINGNIPPLE: 2-7/8" x 1.15' (2.25" ID)
PERF. SUB: 2-7/8" x 4.1'

MUDANCHOR: 2-7/8" x 29.48' w/NC ACIDJOB
TOTALSTRINGLENGTH: 5125.73' KB ------------- ------- ------

SN LANDEDAT: 5092.15' KB 5043'-5052' KB - 12-22-93 by Westem w/500
gals 15% HCL& 1764 gals

SUCKER ROD RECORD 2% KCLwtr. ATP 1550 psi,
---------------- max 1600 psi. ATR 4 BPM,
1 - 1-1/4" x 22' Polish Rod max 4 BPM. ISIP 1000 psi.
1 - 3/4" x 4' Pony
1 - 3/4" x 8' Pony 4724'-4737' KB - 12-28 93 byWestemw/500
202 - 3/4" x 25' Plain Rods gals 15% HCL&2100 gals

2% KCLwtr. ATP 2800 psi,
max 3950 psi. ATR 4 BPM,
max 4 BPM. ISIP 1400 psi.

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC
w/PA Plunger (Trico#1028) FRACJOB

STROKE LENGTH: 86" ------------- ----- -----

PUMP SPEED: 4 SPM 5043'-5052' KB - 12-23-93 by Westem w/12,500#
PUMPINGUNITSIZE: 20/40 mesh sand &6,500# 1&30

mesh sand in 500 gals 15% HCL &
LOGS: Dual Laterolog; Speciral Density Dual 8144 gais 2% KCLwtr. (Screened

Spaced Neutron Log;CementBond &Gamma-Ray out). ATP 2300 psi, max 3200 psi.
&Collar Log; Mud Log. ATR 19 BPM, max 20.1 BPM.

ISIP 2800 psi, 5 min 500 psi,
10 min 240 psi, 15 min 20 psi.

4724'-4737' KB - 12-28-93 by Westem w/27,500#
1630 mesh sand w/500 gals 15%
HCL& 14,860 gals 2% KCLwtr.
ATP 2100 psi, max 2800 psi.
ATR 19.5 BPM, max 20 BPM.
ISIP 2100 psi, 5 min 1600 psi,
10 min 1580 psi, 15 min 1560



Balcron Monument Federal #41-14J BALCRONOIL
Jonah Unit/MonumentButte Field 6-23-94 /ks
Lease No. U-096550
NE NE Section 14, T9S, R16E WELLBOAEDIAGAAM
Duchesne County,Utah

Elev.Gr@5529'
Elev.KB@5539' (10' KB) ACIDJOBS

SURFACE CASING 5043'-5052' KB - 12-22-93 by Westem w/500 gals
------------- 279' KB -> 15% HCL& 1764 gals 2% KCLwtr.
8-5/8", 24#, J-55 ATP 1550 psi, max1600 psi.
Length @271.04' ATR 4 BPM, max 4 BPM.
Hole size@ 12-1/4" ISIP 1000 psi.
Depth landed @ 279' KB
Cemented w/150 sxs Class "G"w/ 4724'-473T KB - 12-22-93 by Westem w/500 gal

2% CCL, 1/4#/sx Celollake. 15% HCL&2100 gals 2% KCLwtr.
ATP 2800 psi, max 3950 psi.
ATR 4 BPM, max 4 BPM.

PRODUCTIONCASING ISIP 1400 psi.

5-1/2", 15.5#, K-55 FRACJOBS
Length @5637.81' -------------- ----------- ------

Holesize@7-7/8" TOC@ 1355' --> 5043'-5052' KB - 12-23-93 byWestem w/12,500#
Depth landed @5646.81' KB 20/40 mesh sand &6,500# 16/30
Cementedw/225 sxs Hilifttailed mesh sand in 500 gals 15% HCL &

w/ 261 sxs Class "G". 8144 gals 2% KCLwir. (Screened
TOC@1355' (Calculated) out).ATP 2300 psi, max 3200 psi.

ATR 19 BPM, max 20.1 BPM.
TUBING ISIP 2800 psi, 5 min 500 psi,
--------------- 10 min 240 psi, 15 min 20 psi.
2-7/8", 6.5 #, J-55
165 jnts@5081' 4724'-4737' KB - 12-28 93 by Westem w/27,500#
SN @2-7/8" x 1.15' (2.25" ID) . 16/30 mesh sand w/500 gals 15%
Perf.Sub2-7/8" x 4.1' HCL& 14,860 gais 2% KCLwir.
MA@2-7/8" x 29.48' w/NC ATP 2100 psi, max 2800 psi.
Total sbing length @5125.73' Avg Rate 19.5 BPM, max 20 BPM.
SN landed @5092.15' KB ISIP 2100 psi, 5 min 1600 psi,

10 min 1580 psi, 15 min 1560 psi.

ROD STRING PERFORATIONRECORD

1 - 1-1/4" x 22' Polish Rod 4724'-4730' (6') (2 SPF) RED 5
1 - 3/4" x 4' Pony 4732'-4737' (5') (2 SPF) RED5
1 - 3/4" x 8' Pony 5043'-5052' (9') (2 SPF) GREEN 4
202 - 3/4" x 25' Plain Rods

<- SN Landed @5092.15' KB
Pump size@2-1/2" x 1-1/2" x 16' RWAC
w/PA Plunger (Trico#1028)

Strokelength @86", 4 SPM

PBTD@5600.01' KB
TD@5692'

Balcron Monument Federal #41-14J BALCRONOIL
Jonah Unit/MonumentButte Field 6-23-94 /ks
Lease No. U-096550
NE NE Section 14, T9S, R16E WELLBOAEDIAGAAM
Duchesne County,Utah

Elev.Gr@5529'
Elev.KB@5539' (10' KB) ACIDJOBS

SURFACE CASING 5043'-5052' KB - 12-22-93 by Westem w/500 gals
------------- 279' KB -> 15% HCL& 1764 gals 2% KCLwtr.
8-5/8", 24#, J-55 ATP 1550 psi, max1600 psi.
Length @271.04' ATR 4 BPM, max 4 BPM.
Hole size@ 12-1/4" ISIP 1000 psi.
Depth landed @ 279' KB
Cemented w/150 sxs Class "G"w/ 4724'-473T KB - 12-22-93 by Westem w/500 gal

2% CCL, 1/4#/sx Celollake. 15% HCL&2100 gals 2% KCLwtr.
ATP 2800 psi, max 3950 psi.
ATR 4 BPM, max 4 BPM.

PRODUCTIONCASING ISIP 1400 psi.

5-1/2", 15.5#, K-55 FRACJOBS
Length @5637.81' -------------- ----------- ------

Holesize@7-7/8" TOC@ 1355' --> 5043'-5052' KB - 12-23-93 byWestem w/12,500#
Depth landed @5646.81' KB 20/40 mesh sand &6,500# 16/30
Cementedw/225 sxs Hilifttailed mesh sand in 500 gals 15% HCL &

w/ 261 sxs Class "G". 8144 gals 2% KCLwir. (Screened
TOC@1355' (Calculated) out).ATP 2300 psi, max 3200 psi.

ATR 19 BPM, max 20.1 BPM.
TUBING ISIP 2800 psi, 5 min 500 psi,
--------------- 10 min 240 psi, 15 min 20 psi.
2-7/8", 6.5 #, J-55
165 jnts@5081' 4724'-4737' KB - 12-28 93 by Westem w/27,500#
SN @2-7/8" x 1.15' (2.25" ID) . 16/30 mesh sand w/500 gals 15%
Perf.Sub2-7/8" x 4.1' HCL& 14,860 gais 2% KCLwir.
MA@2-7/8" x 29.48' w/NC ATP 2100 psi, max 2800 psi.
Total sbing length @5125.73' Avg Rate 19.5 BPM, max 20 BPM.
SN landed @5092.15' KB ISIP 2100 psi, 5 min 1600 psi,

10 min 1580 psi, 15 min 1560 psi.
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ATR 4 BPM, max 4 BPM.
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Cementedw/225 sxs Hilifttailed mesh sand in 500 gals 15% HCL &
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Perf.Sub2-7/8" x 4.1' HCL& 14,860 gais 2% KCLwir.
MA@2-7/8" x 29.48' w/NC ATP 2100 psi, max 2800 psi.
Total sbing length @5125.73' Avg Rate 19.5 BPM, max 20 BPM.
SN landed @5092.15' KB ISIP 2100 psi, 5 min 1600 psi,
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1 - 3/4" x 8' Pony 5043'-5052' (9') (2 SPF) GREEN 4
202 - 3/4" x 25' Plain Rods

<- SN Landed @5092.15' KB
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BALCRONOlL WEf.LREPORT Ì

WEU. NAME: BALCRONMONUMENTFEDERAL#21-15J DATE: 5-2-94/jr
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-017985 API NO.: 43-013-31422

LOCATION: NE NWSection15, T9S, R16E
COUWY/STATE: Duchesne County,Utah

WORKINGINTEREST: 0.805079506 NETREVENUEIMT.: 0.73831617Oil
PRODUCINGFORMATION: Green River 0.66359285 Gas

COMPLETIONDATE: Dry Hole SPUD DATE: 2-7-94

INfT1ALPRODUCTION: Dry Hole
OIUGASPURCHASER: N/A OlLGRAVfTY: N/A

PRESENTPROD STATUS: D&A BHT: N/A
ELEVATIONS- GROUND: 5737.2' KB: 5747.2' (10' KB)

TOTALDEPTH: 5800' KB PLUGBACKTD: Surface

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1

SIZE: 8-5/8" SIZE: N/A
GRADE: J-55 GRADE:

WEIGHT:24 # WEIGKf:
LENGTH: 249.4'

HOLESIZE: 12-1/4"
DEPTHLANDED:257' KB
CEMENT DATA: 150 sxs Class "G"w)2% PLUGGINGPROCEDURE

CaCI & 1/4#/sx Celloflake. -----------------

Plug #1: 5385' - 5185' KB
Cementedw/96sxs 'G" w/2% CaCI

TUBINGRECORD & 1/4#lsx Celloseal.

N/A Plug #2: 2926' - 2576' KB
NO.OF JOINTS: Cementedw/150 sxs 'G" w)2% CaCI

TUBINGANCHOR: & 1/4#lsx Celloseal.
NO.OFJOINTS:

SEATINGNIPPLE: Plug #3: 1526' - 1426' KB
PERF.SUB: Cementedw/68 sxs Class 'G"w/1%CaCI

MUDANCHOR: & 1/4#lsx Celloseal.
TOTALSTRINGLENGTH:

SN LANDEDAT: Plug#4: 311' - 211' KB
Cementedw/46 sxs Class 'G"w/2% CaCI

SUCKER ROD RECORD & 1/4#lsx Celloseal.

Plug #5: Surfaceto50' KB
Cementedw/41 sxs Class 'G" Plus
1/4#lsx Celloseal.

PUMP SIZE: N/A
STROKE LENGTH:

PUMPSPEED,SPM:
PUMPINGUNITSIZE:

LOGS:Uthology Log; Phasor InductionGamma Ray Log;
Compensated Neutron LithoDensity Gamma

BALCRONOlL WEf.LREPORT Ì
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BALCRONMONUMENTFEDERAL#21-15J BALCRONOIL
Jonah Unit/Monument Butte Field 6-30-94/ks

Lease No. U-017985
NE NW Section15. T9S, R16E WEilBORE DIAGRAM
Duchesne County,Utah

Elev:GL@5737.2', KB@5747.2' (10' KB)

SURFACE CASING <-- Plug #5:50' KBio Surface

7 jnts@249.4'
Landed @257 KB
Cementedw/150 sxs Class "G"w)2% 257' KB-->

<-- Plug #4: 311' io 211' KB
CaCI & 1/4/sx Cellonake.
3 BBLScirculatedback topit.

Cementedtosurface.
Hole size @ 12-1/4"

PLUGGINGPROCEDURE

ug 18 KB
Cementedw/96 sxs "G"w/2% CaCI <-- Plug#3: 1526' to 1426' KB
& 1/4#/sx Celloseal.

Plug #2: 2926' - 2576' KB
Cementedw/150 sxs "G"w/2% CaCI
& 1/4#lsx Celloseal.
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Cementedw/46 sxs Class "G"w/2% CaCI <-- Plug #2: 2926' to2576' KB
& 1/4#lsx Celloseal.
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Cementedw/41 sxs Class "G"Plus
1/4#lsx Celloseal.

<-- Plug#1: 5385' to 5185' KB

TD@5800'
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TD@5800'



i i WELLRËPORT

WELLNAME: CASTI.E PEAKFEDERAL#31-15 DATE: 6-2 94/ks
FIELD: Jonah Unil/Monument Butte Field

FEDERALLEASE NO.: U-017985 API NO.: 43-013-30613
LOCATION: NW NE Sec.15,T9S,R16E

COUNTY)STATE: Duchesne County,Utah
WORKINGINTEREST: 1.00 NET REVENUEINT.: 0.825

PRODUCINGFORMATION: Green River
COMPLETIONDATE: 12f30/81 SPUD DATE: 10/26/81

INITIALPRODUCTION: 80 SIBOPD, 28 MCFPD, 10STBWPD RIGRELEASE DATE: 12/4/81
OILGASPURCHASER: Amoco/Universal OILGRAVITY 30 API

PRESENT PROD STATUS: 4 STBOPD, 32 MCFPD BHT: 129 Deg.F
ELEVATIONS- GROUND: 5743' KB: 5754' (11' KB)

TOTALDEPTH: 5800' KB PLUG BACKTD: 5755' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: K-55 GRADE: K-55
WEIGHT: 24# WEIGHT: 15.5#
LENGTH: 6 jts@ 235.55' LENGTH: 133 jls@5789'

HOLESIZE: 12 1/4" DEPTH LANDED: 5800' KB
DEPTH LANDED: 252' KB HOLESIZE: 7 7/8"
CEMENTDATA: 200 sx Class H W/2% CaCI & CEMENTDATA: Two stage jobthruDV tool@3392'.

1/4#/sx Flocele. Cementedto Stage 1: 415 sx Class H w/ 2% CaCI
surface. & 1/4#/sx Flocele. Stage 2: 330 sx

TUBINGRECORD Class H w/ 8% CaCI & 1/4#/sx Flocele
----------------- CEMENTTOP AT: 960' from CBL

SIZE/GRADE/WT.: 2 3/8", J-55, 4.6 bs
NO. OF JOINTS: 178 jts.@5518'

TUBINGANCHOR: None PERFORATIONRECORD
NO.OF JOINTS NA ------------- ------ -------

SEATINGNIPPLE: 2 3/8" x 1.1' 4991'-4999' (8') (1 SPF) GREEN1
PERF. SUB: 2 3/8" x 3' 5111'-5134' (23') (1 SPF) GREEN3

MUDANCHOR: 2 3/8" x 30' 5307-5330' (23') (2 SPF) GREENB
TOTALSTRING LENGTE: 5563' KB 5551'-5592' (41') (1 SPF) BLUE1

SN LANDEDAT: 5530' KB 5610'-5632' (22') (1 SPF) BLUE2

SUCKER ROD RECORD PROPOSED PERFORAT10NS(4/94)

1 - 1 1/4" x 16' Polish Rod 4830'-4842' (3') (2 SPF) REDB
1 - 2' x 3/4" Pony 4850'-4853' (3') (2 SPF) RED5
1 - 6' x 3/4" Pony
220 - 3/4" x 25' Rods ACIDJOBS

4991'-5134' KB 2800 gal 15% WFG1 Acid.
5307-5330' KB 1950 gal 15% WFC-1Acid.

PUMP SIZE: 2" x 1 1/4" x 16' RHAC 5551'-5632' KB 3906 gal 15% WFC-1 Acid.
STROKE LENGTN:

PUMP SPEED, SPM: FRACJOBS
PUMPINGUNfTSIZE: Bethlehem 160 (serviced10-6-92) ---------------------- ------ -------

Ajax Engine 4991'-5134' KB 12-22-81 w/Westem. 31150 gal Polaris 30
w/25000# 20-40 sand &36000# 10-20 sand.
ATR 30 BPM @ 1900 psi, max 4450 psi. ISIP

LOGS:CementBond Log, Dual Induction-SFL, @ 1600 psi, 15 - 1000 psi, 20 - 900 psi.
SchlumbergerCyberlook,Compensated
Neutron-Formation Density, Borehole 5307-5330' KB 12-20-81 w/Western. 15000 gal Polaris 30
CompensatedSonicLog, Mud Log. w/18000# 20-40 sand &27000# 10-20 sand.

ATR 20 BPM@2000 psi, max2400 psi. ISIP
@2100 psi, 15 - 1800 psi, 30 - 1600

i i WELLRËPORT
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@2100 psi, 15 - 1800 psi, 30 - 1600

i i WELLRËPORT

WELLNAME: CASTI.E PEAKFEDERAL#31-15 DATE: 6-2 94/ks
FIELD: Jonah Unil/Monument Butte Field

FEDERALLEASE NO.: U-017985 API NO.: 43-013-30613
LOCATION: NW NE Sec.15,T9S,R16E

COUNTY)STATE: Duchesne County,Utah
WORKINGINTEREST: 1.00 NET REVENUEINT.: 0.825

PRODUCINGFORMATION: Green River
COMPLETIONDATE: 12f30/81 SPUD DATE: 10/26/81

INITIALPRODUCTION: 80 SIBOPD, 28 MCFPD, 10STBWPD RIGRELEASE DATE: 12/4/81
OILGASPURCHASER: Amoco/Universal OILGRAVITY 30 API

PRESENT PROD STATUS: 4 STBOPD, 32 MCFPD BHT: 129 Deg.F
ELEVATIONS- GROUND: 5743' KB: 5754' (11' KB)

TOTALDEPTH: 5800' KB PLUG BACKTD: 5755' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: K-55 GRADE: K-55
WEIGHT: 24# WEIGHT: 15.5#
LENGTH: 6 jts@ 235.55' LENGTH: 133 jls@5789'

HOLESIZE: 12 1/4" DEPTH LANDED: 5800' KB
DEPTH LANDED: 252' KB HOLESIZE: 7 7/8"
CEMENTDATA: 200 sx Class H W/2% CaCI & CEMENTDATA: Two stage jobthruDV tool@3392'.

1/4#/sx Flocele. Cementedto Stage 1: 415 sx Class H w/ 2% CaCI
surface. & 1/4#/sx Flocele. Stage 2: 330 sx

TUBINGRECORD Class H w/ 8% CaCI & 1/4#/sx Flocele
----------------- CEMENTTOP AT: 960' from CBL

SIZE/GRADE/WT.: 2 3/8", J-55, 4.6 bs
NO. OF JOINTS: 178 jts.@5518'

TUBINGANCHOR: None PERFORATIONRECORD
NO.OF JOINTS NA ------------- ------ -------

SEATINGNIPPLE: 2 3/8" x 1.1' 4991'-4999' (8') (1 SPF) GREEN1
PERF. SUB: 2 3/8" x 3' 5111'-5134' (23') (1 SPF) GREEN3

MUDANCHOR: 2 3/8" x 30' 5307-5330' (23') (2 SPF) GREENB
TOTALSTRING LENGTE: 5563' KB 5551'-5592' (41') (1 SPF) BLUE1

SN LANDEDAT: 5530' KB 5610'-5632' (22') (1 SPF) BLUE2

SUCKER ROD RECORD PROPOSED PERFORAT10NS(4/94)

1 - 1 1/4" x 16' Polish Rod 4830'-4842' (3') (2 SPF) REDB
1 - 2' x 3/4" Pony 4850'-4853' (3') (2 SPF) RED5
1 - 6' x 3/4" Pony
220 - 3/4" x 25' Rods ACIDJOBS

4991'-5134' KB 2800 gal 15% WFG1 Acid.
5307-5330' KB 1950 gal 15% WFC-1Acid.

PUMP SIZE: 2" x 1 1/4" x 16' RHAC 5551'-5632' KB 3906 gal 15% WFC-1 Acid.
STROKE LENGTN:

PUMP SPEED, SPM: FRACJOBS
PUMPINGUNfTSIZE: Bethlehem 160 (serviced10-6-92) ---------------------- ------ -------

Ajax Engine 4991'-5134' KB 12-22-81 w/Westem. 31150 gal Polaris 30
w/25000# 20-40 sand &36000# 10-20 sand.
ATR 30 BPM @ 1900 psi, max 4450 psi. ISIP

LOGS:CementBond Log, Dual Induction-SFL, @ 1600 psi, 15 - 1000 psi, 20 - 900 psi.
SchlumbergerCyberlook,Compensated
Neutron-Formation Density, Borehole 5307-5330' KB 12-20-81 w/Western. 15000 gal Polaris 30
CompensatedSonicLog, Mud Log. w/18000# 20-40 sand &27000# 10-20 sand.

ATR 20 BPM@2000 psi, max2400 psi. ISIP
@2100 psi, 15 - 1800 psi, 30 - 1600



CASI1.E PEAKFEDERAL#31-15 BALCRONOIL
Jonah Unit/Monument Butte Field 6-29-94/ks
Lease No. 017985
NW NE Sec. 15,T9S,R16E Welbore Diagem
Duchesne Co., Utah

ElevGL @5743'
Elev KB@5754' (11' KB)

SURFACE CASING

, 24 , 5 ACIDJOBS
6 jts@ 235.55' --------------- --------- ------

Landed @252' KB 4991'-5134' KB 2800 gal 15% WFC-1Acid.
Hole Size @ 12 1/4" 5307-5330' KB 1950 gal 15% WFC-1Acid.
Cementedw/200 sx Class H 252' KB -> 5551'-5632' KB 3906 gal 15% WFC-1Acid.
w/ 2% CaCI & 1/4#/sx
Flocele. Cementedto
surface. FRACJOBS

4991'-5134' KB 12-22-81 w/Westem. 31150 gal Polaris 30
PRODUCTIONCASING w/25000#20-40 sand &36000# 10-20 sand.
------------- TOC @960' -> ATR30 BPM@ 1900 psi, max 4450 psi. ISIP
5 1/2", 15.5#, K-55 @ 1600 psi, 15 - 1000 psi, 20 -900 psi.
133 jls@5789'
Landed @ 5800' KB 5307'-5330' KB 12-20-81 w/Westem. 15000 gal Polaris 30
Hole Size@7 7/8" w/18000#20-40 sand &27000# 10-20 sand.
Cementedvia twostage jobthruDVtool ATR20 BPM@2000 psi, max 2400 psi. ISIP
@3392'. Stage 1: 415 sx Class H w/ @2100 psi, 15 - 1800 psi, 30 - 1600 psi.
2% CaCI & 1/4#/sx Flocele. Stage 2:
330 sx Class H w/ 8% CaCI & 1/4#/sx 5551'-5632' KB 12-19-81 w/Westem. 42500 gal Polaris 30
Flocele. w/51000# 20-40 sand &59500# 10-20 sand.

TOC@960' from CBL ATR35 BPM@ 1800 psi, max 2400 psi. ISIP
@ 1600 psi, 15 - 1600 psi, 30 - 1600 psi.

TUBING
----------------- PERFORATIONRECORD
2 3/8", 4.6#, J-55 ------- ------ ------ ------

178 jts.@5518' 4991'-4999' (8') (1 SPF) GREEN1
SN - 2 3/8" x 1.1' 5111'-5134' (23') (1 SPF) GREEN3
Perf. SLb - 2 3/8" x 3' 5307-5330' (23') (2 SPF) GREEN6
Mud Anchar - 2 3/8" x 30' 5551'-5592' (41') (1 SPF) BLUE1
Total StringLength - 5563' KB 5610'-5632' (22') (1 SPF) BLUE2
SN Landed @5530' KB

PROPOSED PERFORATIONS (4/94)

SUCKER ROD RECORD 4839'-4842' (3') (2 SPF) RED5
-------------- 4850'-4853' (3') (2 SPF) REDB
1 - 1 1/4" x 16' Polish Rod
1 - 2' x 3/4" Pony <- SN Landed @5530' KB
1 - 6' x 3/4" Pony
220 - 3/4" x 25' Rods

PUMP SIZE: 2" x 1 1/4" x 16' RHAC
STROCK LENGTH:

PUMP SPEED, SPM:
PUMPINGUNfTSIZE: Bethlehem 160 (serviced10-&92) PBTD@5755' KB

Ajax Engine TD @5800'

CASI1.E PEAKFEDERAL#31-15 BALCRONOIL
Jonah Unit/Monument Butte Field 6-29-94/ks

Lease No. 017985
NW NE Sec. 15,T9S,R16E Welbore Diagem
Duchesne Co., Utah

ElevGL @5743'
Elev KB@5754' (11' KB)

SURFACE CASING

, 24 , 5 ACIDJOBS
6 jts@ 235.55' --------------- --------- ------

Landed @252' KB 4991'-5134' KB 2800 gal 15% WFC-1Acid.
Hole Size @ 12 1/4" 5307-5330' KB 1950 gal 15% WFC-1Acid.
Cementedw/200 sx Class H 252' KB -> 5551'-5632' KB 3906 gal 15% WFC-1Acid.
w/ 2% CaCI & 1/4#/sx
Flocele. Cementedto
surface. FRACJOBS

4991'-5134' KB 12-22-81 w/Westem. 31150 gal Polaris 30
PRODUCTIONCASING w/25000#20-40 sand &36000# 10-20 sand.
------------- TOC @960' -> ATR30 BPM@ 1900 psi, max 4450 psi. ISIP
5 1/2", 15.5#, K-55 @ 1600 psi, 15 - 1000 psi, 20 -900 psi.
133 jls@5789'
Landed @ 5800' KB 5307'-5330' KB 12-20-81 w/Westem. 15000 gal Polaris 30
Hole Size@7 7/8" w/18000#20-40 sand &27000# 10-20 sand.
Cementedvia twostage jobthruDVtool ATR20 BPM@2000 psi, max 2400 psi. ISIP
@3392'. Stage 1: 415 sx Class H w/ @2100 psi, 15 - 1800 psi, 30 - 1600 psi.
2% CaCI & 1/4#/sx Flocele. Stage 2:
330 sx Class H w/ 8% CaCI & 1/4#/sx 5551'-5632' KB 12-19-81 w/Westem. 42500 gal Polaris 30
Flocele. w/51000# 20-40 sand &59500# 10-20 sand.

TOC@960' from CBL ATR35 BPM@ 1800 psi, max 2400 psi. ISIP
@ 1600 psi, 15 - 1600 psi, 30 - 1600 psi.

TUBING
----------------- PERFORATIONRECORD
2 3/8", 4.6#, J-55 ------- ------ ------ ------

178 jts.@5518' 4991'-4999' (8') (1 SPF) GREEN1
SN - 2 3/8" x 1.1' 5111'-5134' (23') (1 SPF) GREEN3
Perf. SLb - 2 3/8" x 3' 5307-5330' (23') (2 SPF) GREEN6
Mud Anchar - 2 3/8" x 30' 5551'-5592' (41') (1 SPF) BLUE1
Total StringLength - 5563' KB 5610'-5632' (22') (1 SPF) BLUE2
SN Landed @5530' KB

PROPOSED PERFORATIONS (4/94)

SUCKER ROD RECORD 4839'-4842' (3') (2 SPF) RED5
-------------- 4850'-4853' (3') (2 SPF) REDB
1 - 1 1/4" x 16' Polish Rod
1 - 2' x 3/4" Pony <- SN Landed @5530' KB
1 - 6' x 3/4" Pony
220 - 3/4" x 25' Rods

PUMP SIZE: 2" x 1 1/4" x 16' RHAC
STROCK LENGTH:

PUMP SPEED, SPM:
PUMPINGUNfTSIZE: Bethlehem 160 (serviced10-&92) PBTD@5755' KB

Ajax Engine TD @5800'

CASI1.E PEAKFEDERAL#31-15 BALCRONOIL
Jonah Unit/Monument Butte Field 6-29-94/ks

Lease No. 017985
NW NE Sec. 15,T9S,R16E Welbore Diagem
Duchesne Co., Utah

ElevGL @5743'
Elev KB@5754' (11' KB)

SURFACE CASING

, 24 , 5 ACIDJOBS
6 jts@ 235.55' --------------- --------- ------

Landed @252' KB 4991'-5134' KB 2800 gal 15% WFC-1Acid.
Hole Size @ 12 1/4" 5307-5330' KB 1950 gal 15% WFC-1Acid.
Cementedw/200 sx Class H 252' KB -> 5551'-5632' KB 3906 gal 15% WFC-1Acid.
w/ 2% CaCI & 1/4#/sx
Flocele. Cementedto
surface. FRACJOBS

4991'-5134' KB 12-22-81 w/Westem. 31150 gal Polaris 30
PRODUCTIONCASING w/25000#20-40 sand &36000# 10-20 sand.
------------- TOC @960' -> ATR30 BPM@ 1900 psi, max 4450 psi. ISIP
5 1/2", 15.5#, K-55 @ 1600 psi, 15 - 1000 psi, 20 -900 psi.
133 jls@5789'
Landed @ 5800' KB 5307'-5330' KB 12-20-81 w/Westem. 15000 gal Polaris 30
Hole Size@7 7/8" w/18000#20-40 sand &27000# 10-20 sand.
Cementedvia twostage jobthruDVtool ATR20 BPM@2000 psi, max 2400 psi. ISIP
@3392'. Stage 1: 415 sx Class H w/ @2100 psi, 15 - 1800 psi, 30 - 1600 psi.
2% CaCI & 1/4#/sx Flocele. Stage 2:
330 sx Class H w/ 8% CaCI & 1/4#/sx 5551'-5632' KB 12-19-81 w/Westem. 42500 gal Polaris 30
Flocele. w/51000# 20-40 sand &59500# 10-20 sand.

TOC@960' from CBL ATR35 BPM@ 1800 psi, max 2400 psi. ISIP
@ 1600 psi, 15 - 1600 psi, 30 - 1600 psi.

TUBING
----------------- PERFORATIONRECORD
2 3/8", 4.6#, J-55 ------- ------ ------ ------

178 jts.@5518' 4991'-4999' (8') (1 SPF) GREEN1
SN - 2 3/8" x 1.1' 5111'-5134' (23') (1 SPF) GREEN3
Perf. SLb - 2 3/8" x 3' 5307-5330' (23') (2 SPF) GREEN6
Mud Anchar - 2 3/8" x 30' 5551'-5592' (41') (1 SPF) BLUE1
Total StringLength - 5563' KB 5610'-5632' (22') (1 SPF) BLUE2
SN Landed @5530' KB

PROPOSED PERFORATIONS (4/94)

SUCKER ROD RECORD 4839'-4842' (3') (2 SPF) RED5
-------------- 4850'-4853' (3') (2 SPF) REDB
1 - 1 1/4" x 16' Polish Rod
1 - 2' x 3/4" Pony <- SN Landed @5530' KB
1 - 6' x 3/4" Pony
220 - 3/4" x 25' Rods

PUMP SIZE: 2" x 1 1/4" x 16' RHAC
STROCK LENGTH:

PUMP SPEED, SPM:
PUMPINGUNfTSIZE: Bethlehem 160 (serviced10-&92) PBTD@5755' KB

Ajax Engine TD @5800'



BALCRONOIL WELLREPORT

WEU..NAME: BALCRONMONUMENTFEDERAL#41-15j DATE: 6-24-94/KS
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-017985 APINO.: 43-013-31367
LOCATION: NE NE Section 15, TSS, R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATION:Green River 0.66359285 Gas
COMPLETIONDATE: 11-9-93 SPUD DATE: 9-23-93

INFTIALPRODUCTION: 20 STBOPD, 60 MSCFPD, 20 STBWPD RIGRELEASE DATE: 10-&93
OIIJGAS PURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATUS: Producing oilwell BHT: 151 Deg.F
ELEVATIONS-GROUND: 5715' KB: 5725 (10' KB)

TOTALDEPTH: 5716' KB PLUGBACKTD: 5657.48' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: &5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 6 jnts@270.26' LENGTH: 131 jnis@5691.06'

HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED: 277' KB DEPTH LANDED: 5703.06' KB
CEMENTDATA 150 sxs Class "G"w/2% CaCI & ŒMENT DATA 115 sxs Hilite'O"w/ 12%

1/4#lsx Flocele. Cmtto sisiace D20, 1% D79, 1/4 sx D112,
w/ 4 5 BBis cmt retLES. 5% D44, 2% D46, 1/4 sx

TUBINGRECORD D29. Tail w/275 sx Class
--------------- "G"w/ 6% D60, 2% D136.

SIZE/GRADE/WT: 2-7/8", J-55, 6.5# CEMENTTOP AT: 2845'irom CBL
NO.OF JOINTS: 179 jnts@5569.21'

TUBINGANCHOR: NA
NO.OF JOINTS: NA PERFORATIONRECORD

SEATINGNIPPLE: 2-7/8" x 1.1' (2.28' ID) ----------------

PERF. SUB: 2-7/8" x 3.2' 4985'-4992' (7') (2 SPF) GREEN 1
MUDANCHOR: 2-7/8" x 31.7' w/NC 5554'-5572' (18') (10 Holes) BLUE1

TOTALSTRING LENGTH: 5615.21' 5604'-5614' (10') (6 Holes) BLUE2
SN LANDEDAT: 5580.31' KB

SUCKER ROD RECORD ACID/BREAKDOWNJOBS

1 - 1-1/4" x 16' Polish Rod 5554'-5572' KB - 10-14-94 by Dowellw/500
2 - 3/4" x 8' Pony gals 15% HCL. ISIP 870 psi.
222 - 3/4" x 25' Plain Rods

5604'-5614' KB - 10-14-94 by Dowellw/500
gals 15% HCL. ISIP 1250 psi.

4985'-4992' KB - 10-18-93 by Westem w/2,058
gals 2% KCL. ATP 3800 psi,

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC max 4200 psi. ATR 3.8 BPM,
w/PA Plunger max 4 BPM. ISIP 1800 psi.

STROKE LENGTH: 87"
PUMP SPEED: 4 SPM FRACJOBS

PUMPING UNiTSIZE: --------------

5554'-5572' KB& 10-16-93 by Dowellw/62,428#
5604'-5614' KB - 16f30 mesh sand in 733 STB

fluid. ISIP 2775 psi, 5 min
1716 psi, 10 min 1515 psi,

LOGS:Mud Log, Cement Bond/Gamma-Ray/CCL Log; 15 min 1433 psi.
Spectral Density Dual Spaced Neutron Log; Dual
Laterolog Microspherically Focused Log. 4985'-4992' KB - 10-19-93 by Westem w/18,140#

16/30 mesh sand in
5,357 gals 2% KCLgelled wir.
ATP 2700 psi, max3200 psi.
ATR 17 BPM, max 19.5 BPM.
ISIP 2900 psi, 5 min 1T70 psi,
10 min 1520 psi, 15 min 1480

BALCRONOIL WELLREPORT

WEU..NAME: BALCRONMONUMENTFEDERAL#41-15j DATE: 6-24-94/KS
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-017985 APINO.: 43-013-31367
LOCATION: NE NE Section 15, TSS, R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATION:Green River 0.66359285 Gas
COMPLETIONDATE: 11-9-93 SPUD DATE: 9-23-93

INFTIALPRODUCTION: 20 STBOPD, 60 MSCFPD, 20 STBWPD RIGRELEASE DATE: 10-&93
OIIJGAS PURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATUS: Producing oilwell BHT: 151 Deg.F
ELEVATIONS-GROUND: 5715' KB: 5725 (10' KB)

TOTALDEPTH: 5716' KB PLUGBACKTD: 5657.48' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: &5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 6 jnts@270.26' LENGTH: 131 jnis@5691.06'

HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED: 277' KB DEPTH LANDED: 5703.06' KB
CEMENTDATA 150 sxs Class "G"w/2% CaCI & ŒMENT DATA 115 sxs Hilite'O"w/ 12%

1/4#lsx Flocele. Cmtto sisiace D20, 1% D79, 1/4 sx D112,
w/ 4 5 BBis cmt retLES. 5% D44, 2% D46, 1/4 sx

TUBINGRECORD D29. Tail w/275 sx Class
--------------- "G"w/ 6% D60, 2% D136.

SIZE/GRADE/WT: 2-7/8", J-55, 6.5# CEMENTTOP AT: 2845'irom CBL
NO.OF JOINTS: 179 jnts@5569.21'

TUBINGANCHOR: NA
NO.OF JOINTS: NA PERFORATIONRECORD

SEATINGNIPPLE: 2-7/8" x 1.1' (2.28' ID) ----------------

PERF. SUB: 2-7/8" x 3.2' 4985'-4992' (7') (2 SPF) GREEN 1
MUDANCHOR: 2-7/8" x 31.7' w/NC 5554'-5572' (18') (10 Holes) BLUE1

TOTALSTRING LENGTH: 5615.21' 5604'-5614' (10') (6 Holes) BLUE2
SN LANDEDAT: 5580.31' KB

SUCKER ROD RECORD ACID/BREAKDOWNJOBS

1 - 1-1/4" x 16' Polish Rod 5554'-5572' KB - 10-14-94 by Dowellw/500
2 - 3/4" x 8' Pony gals 15% HCL. ISIP 870 psi.
222 - 3/4" x 25' Plain Rods

5604'-5614' KB - 10-14-94 by Dowellw/500
gals 15% HCL. ISIP 1250 psi.

4985'-4992' KB - 10-18-93 by Westem w/2,058
gals 2% KCL. ATP 3800 psi,

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC max 4200 psi. ATR 3.8 BPM,
w/PA Plunger max 4 BPM. ISIP 1800 psi.

STROKE LENGTH: 87"
PUMP SPEED: 4 SPM FRACJOBS

PUMPING UNiTSIZE: --------------

5554'-5572' KB& 10-16-93 by Dowellw/62,428#
5604'-5614' KB - 16f30 mesh sand in 733 STB

fluid. ISIP 2775 psi, 5 min
1716 psi, 10 min 1515 psi,

LOGS:Mud Log, Cement Bond/Gamma-Ray/CCL Log; 15 min 1433 psi.
Spectral Density Dual Spaced Neutron Log; Dual
Laterolog Microspherically Focused Log. 4985'-4992' KB - 10-19-93 by Westem w/18,140#

16/30 mesh sand in
5,357 gals 2% KCLgelled wir.
ATP 2700 psi, max3200 psi.
ATR 17 BPM, max 19.5 BPM.
ISIP 2900 psi, 5 min 1T70 psi,
10 min 1520 psi, 15 min 1480

BALCRONOIL WELLREPORT

WEU..NAME: BALCRONMONUMENTFEDERAL#41-15j DATE: 6-24-94/KS
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-017985 APINO.: 43-013-31367
LOCATION: NE NE Section 15, TSS, R16E

COUNTY/STATE: Duchesne County,Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATION:Green River 0.66359285 Gas
COMPLETIONDATE: 11-9-93 SPUD DATE: 9-23-93

INFTIALPRODUCTION: 20 STBOPD, 60 MSCFPD, 20 STBWPD RIGRELEASE DATE: 10-&93
OIIJGAS PURCHASER: Amoco OILGRAVITY: 34 API

PRESENT PROD STATUS: Producing oilwell BHT: 151 Deg.F
ELEVATIONS-GROUND: 5715' KB: 5725 (10' KB)

TOTALDEPTH: 5716' KB PLUGBACKTD: 5657.48' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: &5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 6 jnts@270.26' LENGTH: 131 jnis@5691.06'

HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTH LANDED: 277' KB DEPTH LANDED: 5703.06' KB
CEMENTDATA 150 sxs Class "G"w/2% CaCI & ŒMENT DATA 115 sxs Hilite'O"w/ 12%

1/4#lsx Flocele. Cmtto sisiace D20, 1% D79, 1/4 sx D112,
w/ 4 5 BBis cmt retLES. 5% D44, 2% D46, 1/4 sx

TUBINGRECORD D29. Tail w/275 sx Class
--------------- "G"w/ 6% D60, 2% D136.

SIZE/GRADE/WT: 2-7/8", J-55, 6.5# CEMENTTOP AT: 2845'irom CBL
NO.OF JOINTS: 179 jnts@5569.21'

TUBINGANCHOR: NA
NO.OF JOINTS: NA PERFORATIONRECORD

SEATINGNIPPLE: 2-7/8" x 1.1' (2.28' ID) ----------------

PERF. SUB: 2-7/8" x 3.2' 4985'-4992' (7') (2 SPF) GREEN 1
MUDANCHOR: 2-7/8" x 31.7' w/NC 5554'-5572' (18') (10 Holes) BLUE1

TOTALSTRING LENGTH: 5615.21' 5604'-5614' (10') (6 Holes) BLUE2
SN LANDEDAT: 5580.31' KB

SUCKER ROD RECORD ACID/BREAKDOWNJOBS

1 - 1-1/4" x 16' Polish Rod 5554'-5572' KB - 10-14-94 by Dowellw/500
2 - 3/4" x 8' Pony gals 15% HCL. ISIP 870 psi.
222 - 3/4" x 25' Plain Rods

5604'-5614' KB - 10-14-94 by Dowellw/500
gals 15% HCL. ISIP 1250 psi.

4985'-4992' KB - 10-18-93 by Westem w/2,058
gals 2% KCL. ATP 3800 psi,

PUMP SIZE: 2-1/2" x 1-1/2" x 16' RWAC max 4200 psi. ATR 3.8 BPM,
w/PA Plunger max 4 BPM. ISIP 1800 psi.

STROKE LENGTH: 87"
PUMP SPEED: 4 SPM FRACJOBS

PUMPING UNiTSIZE: --------------

5554'-5572' KB& 10-16-93 by Dowellw/62,428#
5604'-5614' KB - 16f30 mesh sand in 733 STB

fluid. ISIP 2775 psi, 5 min
1716 psi, 10 min 1515 psi,

LOGS:Mud Log, Cement Bond/Gamma-Ray/CCL Log; 15 min 1433 psi.
Spectral Density Dual Spaced Neutron Log; Dual
Laterolog Microspherically Focused Log. 4985'-4992' KB - 10-19-93 by Westem w/18,140#

16/30 mesh sand in
5,357 gals 2% KCLgelled wir.
ATP 2700 psi, max3200 psi.
ATR 17 BPM, max 19.5 BPM.
ISIP 2900 psi, 5 min 1T70 psi,
10 min 1520 psi, 15 min 1480



BALCRONMONUMENTFEDERAL#41-15J BALCRONOIL
Jonah Unit/Monument Butte Field 6-24-94/ks

Lease No. U-017985
NENE Section15, T9S, R16E WEU.BOREDIAGRAM
Duchesne County,Utah

Elev.Gr@5715'
Elev.KB@5725 (10' KB) ACID/BREAKDOWNJOBS

5554'-5572' KB - 10-14-94 by Dowellw/500
SURFACE CASING gals 15% HCL ISIP 870 psi.

-

"
,

5604'-5614' KB - 10-14-94 by Dowellw/500
Length @270.26' gals 15% HCL ISIP 1250 psi.
Hole size @ 12-1/4"
Depth landed @277' KB 4985'-4992' KB - 10-18-93 byWestem w/2,058
Cementedw/ 150 sxs Class "G"w/ 2% CaCI gais 2% KCL ATP 3800 psi,

& 1/4#/sx Flocele. Cmtio surface w/ 277' KB--> max4200 psi. ATR3.8 BPM,
goodretums.4-5 BBLScementback. max4 BPM. ISIP 1800 psi.

PRODUCTIONCASING

5-1/2", 15.5#, K-55 FRACJOBS
Length @5691.06' ---------------

Hole size @7-7/8"
Depth landed @5703.06' KB 5554'-5572' KB& 10-16-93 by DowellwÆ2,428#
Cementedw/115 sxs Hilite"G"w/ 12% D20, 1% 5604'-5614' KB - 16/30 mesh sand in 733 STB

D79, 1/4 sx D112, 5% D44, 2% D46, 1/4 sx D29. iluid. ISIP 2775 psi,5 min
Tailw/275sx Class "G"w/6% D60, 2% D136. 1716 psi, 10 min1515 psi,

TOC@2845' from CBL 15 min1433 psi.

TUBING 4985'4992' KB - 10-19-93 by Westem w/18,140#
---------- 16/30 mesh sand in
2-7/8", 6.5#, J-55 TOC@2845' -> 5,357 gals 2% KCLgelledwtr.
179 jnts@5669.21' ATP 2700 psi,max3200 psi.
SN @2-7/8" x 1.1' (2.25" ID) ATR 17 BPM, max 19.5 BPM.
Perf.Sub@2-7/8" x 3.2' ISIP 2900 psi, 5 min1770 psi,
MA@2-7/8" x 31.7' w/NC 10 min 1520 psi, 15 min1480 psi.
Total SbingLength @5615.21'KB
SN landed @5580.31' KB

SUCKERROD RECORD
------------- PERFORATIONRECORD
1 - 1'1/4" x 16' PolishRod -------------

2 - 3/4" x 8' Pony 4985'4992' (7') (2 SPF) GREEN 1
222 - 3/4" x 25' Plain Rods 5554'-5572' (18') (10 Holes) BLUE1

5604'-5614' (10') (6 Holes) BLUE2

Pump size @2-1/2" x 1-1/2"x 16' RWAC
w/PA Plunger

Shoke length @87", 4 SPM

<-- SN @5580.31' KB

PBTD @5657.48' KB
TD @5716'
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BALCRONOIL WËLLAËPORT

WELLNAME: CASTLE PEAK FEDERAL#22-15 DATE: 6-29-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-017985 API NO.: 43-013,30634

LOCATION: SE NW Sec.15,T9S,R16E
COUNTY/STATE: Duchesne County,Utah

WORKINGINTEREST: 1.00 NET REVENUE INT.: 0.825
PRODUCING FORMATION:Green River

COMPLETIONDATE: 4/8/82 SPUD DATE: 2/5/82
INfTIALPRODUCTION: 175 STBOPD, 53 MCFPD, 172 STBWPD RIGRELEASEDATE: 3/13/82
OIIJGASPURCHASER: Amoco/Universal OILGRAVfTY: 30.0 API

PRESENT PROD STATUS:38 STBOPD, 5 MCFPD BHT: 125 Deg.F
ELEVATIONS-GROUND: 5722' KB: 5735' (13' KB)

TOTALDEPTN: 5710' KB PLUGBACKTD: 5636' KB

SURFACE CASING PRODUCTlONCASING

S N 1 I 1
SIZE: 8 58" SIZE: 5 1/2"

GRADE: K-55 GRADE: K-55
WEIGHT: 24 bs. WEIGHT: 15.5 lbs.
LENGTH: 7 jts @278.53' LENGTH: 146 jls@5699.31'

DEPTHLANDED: 291'KB DEPTHLANDED: 5712'KB
HOLESIZE: 12 1/4" HOLESIZE: 7 7/8"

CEMENT DATA: 225 sx Class H w/2% CaCI & CEMENTDATA: 400 sx litew/1/4#/sx Flocele, 200 sx
1/4#/sx Flocele. Cemented "H",&200 sx 50-50 Poz w/ additives.
to surface. CEMENTTOP AT: 1710' KBfrom CBL

TUBINGRECORD PERFORATIONRECORD

SIZEA3RADE/WT.: 2 7Æ",N-80, 6.5# 4712'-4728' (16') (2 SPF) RED5
NO. OF JOINTS: Unknown 4865'-4870' (5') (2 SPF) GREEN1

TUBINGANCHOR: None 4878'-4894' (5') (2 SPF) GREEN1
NO.OF JOINTS: NA 5200'-5212' (12') (2 SPF) GREEN6

SEATINGNIPPLE: 27/8" x 1.1' 5470'-5484' (14') (2 SPF) BLUE1
PERF.SUB: 27Æ"'x3'

MUDANCHOR: 27Æ" x 16' ACIDJOBS
TOTALSTRINGLENGTH: NA -------------- ------- -------

SN LANDEDAT: NA 4712'-4728' KB 1000 gal 15% HCIw/ ball sealers.
4865'-4894' KB 2000 gal 15% HCIAcid.

SUCKER ROD RECORD 5200'-5212' KB 1000 gal15% HCIAcid.
-------------- 5470'-5484' KB 1000 gal 15% HCIAcid.
1 - 1 1/4"x 16' Polish Rod
2 - 6' x 3/4" Pony
213 - 3/4" x 25' Rods FRACJOBS

45 - 8 11 39500 gal Ver 1400
w/62500# 20-40 sand & 10000# 10-20 sand.

PUMP SIZE: 2 1/2"x 1 1/4"x 20' RHBC ATR 15 BPM@ 1960 psi, max2250 psi. ISIP @
2100 psi, 15 - 1780 psi, 20 - 1750 psi.

STROKE LENGTH:
PUMP SPEED, SPM: 4865'-4894' KB 3/25/82: w/Hallburton. 38000 gal Ver 1400

PUMPINGUNFTSIZE: Otek320 (serviced10-6-92) w/52500#20-40 sand & 12000#10-20 sand.
No ball sealem.ATR 21 BPM @1700 psi,

LOGS:CementBond Log, Dual Induction-SFL, max @2360 psi. ISIP @ 1770 psi, 15 - 1620
SchlumbergerCyberlook,CompensatedNeutron- psi, 20 - 1600 psi.
Formation Density, Mud Log.

5200'-5212' KB 3/23/82: w/Hallburton. 27500 gal Ver 1400
wf30000# 20-40 sand & 10000# 1Œ20 sand.
No ballsealers. ATR 16 BPM @2350 psi,
max@3000 psi. ISIP @2370 psi, 15 - 2200
psi, 20 - 2180 psi.

5470'-5484' KB 3/21/82: w/Hallburton. 30000 gal Ver 1400
w/40000#20-40 sand & 10000# 10-20 sand.
35 bal sealers pumped, good ballout.ATR
16 BPM@1550 psi, max @1900 psi. ISIP@
1690 psi, 15 - 1530 psi, 20 - 1510
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CAST1..EPEAKFEDERAL#22-15 BALCRONOIL

Jonah UnillMonumentButte Field &29-94/ks

Lease No. U-017985 WellbareDiagram
SENWSec.15,T9S,Ri6E
Duchesne Co., Utah

ElevGL @5722'
Elev KB@5735' (13' KB)

SURFACE CASING

8 5/8", 24#, K-55
7 jts@278.53'
Landed @291' KB
Hole Size@12 1/4"
225 sx Class H w/2% CaCI & 291' KB -> ACIDJOBS

1/4#/sx Flocele. Cemented ------------- -------- -------

to surface. 4712'-4728' KB 1000 gal 15% HCIw/ ball sealers,
4865'-4894' KB 2000 gal 15% HCIAcid.
5200'-5212' KB 1000 gal 15% HCIAcid.

PRODUCTIONCASING 5470'-5484' KB 1000 gal 15% HCIAcid.

5 1/2", 15.5#, K-55
146 jls@5699 31' FRACJOBS
Landed @5712' KB -------------- ----------- -------

Hole Size @7 7/8" 4712'-4728' KB 3/27/82: w/Hallitxxton.39500 gal Ver 1400

Cementedw/400 sx litew/1/4#lsx w/62500#20-40 sand & 10000# 10-20 sand.
Flocele, 200 sx "H",&200 sx ATR 15 BPM@ 1960 psi, max 2250 psi. ISIP @
50-50 Poz w/ additives. 2100 psi, 15 - 1780 psi, 20 - 1750 psi.

Cement Top @ 1700' KBfrom CBL TOC@ 1700' -->

4865'-4894' KB 3/25Æ2:w/Hallitxston. 38000 gal Ver 1400
w/52500# 20-40 sand & 12000# 10-20 sand.

TUBING No ball sealers. ATR 21 BPM@ 1700 psi,
------------- max @2360 psi. ISIP @1770 psi, 15 - 1620
2 7Æ",6.5#, N-80 psi, 20 - 1600 psi.
? jts.
S.N. - 2 7Æ"x 1.1' 5200'-5212' KB 3/23Æ2:w/Hallitxrton. 27500 galVer 1400

Perf. Sth - 2 7/8" x 3' w/30000# 20-40 sand & 10000# 10-20 sand.
Mud Anchor - 2 7Æ"x 16' No ball sealers. ATR 16 BPM@2350 psi,
Total StringLength - NA max @3000 psi. ISIP @2370 psi, 15 - 2200

SN Landed @NA psi, 20 - 2180 psi.

5470'-5484' KB 3/21Æ2: w/Hallitxston. 30000 gal Ver 1400
SUCKER ROD RECORD w/40000# 20-40 sand & 10000# 10-20 sand.
------------- 35 ball sealers pumped, goodballout. ATR

1 - 1 1/4" x 16' Polish Rod 16 BPM@ 1550 psi, max@ 1900 psi. ISIP @
2 - 6' x 3/4" Pony 1690 psi, 15 - 1530 psi, 20 - 1510 psi.
213 - 3/4" x 25' Rods

PERFORATIONRECORD
PUMP SIZE: 2 1/2" x 1 1/4" x 20' RHBC ------- ----- ----- -----

STROKE LENGTH: 4712'-4728' (16') (2 SPF) REDS

PUMP SPEED, SPM: 4865'-4870' (5') (2 SPF) GREEN1
PUMPINGUNITSIZE: Otek320 (serviced10-6-92) 4878'-4894' (5') (2 SPF) GREEN1

5200'-5212' (12') (2 SPF) GREEN6
5470'-5484' (14') (2 SPF) BLUE1

PETD @5636' KB

CAST1..EPEAKFEDERAL#22-15 BALCRONOIL

Jonah UnillMonumentButte Field &29-94/ks

Lease No. U-017985 WellbareDiagram
SENWSec.15,T9S,Ri6E
Duchesne Co., Utah

ElevGL @5722'
Elev KB@5735' (13' KB)

SURFACE CASING

8 5/8", 24#, K-55
7 jts@278.53'
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Hole Size@12 1/4"
225 sx Class H w/2% CaCI & 291' KB -> ACIDJOBS

1/4#/sx Flocele. Cemented ------------- -------- -------

to surface. 4712'-4728' KB 1000 gal 15% HCIw/ ball sealers,
4865'-4894' KB 2000 gal 15% HCIAcid.
5200'-5212' KB 1000 gal 15% HCIAcid.
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Cementedw/400 sx litew/1/4#lsx w/62500#20-40 sand & 10000# 10-20 sand.
Flocele, 200 sx "H",&200 sx ATR 15 BPM@ 1960 psi, max 2250 psi. ISIP @
50-50 Poz w/ additives. 2100 psi, 15 - 1780 psi, 20 - 1750 psi.

Cement Top @ 1700' KBfrom CBL TOC@ 1700' -->

4865'-4894' KB 3/25Æ2:w/Hallitxston. 38000 gal Ver 1400
w/52500# 20-40 sand & 12000# 10-20 sand.

TUBING No ball sealers. ATR 21 BPM@ 1700 psi,
------------- max @2360 psi. ISIP @1770 psi, 15 - 1620
2 7Æ",6.5#, N-80 psi, 20 - 1600 psi.

? jts.
S.N. - 2 7Æ"x 1.1' 5200'-5212' KB 3/23Æ2:w/Hallitxrton. 27500 galVer 1400

Perf. Sth - 2 7/8" x 3' w/30000# 20-40 sand & 10000# 10-20 sand.

Mud Anchor - 2 7Æ"x 16' No ball sealers. ATR 16 BPM@2350 psi,
Total StringLength - NA max @3000 psi. ISIP @2370 psi, 15 - 2200

SN Landed @NA psi, 20 - 2180 psi.

5470'-5484' KB 3/21Æ2: w/Hallitxston. 30000 gal Ver 1400
SUCKER ROD RECORD w/40000# 20-40 sand & 10000# 10-20 sand.
------------- 35 ball sealers pumped, goodballout. ATR

1 - 1 1/4" x 16' Polish Rod 16 BPM@ 1550 psi, max@ 1900 psi. ISIP @
2 - 6' x 3/4" Pony 1690 psi, 15 - 1530 psi, 20 - 1510 psi.
213 - 3/4" x 25' Rods

PERFORATIONRECORD
PUMP SIZE: 2 1/2" x 1 1/4" x 20' RHBC ------- ----- ----- -----

STROKE LENGTH: 4712'-4728' (16') (2 SPF) REDS

PUMP SPEED, SPM: 4865'-4870' (5') (2 SPF) GREEN1
PUMPINGUNITSIZE: Otek320 (serviced10-6-92) 4878'-4894' (5') (2 SPF) GREEN1

5200'-5212' (12') (2 SPF) GREEN6
5470'-5484' (14') (2 SPF) BLUE1

PETD @5636' KB

CAST1..EPEAKFEDERAL#22-15 BALCRONOIL

Jonah UnillMonumentButte Field &29-94/ks

Lease No. U-017985 WellbareDiagram
SENWSec.15,T9S,Ri6E
Duchesne Co., Utah

ElevGL @5722'
Elev KB@5735' (13' KB)

SURFACE CASING

8 5/8", 24#, K-55
7 jts@278.53'
Landed @291' KB
Hole Size@12 1/4"
225 sx Class H w/2% CaCI & 291' KB -> ACIDJOBS

1/4#/sx Flocele. Cemented ------------- -------- -------

to surface. 4712'-4728' KB 1000 gal 15% HCIw/ ball sealers,
4865'-4894' KB 2000 gal 15% HCIAcid.
5200'-5212' KB 1000 gal 15% HCIAcid.

PRODUCTIONCASING 5470'-5484' KB 1000 gal 15% HCIAcid.

5 1/2", 15.5#, K-55
146 jls@5699 31' FRACJOBS
Landed @5712' KB -------------- ----------- -------

Hole Size @7 7/8" 4712'-4728' KB 3/27/82: w/Hallitxxton.39500 gal Ver 1400

Cementedw/400 sx litew/1/4#lsx w/62500#20-40 sand & 10000# 10-20 sand.
Flocele, 200 sx "H",&200 sx ATR 15 BPM@ 1960 psi, max 2250 psi. ISIP @
50-50 Poz w/ additives. 2100 psi, 15 - 1780 psi, 20 - 1750 psi.

Cement Top @ 1700' KBfrom CBL TOC@ 1700' -->

4865'-4894' KB 3/25Æ2:w/Hallitxston. 38000 gal Ver 1400
w/52500# 20-40 sand & 12000# 10-20 sand.

TUBING No ball sealers. ATR 21 BPM@ 1700 psi,
------------- max @2360 psi. ISIP @1770 psi, 15 - 1620
2 7Æ",6.5#, N-80 psi, 20 - 1600 psi.

? jts.
S.N. - 2 7Æ"x 1.1' 5200'-5212' KB 3/23Æ2:w/Hallitxrton. 27500 galVer 1400

Perf. Sth - 2 7/8" x 3' w/30000# 20-40 sand & 10000# 10-20 sand.

Mud Anchor - 2 7Æ"x 16' No ball sealers. ATR 16 BPM@2350 psi,
Total StringLength - NA max @3000 psi. ISIP @2370 psi, 15 - 2200

SN Landed @NA psi, 20 - 2180 psi.

5470'-5484' KB 3/21Æ2: w/Hallitxston. 30000 gal Ver 1400
SUCKER ROD RECORD w/40000# 20-40 sand & 10000# 10-20 sand.
------------- 35 ball sealers pumped, goodballout. ATR

1 - 1 1/4" x 16' Polish Rod 16 BPM@ 1550 psi, max@ 1900 psi. ISIP @
2 - 6' x 3/4" Pony 1690 psi, 15 - 1530 psi, 20 - 1510 psi.
213 - 3/4" x 25' Rods

PERFORATIONRECORD
PUMP SIZE: 2 1/2" x 1 1/4" x 20' RHBC ------- ----- ----- -----

STROKE LENGTH: 4712'-4728' (16') (2 SPF) REDS

PUMP SPEED, SPM: 4865'-4870' (5') (2 SPF) GREEN1
PUMPINGUNITSIZE: Otek320 (serviced10-6-92) 4878'-4894' (5') (2 SPF) GREEN1

5200'-5212' (12') (2 SPF) GREEN6
5470'-5484' (14') (2 SPF) BLUE1

PETD @5636' KB



BALGADNOIL WELLBEPORT

WELLNAME: BALCRONMONUMENTFEDERAL#32-15J DATE: 6-24-94/Is
FIELD: Jonah Unit/Monument Butte Fleid

FEDERALLEASE NO.: U-017985 API NO.: 43-013-31368
LOCATION: SW NE Section 15, T9S, R16E

COUNTY/STATE: Duchesne County, Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATION: Green River 0.66359285 Gas
COMPLETIONDATE: 11-20-93 SPUD DATE: 10-2-93

INITIALPRODUCTION: 20 STBOPD, 120 MSCFPD, OSTBWPD RIG RELEASEDATE: 10-20-93

OIUGAS PURCHASER: Amoco OILGRAVfTY: 34 API
PRESENT PROD STAT1JS: Producing OilWell BRT: 130 Deg.F
ELEVATIONS- GROUND: 5681' KB: 5691' (10' KB)

TOTALDEPTH: 5610' KB PLUGBACKTD: 5556' KB

SURFACE CASING PRODUGTIONCASING

I 1
SIZE: 8-5Æ" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 6 jnts@ 268.89' LENGTH: 129 jnis@ 5608.14'

HOLESIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTHLANDED: 276.69'KB DEFTHLANDED: 5612.14'KB

CEMENT DATA: 150 exs Class "G"w/2% CaCI CEMENTDATA: 113 axa Hllift&tail
& 1/4#Isx Celloseal w/249 sKs Class "G"w/

additives
CEMENTTOP AT: 3100' from CBL

PERFORATIONRECORD
TUBINGRECORD ----------------- ------

--------------- 4718'-20' (2) (2 SPF) RED 5
SIZEÆlRADE/WT: 2-7Æ",J-55, 6.5 # 4726'-31' (5) (2 SPF) RED 5

NO. OF JOINTS: 150 jnis@4652' 4733'-36' (3) (2 SPF) RED 5
TUBINGANCHOR: 2-7Æ"x 5-1/2" x 2.35' * 5454'-56' (2) (4 SPF) BLUE1

NO. OF JOINTS: 4 jnis2-7Æ"x 123.7 * 5496'-98' (2) (4 SPF) BLUE2
SEATING NIPPLE: 2-7Æ"x 1.1' (2.25" ID) * NOTE: BLUE1 & BLUE2 zones would not bmakdown.

PERF. SUB: 2-7Æ"x 3.2'
MUDANCHOR: 2-7Æ"x 31.95' w/NC ACID/BREAKDOWNJOBS

TOTALSTRING LENGTH: 4824.3' KB ---------------- ------- ------- ------

SN LANDEDAT: 4789.15' KB 5496' 5498' KB - 10-26-93: Westem w/2% KCIwater
Unable to break down perfs after
reperforating.

SUCKER ROD RECORD
-------------- 5454'5456' KB - 10-27-93: Westem w/250 gals

1 - 1-1/4"x 16' Polish Rod 15% HCL. (Unable to break down
190 - 3/4" x 25' Plain Rods perls).

4718'4736' KB - 10-28-93: Westem wÆ0bbis
PUMP SIZE: 2-1/2" x 1-1/2"x 16' RWAC 2% KCLwtr. ATP 2700 psi,

w/PA Pkinger max 3300 pel. ATR 4 BPM,
STROKE LENGTH: 72" max 6.4 BPM. ISIP 1200 psi.

PUMP SPEED: 3 SPM
PUMPINGUNfTSIZE:

FRACJOB

4718'4736' KB - 1 28-93: Westem w/28,000#
20/40 mesh sand w/14,070

LOGS: Mud Log; Cement Bond/Gamma-Ray/CCL Log; gals 2% KCLgelled wtr.
Dual Laterolog Micro-SFL-GR,LittwDensity/ ATP 2100 psi, max2450 psi.
Compensated Neutron Gamma Ray, Repeat Formation ATR 20 BPM, max22 BPM.
Tester Gamma Ray, FracView Log, Fullbore ISIP 1800 psi, 5 min 1540 psi,
Formation Microimager (FMI)Log 10 min 1470 pai, 15 min 1440 psi.

CORE INFORMATION

Core #1: 4870'-4899' KB/ Cut 29.3' Rec'd 29.3'
Core #2: 5430'-5455' KB/ Cut 25', Rec'd 21'
Core #3: 5455'-5468' KBI Cut 13', Rec'd 13'
Core #4: 5468'-5489' KB/ Cut 21', Rec'd 14'
Core #5: 5489'-5505' KBI Cut 16', Rec'd 15'
Core #6: 5505'-5520' KBI Cut 15', Rec'd

BALGADNOIL WELLBEPORT

WELLNAME: BALCRONMONUMENTFEDERAL#32-15J DATE: 6-24-94/Is
FIELD: Jonah Unit/Monument Butte Fleid

FEDERALLEASE NO.: U-017985 API NO.: 43-013-31368
LOCATION: SW NE Section 15, T9S, R16E

COUNTY/STATE: Duchesne County, Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATION: Green River 0.66359285 Gas
COMPLETIONDATE: 11-20-93 SPUD DATE: 10-2-93

INITIALPRODUCTION: 20 STBOPD, 120 MSCFPD, OSTBWPD RIG RELEASEDATE: 10-20-93

OIUGAS PURCHASER: Amoco OILGRAVfTY: 34 API
PRESENT PROD STAT1JS: Producing OilWell BRT: 130 Deg.F
ELEVATIONS- GROUND: 5681' KB: 5691' (10' KB)

TOTALDEPTH: 5610' KB PLUGBACKTD: 5556' KB

SURFACE CASING PRODUGTIONCASING

I 1
SIZE: 8-5Æ" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 6 jnts@ 268.89' LENGTH: 129 jnis@ 5608.14'

HOLESIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTHLANDED: 276.69'KB DEFTHLANDED: 5612.14'KB

CEMENT DATA: 150 exs Class "G"w/2% CaCI CEMENTDATA: 113 axa Hllift&tail
& 1/4#Isx Celloseal w/249 sKs Class "G"w/

additives
CEMENTTOP AT: 3100' from CBL

PERFORATIONRECORD
TUBINGRECORD ----------------- ------

--------------- 4718'-20' (2) (2 SPF) RED 5
SIZEÆlRADE/WT: 2-7Æ",J-55, 6.5 # 4726'-31' (5) (2 SPF) RED 5

NO. OF JOINTS: 150 jnis@4652' 4733'-36' (3) (2 SPF) RED 5
TUBINGANCHOR: 2-7Æ"x 5-1/2" x 2.35' * 5454'-56' (2) (4 SPF) BLUE1

NO. OF JOINTS: 4 jnis2-7Æ"x 123.7 * 5496'-98' (2) (4 SPF) BLUE2
SEATING NIPPLE: 2-7Æ"x 1.1' (2.25" ID) * NOTE: BLUE1 & BLUE2 zones would not bmakdown.

PERF. SUB: 2-7Æ"x 3.2'
MUDANCHOR: 2-7Æ"x 31.95' w/NC ACID/BREAKDOWNJOBS

TOTALSTRING LENGTH: 4824.3' KB ---------------- ------- ------- ------

SN LANDEDAT: 4789.15' KB 5496' 5498' KB - 10-26-93: Westem w/2% KCIwater
Unable to break down perfs after
reperforating.

SUCKER ROD RECORD
-------------- 5454'5456' KB - 10-27-93: Westem w/250 gals

1 - 1-1/4"x 16' Polish Rod 15% HCL. (Unable to break down
190 - 3/4" x 25' Plain Rods perls).

4718'4736' KB - 10-28-93: Westem wÆ0bbis
PUMP SIZE: 2-1/2" x 1-1/2"x 16' RWAC 2% KCLwtr. ATP 2700 psi,

w/PA Pkinger max 3300 pel. ATR 4 BPM,
STROKE LENGTH: 72" max 6.4 BPM. ISIP 1200 psi.

PUMP SPEED: 3 SPM
PUMPINGUNfTSIZE:

FRACJOB

4718'4736' KB - 1 28-93: Westem w/28,000#
20/40 mesh sand w/14,070

LOGS: Mud Log; Cement Bond/Gamma-Ray/CCL Log; gals 2% KCLgelled wtr.
Dual Laterolog Micro-SFL-GR,LittwDensity/ ATP 2100 psi, max2450 psi.
Compensated Neutron Gamma Ray, Repeat Formation ATR 20 BPM, max22 BPM.
Tester Gamma Ray, FracView Log, Fullbore ISIP 1800 psi, 5 min 1540 psi,
Formation Microimager (FMI)Log 10 min 1470 pai, 15 min 1440 psi.

CORE INFORMATION

Core #1: 4870'-4899' KB/ Cut 29.3' Rec'd 29.3'
Core #2: 5430'-5455' KB/ Cut 25', Rec'd 21'
Core #3: 5455'-5468' KBI Cut 13', Rec'd 13'
Core #4: 5468'-5489' KB/ Cut 21', Rec'd 14'
Core #5: 5489'-5505' KBI Cut 16', Rec'd 15'
Core #6: 5505'-5520' KBI Cut 15', Rec'd

BALGADNOIL WELLBEPORT

WELLNAME: BALCRONMONUMENTFEDERAL#32-15J DATE: 6-24-94/Is
FIELD: Jonah Unit/Monument Butte Fleid

FEDERALLEASE NO.: U-017985 API NO.: 43-013-31368
LOCATION: SW NE Section 15, T9S, R16E

COUNTY/STATE: Duchesne County, Utah
WORKINGINTEREST: 0.805079506 NET REVENUEINT.: 0.73831617 Oil

PRODUCINGFORMATION: Green River 0.66359285 Gas
COMPLETIONDATE: 11-20-93 SPUD DATE: 10-2-93

INITIALPRODUCTION: 20 STBOPD, 120 MSCFPD, OSTBWPD RIG RELEASEDATE: 10-20-93

OIUGAS PURCHASER: Amoco OILGRAVfTY: 34 API
PRESENT PROD STAT1JS: Producing OilWell BRT: 130 Deg.F
ELEVATIONS- GROUND: 5681' KB: 5691' (10' KB)

TOTALDEPTH: 5610' KB PLUGBACKTD: 5556' KB

SURFACE CASING PRODUGTIONCASING

I 1
SIZE: 8-5Æ" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
LENGTH: 6 jnts@ 268.89' LENGTH: 129 jnis@ 5608.14'

HOLESIZE: 12-1/4" HOLESIZE: 7-7/8"
DEPTHLANDED: 276.69'KB DEFTHLANDED: 5612.14'KB

CEMENT DATA: 150 exs Class "G"w/2% CaCI CEMENTDATA: 113 axa Hllift&tail
& 1/4#Isx Celloseal w/249 sKs Class "G"w/

additives
CEMENTTOP AT: 3100' from CBL

PERFORATIONRECORD
TUBINGRECORD ----------------- ------

--------------- 4718'-20' (2) (2 SPF) RED 5
SIZEÆlRADE/WT: 2-7Æ",J-55, 6.5 # 4726'-31' (5) (2 SPF) RED 5

NO. OF JOINTS: 150 jnis@4652' 4733'-36' (3) (2 SPF) RED 5
TUBINGANCHOR: 2-7Æ"x 5-1/2" x 2.35' * 5454'-56' (2) (4 SPF) BLUE1

NO. OF JOINTS: 4 jnis2-7Æ"x 123.7 * 5496'-98' (2) (4 SPF) BLUE2
SEATING NIPPLE: 2-7Æ"x 1.1' (2.25" ID) * NOTE: BLUE1 & BLUE2 zones would not bmakdown.

PERF. SUB: 2-7Æ"x 3.2'
MUDANCHOR: 2-7Æ"x 31.95' w/NC ACID/BREAKDOWNJOBS

TOTALSTRING LENGTH: 4824.3' KB ---------------- ------- ------- ------

SN LANDEDAT: 4789.15' KB 5496' 5498' KB - 10-26-93: Westem w/2% KCIwater
Unable to break down perfs after
reperforating.

SUCKER ROD RECORD
-------------- 5454'5456' KB - 10-27-93: Westem w/250 gals

1 - 1-1/4"x 16' Polish Rod 15% HCL. (Unable to break down
190 - 3/4" x 25' Plain Rods perls).

4718'4736' KB - 10-28-93: Westem wÆ0bbis
PUMP SIZE: 2-1/2" x 1-1/2"x 16' RWAC 2% KCLwtr. ATP 2700 psi,

w/PA Pkinger max 3300 pel. ATR 4 BPM,
STROKE LENGTH: 72" max 6.4 BPM. ISIP 1200 psi.

PUMP SPEED: 3 SPM
PUMPINGUNfTSIZE:

FRACJOB

4718'4736' KB - 1 28-93: Westem w/28,000#
20/40 mesh sand w/14,070

LOGS: Mud Log; Cement Bond/Gamma-Ray/CCL Log; gals 2% KCLgelled wtr.
Dual Laterolog Micro-SFL-GR,LittwDensity/ ATP 2100 psi, max2450 psi.
Compensated Neutron Gamma Ray, Repeat Formation ATR 20 BPM, max22 BPM.
Tester Gamma Ray, FracView Log, Fullbore ISIP 1800 psi, 5 min 1540 psi,
Formation Microimager (FMI)Log 10 min 1470 pai, 15 min 1440 psi.

CORE INFORMATION

Core #1: 4870'-4899' KB/ Cut 29.3' Rec'd 29.3'
Core #2: 5430'-5455' KB/ Cut 25', Rec'd 21'
Core #3: 5455'-5468' KBI Cut 13', Rec'd 13'
Core #4: 5468'-5489' KB/ Cut 21', Rec'd 14'
Core #5: 5489'-5505' KBI Cut 16', Rec'd 15'
Core #6: 5505'-5520' KBI Cut 15', Rec'd



BALCRONMONUMENTFEDERAL#32-15J BALCRONOIL
Jonah Unit/MonumentButte Field 24-94/ks

Lease No. U-017985
SW NE Section15, T9S,R16E WELLBOREÐlAGRAM
Duchesne County,Utah

Elev.Gr@5681'
Elev.KB@5691' (10' KB) ACID/BREAKDOWNJOBS

SURFAŒ CASING 5 9ËÑ- ee w Iwater.
------------ Unable to break down peris after
8-5/8", 24#, J-55 reperforating.
Length @268.89'
Hole size @ 12-1/4" 5454'-5456' KB - 10-27-93: Western w/250 gals
Depth landed 276.69' KB 15% HCL. (Unable to breakdown
Cementedw/150 sxs Class "G", 2% peds).

CaCI & 1/4#lsx Celloseal 276.69' KB ->

5 BBLScementto pit. 4718'-4736' KB - 10-28-93: Westem w/80 bbis
2% KCLwir. ATP 2700 psi,
max 3300 psi. ATR 4 BPM,

PRODUCTIONCASING max 6.4 BPM. ISIP 1200 psi.

Length @5608.14' FRACJOB
Hole size@7-7/8" ---------------------- ------

Depth landed @5612.14' KB 4718'-4736' KB - 10-28-93: Westem w/28,000#
Cemented w/113 sxs Hilift& tail 20/40 mesh sand w/14,070
w/249 sxs Class "G"w/additives gals 2% KCLgelled wir.

TOC@3100' from CBL ATP 2100 psi, max 2450 psi.
ATR 20 BPM, max22 BPM.
ISIP 1800 psi, 5 min 1540 psi,

TUBING TOC @3100' -> 10 min 1470 psi, 15 min 1440 psi.

2-7/8", 6.5#, J-55
150 jnis@ 4652' CORE INFORMATION
TA@ 2-7/8" x 5-1/2" x 2.35' --------- ------ -------

4 jnis@2-7/8" x 123.7 Core #1: 4870'-4899' KB/ Cut 29.3' Rec'd 29.3'
2-7/8" x 1.1' (228' ID) Core#2: 5430'-5455' KB/ Cut25', Rec'd 21'
Ped.Sth @ 2-7/8" x 3.2' Core#3: 5455'-5468' KB/ Cut 13', Rec'd 13'
MA@2-7/8" x 31.95' w/NC Core#4: 5468'-5489' KB/ Cut21', Rec'd 14'
Total stringlength @4824.3' KB Core#5: 5489'-5505' KB/ Cut 16', Rec'd 15'
SN landed @4789.15' KB Core#6: 5505'-5520' KB/ Cut 15', Rec'd 11.2'

SUCKER ROD RECORD PERFORATIONRECORD

1 - 1-1/4' x 16' Polish Rod 4718'-20' (2') (2 SPF) RED 5
190 - 3/4" x 25' Plain Rods SN @4789.15'-> 4726'-31' (5') (2 SPF) RED 5

4733'-36' (3') (2 SPF) RED 5
5454'-56' (2') (4 SPF) BLUE1

Pump size@2-1/2" x 1-1/2"x 16' RWAC 5496'-98' (2') (4 SPF)
w/PA plunger

Strokelength @72", 3 SPM

PBTD@5556' KB
TD@5610'

BALCRONMONUMENTFEDERAL#32-15J BALCRONOIL
Jonah Unit/MonumentButte Field 24-94/ks

Lease No. U-017985
SW NE Section15, T9S,R16E WELLBOREÐlAGRAM
Duchesne County,Utah

Elev.Gr@5681'
Elev.KB@5691' (10' KB) ACID/BREAKDOWNJOBS

SURFAŒ CASING 5 9ËÑ- ee w Iwater.
------------ Unable to break down peris after
8-5/8", 24#, J-55 reperforating.
Length @268.89'
Hole size @ 12-1/4" 5454'-5456' KB - 10-27-93: Western w/250 gals
Depth landed 276.69' KB 15% HCL. (Unable to breakdown
Cementedw/150 sxs Class "G", 2% peds).

CaCI & 1/4#lsx Celloseal 276.69' KB ->

5 BBLScementto pit. 4718'-4736' KB - 10-28-93: Westem w/80 bbis
2% KCLwir. ATP 2700 psi,
max 3300 psi. ATR 4 BPM,

PRODUCTIONCASING max 6.4 BPM. ISIP 1200 psi.

Length @5608.14' FRACJOB
Hole size@7-7/8" ---------------------- ------

Depth landed @5612.14' KB 4718'-4736' KB - 10-28-93: Westem w/28,000#
Cemented w/113 sxs Hilift& tail 20/40 mesh sand w/14,070
w/249 sxs Class "G"w/additives gals 2% KCLgelled wir.

TOC@3100' from CBL ATP 2100 psi, max 2450 psi.
ATR 20 BPM, max22 BPM.
ISIP 1800 psi, 5 min 1540 psi,

TUBING TOC @3100' -> 10 min 1470 psi, 15 min 1440 psi.

2-7/8", 6.5#, J-55
150 jnis@ 4652' CORE INFORMATION
TA@ 2-7/8" x 5-1/2" x 2.35' --------- ------ -------

4 jnis@2-7/8" x 123.7 Core #1: 4870'-4899' KB/ Cut 29.3' Rec'd 29.3'
2-7/8" x 1.1' (228' ID) Core#2: 5430'-5455' KB/ Cut25', Rec'd 21'
Ped.Sth @ 2-7/8" x 3.2' Core#3: 5455'-5468' KB/ Cut 13', Rec'd 13'
MA@2-7/8" x 31.95' w/NC Core#4: 5468'-5489' KB/ Cut21', Rec'd 14'
Total stringlength @4824.3' KB Core#5: 5489'-5505' KB/ Cut 16', Rec'd 15'
SN landed @4789.15' KB Core#6: 5505'-5520' KB/ Cut 15', Rec'd 11.2'

SUCKER ROD RECORD PERFORATIONRECORD

1 - 1-1/4' x 16' Polish Rod 4718'-20' (2') (2 SPF) RED 5
190 - 3/4" x 25' Plain Rods SN @4789.15'-> 4726'-31' (5') (2 SPF) RED 5

4733'-36' (3') (2 SPF) RED 5
5454'-56' (2') (4 SPF) BLUE1

Pump size@2-1/2" x 1-1/2"x 16' RWAC 5496'-98' (2') (4 SPF)
w/PA plunger

Strokelength @72", 3 SPM

PBTD@5556' KB
TD@5610'

BALCRONMONUMENTFEDERAL#32-15J BALCRONOIL
Jonah Unit/MonumentButte Field 24-94/ks

Lease No. U-017985
SW NE Section15, T9S,R16E WELLBOREÐlAGRAM
Duchesne County,Utah

Elev.Gr@5681'
Elev.KB@5691' (10' KB) ACID/BREAKDOWNJOBS

SURFAŒ CASING 5 9ËÑ- ee w Iwater.
------------ Unable to break down peris after
8-5/8", 24#, J-55 reperforating.
Length @268.89'
Hole size @ 12-1/4" 5454'-5456' KB - 10-27-93: Western w/250 gals
Depth landed 276.69' KB 15% HCL. (Unable to breakdown
Cementedw/150 sxs Class "G", 2% peds).

CaCI & 1/4#lsx Celloseal 276.69' KB ->

5 BBLScementto pit. 4718'-4736' KB - 10-28-93: Westem w/80 bbis
2% KCLwir. ATP 2700 psi,
max 3300 psi. ATR 4 BPM,

PRODUCTIONCASING max 6.4 BPM. ISIP 1200 psi.

Length @5608.14' FRACJOB
Hole size@7-7/8" ---------------------- ------

Depth landed @5612.14' KB 4718'-4736' KB - 10-28-93: Westem w/28,000#
Cemented w/113 sxs Hilift& tail 20/40 mesh sand w/14,070
w/249 sxs Class "G"w/additives gals 2% KCLgelled wir.

TOC@3100' from CBL ATP 2100 psi, max 2450 psi.
ATR 20 BPM, max22 BPM.
ISIP 1800 psi, 5 min 1540 psi,

TUBING TOC @3100' -> 10 min 1470 psi, 15 min 1440 psi.

2-7/8", 6.5#, J-55
150 jnis@ 4652' CORE INFORMATION
TA@ 2-7/8" x 5-1/2" x 2.35' --------- ------ -------

4 jnis@2-7/8" x 123.7 Core #1: 4870'-4899' KB/ Cut 29.3' Rec'd 29.3'
2-7/8" x 1.1' (228' ID) Core#2: 5430'-5455' KB/ Cut25', Rec'd 21'
Ped.Sth @ 2-7/8" x 3.2' Core#3: 5455'-5468' KB/ Cut 13', Rec'd 13'
MA@2-7/8" x 31.95' w/NC Core#4: 5468'-5489' KB/ Cut21', Rec'd 14'
Total stringlength @4824.3' KB Core#5: 5489'-5505' KB/ Cut 16', Rec'd 15'
SN landed @4789.15' KB Core#6: 5505'-5520' KB/ Cut 15', Rec'd 11.2'

SUCKER ROD RECORD PERFORATIONRECORD

1 - 1-1/4' x 16' Polish Rod 4718'-20' (2') (2 SPF) RED 5
190 - 3/4" x 25' Plain Rods SN @4789.15'-> 4726'-31' (5') (2 SPF) RED 5

4733'-36' (3') (2 SPF) RED 5
5454'-56' (2') (4 SPF) BLUE1

Pump size@2-1/2" x 1-1/2"x 16' RWAC 5496'-98' (2') (4 SPF)
w/PA plunger

Strokelength @72", 3 SPM

PBTD@5556' KB
TD@5610'



BAI.CRONOlL WELLBEPORT

WELLNAME: CASTLE PEAK FEDERAL#42-15 DATE: 6-30-94/ks

FIELD: Jonah Unit/MonumentButte Field
FEDERALLEASE NO.: U-017985 API NO.: 43-013-30633

LOCATION: SE NE Sec.15,T9S,R16E
COUffTY/STATE: Duchesne County,Utah

WORKINGINTEREST: 1.00 NET REVENUE INT.: 0.825
PRODUCINGFORMATION: Green River

COMPLETIONDATE: 4730/82 SPUD DATE: 3/6/82
INITIALPRODUCTION: 89 STBOPD, 25 MCFPD, 25 STBWPD RIG RELEASE DATE: 3/29/82

OltuGAS PURCHASER: Amoco/Universal OILGRAVITY: 30 API
PRESEMTPROD STATUS:3 STBOPD, 21 MCFPD BHT: 121 Deg.F

ELEVATIONS- GROUND: 5657' KB: 5670'(13' KB)
TOTALDEPTH: 5921' KB PLUGBACKTD: 5882' KB

SURFACE CASING PRODUCTIONCASING

S : 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: K-55 GRADE: K-55

WEIGHT: 24 Us. WEIGHT: 15.5 Us.
LENGTH: 7 jls@273.65' LENGTH: 155 jis@5921.92'

HOLESIZE: 12 1/4" DEPTH LANDED: 5920' KB
DEFIN LANDED: 285' KB HOLESIZE: 7 7/8"

CEMENT DATA: 220 sx Class H w/2% CaCI & CEMENTDATA: 500 sx ClassG wf3% CaCI a 5#/sx
1/4#/sx Flocele. Cemented D42 &675 sx 10.0 RFCw/5#lsx D42
to surface. CEMENTTOP AT: 655' from CBL

TUBINGRECORD
----------------- PERFORATIONRECORD

SIZEAGRADE/WT.:2 7/8", J-55, 6.5 lbs -------------- ------- -------

NO.OF JOINTS: 184 jts.@5749.4' 4712'-4750' (38') (2 SPF) RED5
TUBINGANCHOR: None 5451'-5468' (17') (2 SPF) BLUE1

NO.OF JONTS: NA 5622'-5640' (18') (2 SPF) BLUE3
SEATINGNIPPLE: 2 7/8" x 1.1' 5732'-5786' (54') (1 SPF) BLUE4

PERF. SUB: 2 7/8" x 3'
MUDANCHOR: 2 7/8" x 31.03'

PINNEDCOLLAR: 2 7/8"
TOTALSTRING LENGTN: 5797.53' KB ACIDJOBS

SN LANDEDAT: 5763.4' KB ------------- ------ --------

4712'-4750' KB 2200 gal 15% HCI
5451'-5468' KB 1700 gal 15% HCI

SUCKER ROD RECORD 5622'-5640' KB 1800 gal 15% HCI
----------------- 5732'-5786' KB 2700 gal 15% HCI
1 - 1 1/4" X 16' SM Polish Rod
1 - 3/4" x 2' Pony
1 - 3/4" x 8' Pony
175 - 3/4" x 25' Plain Rods FRACJOBS
48 - 3/4" x 25' Rods w/2-1/2" Guides -------------- ------ ------ -------

6 - 1" x 25' Rods EL w/2-1/2" Riton Guides 4712'-4750' KB 4-17-82: w/Westem. 55000 gal Apollo30
w/80000# 20-40 sand &20000# 10-20 sand.
ATR 30 BPM@ 1950 psi, max 2000 psi. ISIP
@ 1800 psi, 15 - 1625 psi, 20 - 1560 psi.

PUMP SIZE: 2 1/2" x 1 1/4" x 15' RWAC
W/ SM plunger 5451'-5468' KB 4-15-82: w/Westem. 18000 gal Apollo30

STROKE LENGTH: w/11000# 20-40 sand & 12000# 10-20 sand.
PUMP SPEED, SPM: ATR 25 BPM@ 1900 psi,max 4000 psi. ISIP

PUMPINGUNITSIZE: Otek320 (serviced 10-6-92) @ 1600 psi, 15 - 1460 psi, 20 - 1400 psi.
S/N 7-81-P678
Ajax EA-30 engine,S/N 79363 5622'-5640' KB 4-13-82: w/Westem. 37000 galApollo30

w/40000# 20-40 sand &20000# 10-20 sand.
ATR 26 BPM@2100 psi, max 3000 psi. ISIP

LOGS: Dual Induction-SFL, Schlumberger Cyberlook, @2200 psi, 15 - 1400 psi, 20 - 1300 psi.
CementBond Log w/GammaRay, Compensated
Neutron-Formation Density, Mud Log. 5732'-5786' KB 4-7-82: w/Westem. 55000 gal Apollo30

w/75000# 20-40 &sand &20000# 10-20 sand.
ATR30 BPM@ 1800 psi, max 2000 psi. ISIP
@ 1600 psi, 15 - 1400 psi,30 - 1400

BAI.CRONOlL WELLBEPORT

WELLNAME: CASTLE PEAK FEDERAL#42-15 DATE: 6-30-94/ks

FIELD: Jonah Unit/MonumentButte Field
FEDERALLEASE NO.: U-017985 API NO.: 43-013-30633

LOCATION: SE NE Sec.15,T9S,R16E
COUffTY/STATE: Duchesne County,Utah

WORKINGINTEREST: 1.00 NET REVENUE INT.: 0.825
PRODUCINGFORMATION: Green River

COMPLETIONDATE: 4730/82 SPUD DATE: 3/6/82
INITIALPRODUCTION: 89 STBOPD, 25 MCFPD, 25 STBWPD RIG RELEASE DATE: 3/29/82

OltuGAS PURCHASER: Amoco/Universal OILGRAVITY: 30 API
PRESEMTPROD STATUS:3 STBOPD, 21 MCFPD BHT: 121 Deg.F

ELEVATIONS- GROUND: 5657' KB: 5670'(13' KB)
TOTALDEPTH: 5921' KB PLUGBACKTD: 5882' KB

SURFACE CASING PRODUCTIONCASING

S : 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: K-55 GRADE: K-55

WEIGHT: 24 Us. WEIGHT: 15.5 Us.
LENGTH: 7 jls@273.65' LENGTH: 155 jis@5921.92'

HOLESIZE: 12 1/4" DEPTH LANDED: 5920' KB
DEFIN LANDED: 285' KB HOLESIZE: 7 7/8"

CEMENT DATA: 220 sx Class H w/2% CaCI & CEMENTDATA: 500 sx ClassG wf3% CaCI a 5#/sx
1/4#/sx Flocele. Cemented D42 &675 sx 10.0 RFCw/5#lsx D42
to surface. CEMENTTOP AT: 655' from CBL

TUBINGRECORD
----------------- PERFORATIONRECORD

SIZEAGRADE/WT.:2 7/8", J-55, 6.5 lbs -------------- ------- -------

NO.OF JOINTS: 184 jts.@5749.4' 4712'-4750' (38') (2 SPF) RED5
TUBINGANCHOR: None 5451'-5468' (17') (2 SPF) BLUE1

NO.OF JONTS: NA 5622'-5640' (18') (2 SPF) BLUE3
SEATINGNIPPLE: 2 7/8" x 1.1' 5732'-5786' (54') (1 SPF) BLUE4

PERF. SUB: 2 7/8" x 3'
MUDANCHOR: 2 7/8" x 31.03'

PINNEDCOLLAR: 2 7/8"
TOTALSTRING LENGTN: 5797.53' KB ACIDJOBS

SN LANDEDAT: 5763.4' KB ------------- ------ --------

4712'-4750' KB 2200 gal 15% HCI
5451'-5468' KB 1700 gal 15% HCI

SUCKER ROD RECORD 5622'-5640' KB 1800 gal 15% HCI
----------------- 5732'-5786' KB 2700 gal 15% HCI
1 - 1 1/4" X 16' SM Polish Rod
1 - 3/4" x 2' Pony
1 - 3/4" x 8' Pony
175 - 3/4" x 25' Plain Rods FRACJOBS
48 - 3/4" x 25' Rods w/2-1/2" Guides -------------- ------ ------ -------

6 - 1" x 25' Rods EL w/2-1/2" Riton Guides 4712'-4750' KB 4-17-82: w/Westem. 55000 gal Apollo30
w/80000# 20-40 sand &20000# 10-20 sand.
ATR 30 BPM@ 1950 psi, max 2000 psi. ISIP
@ 1800 psi, 15 - 1625 psi, 20 - 1560 psi.

PUMP SIZE: 2 1/2" x 1 1/4" x 15' RWAC
W/ SM plunger 5451'-5468' KB 4-15-82: w/Westem. 18000 gal Apollo30

STROKE LENGTH: w/11000# 20-40 sand & 12000# 10-20 sand.
PUMP SPEED, SPM: ATR 25 BPM@ 1900 psi,max 4000 psi. ISIP

PUMPINGUNITSIZE: Otek320 (serviced 10-6-92) @ 1600 psi, 15 - 1460 psi, 20 - 1400 psi.
S/N 7-81-P678
Ajax EA-30 engine,S/N 79363 5622'-5640' KB 4-13-82: w/Westem. 37000 galApollo30

w/40000# 20-40 sand &20000# 10-20 sand.
ATR 26 BPM@2100 psi, max 3000 psi. ISIP

LOGS: Dual Induction-SFL, Schlumberger Cyberlook, @2200 psi, 15 - 1400 psi, 20 - 1300 psi.
CementBond Log w/GammaRay, Compensated
Neutron-Formation Density, Mud Log. 5732'-5786' KB 4-7-82: w/Westem. 55000 gal Apollo30

w/75000# 20-40 &sand &20000# 10-20 sand.
ATR30 BPM@ 1800 psi, max 2000 psi. ISIP
@ 1600 psi, 15 - 1400 psi,30 - 1400

BAI.CRONOlL WELLBEPORT

WELLNAME: CASTLE PEAK FEDERAL#42-15 DATE: 6-30-94/ks

FIELD: Jonah Unit/MonumentButte Field
FEDERALLEASE NO.: U-017985 API NO.: 43-013-30633

LOCATION: SE NE Sec.15,T9S,R16E
COUffTY/STATE: Duchesne County,Utah

WORKINGINTEREST: 1.00 NET REVENUE INT.: 0.825
PRODUCINGFORMATION: Green River

COMPLETIONDATE: 4730/82 SPUD DATE: 3/6/82
INITIALPRODUCTION: 89 STBOPD, 25 MCFPD, 25 STBWPD RIG RELEASE DATE: 3/29/82

OltuGAS PURCHASER: Amoco/Universal OILGRAVITY: 30 API
PRESEMTPROD STATUS:3 STBOPD, 21 MCFPD BHT: 121 Deg.F

ELEVATIONS- GROUND: 5657' KB: 5670'(13' KB)
TOTALDEPTH: 5921' KB PLUGBACKTD: 5882' KB

SURFACE CASING PRODUCTIONCASING

S : 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: K-55 GRADE: K-55

WEIGHT: 24 Us. WEIGHT: 15.5 Us.
LENGTH: 7 jls@273.65' LENGTH: 155 jis@5921.92'

HOLESIZE: 12 1/4" DEPTH LANDED: 5920' KB
DEFIN LANDED: 285' KB HOLESIZE: 7 7/8"

CEMENT DATA: 220 sx Class H w/2% CaCI & CEMENTDATA: 500 sx ClassG wf3% CaCI a 5#/sx
1/4#/sx Flocele. Cemented D42 &675 sx 10.0 RFCw/5#lsx D42
to surface. CEMENTTOP AT: 655' from CBL

TUBINGRECORD
----------------- PERFORATIONRECORD

SIZEAGRADE/WT.:2 7/8", J-55, 6.5 lbs -------------- ------- -------

NO.OF JOINTS: 184 jts.@5749.4' 4712'-4750' (38') (2 SPF) RED5
TUBINGANCHOR: None 5451'-5468' (17') (2 SPF) BLUE1

NO.OF JONTS: NA 5622'-5640' (18') (2 SPF) BLUE3
SEATINGNIPPLE: 2 7/8" x 1.1' 5732'-5786' (54') (1 SPF) BLUE4

PERF. SUB: 2 7/8" x 3'
MUDANCHOR: 2 7/8" x 31.03'

PINNEDCOLLAR: 2 7/8"
TOTALSTRING LENGTN: 5797.53' KB ACIDJOBS

SN LANDEDAT: 5763.4' KB ------------- ------ --------

4712'-4750' KB 2200 gal 15% HCI
5451'-5468' KB 1700 gal 15% HCI

SUCKER ROD RECORD 5622'-5640' KB 1800 gal 15% HCI
----------------- 5732'-5786' KB 2700 gal 15% HCI
1 - 1 1/4" X 16' SM Polish Rod
1 - 3/4" x 2' Pony
1 - 3/4" x 8' Pony
175 - 3/4" x 25' Plain Rods FRACJOBS
48 - 3/4" x 25' Rods w/2-1/2" Guides -------------- ------ ------ -------

6 - 1" x 25' Rods EL w/2-1/2" Riton Guides 4712'-4750' KB 4-17-82: w/Westem. 55000 gal Apollo30
w/80000# 20-40 sand &20000# 10-20 sand.
ATR 30 BPM@ 1950 psi, max 2000 psi. ISIP
@ 1800 psi, 15 - 1625 psi, 20 - 1560 psi.

PUMP SIZE: 2 1/2" x 1 1/4" x 15' RWAC
W/ SM plunger 5451'-5468' KB 4-15-82: w/Westem. 18000 gal Apollo30

STROKE LENGTH: w/11000# 20-40 sand & 12000# 10-20 sand.
PUMP SPEED, SPM: ATR 25 BPM@ 1900 psi,max 4000 psi. ISIP

PUMPINGUNITSIZE: Otek320 (serviced 10-6-92) @ 1600 psi, 15 - 1460 psi, 20 - 1400 psi.
S/N 7-81-P678
Ajax EA-30 engine,S/N 79363 5622'-5640' KB 4-13-82: w/Westem. 37000 galApollo30

w/40000# 20-40 sand &20000# 10-20 sand.
ATR 26 BPM@2100 psi, max 3000 psi. ISIP

LOGS: Dual Induction-SFL, Schlumberger Cyberlook, @2200 psi, 15 - 1400 psi, 20 - 1300 psi.
CementBond Log w/GammaRay, Compensated
Neutron-Formation Density, Mud Log. 5732'-5786' KB 4-7-82: w/Westem. 55000 gal Apollo30

w/75000# 20-40 &sand &20000# 10-20 sand.
ATR30 BPM@ 1800 psi, max 2000 psi. ISIP
@ 1600 psi, 15 - 1400 psi,30 - 1400



CASTLEPEAKFEDERAL#42-15 BALCRONOIL
Jonah Unit/MonumentButte Field 6-30-94/ks

Lease No. (R)17985
SE NE Sec. 15,T9S,R16E Welbore Diagam

Duchesne Co., Utah

ElevGL @5657'
Elev KB@5670' (13' KB)

SURFAŒ CASING

8 5/8", 24#, K-55
7 jts@273.65'
Landed @285' KB
Hole Size @ 12 1/4"
Cemented w/220 sx Class H w/ 2% ACIDJOBS
CaCI a 1/4#/sx Flocele. Cemented 285' KB -->

--------------- -------

to surfacew/good retums. 4712'-4750' KB 2200 gal 15% HCI
5451'-5468' KB 1700 gal 15% HCI
5622'-5640' KB 1800 gal 15% HCI
5732'-5786' KB 2700 gal 15% HCI

TOC@655'->
PRODUCTIONCASING

-------------- FRACJOBS
5 1/2", 15.5#, K-55 ------------- ------ ------ -----

155 jls@5921.92' 4712'-4750' KB 4-17-82: w/Westem. 55000 gal Apollo30
Landed @5920' KB w/80000#2Œ40 sand &20000# 10-20 sand.
Hole Size@7 7/8" ATR30 BPM@ 1950 psi, max 2000 psi. ISIP
Cementedw/500 sx ClassG wf3% CaCI & @ 1800 psi, 15 - 1625 psi, 20 - 1560 psi.
5#/sx D42 &675 sx 10.0 RFCw/5#lsx
D42. 5451'-5468' KB 4-1&82: w/Westem. 18000 gal Apollo30
Cement Top @655' from CBL w/11000# 20-40 sand & 12000# 10 20 sand.

ATR 25 BPM@ 1900 psi,max 4000 psi. ISIP

TUBING @ 1600 psi, 15 - 1460 psi, 20 - 1400 psi.

2 7/8", 6.5#, J-55 5622'-5640' KB 4-13-82: w/Westem. 37000 gal Apollo30
184 jts.@5749.4' w/40000# 20-40 sand &20000# 10-20 sand.
SN - 2 7/8" x 1.1' ATR 26 BPM@2100 psi, max 3000 psi. ISIP
Pert Sub - 2 7/8" x 3' @2200 psi, 15 - 1400 psi,20 - 1300 psi.
Mud Anchor - 2 7/8" x 31.03'
Pinned Collar - 2 7/8" 5732'-5786' KB 4 7-82: w/Western. 55000 gal Apollo30
Total StringLength - 5797.53' KB w/75000#20-40 &sand &20000# 10-20 sand.
SN Landed @5763.4' KB ATR30 BPM@ 1800 psi, max 2000 psi. ISIP

@ 1600 psi, 15 - 1400 psi,30 - 1400 psi.
1400psig, 30 min @ 1400psig.

SUCKER ROD RECORD9¯-TJ¯i¯$M
lish Rod

1 - 3/4" x 2' Pony PERFORATIONRECORD
1 - 3/4" x 8' Pony --------- -------- ------- -------

175 - 3/4" x 25' Plain Rods 4712'-4750' (38') (2 SPF) RED5
48 - 3/4" x 25' Rods w/2-1/2" Guides 5451'-5468' (17') (2 SPF) BLUE1
6 - 1" x 25' Rods EL w/2-1/2" RitonGuides 5622'-5640' (18') (2 SPF) BLUE3

5732'-5786' (54') (1 SPF) BLUE4

PUMP SIZE: 2 1/2" x 1 1/4" x 15' RWAC <-SN Landed @5763.4' KB
W/ SM plunger

STROKE LENGTH:
PUMP SPEED, SPM:

PUMPINGUNITSIZE: Otek320 (serviced10-&92) PBTD@5882' KB
S/N 7-81-P678 TD @5921'

CASTLEPEAKFEDERAL#42-15 BALCRONOIL

Jonah Unit/MonumentButte Field 6-30-94/ks

Lease No. (R)17985
SE NE Sec. 15,T9S,R16E Welbore Diagam

Duchesne Co., Utah

ElevGL @5657'
Elev KB@5670' (13' KB)

SURFAŒ CASING

8 5/8", 24#, K-55
7 jts@273.65'
Landed @285' KB
Hole Size @ 12 1/4"
Cemented w/220 sx Class H w/ 2% ACIDJOBS
CaCI a 1/4#/sx Flocele. Cemented 285' KB -->

--------------- -------

to surfacew/good retums. 4712'-4750' KB 2200 gal 15% HCI
5451'-5468' KB 1700 gal 15% HCI
5622'-5640' KB 1800 gal 15% HCI
5732'-5786' KB 2700 gal 15% HCI

TOC@655'->
PRODUCTIONCASING

-------------- FRACJOBS
5 1/2", 15.5#, K-55 ------------- ------ ------ -----

155 jls@5921.92' 4712'-4750' KB 4-17-82: w/Westem. 55000 gal Apollo30

Landed @5920' KB w/80000#2Œ40 sand &20000# 10-20 sand.
Hole Size@7 7/8" ATR30 BPM@ 1950 psi, max 2000 psi. ISIP
Cementedw/500 sx ClassG wf3% CaCI & @ 1800 psi, 15 - 1625 psi, 20 - 1560 psi.

5#/sx D42 &675 sx 10.0 RFCw/5#lsx
D42. 5451'-5468' KB 4-1&82: w/Westem. 18000 gal Apollo30
Cement Top @655' from CBL w/11000# 20-40 sand & 12000# 10 20 sand.

ATR 25 BPM@ 1900 psi,max 4000 psi. ISIP

TUBING @ 1600 psi, 15 - 1460 psi, 20 - 1400 psi.

2 7/8", 6.5#, J-55 5622'-5640' KB 4-13-82: w/Westem. 37000 gal Apollo30
184 jts.@5749.4' w/40000# 20-40 sand &20000# 10-20 sand.
SN - 2 7/8" x 1.1' ATR 26 BPM@2100 psi, max 3000 psi. ISIP
Pert Sub - 2 7/8" x 3' @2200 psi, 15 - 1400 psi,20 - 1300 psi.
Mud Anchor - 2 7/8" x 31.03'
Pinned Collar - 2 7/8" 5732'-5786' KB 4 7-82: w/Western. 55000 gal Apollo30
Total StringLength - 5797.53' KB w/75000#20-40 &sand &20000# 10-20 sand.
SN Landed @5763.4' KB ATR30 BPM@ 1800 psi, max 2000 psi. ISIP

@ 1600 psi, 15 - 1400 psi,30 - 1400 psi.
1400psig, 30 min @ 1400psig.

SUCKER ROD RECORD9¯-TJ¯i¯$M
lish Rod

1 - 3/4" x 2' Pony PERFORATIONRECORD
1 - 3/4" x 8' Pony --------- -------- ------- -------

175 - 3/4" x 25' Plain Rods 4712'-4750' (38') (2 SPF) RED5
48 - 3/4" x 25' Rods w/2-1/2" Guides 5451'-5468' (17') (2 SPF) BLUE1
6 - 1" x 25' Rods EL w/2-1/2" RitonGuides 5622'-5640' (18') (2 SPF) BLUE3

5732'-5786' (54') (1 SPF) BLUE4

PUMP SIZE: 2 1/2" x 1 1/4" x 15' RWAC <-SN Landed @5763.4' KB
W/ SM plunger

STROKE LENGTH:
PUMP SPEED, SPM:

PUMPINGUNITSIZE: Otek320 (serviced10-&92) PBTD@5882' KB
S/N 7-81-P678 TD @5921'

CASTLEPEAKFEDERAL#42-15 BALCRONOIL

Jonah Unit/MonumentButte Field 6-30-94/ks

Lease No. (R)17985
SE NE Sec. 15,T9S,R16E Welbore Diagam

Duchesne Co., Utah

ElevGL @5657'
Elev KB@5670' (13' KB)

SURFAŒ CASING

8 5/8", 24#, K-55
7 jts@273.65'
Landed @285' KB
Hole Size @ 12 1/4"
Cemented w/220 sx Class H w/ 2% ACIDJOBS
CaCI a 1/4#/sx Flocele. Cemented 285' KB -->

--------------- -------

to surfacew/good retums. 4712'-4750' KB 2200 gal 15% HCI
5451'-5468' KB 1700 gal 15% HCI
5622'-5640' KB 1800 gal 15% HCI
5732'-5786' KB 2700 gal 15% HCI

TOC@655'->
PRODUCTIONCASING

-------------- FRACJOBS
5 1/2", 15.5#, K-55 ------------- ------ ------ -----

155 jls@5921.92' 4712'-4750' KB 4-17-82: w/Westem. 55000 gal Apollo30

Landed @5920' KB w/80000#2Œ40 sand &20000# 10-20 sand.
Hole Size@7 7/8" ATR30 BPM@ 1950 psi, max 2000 psi. ISIP
Cementedw/500 sx ClassG wf3% CaCI & @ 1800 psi, 15 - 1625 psi, 20 - 1560 psi.

5#/sx D42 &675 sx 10.0 RFCw/5#lsx
D42. 5451'-5468' KB 4-1&82: w/Westem. 18000 gal Apollo30
Cement Top @655' from CBL w/11000# 20-40 sand & 12000# 10 20 sand.

ATR 25 BPM@ 1900 psi,max 4000 psi. ISIP

TUBING @ 1600 psi, 15 - 1460 psi, 20 - 1400 psi.

2 7/8", 6.5#, J-55 5622'-5640' KB 4-13-82: w/Westem. 37000 gal Apollo30
184 jts.@5749.4' w/40000# 20-40 sand &20000# 10-20 sand.
SN - 2 7/8" x 1.1' ATR 26 BPM@2100 psi, max 3000 psi. ISIP
Pert Sub - 2 7/8" x 3' @2200 psi, 15 - 1400 psi,20 - 1300 psi.
Mud Anchor - 2 7/8" x 31.03'
Pinned Collar - 2 7/8" 5732'-5786' KB 4 7-82: w/Western. 55000 gal Apollo30
Total StringLength - 5797.53' KB w/75000#20-40 &sand &20000# 10-20 sand.
SN Landed @5763.4' KB ATR30 BPM@ 1800 psi, max 2000 psi. ISIP

@ 1600 psi, 15 - 1400 psi,30 - 1400 psi.
1400psig, 30 min @ 1400psig.

SUCKER ROD RECORD9¯-TJ¯i¯$M
lish Rod

1 - 3/4" x 2' Pony PERFORATIONRECORD
1 - 3/4" x 8' Pony --------- -------- ------- -------

175 - 3/4" x 25' Plain Rods 4712'-4750' (38') (2 SPF) RED5
48 - 3/4" x 25' Rods w/2-1/2" Guides 5451'-5468' (17') (2 SPF) BLUE1
6 - 1" x 25' Rods EL w/2-1/2" RitonGuides 5622'-5640' (18') (2 SPF) BLUE3

5732'-5786' (54') (1 SPF) BLUE4

PUMP SIZE: 2 1/2" x 1 1/4" x 15' RWAC <-SN Landed @5763.4' KB
W/ SM plunger

STROKE LENGTH:
PUMP SPEED, SPM:

PUMPINGUNITSIZE: Otek320 (serviced10-&92) PBTD@5882' KB
S/N 7-81-P678 TD @5921'



BALCRONOIL WELLREPORT

WEU.NAME:BALCRONMONUMENTFEDERAL#23-15J DATE:6-24-94/ks
FIELD: Jonah Unit/MonumentButte Field

FEDERALLEASE NO.: U-0179B5 API NO.: 43413-31373
LOCATION:NE SWSection15, T9S, R16E

COUNTY/STATE: Duchesne County,Utah
WDRKINGINTEREST: 0.805079506 NET REVENUE INT.: Oil:0.73831617

PRODUCINGFORMATION: Green River Gas: 0.66359285
COMPLETIONDATE: 11-30-93 SPUD DATE: 10-6-93

INITIALPRODUCTION: 40 STEOPD,200 MSCFPD, 56 STBWPD RIGRELEASE DATE: 10-29-93

OlUGASPURCHASER: Amoco OILGRAVfTY: 34 API
PRESENT PROD STATUS: Producing OilWell BHT: 135 Deg. F
ELEVATIONS- GROUND: 5828' KB: 5838' (10' KB)

TOTALDEPTH: 5700' KB PLUGBACKTD: 5625' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
CSG SIZE: 8-5Æ" CSGSIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
ŒNGTH: 6 jnts@270.52' LENGTH: 5666.71'

DEPTH LANDED: 278.52' KB DEPTH LANDED: 5675.71' KB
HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"

CEMENT DATA: 150 sxs Class "G"w/3% CCL CEMENTDATA 100 sxs Hiill!& tail
& 1/4#Isx Celloseal. w/250 sxs 50-50 POZ.
Cemented to surfacew/ CEMENTTOP AT: 2490' KBwitop ofgood
good returns. bonding@2665' KBper CBL

TUBINGRECORD

SlZFJGRADE/WT.: 2-7Æ",J-55, 6.5 #
NO.OF JOINTS: 170 jnts@5236.39'

TUBINGANCHOR: NA
NO.OFJOINTS: NA

SEATINGNIPPLE: 2-7Æ"x 1.10' PERFORATIONRECORD
PERF. SUB: 2-7/8" x 3.2' ------------------- -------- ---------

MUDANCHOR: 2-7/8" x 29.63' 4645'-4649' (4') (3 Holes) RED 1
TOTALSTRINGLENGTH:5280.32' 4653'-4655' (2') (2 Holes) RED1

SN LANDEDAT: 5247.49' KB 4666'-4672' (6') (4 Holes) RED 1
4803'-4808' (5') (1 SPF) RED5
5216'-5220' (4') (2 SPF) GREEN 6

SUCKERRODRECORD ** 5212'-5222'(10') (4 SPF) GREEN6

One 1-1/4"x 22' Polish Rod " Above is re-perforationofzone.
One 3/4" x 6' Pony Originalzone would notbrealciown.
One 3/4" x 8' Pony
208 3/4" x 25' Plain Rods PROPOSED REPERFORATlNG

4645'-4649' (4') (2 SPF) RED 1
4653'-4655' (2') (2 SPF) RED 1

PUMP SIZE: 2.5" x 1.5"x 16' RWAC 4666'-4672' (6') (2 SPF) RED 1
w/PA Plunger (Pump #1014)

STROKE LENGTH:7T' Stoke
PUMP SPEED: 5 SPM

PUMPINGUNITSIZE:

LOGS:MudLog, Gamma Ray/CementBond Log, Dual
Laterolog Micro-SF, Compensated Neutron/Litho-
Density/GammaRay

BALCRONOIL WELLREPORT

WEU.NAME:BALCRONMONUMENTFEDERAL#23-15J DATE:6-24-94/ks
FIELD: Jonah Unit/MonumentButte Field

FEDERALLEASE NO.: U-0179B5 API NO.: 43413-31373

LOCATION:NE SWSection15, T9S, R16E
COUNTY/STATE: Duchesne County,Utah

WDRKINGINTEREST: 0.805079506 NET REVENUE INT.: Oil:0.73831617
PRODUCINGFORMATION: Green River Gas: 0.66359285

COMPLETIONDATE: 11-30-93 SPUD DATE: 10-6-93

INITIALPRODUCTION: 40 STEOPD,200 MSCFPD, 56 STBWPD RIGRELEASE DATE: 10-29-93

OlUGASPURCHASER: Amoco OILGRAVfTY: 34 API
PRESENT PROD STATUS: Producing OilWell BHT: 135 Deg. F
ELEVATIONS- GROUND: 5828' KB: 5838' (10' KB)

TOTALDEPTH: 5700' KB PLUGBACKTD: 5625' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
CSG SIZE: 8-5Æ" CSGSIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
ŒNGTH: 6 jnts@270.52' LENGTH: 5666.71'

DEPTH LANDED: 278.52' KB DEPTH LANDED: 5675.71' KB
HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"

CEMENT DATA: 150 sxs Class "G"w/3% CCL CEMENTDATA 100 sxs Hiill!& tail
& 1/4#Isx Celloseal. w/250 sxs 50-50 POZ.
Cemented to surfacew/ CEMENTTOP AT: 2490' KBwitop ofgood
good returns. bonding@2665' KBper CBL

TUBINGRECORD

SlZFJGRADE/WT.: 2-7Æ",J-55, 6.5 #
NO.OF JOINTS: 170 jnts@5236.39'

TUBINGANCHOR: NA
NO.OFJOINTS: NA

SEATINGNIPPLE: 2-7Æ"x 1.10' PERFORATIONRECORD
PERF. SUB: 2-7/8" x 3.2' ------------------- -------- ---------

MUDANCHOR: 2-7/8" x 29.63' 4645'-4649' (4') (3 Holes) RED 1
TOTALSTRINGLENGTH:5280.32' 4653'-4655' (2') (2 Holes) RED1

SN LANDEDAT: 5247.49' KB 4666'-4672' (6') (4 Holes) RED 1
4803'-4808' (5') (1 SPF) RED5
5216'-5220' (4') (2 SPF) GREEN 6

SUCKERRODRECORD ** 5212'-5222'(10') (4 SPF) GREEN6

One 1-1/4"x 22' Polish Rod " Above is re-perforationofzone.
One 3/4" x 6' Pony Originalzone would notbrealciown.
One 3/4" x 8' Pony
208 3/4" x 25' Plain Rods PROPOSED REPERFORATlNG

4645'-4649' (4') (2 SPF) RED 1
4653'-4655' (2') (2 SPF) RED 1

PUMP SIZE: 2.5" x 1.5"x 16' RWAC 4666'-4672' (6') (2 SPF) RED 1
w/PA Plunger (Pump #1014)

STROKE LENGTH:7T' Stoke
PUMP SPEED: 5 SPM

PUMPINGUNITSIZE:

LOGS:MudLog, Gamma Ray/CementBond Log, Dual
Laterolog Micro-SF, Compensated Neutron/Litho-
Density/GammaRay

BALCRONOIL WELLREPORT

WEU.NAME:BALCRONMONUMENTFEDERAL#23-15J DATE:6-24-94/ks
FIELD: Jonah Unit/MonumentButte Field

FEDERALLEASE NO.: U-0179B5 API NO.: 43413-31373

LOCATION:NE SWSection15, T9S, R16E
COUNTY/STATE: Duchesne County,Utah

WDRKINGINTEREST: 0.805079506 NET REVENUE INT.: Oil:0.73831617
PRODUCINGFORMATION: Green River Gas: 0.66359285

COMPLETIONDATE: 11-30-93 SPUD DATE: 10-6-93

INITIALPRODUCTION: 40 STEOPD,200 MSCFPD, 56 STBWPD RIGRELEASE DATE: 10-29-93

OlUGASPURCHASER: Amoco OILGRAVfTY: 34 API
PRESENT PROD STATUS: Producing OilWell BHT: 135 Deg. F
ELEVATIONS- GROUND: 5828' KB: 5838' (10' KB)

TOTALDEPTH: 5700' KB PLUGBACKTD: 5625' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
CSG SIZE: 8-5Æ" CSGSIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 # WEIGHT: 15.5 #
ŒNGTH: 6 jnts@270.52' LENGTH: 5666.71'

DEPTH LANDED: 278.52' KB DEPTH LANDED: 5675.71' KB
HOLE SIZE: 12-1/4" HOLESIZE: 7-7/8"

CEMENT DATA: 150 sxs Class "G"w/3% CCL CEMENTDATA 100 sxs Hiill!& tail
& 1/4#Isx Celloseal. w/250 sxs 50-50 POZ.
Cemented to surfacew/ CEMENTTOP AT: 2490' KBwitop ofgood
good returns. bonding@2665' KBper CBL

TUBINGRECORD

SlZFJGRADE/WT.: 2-7Æ",J-55, 6.5 #
NO.OF JOINTS: 170 jnts@5236.39'

TUBINGANCHOR: NA
NO.OFJOINTS: NA

SEATINGNIPPLE: 2-7Æ"x 1.10' PERFORATIONRECORD
PERF. SUB: 2-7/8" x 3.2' ------------------- -------- ---------

MUDANCHOR: 2-7/8" x 29.63' 4645'-4649' (4') (3 Holes) RED 1
TOTALSTRINGLENGTH:5280.32' 4653'-4655' (2') (2 Holes) RED1

SN LANDEDAT: 5247.49' KB 4666'-4672' (6') (4 Holes) RED 1
4803'-4808' (5') (1 SPF) RED5
5216'-5220' (4') (2 SPF) GREEN 6

SUCKERRODRECORD ** 5212'-5222'(10') (4 SPF) GREEN6

One 1-1/4"x 22' Polish Rod " Above is re-perforationofzone.
One 3/4" x 6' Pony Originalzone would notbrealciown.
One 3/4" x 8' Pony
208 3/4" x 25' Plain Rods PROPOSED REPERFORATlNG

4645'-4649' (4') (2 SPF) RED 1
4653'-4655' (2') (2 SPF) RED 1

PUMP SIZE: 2.5" x 1.5"x 16' RWAC 4666'-4672' (6') (2 SPF) RED 1
w/PA Plunger (Pump #1014)

STROKE LENGTH:7T' Stoke
PUMP SPEED: 5 SPM

PUMPINGUNITSIZE:

LOGS:MudLog, Gamma Ray/CementBond Log, Dual
Laterolog Micro-SF, Compensated Neutron/Litho-
Density/GammaRay



PAGËTWO ACIDANDFRACINFORMATION

WELLNAME: BALCRONMONUMENTFEDERAL#23-15J
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: Lease No. U-017985
LOCATION:NE SW Section15, T9S, R16E

COUNTY/STATE: Duchesne County,Utah

ACIDIBREAKDOWNJOBS

5216'-5220' KB - 11-2-93: Breakdown w/Schlumbergerw/500 gals 15% HCL&40 bbis2% KCLwtr.
ISIP 2270 psi.
48 bbis2% KCLwtr. ATP 2950 psi,ATR4 BPM,ISIP 2200 psi,5 min1980 psi.

5212'-5222' KB - 11-3-93: Dowellw/500 gals 15% HCL&65 bbis 2% KCLwtr. ATP 2500 psi,
max3500 psi.ATR 4 BPM, max4 BPM. ISIP 2500 psi.

4803'-4808' KB- 11-10-93: Dowellw/1344 gals 2% KCLwtr. ATP 3050 psi,max 2750 psi.
ATR 4 BPM, max4 BPM. ISIP 1530 psi.

4645'-4672' KB- 11-10-93: Breakdown w/1848 gals 2% KCLwtr. ATP 3200 psi, max 4250 psi.
ATR 4 BPM, max4 BPM. ISIP 1450 psi.

FRACJOB

4645'-4808' KB - 11-11-93: Frac'd by Dowellw/39,890#16/30 mesh sand in 26,744 gals 2% KCLwtr.
ATP 2800 psi, max3000 psi. ATR 19.5 BPM,max20.8 BPM. ISIP 1890 psi,
5 min1789 psi, 10 min1753 psi, 15 min1705

PAGËTWO ACIDANDFRACINFORMATION

WELLNAME: BALCRONMONUMENTFEDERAL#23-15J
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: Lease No. U-017985
LOCATION:NE SW Section15, T9S, R16E

COUNTY/STATE: Duchesne County,Utah

ACIDIBREAKDOWNJOBS

5216'-5220' KB - 11-2-93: Breakdown w/Schlumbergerw/500 gals 15% HCL&40 bbis2% KCLwtr.
ISIP 2270 psi.
48 bbis2% KCLwtr. ATP 2950 psi,ATR4 BPM,ISIP 2200 psi,5 min1980 psi.

5212'-5222' KB - 11-3-93: Dowellw/500 gals 15% HCL&65 bbis 2% KCLwtr. ATP 2500 psi,
max3500 psi.ATR 4 BPM, max4 BPM. ISIP 2500 psi.

4803'-4808' KB- 11-10-93: Dowellw/1344 gals 2% KCLwtr. ATP 3050 psi,max 2750 psi.
ATR 4 BPM, max4 BPM. ISIP 1530 psi.

4645'-4672' KB- 11-10-93: Breakdown w/1848 gals 2% KCLwtr. ATP 3200 psi, max 4250 psi.
ATR 4 BPM, max4 BPM. ISIP 1450 psi.

FRACJOB

4645'-4808' KB - 11-11-93: Frac'd by Dowellw/39,890#16/30 mesh sand in 26,744 gals 2% KCLwtr.
ATP 2800 psi, max3000 psi. ATR 19.5 BPM,max20.8 BPM. ISIP 1890 psi,
5 min1789 psi, 10 min1753 psi, 15 min1705

PAGËTWO ACIDANDFRACINFORMATION

WELLNAME: BALCRONMONUMENTFEDERAL#23-15J
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: Lease No. U-017985
LOCATION:NE SW Section15, T9S, R16E

COUNTY/STATE: Duchesne County,Utah

ACIDIBREAKDOWNJOBS

5216'-5220' KB - 11-2-93: Breakdown w/Schlumbergerw/500 gals 15% HCL&40 bbis2% KCLwtr.
ISIP 2270 psi.
48 bbis2% KCLwtr. ATP 2950 psi,ATR4 BPM,ISIP 2200 psi,5 min1980 psi.

5212'-5222' KB - 11-3-93: Dowellw/500 gals 15% HCL&65 bbis 2% KCLwtr. ATP 2500 psi,
max3500 psi.ATR 4 BPM, max4 BPM. ISIP 2500 psi.

4803'-4808' KB- 11-10-93: Dowellw/1344 gals 2% KCLwtr. ATP 3050 psi,max 2750 psi.
ATR 4 BPM, max4 BPM. ISIP 1530 psi.

4645'-4672' KB- 11-10-93: Breakdown w/1848 gals 2% KCLwtr. ATP 3200 psi, max 4250 psi.
ATR 4 BPM, max4 BPM. ISIP 1450 psi.

FRACJOB

4645'-4808' KB - 11-11-93: Frac'd by Dowellw/39,890#16/30 mesh sand in 26,744 gals 2% KCLwtr.
ATP 2800 psi, max3000 psi. ATR 19.5 BPM,max20.8 BPM. ISIP 1890 psi,
5 min1789 psi, 10 min1753 psi, 15 min1705



BALCRONMONUMENTFEDERAL#23-15J BALCRONOIL

Jonah Unit/Morument Butte Field 6-2494 /ks

Lease No. U-017985
NE SW Section 15, T9S, R16E WÈLLBOAGDIAGRAM
Duchesne County, Utah

Elev.Gr @ 5828'
Elev.KB@ 5838' (10' KB) ACID/BREAKDOWNJOBS

5216'-5220' KB 11-2-93: Schlumbergerw)500 gals 15% HCL &

SURFACE CASING 40 bbis 2% KCLwtr. ISIP 2270 psi.
---------- 48 bbis 2% KCLwtr. ATP 2950 psi, ATR 4 BPM.

8-5Æ",24#, J-55 ISIP 2200 pai, 5 min1980 psi.
Length @ 270.52'
Hole size @ 12-1/4" 278.52' KB --> 5212'-5222' KB 11-&93: Dowellw/500gals 15% HCL& 65 bbis

Depth landed @ 278.25' KB 2% KCLwtr. ATP 2500 psi, max 3500 psi.
Cemented w/150 sxs Class "G"w/3% CCL & ATR 4 BPM, max 4 BPM. ISIP 2500 psi.

1/4#/sx Celloseal. Omt'd to surface
w/good retums. 4803'-4808' KB 11-10-93: Dowellw/1344gals2% KCLwtr

ATP 3050 psi, max 2750 psi. ATR 4 BPM,

PRODUCTIONCASING max 4 BPM. ISIP 1530 psi.

5-1/2", 15.5#, K-55 4645'-4672' KB 11-10-93: Breakdown w/ 1848 gal 2% KCIwtr.
Length @5666.71' ATP 3200 psi, max4250 psi. ATR 4 BPM,

Hole size @ 7-7Æ" max 4 BPM. ISIP 1450 psi.
Depth landed @ 5675.71' KB
Cemented w/100 srs Hifill&tail FRACJOB
w)250 srs 5Œ50 POZ ----------------------------- ------- ----

TOC@ 2490' KB TOC@ 2490'-> 4645'-4808' KB 11-11-93: Dowellw/39,890# 16/30 mesh sand
in 26,744 gais 2% KCLwtr. ATP 2800 psi,

TUBING max 3000 psi. ATR 19.4 BPM max 20.8 BPM.
------------ ISIP 1890 psi,5 min1789 psi, 10 min 1753 psi,
2-7Æ",6 5#, J-55 15 min 1705 psi.
170 jnis@ 5236.39'
SN @ 2-7Æ"x 1.1'
Pert.Sub @2-7Æ"x 3.2'
MA@2-7Æ"x29.63' PERFORATIONRECORD
Total string length @ 5280.32' KB ----------- ----- -----

SN landed @ 5247 49' KB 4645'-4649' (4') (3 Holes) RED 1
4653'-4655' (2') (2 Holes) RED 1

ROD STRING 4666'-4672' (6') (4 Holes) RED 1
------- 4803'-4808' (5') (1 SPF) RED 5

1 - 1-1/4" X 22' Polish Rod 5216'-5220' (4') (2 SPF) GREEN 6
1 - 3/4" x 6' Pony

** 5212'-5222' (10') (4 SPF) GREEN 6
1 - 3/4" x 8' Pony
208 - 3/4" x 25" Plain Rods ** Above is re-perforation of zone.

Original zone would not breakdown.

Pump size @ 2 5" x 1.5"x 16' RWAC PROPOSED REPERFORATING
w/PA Plunger (Pump # 1014) ---------- ----- -----

<-SN Landed @ 5247.49' KB 4646'-4649' (4') (2 SPF) RED 1
Stroke length @77", 5 SPM 4653'4665' (2') (2 SPF) RED 1

4666'4672' (6') (2 SPF) RED 1

PBTD@5625' KB
TD@ 5700'

BALCRONMONUMENTFEDERAL#23-15J BALCRONOIL

Jonah Unit/Morument Butte Field 6-2494 /ks

Lease No. U-017985
NE SW Section 15, T9S, R16E WÈLLBOAGDIAGRAM
Duchesne County, Utah

Elev.Gr @ 5828'
Elev.KB@ 5838' (10' KB) ACID/BREAKDOWNJOBS

5216'-5220' KB 11-2-93: Schlumbergerw)500 gals 15% HCL &

SURFACE CASING 40 bbis 2% KCLwtr. ISIP 2270 psi.
---------- 48 bbis 2% KCLwtr. ATP 2950 psi, ATR 4 BPM.

8-5Æ",24#, J-55 ISIP 2200 pai, 5 min1980 psi.

Length @ 270.52'
Hole size @ 12-1/4" 278.52' KB --> 5212'-5222' KB 11-&93: Dowellw/500gals 15% HCL& 65 bbis

Depth landed @ 278.25' KB 2% KCLwtr. ATP 2500 psi, max 3500 psi.

Cemented w/150 sxs Class "G"w/3% CCL & ATR 4 BPM, max 4 BPM. ISIP 2500 psi.

1/4#/sx Celloseal. Omt'd to surface
w/good retums. 4803'-4808' KB 11-10-93: Dowellw/1344gals2% KCLwtr

ATP 3050 psi, max 2750 psi. ATR 4 BPM,

PRODUCTIONCASING max 4 BPM. ISIP 1530 psi.

5-1/2", 15.5#, K-55 4645'-4672' KB 11-10-93: Breakdown w/ 1848 gal 2% KCIwtr.

Length @5666.71' ATP 3200 psi, max4250 psi. ATR 4 BPM,

Hole size @ 7-7Æ" max 4 BPM. ISIP 1450 psi.

Depth landed @ 5675.71' KB
Cemented w/100 srs Hifill&tail FRACJOB
w)250 srs 5Œ50 POZ ----------------------------- ------- ----

TOC@ 2490' KB TOC@ 2490'-> 4645'-4808' KB 11-11-93: Dowellw/39,890# 16/30 mesh sand
in 26,744 gais 2% KCLwtr. ATP 2800 psi,

TUBING max 3000 psi. ATR 19.4 BPM max 20.8 BPM.
------------ ISIP 1890 psi,5 min1789 psi, 10 min 1753 psi,
2-7Æ",6 5#, J-55 15 min 1705 psi.
170 jnis@ 5236.39'
SN @ 2-7Æ"x 1.1'
Pert.Sub @2-7Æ"x 3.2'
MA@2-7Æ"x29.63' PERFORATIONRECORD
Total string length @ 5280.32' KB ----------- ----- -----

SN landed @ 5247 49' KB 4645'-4649' (4') (3 Holes) RED 1
4653'-4655' (2') (2 Holes) RED 1

ROD STRING 4666'-4672' (6') (4 Holes) RED 1
------- 4803'-4808' (5') (1 SPF) RED 5

1 - 1-1/4" X 22' Polish Rod 5216'-5220' (4') (2 SPF) GREEN 6
1 - 3/4" x 6' Pony

** 5212'-5222' (10') (4 SPF) GREEN 6

1 - 3/4" x 8' Pony
208 - 3/4" x 25" Plain Rods ** Above is re-perforation of zone.

Original zone would not breakdown.

Pump size @ 2 5" x 1.5"x 16' RWAC PROPOSED REPERFORATING
w/PA Plunger (Pump # 1014) ---------- ----- -----

<-SN Landed @ 5247.49' KB 4646'-4649' (4') (2 SPF) RED 1
Stroke length @77", 5 SPM 4653'4665' (2') (2 SPF) RED 1

4666'4672' (6') (2 SPF) RED 1

PBTD@5625' KB
TD@ 5700'

BALCRONMONUMENTFEDERAL#23-15J BALCRONOIL

Jonah Unit/Morument Butte Field 6-2494 /ks

Lease No. U-017985
NE SW Section 15, T9S, R16E WÈLLBOAGDIAGRAM
Duchesne County, Utah

Elev.Gr @ 5828'
Elev.KB@ 5838' (10' KB) ACID/BREAKDOWNJOBS

5216'-5220' KB 11-2-93: Schlumbergerw)500 gals 15% HCL &

SURFACE CASING 40 bbis 2% KCLwtr. ISIP 2270 psi.
---------- 48 bbis 2% KCLwtr. ATP 2950 psi, ATR 4 BPM.

8-5Æ",24#, J-55 ISIP 2200 pai, 5 min1980 psi.

Length @ 270.52'
Hole size @ 12-1/4" 278.52' KB --> 5212'-5222' KB 11-&93: Dowellw/500gals 15% HCL& 65 bbis

Depth landed @ 278.25' KB 2% KCLwtr. ATP 2500 psi, max 3500 psi.

Cemented w/150 sxs Class "G"w/3% CCL & ATR 4 BPM, max 4 BPM. ISIP 2500 psi.

1/4#/sx Celloseal. Omt'd to surface
w/good retums. 4803'-4808' KB 11-10-93: Dowellw/1344gals2% KCLwtr

ATP 3050 psi, max 2750 psi. ATR 4 BPM,

PRODUCTIONCASING max 4 BPM. ISIP 1530 psi.

5-1/2", 15.5#, K-55 4645'-4672' KB 11-10-93: Breakdown w/ 1848 gal 2% KCIwtr.

Length @5666.71' ATP 3200 psi, max4250 psi. ATR 4 BPM,

Hole size @ 7-7Æ" max 4 BPM. ISIP 1450 psi.

Depth landed @ 5675.71' KB
Cemented w/100 srs Hifill&tail FRACJOB
w)250 srs 5Œ50 POZ ----------------------------- ------- ----

TOC@ 2490' KB TOC@ 2490'-> 4645'-4808' KB 11-11-93: Dowellw/39,890# 16/30 mesh sand
in 26,744 gais 2% KCLwtr. ATP 2800 psi,

TUBING max 3000 psi. ATR 19.4 BPM max 20.8 BPM.
------------ ISIP 1890 psi,5 min1789 psi, 10 min 1753 psi,
2-7Æ",6 5#, J-55 15 min 1705 psi.
170 jnis@ 5236.39'
SN @ 2-7Æ"x 1.1'
Pert.Sub @2-7Æ"x 3.2'
MA@2-7Æ"x29.63' PERFORATIONRECORD
Total string length @ 5280.32' KB ----------- ----- -----

SN landed @ 5247 49' KB 4645'-4649' (4') (3 Holes) RED 1
4653'-4655' (2') (2 Holes) RED 1

ROD STRING 4666'-4672' (6') (4 Holes) RED 1
------- 4803'-4808' (5') (1 SPF) RED 5

1 - 1-1/4" X 22' Polish Rod 5216'-5220' (4') (2 SPF) GREEN 6
1 - 3/4" x 6' Pony

** 5212'-5222' (10') (4 SPF) GREEN 6

1 - 3/4" x 8' Pony
208 - 3/4" x 25" Plain Rods ** Above is re-perforation of zone.

Original zone would not breakdown.

Pump size @ 2 5" x 1.5"x 16' RWAC PROPOSED REPERFORATING
w/PA Plunger (Pump # 1014) ---------- ----- -----

<-SN Landed @ 5247.49' KB 4646'-4649' (4') (2 SPF) RED 1
Stroke length @77", 5 SPM 4653'4665' (2') (2 SPF) RED 1

4666'4672' (6') (2 SPF) RED 1

PBTD@5625' KB
TD@ 5700'



BALCRONOIL WELLREPORT

WELLNAME: CAS11.E PEAK FEDERAL#33-15 DATE: 6-29-94/ks

FIELD: Jonah Unit/MonumentButte Field
FEDERALLEASE NO.: U-017985 API NO.: 43-013-30632

LOCATION: NW SE Sec.15,T9S,R16E
COUNTY)STATE: Duchesne County,Utah

WORKINGINTEREST: 1.00 NET REVENUE IKT.: 0.825
PRODUCINGFORMATION: Green River

COMPLETIONDATE: 6/2/82 SPUD DATE: 4/8/82
INITIALPRODUCTION: 665TBOPD,20 MCFPD,50 STBWPD RIGRELEASE DATE: 5/22/82
OILßASPURCHASER: Amoco/Universal OILGRAVfTY 30 API

PRESENT PROD STATUS: 3 STBOPD, 23 MCFPD BHT: 127 Deg.F
ELEVATIONS- GROUND: 5745' KB: 5759' (14' KB)

TOTALDEFTH: 598D' KB PLUGBACKTD: 5934' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1

SIZE: 8 5/8" SIZE: 5 1/2"
GRADE: K-55 GRADE: K-55

WEIGHT: 24 Us. WEIGHT: 15.5 lbs.
LENGTH: 6 jts@243.35' LENGTH: 143 jls@5981'

HOLESIZE: 12 1/4" HOLESIZE: 7 7/8"

DEPTHLANDED: 253'KB DEFTHLANDED: 5979'KB
CEMENT DATA: 200 sx Class G W/ 2% CaCI & CEMENTDATA: 645 sx Class G &750 sx

1/4#/sx Flocele. Cemented 10.0 RFCw/ additives.
to surface. CEMENTTOP AT: 224' from CBL

TUBINGRECORD
------------------ PERFORATIONRECORD

SIZE/GRADE/WT.: 2 3/8", 4.7 Ibs --------------------- --------

NO.OF JOINTS: 170 jts.@5156' 5217'-5230' (13') (2 SPF) BSF
TUBINGANCHOR: None 5471'-5505' (33') (2 SPF) BLUE1

NO. OF JOINTS: NA 5522'-5543' (21') (2 SPF) BLUE2
SEATINGNIPPLE: 2 3/8" x 1.1' 5656'-5664' (8') (2 SPF) BLUE3

PERF. SUB: None 5760'-5776' (16') (1 SPF) BLUE4
MUDANCHOR: 2 3/8" x 19'

TOTALSTRINGLENGTH: 5190' KB ACIDJOBS
SN LANDEDAT: 5170' KB ---------------- -------- --------

5217'-5230' KB 1000 gal 7.5% HCI
SUCKER ROD RECORD 5471'-5543' KB 2000 gal 7.5% HCI
----------------- 5656'-5776' KB 1000 gal 7.5% HCI
1 - 1-1/4" x 16' Polish Rod
(Replaced 1-22-93) FRACJOBS

1 - 3/4" x 4' Pony ---------------- ------ ------ --------

2 - 3/4" x 6' Pony 5217'-5230' KB 5-18-82: w/Westem. 20000 gal Apollo40
190 - Plain Rods w)28500# 20-40 sand & 12000# 10-20 sand.
15 - 3/4" x 25' HPS Rods ATR 10 BPM@2500 psi, max 2600 psi. ISIP

@2450 psi, 15 - 2200 psi, 20 - 2200 psi.

PUMP SIZE: 2" x 1 1/2" x 14' RWBC 5471'-5543' KB 5-16-82: w/Westem. 50000 gal Apollo40
STROKE LENGTH: w/75000# 20-40 sand &20000# 1Œ20 sand.

PUMP SPEED, SPM: ATR 20 BPM@ 1700 psi, max 1800 psi. ISIP
PUMPING UNfTSIZE: LuikinMarkIlM114D 173-74 @ 1700 psi, 15 - 1600 psi, 20 - 1550 psi.

Unitserviced10-6-92

S/N E97711A1-456676 5656'-5T76' KB 5-14-82: w/Westem. 3850 gal Apollo40
Ajax EA-30 engine wf3200# 20-40 sand. 8 Ballsealempumped,
S/N 79361 sand screened outbefore balls hitperfs.

ATR 10 BPM@ 1600 psi, max 3800 psi.
ISIP 800 psi, 15 - 0.

LOGS: Dual InductionGuard I.ng, CementBond Log,
Flap 11Log, CompensatedDensity Dual Spaced
Neutron Log, Computer Analyzed

BALCRONOIL WELLREPORT

WELLNAME: CAS11.E PEAK FEDERAL#33-15 DATE: 6-29-94/ks

FIELD: Jonah Unit/MonumentButte Field
FEDERALLEASE NO.: U-017985 API NO.: 43-013-30632

LOCATION: NW SE Sec.15,T9S,R16E
COUNTY)STATE: Duchesne County,Utah

WORKINGINTEREST: 1.00 NET REVENUE IKT.: 0.825
PRODUCINGFORMATION: Green River

COMPLETIONDATE: 6/2/82 SPUD DATE: 4/8/82
INITIALPRODUCTION: 665TBOPD,20 MCFPD,50 STBWPD RIGRELEASE DATE: 5/22/82
OILßASPURCHASER: Amoco/Universal OILGRAVfTY 30 API

PRESENT PROD STATUS: 3 STBOPD, 23 MCFPD BHT: 127 Deg.F
ELEVATIONS- GROUND: 5745' KB: 5759' (14' KB)

TOTALDEFTH: 598D' KB PLUGBACKTD: 5934' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1

SIZE: 8 5/8" SIZE: 5 1/2"
GRADE: K-55 GRADE: K-55

WEIGHT: 24 Us. WEIGHT: 15.5 lbs.
LENGTH: 6 jts@243.35' LENGTH: 143 jls@5981'

HOLESIZE: 12 1/4" HOLESIZE: 7 7/8"

DEPTHLANDED: 253'KB DEFTHLANDED: 5979'KB
CEMENT DATA: 200 sx Class G W/ 2% CaCI & CEMENTDATA: 645 sx Class G &750 sx

1/4#/sx Flocele. Cemented 10.0 RFCw/ additives.
to surface. CEMENTTOP AT: 224' from CBL

TUBINGRECORD
------------------ PERFORATIONRECORD

SIZE/GRADE/WT.: 2 3/8", 4.7 Ibs --------------------- --------

NO.OF JOINTS: 170 jts.@5156' 5217'-5230' (13') (2 SPF) BSF
TUBINGANCHOR: None 5471'-5505' (33') (2 SPF) BLUE1

NO. OF JOINTS: NA 5522'-5543' (21') (2 SPF) BLUE2
SEATINGNIPPLE: 2 3/8" x 1.1' 5656'-5664' (8') (2 SPF) BLUE3

PERF. SUB: None 5760'-5776' (16') (1 SPF) BLUE4
MUDANCHOR: 2 3/8" x 19'

TOTALSTRINGLENGTH: 5190' KB ACIDJOBS
SN LANDEDAT: 5170' KB ---------------- -------- --------

5217'-5230' KB 1000 gal 7.5% HCI
SUCKER ROD RECORD 5471'-5543' KB 2000 gal 7.5% HCI
----------------- 5656'-5776' KB 1000 gal 7.5% HCI
1 - 1-1/4" x 16' Polish Rod
(Replaced 1-22-93) FRACJOBS

1 - 3/4" x 4' Pony ---------------- ------ ------ --------

2 - 3/4" x 6' Pony 5217'-5230' KB 5-18-82: w/Westem. 20000 gal Apollo40
190 - Plain Rods w)28500# 20-40 sand & 12000# 10-20 sand.
15 - 3/4" x 25' HPS Rods ATR 10 BPM@2500 psi, max 2600 psi. ISIP

@2450 psi, 15 - 2200 psi, 20 - 2200 psi.

PUMP SIZE: 2" x 1 1/2" x 14' RWBC 5471'-5543' KB 5-16-82: w/Westem. 50000 gal Apollo40
STROKE LENGTH: w/75000# 20-40 sand &20000# 1Œ20 sand.

PUMP SPEED, SPM: ATR 20 BPM@ 1700 psi, max 1800 psi. ISIP
PUMPING UNfTSIZE: LuikinMarkIlM114D 173-74 @ 1700 psi, 15 - 1600 psi, 20 - 1550 psi.

Unitserviced10-6-92

S/N E97711A1-456676 5656'-5T76' KB 5-14-82: w/Westem. 3850 gal Apollo40
Ajax EA-30 engine wf3200# 20-40 sand. 8 Ballsealempumped,
S/N 79361 sand screened outbefore balls hitperfs.

ATR 10 BPM@ 1600 psi, max 3800 psi.
ISIP 800 psi, 15 - 0.

LOGS: Dual InductionGuard I.ng, CementBond Log,
Flap 11Log, CompensatedDensity Dual Spaced
Neutron Log, Computer Analyzed

BALCRONOIL WELLREPORT

WELLNAME: CAS11.E PEAK FEDERAL#33-15 DATE: 6-29-94/ks

FIELD: Jonah Unit/MonumentButte Field
FEDERALLEASE NO.: U-017985 API NO.: 43-013-30632

LOCATION: NW SE Sec.15,T9S,R16E
COUNTY)STATE: Duchesne County,Utah

WORKINGINTEREST: 1.00 NET REVENUE IKT.: 0.825
PRODUCINGFORMATION: Green River

COMPLETIONDATE: 6/2/82 SPUD DATE: 4/8/82
INITIALPRODUCTION: 665TBOPD,20 MCFPD,50 STBWPD RIGRELEASE DATE: 5/22/82
OILßASPURCHASER: Amoco/Universal OILGRAVfTY 30 API

PRESENT PROD STATUS: 3 STBOPD, 23 MCFPD BHT: 127 Deg.F
ELEVATIONS- GROUND: 5745' KB: 5759' (14' KB)

TOTALDEFTH: 598D' KB PLUGBACKTD: 5934' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1

SIZE: 8 5/8" SIZE: 5 1/2"
GRADE: K-55 GRADE: K-55

WEIGHT: 24 Us. WEIGHT: 15.5 lbs.
LENGTH: 6 jts@243.35' LENGTH: 143 jls@5981'

HOLESIZE: 12 1/4" HOLESIZE: 7 7/8"

DEPTHLANDED: 253'KB DEFTHLANDED: 5979'KB
CEMENT DATA: 200 sx Class G W/ 2% CaCI & CEMENTDATA: 645 sx Class G &750 sx

1/4#/sx Flocele. Cemented 10.0 RFCw/ additives.
to surface. CEMENTTOP AT: 224' from CBL

TUBINGRECORD
------------------ PERFORATIONRECORD

SIZE/GRADE/WT.: 2 3/8", 4.7 Ibs --------------------- --------

NO.OF JOINTS: 170 jts.@5156' 5217'-5230' (13') (2 SPF) BSF
TUBINGANCHOR: None 5471'-5505' (33') (2 SPF) BLUE1

NO. OF JOINTS: NA 5522'-5543' (21') (2 SPF) BLUE2
SEATINGNIPPLE: 2 3/8" x 1.1' 5656'-5664' (8') (2 SPF) BLUE3

PERF. SUB: None 5760'-5776' (16') (1 SPF) BLUE4
MUDANCHOR: 2 3/8" x 19'

TOTALSTRINGLENGTH: 5190' KB ACIDJOBS
SN LANDEDAT: 5170' KB ---------------- -------- --------

5217'-5230' KB 1000 gal 7.5% HCI
SUCKER ROD RECORD 5471'-5543' KB 2000 gal 7.5% HCI
----------------- 5656'-5776' KB 1000 gal 7.5% HCI
1 - 1-1/4" x 16' Polish Rod
(Replaced 1-22-93) FRACJOBS

1 - 3/4" x 4' Pony ---------------- ------ ------ --------

2 - 3/4" x 6' Pony 5217'-5230' KB 5-18-82: w/Westem. 20000 gal Apollo40
190 - Plain Rods w)28500# 20-40 sand & 12000# 10-20 sand.
15 - 3/4" x 25' HPS Rods ATR 10 BPM@2500 psi, max 2600 psi. ISIP

@2450 psi, 15 - 2200 psi, 20 - 2200 psi.

PUMP SIZE: 2" x 1 1/2" x 14' RWBC 5471'-5543' KB 5-16-82: w/Westem. 50000 gal Apollo40
STROKE LENGTH: w/75000# 20-40 sand &20000# 1Œ20 sand.

PUMP SPEED, SPM: ATR 20 BPM@ 1700 psi, max 1800 psi. ISIP
PUMPING UNfTSIZE: LuikinMarkIlM114D 173-74 @ 1700 psi, 15 - 1600 psi, 20 - 1550 psi.

Unitserviced10-6-92

S/N E97711A1-456676 5656'-5T76' KB 5-14-82: w/Westem. 3850 gal Apollo40
Ajax EA-30 engine wf3200# 20-40 sand. 8 Ballsealempumped,
S/N 79361 sand screened outbefore balls hitperfs.

ATR 10 BPM@ 1600 psi, max 3800 psi.
ISIP 800 psi, 15 - 0.

LOGS: Dual InductionGuard I.ng, CementBond Log,
Flap 11Log, CompensatedDensity Dual Spaced
Neutron Log, Computer Analyzed



CASRE PEAK FEDERAL#33-15 BALCRONOIL
Jonah Unit/MonumentButte Field 6-29-94/ks

Lease No. &017985
NWSE Sec. 15,T9S,R16E Welbare Diagram
Duchesne Co.,Utah

Elev GL @5745'
Elev KB@5759' (14' KB)

SURFACE CASING

6 jts@ 243.35'
Landed @253' KB TOC @224' -- >

Hole Size @ 12 1/4"
Cemented w/200 sx Class G w/2% 253' KB -> ACIDJOBS
CaCI & 1/4#lsx Flocele. Cemented ------------ ------

to suf ace. 5217'-5230' KB 1000 gal 7.5% HCI
5471'-5543' KB 2000 gal 7.5% HCI
5656'-5776' KB 1000 gal 7.5% HCI

FRACJOBS

5 ' 8 / e g o 40
PRODUCTIONCASING w/28500# 20-40 sand & 12000# 10-20 sand.
---------- ATR 10 BPM@2500 psi, max 2600 psi. ISIP
5 1/2", 15.5#, K-55 @ 2450 psi, 15 - 2200 psi, 20 - 2200 psi.
143 jts@5981'
Landed @5979' KB 5471'-5543' KB 5-16-82: w/Westem. 50000 gal Apollo40
Hole Size @7 7/8" w/75000# 20-40 sand &20000# 10-20 sand.
Cementedw/645 sx Class G &750 ATR 20 BPM@ 1700 psi, max 1800 psi. ISIP
sx 10.0 RFC w/ additives. @ 1700 psi, 15 - 1600 psi, 20 - 1550 psi.
CementTop @224' from CBL

5656'-5T76' KB 5-14-82: w/Westem. 3850 gal Apollo40
w/3200#20-40 sand. 8 Ballsealers pumped,

TUBING sand screened outbefore balls hit perfs.
--------- ATR 10 BPM@ 1600 psi, max 3800 psi.
2 3/8", 4.7# ISIP 800 psi, 15 - 0.
170 jls.@5156'
SN - 2 3/8" x 1.1'
MudAnchor - 2 3/8" x 19' <-SN t.anded@5170' KB
Total String Length - 5190' KB
SN Landed At5170' KB

PERFORATIONRECORD
SUCKER ROD RECORD ----- -------- ----- -----

--------- 5217'-5230'(13) (2 SPF) BSF
1 - 16' x 1 1/4" Polish Rod (Replaced 1-22-93) 5471'-5505' (33) (2 SPF) BLUE1
1 - 3/4" x 4' Pony 5522'-5543' (21') (2 SPF) BLUE2
2 - 3/4" x 6' Pony 5656'-5664' (8') (2 SPF) BLUE3
190 - Plain Rods 5760'-5776' (16') (1 SPF) BLUE4
15-3/4"x25'HPSRods

PUMP SIZE: 2" x 1 1/2" x 14' RWBC
STROKE LENGTH:

PUMP SPEED, SPM:
PUMPINGUNITSIZE: LulkinMarkil M114D 173-74

Unitserviced10-6-92 PBTD@5934' KB
S/N E97711A1-456676 TD @5980' KB
Ajax EA-30 engine
S/N

CASRE PEAK FEDERAL#33-15 BALCRONOIL
Jonah Unit/MonumentButte Field 6-29-94/ks

Lease No. &017985
NWSE Sec. 15,T9S,R16E Welbare Diagram
Duchesne Co.,Utah

Elev GL @5745'
Elev KB@5759' (14' KB)

SURFACE CASING

6 jts@ 243.35'
Landed @253' KB TOC @224' -- >

Hole Size @ 12 1/4"
Cemented w/200 sx Class G w/2% 253' KB -> ACIDJOBS
CaCI & 1/4#lsx Flocele. Cemented ------------ ------

to suf ace. 5217'-5230' KB 1000 gal 7.5% HCI
5471'-5543' KB 2000 gal 7.5% HCI
5656'-5776' KB 1000 gal 7.5% HCI

FRACJOBS

5 ' 8 / e g o 40
PRODUCTIONCASING w/28500# 20-40 sand & 12000# 10-20 sand.
---------- ATR 10 BPM@2500 psi, max 2600 psi. ISIP
5 1/2", 15.5#, K-55 @ 2450 psi, 15 - 2200 psi, 20 - 2200 psi.
143 jts@5981'
Landed @5979' KB 5471'-5543' KB 5-16-82: w/Westem. 50000 gal Apollo40
Hole Size @7 7/8" w/75000# 20-40 sand &20000# 10-20 sand.
Cementedw/645 sx Class G &750 ATR 20 BPM@ 1700 psi, max 1800 psi. ISIP
sx 10.0 RFC w/ additives. @ 1700 psi, 15 - 1600 psi, 20 - 1550 psi.
CementTop @224' from CBL

5656'-5T76' KB 5-14-82: w/Westem. 3850 gal Apollo40
w/3200#20-40 sand. 8 Ballsealers pumped,

TUBING sand screened outbefore balls hit perfs.
--------- ATR 10 BPM@ 1600 psi, max 3800 psi.
2 3/8", 4.7# ISIP 800 psi, 15 - 0.
170 jls.@5156'
SN - 2 3/8" x 1.1'
MudAnchor - 2 3/8" x 19' <-SN t.anded@5170' KB
Total String Length - 5190' KB
SN Landed At5170' KB

PERFORATIONRECORD
SUCKER ROD RECORD ----- -------- ----- -----

--------- 5217'-5230'(13) (2 SPF) BSF
1 - 16' x 1 1/4" Polish Rod (Replaced 1-22-93) 5471'-5505' (33) (2 SPF) BLUE1
1 - 3/4" x 4' Pony 5522'-5543' (21') (2 SPF) BLUE2
2 - 3/4" x 6' Pony 5656'-5664' (8') (2 SPF) BLUE3
190 - Plain Rods 5760'-5776' (16') (1 SPF) BLUE4
15-3/4"x25'HPSRods

PUMP SIZE: 2" x 1 1/2" x 14' RWBC
STROKE LENGTH:

PUMP SPEED, SPM:
PUMPINGUNITSIZE: LulkinMarkil M114D 173-74

Unitserviced10-6-92 PBTD@5934' KB
S/N E97711A1-456676 TD @5980' KB
Ajax EA-30 engine
S/N

CASRE PEAK FEDERAL#33-15 BALCRONOIL
Jonah Unit/MonumentButte Field 6-29-94/ks

Lease No. &017985
NWSE Sec. 15,T9S,R16E Welbare Diagram
Duchesne Co.,Utah

Elev GL @5745'
Elev KB@5759' (14' KB)

SURFACE CASING

6 jts@ 243.35'
Landed @253' KB TOC @224' -- >

Hole Size @ 12 1/4"
Cemented w/200 sx Class G w/2% 253' KB -> ACIDJOBS
CaCI & 1/4#lsx Flocele. Cemented ------------ ------

to suf ace. 5217'-5230' KB 1000 gal 7.5% HCI
5471'-5543' KB 2000 gal 7.5% HCI
5656'-5776' KB 1000 gal 7.5% HCI

FRACJOBS

5 ' 8 / e g o 40
PRODUCTIONCASING w/28500# 20-40 sand & 12000# 10-20 sand.
---------- ATR 10 BPM@2500 psi, max 2600 psi. ISIP
5 1/2", 15.5#, K-55 @ 2450 psi, 15 - 2200 psi, 20 - 2200 psi.
143 jts@5981'
Landed @5979' KB 5471'-5543' KB 5-16-82: w/Westem. 50000 gal Apollo40
Hole Size @7 7/8" w/75000# 20-40 sand &20000# 10-20 sand.
Cementedw/645 sx Class G &750 ATR 20 BPM@ 1700 psi, max 1800 psi. ISIP
sx 10.0 RFC w/ additives. @ 1700 psi, 15 - 1600 psi, 20 - 1550 psi.
CementTop @224' from CBL

5656'-5T76' KB 5-14-82: w/Westem. 3850 gal Apollo40
w/3200#20-40 sand. 8 Ballsealers pumped,

TUBING sand screened outbefore balls hit perfs.
--------- ATR 10 BPM@ 1600 psi, max 3800 psi.
2 3/8", 4.7# ISIP 800 psi, 15 - 0.
170 jls.@5156'
SN - 2 3/8" x 1.1'
MudAnchor - 2 3/8" x 19' <-SN t.anded@5170' KB
Total String Length - 5190' KB
SN Landed At5170' KB

PERFORATIONRECORD
SUCKER ROD RECORD ----- -------- ----- -----

--------- 5217'-5230'(13) (2 SPF) BSF
1 - 16' x 1 1/4" Polish Rod (Replaced 1-22-93) 5471'-5505' (33) (2 SPF) BLUE1
1 - 3/4" x 4' Pony 5522'-5543' (21') (2 SPF) BLUE2
2 - 3/4" x 6' Pony 5656'-5664' (8') (2 SPF) BLUE3
190 - Plain Rods 5760'-5776' (16') (1 SPF) BLUE4
15-3/4"x25'HPSRods

PUMP SIZE: 2" x 1 1/2" x 14' RWBC
STROKE LENGTH:

PUMP SPEED, SPM:
PUMPINGUNITSIZE: LulkinMarkil M114D 173-74

Unitserviced10-6-92 PBTD@5934' KB
S/N E97711A1-456676 TD @5980' KB
Ajax EA-30 engine
S/N



BALCRONOIL WELLRËPORT

WELLNAME: CASTLE PEAK FEDERAL#24-15 DATE: 6-29-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-017985 API NO.: 43-013-30631
LOCATION: SE SW Sec.15,T9S,R16E

COUNTYlSTATE: Duchesne County,Utah
WORKINGIMTEREST: 1.00 NET REVENUE INT.: 0.825

PRODUCINGFORMATION: Green River
COMPLETIONDATE: Sf30/82 SPUD DATE: 6/19/82

INfTIALPRODUCTION: 110 STBOPD, 40 MCFPD, 15STBWPD RIGRELEASE DATE: 7/1/82
OILßASPURCHASER: Amoco/Universal OILGRAVITY: 30 API

PRESENT PROD STATUS:6 STBOPD, 43 MCFPD BHT: 126 Deg.F
ELEVATIONS- GROUND: 5T70' KB: 5783' (13' KB)

TOTALDEPTH: 5872' KB PLUG BACKTD: 5789' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: K-55 GRADE: K-55
WEIGHT: 24 Us. WEIGHT: 15.5 lbs.
LENGTli: 7 jts@261' LENGTIl: 138 jls@5870.46'

HOLESIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH LANDED: 274' KB DEPTH LANDED: 5867 KB
CEMEMTDATA: 200 sx Type IIw/2% CaCI & CEMENTDATA: 325 sx DowellHiLift&475

1/4#/sx Flocele. Cemented sx 10-0 RFCw/ additives.
to surface. CEMENTTOP AT: 920' from CBL

TUBINGRECORD
--------------- PERFORATIONRECORD

SIZE/GRADE/WT.: 2 3/8", J-55, 4.6# -------------------- -----

NO.OF JOINTS: 170 jts.@5257 4534'-4548' (14') (2 SPF) RED1
TUBINGANCHOR: None 4645'-4652' (7) (2 SPF) RED5

NO. OF JOINTS: NA 4893'-4904' (11') (2 SPF) GREEN3
SEATINGNIPPLE: 2 3/8" X 1.1' 5460'-5477' (17') (2 SPF) BLUE2

PERF.SUB: None
MUDANCHOR: 2 3/8" X30' ACIDJOBS

TOTALSTRINGLENGTH: 5301' KB -------------- ------ -------

SN LANDEDAT: Unknown 4534'-4652' KB 2500 gal 15% HCI Acid.
4893'-4904' KB 1500 gal 15% HCIAcid.

SUCKER ROD RECORD 5460'-5477' KB 2000 gal 15% HCIAcid.

1 - 1 1/4" x 16' Polish Rod FRACJOBS
2 - 2' x 3/4" Pony ------------- ------ -----

2 - 6' x 3/4" Pony 4534'-4548' KB 8/21/82: w/Hallbtxton. 38000 gal Ver 1400
208 - 3/4" x 25' Rods w/44500# 20-40 sand & 12000# 10-20 sand.

29 ball sealers dropped, saw ball action.
PUMP SIZE: 2" x 1 1/4"x 16' RHAC ATR 15 BPM @2600 psi, max 2800 psi. ISIP

STROKE LENGTH: @ 1920 psi,15 - 1T70 psi,20 - 1760 psi.
PUMP SPEED, SPM:

PUMPINGUNITSIZE: Lulkin160 (Serviced10-6-92) 4893'-4904' KB 8/8/82: w/Halliburton.23500 gal Ver 1400
w/19500# 20-40 sand &6000# 1Œ20 sand.
ATR 10 BPM@2000 psi, max 2340 psi. ISIP
@2120 psi, 15 - 1860 psi, 20 - 1840 psi.

LOGS:Dual induction - SFL, Compensated
Neutron-Formation Density, Cement 5460'-5477' KB 7/19/82: w/Hallbtxton. 27000 gal Ver 1400
Bond Log, Cyberlook,Mud Log. wf30500# 2Œ40 sand &6000# 10-20 sand.

50 ball sealemdropped, ball action but
no ball out. ATR 15 BPM@ 1650 psi, max
3200 psi. ISIP @ 1620 psi, 15 - 1530 psi,
20 - 1530

BALCRONOIL WELLRËPORT

WELLNAME: CASTLE PEAK FEDERAL#24-15 DATE: 6-29-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-017985 API NO.: 43-013-30631
LOCATION: SE SW Sec.15,T9S,R16E

COUNTYlSTATE: Duchesne County,Utah
WORKINGIMTEREST: 1.00 NET REVENUE INT.: 0.825

PRODUCINGFORMATION: Green River
COMPLETIONDATE: Sf30/82 SPUD DATE: 6/19/82

INfTIALPRODUCTION: 110 STBOPD, 40 MCFPD, 15STBWPD RIGRELEASE DATE: 7/1/82
OILßASPURCHASER: Amoco/Universal OILGRAVITY: 30 API

PRESENT PROD STATUS:6 STBOPD, 43 MCFPD BHT: 126 Deg.F
ELEVATIONS- GROUND: 5T70' KB: 5783' (13' KB)

TOTALDEPTH: 5872' KB PLUG BACKTD: 5789' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: K-55 GRADE: K-55
WEIGHT: 24 Us. WEIGHT: 15.5 lbs.
LENGTli: 7 jts@261' LENGTIl: 138 jls@5870.46'

HOLESIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH LANDED: 274' KB DEPTH LANDED: 5867 KB
CEMEMTDATA: 200 sx Type IIw/2% CaCI & CEMENTDATA: 325 sx DowellHiLift&475

1/4#/sx Flocele. Cemented sx 10-0 RFCw/ additives.
to surface. CEMENTTOP AT: 920' from CBL

TUBINGRECORD
--------------- PERFORATIONRECORD

SIZE/GRADE/WT.: 2 3/8", J-55, 4.6# -------------------- -----

NO.OF JOINTS: 170 jts.@5257 4534'-4548' (14') (2 SPF) RED1
TUBINGANCHOR: None 4645'-4652' (7) (2 SPF) RED5

NO. OF JOINTS: NA 4893'-4904' (11') (2 SPF) GREEN3
SEATINGNIPPLE: 2 3/8" X 1.1' 5460'-5477' (17') (2 SPF) BLUE2

PERF.SUB: None
MUDANCHOR: 2 3/8" X30' ACIDJOBS

TOTALSTRINGLENGTH: 5301' KB -------------- ------ -------

SN LANDEDAT: Unknown 4534'-4652' KB 2500 gal 15% HCI Acid.
4893'-4904' KB 1500 gal 15% HCIAcid.

SUCKER ROD RECORD 5460'-5477' KB 2000 gal 15% HCIAcid.

1 - 1 1/4" x 16' Polish Rod FRACJOBS
2 - 2' x 3/4" Pony ------------- ------ -----

2 - 6' x 3/4" Pony 4534'-4548' KB 8/21/82: w/Hallbtxton. 38000 gal Ver 1400
208 - 3/4" x 25' Rods w/44500# 20-40 sand & 12000# 10-20 sand.

29 ball sealers dropped, saw ball action.
PUMP SIZE: 2" x 1 1/4"x 16' RHAC ATR 15 BPM @2600 psi, max 2800 psi. ISIP

STROKE LENGTH: @ 1920 psi,15 - 1T70 psi,20 - 1760 psi.
PUMP SPEED, SPM:

PUMPINGUNITSIZE: Lulkin160 (Serviced10-6-92) 4893'-4904' KB 8/8/82: w/Halliburton.23500 gal Ver 1400
w/19500# 20-40 sand &6000# 1Œ20 sand.
ATR 10 BPM@2000 psi, max 2340 psi. ISIP
@2120 psi, 15 - 1860 psi, 20 - 1840 psi.

LOGS:Dual induction - SFL, Compensated
Neutron-Formation Density, Cement 5460'-5477' KB 7/19/82: w/Hallbtxton. 27000 gal Ver 1400
Bond Log, Cyberlook,Mud Log. wf30500# 2Œ40 sand &6000# 10-20 sand.

50 ball sealemdropped, ball action but
no ball out. ATR 15 BPM@ 1650 psi, max
3200 psi. ISIP @ 1620 psi, 15 - 1530 psi,
20 - 1530

BALCRONOIL WELLRËPORT

WELLNAME: CASTLE PEAK FEDERAL#24-15 DATE: 6-29-94/ks
FIELD: Jonah Unit/Monument Butte Field

FEDERALLEASE NO.: U-017985 API NO.: 43-013-30631
LOCATION: SE SW Sec.15,T9S,R16E

COUNTYlSTATE: Duchesne County,Utah
WORKINGIMTEREST: 1.00 NET REVENUE INT.: 0.825

PRODUCINGFORMATION: Green River
COMPLETIONDATE: Sf30/82 SPUD DATE: 6/19/82

INfTIALPRODUCTION: 110 STBOPD, 40 MCFPD, 15STBWPD RIGRELEASE DATE: 7/1/82
OILßASPURCHASER: Amoco/Universal OILGRAVITY: 30 API

PRESENT PROD STATUS:6 STBOPD, 43 MCFPD BHT: 126 Deg.F
ELEVATIONS- GROUND: 5T70' KB: 5783' (13' KB)

TOTALDEPTH: 5872' KB PLUG BACKTD: 5789' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: K-55 GRADE: K-55
WEIGHT: 24 Us. WEIGHT: 15.5 lbs.
LENGTli: 7 jts@261' LENGTIl: 138 jls@5870.46'

HOLESIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH LANDED: 274' KB DEPTH LANDED: 5867 KB
CEMEMTDATA: 200 sx Type IIw/2% CaCI & CEMENTDATA: 325 sx DowellHiLift&475

1/4#/sx Flocele. Cemented sx 10-0 RFCw/ additives.
to surface. CEMENTTOP AT: 920' from CBL

TUBINGRECORD
--------------- PERFORATIONRECORD

SIZE/GRADE/WT.: 2 3/8", J-55, 4.6# -------------------- -----

NO.OF JOINTS: 170 jts.@5257 4534'-4548' (14') (2 SPF) RED1
TUBINGANCHOR: None 4645'-4652' (7) (2 SPF) RED5

NO. OF JOINTS: NA 4893'-4904' (11') (2 SPF) GREEN3
SEATINGNIPPLE: 2 3/8" X 1.1' 5460'-5477' (17') (2 SPF) BLUE2

PERF.SUB: None
MUDANCHOR: 2 3/8" X30' ACIDJOBS

TOTALSTRINGLENGTH: 5301' KB -------------- ------ -------

SN LANDEDAT: Unknown 4534'-4652' KB 2500 gal 15% HCI Acid.
4893'-4904' KB 1500 gal 15% HCIAcid.

SUCKER ROD RECORD 5460'-5477' KB 2000 gal 15% HCIAcid.

1 - 1 1/4" x 16' Polish Rod FRACJOBS
2 - 2' x 3/4" Pony ------------- ------ -----

2 - 6' x 3/4" Pony 4534'-4548' KB 8/21/82: w/Hallbtxton. 38000 gal Ver 1400
208 - 3/4" x 25' Rods w/44500# 20-40 sand & 12000# 10-20 sand.

29 ball sealers dropped, saw ball action.
PUMP SIZE: 2" x 1 1/4"x 16' RHAC ATR 15 BPM @2600 psi, max 2800 psi. ISIP

STROKE LENGTH: @ 1920 psi,15 - 1T70 psi,20 - 1760 psi.
PUMP SPEED, SPM:

PUMPINGUNITSIZE: Lulkin160 (Serviced10-6-92) 4893'-4904' KB 8/8/82: w/Halliburton.23500 gal Ver 1400
w/19500# 20-40 sand &6000# 1Œ20 sand.
ATR 10 BPM@2000 psi, max 2340 psi. ISIP
@2120 psi, 15 - 1860 psi, 20 - 1840 psi.

LOGS:Dual induction - SFL, Compensated
Neutron-Formation Density, Cement 5460'-5477' KB 7/19/82: w/Hallbtxton. 27000 gal Ver 1400
Bond Log, Cyberlook,Mud Log. wf30500# 2Œ40 sand &6000# 10-20 sand.

50 ball sealemdropped, ball action but
no ball out. ATR 15 BPM@ 1650 psi, max
3200 psi. ISIP @ 1620 psi, 15 - 1530 psi,
20 - 1530



CASTLE PEAKFEDERAL#24-15 BALCRONOIL

Jonah Unit/MonumentButte Field &29-94/ks |
Lease No. U-017985 i

SE SW Sec. 15,T9S,R16E Weibere Diagam
Duchesne Co., Utah

Elev GL @5770'
Elev KB@5783' (13' KB)

SURFACE CASING

8 5/8", 24#, K-55
7 jts@261'
1.anded @274' KB
Hole Size @ 12 1/4" ACIDJOBS
Cementedw/200 sx Type ilw/ ----------- --------- ------

2% CaCI & 1/4#/sx Flocele. 4534'-4652' KB 2500 gal 15% HCIAcid.
Cementedtosurface. 274' KB -> 4893'-4904' KB 1500 gal 15% HCIAcid.

5460'-5477' KB 2000 gal 15% HCIAcid.

FRACJOBS

4 8 al 38000 gal Ver 1400
PRODUCTIONCASING w/44500# 20-40 sand & 12000# 10-20 sand.

------------ 29 ball sealers dropped, saw ball action.
5 1/2", 15.5#, K-55 TOC@920' -> ATR 15 BPM@2600 psi, max 2800 psi. ISIP
138 jts@ 5870.46' @ 1920 psi, 15 - 1T/0 psi, 20 - 1760 psi.
Landed @5867' KB
Hole Size @7 7/8" 4893'-4904' KB 8/8/82: w/HallblIÍOn. 23500 gal Ver 1400
Cementedw/325 sx Dowei HiLilt w/19500#20-40 sand &6000# 10-20 sand.
475 sx 10-0 RFCw/ aditives. ATR 10 BPM@2000 psi, max 2340 psi. ISIP

Cementtop@920' from CBL @2120 psi, 15 - 1860 psi, 20 - 1840 psi.

5460'-5477' KB 7/19/82: w/Halliburton.27000 galVer 1400
w/30500# 20-40 sand &6000# 10-20 sand.

TUBING 50 ball sealers dropped, ball actionbut
------------- no ball out.ATR 15 BPM@1650 psi, max
2 3/8", 4.6#, J-55 3200 psi. ISIP @ 1620 psi, 15 - 1530 psi,
170 jts.@5257' 20 - 1530 psi.
SN - 2 3/8" x 1.1'
Mud Anchor - 2 2ß8" x 30'
Total StringLength - 5301' KB
SN Landed @ Unknown PERFORATIONRECORD

SUCKER ROD RECORD 4645'-4652' (7) (2 SPF) RED5
------------ 4893'-4904' (11') (2 SPF) GREEN3
1 - 1 1/4" x 16' Polish Rod 5460'-5477' (17') (2 SPF) BLUE2
2 - 2' x 3/4" Pony
2 - 6' x 3/4" Pony
208 - 3/4" x 25' Rods

PUMP SIZE: 2" x 1 1/4" x 16' RHAC
STROKE LENGTH:

PUMP SPEED, SPM:
PUMPINGUNITSIZE: Lulkin160 (Serviced10-6-92) PBTD@5789' KB

TD @5872'

CASTLE PEAKFEDERAL#24-15 BALCRONOIL

Jonah Unit/MonumentButte Field &29-94/ks |
Lease No. U-017985 i

SE SW Sec. 15,T9S,R16E Weibere Diagam
Duchesne Co., Utah

Elev GL @5770'
Elev KB@5783' (13' KB)

SURFACE CASING

8 5/8", 24#, K-55
7 jts@261'
1.anded @274' KB
Hole Size @ 12 1/4" ACIDJOBS
Cementedw/200 sx Type ilw/ ----------- --------- ------

2% CaCI & 1/4#/sx Flocele. 4534'-4652' KB 2500 gal 15% HCIAcid.

Cementedtosurface. 274' KB -> 4893'-4904' KB 1500 gal 15% HCIAcid.
5460'-5477' KB 2000 gal 15% HCIAcid.

FRACJOBS

4 8 al 38000 gal Ver 1400
PRODUCTIONCASING w/44500# 20-40 sand & 12000# 10-20 sand.

------------ 29 ball sealers dropped, saw ball action.
5 1/2", 15.5#, K-55 TOC@920' -> ATR 15 BPM@2600 psi, max 2800 psi. ISIP
138 jts@ 5870.46' @ 1920 psi, 15 - 1T/0 psi, 20 - 1760 psi.
Landed @5867' KB
Hole Size @7 7/8" 4893'-4904' KB 8/8/82: w/HallblIÍOn. 23500 gal Ver 1400
Cementedw/325 sx Dowei HiLilt w/19500#20-40 sand &6000# 10-20 sand.
475 sx 10-0 RFCw/ aditives. ATR 10 BPM@2000 psi, max 2340 psi. ISIP

Cementtop@920' from CBL @2120 psi, 15 - 1860 psi, 20 - 1840 psi.

5460'-5477' KB 7/19/82: w/Halliburton.27000 galVer 1400
w/30500# 20-40 sand &6000# 10-20 sand.

TUBING 50 ball sealers dropped, ball actionbut
------------- no ball out.ATR 15 BPM@1650 psi, max
2 3/8", 4.6#, J-55 3200 psi. ISIP @ 1620 psi, 15 - 1530 psi,
170 jts.@5257' 20 - 1530 psi.
SN - 2 3/8" x 1.1'
Mud Anchor - 2 2ß8" x 30'
Total StringLength - 5301' KB
SN Landed @ Unknown PERFORATIONRECORD

SUCKER ROD RECORD 4645'-4652' (7) (2 SPF) RED5
------------ 4893'-4904' (11') (2 SPF) GREEN3

1 - 1 1/4" x 16' Polish Rod 5460'-5477' (17') (2 SPF) BLUE2
2 - 2' x 3/4" Pony
2 - 6' x 3/4" Pony
208 - 3/4" x 25' Rods

PUMP SIZE: 2" x 1 1/4" x 16' RHAC
STROKE LENGTH:

PUMP SPEED, SPM:
PUMPINGUNITSIZE: Lulkin160 (Serviced10-6-92) PBTD@5789' KB

TD @5872'

CASTLE PEAKFEDERAL#24-15 BALCRONOIL

Jonah Unit/MonumentButte Field &29-94/ks |
Lease No. U-017985 i

SE SW Sec. 15,T9S,R16E Weibere Diagam
Duchesne Co., Utah

Elev GL @5770'
Elev KB@5783' (13' KB)

SURFACE CASING

8 5/8", 24#, K-55
7 jts@261'
1.anded @274' KB
Hole Size @ 12 1/4" ACIDJOBS
Cementedw/200 sx Type ilw/ ----------- --------- ------

2% CaCI & 1/4#/sx Flocele. 4534'-4652' KB 2500 gal 15% HCIAcid.

Cementedtosurface. 274' KB -> 4893'-4904' KB 1500 gal 15% HCIAcid.
5460'-5477' KB 2000 gal 15% HCIAcid.

FRACJOBS

4 8 al 38000 gal Ver 1400
PRODUCTIONCASING w/44500# 20-40 sand & 12000# 10-20 sand.

------------ 29 ball sealers dropped, saw ball action.
5 1/2", 15.5#, K-55 TOC@920' -> ATR 15 BPM@2600 psi, max 2800 psi. ISIP
138 jts@ 5870.46' @ 1920 psi, 15 - 1T/0 psi, 20 - 1760 psi.
Landed @5867' KB
Hole Size @7 7/8" 4893'-4904' KB 8/8/82: w/HallblIÍOn. 23500 gal Ver 1400
Cementedw/325 sx Dowei HiLilt w/19500#20-40 sand &6000# 10-20 sand.
475 sx 10-0 RFCw/ aditives. ATR 10 BPM@2000 psi, max 2340 psi. ISIP

Cementtop@920' from CBL @2120 psi, 15 - 1860 psi, 20 - 1840 psi.

5460'-5477' KB 7/19/82: w/Halliburton.27000 galVer 1400
w/30500# 20-40 sand &6000# 10-20 sand.

TUBING 50 ball sealers dropped, ball actionbut
------------- no ball out.ATR 15 BPM@1650 psi, max
2 3/8", 4.6#, J-55 3200 psi. ISIP @ 1620 psi, 15 - 1530 psi,
170 jts.@5257' 20 - 1530 psi.
SN - 2 3/8" x 1.1'
Mud Anchor - 2 2ß8" x 30'
Total StringLength - 5301' KB
SN Landed @ Unknown PERFORATIONRECORD

SUCKER ROD RECORD 4645'-4652' (7) (2 SPF) RED5
------------ 4893'-4904' (11') (2 SPF) GREEN3

1 - 1 1/4" x 16' Polish Rod 5460'-5477' (17') (2 SPF) BLUE2
2 - 2' x 3/4" Pony
2 - 6' x 3/4" Pony
208 - 3/4" x 25' Rods

PUMP SIZE: 2" x 1 1/4" x 16' RHAC
STROKE LENGTH:

PUMP SPEED, SPM:
PUMPINGUNITSIZE: Lulkin160 (Serviced10-6-92) PBTD@5789' KB

TD @5872'



BALCRONOIL WELLREPORT

WELLNAME: Castle Peak Federal #43-16 DATE: 8-2-93
FIELD:Monument Butte

FEDERALLEASE NO.: U-017985 API NO.: 40-103-30594

LOCATION: NE SE Sec.16,T9S,R16E
COUNTY/STATE: Duchesne County,Utah

WORKINGINTEREST: 1.00 NETREVENUEINT.: 0.825
PRODUCINGFORMATIONGreen River

COMPLETIONDATE: 5-25-82 SPUDDATE: 10-20-81

INITIALPRODUCTION:80 STBOPD,7STBWPD OILGRAVITY:
OIUGASPURCHASER: Amoco/Universal BHT: 134 Deg.F

PRESENT PROD STATUS:
ELEVATIONS- GROUND: 5882' KB: 5892' (10'KB)

TOTALDEFTH: 5600'KB PLUGBACKTD: 5570'KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 Ibs. WEIGHT: 15.5 lbs.
LENGTH:235' LENGTH: 5590'

HOLE SIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH LANDED: 245'KB DEPTH LANDED: 5600'KB
CEMENTDATA:200 sx CEMENTDATA:450 sx

CEMENTTOP AT:
TUBINGRECORD

------------------ PERFORATIONRECORD
SIZFJGRADE/WT.: 2 3/8",J-55,4.6lbs ---------------

NO.OF JOINTS: 174 jts@5408' 4620'-4636' (16') 2 SPF
TUBINGANCHOR: None 5068'-5092' (24') 2 SPF

NO.OF JOINTS: NA 5520'-5550' (30') 2 SPF
SEATINGNIPPLE: 2 3/8" x 1.10'

PERF. SUB: 2 38" x 6'
MUDANCHOR: 2 3/8" x 30' open ended

TOTALTUBINGLENGTH:5445' ACIDJOB
SN LANDEDAT: 5419'KB ----------------

SUCKER ROD RECORD

1 - 1 1/4" x 22' Polish Rod
2 - 3/4" x 2' Pony
1 - 3/4" x 4' Pony FRACJOB
2 - 3/4" x 6' Pony -----------------

187 - 3/4" x 25' Plain Rods Frac w/156000 lbs sand
28 - 3/4" x 25' Guided Rods
1 - 3/4" x 2' Pony

PUMP SIZE: 2" x 1 1/4" x 16' RHAC
(Sentry114 Ch serviced10-16-92)

STROKE LENGTH:
PUMP SPEED, SPM:

PUMPINGUNIT

BALCRONOIL WELLREPORT

WELLNAME: Castle Peak Federal #43-16 DATE: 8-2-93
FIELD:Monument Butte

FEDERALLEASE NO.: U-017985 API NO.: 40-103-30594

LOCATION: NE SE Sec.16,T9S,R16E
COUNTY/STATE: Duchesne County,Utah

WORKINGINTEREST: 1.00 NETREVENUEINT.: 0.825
PRODUCINGFORMATIONGreen River

COMPLETIONDATE: 5-25-82 SPUDDATE: 10-20-81

INITIALPRODUCTION:80 STBOPD,7STBWPD OILGRAVITY:
OIUGASPURCHASER: Amoco/Universal BHT: 134 Deg.F

PRESENT PROD STATUS:
ELEVATIONS- GROUND: 5882' KB: 5892' (10'KB)

TOTALDEFTH: 5600'KB PLUGBACKTD: 5570'KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 Ibs. WEIGHT: 15.5 lbs.
LENGTH:235' LENGTH: 5590'

HOLE SIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH LANDED: 245'KB DEPTH LANDED: 5600'KB
CEMENTDATA:200 sx CEMENTDATA:450 sx

CEMENTTOP AT:
TUBINGRECORD

------------------ PERFORATIONRECORD
SIZFJGRADE/WT.: 2 3/8",J-55,4.6lbs ---------------

NO.OF JOINTS: 174 jts@5408' 4620'-4636' (16') 2 SPF
TUBINGANCHOR: None 5068'-5092' (24') 2 SPF

NO.OF JOINTS: NA 5520'-5550' (30') 2 SPF
SEATINGNIPPLE: 2 3/8" x 1.10'

PERF. SUB: 2 38" x 6'
MUDANCHOR: 2 3/8" x 30' open ended

TOTALTUBINGLENGTH:5445' ACIDJOB
SN LANDEDAT: 5419'KB ----------------

SUCKER ROD RECORD

1 - 1 1/4" x 22' Polish Rod
2 - 3/4" x 2' Pony
1 - 3/4" x 4' Pony FRACJOB
2 - 3/4" x 6' Pony -----------------

187 - 3/4" x 25' Plain Rods Frac w/156000 lbs sand
28 - 3/4" x 25' Guided Rods
1 - 3/4" x 2' Pony

PUMP SIZE: 2" x 1 1/4" x 16' RHAC
(Sentry114 Ch serviced10-16-92)

STROKE LENGTH:
PUMP SPEED, SPM:

PUMPINGUNIT

BALCRONOIL WELLREPORT

WELLNAME: Castle Peak Federal #43-16 DATE: 8-2-93
FIELD:Monument Butte

FEDERALLEASE NO.: U-017985 API NO.: 40-103-30594

LOCATION: NE SE Sec.16,T9S,R16E
COUNTY/STATE: Duchesne County,Utah

WORKINGINTEREST: 1.00 NETREVENUEINT.: 0.825
PRODUCINGFORMATIONGreen River

COMPLETIONDATE: 5-25-82 SPUDDATE: 10-20-81

INITIALPRODUCTION:80 STBOPD,7STBWPD OILGRAVITY:
OIUGASPURCHASER: Amoco/Universal BHT: 134 Deg.F

PRESENT PROD STATUS:
ELEVATIONS- GROUND: 5882' KB: 5892' (10'KB)

TOTALDEFTH: 5600'KB PLUGBACKTD: 5570'KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8 5/8" SIZE: 5 1/2"

GRADE: J-55 GRADE: K-55
WEIGHT: 24 Ibs. WEIGHT: 15.5 lbs.
LENGTH:235' LENGTH: 5590'

HOLE SIZE: 12 1/4" HOLESIZE: 7 7/8"
DEPTH LANDED: 245'KB DEPTH LANDED: 5600'KB
CEMENTDATA:200 sx CEMENTDATA:450 sx

CEMENTTOP AT:
TUBINGRECORD

------------------ PERFORATIONRECORD
SIZFJGRADE/WT.: 2 3/8",J-55,4.6lbs ---------------

NO.OF JOINTS: 174 jts@5408' 4620'-4636' (16') 2 SPF
TUBINGANCHOR: None 5068'-5092' (24') 2 SPF

NO.OF JOINTS: NA 5520'-5550' (30') 2 SPF
SEATINGNIPPLE: 2 3/8" x 1.10'

PERF. SUB: 2 38" x 6'
MUDANCHOR: 2 3/8" x 30' open ended

TOTALTUBINGLENGTH:5445' ACIDJOB
SN LANDEDAT: 5419'KB ----------------

SUCKER ROD RECORD

1 - 1 1/4" x 22' Polish Rod
2 - 3/4" x 2' Pony
1 - 3/4" x 4' Pony FRACJOB
2 - 3/4" x 6' Pony -----------------

187 - 3/4" x 25' Plain Rods Frac w/156000 lbs sand
28 - 3/4" x 25' Guided Rods
1 - 3/4" x 2' Pony

PUMP SIZE: 2" x 1 1/4" x 16' RHAC
(Sentry114 Ch serviced10-16-92)

STROKE LENGTH:
PUMP SPEED, SPM:

PUMPINGUNIT



CASTLE PEAK FEDERAL#43-16
NE SE Sec.16-9S-16E
Lease No. U-017985
MONUMENTBUTTEFIELD Wellbore Diagram
DUCHESNE CO.,UTAH

SURFACECASING

8 5/8", 24#
Length @235'
Landed @245'KB
Cementedw/200 sx

PRODUCTIONCASING

5 1/2",K-55,15.5#
Length @5590'
Landed @5600'KB
Cementedw/450 sx

ACIDJOB

TUBING

2 3/8",4.6#
175 jis@5440'
Notched Collar@2 3/8" x 4'
SeatingNipple @2" x 1.10' FRACJOB
Perf. Sub @2 3/8" x 6' ------

Total Tubing Length @ 5465' Frac w/156000 lbs sand
SN Landed @5426'KB

SUCKER ROD RECORD

1 - 1 1/4" x 22' Polish Rod
2 - 3/4" x 2' Pony PERFORATIONRECORD

1 - 3/4" x 4' Pony -------

2 - 3/4" x 6' Pony 4620'-4636' (16') 2 SPF
184 - 3/4" x 25' PlainRods 5068'-5092'(24') 2 SPF

28 - 3/4" x 25' GuidedRods 5520'-5550' (30') 2 SPF
1 - 3/4" x 2' Pony

PUMP SIZE: 2" x 1 1/4" x 16' RHAC
STROKE LENGTH:
PUMP SPEED, SPM:
PUMPINGUNITSIZE:

PBTD@5570'KB
TD @

CASTLE PEAK FEDERAL#43-16
NE SE Sec.16-9S-16E
Lease No. U-017985
MONUMENTBUTTEFIELD Wellbore Diagram
DUCHESNE CO.,UTAH

SURFACECASING

8 5/8", 24#
Length @235'
Landed @245'KB
Cementedw/200 sx

PRODUCTIONCASING

5 1/2",K-55,15.5#
Length @5590'
Landed @5600'KB
Cementedw/450 sx

ACIDJOB

TUBING

2 3/8",4.6#
175 jis@5440'
Notched Collar@2 3/8" x 4'
SeatingNipple @2" x 1.10' FRACJOB
Perf. Sub @2 3/8" x 6' ------

Total Tubing Length @ 5465' Frac w/156000 lbs sand
SN Landed @5426'KB

SUCKER ROD RECORD

1 - 1 1/4" x 22' Polish Rod
2 - 3/4" x 2' Pony PERFORATIONRECORD

1 - 3/4" x 4' Pony -------

2 - 3/4" x 6' Pony 4620'-4636' (16') 2 SPF
184 - 3/4" x 25' PlainRods 5068'-5092'(24') 2 SPF

28 - 3/4" x 25' GuidedRods 5520'-5550' (30') 2 SPF
1 - 3/4" x 2' Pony

PUMP SIZE: 2" x 1 1/4" x 16' RHAC
STROKE LENGTH:
PUMP SPEED, SPM:
PUMPINGUNITSIZE:

PBTD@5570'KB
TD @

CASTLE PEAK FEDERAL#43-16
NE SE Sec.16-9S-16E
Lease No. U-017985
MONUMENTBUTTEFIELD Wellbore Diagram
DUCHESNE CO.,UTAH

SURFACECASING

8 5/8", 24#
Length @235'
Landed @245'KB
Cementedw/200 sx

PRODUCTIONCASING

5 1/2",K-55,15.5#
Length @5590'
Landed @5600'KB
Cementedw/450 sx

ACIDJOB

TUBING

2 3/8",4.6#
175 jis@5440'
Notched Collar@2 3/8" x 4'
SeatingNipple @2" x 1.10' FRACJOB
Perf. Sub @2 3/8" x 6' ------

Total Tubing Length @ 5465' Frac w/156000 lbs sand
SN Landed @5426'KB

SUCKER ROD RECORD

1 - 1 1/4" x 22' Polish Rod
2 - 3/4" x 2' Pony PERFORATIONRECORD

1 - 3/4" x 4' Pony -------

2 - 3/4" x 6' Pony 4620'-4636' (16') 2 SPF
184 - 3/4" x 25' PlainRods 5068'-5092'(24') 2 SPF

28 - 3/4" x 25' GuidedRods 5520'-5550' (30') 2 SPF
1 - 3/4" x 2' Pony

PUMP SIZE: 2" x 1 1/4" x 16' RHAC
STROKE LENGTH:
PUMP SPEED, SPM:
PUMPINGUNITSIZE:

PBTD@5570'KB
TD @



Exhibit - C
Proposed injection Well Completion Diagrams

WELL LOCATION
Balcron Monument Fed. #34-10J SW SE Sec. 10, T9S, R16E
Walton Federal #34-11 SW SE Sec. 11, T9S, R16E
Balcron Monument Fed. #12-11J SW NW Sec. 11, T9S, R16E
Balcron Monument Fed. #14-11J SW SW Sec. 11, T9S, R16E
Balcron Monument Fed. #23-11J NESW Sec. 11, T9S, R16E
Balcron Monument Fed. #32-11J SW NE Sec. 11, T9S, R16E
Balcron Monument Fed. #43-11J NE SE Sec. 11, T9S, R16E
Balcron Monument Fed. #12-12J SW NW Sec. 12, T9S, R16E
Balcron Monument Fed. #14-12J SW SW Sec. 12, T9S, R16E
Balcron Monument Fed. #32-12J SW NE Sec. 12, T9S, R16E
C &O Govemment#4 NESW Sec. 12, T9S, R16E
Balcron Monument Fed. #21-14J NE NW Sec. 14, T9S, R16E
Balcron Monument Fed. #41-14J NE NE Sec. 14, T9S, R16E
Balcron Monument Fed. #23-15J NE SW Sec. 15, T9S, R16E
Balcron Monument Fed. #32-15J SW NE Sec. 15, T9S, R16E
Balcron Monument Fed. #41-15J NE NE Sec. 15, T9S,

Exhibit - C
Proposed injection Well Completion Diagrams

WELL LOCATION
Balcron Monument Fed. #34-10J SW SE Sec. 10, T9S, R16E
Walton Federal #34-11 SW SE Sec. 11, T9S, R16E
Balcron Monument Fed. #12-11J SW NW Sec. 11, T9S, R16E
Balcron Monument Fed. #14-11J SW SW Sec. 11, T9S, R16E
Balcron Monument Fed. #23-11J NESW Sec. 11, T9S, R16E
Balcron Monument Fed. #32-11J SW NE Sec. 11, T9S, R16E
Balcron Monument Fed. #43-11J NE SE Sec. 11, T9S, R16E
Balcron Monument Fed. #12-12J SW NW Sec. 12, T9S, R16E
Balcron Monument Fed. #14-12J SW SW Sec. 12, T9S, R16E
Balcron Monument Fed. #32-12J SW NE Sec. 12, T9S, R16E
C &O Govemment#4 NESW Sec. 12, T9S, R16E
Balcron Monument Fed. #21-14J NE NW Sec. 14, T9S, R16E
Balcron Monument Fed. #41-14J NE NE Sec. 14, T9S, R16E
Balcron Monument Fed. #23-15J NE SW Sec. 15, T9S, R16E
Balcron Monument Fed. #32-15J SW NE Sec. 15, T9S, R16E
Balcron Monument Fed. #41-15J NE NE Sec. 15, T9S,

Exhibit - C
Proposed injection Well Completion Diagrams

WELL LOCATION
Balcron Monument Fed. #34-10J SW SE Sec. 10, T9S, R16E
Walton Federal #34-11 SW SE Sec. 11, T9S, R16E
Balcron Monument Fed. #12-11J SW NW Sec. 11, T9S, R16E
Balcron Monument Fed. #14-11J SW SW Sec. 11, T9S, R16E
Balcron Monument Fed. #23-11J NESW Sec. 11, T9S, R16E
Balcron Monument Fed. #32-11J SW NE Sec. 11, T9S, R16E
Balcron Monument Fed. #43-11J NE SE Sec. 11, T9S, R16E
Balcron Monument Fed. #12-12J SW NW Sec. 12, T9S, R16E
Balcron Monument Fed. #14-12J SW SW Sec. 12, T9S, R16E
Balcron Monument Fed. #32-12J SW NE Sec. 12, T9S, R16E
C &O Govemment#4 NESW Sec. 12, T9S, R16E
Balcron Monument Fed. #21-14J NE NW Sec. 14, T9S, R16E
Balcron Monument Fed. #41-14J NE NE Sec. 14, T9S, R16E
Balcron Monument Fed. #23-15J NE SW Sec. 15, T9S, R16E
Balcron Monument Fed. #32-15J SW NE Sec. 15, T9S, R16E
Balcron Monument Fed. #41-15J NE NE Sec. 15, T9S,



BALCRONMONUMENTFEDERAL#34-10J BALCRONOIL
Jonah Unil/MonumentButte Field 7-1-94/ks

Lease No. lM)17985
SW SE Section10, T9S, Ri6E PROPOSEDINJECTIONWELLCOMPLETIONDIAGRAM
Duchesne County,Utah

Elev.Gr@5716'
Elev.@KB5726' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @ 266.87'
Hole Size @ 12-1/4"
Depth landed @274' KB
Cemented w/150 sxs Class Class 'G" & <- 274' KB
1/4#lsx Celollake
5 BBLS return.

PRODUCTIONCASING

5-1/2", K-55, 15.5#
Length @5836.04'
Depth landed @5832.04' KB - Uintah Formation @Surfaceto 1400' -

Cementedw/110 sxs Hililt&
290 sxs Class 'G"
Top of Cement @2735' from CBL

<--Top ofCement@2735' from CBL

TUBING

2-7/8", J-55, 6.5#
SN @2-7/8" x 1.1' (2.25" ID)
SN landed @4636' KB

Retrievable Csg Tension Packer
Model:ArrowSet-1
Landed @4640' KB - Green River Formation @ 1400' to 4100'-

<-- Retrievable Csg Tension Packer @4640' KB

PERFORATIONRECORD
Proposed InjectionHorizons -------------------

------ ----- ------ ---- 4700'-11' (2 SPF) RED 1
4700'-4711' (11') 2 SPF RED 1 4865'-72' (1 SPF) RED 5
4865'-4872' (7') 1 SPF RED 5 5015'-19' (2 SPF) GREEN 1
5015'-5019' (4') 2 SPF GREEN 1

- Douglas CreekMember @4100' to 5350' -

PBTD@5787.54' KB
TD@5850'KB

- Wasatch Formation Transition @5350' to 6000' ---

- Wasatch Formation @6000'

BALCRONMONUMENTFEDERAL#34-10J BALCRONOIL
Jonah Unil/MonumentButte Field 7-1-94/ks

Lease No. lM)17985
SW SE Section10, T9S, Ri6E PROPOSEDINJECTIONWELLCOMPLETIONDIAGRAM
Duchesne County,Utah

Elev.Gr@5716'
Elev.@KB5726' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @ 266.87'
Hole Size @ 12-1/4"
Depth landed @274' KB
Cemented w/150 sxs Class Class 'G" & <- 274' KB
1/4#lsx Celollake
5 BBLS return.

PRODUCTIONCASING

5-1/2", K-55, 15.5#
Length @5836.04'
Depth landed @5832.04' KB - Uintah Formation @Surfaceto 1400' -

Cementedw/110 sxs Hililt&
290 sxs Class 'G"
Top of Cement @2735' from CBL

<--Top ofCement@2735' from CBL

TUBING

2-7/8", J-55, 6.5#
SN @2-7/8" x 1.1' (2.25" ID)
SN landed @4636' KB

Retrievable Csg Tension Packer
Model:ArrowSet-1
Landed @4640' KB - Green River Formation @ 1400' to 4100'-

<-- Retrievable Csg Tension Packer @4640' KB

PERFORATIONRECORD
Proposed InjectionHorizons -------------------

------ ----- ------ ---- 4700'-11' (2 SPF) RED 1
4700'-4711' (11') 2 SPF RED 1 4865'-72' (1 SPF) RED 5
4865'-4872' (7') 1 SPF RED 5 5015'-19' (2 SPF) GREEN 1
5015'-5019' (4') 2 SPF GREEN 1

- Douglas CreekMember @4100' to 5350' -

PBTD@5787.54' KB
TD@5850'KB

- Wasatch Formation Transition @5350' to 6000' ---

- Wasatch Formation @6000'

BALCRONMONUMENTFEDERAL#34-10J BALCRONOIL
Jonah Unil/MonumentButte Field 7-1-94/ks

Lease No. lM)17985
SW SE Section10, T9S, Ri6E PROPOSEDINJECTIONWELLCOMPLETIONDIAGRAM
Duchesne County,Utah

Elev.Gr@5716'
Elev.@KB5726' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @ 266.87'
Hole Size @ 12-1/4"
Depth landed @274' KB
Cemented w/150 sxs Class Class 'G" & <- 274' KB
1/4#lsx Celollake
5 BBLS return.

PRODUCTIONCASING

5-1/2", K-55, 15.5#
Length @5836.04'
Depth landed @5832.04' KB - Uintah Formation @Surfaceto 1400' -

Cementedw/110 sxs Hililt&
290 sxs Class 'G"
Top of Cement @2735' from CBL

<--Top ofCement@2735' from CBL

TUBING

2-7/8", J-55, 6.5#
SN @2-7/8" x 1.1' (2.25" ID)
SN landed @4636' KB

Retrievable Csg Tension Packer
Model:ArrowSet-1
Landed @4640' KB - Green River Formation @ 1400' to 4100'-

<-- Retrievable Csg Tension Packer @4640' KB

PERFORATIONRECORD
Proposed InjectionHorizons -------------------

------ ----- ------ ---- 4700'-11' (2 SPF) RED 1
4700'-4711' (11') 2 SPF RED 1 4865'-72' (1 SPF) RED 5
4865'-4872' (7') 1 SPF RED 5 5015'-19' (2 SPF) GREEN 1
5015'-5019' (4') 2 SPF GREEN 1

- Douglas CreekMember @4100' to 5350' -

PBTD@5787.54' KB
TD@5850'KB

- Wasatch Formation Transition @5350' to 6000' ---

- Wasatch Formation @6000'



WALTONFEDERAL#34-11 BALCRONOIL
Jonah Unil/Monument Butte Field 7-29-94/ks
Lease No. U-096550
SW SE Sec. 11,T9S,R16E
DuchesneCo.,Utah Proposed injection Well CompletionDiagram

Elev. GL @5534'
Elev. KB@5545' (11' KB)

SURFACE CASING

CasingLength @251'
l.anded @263' KB
HoleSize@12 1/4"
Cementedw)210 sx Class G w/2% CaCI,

3% D-44, 1/4#/sx D-29. <- 263' KB
CementedtoSurface

PRODUCTIONCASING

5 1/2", 14# & 15.5#, K-55
CasingLength @5995' - UintahFormation @Surfaceto 1400' -

Landed @5995' KB
Hole Size@ 7 7/8"
Cementedw/131 sx HiLift& <--- Top ofCement@ 1665' from CBL

687 sxClass H
CementTop @ 1665' fromCBL

TUBING

', ,
J-55

SN@27/8"
SN Landed@4516' KB - Green RiverFormation@1400' to4100' -

<-- RetrievableCsg TensionPacker@4520' KB
RetrievableCsg TensionPacker
Model: ArrowSet-1 PERFORATIONRECORD
Landed@4520' KB ------ ------ ------ ------

4876'-4882' (6') (2 SPF) GREEN1
4884'-4886' (2') (2 SPF) GREEN1
4888'-4892' (4') (2 SPF) GREEN1
4901'-4905' (4') (2 SPF) GREEN1

Proposed InjectionHorizons PROPOSED PERFORAT10NS

D
4744'-4753' (9') (1 SPF) RED5 4744'- 4753' (9') (2 SPF) RED5
4876'-4882' (6') (2 SPF) GREEN1
4884'-4886' (2') (2 SPF) GREEN1 - DouglasCreekMember @4100'io 5350' -

4888'-4892' (4') (2 SPF) GREEN1
4901'-4905' (4') (2 SPF) GREEN1 PETD @5942' KB

TD @6000'KB
- Wasaich Formation Transition @5350'10 6000' --

- WasatchFormation @6000'

WALTONFEDERAL#34-11 BALCRONOIL
Jonah Unil/Monument Butte Field 7-29-94/ks
Lease No. U-096550
SW SE Sec. 11,T9S,R16E
DuchesneCo.,Utah Proposed injection Well CompletionDiagram

Elev. GL @5534'
Elev. KB@5545' (11' KB)

SURFACE CASING

CasingLength @251'
l.anded @263' KB
HoleSize@12 1/4"
Cementedw)210 sx Class G w/2% CaCI,

3% D-44, 1/4#/sx D-29. <- 263' KB
CementedtoSurface

PRODUCTIONCASING

5 1/2", 14# & 15.5#, K-55
CasingLength @5995' - UintahFormation @Surfaceto 1400' -

Landed @5995' KB
Hole Size@ 7 7/8"
Cementedw/131 sx HiLift& <--- Top ofCement@ 1665' from CBL

687 sxClass H
CementTop @ 1665' fromCBL

TUBING

', ,
J-55

SN@27/8"
SN Landed@4516' KB - Green RiverFormation@1400' to4100' -

<-- RetrievableCsg TensionPacker@4520' KB
RetrievableCsg TensionPacker
Model: ArrowSet-1 PERFORATIONRECORD
Landed@4520' KB ------ ------ ------ ------

4876'-4882' (6') (2 SPF) GREEN1
4884'-4886' (2') (2 SPF) GREEN1
4888'-4892' (4') (2 SPF) GREEN1
4901'-4905' (4') (2 SPF) GREEN1

Proposed InjectionHorizons PROPOSED PERFORAT10NS

D
4744'-4753' (9') (1 SPF) RED5 4744'- 4753' (9') (2 SPF) RED5
4876'-4882' (6') (2 SPF) GREEN1
4884'-4886' (2') (2 SPF) GREEN1 - DouglasCreekMember @4100'io 5350' -

4888'-4892' (4') (2 SPF) GREEN1
4901'-4905' (4') (2 SPF) GREEN1 PETD @5942' KB

TD @6000'KB
- Wasaich Formation Transition @5350'10 6000' --

- WasatchFormation @6000'

WALTONFEDERAL#34-11 BALCRONOIL
Jonah Unil/Monument Butte Field 7-29-94/ks
Lease No. U-096550
SW SE Sec. 11,T9S,R16E
DuchesneCo.,Utah Proposed injection Well CompletionDiagram

Elev. GL @5534'
Elev. KB@5545' (11' KB)

SURFACE CASING

CasingLength @251'
l.anded @263' KB
HoleSize@12 1/4"
Cementedw)210 sx Class G w/2% CaCI,

3% D-44, 1/4#/sx D-29. <- 263' KB
CementedtoSurface

PRODUCTIONCASING

5 1/2", 14# & 15.5#, K-55
CasingLength @5995' - UintahFormation @Surfaceto 1400' -

Landed @5995' KB
Hole Size@ 7 7/8"
Cementedw/131 sx HiLift& <--- Top ofCement@ 1665' from CBL

687 sxClass H
CementTop @ 1665' fromCBL

TUBING

', ,
J-55

SN@27/8"
SN Landed@4516' KB - Green RiverFormation@1400' to4100' -

<-- RetrievableCsg TensionPacker@4520' KB
RetrievableCsg TensionPacker
Model: ArrowSet-1 PERFORATIONRECORD
Landed@4520' KB ------ ------ ------ ------

4876'-4882' (6') (2 SPF) GREEN1
4884'-4886' (2') (2 SPF) GREEN1
4888'-4892' (4') (2 SPF) GREEN1
4901'-4905' (4') (2 SPF) GREEN1

Proposed InjectionHorizons PROPOSED PERFORAT10NS

D
4744'-4753' (9') (1 SPF) RED5 4744'- 4753' (9') (2 SPF) RED5
4876'-4882' (6') (2 SPF) GREEN1
4884'-4886' (2') (2 SPF) GREEN1 - DouglasCreekMember @4100'io 5350' -

4888'-4892' (4') (2 SPF) GREEN1
4901'-4905' (4') (2 SPF) GREEN1 PETD @5942' KB

TD @6000'KB
- Wasaich Formation Transition @5350'10 6000' --

- WasatchFormation @6000'



BALCRONMONUMENTFEDERAL#12-11J BALCRONOIL
Jonah Unit/MonumentButte Field 7-29-94/ks

Lease No. Ud96550
SWNW Section11, T9S,R16E Proposed InjectionWellCompletionDiagram
Duchesne County,UT

Elev. GL @5625'
Elev. KB@5635' (10' KB)

SURFACE CASING

<-271' KB
Length @263.6'
Hole size @ 12-1/4"
Depth landed @271' KB
Cementedw/150sxs Class "G",2% CCL,

& 1/4#lsx Celoflake
4-5 BBLScement circulatedtopit.

PRODUCTIONCASING

5-1/2", 15.5#, K-55 - UintahFomiation @Surfaceto 1400' -

Length @5739'
Hole size @7-7/8"
Depth landed @5748' KB <--Top ofCement@ 1760' (Calculated),
Cementedw/130 sxs Hifill& (Top ofgood bonding @4430' from CBL)

tailwf265 sxs 50-50 POZ
TOC@ 1760' (Calculated),top of
goodbonding@4430' from CBL

TUBING

2-7/8", 6.5#, J-55
SN@2-7/8" x 1.1' (2.25" ID)
SN landed@4826' KB - Green RiverFormation@1400' to4100' -

Rebievable Csg Tension Packer
Model: ArrowSet-1
Landed @4830' KB

<-- Retrievable Csg Tension Packer @4830' KB
CIBP set @5325' KB

PERFORATIONRECORD

Proposed InjectionHorizons 4 -9 5') R I
------ ------ ----------- 4984'-91' (7) (2 SPF) GREEN 1
4890'-95' (5') (2 SPF) RED 5 5025'-28' (3') (2 SPF) GREEN 1
4984'-91' (7') (2 SPF) GREEN 1 5340'-44' (4') (2 SPF) GREEN 6
5025'-28' (3') (2 SPF) GREEN 1 5347'-51'(4') (2 SPF) GREEN 6

NOTE:The GREEN6 zone willnotbe N <--CIBP @5325' KB
used for injection. Itis isolated by
a CIBP set at 5325' KB.

!!!!!!- Douglas CreekMember@4100' to5350' -

TD @5751' KB
- Wasaich Formation Transition @5350' io 6000' -

- Wasatch Formation @6000'

BALCRONMONUMENTFEDERAL#12-11J BALCRONOIL
Jonah Unit/MonumentButte Field 7-29-94/ks

Lease No. Ud96550
SWNW Section11, T9S,R16E Proposed InjectionWellCompletionDiagram
Duchesne County,UT

Elev. GL @5625'
Elev. KB@5635' (10' KB)

SURFACE CASING

<-271' KB
Length @263.6'
Hole size @ 12-1/4"
Depth landed @271' KB
Cementedw/150sxs Class "G",2% CCL,

& 1/4#lsx Celoflake
4-5 BBLScement circulatedtopit.

PRODUCTIONCASING

5-1/2", 15.5#, K-55 - UintahFomiation @Surfaceto 1400' -

Length @5739'
Hole size @7-7/8"
Depth landed @5748' KB <--Top ofCement@ 1760' (Calculated),
Cementedw/130 sxs Hifill& (Top ofgood bonding @4430' from CBL)

tailwf265 sxs 50-50 POZ
TOC@ 1760' (Calculated),top of
goodbonding@4430' from CBL

TUBING

2-7/8", 6.5#, J-55
SN@2-7/8" x 1.1' (2.25" ID)
SN landed@4826' KB - Green RiverFormation@1400' to4100' -

Rebievable Csg Tension Packer
Model: ArrowSet-1
Landed @4830' KB

<-- Retrievable Csg Tension Packer @4830' KB
CIBP set @5325' KB

PERFORATIONRECORD

Proposed InjectionHorizons 4 -9 5') R I
------ ------ ----------- 4984'-91' (7) (2 SPF) GREEN 1
4890'-95' (5') (2 SPF) RED 5 5025'-28' (3') (2 SPF) GREEN 1
4984'-91' (7') (2 SPF) GREEN 1 5340'-44' (4') (2 SPF) GREEN 6
5025'-28' (3') (2 SPF) GREEN 1 5347'-51'(4') (2 SPF) GREEN 6

NOTE:The GREEN6 zone willnotbe N <--CIBP @5325' KB
used for injection. Itis isolated by
a CIBP set at 5325' KB.

!!!!!!- Douglas CreekMember@4100' to5350' -

TD @5751' KB
- Wasaich Formation Transition @5350' io 6000' -

- Wasatch Formation @6000'

BALCRONMONUMENTFEDERAL#12-11J BALCRONOIL
Jonah Unit/MonumentButte Field 7-29-94/ks

Lease No. Ud96550
SWNW Section11, T9S,R16E Proposed InjectionWellCompletionDiagram
Duchesne County,UT

Elev. GL @5625'
Elev. KB@5635' (10' KB)

SURFACE CASING

<-271' KB
Length @263.6'
Hole size @ 12-1/4"
Depth landed @271' KB
Cementedw/150sxs Class "G",2% CCL,

& 1/4#lsx Celoflake
4-5 BBLScement circulatedtopit.

PRODUCTIONCASING

5-1/2", 15.5#, K-55 - UintahFomiation @Surfaceto 1400' -

Length @5739'
Hole size @7-7/8"
Depth landed @5748' KB <--Top ofCement@ 1760' (Calculated),
Cementedw/130 sxs Hifill& (Top ofgood bonding @4430' from CBL)

tailwf265 sxs 50-50 POZ
TOC@ 1760' (Calculated),top of
goodbonding@4430' from CBL

TUBING

2-7/8", 6.5#, J-55
SN@2-7/8" x 1.1' (2.25" ID)
SN landed@4826' KB - Green RiverFormation@1400' to4100' -

Rebievable Csg Tension Packer
Model: ArrowSet-1
Landed @4830' KB

<-- Retrievable Csg Tension Packer @4830' KB
CIBP set @5325' KB

PERFORATIONRECORD

Proposed InjectionHorizons 4 -9 5') R I
------ ------ ----------- 4984'-91' (7) (2 SPF) GREEN 1
4890'-95' (5') (2 SPF) RED 5 5025'-28' (3') (2 SPF) GREEN 1
4984'-91' (7') (2 SPF) GREEN 1 5340'-44' (4') (2 SPF) GREEN 6
5025'-28' (3') (2 SPF) GREEN 1 5347'-51'(4') (2 SPF) GREEN 6

NOTE:The GREEN6 zone willnotbe N <--CIBP @5325' KB
used for injection. Itis isolated by
a CIBP set at 5325' KB.

!!!!!!- Douglas CreekMember@4100' to5350' -

TD @5751' KB
- Wasaich Formation Transition @5350' io 6000' -

- Wasatch Formation @6000'



BALCRONMONUMENTFEDERAL#14-11J BALCRONOIL
Jonah Unit/ Monument Butte Field 7-5-94/ks
Lease No. U-096547
SW SWSection11, T9S, R16E Proposed InjecIionWell CompletionDiagram
Duchesne County,Utah

Elev. GL @5661'
Elev.KB@5671' (10' KB)

SURFACE CASING
------ ------ <- 281' KB
8-5/8", 24#, K-55
Length @271.35'
Hole size @ 12-1/4".
Depth 1.anded @281' KB.
Cemented w/150 sxs "G"w/2% CCL

& 1/4#lsx Cellonake.
Cementto surface.

PRODUCTIONCASING

5-1/2",15.5#, K-55 (132 jis) - UintahFormation @Sudace to 1400' -

Landed@5699.92'KB.
Cementedw/136sxs "G"w/4% Trifty-Lite,
3% Salt,3#/sx CSI, 1/4#lsx Celloseal;&
tailw/206 sxs 50-50 POZ w/2% gel, 10% salt,
1/4#IsxCelloseal.

Cementtop@4020' per CBL
Hole size @7-7/8"

<---Top ofCement@4020' from CBL
- Green River Formation @ 1400' to4100' -

TUBING

2-7/8", 6.5#, J-55
SN @2 7/8" x 1.10' PERFORATIONRECORD
SN Landed@5111'KB ------- ----- ----- ------

5175'-5188' (13') (2 SPF) GREEN5
5553'-5556' (3') (2 SPF) BLUE 1

RetrievableCsg Tension Packer
Model:ArrowSet-1
Landed @5115' KB Ñ Ñ <-- Retrievable C6gTension Packer @5115' KB

Proposed InjectionHorizons - Douglas CreekMember @4100' to5350' -

5553'-5556' (3') (2 SPF) BLUE 1

PBTD@5668'
TD@5720' KB

- Wasatch Formation Transition @5350' io 6000' -

- Wasatch Fonnation@6000'

BALCRONMONUMENTFEDERAL#14-11J BALCRONOIL
Jonah Unit/ Monument Butte Field 7-5-94/ks
Lease No. U-096547
SW SWSection11, T9S, R16E Proposed InjecIionWell CompletionDiagram
Duchesne County,Utah

Elev. GL @5661'
Elev.KB@5671' (10' KB)

SURFACE CASING
------ ------ <- 281' KB
8-5/8", 24#, K-55
Length @271.35'
Hole size @ 12-1/4".
Depth 1.anded @281' KB.
Cemented w/150 sxs "G"w/2% CCL

& 1/4#lsx Cellonake.
Cementto surface.

PRODUCTIONCASING

5-1/2",15.5#, K-55 (132 jis) - UintahFormation @Sudace to 1400' -

Landed@5699.92'KB.
Cementedw/136sxs "G"w/4% Trifty-Lite,
3% Salt,3#/sx CSI, 1/4#lsx Celloseal;&
tailw/206 sxs 50-50 POZ w/2% gel, 10% salt,
1/4#IsxCelloseal.

Cementtop@4020' per CBL
Hole size @7-7/8"

<---Top ofCement@4020' from CBL
- Green River Formation @ 1400' to4100' -

TUBING

2-7/8", 6.5#, J-55
SN @2 7/8" x 1.10' PERFORATIONRECORD
SN Landed@5111'KB ------- ----- ----- ------

5175'-5188' (13') (2 SPF) GREEN5
5553'-5556' (3') (2 SPF) BLUE 1

RetrievableCsg Tension Packer
Model:ArrowSet-1
Landed @5115' KB Ñ Ñ <-- Retrievable C6gTension Packer @5115' KB

Proposed InjectionHorizons - Douglas CreekMember @4100' to5350' -

5553'-5556' (3') (2 SPF) BLUE 1

PBTD@5668'
TD@5720' KB

- Wasatch Formation Transition @5350' io 6000' -

- Wasatch Fonnation@6000'

BALCRONMONUMENTFEDERAL#14-11J BALCRONOIL
Jonah Unit/ Monument Butte Field 7-5-94/ks
Lease No. U-096547
SW SWSection11, T9S, R16E Proposed InjecIionWell CompletionDiagram
Duchesne County,Utah

Elev. GL @5661'
Elev.KB@5671' (10' KB)

SURFACE CASING
------ ------ <- 281' KB
8-5/8", 24#, K-55
Length @271.35'
Hole size @ 12-1/4".
Depth 1.anded @281' KB.
Cemented w/150 sxs "G"w/2% CCL

& 1/4#lsx Cellonake.
Cementto surface.

PRODUCTIONCASING

5-1/2",15.5#, K-55 (132 jis) - UintahFormation @Sudace to 1400' -

Landed@5699.92'KB.
Cementedw/136sxs "G"w/4% Trifty-Lite,
3% Salt,3#/sx CSI, 1/4#lsx Celloseal;&
tailw/206 sxs 50-50 POZ w/2% gel, 10% salt,
1/4#IsxCelloseal.

Cementtop@4020' per CBL
Hole size @7-7/8"

<---Top ofCement@4020' from CBL
- Green River Formation @ 1400' to4100' -

TUBING

2-7/8", 6.5#, J-55
SN @2 7/8" x 1.10' PERFORATIONRECORD
SN Landed@5111'KB ------- ----- ----- ------

5175'-5188' (13') (2 SPF) GREEN5
5553'-5556' (3') (2 SPF) BLUE 1

RetrievableCsg Tension Packer
Model:ArrowSet-1
Landed @5115' KB Ñ Ñ <-- Retrievable C6gTension Packer @5115' KB

Proposed InjectionHorizons - Douglas CreekMember @4100' to5350' -

5553'-5556' (3') (2 SPF) BLUE 1

PBTD@5668'
TD@5720' KB

- Wasatch Formation Transition @5350' io 6000' -

- Wasatch Fonnation@6000'



BALCRONMONUMENTFEDERAL#23-11J BALCRONOIL
Jonah Unit/Monument Butte Field 8-1-94/ks
Lease No. UO96550
NE SW Section 11, TSS, R16E Proposed InjectionWell CompletionDiagram
Duchesne County, Utah

Elev.Gr@5621'
Elev. KB@5631' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @270.01'
Hole size@ 12-1/4"
Depth landed @2T7' KB <- 277' KB
Cemented w/150 sxs Class 'G" w/2% CCL

& 1/4#/sx Celoflake.Good rettrns

PRODUCTIONCASING

5-1/2", 15.5#, K-55
Length @ 5740.6T
Hole size @7-7/8"
Depth landed @5730.67' KB
Cemented w/90 sxs Hifill& tail

wfd50 sxs 5Œ50 POZ.
TOC@2510' from CBL

- Uintah Formation @Strface to 1400'-
TUBING

5#, J-55
SN @2-7/8" x 1.15' (2.25" ID) <--Top ofCement@2510' from CBL
SN landed @4641' KB

Retrievable Csg Tension Packer
Model: ArrowSet-1 - Green River Formation @ 1400' to 4100' -

Landed @4645' KB
PERFORATIONRECORD

4710'-471T (7) (2 SPF) RED 1
Proposed InlectionHorizons 4840', 4844', 4848', 4850' (1 SPF) RED 5

------ -------- ------ ------ --------- 4858', 4864' (1 SPF) RED 5
4710'-4717 (7) (2 SPF) RED 1 4962', 4968', 4984', 4988' (1 SPF) GREEN 1
4836'-4844' (8') (2 SPF) RED 5 4992', 4994', 4996', 4998' (1 SPF) GREEN 1
4848'-4850' (2') (2 SPF) RED 5 5155'-5162' (7) (2 SPF) GREEN 4
4858'-4864' (6') (2 SPF) RED 5 5171'-5181' (10) (2 SPF) GREEN 4
4962'-4968' (6') (2 SPF) GREEN 1
4984'-4989' (5') (2 SPF) GREEN 1 <-- Relrievable Csg Tension Packer @4645' KB
4992'-4998' (6') (2 SPF) GREEN 1
5155'-5162' (7') (2 SPF) GREEN 4 PROPOSED REPERFORAT1NG
5171'-5181' (10') (2 SPF) GREEN 4 ----- ------------ ----- -----

4836'-4844' (8') (2 SPF) RED 5
4848'-4850' (2') (2 SPF) RED 5
4858'-4864' (6') (2 SPF) RED 5
4962'-4968' (6') (2 SPF) GREEN 1
4986'-4980' (3') (2 SPF) GREEN 1
4992'-4998' (6') (2 SPF) GREEN 1

- Douglas CreekMember @4100' to 5350' -

PBTD@5671' KB
TD @5750' KB

- Wasaich Formation Transition @5350' to 6000' ---

- Wasatch Formation @

BALCRONMONUMENTFEDERAL#23-11J BALCRONOIL
Jonah Unit/Monument Butte Field 8-1-94/ks
Lease No. UO96550
NE SW Section 11, TSS, R16E Proposed InjectionWell CompletionDiagram
Duchesne County, Utah

Elev.Gr@5621'
Elev. KB@5631' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @270.01'
Hole size@ 12-1/4"
Depth landed @2T7' KB <- 277' KB
Cemented w/150 sxs Class 'G" w/2% CCL

& 1/4#/sx Celoflake.Good rettrns

PRODUCTIONCASING

5-1/2", 15.5#, K-55
Length @ 5740.6T
Hole size @7-7/8"
Depth landed @5730.67' KB
Cemented w/90 sxs Hifill& tail

wfd50 sxs 5Œ50 POZ.
TOC@2510' from CBL

- Uintah Formation @Strface to 1400'-
TUBING

5#, J-55
SN @2-7/8" x 1.15' (2.25" ID) <--Top ofCement@2510' from CBL
SN landed @4641' KB

Retrievable Csg Tension Packer
Model: ArrowSet-1 - Green River Formation @ 1400' to 4100' -

Landed @4645' KB
PERFORATIONRECORD

4710'-471T (7) (2 SPF) RED 1
Proposed InlectionHorizons 4840', 4844', 4848', 4850' (1 SPF) RED 5

------ -------- ------ ------ --------- 4858', 4864' (1 SPF) RED 5
4710'-4717 (7) (2 SPF) RED 1 4962', 4968', 4984', 4988' (1 SPF) GREEN 1
4836'-4844' (8') (2 SPF) RED 5 4992', 4994', 4996', 4998' (1 SPF) GREEN 1
4848'-4850' (2') (2 SPF) RED 5 5155'-5162' (7) (2 SPF) GREEN 4
4858'-4864' (6') (2 SPF) RED 5 5171'-5181' (10) (2 SPF) GREEN 4
4962'-4968' (6') (2 SPF) GREEN 1
4984'-4989' (5') (2 SPF) GREEN 1 <-- Relrievable Csg Tension Packer @4645' KB
4992'-4998' (6') (2 SPF) GREEN 1
5155'-5162' (7') (2 SPF) GREEN 4 PROPOSED REPERFORAT1NG
5171'-5181' (10') (2 SPF) GREEN 4 ----- ------------ ----- -----

4836'-4844' (8') (2 SPF) RED 5
4848'-4850' (2') (2 SPF) RED 5
4858'-4864' (6') (2 SPF) RED 5
4962'-4968' (6') (2 SPF) GREEN 1
4986'-4980' (3') (2 SPF) GREEN 1
4992'-4998' (6') (2 SPF) GREEN 1

- Douglas CreekMember @4100' to 5350' -

PBTD@5671' KB
TD @5750' KB

- Wasaich Formation Transition @5350' to 6000' ---

- Wasatch Formation @

BALCRONMONUMENTFEDERAL#23-11J BALCRONOIL
Jonah Unit/Monument Butte Field 8-1-94/ks
Lease No. UO96550
NE SW Section 11, TSS, R16E Proposed InjectionWell CompletionDiagram
Duchesne County, Utah

Elev.Gr@5621'
Elev. KB@5631' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @270.01'
Hole size@ 12-1/4"
Depth landed @2T7' KB <- 277' KB
Cemented w/150 sxs Class 'G" w/2% CCL

& 1/4#/sx Celoflake.Good rettrns

PRODUCTIONCASING

5-1/2", 15.5#, K-55
Length @ 5740.6T
Hole size @7-7/8"
Depth landed @5730.67' KB
Cemented w/90 sxs Hifill& tail

wfd50 sxs 5Œ50 POZ.
TOC@2510' from CBL

- Uintah Formation @Strface to 1400'-
TUBING

5#, J-55
SN @2-7/8" x 1.15' (2.25" ID) <--Top ofCement@2510' from CBL
SN landed @4641' KB

Retrievable Csg Tension Packer
Model: ArrowSet-1 - Green River Formation @ 1400' to 4100' -

Landed @4645' KB
PERFORATIONRECORD

4710'-471T (7) (2 SPF) RED 1
Proposed InlectionHorizons 4840', 4844', 4848', 4850' (1 SPF) RED 5

------ -------- ------ ------ --------- 4858', 4864' (1 SPF) RED 5
4710'-4717 (7) (2 SPF) RED 1 4962', 4968', 4984', 4988' (1 SPF) GREEN 1
4836'-4844' (8') (2 SPF) RED 5 4992', 4994', 4996', 4998' (1 SPF) GREEN 1
4848'-4850' (2') (2 SPF) RED 5 5155'-5162' (7) (2 SPF) GREEN 4
4858'-4864' (6') (2 SPF) RED 5 5171'-5181' (10) (2 SPF) GREEN 4
4962'-4968' (6') (2 SPF) GREEN 1
4984'-4989' (5') (2 SPF) GREEN 1 <-- Relrievable Csg Tension Packer @4645' KB
4992'-4998' (6') (2 SPF) GREEN 1
5155'-5162' (7') (2 SPF) GREEN 4 PROPOSED REPERFORAT1NG
5171'-5181' (10') (2 SPF) GREEN 4 ----- ------------ ----- -----

4836'-4844' (8') (2 SPF) RED 5
4848'-4850' (2') (2 SPF) RED 5
4858'-4864' (6') (2 SPF) RED 5
4962'-4968' (6') (2 SPF) GREEN 1
4986'-4980' (3') (2 SPF) GREEN 1
4992'-4998' (6') (2 SPF) GREEN 1

- Douglas CreekMember @4100' to 5350' -

PBTD@5671' KB
TD @5750' KB

- Wasaich Formation Transition @5350' to 6000' ---

- Wasatch Formation @



BALCRONMONUMENTFEDERAL#32-11J BALCRONOIL
Jonah Unit/Monument Butte Fieki 7-29-94ks

Lease No. \>096550
SW NE Section 11, TSS, R16E Proposed InjectionWellCompletionDiagam
Duchesne County,Utah

Elev.Gr@ 5577'
Elev.KB@5587' (10' KB)

SURFACECASING

8 58", J-55, 24 #
Length @267.54'
Hole Size @ 12 1/4"
Depth Landed @275' KB <- 275' KB
Cementedw/150 sxs premium
w/2% CCL & 1/4 # per sx Flocele.
Goodreturns to surface.

PRODUCTIONCASING

5 1/2",J-55, 15.5#
Length @5765.96'
Hole Size @ 7 7/8"
Depth Landed @5T74.96' KB
Cementedw/231 sxs Hilift&

tailw/351 sxs Class-G. - Uintah Formation @Strface to 1400' -

TOC @ 1420' from CBL <- Top of Cement @ 1420' from CBL

TUBING

2 7/8", 6.5#, J-55
SN @2 7/8"x 1.1' (ID@2.25")
SN Landed @4666' KB

Retrievable Csg Tension Packer
Model: ArrowSet-1

Landed @4670' KB - Green River Formation @ 1400' to 4100'-

<-- Retrievable Csg Tension Packer @4670' KB

Proposed InlectionHorizons PERFORATIONRECORD

5154'-5170' (16') (2 SPF) GREEN 3 5154'-5170' (16') (2 SPF) GREEN 3

- Douglas CreekMember @4100' to 5350' -

PBTD@5711' KB
TD @5800' KB

- Wasatch Formation Transition @5350' to 6000' -

- Wasatch Formation @

BALCRONMONUMENTFEDERAL#32-11J BALCRONOIL
Jonah Unit/Monument Butte Fieki 7-29-94ks

Lease No. \>096550
SW NE Section 11, TSS, R16E Proposed InjectionWellCompletionDiagam
Duchesne County,Utah

Elev.Gr@ 5577'
Elev.KB@5587' (10' KB)

SURFACECASING

8 58", J-55, 24 #
Length @267.54'
Hole Size @ 12 1/4"
Depth Landed @275' KB <- 275' KB
Cementedw/150 sxs premium
w/2% CCL & 1/4 # per sx Flocele.
Goodreturns to surface.

PRODUCTIONCASING

5 1/2",J-55, 15.5#
Length @5765.96'
Hole Size @ 7 7/8"
Depth Landed @5T74.96' KB
Cementedw/231 sxs Hilift&

tailw/351 sxs Class-G. - Uintah Formation @Strface to 1400' -

TOC @ 1420' from CBL <- Top of Cement @ 1420' from CBL

TUBING

2 7/8", 6.5#, J-55
SN @2 7/8"x 1.1' (ID@2.25")
SN Landed @4666' KB

Retrievable Csg Tension Packer
Model: ArrowSet-1

Landed @4670' KB - Green River Formation @ 1400' to 4100'-

<-- Retrievable Csg Tension Packer @4670' KB

Proposed InlectionHorizons PERFORATIONRECORD

5154'-5170' (16') (2 SPF) GREEN 3 5154'-5170' (16') (2 SPF) GREEN 3

- Douglas CreekMember @4100' to 5350' -

PBTD@5711' KB
TD @5800' KB

- Wasatch Formation Transition @5350' to 6000' -

- Wasatch Formation @

BALCRONMONUMENTFEDERAL#32-11J BALCRONOIL
Jonah Unit/Monument Butte Fieki 7-29-94ks

Lease No. \>096550
SW NE Section 11, TSS, R16E Proposed InjectionWellCompletionDiagam
Duchesne County,Utah

Elev.Gr@ 5577'
Elev.KB@5587' (10' KB)

SURFACECASING

8 58", J-55, 24 #
Length @267.54'
Hole Size @ 12 1/4"
Depth Landed @275' KB <- 275' KB
Cementedw/150 sxs premium
w/2% CCL & 1/4 # per sx Flocele.
Goodreturns to surface.

PRODUCTIONCASING

5 1/2",J-55, 15.5#
Length @5765.96'
Hole Size @ 7 7/8"
Depth Landed @5T74.96' KB
Cementedw/231 sxs Hilift&

tailw/351 sxs Class-G. - Uintah Formation @Strface to 1400' -

TOC @ 1420' from CBL <- Top of Cement @ 1420' from CBL

TUBING

2 7/8", 6.5#, J-55
SN @2 7/8"x 1.1' (ID@2.25")
SN Landed @4666' KB

Retrievable Csg Tension Packer
Model: ArrowSet-1

Landed @4670' KB - Green River Formation @ 1400' to 4100'-

<-- Retrievable Csg Tension Packer @4670' KB

Proposed InlectionHorizons PERFORATIONRECORD

5154'-5170' (16') (2 SPF) GREEN 3 5154'-5170' (16') (2 SPF) GREEN 3

- Douglas CreekMember @4100' to 5350' -

PBTD@5711' KB
TD @5800' KB

- Wasatch Formation Transition @5350' to 6000' -

- Wasatch Formation @



BALCRONMONUMENTFEDERAL#43-11J BALCRONOIL
Jonah Unil/MonumentButte Field 7-28-94/ks
Lease No. U-096550
NE SE Section11, T9S, R16E PROPOSED INJECTIONWELLCOMPLETIONDIAGRAM
Duchesne County,Utah

Elev. GL @5581'
Elev. KB@5592' (11' KB)

**Re-ent of Walton Federal #43-11**

SURFACE CASING

Hole Size @ 12-1/4" <-- 282' KB
Depth Landed @282' KB
Cementedw/ 190 sx ClassG w/

2% CaCI & 1/4#/sx Flocele.

PRODUCTIONCASING

Length @5243.2'
Hole Size@7-7/8" - Uintah Formation @Surfaceto 1400'-
Depth Landed @5251.2' KB
Cementedw/272 sx SLper O W)3% Salt, 2%

gel, tailw/180 sx 50/50 POZ w/2% gel
&1/4#/sx Celoflakes.

TOC @2040' from CBL <--Top ofCement@2040' from CBL

TUBING

2-7/8", 6.5#, J-55
SN @2-7/8" x 1.1' (2.25' ID)
SN Landed @4646' KB

Retrievable Csg Tension Packer
Model: Anow Set-1
Landed @4650' KB -- Green River Formation @ 1400' to 4100' -

Proposed InjectionHorizons <--- Retrievable Csg Tension Packer @4650' KB

4854'-4857' (3') (1 SPF) RED5
4862'-4869' (7') (4 Shots) RED5 PERFORATIONRECORD
4998'-5002' (4') (1 SPF) GREEN1 ------------- ------- -----

5184'-5191' (7) (1 SPF) GREEN4 4714'-4718' (4) (1 SPF) RED1
4854'-4857' (3') (1 SPF) RED5
4862'-4869' (7) (4 Shols) RED5
4998'-5002' (4) (1 SPF) GREEN1
5184'-5191' (7) (1 SPF) GREEN4

PBTD@5221' KB
TD@5252' KB

- Douglas CreekMember @4100' to 8350' -

- Wasatch Formation Transition @5350' to 6000' -

- Wasatch Formation @

BALCRONMONUMENTFEDERAL#43-11J BALCRONOIL
Jonah Unil/MonumentButte Field 7-28-94/ks
Lease No. U-096550
NE SE Section11, T9S, R16E PROPOSED INJECTIONWELLCOMPLETIONDIAGRAM
Duchesne County,Utah

Elev. GL @5581'
Elev. KB@5592' (11' KB)

**Re-ent of Walton Federal #43-11**

SURFACE CASING

Hole Size @ 12-1/4" <-- 282' KB
Depth Landed @282' KB
Cementedw/ 190 sx ClassG w/

2% CaCI & 1/4#/sx Flocele.

PRODUCTIONCASING

Length @5243.2'
Hole Size@7-7/8" - Uintah Formation @Surfaceto 1400'-
Depth Landed @5251.2' KB
Cementedw/272 sx SLper O W)3% Salt, 2%

gel, tailw/180 sx 50/50 POZ w/2% gel
&1/4#/sx Celoflakes.

TOC @2040' from CBL <--Top ofCement@2040' from CBL

TUBING

2-7/8", 6.5#, J-55
SN @2-7/8" x 1.1' (2.25' ID)
SN Landed @4646' KB

Retrievable Csg Tension Packer
Model: Anow Set-1
Landed @4650' KB -- Green River Formation @ 1400' to 4100' -

Proposed InjectionHorizons <--- Retrievable Csg Tension Packer @4650' KB

4854'-4857' (3') (1 SPF) RED5
4862'-4869' (7') (4 Shots) RED5 PERFORATIONRECORD
4998'-5002' (4') (1 SPF) GREEN1 ------------- ------- -----

5184'-5191' (7) (1 SPF) GREEN4 4714'-4718' (4) (1 SPF) RED1
4854'-4857' (3') (1 SPF) RED5
4862'-4869' (7) (4 Shols) RED5
4998'-5002' (4) (1 SPF) GREEN1
5184'-5191' (7) (1 SPF) GREEN4

PBTD@5221' KB
TD@5252' KB

- Douglas CreekMember @4100' to 8350' -

- Wasatch Formation Transition @5350' to 6000' -

- Wasatch Formation @

BALCRONMONUMENTFEDERAL#43-11J BALCRONOIL
Jonah Unil/MonumentButte Field 7-28-94/ks
Lease No. U-096550
NE SE Section11, T9S, R16E PROPOSED INJECTIONWELLCOMPLETIONDIAGRAM
Duchesne County,Utah

Elev. GL @5581'
Elev. KB@5592' (11' KB)

**Re-ent of Walton Federal #43-11**

SURFACE CASING

Hole Size @ 12-1/4" <-- 282' KB
Depth Landed @282' KB
Cementedw/ 190 sx ClassG w/

2% CaCI & 1/4#/sx Flocele.

PRODUCTIONCASING

Length @5243.2'
Hole Size@7-7/8" - Uintah Formation @Surfaceto 1400'-
Depth Landed @5251.2' KB
Cementedw/272 sx SLper O W)3% Salt, 2%

gel, tailw/180 sx 50/50 POZ w/2% gel
&1/4#/sx Celoflakes.

TOC @2040' from CBL <--Top ofCement@2040' from CBL

TUBING

2-7/8", 6.5#, J-55
SN @2-7/8" x 1.1' (2.25' ID)
SN Landed @4646' KB

Retrievable Csg Tension Packer
Model: Anow Set-1
Landed @4650' KB -- Green River Formation @ 1400' to 4100' -

Proposed InjectionHorizons <--- Retrievable Csg Tension Packer @4650' KB

4854'-4857' (3') (1 SPF) RED5
4862'-4869' (7') (4 Shots) RED5 PERFORATIONRECORD
4998'-5002' (4') (1 SPF) GREEN1 ------------- ------- -----

5184'-5191' (7) (1 SPF) GREEN4 4714'-4718' (4) (1 SPF) RED1
4854'-4857' (3') (1 SPF) RED5
4862'-4869' (7) (4 Shols) RED5
4998'-5002' (4) (1 SPF) GREEN1
5184'-5191' (7) (1 SPF) GREEN4

PBTD@5221' KB
TD@5252' KB

- Douglas CreekMember @4100' to 8350' -

- Wasatch Formation Transition @5350' to 6000' -

- Wasatch Formation @



BALCRONMONUMENTFEDERAL#12-12J BALCRONOIL
Jonah Unit/Monument Butte Field 7-5-94/ks

Lease No. U-096550
SW NW Section12, T9S, R16E Proposed injectionWell CompletionDiagram
Duchesne County,Utah

Elev.GR@5542'
Elev.KB@5552' KB(10' KB)

SURFACE CASING

8-5/8", 24#, J-55 <-- 277' KB
Length @266.69'
Depth Landed@27T KB
Cementedw/150 sxs Class "G"w/2%
CaCI,1/4#/sx Celoflakes.

Cementedtosurface.
Hole size @ 12-1/4".

PRODUCTIONCASING
-------- - UintahFormation @ Surfaceto 1400' -

5-1/2", 15.5#, K-55
Length @5768.59'
Depth Landed @5T/7.59' KB.
Cementedw/220 sxs Hyfilland
tailedw/290 sxs 50-50 POZ.

Cementtop@4,185' from CBL.
Hole size 7-7/8".

TUBING
------ - Green River Formation @ 1400' to4100' -

2 7/8", 6.5#, J-55 <-- Top ofCement@4185' from CBL
SN@2-7/8" x 1.1'(2.25" ID)
SN Landed @4926' KB

RetrievableCsgTensionPacker
Model:ArrowSet-1
Landed @4930' KB Ñ Ñ <--- Retrievable Csg Tension Packer @4930' KB

PERFORATIONRECORD
Proposed InjectionHorizons ------------------ ------

------ ----------- ---- 5029'- 5033'(4') 4 shots GREEN 1
5029'- 5033'(4') 4 shots GREEN 1 5225'- 5229'(4') 4 shots GREEN 4
5225'- 5229'(4') 4 shots GREEN 4 5237'- 5244'(7') 7 shots GREEN 4
5237'- 5244'(7) 7 shols GREEN 4

- Douglas CreekMember @4100' to 5350' -

PBTD@5732'KB
TD @5800'KB

-- Wasatch Formation Transition @5350' io 6000' -

-- Wasaich Formation@6000'

BALCRONMONUMENTFEDERAL#12-12J BALCRONOIL
Jonah Unit/Monument Butte Field 7-5-94/ks

Lease No. U-096550
SW NW Section12, T9S, R16E Proposed injectionWell CompletionDiagram
Duchesne County,Utah

Elev.GR@5542'
Elev.KB@5552' KB(10' KB)

SURFACE CASING

8-5/8", 24#, J-55 <-- 277' KB
Length @266.69'
Depth Landed@27T KB
Cementedw/150 sxs Class "G"w/2%
CaCI,1/4#/sx Celoflakes.

Cementedtosurface.
Hole size @ 12-1/4".

PRODUCTIONCASING
-------- - UintahFormation @ Surfaceto 1400' -

5-1/2", 15.5#, K-55
Length @5768.59'
Depth Landed @5T/7.59' KB.
Cementedw/220 sxs Hyfilland
tailedw/290 sxs 50-50 POZ.

Cementtop@4,185' from CBL.
Hole size 7-7/8".

TUBING
------ - Green River Formation @ 1400' to4100' -

2 7/8", 6.5#, J-55 <-- Top ofCement@4185' from CBL
SN@2-7/8" x 1.1'(2.25" ID)
SN Landed @4926' KB

RetrievableCsgTensionPacker
Model:ArrowSet-1
Landed @4930' KB Ñ Ñ <--- Retrievable Csg Tension Packer @4930' KB

PERFORATIONRECORD
Proposed InjectionHorizons ------------------ ------

------ ----------- ---- 5029'- 5033'(4') 4 shots GREEN 1
5029'- 5033'(4') 4 shots GREEN 1 5225'- 5229'(4') 4 shots GREEN 4
5225'- 5229'(4') 4 shots GREEN 4 5237'- 5244'(7') 7 shots GREEN 4
5237'- 5244'(7) 7 shols GREEN 4

- Douglas CreekMember @4100' to 5350' -

PBTD@5732'KB
TD @5800'KB

-- Wasatch Formation Transition @5350' io 6000' -

-- Wasaich Formation@6000'

BALCRONMONUMENTFEDERAL#12-12J BALCRONOIL
Jonah Unit/Monument Butte Field 7-5-94/ks

Lease No. U-096550
SW NW Section12, T9S, R16E Proposed injectionWell CompletionDiagram
Duchesne County,Utah

Elev.GR@5542'
Elev.KB@5552' KB(10' KB)

SURFACE CASING

8-5/8", 24#, J-55 <-- 277' KB
Length @266.69'
Depth Landed@27T KB
Cementedw/150 sxs Class "G"w/2%
CaCI,1/4#/sx Celoflakes.

Cementedtosurface.
Hole size @ 12-1/4".

PRODUCTIONCASING
-------- - UintahFormation @ Surfaceto 1400' -

5-1/2", 15.5#, K-55
Length @5768.59'
Depth Landed @5T/7.59' KB.
Cementedw/220 sxs Hyfilland
tailedw/290 sxs 50-50 POZ.

Cementtop@4,185' from CBL.
Hole size 7-7/8".

TUBING
------ - Green River Formation @ 1400' to4100' -

2 7/8", 6.5#, J-55 <-- Top ofCement@4185' from CBL
SN@2-7/8" x 1.1'(2.25" ID)
SN Landed @4926' KB

RetrievableCsgTensionPacker
Model:ArrowSet-1
Landed @4930' KB Ñ Ñ <--- Retrievable Csg Tension Packer @4930' KB

PERFORATIONRECORD
Proposed InjectionHorizons ------------------ ------

------ ----------- ---- 5029'- 5033'(4') 4 shots GREEN 1
5029'- 5033'(4') 4 shots GREEN 1 5225'- 5229'(4') 4 shots GREEN 4
5225'- 5229'(4') 4 shots GREEN 4 5237'- 5244'(7') 7 shots GREEN 4
5237'- 5244'(7) 7 shols GREEN 4

- Douglas CreekMember @4100' to 5350' -

PBTD@5732'KB
TD @5800'KB

-- Wasatch Formation Transition @5350' io 6000' -

-- Wasaich Formation@6000'



BALCRONMONUMENTFEDERAL#14-12J BALCRONOIL

Jonah Unit/MonumentButte Field
7-6-94/ks

Lease No. U-035521-A
SW SW Section 12, T9S,R16E Proposed InjectionWellCompletionDiagam

Duchesne County, Utah

Elev.Gr @5487'
Elev. KB@5497

SURFACE CASING

8-5/8", J-55, 24 #
Length @271.17 <- 279' KB

Hole size @ 12-1/4"

Depth landed @279' KB
Cemented w/150 sxs Class 'G"

w/2% CCL & 1/4#/sx Flocele
Good rettrns, 4 BBLS cmt back to pit.

PRODUCTIONCASING

5
- UintahFormation @Suriace to 1400 -

Length @5718.1T
Hole size@7-7/8"
Depth landed @5727.1T KB
Cementedw/220 sxs lead œment &tail
w/260 sxs 50-50 POZ wladditives.

TOC Unknown - CBL Log mn

TUBING

2-7/8", 6.5#, J-55
SN @2-7/8" x 1.1' (2.26' ID)
SN landed @4986' KB

<-- Retrievable Tandem Tension Packer @4020' KB
- Green River Formation @ 1400' to 4100'-

Retrievable Csg Tension Packers:
ArrowS-1 Tandem Tension Landed @4020' KB PERFORATIONRECORD

ArrowSet-1Landed @4990' KB
----------- ------ -------

4097-4104' (7) (5 holes) YELLOW3
4299'-4308' (9') (6 holes) YELLOW5
5070'-5078' (8') (2 SPF) GREEN4

Proposed injection Horizons
<--- Retrievable CsgTensionPacker @4990' KB

5070'-5078' (8') (2 SPF) GREEN4

NOTE:The YELLOW3and YELLOW5zones will
not be used for injection.These zones
wil be isolated by the packers.

-- Douglas Creek Member @4100' to 5350' -

PBTD@5667.95' KB
TD @5750' KB

- Wasatch Formation Transition @5350' to 6000' -

- Wasatch Formation @

BALCRONMONUMENTFEDERAL#14-12J BALCRONOIL

Jonah Unit/MonumentButte Field
7-6-94/ks

Lease No. U-035521-A
SW SW Section 12, T9S,R16E Proposed InjectionWellCompletionDiagam

Duchesne County, Utah

Elev.Gr @5487'
Elev. KB@5497

SURFACE CASING

8-5/8", J-55, 24 #
Length @271.17

<- 279' KB

Hole size @ 12-1/4"

Depth landed @279' KB
Cemented w/150 sxs Class 'G"

w/2% CCL & 1/4#/sx Flocele
Good rettrns, 4 BBLS cmt back to pit.

PRODUCTIONCASING

5
- UintahFormation @Suriace to 1400 -

Length @5718.1T
Hole size@7-7/8"
Depth landed @5727.1T KB
Cementedw/220 sxs lead œment &tail
w/260 sxs 50-50 POZ wladditives.

TOC Unknown - CBL Log mn

TUBING

2-7/8", 6.5#, J-55
SN @2-7/8" x 1.1' (2.26' ID)
SN landed @4986' KB

<-- Retrievable Tandem Tension Packer @4020' KB
- Green River Formation @ 1400' to 4100'-

Retrievable Csg Tension Packers:
ArrowS-1 Tandem Tension Landed @4020' KB PERFORATIONRECORD

ArrowSet-1Landed @4990' KB
----------- ------ -------

4097-4104' (7) (5 holes) YELLOW3
4299'-4308' (9') (6 holes) YELLOW5
5070'-5078' (8') (2 SPF) GREEN4

Proposed injection Horizons
<--- Retrievable CsgTensionPacker @4990' KB

5070'-5078' (8') (2 SPF) GREEN4

NOTE:The YELLOW3and YELLOW5zones will
not be used for injection.These zones
wil be isolated by the packers.

-- Douglas Creek Member @4100' to 5350' -

PBTD@5667.95' KB
TD @5750' KB

- Wasatch Formation Transition @5350' to 6000' -

- Wasatch Formation @

BALCRONMONUMENTFEDERAL#14-12J BALCRONOIL

Jonah Unit/MonumentButte Field
7-6-94/ks

Lease No. U-035521-A
SW SW Section 12, T9S,R16E Proposed InjectionWellCompletionDiagam

Duchesne County, Utah

Elev.Gr @5487'
Elev. KB@5497

SURFACE CASING

8-5/8", J-55, 24 #
Length @271.17

<- 279' KB

Hole size @ 12-1/4"

Depth landed @279' KB
Cemented w/150 sxs Class 'G"

w/2% CCL & 1/4#/sx Flocele
Good rettrns, 4 BBLS cmt back to pit.

PRODUCTIONCASING

5
- UintahFormation @Suriace to 1400 -

Length @5718.1T
Hole size@7-7/8"
Depth landed @5727.1T KB
Cementedw/220 sxs lead œment &tail
w/260 sxs 50-50 POZ wladditives.

TOC Unknown - CBL Log mn

TUBING

2-7/8", 6.5#, J-55
SN @2-7/8" x 1.1' (2.26' ID)
SN landed @4986' KB

<-- Retrievable Tandem Tension Packer @4020' KB
- Green River Formation @ 1400' to 4100'-

Retrievable Csg Tension Packers:
ArrowS-1 Tandem Tension Landed @4020' KB PERFORATIONRECORD

ArrowSet-1Landed @4990' KB
----------- ------ -------

4097-4104' (7) (5 holes) YELLOW3
4299'-4308' (9') (6 holes) YELLOW5
5070'-5078' (8') (2 SPF) GREEN4

Proposed injection Horizons
<--- Retrievable CsgTensionPacker @4990' KB

5070'-5078' (8') (2 SPF) GREEN4

NOTE:The YELLOW3and YELLOW5zones will
not be used for injection.These zones
wil be isolated by the packers.

-- Douglas Creek Member @4100' to 5350' -

PBTD@5667.95' KB
TD @5750' KB

- Wasatch Formation Transition @5350' to 6000' -

- Wasatch Formation @



BALCRONMONUMENTFEDERAL#32-12J
Jonah Unit/Monument Butte Field BALCRONOIL
Lease No. U-035521 7-6-94/ks
SW NE Section12, TSS,R16E
Duchesne County, Utah Proposed InjectionWellCompletionDiagram

Elev. @GL = 541T, KB = 5427' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @255.30'.
Hole size @ 12-1/4".
Depth Landed @263' KB
Cementedw/160sacks"G"w/ <- 263' KB
2% CCL & 1/4 Ibs/sack Celoflakes.
Cementedto sudace.

PRODUCTIONCASING
------------ <--Top ofCement@933' from CBL
5-1/2", 15.5#, K-55
Length @5787.96'.
Hole size @7-7/8".
Depth Landed @5796.96' KB
Cementedwf238 sacks Thrifty-Liteand - UintahFormation @Sudace to 1400' -

tailedw/250 sacks 50-50 POZ.
Cementtop@933' per CBL

TUBING

SN @2-7/8" x 1.10' (2.25" ID)
SN landed @4716' KB

Retrievable Csg Tension Packer
Model: ArrowSet-1
Landed@4720' KB

- Green RiverFormation@1400' to4100' -

<-- Retrievable Csg Tension Packer @4720' KB
Proposed InjectionHorizons

.. . ... ... ...... ....... ..5

PERFORATIONRECORD
4934'-4938' (7 holes) GREEN1 ---------------- ------

4790'-4798' (8 holes) RED5
4934'-4938' (7 holes) GREEN1

- Douglas CreekMember @4100' to 5350' -

PBTD@5751.65' KB
TD@5,800' KB

- WasaichFormationTransition@5350'to6000' -

- Wasaich Formation@6000'

BALCRONMONUMENTFEDERAL#32-12J
Jonah Unit/Monument Butte Field BALCRONOIL
Lease No. U-035521 7-6-94/ks
SW NE Section12, TSS,R16E
Duchesne County, Utah Proposed InjectionWellCompletionDiagram

Elev. @GL = 541T, KB = 5427' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @255.30'.
Hole size @ 12-1/4".
Depth Landed @263' KB
Cementedw/160sacks"G"w/ <- 263' KB
2% CCL & 1/4 Ibs/sack Celoflakes.
Cementedto sudace.

PRODUCTIONCASING
------------ <--Top ofCement@933' from CBL
5-1/2", 15.5#, K-55
Length @5787.96'.
Hole size @7-7/8".
Depth Landed @5796.96' KB
Cementedwf238 sacks Thrifty-Liteand - UintahFormation @Sudace to 1400' -

tailedw/250 sacks 50-50 POZ.
Cementtop@933' per CBL

TUBING

SN @2-7/8" x 1.10' (2.25" ID)
SN landed @4716' KB

Retrievable Csg Tension Packer
Model: ArrowSet-1
Landed@4720' KB

- Green RiverFormation@1400' to4100' -

<-- Retrievable Csg Tension Packer @4720' KB
Proposed InjectionHorizons

.. . ... ... ...... ....... ..5

PERFORATIONRECORD
4934'-4938' (7 holes) GREEN1 ---------------- ------

4790'-4798' (8 holes) RED5
4934'-4938' (7 holes) GREEN1

- Douglas CreekMember @4100' to 5350' -

PBTD@5751.65' KB
TD@5,800' KB

- WasaichFormationTransition@5350'to6000' -

- Wasaich Formation@6000'

BALCRONMONUMENTFEDERAL#32-12J
Jonah Unit/Monument Butte Field BALCRONOIL
Lease No. U-035521 7-6-94/ks
SW NE Section12, TSS,R16E
Duchesne County, Utah Proposed InjectionWellCompletionDiagram

Elev. @GL = 541T, KB = 5427' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @255.30'.
Hole size @ 12-1/4".
Depth Landed @263' KB
Cementedw/160sacks"G"w/ <- 263' KB
2% CCL & 1/4 Ibs/sack Celoflakes.
Cementedto sudace.

PRODUCTIONCASING
------------ <--Top ofCement@933' from CBL
5-1/2", 15.5#, K-55
Length @5787.96'.
Hole size @7-7/8".
Depth Landed @5796.96' KB
Cementedwf238 sacks Thrifty-Liteand - UintahFormation @Sudace to 1400' -

tailedw/250 sacks 50-50 POZ.
Cementtop@933' per CBL

TUBING

SN @2-7/8" x 1.10' (2.25" ID)
SN landed @4716' KB

Retrievable Csg Tension Packer
Model: ArrowSet-1
Landed@4720' KB

- Green RiverFormation@1400' to4100' -

<-- Retrievable Csg Tension Packer @4720' KB
Proposed InjectionHorizons

.. . ... ... ...... ....... ..5

PERFORATIONRECORD
4934'-4938' (7 holes) GREEN1 ---------------- ------

4790'-4798' (8 holes) RED5
4934'-4938' (7 holes) GREEN1

- Douglas CreekMember @4100' to 5350' -

PBTD@5751.65' KB
TD@5,800' KB

- WasaichFormationTransition@5350'to6000' -

- Wasaich Formation@6000'



C&OGOV'T#4 BALCRON OIL
Jonah Unit/Monument Butte Field 7-6-94/ks

Lease No. U-035521-A Proposed In|ectionWell Completion Diagram
NE SW Sec.12,T9S,R16E
Duchesne County,Utah

Elev.Gr@ 5450'
Elev.KB@ 5462' (12' KB)

SURFACE CASING

8-5Æ",24#, J-55
Length @ (not given) <- 292' KB
Hole size @ 12-1/4"
Depth landed @ 292' KB
Cemented with 241 cu. ft. Class "G"

w/2% CaCI
Good retumsthroughout.

PRODUCTIONCASING

5-1/2", 15.5#, K-55
Length @ (not given) - Uintah Formation @ Surface to 1400'-
Hole size @ 7-7/8"
Depth landed @ 5345' KB
Cemented w/633 cu. ft. Hi-Liftslurry,

plus 338 cu. ft. RFC slurry

TUBING

SN @2-7Æ"x 1.1' (2.25" ID) <-- Retrievable Tandem Tension Packer @ 4035' KB
SN landed @ 4676' KB

- Green River Formation @ 1400' to 4100' -

Retrievable Csg Tension Packers:
Anow S-1 Tandem Tension Landed @ 4035' KB <-- Retrievable Ceg Tension Packar@ 4680' KB
ArrowSet-1 Landed @ 4680' KB

PERFORATIONRECORD

Proposed InjectionHorizons 4330'-433T (T) (8 shols) YELLOW5
-------------------------------- ---------------- ------------- 4750'-4774' (24') (24 shols) REDS

4750'-4774' (24') (24 shols) RED5 4908'-4923 5' (15.5') (22 shots) GREEN1
4908'-4923.5' (15.5') (22 shols) GREEN1 5096'-5141' (45') (18 shots) GREEN4
5096'-5141' (45') (18 shots) GREEN4

NOTE:The YELLOW2and YELLOW5zones will
not be used for injection.These zones
willbe isolated by the two packers.

PBTD@ 5305' KB
TD @ 5345' KB
- Douglas Creek Member @ 4100' to 5350' -

- Wasatch Formation Transition @ 5350' to 6000' -

- Wasatch Formation @ 6000'

C&OGOV'T#4 BALCRON OIL
Jonah Unit/Monument Butte Field 7-6-94/ks

Lease No. U-035521-A Proposed In|ectionWell Completion Diagram
NE SW Sec.12,T9S,R16E
Duchesne County,Utah

Elev.Gr@ 5450'
Elev.KB@ 5462' (12' KB)

SURFACE CASING

8-5Æ",24#, J-55
Length @ (not given) <- 292' KB
Hole size @ 12-1/4"
Depth landed @ 292' KB
Cemented with 241 cu. ft. Class "G"

w/2% CaCI
Good retumsthroughout.

PRODUCTIONCASING

5-1/2", 15.5#, K-55
Length @ (not given) - Uintah Formation @ Surface to 1400'-
Hole size @ 7-7/8"
Depth landed @ 5345' KB
Cemented w/633 cu. ft. Hi-Liftslurry,

plus 338 cu. ft. RFC slurry

TUBING

SN @2-7Æ"x 1.1' (2.25" ID) <-- Retrievable Tandem Tension Packer @ 4035' KB
SN landed @ 4676' KB

- Green River Formation @ 1400' to 4100' -

Retrievable Csg Tension Packers:
Anow S-1 Tandem Tension Landed @ 4035' KB <-- Retrievable Ceg Tension Packar@ 4680' KB
ArrowSet-1 Landed @ 4680' KB

PERFORATIONRECORD

Proposed InjectionHorizons 4330'-433T (T) (8 shols) YELLOW5
-------------------------------- ---------------- ------------- 4750'-4774' (24') (24 shols) REDS

4750'-4774' (24') (24 shols) RED5 4908'-4923 5' (15.5') (22 shots) GREEN1
4908'-4923.5' (15.5') (22 shols) GREEN1 5096'-5141' (45') (18 shots) GREEN4
5096'-5141' (45') (18 shots) GREEN4

NOTE:The YELLOW2and YELLOW5zones will
not be used for injection.These zones
willbe isolated by the two packers.

PBTD@ 5305' KB
TD @ 5345' KB
- Douglas Creek Member @ 4100' to 5350' -

- Wasatch Formation Transition @ 5350' to 6000' -

- Wasatch Formation @ 6000'

C&OGOV'T#4 BALCRON OIL
Jonah Unit/Monument Butte Field 7-6-94/ks

Lease No. U-035521-A Proposed In|ectionWell Completion Diagram
NE SW Sec.12,T9S,R16E
Duchesne County,Utah

Elev.Gr@ 5450'
Elev.KB@ 5462' (12' KB)

SURFACE CASING

8-5Æ",24#, J-55
Length @ (not given) <- 292' KB
Hole size @ 12-1/4"
Depth landed @ 292' KB
Cemented with 241 cu. ft. Class "G"

w/2% CaCI
Good retumsthroughout.

PRODUCTIONCASING

5-1/2", 15.5#, K-55
Length @ (not given) - Uintah Formation @ Surface to 1400'-
Hole size @ 7-7/8"
Depth landed @ 5345' KB
Cemented w/633 cu. ft. Hi-Liftslurry,

plus 338 cu. ft. RFC slurry

TUBING

SN @2-7Æ"x 1.1' (2.25" ID) <-- Retrievable Tandem Tension Packer @ 4035' KB
SN landed @ 4676' KB

- Green River Formation @ 1400' to 4100' -

Retrievable Csg Tension Packers:
Anow S-1 Tandem Tension Landed @ 4035' KB <-- Retrievable Ceg Tension Packar@ 4680' KB
ArrowSet-1 Landed @ 4680' KB

PERFORATIONRECORD

Proposed InjectionHorizons 4330'-433T (T) (8 shols) YELLOW5
-------------------------------- ---------------- ------------- 4750'-4774' (24') (24 shols) REDS

4750'-4774' (24') (24 shols) RED5 4908'-4923 5' (15.5') (22 shots) GREEN1
4908'-4923.5' (15.5') (22 shols) GREEN1 5096'-5141' (45') (18 shots) GREEN4
5096'-5141' (45') (18 shots) GREEN4

NOTE:The YELLOW2and YELLOW5zones will
not be used for injection.These zones
willbe isolated by the two packers.

PBTD@ 5305' KB
TD @ 5345' KB
- Douglas Creek Member @ 4100' to 5350' -

- Wasatch Formation Transition @ 5350' to 6000' -

- Wasatch Formation @ 6000'



BALCRONMONUMENTFEDERAL#21-14J
Jonah Unit/Monument Butte Fieki BALCRONOIL

Lease No. U-096547 7-&-94/ks

NE NW Section 14, T9S, R16E
Duchesne County,Utah Proposed InjectionWellCompletion Diagam

Elev.GL @5592'
Elev. KB@5602' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @248.40' <- 256' KB
Landed @256' KB
Cementedw/150 sacks "G"w/2% CCL &

1/4# per sack CelloRakes.
Cemented tO SLFIRCB.

Hole Size@12-1/4".

PRODUCTIONCASING

5-1/2", 15.5#, K-55
Length @5723.5T. - Uintah Formation @Strface to 1400'-
Landed @ 5732.5T KB
Cemented w/160 sacks Thiny-Lite&
tailw/270 sacks 50-50 POZ.
Cementtop@2075' per CBL. <--- Top ofCement@2075' from CBL
Hole size 7-7/8".

TUBING

2-7/8", 6.5#, J-55
S.N. @2-7/8" x 1.10' (2.25" ID)
SN landed @ 4526' KB

- Green River Formation @ 1400' to 4100' -

Retrievable Csg Tension Packer <--- Retrievable Csg Tension Packer @4530' KB
Model: ArrowSet-1
Landed @4530' KB

PERFORATIONRECORD

5057-5068' (11') (4 SPF) GREEN4
Proposed InlectionHorizons

4608'-4612' (4') (4 SPF) RED1
5057-5068' (11') (4 SPF) GREEN4

- Douglas Creek Member @4100' to 5350' -

PBTD@5688' KB
TD @5750' KB

-- Wasatch Formation Transition @5350' to 6000' -

-- Wasatch Formation @

BALCRONMONUMENTFEDERAL#21-14J
Jonah Unit/Monument Butte Fieki BALCRONOIL

Lease No. U-096547 7-&-94/ks

NE NW Section 14, T9S, R16E
Duchesne County,Utah Proposed InjectionWellCompletion Diagam

Elev.GL @5592'
Elev. KB@5602' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @248.40' <- 256' KB
Landed @256' KB
Cementedw/150 sacks "G"w/2% CCL &

1/4# per sack CelloRakes.
Cemented tO SLFIRCB.

Hole Size@12-1/4".

PRODUCTIONCASING

5-1/2", 15.5#, K-55
Length @5723.5T. - Uintah Formation @Strface to 1400'-
Landed @ 5732.5T KB
Cemented w/160 sacks Thiny-Lite&
tailw/270 sacks 50-50 POZ.
Cementtop@2075' per CBL. <--- Top ofCement@2075' from CBL
Hole size 7-7/8".

TUBING

2-7/8", 6.5#, J-55
S.N. @2-7/8" x 1.10' (2.25" ID)
SN landed @ 4526' KB

- Green River Formation @ 1400' to 4100' -

Retrievable Csg Tension Packer <--- Retrievable Csg Tension Packer @4530' KB
Model: ArrowSet-1
Landed @4530' KB

PERFORATIONRECORD

5057-5068' (11') (4 SPF) GREEN4
Proposed InlectionHorizons

4608'-4612' (4') (4 SPF) RED1
5057-5068' (11') (4 SPF) GREEN4

- Douglas Creek Member @4100' to 5350' -

PBTD@5688' KB
TD @5750' KB

-- Wasatch Formation Transition @5350' to 6000' -

-- Wasatch Formation @

BALCRONMONUMENTFEDERAL#21-14J
Jonah Unit/Monument Butte Fieki BALCRONOIL

Lease No. U-096547 7-&-94/ks

NE NW Section 14, T9S, R16E
Duchesne County,Utah Proposed InjectionWellCompletion Diagam

Elev.GL @5592'
Elev. KB@5602' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @248.40' <- 256' KB
Landed @256' KB
Cementedw/150 sacks "G"w/2% CCL &

1/4# per sack CelloRakes.
Cemented tO SLFIRCB.

Hole Size@12-1/4".

PRODUCTIONCASING

5-1/2", 15.5#, K-55
Length @5723.5T. - Uintah Formation @Strface to 1400'-
Landed @ 5732.5T KB
Cemented w/160 sacks Thiny-Lite&
tailw/270 sacks 50-50 POZ.
Cementtop@2075' per CBL. <--- Top ofCement@2075' from CBL
Hole size 7-7/8".

TUBING

2-7/8", 6.5#, J-55
S.N. @2-7/8" x 1.10' (2.25" ID)
SN landed @ 4526' KB

- Green River Formation @ 1400' to 4100' -

Retrievable Csg Tension Packer <--- Retrievable Csg Tension Packer @4530' KB
Model: ArrowSet-1
Landed @4530' KB

PERFORATIONRECORD

5057-5068' (11') (4 SPF) GREEN4
Proposed InlectionHorizons

4608'-4612' (4') (4 SPF) RED1
5057-5068' (11') (4 SPF) GREEN4

- Douglas Creek Member @4100' to 5350' -

PBTD@5688' KB
TD @5750' KB

-- Wasatch Formation Transition @5350' to 6000' -

-- Wasatch Formation @



Balcron Monument Federal #41-14J BALCRONOIL g
Jonah Unit/MonumentButte Field 7-6-94/ks ?

Lease No. U-098550
NE NE Section14, T9S, R16E Proposed in ectionWellCompletionDiagam
Duchesne County, Utah

Elev.Gr@5529'
Elev.KB@5539' (10' KB)

SURFACE CASING
-------------

<- 279' KB
8-5/8", 24#, J-55
Length @271.04'
Hole size@ 12-1/4"
Depth landed @279' KB
Cementedw/150 sxs Class "G"w/

2% CCL, 1/4#/sx Celollake.

PRODUCTIONCASING

5-1/2", 15.5#, K-55
Length @5637.81'
Hole size@7-7/8" <-- Top ofCement@1355' (Calculated)

Depth landed @5646.81' KB - Uintah Formation @Surface to 1400'-

Cemented w/225 sxs Hilifttailed
w/ 261 sxs Class "G".

TOC @ 1355' (Calculated)

TUBING

2-7/8", 6.5 #, J-55
SN @2-7/8" x 1.15' (2.25" ID)
SN landed @ 4646' KB

Retrievable Csg Tension Packer
Model: ArrowSet-1
Landed @4650' KB

- Green River Fonnation @ 1400' to 4100' -

<-- Rebievable Csg Tension Packer @4650' KB

Proposed InjectionHorizons

24' ( D5 PERFORATIONRECORD
4732'-4737' (5') (2 SPF) RED5 ----------- ------- -----

5043'-5052' (9') (2 SPF) GREEN4 4724'-4730' (6') (2 SPF) RED5
4732'-4737 (5') (2 SPF) RED5
5043'-5052' (9') (2 SPF) GREEN4

- Douglas CreekMember @4100' to 5350' -

PBTD@5600.01' KB
TD @5692' KB

- Wasatch FormationTransition @5350' to 6000' -

- Wasatch Formation @

Balcron Monument Federal #41-14J BALCRONOIL g
Jonah Unit/MonumentButte Field 7-6-94/ks ?

Lease No. U-098550
NE NE Section14, T9S, R16E Proposed in ectionWellCompletionDiagam
Duchesne County, Utah

Elev.Gr@5529'
Elev.KB@5539' (10' KB)

SURFACE CASING
-------------

<- 279' KB
8-5/8", 24#, J-55
Length @271.04'
Hole size@ 12-1/4"
Depth landed @279' KB
Cementedw/150 sxs Class "G"w/

2% CCL, 1/4#/sx Celollake.

PRODUCTIONCASING

5-1/2", 15.5#, K-55
Length @5637.81'
Hole size@7-7/8" <-- Top ofCement@1355' (Calculated)

Depth landed @5646.81' KB - Uintah Formation @Surface to 1400'-

Cemented w/225 sxs Hilifttailed
w/ 261 sxs Class "G".

TOC @ 1355' (Calculated)

TUBING

2-7/8", 6.5 #, J-55

SN @2-7/8" x 1.15' (2.25" ID)
SN landed @ 4646' KB

Retrievable Csg Tension Packer
Model: ArrowSet-1
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- Green River Fonnation @ 1400' to 4100' -
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BALCRONMONUMENTFEDERAL#23-15] BALCRONOIL
Jonah Unit/Monument Butte Field 7-7-94/ks
Lease No. LM)17985
NE SW Section15, TSS,R16E Proposed InjectionWellCompletionDiagram
Duchesne County, Utah

Elev.Gr@ 5828'
Elev.KB@5838' (10' KB)

SURFACE CASING

Length @270.52'
Hole size@ 12-1/4" <-- 278.52' KB
Depth landed @278.25' KB
Cemented w/150 sxs Class 'G"w/3% CCL &

1/4#Isx Celloseal. Cmt'dtO SLifaCO
w/ good returns.

PRODUCTIONCASING

Length @5666.71'
Hole size@7-7/8"
Depth landed @5675.71' KB - Uintah Fonnation @Sudace to 1400'-
Cementedw/100 sxs Hitill& tail
w/250 sxs 50-50 POZ

TOC @ 2490' KB <--- Top ofCement @2490' from CBL
(Top of good bonding @2665')

TUBING

2-7/8", 6.5#, J-55
SN @2-7/8" x 1.1'
SN landed @4581' KB

- Green RiverFormation@1400' to4100' -

Retrievable Csg Tension Packer
Model:ArrowSet-1
Landed @ 4585' KB Ñ Ñ <-- Retrievable Csg Tension Packer @4585' KB

CIBP set @5160' KB PERFORATlON RECORD

Proposed InlectionHorizons 4653'-4655' (2') (2 Holes) RED 1
------------ ----- ------ 4666'-4672' (6') (4 Holes) RED 1
4645'·4640' (4') (2 SPF) RED 1 4803'-4808' (5') (1 SPF) RED 5
4653'-4655' (2') (2 SPF) RED 1 5216'-5220' (4') (2 SPF) GREEN 6
4666'472' (6') (2 SPF) RED 1 ** 5212'-5222' (10') (4 SPF) GREEN 6
4803'-4808' (5') (1 SPF) RED 5 ** Above is re-perforation ofzone.

<-- CIBP @5160' KB Originalzone would not breakdown.
NOTE:The GREEN6 zone willnot

be used for injection. Itwillbe
isolated by a CIBP @5160' KB.

- Douglas CreekMember @4100' to 5350'-

PROPOSED REPERFORAT1NG

PBTD@5625' KB 4653'-4655' (2') (2 SPF) RED 1
TD @5700' KB 4666'-4672' (6') (2 SPF) RED 1

- Wasatch Formation Transition @5350' to 6000'-
- Wasatch Formation @6000'
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BALCRONMONUMENTFEDERAL#32-15J BALCRONOIL
Jonah Unit/Monument Butte Field 7-7-94As
Lease No. U-017985
SW NE Section15, TOS,R16E Proposed InjectionWellCompletionDiagram
Duchesne County,Utah

Elev.Gr@5681'
Elev.KB@5691' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @268.89'
Hole size @ 12-1/4"
Depth landed 276.69' KB
Cementedw/150sxs Class "G",2%

CaCI & 1/4#lsx Celloseal <- 276.69' KB
5 BBLScement topit.

PRODUCTIONCASING

5-1/2", 15.5#, K-55
Length @5608.14'
Hole size @7-7/8"
Depth landed @5612.14' KB
Cementedw/113 sxs Hilift&tail
w/249 sxs Class "G"wladditives -- UintahFormation @Surfaceto 1400' -

TOC@3100' from CBL

TUBING <-- Top ofCement@3100'from CBL

2-7/8", 6.5#, J-55
SN @2-7/8"
SN landed @4621' KB

Retrievable Csg Tension Packer - Green River Formation @ 1400' to 4100' -

Model: ArrowSet-1
Landed @4625' KB <-- Retrievable Csg Tension Packer @4625' KB

PERFORATIONRECORD
.. .. ........ . . . ... .RE

D 5
Proposed InjectionHorizons 4726'-31' (5') (2 SPF) RED 5
------------ ------------ 4733'-36' (3') (2 SPF) RED 5
4718'-20' (2') (2 SPF) RED 5 5454'-56' (2') (4 SPF) BLUE1
4726'-31' (5') (2 SPF) RED 5 5496'-98' (2') (4 SPF)
4733'-36' (3') (2 SPF) RED 5
5454'-56' (2') (4 SPF) BLUE 1 - Douglas CreekMember @4100' to5350' -

5496'-98' (2') (4 SPF)

PBTD@5556' KB
TD @5610' KB

- Wasatch Formation Transition @ 5350' to 6000' -

- Wasaich Formation @6000'
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BALCRONMONUMENTFEDERAL#41-15) BALCRONOIL
Jonah Unil/MonumentButte Field 7-7-94/ks

Lease No. U-017985
NE NE Section15, T9S, Ri6E Proposed InjectionWellCompletionDia am
Duchesne County, Ulah

Elev Gr @5715'
Elev.KB@5725 (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @ 270.26'
Hole size @ 12-1/4"
Depth landed @277' KB
Cementedw/ 150 sxs Class "G"w/2% CaCI

&1/4#/sx Flocele. Cmtto striace w/ <- 2T/' KB
good returns. 4-5 BBLScementback.

PRODUCTIONCASING

1/2", 15.5#, K-55
Length @5691.06'
Hole size@7-7/8"

Depth landed @570306' KB - UintahFormation @Surfaceto 1400' -

Cementedw/115 sxs Hilite"G"w/ 12% D20, 1%
D79, 1/4 sx D112, 5% D44, 2% D46, 1/4 sx D29.
Tail w/275 sx Class "G"w/ 6% D60, 2% D136.

TOC@2845'fromCBL

TUBING

2-7/8", 6.5#, J-55
SN @2-7/8" x 1.1' (2.25" ID)
SN landed @4896' KB

<-- Top ofCement@2845' from CBL

Retrievable Csg Tension Packer
Model:ArrowSet-1
Landed@4900'KB

- Green River Formation @ 1400' to 4100' -

Proposed InjectionHorizons
------------ ------- ------ <-- Retrievable Csg Tension Packer @4900' KB
4985'-4992' (7') (2 SPF) GREEN 1
5554'-5572' (18') (10 Holes) BLUE 1
5604'-5614' (10') (6 Holes) BLUE2

- Douglas CreekMember @4100' to 5350'-

PERFORATIONRECORD

S GREEN 1
5554'-5572' (18') (10 Holes) BLUE1
5604'-5614' (10') (6 Holes) BLUE2

PBTD@5657.48' KB
TD @5716' KB

- Wasatch FormationTransition @5350' to 6000'-
- Wasatch Formation @6000'
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Champion
Technokples, Inc. Ito
2060 SOUTH1500 EAST
VEANALLITAM84018 Idechono (801) 769--1327

WATER ANAI.YSIS REl'ORT

Company BALCAON Projoet a 940C94
Address

Field/Lease Jonah Unit Waterflood
Source Water After Chemical

Roport For: JOHN ZEL III OuluSamptuJ 210/94
CC

cc Data Receivert 2/10/94
CC

Oulu Repet let! 2;18:094
Service Engsneer BAARY CULPEPPËA
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Champion
Technologies, Inc.
2060 SOUTH1500 EAST
VERNALUTAH 84078 Telephone (801) 789-4327

EXHIBIT "D"
WATER ANAL'tSIS REPURT

Report for: John Zolletti
cc for: Steve llauberg
cc for:
cc for:

Company: Baleron Uil
Address: Bi.ilings Nontana
Service Engineer: Nike Angus
Date Sampled: 7-14-92
Date Reported: 7-15-92
Location: Allen Federal 23-6
County: Duchesne County
State: - Utah
Submitted l>y: Nil<e Augus
Other Ïnto: - Produced water sample

Chentical Compensant mg ¡.er 11ter meg per 11let

C1:1eride (01.1 = 1-0.00. .tv's.9

Iron (Fe> = 1.9
Total Gardne.ss eU.rCO3) = 5".
Calcium (Ca) = 24. 1.2
Naynesiunt INg.• = 3. i.•.°•

Bicarbonala.• thfD.t; = 111. 2.5
Carbonate (CO.i; = 3•.•. 1.0
Sultate (SU's) = 1. 0.0
Hydrogen Sulf ide (025) = 1.7
Barium iBa) = Nesilkible
bodiurn (Na) \•..al<..) = 9tiv. 397.1

Specilic Gravity = 3 .016

Den.sity (Ib/gal) = b.46
pH (by meter; = 9.2
Disselied EU (in:.;/l; = 0.

UTHER DESCRÏPTÏUN. RENARhS AND RECUNNENDATIONS

Scaling Judex at 68 de rees V = +0.25
Scaling Index at 60 de tees E = +0.45
Scaling Inde.\ at 122 degrees F = +0.90

Scaling Índex at 155 degrees F = +1.49

Total dissol\ed solids (calentateel) = 23300. Ing µer liter

Reported LP; Lab
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Exhibit - E
Jonah UnitWaterflood Phase IIExpansion ) (p

InjectionWell Pressure Analogy To
Section-6 InjectionWells

WellName Location/Rate/Pressure

1) AllenFederal #1-6 SE SE Sec.6, T9S, R17E
116 STBWPD @1735 psig

2) Balcron Monument Fed #11-6 NW NWSec.6, T9S, R17E
247 STBWPD @ 1850 psig

3) Allen Federal #13-6 NW SW Sec.6, T9S, R17E
207 STBWPD @ 1484 psig

4) AIIenFederal #22-6 SE NW Sec.6, T9S, R17E
185 STBWPD @ 1956 psig

5) Balcron Monument Fed #24-6 SE SW Sec.6, T9S, R17E
183 STBWPD @ 1927 psig

6) AIIenFederal #31-6 NW NE Sec.6, T9S, R17E
136 STBWPD @ 1839 psig

7) Balcron Monument Fed #33-6 NW SE Sec.6, T9S, R17E
139 STBWPD @ 1927 psig

8) Balcron Monument Fed #42-6 SE NE Sec.6, T9S, R17E
166 STBWPD @ 1763 psig

Average injection rate of 172 STBWPD/wellduring June 1994.
Average injection pressure of 1810 psigduringJune
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Exhibit - F
Jonah UnitWaterflood
FracturePressure Data

Average Average Maximum InitialShut Average Fracture
Well Name Rate Pressure Pressure in Pressure Depth Gradient

(BPM) (PSIO) (PSIÇ9) (PSIG) (FEE¶ (PSIO/F¶

ALLENFEDERAL #12-6 20.0 1800 2200 1800 4314 0.86
20.0 1950 2150 1950 4841 0.84
20.0 1800 2700 2070 5290 0.83
15.0 1700 2400 1930 5670 0.78

ALLENFEDERAL #21-6 15.8 2100 2600 2200 5201 0.86
31.0 2100 2300 2100 5338 0.83

ALLENFEDERAL #23-6 20.0 1800 1875 1800 4800 0.81

20.0 2000 2050 2000 4899 0.85
20.0 1975 2200 1950 5252 0.81

ALLENFEDERAL #32-6 55.0 2200 2950 2010 4268 0.91
34.0 2400 2600 2000 5083 0.83

ALLENFEDERAL #34-6 30.0 2000 2180 1960 4702 0.86
31.2 1900 2150 1710 4874 0.79
35.0 2400 2580 2190 5196 0.86

ALLENFEDERAL #41-6 32.0 2100 2630 2400 4300 0.99
25.0 2000 2600 2000 4757 0.86
25.0 1600 2000 1700 4925 0.78
18.0 3700 4400 1850 5065 0.80
17.0 2000 4000 4000 5248 1.20

ALLENFEDERAL #43-6 30.0 3000 3100 1950 4704 0.85
15.0 2000 2500 2050 4832 0.86
31.0 2200 2500 1900 5173 0.81

ALLENFEDERAL #12-5 20.0 1850 2050 1800 41T/ 0.87
25.0 1800 2400 1850 4852 0.82
10.0 4600 6000 3400 5014 1.12
20.2 1950 2250 1960 5153 0.82

ALLENFEDERAL#21-5 15.0 1900 2400 2100 4203 0.94
15.0 1700 2300 2100 4817 0.87
15.0 1900 2300 2300 5083 0.89
15.0 1500 2050 1900 5250 0.80

MONUMENTBUTTE#1-43 18.5 2300 3700 2900 5918 0.93
35.0 2040 2240 2010 5066 0.78

ALLENFEDERAL #13-6 25.0 1850 2800 2200 4756 0.90
21.5 2400 2840 2280 5060 0.89

ALLENFEDERAL #22-6 30.0 1960 2870 1750 4917 0.79
28.0 2600 3040 2450 5195 0.91
21.0 2350 2540 2000 5273 0.82

ALLENFEDERAL #31-6 22.5 3400 6000 2100 5053 0.85
25.0 3500 5500 2100 5245 0.84

ALLENFEDERAL #14 56.0 3400 ? 1700 4657 0.80

ALLENFEDERAL #1A-5 56.5 3850 ? 1650 4726 0.79

Note: Fracture Gradient= (ISIP + 0.43836 psigMt* Depth) / Depth
The hydrostatic head is calculatedusing2% KCIwaterwhich
was used as thedisplacing fluidafterthe frac.

Average Fracture Gradient= 0.861
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Step Rate Injection
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EXHIBIT"G" ng
AIIenFederal #13-6 Step Rate InjectionTest Jan.6,1993
NW SW Sec.6,T9S,R17E
Lease No.U-020252A
Monument Butte Field
Duchesne Co., Utah

Surface Surface Down Hole Stabilized
Injection Starting Volume Pressure Stabilized Pressure From Bomb

Rate Time Pumped At Start Pressure Set @ 4781' GL.
(STBPM) (PM) (STB) (PSIG) (PSIG) (PSIG)

0.25 4:25 7.5 200 400 2454

0.50 4:55 15.0 600 1350 3216

0.75 5:25 22.5 1400 1650 3558

1.00 5:55 30.0 1750 1900 3772

1.25 6:25 37.5 2000 2100 3886

1.50 6:55 45.0 2200 2250 3952

1.75 7:25 52.5 2400 2300 4004

2.00 7:55 60.0 2400 2400 4059

2.50 8:25 75.0 2600 2600 4110

Shut Down @8:55 PM
ISIP@2000 psig,5 min@ 1800 psig,10min @ 1700 psig,15min@ 1600 psig.
Total volume pumped @ 345 STBW in 4.5 hours.
Step rate injectiontest pumped by the Western Companyout ofVernal,Utah.
Added 6.0 lbs biocide per 500 gal fresh water and 1.0 gal claytreatper
1000 gal fresh water.

Note:Loaded tubing&backed injection rate offto 1/8 STBPM,wellshowed
zero tubingpressure at this rate,increased rate to 1/4 STBPM.

Perforated Interval@ 4910'-4930' KB w/bottom ofpacker set @ 4791' KB.
Seating nippleset @4784' KB (10' KB).
Seven foot pressure bomb recorderset @4781'
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EQUITABLERESOURCES
¶ ENERGYCOMPANY

BALCRON OIL DIVISION
1601 Lewis Avenue Office:(406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 O
Billings. MT 59104 FAX: (406) 245-1361 O

August 15, 1994

Celsius Energy Company
1125 17th Street, Suite 2240
Denver, CO 80202

Attention: Mr. J. B. Neese, Division Landman

Re: Application for Injection Well (UIC Form I)

Balcron Monument Federal #23-15J / NESW of 15, T9S-R16E
Duchesne County, Utah

Dear Mr. Neese:

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the Jonah Unit, is required to send a copy of UIC Form
I to all operators, owners and surface owners within a one-half
mile radius of the captioned well.

Attached is a copy of our Application for Injection Well (UIC Form
I). Celsius has an interest in State of Utah Mineral Lease #ML-
16532. Please allow this letter to serve as notification of our
intentions to use the captioned well as an injection well within
the confines of the Jonah Unit.

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. r abeary, CPL/ESA
Se or- andman

attachment

cc: Bobbie Schuman
Jonah Unit Correspondence file
BMF #23-15J

EQUITABLERESOURCES
¶ ENERGYCOMPANY

BALCRON OIL DIVISION
1601 Lewis Avenue Office:(406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 O
Billings. MT 59104 FAX: (406) 245-1361 O

August 15, 1994

Celsius Energy Company
1125 17th Street, Suite 2240
Denver, CO 80202

Attention: Mr. J. B. Neese, Division Landman

Re: Application for Injection Well (UIC Form I)

Balcron Monument Federal #23-15J / NESW of 15, T9S-R16E
Duchesne County, Utah
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mile radius of the captioned well.
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I). Celsius has an interest in State of Utah Mineral Lease #ML-
16532. Please allow this letter to serve as notification of our
intentions to use the captioned well as an injection well within
the confines of the Jonah Unit.

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. r abeary, CPL/ESA
Se or- andman

attachment

cc: Bobbie Schuman
Jonah Unit Correspondence file
BMF #23-15J

EQUITABLERESOURCES
¶ ENERGYCOMPANY

BALCRON OIL DIVISION
1601 Lewis Avenue Office:(406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 O
Billings. MT 59104 FAX: (406) 245-1361 O

August 15, 1994

Celsius Energy Company
1125 17th Street, Suite 2240
Denver, CO 80202

Attention: Mr. J. B. Neese, Division Landman

Re: Application for Injection Well (UIC Form I)

Balcron Monument Federal #23-15J / NESW of 15, T9S-R16E
Duchesne County, Utah

Dear Mr. Neese:
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mile radius of the captioned well.
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questions about this notification.
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D. r abeary, CPL/ESA
Se or- andman
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cc: Bobbie Schuman
Jonah Unit Correspondence file
BMF #23-15J



EQUITABLERESOURCES
ENERGYCOMPANY
BALCRONOILDIVISION

1601 Lewis Avenue
Office:(406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 O

Belfings. MT 59104 FAX: (406) 245-1361 O

August 15, 1994

Lomax Exploration Company
77 West, 200 South, Suite 402
Salt Lake City, UT 84101

Attn: Mr. Bill Pennington, President

RE: Application for Injection Well (UIC Form 1)
C & O Government # 4 / NESW of 12, T9S-R16E

Balcron Monument Federal #14-12J / SWSW of 12, T9S-R16E

Duchesne County, Utah

Dear Mr. Pennington:

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the Jonah Unit, is required to send a copy of UIC Form
1 to all operators, owners and surface owners within a one-half
mile radius of the captioned wells.

Attached is a copy of our Application for Injection Well (UIC Form
1). Lomax Exploration Company has an interest in Federal lease #
U-15855. Please allow this letter to serve as notification of our
intentions to use the captioned wells as injection wells within the
confines of the Jonah Unit.

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. r eary, CPL/ESA
Se r Landman

attachment

cc:Bobbie Schuman
Jonah Unit Correspondence File
Individual Well

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRONOILDIVISION
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Office:(406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 O

Belfings. MT 59104 FAX: (406) 245-1361 O
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intentions to use the captioned wells as injection wells within the
confines of the Jonah Unit.

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. r eary, CPL/ESA
Se r Landman
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cc:Bobbie Schuman
Jonah Unit Correspondence File
Individual Well

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRONOILDIVISION

1601 Lewis Avenue
Office:(406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 O

Belfings. MT 59104 FAX: (406) 245-1361 O
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C & O Government # 4 / NESW of 12, T9S-R16E

Balcron Monument Federal #14-12J / SWSW of 12, T9S-R16E

Duchesne County, Utah

Dear Mr. Pennington:

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the Jonah Unit, is required to send a copy of UIC Form
1 to all operators, owners and surface owners within a one-half
mile radius of the captioned wells.

Attached is a copy of our Application for Injection Well (UIC Form
1). Lomax Exploration Company has an interest in Federal lease #
U-15855. Please allow this letter to serve as notification of our
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRONOILDIVISION
1601 Lewis Avenue Office:(406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 O
Billings, MT 59104 FAX: (406) 245-1361 O

August 15, 1994

Texaco E&P Company
P.O. Box #2100
Denver, Co 80201

Attention: Mr. Robin Backstrom

RE: Application for Injection Well (UIC Form I)
Balcron Monument Federal #43-11J NESE of 11, T9S-R16E

C & O Government #4 NESW of 12, T9S-R16E
Balcron Monument Federal #14-12J SWSW of 12 T9S-R16E
Balcron Monument Federal #32-12J SWNE of 12, T9S-R16E
Balcron Monument Federal #41-14J NENE of 14, T9S-R16E
Duchesne County, Utah

Dear Mr. Backstrom:

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the Jonah Unit, is required to send a copy of UIC Form
I to all owners, operators and surface owners within a one-half
mile radius of the captioned wells.

Attached are copies of our Application for Injection Well (UIC Form
I). Texaco E & P Inc. has an interest in Federal lease #U-44426
which is within the one-half mile radius of our proposed injection
wells. Please allow this letter to serve as notification of our
intentions to use the captioned wells as injection wells. All five
of these proposed injection wells fall within the Jonah Unit
boundary.

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D r K eary, CPL/ESA
S or L ndman

attachment

cc: B0bbie Schuman
Jonah Unit file
Well
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ENERGYCOMPANY
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Billings, MT 59104 FAX: (406) 245-1361 O
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which is within the one-half mile radius of our proposed injection
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intentions to use the captioned wells as injection wells. All five
of these proposed injection wells fall within the Jonah Unit
boundary.

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D r K eary, CPL/ESA
S or L ndman
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Jonah Unit file
Well
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ENERGYCOMPANY
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Billings, MT 59104 FAX: (406) 245-1361 O
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Denver, Co 80201

Attention: Mr. Robin Backstrom

RE: Application for Injection Well (UIC Form I)
Balcron Monument Federal #43-11J NESE of 11, T9S-R16E

C & O Government #4 NESW of 12, T9S-R16E
Balcron Monument Federal #14-12J SWSW of 12 T9S-R16E
Balcron Monument Federal #32-12J SWNE of 12, T9S-R16E
Balcron Monument Federal #41-14J NENE of 14, T9S-R16E
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mile radius of the captioned wells.
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I). Texaco E & P Inc. has an interest in Federal lease #U-44426
which is within the one-half mile radius of our proposed injection
wells. Please allow this letter to serve as notification of our
intentions to use the captioned wells as injection wells. All five
of these proposed injection wells fall within the Jonah Unit
boundary.

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D r K eary, CPL/ESA
S or L ndman

attachment
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office:(406) 259-7860
P.O. Box 21017 FAX: (406) 245-1365 O
Billings. MT 59104 FAX: (406) 245-1361 O

August 15, 1994

PG&E Resources Corporation
6688 North Central Expressway
Dallas, Texas 75206
Attn: Jerry Anderson, District Landman

RE: Application for Injection Well (UIC Form 1)
Balcron Monument Federal #12-11J / SWNW of 11, T9S-R16E
Balcron Monument Federal #32-11J / SWNE of 11, T9S-R16E
Balcron Monument Federal #12-12J / SWNW of 12, T9S-R16E
Duchesne County, Utah

Dear Mr. Anderson:

Equitable Resources Energy Company, Balcron Oil Division, asoperator of the Jonah Unit, is required to send a copy of UIC Form
1 to all operators, owners and surface owners within a one-half
mile radius of the captioned wells.

Attached is a copy of our Application for Injection Well (UIC Form1). PG&E has an interest in State of Utah mineral lease # ML-
21839. Please allow this letter to serve as notification of ourintentions to use the captioned wells as injection wells within theconfines of the Jonah Unit.

Please contact the undersigned if you have any comments orquestions about this notification.

Sincerely,

D. ry beary, CPL/ESA
S or Landman

attachment

cc:Bobbie Schuman
Jonah Unit Correspondence File
Individual Well
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office:(406) 259-7860
P.O. Box 21017 FAX: (406) 245-1365 O
Billings. MT 59104 FAX: (406) 245-1361 O
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Duchesne County, Utah
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Equitable Resources Energy Company, Balcron Oil Division, asoperator of the Jonah Unit, is required to send a copy of UIC Form
1 to all operators, owners and surface owners within a one-half
mile radius of the captioned wells.

Attached is a copy of our Application for Injection Well (UIC Form1). PG&E has an interest in State of Utah mineral lease # ML-
21839. Please allow this letter to serve as notification of ourintentions to use the captioned wells as injection wells within theconfines of the Jonah Unit.

Please contact the undersigned if you have any comments orquestions about this notification.

Sincerely,

D. ry beary, CPL/ESA
S or Landman

attachment

cc:Bobbie Schuman
Jonah Unit Correspondence File
Individual Well
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Balcron Monument Federal #32-11J / SWNE of 11, T9S-R16E
Balcron Monument Federal #12-12J / SWNW of 12, T9S-R16E
Duchesne County, Utah

Dear Mr. Anderson:

Equitable Resources Energy Company, Balcron Oil Division, asoperator of the Jonah Unit, is required to send a copy of UIC Form
1 to all operators, owners and surface owners within a one-half
mile radius of the captioned wells.

Attached is a copy of our Application for Injection Well (UIC Form1). PG&E has an interest in State of Utah mineral lease # ML-
21839. Please allow this letter to serve as notification of ourintentions to use the captioned wells as injection wells within theconfines of the Jonah Unit.

Please contact the undersigned if you have any comments orquestions about this notification.
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D. ry beary, CPL/ESA
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION

1601 Lewis Avenue
Office:(406) 259-7860

P.O. Box 21017
FAX: (406) 245·1365 O

Billings, MT 59104
FAX: (406) 245-1361 O

August 15, 1994

State of Utah
Division of Oil, Gas and Mining
#3, Triad Center, Suite #350
Salt Lake City, Utah 84180-1203

Attention: Mr. Ronald J. Firth

RE: Application for Injection Well (UIC Form I)
Balcron Monument Federal #12-11J SWNW of 11, T9S-R16E

Balcron Monument Federal #32-11J SWNE of 11 T9S-R16E

Balcron Monument Federal #12-12J SWNW of 12, T9S-R16E

Balcron Monument Federal #23-15J NESW of 15, T9S-R16E

Duchesne County, Utah

Dear Mr. Firth:

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the Jonah Unit, is required to send a copy of UIC Form
I to all owners, operators and surface owners within a one-half

mile radius of the captioned wells.

Attached are copies of our Application for Injection Well (UIC Form
I). The State of Utah has an interest in State of Utah mineral
leases #ML-21839 and ML-16532 which are within the one-half mile
radius of our proposed injection wells. Please allow this letter
to serve as notification of our intentions to use the captioned
wells as injection wells. All four of these proposed injection
wells fall within the Jonah Unit boundary.

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. r K ear , CPL/ESA
Se or Landman

attachment

cc: Bobbie Schuman
Jonah Unit file
Well
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radius of our proposed injection wells. Please allow this letter
to serve as notification of our intentions to use the captioned
wells as injection wells. All four of these proposed injection
wells fall within the Jonah Unit boundary.

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. r K ear , CPL/ESA
Se or Landman
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D. r K ear , CPL/ESA
Se or Landman
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AFFIDAVIT

COUNTY OF YELLOWSTONE )

STATE OF MONTANA )

D. Gary Kabeary, Senior Landman for Equitable Resources Energy
Company, Balcron Oil Division, being first duly sworn on oath,
deposes and says that on the 16th day of August 1994 he did cause
to be mailed to all operators, owners and surface owners within a
one-half mile radius of the proposed injection wells listed below,
a copy of the State Application for Injection Well (UIC Form 1).

Balcron Monument Federal #34-10J SWSE of 10, T9S-R16E

Balcron Monument Federal #12-11J SWNW of 11, T9S-R16E
Balcron Monument Federal #14-11J SWSW of 11, T9S-R16E

Balcron Monument Federal #23-11J NESW of 11, T9S-R16E
Balcron Monument Federal #32-11J SWNE of 11, T9S-R16E
Balcron Monument Federal #34-11J SWSE of 11, T9S-R16E
Balcron Monument Federal #43-11J NESE of 11, T9S-R16E

Balcron Monument Federal #12-12J SWNW of 12, T9S-R16E

Balcron Monument Federal #14-12J SWSW of 12, T9S-R16E
Balcron Monument Federal #32-12J SWNE of 12, T9S-R16E

Balcron Monument Federal #21-14J NENW of 14, T9S-R16E
Balcron Monument Federal #41-14J NENE of 14, T9S-R16E
Balcron Monument Federal #23-15J NESW of 15, T9S-R16E
Balcron Monument Federal #32-15J SWNE of 15, T9S-R16E
Balcron Monument Federal #41-15J NENE of 15, T9S-R16E
C & O Government #4 NESW of 12, T9S-R16E

Duchesne County, Utah

Further affiant saith not.

D. Ga K e ry /

Subscribed and sworn to before me on this i day of

My Commission Expires: à y
Lynda ilson

y - \¾ - Residing in Billings, MT 59105

SE A
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My Commission Expires: à y
Lynda ilson

y - \¾ - Residing in Billings, MT 59105

SE A

AFFIDAVIT

COUNTY OF YELLOWSTONE )

STATE OF MONTANA )

D. Gary Kabeary, Senior Landman for Equitable Resources Energy
Company, Balcron Oil Division, being first duly sworn on oath,
deposes and says that on the 16th day of August 1994 he did cause
to be mailed to all operators, owners and surface owners within a
one-half mile radius of the proposed injection wells listed below,
a copy of the State Application for Injection Well (UIC Form 1).

Balcron Monument Federal #34-10J SWSE of 10, T9S-R16E

Balcron Monument Federal #12-11J SWNW of 11, T9S-R16E
Balcron Monument Federal #14-11J SWSW of 11, T9S-R16E

Balcron Monument Federal #23-11J NESW of 11, T9S-R16E
Balcron Monument Federal #32-11J SWNE of 11, T9S-R16E
Balcron Monument Federal #34-11J SWSE of 11, T9S-R16E
Balcron Monument Federal #43-11J NESE of 11, T9S-R16E

Balcron Monument Federal #12-12J SWNW of 12, T9S-R16E

Balcron Monument Federal #14-12J SWSW of 12, T9S-R16E
Balcron Monument Federal #32-12J SWNE of 12, T9S-R16E

Balcron Monument Federal #21-14J NENW of 14, T9S-R16E
Balcron Monument Federal #41-14J NENE of 14, T9S-R16E
Balcron Monument Federal #23-15J NESW of 15, T9S-R16E
Balcron Monument Federal #32-15J SWNE of 15, T9S-R16E
Balcron Monument Federal #41-15J NENE of 15, T9S-R16E
C & O Government #4 NESW of 12, T9S-R16E

Duchesne County, Utah

Further affiant saith not.

D. Ga K e ry /

Subscribed and sworn to before me on this i day of

My Commission Expires: à y
Lynda ilson

y - \¾ - Residing in Billings, MT 59105

SE A



EQUITABLERESOURCES

1601 Lewis Avenue Office (406) 259 7860

PO Box 21017 FAX (406) 245-1365

Billings, MT 59104 FAX (406) 245-1361

August 16, 1994

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Mr. Jarvis:

Enclosed is our Affidavit certify that copies of the application
and UIC permit were sent to all operators, owners, and surface
owners within a one-half mile radius of the proposed injection
wells listed on the Affidavit.

Copies of the letter are also enclosed.

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

/hs

EQUITABLERESOURCES

1601 Lewis Avenue Office (406) 259 7860

PO Box 21017 FAX (406) 245-1365

Billings, MT 59104 FAX (406) 245-1361

August 16, 1994

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Mr. Jarvis:

Enclosed is our Affidavit certify that copies of the application
and UIC permit were sent to all operators, owners, and surface
owners within a one-half mile radius of the proposed injection
wells listed on the Affidavit.

Copies of the letter are also enclosed.

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

/hs

EQUITABLERESOURCES

1601 Lewis Avenue Office (406) 259 7860

PO Box 21017 FAX (406) 245-1365

Billings, MT 59104 FAX (406) 245-1361

August 16, 1994

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Mr. Jarvis:

Enclosed is our Affidavit certify that copies of the application
and UIC permit were sent to all operators, owners, and surface
owners within a one-half mile radius of the proposed injection
wells listed on the Affidavit.

Copies of the letter are also enclosed.

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

/hs



EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office:(406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 O
Billings, MT 59104 FAX: (406) 245-1361 O

August 15, 1994

Bureau of Land Management
State of Utah
P.O. Box 45155
Salt Lake City, Utah 84145-0155

Attention: Mr. Robert Henricks

Re: Application for Injection Well (UIC Form I)
Balcron Monument Federal #34-10J SWSE of 10, T9S-R16E

Balcron Monument Federal #12-11J SWNW of 11, T9S-R16E

Balcron Monument Federal #14-11J SWSW of 11, T9S-R16E

Balcron Monument Federal #23-11J NESW of 11, T9S-R16E

Balcron Monument Federal #32-11J SWNE of 11, T9S-R16E

Balcron Monument Federal #34-11J SWSE of 11. T9S-R16E

Balcron Monument Federal #43-11J NESE of 11, T9S-R16E

Balcron Monument Federal #12-12J SWNW of 12, T9S-R16E

Balcron Monument Federal #14-12J SWSW of 12, T9S-R16E

Balcron Monument Federal #32-12J SWNE of 12, T9S-R16E

Balcron Monument Federal #21-14J NENW of 14, T9S-R16E

Balcron Monument Federal #41-14J NENE of 14, T9S-R16E

Balcron Monument Federal #23-15J NESW of 15, T9S-R16E

Balcron Monument Federal #32-15J SWNE of 15, T9S-R16E

Balcron Monument Federal #41-15J NENE of 15, T9S-R16E

C & O Government #4 NESW of 12, T9S-R16E

Duchesne County, Utah

Dear Mr. Henricks:

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the Jonah Unit is required to send a copy of UIC Form

I to all owners, operators and surface owners within a one-half

mile radius of the captioned wells.

Attached are copies of our Application for Injection Well (UIC Form

I). This letter will serve as notification of our intentions to
use the captioned wells as injection wells within the confines of
the Jonah Unit.

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. G aMary, CPL/ESA
Seni

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office:(406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 O
Billings, MT 59104 FAX: (406) 245-1361 O

August 15, 1994

Bureau of Land Management
State of Utah
P.O. Box 45155
Salt Lake City, Utah 84145-0155

Attention: Mr. Robert Henricks

Re: Application for Injection Well (UIC Form I)
Balcron Monument Federal #34-10J SWSE of 10, T9S-R16E

Balcron Monument Federal #12-11J SWNW of 11, T9S-R16E

Balcron Monument Federal #14-11J SWSW of 11, T9S-R16E

Balcron Monument Federal #23-11J NESW of 11, T9S-R16E

Balcron Monument Federal #32-11J SWNE of 11, T9S-R16E

Balcron Monument Federal #34-11J SWSE of 11. T9S-R16E

Balcron Monument Federal #43-11J NESE of 11, T9S-R16E

Balcron Monument Federal #12-12J SWNW of 12, T9S-R16E

Balcron Monument Federal #14-12J SWSW of 12, T9S-R16E

Balcron Monument Federal #32-12J SWNE of 12, T9S-R16E

Balcron Monument Federal #21-14J NENW of 14, T9S-R16E

Balcron Monument Federal #41-14J NENE of 14, T9S-R16E
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Balcron Monument Federal #32-15J SWNE of 15, T9S-R16E

Balcron Monument Federal #41-15J NENE of 15, T9S-R16E

C & O Government #4 NESW of 12, T9S-R16E

Duchesne County, Utah

Dear Mr. Henricks:

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the Jonah Unit is required to send a copy of UIC Form

I to all owners, operators and surface owners within a one-half

mile radius of the captioned wells.

Attached are copies of our Application for Injection Well (UIC Form

I). This letter will serve as notification of our intentions to
use the captioned wells as injection wells within the confines of
the Jonah Unit.

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. G aMary, CPL/ESA
Seni

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office:(406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 O
Billings, MT 59104 FAX: (406) 245-1361 O

August 15, 1994

Bureau of Land Management
State of Utah
P.O. Box 45155
Salt Lake City, Utah 84145-0155

Attention: Mr. Robert Henricks

Re: Application for Injection Well (UIC Form I)
Balcron Monument Federal #34-10J SWSE of 10, T9S-R16E

Balcron Monument Federal #12-11J SWNW of 11, T9S-R16E

Balcron Monument Federal #14-11J SWSW of 11, T9S-R16E

Balcron Monument Federal #23-11J NESW of 11, T9S-R16E

Balcron Monument Federal #32-11J SWNE of 11, T9S-R16E

Balcron Monument Federal #34-11J SWSE of 11. T9S-R16E

Balcron Monument Federal #43-11J NESE of 11, T9S-R16E

Balcron Monument Federal #12-12J SWNW of 12, T9S-R16E

Balcron Monument Federal #14-12J SWSW of 12, T9S-R16E

Balcron Monument Federal #32-12J SWNE of 12, T9S-R16E

Balcron Monument Federal #21-14J NENW of 14, T9S-R16E

Balcron Monument Federal #41-14J NENE of 14, T9S-R16E

Balcron Monument Federal #23-15J NESW of 15, T9S-R16E

Balcron Monument Federal #32-15J SWNE of 15, T9S-R16E

Balcron Monument Federal #41-15J NENE of 15, T9S-R16E

C & O Government #4 NESW of 12, T9S-R16E

Duchesne County, Utah

Dear Mr. Henricks:

Equitable Resources Energy Company, Balcron Oil Division, as
operator of the Jonah Unit is required to send a copy of UIC Form

I to all owners, operators and surface owners within a one-half

mile radius of the captioned wells.

Attached are copies of our Application for Injection Well (UIC Form

I). This letter will serve as notification of our intentions to
use the captioned wells as injection wells within the confines of
the Jonah Unit.

Please contact the undersigned if you have any comments or
questions about this notification.

Sincerely,

D. G aMary, CPL/ESA
Seni



State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center. Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

September 1, 1994

Uintah Basin Standard
268 South 200 East
Roosevelt, Utah 84066

Gentlemen:

Re: Notice of Agency Action - Cause No. UIC-152

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please send proof of publication and billing to
the Division of Oil, Gas and Mining, 355 West North Temple, 3 Triad Center, Suite 350,
Salt Lake City, Utah 84180-1203.

Sincerely,

Lisa D. Clement
Administrative Secretary

Enclosure

State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center. Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

September 1, 1994

Uintah Basin Standard
268 South 200 East
Roosevelt, Utah 84066

Gentlemen:

Re: Notice of Agency Action - Cause No. UIC-152

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please send proof of publication and billing to
the Division of Oil, Gas and Mining, 355 West North Temple, 3 Triad Center, Suite 350,
Salt Lake City, Utah 84180-1203.

Sincerely,

Lisa D. Clement
Administrative Secretary

Enclosure

State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center. Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

September 1, 1994

Uintah Basin Standard
268 South 200 East
Roosevelt, Utah 84066

Gentlemen:

Re: Notice of Agency Action - Cause No. UIC-152

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please send proof of publication and billing to
the Division of Oil, Gas and Mining, 355 West North Temple, 3 Triad Center, Suite 350,
Salt Lake City, Utah 84180-1203.

Sincerely,

Lisa D. Clement
Administrative Secretary

Enclosure



State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

September 1, 1994

Newspaper Agency Corporation
Legal Advertising
157 Regent Street
Salt Lake City, Utah 84110

Gentlemen:

Re: Notice of Agency Action - Cause No. UIC-152

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please send proof of publication and billing to
the Division of Oil, Gas and Mining, 355 West North Temple, 3 Triad Center, Suite 350,
Salt Lake City, Utah 84180-1203.

Sincerely,

Lisa D. Clement
Administrative Secretary

Enclosure

State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

September 1, 1994

Newspaper Agency Corporation
Legal Advertising
157 Regent Street
Salt Lake City, Utah 84110

Gentlemen:

Re: Notice of Agency Action - Cause No. UIC-152

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please send proof of publication and billing to
the Division of Oil, Gas and Mining, 355 West North Temple, 3 Triad Center, Suite 350,
Salt Lake City, Utah 84180-1203.

Sincerely,

Lisa D. Clement
Administrative Secretary

Enclosure

State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

September 1, 1994

Newspaper Agency Corporation
Legal Advertising
157 Regent Street
Salt Lake City, Utah 84110

Gentlemen:

Re: Notice of Agency Action - Cause No. UIC-152

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please send proof of publication and billing to
the Division of Oil, Gas and Mining, 355 West North Temple, 3 Triad Center, Suite 350,
Salt Lake City, Utah 84180-1203.

Sincerely,

Lisa D. Clement
Administrative Secretary

Enclosure



BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH

---ooOoo---

IN THE MATTER OF THE APPLICATION : NOTICE OF AGENCY ACTION
OF EQUITABLE RESOURCES ENERGY
COMPANY FOR ADMINISTRATIVE : CAUSE NO. UIC-152
APPROVAL TO CONVERT THE 44-1J, 34-10J,
34-11, 12-11J, 14-11J, 23-11J, 32-11J, 43-11J, 12-12J, :

14-12J, 32-12J, C & O GOVERNMENT #4,
21-14J, 41-14J, 23-15J, 32-15J, AND 41-15J WELLS, :

LOCATED IN SECTIONS 1, 10, 11, 12, 14, & 15,
TOWNSHIP 9 SOUTH, RANGE 16 EAST, S.L.M., :

DUCHESNE COUNTY, UTAH, TO CLASS II
INJECTION WELLS :

---00000---

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division is commencing an informal adjudicative proceeding to consider the
application of Equitable Resources Energy Company ("Equitable") for administrative approval to convert the 44-1J,
34-10J, 34-11, 12-11J, 14-11J, 23-11J, 32-11J, 43-11J, 12-12J, 14-12J, 32-12J, C & O Government #4, 21-14J, 41-14J,
23-15J, 32-15J, and 41-15J Wells, located in Sections 1, 10, 11, 12, 14 & 15, Township 9 South, Range 16 East,
Duchesne County, Utah, to Class II injection wells. The proceeding will be conducted in accordance with Utah
Admin. R.649-10, Administrative Procedures.

Equitable proposes to inject water into the captioned wells in the Green River Formation interval at
approximately 4590 - 5614 feet, for the purpose of secondary recovery operations. Equitable is requesting a
maximum injection pressure of 2000psig and estimates the injection volume to be approximately 600 barrels of
water per day for each well.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a
written protest or notice of intervention with the Division within fifteen days of the date of publication of this
notice. If such a protest or notice of intervention is received, a hearing may be scheduled before the Board of Oil,
Gas and Mining. Protestants and/or intervenors should be prepared to demonstrate at the hearing how this matter

affects their interests.

DATED this 1st day of September, 1994.

STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

R.J. Firth /
Associate Director, Oil and Gas

BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH

---ooOoo---

IN THE MATTER OF THE APPLICATION : NOTICE OF AGENCY ACTION
OF EQUITABLE RESOURCES ENERGY
COMPANY FOR ADMINISTRATIVE : CAUSE NO. UIC-152
APPROVAL TO CONVERT THE 44-1J, 34-10J,
34-11, 12-11J, 14-11J, 23-11J, 32-11J, 43-11J, 12-12J, :

14-12J, 32-12J, C & O GOVERNMENT #4,
21-14J, 41-14J, 23-15J, 32-15J, AND 41-15J WELLS, :

LOCATED IN SECTIONS 1, 10, 11, 12, 14, & 15,
TOWNSHIP 9 SOUTH, RANGE 16 EAST, S.L.M., :

DUCHESNE COUNTY, UTAH, TO CLASS II
INJECTION WELLS :

---00000---

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division is commencing an informal adjudicative proceeding to consider the
application of Equitable Resources Energy Company ("Equitable") for administrative approval to convert the 44-1J,
34-10J, 34-11, 12-11J, 14-11J, 23-11J, 32-11J, 43-11J, 12-12J, 14-12J, 32-12J, C & O Government #4, 21-14J, 41-14J,
23-15J, 32-15J, and 41-15J Wells, located in Sections 1, 10, 11, 12, 14 & 15, Township 9 South, Range 16 East,
Duchesne County, Utah, to Class II injection wells. The proceeding will be conducted in accordance with Utah
Admin. R.649-10, Administrative Procedures.

Equitable proposes to inject water into the captioned wells in the Green River Formation interval at
approximately 4590 - 5614 feet, for the purpose of secondary recovery operations. Equitable is requesting a

maximum injection pressure of 2000psig and estimates the injection volume to be approximately 600 barrels of
water per day for each well.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a

written protest or notice of intervention with the Division within fifteen days of the date of publication of this
notice. If such a protest or notice of intervention is received, a hearing may be scheduled before the Board of Oil,
Gas and Mining. Protestants and/or intervenors should be prepared to demonstrate at the hearing how this matter

affects their interests.

DATED this 1st day of September, 1994.

STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

R.J. Firth /
Associate Director, Oil and Gas

BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH

---ooOoo---

IN THE MATTER OF THE APPLICATION : NOTICE OF AGENCY ACTION
OF EQUITABLE RESOURCES ENERGY
COMPANY FOR ADMINISTRATIVE : CAUSE NO. UIC-152
APPROVAL TO CONVERT THE 44-1J, 34-10J,
34-11, 12-11J, 14-11J, 23-11J, 32-11J, 43-11J, 12-12J, :

14-12J, 32-12J, C & O GOVERNMENT #4,
21-14J, 41-14J, 23-15J, 32-15J, AND 41-15J WELLS, :

LOCATED IN SECTIONS 1, 10, 11, 12, 14, & 15,
TOWNSHIP 9 SOUTH, RANGE 16 EAST, S.L.M., :

DUCHESNE COUNTY, UTAH, TO CLASS II
INJECTION WELLS :

---00000---

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division is commencing an informal adjudicative proceeding to consider the
application of Equitable Resources Energy Company ("Equitable") for administrative approval to convert the 44-1J,
34-10J, 34-11, 12-11J, 14-11J, 23-11J, 32-11J, 43-11J, 12-12J, 14-12J, 32-12J, C & O Government #4, 21-14J, 41-14J,
23-15J, 32-15J, and 41-15J Wells, located in Sections 1, 10, 11, 12, 14 & 15, Township 9 South, Range 16 East,
Duchesne County, Utah, to Class II injection wells. The proceeding will be conducted in accordance with Utah
Admin. R.649-10, Administrative Procedures.

Equitable proposes to inject water into the captioned wells in the Green River Formation interval at
approximately 4590 - 5614 feet, for the purpose of secondary recovery operations. Equitable is requesting a

maximum injection pressure of 2000psig and estimates the injection volume to be approximately 600 barrels of
water per day for each well.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a

written protest or notice of intervention with the Division within fifteen days of the date of publication of this
notice. If such a protest or notice of intervention is received, a hearing may be scheduled before the Board of Oil,
Gas and Mining. Protestants and/or intervenors should be prepared to demonstrate at the hearing how this matter

affects their interests.

DATED this 1st day of September, 1994.

STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

R.J. Firth /
Associate Director, Oil and Gas



Equitable Resources Energy Company
44-1], 34-10], 34-11, 12-11], 14-11J,23-11J, 32-11], 43-11J, 12-12J, 14-12], 32-12J,

C & O Government #4, 21-14], 41-14], 23-15J, 32-15], and 41-15] Wells
Cause No. UIC-152

Publication Notices were sent to the following:

Newspaper Agency Corporation
Legal Advertising
157 Regent Street
Salt Lake City, Utah 84110

Uintah Basin Standard
268 South 200 East
Roosevelt, Utah 84066

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, Utah 84078

Equitable Resources Energy Company
P.O. Box 21017
Billings, Montana 59104

Dan Jackson
U.S. Environmental Protection Agency
Region VIII
999 18th Street
Denver, Colorado 80202-2466

Ed Bonner
State Lands and Forestry
3 Triad Center, Suite 400
Salt Lake City, Utah 84180-1204

Lisä D. Clement
Administrative Secretary
September 1,

Equitable Resources Energy Company
44-1], 34-10], 34-11, 12-11], 14-11J,23-11J, 32-11], 43-11J, 12-12J, 14-12], 32-12J,
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P.O. Box 21017
Billings, Montana 59104

Dan Jackson
U.S. Environmental Protection Agency
Region VIII
999 18th Street
Denver, Colorado 80202-2466

Ed Bonner
State Lands and Forestry
3 Triad Center, Suite 400
Salt Lake City, Utah 84180-1204

Lisä D. Clement
Administrative Secretary
September 1,

Equitable Resources Energy Company
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Cause No. UIC-152

Publication Notices were sent to the following:
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268 South 200 East
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Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, Utah 84078

Equitable Resources Energy Company
P.O. Box 21017
Billings, Montana 59104

Dan Jackson
U.S. Environmental Protection Agency
Region VIII
999 18th Street
Denver, Colorado 80202-2466

Ed Bonner
State Lands and Forestry
3 Triad Center, Suite 400
Salt Lake City, Utah 84180-1204

Lisä D. Clement
Administrative Secretary
September 1,



Forrn 3160-5 · UNITED STATES FORM APPROVED
'June 1990) DEPARTMENT OF THE INTERIOR

• BudExpkBreau o. 11 -01¾

. BUREAUOF LAND MANAGEMENT s. ase oesigna:¡o..nsseral No.

SUNDRY NOTlCES AND REPORTS ON WELLS 6. I di n la e
rd lbeNS n¶

Do not use this form for proposals to drill or todeepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unic or CA, Agreement Designation
SUBMIT IN TRIPLICATE -Jonah Um t

1. Type of Weli •

OWell O °w"it O om., a- w=ns=====s s•-
1. Nam.oroperator See attached listing

Equitable Resources Energy Company, Balcron Oil Division 9. APlWeuNo.

3. Address and Telephone No. . See attached l i sti ng
P.O. Box 21017; Bil li ngs, MT 59104 (406) 259-7860 10. Field and Pool, or Exploratory Area

A Wation of Weu (Footage. Sec., T.. R., M., or Sumy Description) Monument Butte/Green River
11. County or Parish, Sme

See attached listing
Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of laten: Abandonmt Change of Plans

O Rompletion New Comson

O Subsequent Repon Plugging Back Non-Routine Fracturing

O cus., a=,... O Water Shut-Off

O Final Abandonment Notice O 4..4, cui., G c.........:=>,...
O o.s, · O oss,... w.

(Note: Repontesuisset multiplecompicilonen Well
Completion er Recomptttion Repon and Log form.)

13 Describe Proposed or Completed Operations (Clearly state all pertinent details, and give peninent dates. including estimated date of staning any proposed work. If well is directionaJ1y drilled,
give subsurface locations and measured and true venical depths for all markers and zones peninent to this work.)•

Operator intends to convert the wells on the attached listing to water injection
in accordance with the attached injection well completion diagrams. Water will
be injected at a rate of 5-6 STBWPDper foot of pay (average 180-200 STBWPD).
The proposed conversion and water injection will commence as soon as Utah State
UIC permits are approved.

4. I hereby certi { at the foregoing ' e and corm: Regul atOry and
signea ///)?/777 ña, Fnvironmental Specialist o===
(This sp or era r see use)

Approved by Tide Date
Conditions of approval, if any:

e 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any depantnent or agency of the UnitedStates any false, fictitiousor fraudulentstatements
or representations as to any matter within its jurisdiction.

'See Instruction on Reverse
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BALCRON MONUMENTFEDERAL #34-10J BALCRONOIL
Jonali Unil/Monument Butte Fioid 7-1-94/ks
Lease No. UK)17985
SW SE Section 10, T9S, R16E PAOPOSED IRJECTION WELLCOMPLETIONDIAGRAM
Duchesne County,Utah

Elev.Gr@5716'
Elev.@KB5726'(10'KB)

SURFACECASING

8-5/8",24#, J-55
Length@266.87'
HoleSize @ 12-1/4"
Depthlanded@274'KB
Cemented w/150 sxs Class Class B" & <- 274' KB
1/4#/sx Celoflake
5 BBLSretun.

PRODUGTION CASING

5-1/2", K-55, 15.5#
Length@ 5836.04'
Depth landed @5832.04' KB - UnitahFernation @Suface to1400'-
Cemented w/110 sxs Hilift&
290 sxs Class 9°
Top of Cement @2735' from CBL

<---Top ofCement@2735' fromCBL

TUBING

2-7/8", J-55, 6.5#
SN @2-7/8" x 1.1' (2.25" ID)
SN landed @ 4636' KB

Retrievable Csg Tension Packer
Model: Arrow Set-1
Landed@4640' KB - Green RiverFannation@1400' to4100'-

| | <- RetrievableCsg TensionPadter @4640' KB

PERFORATION RECORD
ProposedinjectionHorizons --------------------

4700'-11'(2SPF) RED1
4700'-4711' (11') 2 SPF RED 1 4865'-72' (1 SPF) RED 5
4865'-4872' (7') 1 SPF RED 5 5015'-19' (2 SPF) GREEN 1
5015'-5019' (4') 2 SPF GREEN 1

- Douglas Creek Member @4100' to5350'-

PBTD @5787.54' KB
TD@5850'KB

- Wasatch Fonnation Transition @5350' to 6000' -

- Wasatch Formation @
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WELLNAME FIELD QTR/QTR SEC. TWP. RANGE COUN1Y ZONE LEASENO. APINUMBER FOOTAGES UNIT

BalcronMonumentFed. #32-15 MonumentButte SW NE 15 9S 16E Duchesne Green River U-017985 43-013-31368 1868' FNL, 1993' FEL Jonah
Balcron Monument Fed. #23-15 Monument Butte NE SW 15 9S 16E Duchesne Green River U-017985 43-013-31373 1724' FSL,2078' FWL Jonah
Balcron Monument Fed. #41-15 Monument Butte NE NE 15 9S 16E Duchesne Green River U-017985 43-013-31367 460' FNL,500' FEL Jonah
Balcron Monument Fed. #34-10J Monument Butte SW SE 10 9S 16E Duchesne Green River U-017985 43-013-31416 592' FSL, 1979.2' FEL Jonah

Balcron Monument Fed. #32-12J Monument Butte SW NE 12 9S 16E Duchesne Green River U-035521 43-013-31419 1804.8' FNL, 2138.6'FEL Jonah

C&OGov't#4 Monument Butte NE SW 12 9S 16E Duchesne Green River U-035521-A 43413-30742 2140' FSL, 1820' FWL Jonah
Balcron Monument Fed. #14-12J Monument Butte SW SW 12 SS 16E Duchesne Green River U-035521-A 43413-31411 660' FSL, 660' FWL Jonah

BalcronMonumentFed. #14-11 MonumentButte SW SW 11 9S 16E Duchesne Green River U-096547 43-013-31374 1048' FSL,446' FWL Jonah
Balcron MonumentFed. #21-14J MonumentButte NE NW 14 9S 16E Duchesne Green River U-096547 43-013-31421 517.8'FNL, 1850.2'FWL Jonah

Balcron MonumentFed. #12-11J Monument Butte SW NW 11 9S 16E Duchesne Green River U-096550 43-013-31417 2128' FNL,689' FWL Jonah
Balcron Monument Fed. #43-11J Monument Butte NE SE 11 9S 16E Duchesne Green River U-096550 43-013-31002 2126.9'FSL, 692.8'FEL Jonah
Walton Federal #34-11 Monument Butte SW SE 11 9S 16E Duchesne Green River U-096550 43413-31003 537 FSL, 2092' FEL Jonah
Balcron Monument Fed. #23-11 Monument Butte NE SW 11 9S 16E Duchesne Green River U-096550 43-013-31369 178T FSL, 2147 FWL Jonah
Balcron Monument Fed. #32-11 Monument Butte SW NE 11 9S 16E Duchesne Green River U-096550 43-01341386 2059' FNL, 1763' FEL Jonah
Balcron Monument Fed. #41-14J Monument Butte NE NE 14 9S 16E Duchesne Green River U-096550 43413-31408 363.3'FNL, 600' FEL Jonah
Balcron Monument Fed. #12-12J Monument Butte SW NW 12 9S 16E Duchesne Green River U-096550 43-013-31410 738.6'FNL, 648.2'FWL Jonah

Balcron Monument Fed. #44-1J Monument Butte SE SE 1 9S 16E Duchesne Green River U-44426 43-013-31415 859' FSL, 338' FEL
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860
P.O Box 21017 FAX: (406) 245-1365
Billings, MT 59104 FAX: (406) 245-1361

September 12, 1994

-- VIA FEDERAL EXPRESS --

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
355 West North Temple SEP13Salt Lake City, UT 84180

Dear Dan:

RE: Goates Federal #3-14 Cement Problem
Jonah Unit
NW NW Section 14, T9S, R16E
Duchesne County, Utah

In response to our phone conversation regarding the referenced
well, please accept this letter as a written response to the cement
problem discussed. I have researched the well files and confirmed
that there is a 240' section of the 3-1/2" casing annulus that has
not been cemented. However, as I have shown on the attached
wellbore diagram, there is good cement up to 5380' KB from the CBL
behind the 3-1/2" casing liner. In addition, the 5-1/2" casing was
cemented with 200 sacks Class-G cement which was calculated to give
a cement top at 4145' KB using a 25% fill factor. A cement bond
log could not be produced to verify this cement top. These
calculations show a 240' section of the 3-1/2" liner without
cement. This section of the well does not contain perforations and
is not isolating any permeable zones. All perforations are
adequately isolated with cement and the blank section lies across
an impermeable shale. Since this well will remain an oil
production well in the Jonah Unit Waterflood and there will be no
abnormal pressure placed on the casing, I am requesting that no
remedial work be performed on this well. Balcron will pull the
pump, rods, and tubing and will run a cement bond log across the 5-
1/2" casing if requested.

If there are any further questions, please contact me as soon as
possible.

Respectfully,

ohn Zellitti
Senior Production Engineer

JZ/rs

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860
P.O Box 21017 FAX: (406) 245-1365
Billings, MT 59104 FAX: (406) 245-1361

September 12, 1994

-- VIA FEDERAL EXPRESS --

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
355 West North Temple SEP13Salt Lake City, UT 84180

Dear Dan:

RE: Goates Federal #3-14 Cement Problem
Jonah Unit
NW NW Section 14, T9S, R16E
Duchesne County, Utah

In response to our phone conversation regarding the referenced
well, please accept this letter as a written response to the cement
problem discussed. I have researched the well files and confirmed
that there is a 240' section of the 3-1/2" casing annulus that has
not been cemented. However, as I have shown on the attached
wellbore diagram, there is good cement up to 5380' KB from the CBL
behind the 3-1/2" casing liner. In addition, the 5-1/2" casing was
cemented with 200 sacks Class-G cement which was calculated to give
a cement top at 4145' KB using a 25% fill factor. A cement bond
log could not be produced to verify this cement top. These
calculations show a 240' section of the 3-1/2" liner without
cement. This section of the well does not contain perforations and
is not isolating any permeable zones. All perforations are
adequately isolated with cement and the blank section lies across
an impermeable shale. Since this well will remain an oil
production well in the Jonah Unit Waterflood and there will be no
abnormal pressure placed on the casing, I am requesting that no
remedial work be performed on this well. Balcron will pull the
pump, rods, and tubing and will run a cement bond log across the 5-
1/2" casing if requested.

If there are any further questions, please contact me as soon as
possible.

Respectfully,

ohn Zellitti
Senior Production Engineer

JZ/rs

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860
P.O Box 21017 FAX: (406) 245-1365
Billings, MT 59104 FAX: (406) 245-1361

September 12, 1994

-- VIA FEDERAL EXPRESS --

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
355 West North Temple SEP13Salt Lake City, UT 84180

Dear Dan:

RE: Goates Federal #3-14 Cement Problem
Jonah Unit
NW NW Section 14, T9S, R16E
Duchesne County, Utah

In response to our phone conversation regarding the referenced
well, please accept this letter as a written response to the cement
problem discussed. I have researched the well files and confirmed
that there is a 240' section of the 3-1/2" casing annulus that has
not been cemented. However, as I have shown on the attached
wellbore diagram, there is good cement up to 5380' KB from the CBL
behind the 3-1/2" casing liner. In addition, the 5-1/2" casing was
cemented with 200 sacks Class-G cement which was calculated to give
a cement top at 4145' KB using a 25% fill factor. A cement bond
log could not be produced to verify this cement top. These
calculations show a 240' section of the 3-1/2" liner without
cement. This section of the well does not contain perforations and
is not isolating any permeable zones. All perforations are
adequately isolated with cement and the blank section lies across
an impermeable shale. Since this well will remain an oil
production well in the Jonah Unit Waterflood and there will be no
abnormal pressure placed on the casing, I am requesting that no
remedial work be performed on this well. Balcron will pull the
pump, rods, and tubing and will run a cement bond log across the 5-
1/2" casing if requested.
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GOATEb'FEDERAL 83-14 BALCRONOIL
Jonah Unil/Monument Butie Fleid 6-30-94/Its
Lease No. U-096547
NW NW Sec. 14,TOS,R16E
Duchesne Co., Utah

WellboDíagram
Elevs: GL @5596', KB @5606'(10 KB)

SURFAŒ CASING ACIDJOBS

9 5/8", 32.3#, J-55 4585.75'-4722' KB 500 gals 15% mudacid.
7 jls@213' 5056'-5056.5' KB 250 gals 15% mud acid.
Landed @226' KB
Cemenied wf200sx RECOMPLETION
Hole Size@12 1/4" 5447'-5830' KB 1500 gals 7.5% HCI acid & 18

balls, saw good ballaction.
226 KB-->

PRODUCTIONCASING FRACJOBS

5 1/2", 15.5#, J-55 4585.75-4722' KB 1-3045. 125 Bbls preilush, 11440 gal
171 jts.@5127' Ashley Valleycrudew/12600#20-40 sand,
Landed @5140'KB 2000 gal oilw/1000#glassbeads, 124 Bbis
Cemenied wf200sx oil@30 BPM @4200 psi.
Hole Size @7 7/8" 5056-5056.5'KB 1-29-65. 155 Bbis Ashley Valleycnade
3 1/2", 8.81#, N-80 Flush Joint preilush, 16300 gal crudew/16800#20-40
28 j1s.@874' meshsand,4000 gal crudew/1000#glass
Landed @5949' KB beads @28 BPM @3875 psi.
Cemented wf35sx Class G RECOlvPLETION:
Hole Size @4 3/4" 5447'-5830' KB 9-12-82 wl Dowell.39364 gal YF4PSDfluid
Cement Top @5380 from CBL w)55400#2040 sand. Screened out prior to

10-20 sand hitting perts. ATR 16 BPM@
TUBING 3600 psi. ISIP 1850 psi, 15 -1600 psi,
... .. 20 -1600 psi.
2 3/8", 4.89, J 55 MS'S - 85k L2. §
161 jts @4982
SN - 2 3/8" x 1.1 PERFORATIONRECORD
Pert Sub - 2 3/8" x 3 -------- ------ ----- ------------- -- ----- -------

Mud Anchor- 2 3/8" x 30' 4585' (i Shot) 4585.5' (1 Shot) 4585.75' (1 Shot) RED1
Total String Length- 5026' KB Armt - 3A § Oo 'Am 4722'(1 Shot) 4722.5' (1 Shot) REDS
SN Landed At4996 KB 4728' (1 Shot) 4728.5' (i Shot) RED5

SN Landed @4996 KB-> 4734' (1 Shot) 4734.5' (1 Shot) RED5
5056' (4 Shois) 5056.5' (4 Shois) GREEN5

SUCKERRODRECORD 5075'KB-> / RECOlvPLETION:
... .. . .. .. / 5447' (1 SPF) BLUE1
1 -1/4" x 22' Polished Rod 5140' KB--> / 5451' (1 SPF) BLUE1
199 - 3/4" x 25 Plain Rods 5453' (1 SPF) BLUE1

5460' (1 SPF) BLUE1
TOC@5380'--> 5467' (1SPF) BLUE1

PUMP SIZE: 2 x 1 1/2" x 16' RWBC W COL. 5492' (1 SPF) BLUE2
STROKE LENGTH: 5494' (1 SPF) BLUE2

PUMP SPEED, SPM: 5496' (1 SPF) BLUE2
PUMPING UNITSIZE: Cabot 114 (serviced10-16-92) 5498' (1 SPF) BLUE2

Ajax Motor 5503' (1 SPF) BLUE2
5828' (1 SPF) BLUE4
5830' (1 SPF) BLUE4

PBTD @5925' KB (Recompletion)
TD @5950' KB
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WELLNAME: GOATES FEDERAL#3-14 DATE: 640-94As
FIELD: Jonah Unit/Monumert Butte Field

FEDERALLEASE NO.: U-096547 API NO.: 43-013-15791
LOCATION: NW NW Sec.14,T9S,R16E

COUNTYlSTATE: Duchesne County, Utah
WORKINGINTEREST: 1.00 NET REVENUEINT.: 0.825

PRODUCING FORMATION: Green River
COMPLETIONDATE: 9-1742 (2-22-65 Original Hole) SPUD DATE: 8-25-82 (12-30-64 Original Hole)

INFTIALPRODUCTION: 33 STBOPD, 15 MCFPD, OSTBWPD RIG RELEASEDATE: 9-17-82 (1-19-65 Original Hole)
INTL.PROD. RECOMPL.: 12 STBOPD, 9 MCFPD, 2 STBWPD OILGRAVfTY: 30 API (Recornpletion)

OIUGAS PURCHASER: Amoco/Universal BRT: 140 Deg F
PRESENT PROD STATUS: 3 STBOPD KB: 5606' (10' KB)
ELEVATIONS- GROUND: 5596' PLUG BACKTD: 5925' KB (5140' Original Hole)

TOTALDEFTH: 5950' KB(5150' KB Original Hole)
PRODUCTIONCASING

SURFACE CASNG -------------- RECOMPLETION
---------------- STRING: 1 2

STRING: 1 SIZE: 5 1/2" 3 112"
SIZE: 95/8" GRADE: J-55 N-80

GRADE: J-55 WEIGHT: 15.5 bs 8.81 Ibs
WEIGHT: 32.3 Ibs. LENGTH: 5127' 874' (Top @ 5075')
LENGTH: 7 jts @ 213' DEPTH LANDED: 5140' KB 5949' KB

DEFTH LANDED: 226' KB HOLESIZE: 7 7/8" 4 3/4"
HOLESIZE: 12 1/4" CEMENTDATA: 200 sx 35 ax Class G

CEMENTDATA: 200 ex
CEMENTTOP AT: 5380' CBL

TUBINGRECORD
PERFORATIONRECORD

SIZE)GRADE/WT.: 2 3/8", 4.6 Ibs --------------
--------------------------------

NO. OF JOIMTS: 161 Jts.@ 4982' 4585' (1 Shol) 4585.5' (1 Shot) 4585.75' (1 Shot) RED1
TUBINGANCHOR: None 4722' (1 Shol) 4722.5' (1 Shot) RED5

NO. OF JOINTS: NA 4728' (1 Shot) 4728.5' (1 Shot) RED5
SEATING NIPPLE: 2 3/8" x 1.1' 4734' (1 Shot) 4734.5' (1 Shot) RED5

PERF. SUB: 2 3/8" x 3' 5056' (4 Shots) 5056.5' (4 Shols) GREEN5
MUDANCHOR: 2 3/8" x 30'

TOTALSTRING LENGTH: 5026' KB RECOMPLETION:
SN LANDEDAT: 4996' KB 5447' (1 SPF) BLUE1

MB1' (1 SPF) BLUE1
5453' (1 SPF) BLUE1

SUCKER ROD RECORD 5460' (1 SPF) BLUE1
------------------ 546T (1 SPF) BLUE1
1 - 1/4"x 22' Polished Rod 5492' (1 SPF) BLUE2
199 - 3/4" x 25' Plain Rods 5494' (1 SPF) BLUE2

5496' (1 SPF) BLUE2
6498' (1 SPF) BLUE2
5503' (1 SPF) BLUE2
5828' (1 SPF) BLUE4

PUMP SIZE: 2 x 1 112"x 16' RWBC 5830' (1 SPF) BLUE4
STROKE LENGTH:

PUMP SPEED, SPM:
PUMPING UNETSIZE: Cabot 114 (serviced 10-16-92) ACIDJOBS

Ajax Motor ------------- ------------

4585.75'4722' KB 500 gals 15% mud acid.
5056'-50565' KB 250 gals 15% mud acid.

LOGS:Cement BondLog, Compensated Formation
Density Log, Induction Resistivity Log, RECOMPLET10N:
Mud Log. 5447-6830' KB 1500 gala 7.5% HCI acid & 18

balle, saw good ball action.

FRACJOBS

4585.75'4722' KB 140-65. 125 Bbis prefUsh, 11440 gal
Ashley Valleycrude w/ 12600# 2040 sand,
2000 galoilw/1000#glassbeads, 124 Bbis
oil@30 BPM@4200 psi.

5056'-5056.5'KB 1-29-65. 155 Bbis Ashley Valleycrude
prefUsh, 16300 galcrude w/ 16800# 20-40
mesh sand, 4000 gal crudew/ 1000#glass
beads @28 BPM@ 3875 psi.

RECOMPLETION:
544T-8830' KB 9-12-82 w/ Dowell.39364 gal YF4PSD fluid

w/55400#2040 aand. Screened out pdor to
10-20 aand hitting ports. ATR 16 BPM @
8600 psi. ISIP 1850 psi, 15 - 1600 psi,
20 -1600
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860

P.O. Bo× 21017 FAX: (406) 245-1365 O
Billings, MT 59104 FAX: (406) 245-1361

September 12, 1994
SEP 13

Bureau of Land Management (,C (og DN KAR G-ri f.ÆÂ..O -/07

170 South 500 East
- LC /O LÍÑEVernal, UT 84078
U- 0 / 7--7½ Mo

Gentlemen:

Enclosed are Notices of Intent to convert the seventeen wells
on the enclosed list to water injection.

If you have any questions or need additional information, please
let me know.

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

/hs

Enclosures

cc: Dan Jarvis, Utah Division of Oil, Gas and
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
DECISION DOCUMENT

Applicant: Balcron Oil Location: Jonah Unit

Wells: Federal 34-10,12-11,14-11,23-11,32-11,34-11,43-11,
C&O Govt. #4,12-12,14-12,32-12,21-14,41-14,23-15,32-15,
41-15 and 44-1

Ownership Issues: The proposed wells are located in sections 1,10,11,12,14 and 15
township 9 south, range 16 east, Duchesne County, Utah. Surface ownership within the
1/2 mile area is held by the BLM and the State of Utah. AIIof the wells are located on
Federal land. Mineral interests are held by private individuals, the State of Utah, and the
federal government. Balcron Oil has submitted an affidavitstating that a copy of UIC form
1 was sent as notice to all surface owners and operators withina 1/2 mile radius of each
of the proposed injection wells.

Well Integrity: The seventeen wells proposed for conversion to injection all have surface
casing set at approximately 300 feet ± 30 feet, and were all cemented to surface.
Production casing was set at a depth of approximately 5600 feet - 5800 feet, and were
all cemented above the injection zone. Cement bond logs are on file with the Division
and verify reported cement tops. The interval from 4590-5614 feet (Green River
Formation) has been perforated for water injection. A 2 7/8 inch tubingwith a packer will
be set above the perforations for injection of water. There are 27 producing wells, 17
injection wells and 5 plugged and abandonded wells in the 1/2 mile area of review. All
wells in the AOR have sufficientcement behind the production string and have adequate
surface casing to prevent migration of fluid up the hole. At the time of conversion the
casing willbe pressure tested. Casing/tubing annulus pressure will be monitoredon a
daily basis and reported on a monthly basis thereafter. Additional casing pressure tests
shall be run every five years or whenever the tubing and packer assemblies are pulled
for workover purposes.

Ground Water Protection: The base of moderately saline water in the area of the project
is at a depth of approximately 300-500 feet. Each of the injection wells and offset
producing wells have adequate surface casing and sufficient cement on the production
casing to protect fresh water. The submitted fracture pressure for the field is .861 psi/ft
resulting in a maximum allowed surface pressure of 2000 psi. Injection pressures for
each of the injectors will be maintained below the fracture pressure so as not to initiate
fractures in the overlying strata. The confining intervals above and below the injection
zone consists of tight shales, siltstones and limestones of the Green River Formation.
Water analysis indicate that the TDS of injection zone is greater than 10,000
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Oil/Gas & Other Mineral Resources Protection: Balcron is the operator of the Jonah
Unit. A unit agreement was previously formed, correlative rights issues were addressed
before the Board of Oil, Gas and Mining when the matter was heard.

Bonding: Balcron is the operator of all wells within the project and is bonded by the
Federal Government.

Actions Taken and Further Approvals Needed: These applications are for wells in an
existing waterflood unit, previously supplied data and information along with newly
submitted data supports a decision to approve the wells for conversion to injection. A
public notice has been published in both the Salt Lake Tribune and the Uinta Basin
Standard. The applications for the injection wells are technicallycomplete. A casing
pressure test needs to be conducted when the well is converted and a casing\tubing
pressure test run prior to injection. The casing tubing annulas needs to be pressured to
1000 psi and not 500 psi as stated in the permit. Following the 15 day comment period
if no objections are received it is recommended to issue both an approval to convert the
wells and an injection permit. There are no special conditions or stipulations and the
permit should be granted in accordance with the conditions set forth in the application.

DJJ 09-30-94
Reviewers
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Pa State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)

Division Director 801-538-5319 (TDD)

October 4, 1994

Equitable Resources Energy Company
Balcron Oil Division
1601 Lewis Avenue
Billings, Montana 59104

Re: Monument Butte Federal 34-10, 12-11, 14-11, 23-11, 32-11, 34-11, 43-11, 12-12, 14-
12, 32-12, 21-14, 41-14, 23-15, 32-15, 41-15, 44-1 and C&O Govt.#4 Wells Located
in Sections 1, 10, 11, 12, 14 and 15, Township 9 South, Range 16 East, Duchesne
County, Utah

Gentlemen:

In accordance with Utah Admin. Code R.649-5-3-3, the Division of Oil, Gas and
Mining (the "Division") issues its administrative approval for conversion of the referenced
wells to Class II injection wells.

The following stipulations shall apply for compliance with this approval:

1. Full compliance with all applicable requirements regarding operation,
maintenance and reporting for Underground Injection Control ("UIC") Class
II injection wells pursuant to Utah Admin. Code R.649-1 et seq.

2. Conformance with all conditions and requirements of the enclosed
Underground Injection Control Permit and the application submitted by
Equitable Resources Energy Company.

If you have any questions regarding this approval or the necessary requirements,
please contact Dan Jarvis at this office.

Associate Director
cc: Dan Jackson, EPA

Bureau of Land Management,
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O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)

Division Director 801-538-5319 (TDD)

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-152

Operator: Equitable Resources Energy Company

Wells: Monument Butte Federal 34-10, 12-11, 14-11, 23-11,
32-11, 34-11, 43-11, 12-12, 14-12, 32-12, 21-14,
41-14, 23-15, 32-15, 41-15, 44-1 and C&O Govt.#4

Location: Sections 1, 10, 11, 12, 14 and 15, Township 9 S,
Range 16 E,
Duchesne County

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Wells issued on
October 4, 1994.

2. Maximum Allowable Injection Pressure: 2000 psig

3. Maximum Allowable Injection Rate: 600 bbls per day/well

Approved by:

R.J. Firt Date
Associate Director, Oil and
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INJECTION WELL APPLICATION

REVIEW SUMMARY

Applicant: Ñ ff Well: Áf

Location: sectiont ///4/ff/ township ff range /Af

API #: Well Type: disp.__ enhanced recov.

If enhanced recovery has project been approved by the Board ?

Lease Type: tr surface ownership: S/M

Field: ww- Unit: Dra Indian Country:

UIC Form 1: A Plat: Wells in AOR: Yo

Logs Available: Bond Log:

Casing Program:

Integrity Test: ( Ñvp trJ/M '

Injection Fluid: aÁ yÃ, « » WA

Geologic Information:

Analyses of Injection Fluid: A Formation Fluid:/ Compat.

Fracture Gradient Information: Parting Pressure

Affidavit of Notice to Owners: Vaa.
Fresh Water Aquifers in Area:

Depth Base of Moderately Saline Water:

Confining Interval:

Reviewer: Date:

Comments & Recommendation
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STATE OF UTAH
Division of Oil, Gas and Mining

355 West North Temple
3 Triad Center, Suite 350

Salt Lake City, Utah 84180-1203

INJECTION WELL - PRESSURE TEST

Test Date: /P ffÑŸ Well Owner/Operator: ??V1

Disposal Well: Enhanced Recovery Well: Other:

API No.: 43- M - 3/ L/ Well Name/Number: 3 Ÿ /P

Section: () Township: Range: /

Initial Conditions:

Tubing - Rate: S Pressure: psi

Casingfrubing Annulus - Pressure: / /Jf psi

Conditions During Test:

Time (Minutes) Annulus Pressure Tubine Pressure

10 //
15 // Z S'
20
25

Resu ail

Conditions After Test:

Tubing Pressure: ff 7¶' psi

CasingfTubing Annulus Pressure: psi

Operator Representative DOGM W
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Form 3160-5 - UNITED STATES FORJul APPROVED
:June 1990) DEPARTMENT OF THE INTERIOR BudEXCpire :r

a 3
BUREAU OF LAND MANAGEMENT s. t.case oexign.,¡...nu ser¡,iNo.

-

U-017985
SUNDRY NOTICES AND REPORTS ON WELLS 6. If ladian, Anonce or Tribe Name

Do not use this form for proposals to drill or todeepen or reentato a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals n/a

SUBMIT IN TRIPLICATE
i. µ uni,or c.a. Agr=e.ment

oexig.cou--

t.Typeerwen -
Jonah Unit

O°w".aO°w¾aUos=, WIW •·*=""--""·

2. Name er opemor Balcron MonumntFederal #34-100
Equitable Resources Energy Company, Balcron Oil Division 9·^PI*=¤No-

3. Address and Telephone Na. - 43-013-31416
P.O. Box 21017; Billings, MT 59104 (406) 259-7860 10. Field and Pool, or Exploratory Arca

4. Loculon af Well (Footage. Sec., T.. R., M.. or Survey Descripúan) Monment Butte/Green River
11. County or Parish, 5::::

SWSE Sectioñ°10, T9S, R16E .

592' FSL, 1979' FEL Duchesne County, UTAH
II- CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTlCE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O souc..n...., · O Abandonment Change of hans

O a....,..... O s.. c....-s o

Subsequent Repan Plugging Back Non-Routin: Fracturing

O cas,,, a...i, O w..., ss...orr
O Final Abandonment Notice Menng Cag Conve.<on to in don

O o..,
·

· O o.2,... w.
(Note: Reportresuksoi muhiplecompitsionon Wcli

Compiction or Recompletion Report sad Los form.)

13. Describe Proposed or Completed Operations (Clearly nate all peninent demily, and give peninent dates. including estimated duc of staning any proposed work. If well is directionally drilled,
give subsurface locations and measured and true venical depths for all markers and zones pertinent to this work.)•

This well has been converted to water injection in accordance with permit approval.
Refer to the attached workover procedure, well report, and injection well completion
diagram for details of the conversion.

Ifer.sye., efare ingumand- RegUlatory and
signed dk. -ña, Fnvironmental Specialist n·· ANU‡

Approved by Titir Dale
Conditions at approval, if any:

de 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or represemations as to any maner within its jurisdiction.

'See In:truction on Reverse
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Balcron Monument Federal #34-10J
Jonah Unit/MonumentButteField WELLHISTORYREPORT
Lease No. U-017985
SW SE Section10, T9S, R16E
DuchesneCounty,Utah

Date WorkDescription

Conversionofwelltowaterinjection.

9-27-94 - MIRUCannonWell Service,TOOH w/rods,pump, &tbg.

- RIHw/bit&scrapper toTD.

8-5-94 - RIHw/2 7/8" injection 1bg&Arrow Set-1packer.

8-6-94 - Pump 55 gals ChampionCortron#2343 corrosioninhibitormixedw/ 60 STBW downcsg.

- Set packer @4625' KB,NUwellhead,pressure testcsgannulusto 1000 psig.
no loss, RDMO.

10-18-94 Perform MIT,pressure csgannulusto1125 psig for 15 minutes,no loss, UtahOG&M
wittnessDan Jantis.

11-9-94 RUAlnigtherHotOilService,mix5 gals WseternClaymaster&10gals 940 surfactant
w/ 130 STB 2% KCIwater,pumpdownibg @180 deg.F., startwater injection@
150
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BALCRONMONUMENTFEDERAL#34-103 BALCRONOILSW SE Section 10, TSS,R16E 1-10-94 JZ592' FSL & 1979' FEL
Jonah Unit/Monument Butte Field IRIECTlÓN WELLCOMPLETIONDIAGRAM
Lease No. 19017985
Duchesne County,Utah
592' FSL & 1979' FEL
Elev.Gr@5716' UTAHCAUSE NO.: UIC-152
Elev. @KB5726' (10' KB)

SURFACE CASING

8-5/8", 24#, J-55
Length @266.87'
Hole Size@ 12-1/4" <- 274' KB
Depthlanded@274'KB
Cementedw/150 sxs Class Class 'G" &
1/4#/sx Celollake
5 BBLSreturn.

PRODUCTIONCASING - UintahFormation @Surfaceto 1400'.

5-1/2", K-55, 15.5#
Length @5836.04'
Depth landed @5832.04' KB
Cementedw/110 sxs Hilift&
290 sxs Class 'G"
Top ofCement@2735' from CBL

TUBING/INJECTIONSTRING <-Top ofCement@2735' KBfrom CBL.

Injection Length SettingDepth
Equpment &Size FT. FT.(w/10' KB)

KB 10.00
1) 146 jnts 2 7/8" tbg 4606.62 4616.62
2) 2 7/8" SN (2.25" ID) 1.10 4617.72 - Green River Formation @ 1400' to 4100'
3) 5.5" ArrowSet-1 Pkr 7.00 4624.72

End ofTLbing 4624.72

Injection Packers Set 10-5-94 By Mtn States.

2 7/8" SN ID@2.25". Ñ Ë <- ArrowSet-1 Packer @4625' KB
ArrowSet-1 Pkr set w/ 16" Tension.
Packer fluid - 55 gals ChampionCortron#23-83
w/60 STBW. 51%

PERFORATIONRECORD

InjectionHorizons 4700'-11' (2 SPF) RED 1
----------- ----- ---- 25% 4865'-72' (1 SPF) RED 5
4700'-4711' (11') RED 1 5015'-19' (2 SPF) GREEN 1
4865'-4872' (7') RED 5
5015'-5019' (4') GREEN 1 24%

Tracer Surveyran 12-22-94
- Douglas CreekMember@4100' to5350'

PBTD@5787.54'KB
TD@5850'KB

- Wasatch Fomiation Transition @5350' to 6000'

- Wasatch Formation @
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BALCADNGL WELLRËPÖlW

WELLNAME: BalcronMonument Federal #34-10J DATE: 1-1 94 JZ
FIELD: Jonah Unit/Monumert Butte Field

FEDERALLEASE NO.: LM)17985 APINO.: 43-013-31416
LOCATION: SW SE Section 10, T9S, R16E UTAHCAUSE NO.: UIC-152

592' FSL & 1979' FEL
COUNTY)STATE: DuchesneCounty, Utah

WORKING INTEREST: .805079506 NET REVENUE INT.: .73831617 OII
PRODUCING FORMATION: Green River

.66359285 Gas
COMPLETIONDATE: 2-15-94 SPUD DATE: 1-12-94

INFTIALPRODUGTION: 43 STBOPD, 172 MSCFPD, 7 STBWPD OILGRAVITY: 34 API
IAST PRODUCTION: 6 STBOPD, 30 MSCFPD, OSTBWPD BHT: 135 Deg.F

PRESENT PROD STATUS: Water Inlection Well
Started Water injection 11-9-94 LASTMITDATE: 10-18-94

CONVERSIONTO INJ.: 10-5-94 1125 psig for 15 min., no loss.
INJECTIONRATE: 150 STBWPD

ELEVATIONS-GROUND:5716' KB: 5726'(10'KB)
TUTALDEPTH: 5850' KB PLUG BACKTD: 578754' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8-5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT 24 Ibs. WEIGHT: 15.5 lbs.
LENGTH: 6 jnis@ 266.87' LENGTH: 5836.04'

HOLE SIZE: 12-1/4" HOLE SIZE: 7-7/8"
DEPTH l.ANDED: 274' KB DEFTH LANDED: 5832.04' KB

CEMENTDATA' 150axs Class "G",2% CCL & CEMENTDATA: 110 axs Hllift&
1/4#lsK Celoflake 290 sKs Class "G"

CEMENTTOP AT: 2735'from CBL

TUBING/INJECTIONSTRING
PERFORATIONRECORD

Injection Length Setting Depth 4700'-11' (2 SPF) RED 1
Equþment & Size FT. FT.(w/10' KB) 4865'-72' (1 SPF) RED 5

----------- -------- 5015'-19' (2 SPF) GREEN 1
KB 10.00
1) 146 jnts2 7/8" tbg 4606.62 4616.62
2) 2 7/8" SN (2.25" ID) 1.10 4617.72 ACIDJOBS
3) 5.5" Arrow Set-1 Pkr 7.00 4624.72 ------------ ----- -----

End of Tubing 4624.72 4865'- 4872' KB 1-31-94: By Westem w/500 gals
(Stage One) 15% HCL &500 gals 2% KCLwtr.

Inlection Packers Set 10-5-94 By MtnStates. ATP 2000 psi, max 3000 psi.
ATR 2 BPM, max 8.3 BPM. ISIP

2 7/8" SN ID@ 2.25". 1250 psi.
Arrow Set-1 Pkr set w/16" Tension.
Packer fkild - 55 gals Charrplon Cortron #23-83 w/60 STBW. 4865'- 4872' KB 1-31-94: By Westem wi500 gals

(Stage Two) 15% HCL &500 gals 2% KCLwtr.
ATP 1350 psi, max5000p6|.

Injedlon Horizons ATR 2 BPM, max7.5 BPM. ISIP
------------ 1300 pal.

4700'-4711' (11') RED 1
4865'-4872' (7') RED 5 4700'- 4711' KB 2-3-94: By Westem w)500gals
5015'-5019' (4') GREEN 1 15% HCL &672 gals 2% KCLwtr.

ATP 2000 psi, max 2400 psi.
ATR 3 BPM, max 4 BPM. ISIP

LOGS: Compensated NeutrmLitho-Density Log; 1100 psi.
Dual Laterolog Micro-SFL;Gamma-Ray & Collar
Log; Cemert Bond &Gamma-Ray& Collar Log; FRACJOBS
Mud Log

------------ -----

4865'- 4872' KB, 1-31-94: By Westem w/32,00D#
5015'-5019' KB 16/30 mesh sand w/13,062 gal

2% KCLwtr &500 gals 15% HCL.
ATP 2500 psi, max3050 psi.
ATR 29.6 BPM, max 29.8 BPM.
ISIP 2600 psi.

4700'- 4711' KB 2-7-94: By Westem wf35,720#
16/30 mesh sand w/17,398gals
2% KCLgelled wtr. ATP 2500 psi,
max 2840 psi. ATR 25 BPM,
max 25 BPM. ISIP 2000 psi,
5 min1T10 psi, 10 min1710,
15 min 1670

BALCADNGL WELLRËPÖlW
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592' FSL & 1979' FEL
COUNTY)STATE: DuchesneCounty, Utah

WORKING INTEREST: .805079506 NET REVENUE INT.: .73831617 OII
PRODUCING FORMATION: Green River

.66359285 Gas
COMPLETIONDATE: 2-15-94 SPUD DATE: 1-12-94

INFTIALPRODUGTION: 43 STBOPD, 172 MSCFPD, 7 STBWPD OILGRAVITY: 34 API
IAST PRODUCTION: 6 STBOPD, 30 MSCFPD, OSTBWPD BHT: 135 Deg.F

PRESENT PROD STATUS: Water Inlection Well
Started Water injection 11-9-94 LASTMITDATE: 10-18-94

CONVERSIONTO INJ.: 10-5-94 1125 psig for 15 min., no loss.
INJECTIONRATE: 150 STBWPD

ELEVATIONS-GROUND:5716' KB: 5726'(10'KB)
TUTALDEPTH: 5850' KB PLUG BACKTD: 578754' KB

SURFACE CASING PRODUCTIONCASING

STRING: 1 STRING: 1
SIZE: 8-5/8" SIZE: 5-1/2"

GRADE: J-55 GRADE: K-55
WEIGHT 24 Ibs. WEIGHT: 15.5 lbs.
LENGTH: 6 jnis@ 266.87' LENGTH: 5836.04'

HOLE SIZE: 12-1/4" HOLE SIZE: 7-7/8"
DEPTH l.ANDED: 274' KB DEFTH LANDED: 5832.04' KB

CEMENTDATA' 150axs Class "G",2% CCL & CEMENTDATA: 110 axs Hllift&
1/4#lsK Celoflake 290 sKs Class "G"

CEMENTTOP AT: 2735'from CBL

TUBING/INJECTIONSTRING
PERFORATIONRECORD

Injection Length Setting Depth 4700'-11' (2 SPF) RED 1
Equþment & Size FT. FT.(w/10' KB) 4865'-72' (1 SPF) RED 5

----------- -------- 5015'-19' (2 SPF) GREEN 1
KB 10.00
1) 146 jnts2 7/8" tbg 4606.62 4616.62
2) 2 7/8" SN (2.25" ID) 1.10 4617.72 ACIDJOBS
3) 5.5" Arrow Set-1 Pkr 7.00 4624.72 ------------ ----- -----

End of Tubing 4624.72 4865'- 4872' KB 1-31-94: By Westem w/500 gals
(Stage One) 15% HCL &500 gals 2% KCLwtr.

Inlection Packers Set 10-5-94 By MtnStates. ATP 2000 psi, max 3000 psi.
ATR 2 BPM, max 8.3 BPM. ISIP

2 7/8" SN ID@ 2.25". 1250 psi.
Arrow Set-1 Pkr set w/16" Tension.
Packer fkild - 55 gals Charrplon Cortron #23-83 w/60 STBW. 4865'- 4872' KB 1-31-94: By Westem wi500 gals

(Stage Two) 15% HCL &500 gals 2% KCLwtr.
ATP 1350 psi, max5000p6|.

Injedlon Horizons ATR 2 BPM, max7.5 BPM. ISIP
------------ 1300 pal.

4700'-4711' (11') RED 1
4865'-4872' (7') RED 5 4700'- 4711' KB 2-3-94: By Westem w)500gals
5015'-5019' (4') GREEN 1 15% HCL &672 gals 2% KCLwtr.

ATP 2000 psi, max 2400 psi.
ATR 3 BPM, max 4 BPM. ISIP

LOGS: Compensated NeutrmLitho-Density Log; 1100 psi.
Dual Laterolog Micro-SFL;Gamma-Ray & Collar
Log; Cemert Bond &Gamma-Ray& Collar Log; FRACJOBS
Mud Log

------------ -----

4865'- 4872' KB, 1-31-94: By Westem w/32,00D#
5015'-5019' KB 16/30 mesh sand w/13,062 gal

2% KCLwtr &500 gals 15% HCL.
ATP 2500 psi, max3050 psi.
ATR 29.6 BPM, max 29.8 BPM.
ISIP 2600 psi.
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16/30 mesh sand w/17,398gals
2% KCLgelled wtr. ATP 2500 psi,
max 2840 psi. ATR 25 BPM,
max 25 BPM. ISIP 2000 psi,
5 min1T10 psi, 10 min1710,
15 min 1670
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h EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

FAX: (406) 245-13651601 Lewis Avenue
FAX: (406) 245-1361Billings, MT 59102

March 16, 1995 OF OiL, G

Mr . Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Mr. Jarvis:

Attached are copies of the injection profile reports for our
enhanced recovery wells in the Jonah Unit.

If you have any questions, please call John Zellitti at (406)
259-7860.

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

/hs
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EQUITABLE RESOURCES ENERGY COMPANY-BALCRON OIL DIVISION
INJECTION PROFILE

MONUMENT I'ate: 12/22/94 Desired Rate: 150 B/D
S trface Temp: 45 F MeteredRate: 150 B/D

FEDERAL 34-10J EHT: 153 F Measured Rate: 135 B/D
P 3TD: 5787 Tbg Pressure: 1700 PSI
TD: 5761 Csg Pressure: 0 PSI
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Remarks: R/A Tracer suney indicates exits as shown. Packer checks okay.

Servica Company: Well nformation Services, Inc.
Opera or: Bart
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365

Billings, MT 59102 FAX: (406) 245-1361

JUN1 6 1995
June 14, 1995

Debra Falcone
State of Utah
Division of Oil, Gas, and Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Debra:

RE: Balcron Monument Federal #34-10J 41. O/7-7/4 |Á
SW SE Section 10, T98, R16E
Duchesne County, Utah

There was never a geological report prepared for this well so I have
copied down the formation tops for your records.

FORMATION DEPTH

Green River 1597'
Horsebench SS 2201'
Garden Gulch Marker 3884'
Douglas Creek 4674'
Black Shale Facies 5333'
Castle Peak LS 5538'

Please feel free to contact me if you need any further information.

Molly Conrad
Operations Secretary
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EQUITABLE· • RCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365
Billings, MT 59102 FAX: (406) 245-1361

April 1, 1996

Mr. Dan Jarvis
Utah Division of Oil. Gas and Mining
UIC Program
355 West North Temple
Salt Lake City, UT 84180

Dear Dan:

Effective April 1, 1996, our name will change from Equitable Resources
Energy Company, Balcron Oil Division to Equitable Resources Energy
Company. Attached is a listing of permits which we have with your
Agency. This change will apply to those. If you note that I have
missed some or if you have any questions, please do not hesitate to give
me a call at (406) 259-7860, extension 240 to discuss this.

This change affects only our company name. The physical locations of
our offices and the personnel remain the same.

If you have any questions, please do not hesitate to give me a call.

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs
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UTAH UIC PERMITS

Balcron Monument Fed. #23-11 State #UIC-152

Balcron Monument Fed. #14-11 State #UIC-152

Balcron Monument Fed. #12-11 State #UIC-152

Walton Federal #34-11 State #UIC-152

Balcron Monument Fed. #34-10J State #UIC-152

Balcron Monument Fed. #44-1J State #UIC-152

Coyote Basin Area Waterflood

Area Permit No. UT2653-00000 (Approved 2/18/94)

Coyote Basin Fed. #42-6X UT2653-03751 (AREAPERMIT UT2653-00000)
East Red Wash Federal #2-5 UT2653-03752 (AREA PERMITUT2653-00000)
East Red Wash Federal #4-6 UT2653-04224 (AREA PERMIT UT2653-00000)

Amerada Guinand Federal #1 UT2653-04225 (AREA PERMITUT2653-00000)

Section 2 Waterflood
Area Permit No. UT2776-00000 (Approved 11/95)

Balcron Monument State #14-4 UT2776-04275 (State U1C-163)

Balcron Monument State #22-2 UT2776-04276 (State UIC-163)

Parlette Field SWD

Pariette Bench #4 SWD (UT) UT2676-02569
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ronMe ' E E OF UTAH

DIVISION OF OIL, GAS AND MINING
5. Laase Designation and Serial Number:

See attached listing
0. If Indian, Allottee or Tribe Name:

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:

Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells See attached 1i sti ngUse APPUCATlON FOR PERMIT TO DAIU. OR DEEPEN form for such proposals.

8. Well Name and Number:1. Type of Well: OIL O GAS OTHER: ·
.See attached listing See attached listing

2. Name of Operator: 9. API Well Number:

Equitable Resources Energy Companv. Balcron Oil Division See attached listing
3. Address and Telephone Number 10. Field and Pool, or Wildcat:

1601 Lewis Avenue Avenue; Billings, MT 59102 (406) 259-7860 See attached listinq
4. Location of Well

Footages: See attached listing county: See attached list
OQ.Sec..T.,R,M.: State: UTAH

1 CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in DupHoate) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New Construction

O Repair Casing O Pull or Atter casing O Repair casing O Pull or Alter casing
O Change of Plans O Recomplete O Change of Plans O Reperforate

O convertto injection O Reperforat• O convertto injection O Vent or Flaro

O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

O Multiple Completion O Water Shut-Off g Other Operator name change
O Other

Date of work completion

Approximate date work will start Report results of Muldple Comptedone and Rooompleuone to different reservolfs Dn WEl.l..
COMPLEDON OR RECOMPLETION REPORTAND LOG form.

* Must be accompanled by a cement verificationreport.

12. DESCAIBEPAOPOSED OR COMPLETEDOPERATlONS (Clearty state all pertinent detalls, and give pertinent dates. If well Is directionally drilled, give subsurface locations and measured and true
vertical depths for all markers and zones pertinent to this work.)

Effective April. 1, 1996, operator will change its name from Equitable Resources
Energy Company, Balcron Oil Division TO: Equitable Resources Energy Company.
Physical location of the operator remains as: 1601 Lewis Avenue; Billings, MT 59102
(406) 259-7860, FAX: (406) 145-1361. This is to report the operator name change '
only. It affects the wells on the attached listing. .

• Regulatory and
Name&Signature: Hie: Environmental Specialist oat.: March 27 1996

Bobble Schuman
(This apaos for stateuse only)

(4\D4) (See Instructions on Reverse
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Bobble Schuman
(This apaos for stateuse only)

(4\D4) (See Instructions on Reverse

ronMe ' E E OF UTAH

DIVISION OF OIL, GAS AND MINING
5. Laase Designation and Serial Number:

See attached listing
0. If Indian, Allottee or Tribe Name:

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:

Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells See attached 1i sti ngUse APPUCATlON FOR PERMIT TO DAIU. OR DEEPEN form for such proposals.

8. Well Name and Number:1. Type of Well: OIL O GAS OTHER: ·
.See attached listing See attached listing

2. Name of Operator: 9. API Well Number:

Equitable Resources Energy Companv. Balcron Oil Division See attached listing
3. Address and Telephone Number 10. Field and Pool, or Wildcat:

1601 Lewis Avenue Avenue; Billings, MT 59102 (406) 259-7860 See attached listinq
4. Location of Well

Footages: See attached listing county: See attached list
OQ.Sec..T.,R,M.: State: UTAH

1 CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in DupHoate) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New Construction

O Repair Casing O Pull or Atter casing O Repair casing O Pull or Alter casing
O Change of Plans O Recomplete O Change of Plans O Reperforate

O convertto injection O Reperforat• O convertto injection O Vent or Flaro

O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

O Multiple Completion O Water Shut-Off g Other Operator name change
O Other

Date of work completion

Approximate date work will start Report results of Muldple Comptedone and Rooompleuone to different reservolfs Dn WEl.l..
COMPLEDON OR RECOMPLETION REPORTAND LOG form.

* Must be accompanled by a cement verificationreport.

12. DESCAIBEPAOPOSED OR COMPLETEDOPERATlONS (Clearty state all pertinent detalls, and give pertinent dates. If well Is directionally drilled, give subsurface locations and measured and true
vertical depths for all markers and zones pertinent to this work.)
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ENERGYCOMPANY
BALCRON OILDIVISION Office (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX (406) 245-1361 g

March 22, 1996

Utah Division of Oil, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180 Opf F ÛË-,GAS

.

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources

Energy company, Balcron Oil Division to Equitable Resources Energy

Company. Attached is a sundry notice reflecting that change. To

simplify paperwork, I have done one sundry notice with copies for each

of the wells. To this letter I have attached a list of our wells for

your ease in filing the sundry notices in the well files. This should

be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to
have them sorted differently (for example, the Montana Board of oil and

Gas prefers them sorted by API number), please give me a call at (406)

259-7860, extension 240 and I would be glad to provide a list to your
specifications.

This change affects only our company name. The physical locations of

our offices and the personnel remain the same. We will be changing our
well signs and ask for your patience and cooperation as this will be
done as soon as possible but may take some time since we do have so many

properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs
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UTAH

Balcron Monument Fed. #32-1J Monument Butte SW NE 1 9S 16E Duchesne UT Oil Green River U-33992 43-013-31414 2143' FNL, 198T FEL Vemal Jonah
Balcron Monument Fed. #32-25 Undesignated SW NE 25 BS 17E Uintah UT Oil Green River U-67845 43-047-32524 1980' FNL, 1980' FEL Vernal
Balcron Monument Fed. #33-11J Monument Butte NW SE 11 9S 16E |Duchesne UT Oil Green River U-096550 43-013-31451 1971' FSL, 2032' FEL Vemal Jonah
Balcron Monument Fed. #33-25 Undesignated NW SE 25 SS 17E Uintah UT Oil Green River U-67845 43-047-32525 2097 FSL, 206T FEL Vemal
Balcron Monument Fed. #33-6 Monument Butte NW SE 6 9S 17E Duchesne UT WIW Green River U-020252-A 43-013-31361 1832' FSL, 1829' FEL Vemal Jonah
Balcron Monument Fed. #33-8 Monument Butte NW SE 8 9S 17E Duchesne UT Oil Green River UTU-74108 43-013-31427 1980° FSL, 1980' FEL Vemal Beluga
Balcron Monument Fed. #34-10J Monument Butte SW SE 10 9S 16E Duchesne UT WlW Green River U-017985 43-013-31416 592' FSL, 1979' FEL Vemal Jonah
BalcronMonument Fed. #34-25 Undesignated SW SE 25 8S 17E Uintah UT PND Green River U-67845 800' FSL, 2100' FEL Vemal
Balcron Monument Fed. #34-7 Monument Butte SW SE 7 9S 17E Duchesne UT PND Green River UTU-72106 43-013-31426 810' FSL, 1736' FEL Vemal
BalcronMonument Fed. #41-12J Monument Butte NE NE 12 9S 16E Duchesne UT Oil Green River U-44426 395' FNL,476' FEL Vemal Jonah
Balcron Monument Fed. #41-14J Monument Butte NE NE 14 9S 16E Duchesne IUT WIW Green River U-096550 43-013-31408 363' FNL,600° FEL Vemai Ãnah
Balcron Monument Fed. #41-15 Monument Butte NE NE 15 98 16E Duchesne UT WIW Green River U-017985 43-013-31367 460' FNL,500' FEL Vemal Jonah
Balcron Monument Fed. #41-17 Monument Butte NE NE 17 9S 17E Duchesne UT Oil Green River UTU-72106 43-013-31466 660' FNL, 660' FEL Vemal Beluga
Balcron Monument Fed. #41-26 Monument Butte NE NE 26 8S 17E Uintah UT PND Green River U-67845 43-047-32456 660 FNL,500' FEL Vemal
Balcron Monument Fed. #42-11J Monument Butte SE NE 11 9S 16E Duchesne UT Oil Green River U-096550 43-013-30066 1992' FNL, 496' FEL Vemal Jonah
Balcron Monument Fed. #42-12J Monument Butte SE NE 12 9S 16E Duchesne UT Oil Green River U-035521 43-013-31486 2550° FNL, 391' FEL Vemal Jonah
Balcron Monument Fed. #42-14J Monument Butte ISE NE 14 9S 16E Duchesne UT PND Green River U-096550 43-013-21491 1882' FNL, 773' FEL Vemal Jonah
Balcron Monument Fed. #42-17 Monument Butte SE NE 17 9S 17E Duchesne UT Oil Green River UTU-72106 43-013-31467 1800 FNL, 700' FEL Vemal Beluga
Balcron Monument Fed. #42-18 Monument Butte SE NE 18 9S 17E Duchesne UT PND Green River UTU-72106 43-013-31433 1800' FNL. 800' FEL Vemal
BalcronMonument Fed. #42-1) Monument Butte SE NE 1 9S 16E Duchesne UT WIW Green River U-40652 43-013-31404 208T FNL, 692' FEL Vemal Jonah
Balcron Monument Fed. #42-26 Undesignated SE NE 26 8S 17E Uintah UT PND Green River U-67845 2100' FNL,660' FEL Vemal
BalcronMonument Fed. #42-6 MonumentButte SE NE 6 9S 17E Duchesne UT WIW Green River U-020252-A 43-013-31364 1806' FNL,921' FEL Vemal JonahBalcronMonument Fed. #43-11J Monument Butte NE SE 11 9S 16E Duchesne UT WIW Green River U-096550 43-013-31002 2127 FSL, 693' FEL Vemal Jonah
Balcron Monument Fed. #43-26 Undesignated NE SE 26 BS 17E Uintah UT PND Green River U-67845 1880' FSL, 379' FEL Vemal
Balcron Monument Fed. #43-7 Monument Butte NE SE 7 9S 17E Duchesne UT Oil Green River UTU-72106 43-013-31432 1850' FSL, 850' FEL Vernal Beluga
Balcron Monument Fed. #44-1J Monument Butte SE SE 1 9S 16E Duchesne UT WIW Green River UA4426 43-013-31415 338' FSL, 859' FEL Vemal Jonah
Balcron Monument State #12-2 Undesignated SW NW 2 9S 17E Duchesne UT Oil Green River ML-45555 4M13-31481 1980' FNL,660' FWL
Balcron Monument State #13-2 Undesignated NW SW 2 9S 17E Duchesne UT Oil Green River MLAS555 43-013-31482 2210' FSL, 604' FWL
Balcron Monument State #14-2 Undesignated SW SW 2 9S 17E Duchesne UT Oil Green River ML-45555 43-013-31425 513' FSL, 78T FWL
Balcron Monument State #21-2-9-17 Undesignated .NE NW 2 9S 17E Uintah UT Oil Green River ML-45555 4M47-32703 821' FNL, 218T FWL
Balcron Monument State #22-2 Undesignated SE NW 2 9S 17E Uintah UT Oil Green River ML-45555 43-047-32610 1980' FNL, 1980° FWL
BalcronMonumentState #23-2 Undesignated NE SW 2 9S 17E Uintah UT WSW Green River ML-45555 43-047-32613 1980' FSL, 1980' FWL
BalcronMonument State #24-2 Undesignated SE SW 2 9S 17E Uintah UT Oil Green River ML-45555 43-047-32612 660' FSL, 1980° FWL
BalcronMonument State #32-2 Undesignated SW NE 2 9S 17E Uintah UT PND Green River ML-45555 43-047-32609 1980' FNL, 1980° FEL
BalcronMonument State #34-2 Undesignated SW SE 2 9S 17E Uintah UT PND Green River ML45555 43-047-32611 800' FSL, 1980' FEL
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Division of Gil, Gas and Miriing
OPERATORCHANGEHORKSHEET "°"

i -SJ
Attach all documentation received by the division regarding this change. 2 58--FIL
Initial each listed item when completed. Write N/A if item is not applicable. 3 GI

4
O Change of Operator (well sold) O Designation of Agent 5
O Designation of Operator REKOperatorMiamea£¾atige Onlý

The operator of the well(s) listed below has changed (EFFECTIVE DATE: 4-1-96 )

TO (new operator) EQUITABLE RESOURCES ENERGY COEROM(former operator) EQUITABLE RESOURCES ENERGY CC
(address) 1601 LEWIS AVE (addreSS) BALCRON OIL DIVISION

BILLINGS MT 59102-4126 1601 LEWIS AVE
BILLINGS MT 59102-4126

phone (406 )259-7860 phone (406 >259-7860
account no. N9890 account no. N9890

He11(s) (attach additional page if needed)

Name:**SEE ATTACHED** API: Entity: Sec Twp Rng Lease Type:
Name: API: Entity: Sec __Twp __Rng __

Lease Type:
Name: API: Entity: Sec__ Twp __Rng __

Lease Type:
Name: API: Entity: Sec_ _Twp __Rng _

Lease Type:
Name: API: Entity: Sec_ _Twp __Rng _

Lease Type:
Name: API: Entity: Sec _Twp __Rng Lease Type:
Name: API: Entity: Sec_ _Twp _Rng Lease Type:

OPERATORCHANGEDOCUMENTATION
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OPERATOR CHANGEMORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

RE eEHR615-8-7)
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2. A copy of this form has been placed in the new and former operators' bond files.

Igt 3. The former operator has requested a release of liability from their bond (yes/no) _.

Today's date 19 ___. If yes, division response was made by letter
dated 19 __.

LEASE INTERESTOHNER NOTIFICATION RESPONSIBILITY

^¼ž l. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19___, of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such

M yt notification has been requested.

o > 2. C 1es o documents have been sent to State Lands for changes involving State leases.

FI MINGA11

attachments to this form have been microfilmed. Date: ÖÊ$ 19 JA
.
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Page No. 4 STATE OF UTAH
03/07/96 INVENTORY OF INJECTION WELLS

OPERATOR API NO. WELL TNS RGE SE WELLTYPE INDIAN COUNT
************ ************ ************ *** *** ** ******** ************

CROSS CREEK 43-037-20117 NAVAJO A #1 41S 26E 5 INJD Y
CROSS CREEK 43-037-20164 NAVAJO A #3 41S 26E 5 INJI Y
ENSERCH EXPL 43-013-31240 FEDERAL 43-3 08S 16E 33 INJW N
ENSERCH EXPL 43-013-31269 FEDERAL 34-3 08S 16E 33 INJW N
ENSERCH EXPL 43-013-31229 FEDERAL 14-3 08S 16E 33 INJW N
ENSERCH EXPL 43-013-31225 FEDERAL 14-3 OSS 16E 34 INJW N
ENSERCH EXPL 43-013-31272 FEDERAL 21-4 09S 16E 4 INJW N
ENSERCH EXPL 43-013-30670 FEDERAL 32-5 09S 16E 5 INJW N
ENSERCH EXPL 43-013-31205 FEDERAL 41-5 09S 16E 5 INJW N
ENSERCH EXPL 43-047-32248 1-26B 09S 19E 26 INJG N
ENSERCH EXPL 43-013-30913 44-5H 09S 17E 5 INJW N
ENSERCH EXPL 43-013-30678 42-8H 09S 17E 8 INJW N
ENSERCH EXPL 43-013-31457 22-8H 09S 17E 8 INJW N
ENSERCH EXPL 43-013-30679 31-8H 09S 17E 8 INJW N
ENSERCH EXPL 43-013-31049 22-9H 09S 17E 9 INJW N
ENSERCH EXPL 43-013-30682 24-9H 095 17E 9 INJW N
ENSERCH EXPL 43-013-30887 11-9H 09S 17E 9 INJW N
ENSERCH EXPL 43-013-31108 33-9H 09S 17E 9 INJW N
ENSERCH EXPL 43-013-30656 13-9H 09S 17E 9 INJW N
EQUITABLE RE 43-013-31362 FEDERAL 11-6 09S 17E 6 INJW Y
EQUITABLE RE 43-013-31361 FEDERAL 33-6 09S 17E 6 INJW Y
EQUITABLE RE 43-013-31363 FEDERAL 24-6 09S 17E 6 INJW Y
EQUITABLE RE 43-013-31364 FEDERAL 42-6 09S 17E 6 INJW Y
EQUITABLE RE 43-013-30919 FEDERAL 22-6 09S 17E 6 INJW Y
EQUITABLE RE 43-013-15779 FEDERAL 1-6 09S 17E 6 INJW Y
EQUITABLE RE 43-013-30918 FEDERAL 13-6 09S 17E 6 INJW Y
EQUITABLE RE 43-047-15681 PARIETTE BEN 09S 19E 7 INJD Y
EQUITABLE RE 43-013-31404 42-lJ 095 16E 1 INJW Y
EQUITABLE RE 43-013-31415 44-1J 09S 16E 1 INJW Y
EQUITABLE RE 43-013-30702 FEDERAL 1-13 09S 16E 1 INJW N
EQUITABLE RE 43-013-30735 FEDERAL 1-33 09S 16E 1 INJW N
EQUITABLE RE 43-013-30701 1-24 09S 16E 1 INJW N
EQUITABLE RE 43-013-31384 22-5 09S -LGB- 5 INJW Y
EQUITABLE RE 43-013-31416 34-10J 09S 16E 10 INJW N
EQUITABLE RE 43-013-31002 43-11J 09S 16E 11 INJW N
EQUITABLE RE 43-013-31369 23-11J 095 16E 11 INJW N
EQUITABLE RE 43-013-31417 12-11J 095 16E 11 INJW N
EQUITABLE RE 43-013-31386 32-11J 09S 16E 11 INJW N
EQUITABLE RE 43-013-31003 FEDERAL 34-1 095 16E 11 INJW N
EQUITABLE RE 43-013-31374 14-11J 09S 16E 11 INJW N
EQUITABLE RE 43-013-31410 12-12J 09S 16E 12 INJW N
EQUITABLE RE 43-013-31411 14-12J 09S 16E 12 INJW N
EQUITABLE RE 43-013-30742 GOVT C&O #4 09S 16E 12 INJW N
EQUITABLE RE 43-013-31419 32-12J 09S 16E 12 INJW N
EQUITABLE RE 43-013-31408 41-14J 09S 16E 14 INJW N
EQUITABLE RE 43-013-31421 21-14J 09S 16E 14 INJW N
EQUITABLE RE 43-013-31367 41-15J 09S 16E 15 INJW N
EQUITABLE RE 43-013-31373 23-15J 09S 16E 15 INJW N
EQUITABLE RE 43-013-31368 32-15J 09S 16E 15 INJW - N
EQUITABLE RE 43-013-31375 24-5 09S 17E S INJW Y
EQUITABLE RE 43-013-31370 FEDERAL 13-5 09S 17E 5 INJW Y
EQUITABLE RE 43-013-31195 ALLEN FEDERA 095 17E 6 INJW N
EQUITABLE RE 43-013-31405 31-7J 09S 17E 7 INJW
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0 EQUITABLERESOURCES
ENERGYCOMPANY
WESTERNREGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah

properties to Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,

Molly Conra
Agent for Equitable Resources

Energy Company
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Lisha
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah

properties to Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,

Molly Conra
Agent for Equitable Resources

Energy Company
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CrazyMountain Oil & Gas Services
P.O. Box577
Laurel,MT 59044
(406) 628-4164
(406) 628-4165

TO:

S+ oF um.

PROM. MollyConrad
Crazy Mountain Oil & Gas Services
(406) 628-4164

PagesAuached - Including Coversheet Q.

NOTE

3/10/1997 05:15 1-406 628-4164 CRAZY MTN O&G PAGE 01

CrazyMountain Oil & Gas Services
P.O. Box577
Laurel,MT 59044
(406) 628-4164
(406) 628-4165

TO:

S+ oF um.

PROM. MollyConrad
Crazy Mountain Oil & Gas Services
(406) 628-4164

PagesAuached - Including Coversheet Q.

NOTE

3/10/1997 05:15 1-406 628-4164 CRAZY MTN O&G PAGE 01

CrazyMountain Oil & Gas Services
P.O. Box577
Laurel,MT 59044
(406) 628-4164
(406) 628-4165

TO:

S+ oF um.

PROM. MollyConrad
Crazy Mountain Oil & Gas Services
(406) 628-4164

PagesAuached - Including Coversheet Q.

NOTE



FORM e STATE OF UTAH

DIVISIONOF OIL, GAS AND MINING
5. Laase Designation and Serial Number:

See Attached
8. If Indian, Allottee o<Tribe Name:SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:Do not use this form for proposals lo ddli new wells, deepen existing wells, or to reenter plugged and abandoned wells.

Use APPUCATION FOR PERMIT TO DRILLOR DEEPEN form for such proposals See Attached
8. Well Name and Number.1. Type of Well: OIL GAS OTHER:

See Attached
2. Name of Operaton 9. API Well Number:

Inland Production Company gT 1 2 $ŸÍ See Attached
3. Address and Telephone Number 10. Fleid and Pool, or Wildcat:

475 - 17th Street, Suite 1500, Denver, CO 80202 See Attached
4. Location of Well

Foot.o..: See Attached Exhibit county:
QQ, Soc.,T.,R,M.: State:

1 CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Subaut in Dupucate) (Subma Original Form Only)

O Abandon O New Construction O Abandon O New Construction
O Repair casing O Puil or Alter casing O Repair casing O Pull or After casing
O Change of Plans O Recomplete O Change of Plane O Reperforate
O convertto injection O Reperforate O convertto injection O Vent or Flare
O Fracture Treat or Acidize O ventor Flar• O Fracture Treat or Acidize O Water Shut-Off
O Multiple Completion O Water Shut-Off [XOther Change of Operator

other Change of Operator
Date of work completion 9-30-97'

Approximate date work will start Report results of Munipte Compietione and Rooompletione to different reservoirs on WELL
coueumON OR RECOMPLETION REPORT AND LOG form.

* Must be accompanied by a cement verificailon report.

12. DESCRIBE PAOPOSED OR COMPLETED OPERATlONS (Clearly state all pertinent detalls, and give pertinent dates. II well Is directionally drilled, give subsurface locadons and measured and true
vertical depths for all markers and zones pertinent to this work.)

Effective September 30, 1997, Inland Production Company will take over operations of the
wells on the attachèd list. The previous operator was :

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the terms
and conditions of the leases for operations conducted on the leased láñtE FriNfti n
thereof under State of Utah Statewide Bond No. 4471291.

OOT 1 1997

a signato..: CHRISA.POTER,ATTORNEY-IN-FACT 3d 97

4\G4) (See Instructions on Aeverse
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STATE OF UTAH ptr
DIVISION OF OIL, GAS AND MINING

OCT1 0 1997
TRANSFEROF AUTHORITY TO INJECT - UTC FORN 5

0CT 1 3 1997

Hell name and number: see Attached **JONAH (GREEN RIVER) UNIT

Field or Unit name: see Attached API no. See Attached

Nell location: QQ section
__

township range county
See Attached

Effective Date of Transfer: September 30, 1997

CURRENTOPERATOR

Transfer approved by:

Title Director of Operations & Engineering Billingsr MT 59102

Date 9-30-97 Phone ( 406 ) 259-7860'

Comments:

NEN OPERATOR

Transfer approved by:

Name [[ 1 er Company Inland Production Company

Signature Address 475 - 17th Street, Suite 1500

Title CHRISA.POTTER,ATTORNEY-IN-FACT Denver, co 80202

Date 9-30-97 Phone ( 303 ) 797-0900

Comments:

ana
e p ed by Title /

Approval Date /
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> , Injection wells

Injection Wells for inland Change of Operator
WELL NAME LOCATION C0UNTY ST FIELD NAME API NUMBER |LEASE NO. AGREEMENT NO.

ÁMERADAGUINAND#1 SWNW 7 8S 2_5E
ÜTN¯ÌÄH

Ù CÒŸÒÌËBASIN 43-04 a0245-00UTUO16271V UTU72085A
UÚOYOTE BASIN #42-6X SENE 6 8S 25E UINTA UT COYOTE BASIN 43-047-32346-00 UTUO174398 UTU72085A
L EþST RED WASH FED. #4-6 SWSE 6 8S 25E UINTAH UT COYOTE BASIN 43-047-20261-00 UTUO20309D UTU72085A

AST RED WASH #2-5 NWNW 5 8S 25E UINTA UT COYOTE BASIN 43-047-20252-00 UTUO63597A UTU72085A

J.LEN FEDERAL#1 SESE 6 9S 17E DUCHESNE UT MONUMENT BUTTE (J) 43-013-15779-00 UTUO20252A UTU72086A
LEN FEDERAL#13-6 Ñ\Ñ5ŸÏ55Š TiE ÕÜCÑË5ÑE ÜÌ XÏÕÑÜÑÏEFÏÌÃUTTËQ43-013-30918-00 _UTUO20252A ÌU720_86A

'ALLENFEDERAL#22-6 SENW 6 9S 17E DUCHESNE UT MONUMENT BUTTE (J) 43-013-30919-00 UTUO20252A _UTU72086A
ALLENFEDERAL#31-6 LOT2 6 9S 17E DUCHESNE UT MONUMENT BUTTE (J) 43-013-31195-00 UTUO20252A UTU72086A
MONUMENT BUTTE FED. #f1-6 NWÑÏ 9Š TÌE DÜÕÑEŠÑE UT MONUMENT BUTTE (J) 43-013-31362-00 UTUO20252A UTU72086A | )'A

L ŠÕÑÜMËÑÏÏËÕËÑÄLiii-7J ÑŒ/Ñ\Ñ7 9S 1ÌE DUCHESNE UT MONUMENT BUTTE (J) 43-013-31492-00 UTU44426 UTU72086A
>gONUMENT BUTTE#13-5 NWŠ Ï

5¯9Š
ÌË DUCHESNE UT MONUMENTBUTTE (J) 43-013-31370-00 ÙTU72086A

MONUMENT BUTTE#22-5! SENW 5 9S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31384-00 UTUO20252 UTU72086A
L $ONUMENT BUTTE#24-5 SESW 5 9S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31375-00 UTUO20252 UTU72086A

ONUMENT BUTTE FED. #24-6 SESW 6 9S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31363-00 UTUO20252A UTU72086A
MONUMENTBUTTE#31-7 NWNE 7 9S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31405-00 UTU72106 UTU72086A
MONUMENTBUTTE FED. #33-6 NWSE 6 9S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31361-00 UTUO20252A UTU72086A
MONUMENTBUTTE FED. #42-6 SENE 6 9S 17E DUCHESNE UT MONUMENT BUTTE (J) 43-013-31364-00 UTUO20252A UTU72086A
MONUMENTBUTTE FED. #12-11 SWNW 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-31417-00 UTUO96550 UTU72086A
MONUMENTBUTTE FED. #14-11 SWSW 119S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31374-00 UTUO96547 UTU72086A
ÑIONUMENTBUTTE#12-12 SWNW 129S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31410-00 UTUO96550 UTU72086A
MONUMENTBUTTE #14-12 SWSW 129S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31411-00 UTU72086A
MONUMENTBUTTE#21-14 NENW 149S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31421-00 UTU72086A
MONUMENTBUTTE#23-11 NESW 119S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31369-00 UTUO96550 UTU72086A
MONUMENTBUTTE FED. #23-15 NESW 159S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31373-00 UTUO17985 UTU72086A
MONUMENTBUTTE#32-11 SWNE 119S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31386-00 UTU72086A
MONUMENTBUTTE #32-12 SWNE 129S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31419-00 UTU72086A
MONUMENTBUTTE#41-14 NENE 149S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-3908-00 UTUO96550 ___ UTU72086A
lvlONUMENTBUTTE#43-11 NESE 119S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31002-00 UTUO96550 UTU72086A
MONUMENTBUTTE FED. #32-15 SWNE 159S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31368-00 UTUO17985 UTU72086A
TVIONUMENTBUTTE FED. #34-10 SWSE 109S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31416-00 UTUO17985 UTU72086A
1VIONUMENTBUTTE FED. #41-15 ÑËNE

T5TS¯¯Ï¯Ï¯
DUCHESNTUT MÕÑÜMENT BUTTE (J) 43-013-31367-00 ÙTÜ017985 UTU72086A

MONUMENTBUTTE FED. #42-1 SENE 1 9S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-31404-00 UTU40652 UTU72086A
ÕÏÏÜÏÄETŠUÌTE

FËÕ¯#44-1 ŠËS¯ÈTRS¯1¯6É DUCH¯E¯SÑË
ÍÌ NUMENTBUTTE (g 43-013-31415-00 UTU44426 UTU72086A

C&O GOV'T #4 NESW 129S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-30742-00 UTUO35521A UTU72086A
MONUMENTBUÏÌÈFED. #1Ã3 ÑWSW 1 9S 16E DUCHESNE ÜÏ ÏÄÖÑUMENTBUTTE (J) 43-013-30702-00 UTU18399 UTU72086A
MONUMENTBUTTE FED. #1-33 NWSE 1 9S 16E DUCHESNE UT MONUMENT BUTTE (1) 43-013-30735-00 UTU52013 UTU72086A
MONUMENTBUTTE#1-24 SESW 1 9S 16E DUCHESNE T MONUMENTBUTTE (J) 43-013-30701-00 UTU18399 UTU72086A
WALTON FEDERAL#34-11 SWSE 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-31003-00 UTUO96550 _ UTU72086A
MONUMENTSTATE #11-2-9-17CD NW NW 2 9S 17E DUCHESNE UT MONUMENT BUTTE (CD) 43-013-42685 ML 45555
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ALLENFEDERAL#31-6 LOT2 6 9S 17E DUCHESNE UT MONUMENT BUTTE (J) 43-013-31195-00 UTUO20252A UTU72086A
MONUMENT BUTTE FED. #f1-6 NWÑÏ 9Š TÌE DÜÕÑEŠÑE UT MONUMENT BUTTE (J) 43-013-31362-00 UTUO20252A UTU72086A | )'A

L ŠÕÑÜMËÑÏÏËÕËÑÄLiii-7J ÑŒ/Ñ\Ñ7 9S 1ÌE DUCHESNE UT MONUMENT BUTTE (J) 43-013-31492-00 UTU44426 UTU72086A
>gONUMENT BUTTE#13-5 NWŠ Ï

5¯9Š
ÌË DUCHESNE UT MONUMENTBUTTE (J) 43-013-31370-00 ÙTU72086A

MONUMENT BUTTE#22-5! SENW 5 9S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31384-00 UTUO20252 UTU72086A
L $ONUMENT BUTTE#24-5 SESW 5 9S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31375-00 UTUO20252 UTU72086A

ONUMENT BUTTE FED. #24-6 SESW 6 9S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31363-00 UTUO20252A UTU72086A
MONUMENTBUTTE#31-7 NWNE 7 9S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31405-00 UTU72106 UTU72086A
MONUMENTBUTTE FED. #33-6 NWSE 6 9S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31361-00 UTUO20252A UTU72086A
MONUMENTBUTTE FED. #42-6 SENE 6 9S 17E DUCHESNE UT MONUMENT BUTTE (J) 43-013-31364-00 UTUO20252A UTU72086A
MONUMENTBUTTE FED. #12-11 SWNW 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-31417-00 UTUO96550 UTU72086A
MONUMENTBUTTE FED. #14-11 SWSW 119S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31374-00 UTUO96547 UTU72086A
ÑIONUMENTBUTTE#12-12 SWNW 129S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31410-00 UTUO96550 UTU72086A
MONUMENTBUTTE #14-12 SWSW 129S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31411-00 UTU72086A
MONUMENTBUTTE#21-14 NENW 149S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31421-00 UTU72086A
MONUMENTBUTTE#23-11 NESW 119S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31369-00 UTUO96550 UTU72086A
MONUMENTBUTTE FED. #23-15 NESW 159S 17E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31373-00 UTUO17985 UTU72086A
MONUMENTBUTTE#32-11 SWNE 119S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31386-00 UTU72086A
MONUMENTBUTTE #32-12 SWNE 129S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31419-00 UTU72086A
MONUMENTBUTTE#41-14 NENE 149S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-3908-00 UTUO96550 ___ UTU72086A
lvlONUMENTBUTTE#43-11 NESE 119S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31002-00 UTUO96550 UTU72086A
MONUMENTBUTTE FED. #32-15 SWNE 159S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31368-00 UTUO17985 UTU72086A
TVIONUMENTBUTTE FED. #34-10 SWSE 109S 16E DUCHESNE UT MONUMENTBUTTE (J) 43-013-31416-00 UTUO17985 UTU72086A
1VIONUMENTBUTTE FED. #41-15 ÑËNE

T5TS¯¯Ï¯Ï¯
DUCHESNTUT MÕÑÜMENT BUTTE (J) 43-013-31367-00 ÙTÜ017985 UTU72086A

MONUMENTBUTTE FED. #42-1 SENE 1 9S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-31404-00 UTU40652 UTU72086A
ÕÏÏÜÏÄETŠUÌTE

FËÕ¯#44-1 ŠËS¯ÈTRS¯1¯6É DUCH¯E¯SÑË
ÍÌ NUMENTBUTTE (g 43-013-31415-00 UTU44426 UTU72086A

C&O GOV'T #4 NESW 129S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-30742-00 UTUO35521A UTU72086A
MONUMENTBUÏÌÈFED. #1Ã3 ÑWSW 1 9S 16E DUCHESNE ÜÏ ÏÄÖÑUMENTBUTTE (J) 43-013-30702-00 UTU18399 UTU72086A
MONUMENTBUTTE FED. #1-33 NWSE 1 9S 16E DUCHESNE UT MONUMENT BUTTE (1) 43-013-30735-00 UTU52013 UTU72086A
MONUMENTBUTTE#1-24 SESW 1 9S 16E DUCHESNE T MONUMENTBUTTE (J) 43-013-30701-00 UTU18399 UTU72086A
WALTON FEDERAL#34-11 SWSE 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-31003-00 UTUO96550 _ UTU72086A
MONUMENTSTATE #11-2-9-17CD NW NW 2 9S 17E DUCHESNE UT MONUMENT BUTTE (CD) 43-013-42685 ML 45555
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United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Utah State Office
P.O. Box 45155

Salt Lake City, UT 84145-0155

IN REPLY REFER TO
UT-931

January 13, 1998
Inland Production Company
475 17th Street, Suite 1500
Denver, Colorado 80202

Re: Jonah (Green River) Unit
Duchesne County, Utah

Gentlemen:

On January 13, 1998, we received an indenture dated November 17, 1997, whereby
Equitable Resources Energy Company resigned as Unit Operator and Inland Production
Company was designated as Successor Unit Operator for the Jonah (Green River) Unit,
Duchesne County, Utah.

This indenture was executed by all required parties and the signatory parties have complied
with Sections 5 and 6 of the unit agreement. The instrument is hereby approved effective
January 13, 1998. In approving this designation, the Authorized Officer neither warrants
nor certifies that the designated party has obtained all required approval that would entitle
it to conduct operations under Jonah (Green River) Unit Agreement.

Your statewide (Utah) oil and gas bond No. 0056 will be used to cover all operations
within the Jonah (Green River) Unit.

It is requested that you notify all interested parties of the change in unit operator. Copies
of the approved instruments are being distributed to the appropriate federal offices, with
one copy returned herewith.

Sincerely,

Is/ Robert A. Henricks

Robert A. Henricks
Chief, Branch of Fluid Minerals

Enclosure
bcc: District Manager - Vernal (wlenclosure)

Oivisiomof4)lyGas & Mining i
Minerals Adjudication Group U-932
File - Jonah (Green River) Unit (wlenclosure)
MMS - Data Management Division
Agr. Sec. Chron
Fluid Chron
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Page No. 1
01/13/98

WELLSTATUS REPORTS

UTAH STATEOFFICE

INSPECTION ITEM API NO. WELL GTOT SEC TWN RNG WELL LEASE NAME OPERATOR

NUMBER STATUS

** INSPECTION ITEM UTU72086A JONAH (GR) SECONDARYRECOVERY UNIT
UTU72086A 43013151110081 1 NWSW 12 9S 16E POW UTUO35521A EQUITABLE RESOURCES ENERG
UTU72086A 43013157800081 1 NWNW 5 9S 17E POW UTUO20252 EQUITABLERESOURCES ENERG
UTU72086A 43013157790081 1 SESE 6 98 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013157890051 1 SESW 11 9S 16E POW UTUO96547 EQUITABLE RESOURCES ENERG
UTU72086A 43013157920081 1 SESE 11 9S 16E POW UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013307020051 1-13 NWSW 1 9S 16E WIW UTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 43013307030051 1-14 SWSW 1 9S 16E POW UTUl8399 EQUITABLE RESOURCES ENERG
UTU72086A 43013306460051 1-23 NESW 1 9S 16E POW UTU18399 EQUITABLE. RESOURCES ENERG
UTU72086A 43013307010081 1-24 SESW 1 9S 16E WIW UTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 4301330T3500S1 1-33 NWSE 1 9S 16E WIW UTUS2013 EQUITABLE RESOURCES ENERG
UTU72086A 43013307360081 1-34 SWSE 1 9S 16E POW UTU52013 EQUITABLE RESOURCES ENERG
UTU72086A 43013307340081 1-43 NESE 1 9S 16E POW UTUS2013 EQUITABLE RESOURCES ENERG

UTU72086A 43013313620081 11-6 L4 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314920081 11-7J NWNW 7 9S 17E WIW UTUA4426 EQUITABLE RESOURCES ENERG
UTU72086A 43013308890081 12-1 NWNE 12 9S 16E POW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013314170081 12-11J SWNW 11 9s 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013314100081 12-12J SWNW 12 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013306110081 12-5 SWNW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013305820051 12-6 SWNW 6 95 17E POW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314930081 12-7J SWNW 7 9S 17E POW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013157900051 13-11J NWSM 11 9S 16E POW UTUO96547 EQUITABLE RESOURCES ENERG
UTU72086A 43013313700081 13-5 NWSW 5 9S 17E WlW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013309180051 13-6 NWSW 6 9S 17E WlW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013313740081 14-11 SWSW 11 9S 16E WIW UTUO96547 EQUITABLE RESOURCES ENERG
UTU72086A 43013314110081 14-12J SWSW 12 9S 16E WIW UTUO35521A EQUITABLE RESOURCES ENERG
UTU72086A 43013313850081 14-5 SWSW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG

UTU72086A 43013151120081 2 NWSE 12 9S 16E POW UTUO35521 EQUITABLE RESOURCES ENERG

UTU72086A 43013157930081 2 NWNE 14 9S 16E POW UTUO96550 EQUITABLERESOURCES ENERG

UTU72086A 43013306030081 2-1 L1 1 9S 16E POW UTU33992 EQUITABLE RESOURCES ENERG

UTU72086A 43013314210081 21-14J NEN 14 9S 16E WI UTUO96547 EQUITABLE RESOURCES ENERG

UTU72086A 43013306120081 21-5 NENW 5 98 17E POW UTUO20252 EQUITABLE RESOURCES ENERG

UTU72086A 43013305840081 21-6 L3 6 9S 17E POW UTUO20252A EQUITABLERESOURCES ENERG

UTU72086A 43013157960082 22-12J SENW 12 9S 16E POW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013306340081 22-15 SENW 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013313840081 22-5 SENW 5 9S 17E WIW UTUO20252 EQUITABLE RESOURCES ENERG

UTU72086A 43013309190081 22-6 SENW 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013313690051 23-11 NESW 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013313730081 23-15 NESW 15 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013313830051 23-5 NEsW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG

UTU72086A 43013305580081 23-6 NESW 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013314090081 24-12J SESW 12 9S 16E POW UTUO35521A EQUITABLE RESOURCES ENERG

UTU72086A 43013306310081 24-15 SESW 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013313750081 24-5 SESW 5 9S 17E WIW UTUO20252 EQUITABLERESOURCES ENERG

UTU72086A 43013313630081 24-6 SESW 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013157910081 3 NWNW 14 9S 16E POW UTUO96547 EQUITABLE RESOURCES ENERG

UTU72086A 43013306130081 31-15 NWNE 15 9S 16E POW UTUO17985 EQUITABLERESOURCES
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UTAH STATEOFFICE

INSPECTION ITEM API NO. WELL GTOT SEC TWN RNG WELL LEASE NAME OPERATOR

NUMBER STATUS

** INSPECTION ITEM UTU72086A JONAH (GR) SECONDARYRECOVERY UNIT
UTU72086A 43013151110081 1 NWSW 12 9S 16E POW UTUO35521A EQUITABLE RESOURCES ENERG
UTU72086A 43013157800081 1 NWNW 5 9S 17E POW UTUO20252 EQUITABLERESOURCES ENERG
UTU72086A 43013157790081 1 SESE 6 98 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013157890051 1 SESW 11 9S 16E POW UTUO96547 EQUITABLE RESOURCES ENERG
UTU72086A 43013157920081 1 SESE 11 9S 16E POW UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013307020051 1-13 NWSW 1 9S 16E WIW UTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 43013307030051 1-14 SWSW 1 9S 16E POW UTUl8399 EQUITABLE RESOURCES ENERG
UTU72086A 43013306460051 1-23 NESW 1 9S 16E POW UTU18399 EQUITABLE. RESOURCES ENERG
UTU72086A 43013307010081 1-24 SESW 1 9S 16E WIW UTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 4301330T3500S1 1-33 NWSE 1 9S 16E WIW UTUS2013 EQUITABLE RESOURCES ENERG
UTU72086A 43013307360081 1-34 SWSE 1 9S 16E POW UTU52013 EQUITABLE RESOURCES ENERG
UTU72086A 43013307340081 1-43 NESE 1 9S 16E POW UTUS2013 EQUITABLE RESOURCES ENERG

UTU72086A 43013313620081 11-6 L4 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314920081 11-7J NWNW 7 9S 17E WIW UTUA4426 EQUITABLE RESOURCES ENERG
UTU72086A 43013308890081 12-1 NWNE 12 9S 16E POW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013314170081 12-11J SWNW 11 9s 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013314100081 12-12J SWNW 12 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013306110081 12-5 SWNW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013305820051 12-6 SWNW 6 95 17E POW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314930081 12-7J SWNW 7 9S 17E POW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013157900051 13-11J NWSM 11 9S 16E POW UTUO96547 EQUITABLE RESOURCES ENERG
UTU72086A 43013313700081 13-5 NWSW 5 9S 17E WlW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013309180051 13-6 NWSW 6 9S 17E WlW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013313740081 14-11 SWSW 11 9S 16E WIW UTUO96547 EQUITABLE RESOURCES ENERG

UTU72086A 43013314110081 14-12J SWSW 12 9S 16E WIW UTUO35521A EQUITABLE RESOURCES ENERG
UTU72086A 43013313850081 14-5 SWSW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG

UTU72086A 43013151120081 2 NWSE 12 9S 16E POW UTUO35521 EQUITABLE RESOURCES ENERG

UTU72086A 43013157930081 2 NWNE 14 9S 16E POW UTUO96550 EQUITABLERESOURCES ENERG

UTU72086A 43013306030081 2-1 L1 1 9S 16E POW UTU33992 EQUITABLE RESOURCES ENERG

UTU72086A 43013314210081 21-14J NEN 14 9S 16E WI UTUO96547 EQUITABLE RESOURCES ENERG

UTU72086A 43013306120081 21-5 NENW 5 98 17E POW UTUO20252 EQUITABLE RESOURCES ENERG

UTU72086A 43013305840081 21-6 L3 6 9S 17E POW UTUO20252A EQUITABLERESOURCES ENERG

UTU72086A 43013157960082 22-12J SENW 12 9S 16E POW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013306340081 22-15 SENW 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013313840081 22-5 SENW 5 9S 17E WIW UTUO20252 EQUITABLE RESOURCES ENERG

UTU72086A 43013309190081 22-6 SENW 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013313690051 23-11 NESW 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013313730081 23-15 NESW 15 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013313830051 23-5 NEsW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG

UTU72086A 43013305580081 23-6 NESW 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013314090081 24-12J SESW 12 9S 16E POW UTUO35521A EQUITABLE RESOURCES ENERG

UTU72086A 43013306310081 24-15 SESW 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013313750081 24-5 SESW 5 9S 17E WIW UTUO20252 EQUITABLERESOURCES ENERG

UTU72086A 43013313630081 24-6 SESW 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013157910081 3 NWNW 14 9S 16E POW UTUO96547 EQUITABLE RESOURCES ENERG

UTU72086A 43013306130081 31-15 NWNE 15 9S 16E POW UTUO17985 EQUITABLERESOURCES
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** INSPECTION ITEM UTU72086A JONAH (GR) SECONDARYRECOVERY UNIT
UTU72086A 43013151110081 1 NWSW 12 9S 16E POW UTUO35521A EQUITABLE RESOURCES ENERG
UTU72086A 43013157800081 1 NWNW 5 9S 17E POW UTUO20252 EQUITABLERESOURCES ENERG
UTU72086A 43013157790081 1 SESE 6 98 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013157890051 1 SESW 11 9S 16E POW UTUO96547 EQUITABLE RESOURCES ENERG
UTU72086A 43013157920081 1 SESE 11 9S 16E POW UTUO96550 EQUITABLERESOURCES ENERG
UTU72086A 43013307020051 1-13 NWSW 1 9S 16E WIW UTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 43013307030051 1-14 SWSW 1 9S 16E POW UTUl8399 EQUITABLE RESOURCES ENERG
UTU72086A 43013306460051 1-23 NESW 1 9S 16E POW UTU18399 EQUITABLE. RESOURCES ENERG
UTU72086A 43013307010081 1-24 SESW 1 9S 16E WIW UTU18399 EQUITABLE RESOURCES ENERG
UTU72086A 4301330T3500S1 1-33 NWSE 1 9S 16E WIW UTUS2013 EQUITABLE RESOURCES ENERG
UTU72086A 43013307360081 1-34 SWSE 1 9S 16E POW UTU52013 EQUITABLE RESOURCES ENERG
UTU72086A 43013307340081 1-43 NESE 1 9S 16E POW UTUS2013 EQUITABLE RESOURCES ENERG

UTU72086A 43013313620081 11-6 L4 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314920081 11-7J NWNW 7 9S 17E WIW UTUA4426 EQUITABLE RESOURCES ENERG
UTU72086A 43013308890081 12-1 NWNE 12 9S 16E POW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013314170081 12-11J SWNW 11 9s 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013314100081 12-12J SWNW 12 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013306110081 12-5 SWNW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013305820051 12-6 SWNW 6 95 17E POW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314930081 12-7J SWNW 7 9S 17E POW UTU44426 EQUITABLE RESOURCES ENERG
UTU72086A 43013157900051 13-11J NWSM 11 9S 16E POW UTUO96547 EQUITABLE RESOURCES ENERG
UTU72086A 43013313700081 13-5 NWSW 5 9S 17E WlW UTUO20252 EQUITABLE RESOURCES ENERG
UTU72086A 43013309180051 13-6 NWSW 6 9S 17E WlW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013313740081 14-11 SWSW 11 9S 16E WIW UTUO96547 EQUITABLE RESOURCES ENERG

UTU72086A 43013314110081 14-12J SWSW 12 9S 16E WIW UTUO35521A EQUITABLE RESOURCES ENERG
UTU72086A 43013313850081 14-5 SWSW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG

UTU72086A 43013151120081 2 NWSE 12 9S 16E POW UTUO35521 EQUITABLE RESOURCES ENERG

UTU72086A 43013157930081 2 NWNE 14 9S 16E POW UTUO96550 EQUITABLERESOURCES ENERG

UTU72086A 43013306030081 2-1 L1 1 9S 16E POW UTU33992 EQUITABLE RESOURCES ENERG

UTU72086A 43013314210081 21-14J NEN 14 9S 16E WI UTUO96547 EQUITABLE RESOURCES ENERG

UTU72086A 43013306120081 21-5 NENW 5 98 17E POW UTUO20252 EQUITABLE RESOURCES ENERG

UTU72086A 43013305840081 21-6 L3 6 9S 17E POW UTUO20252A EQUITABLERESOURCES ENERG

UTU72086A 43013157960082 22-12J SENW 12 9S 16E POW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013306340081 22-15 SENW 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013313840081 22-5 SENW 5 9S 17E WIW UTUO20252 EQUITABLE RESOURCES ENERG

UTU72086A 43013309190081 22-6 SENW 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013313690051 23-11 NESW 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013313730081 23-15 NESW 15 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013313830051 23-5 NEsW 5 9S 17E POW UTUO20252 EQUITABLE RESOURCES ENERG

UTU72086A 43013305580081 23-6 NESW 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013314090081 24-12J SESW 12 9S 16E POW UTUO35521A EQUITABLE RESOURCES ENERG

UTU72086A 43013306310081 24-15 SESW 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013313750081 24-5 SESW 5 9S 17E WIW UTUO20252 EQUITABLERESOURCES ENERG

UTU72086A 43013313630081 24-6 SESW 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013157910081 3 NWNW 14 9S 16E POW UTUO96547 EQUITABLE RESOURCES ENERG

UTU72086A 43013306130081 31-15 NWNE 15 9S 16E POW UTUO17985 EQUITABLERESOURCES



Page No. 2
01/13/98

WELL STATUS REPORTS

UTAH STATE OFFICE

INSPECTION ITEM API NO. WELL OTOT SEC TWN RNG WELL LEASE NAME OPERATOR

NUMBER STATUS

UTU72086A 43013314130051 31-1J L2 1 9S 16E POW UTU33992 EQUITABLE RESOURCES ENERG

UTU72086A 43013311950081 31-6 L2 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013314050081 31-7J NWNE 7 9S 17E WIW UTU44426 EQUITABLE RESOURCES ENERG

UTU72086A 43013313860051 32-11 SWNE 11 9S 16E WIW UTUO96550 EQUITABLERESOURCES ENERG

UTU72086A 43013314190081 32-12J SWNE 12 9S 16E WIW UTUO35521 EQUITABLE RESOURCES ENERG
UTU72086A 43013313680051 32-15 SWNE 15 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013314140081 32-1J SWNE 1 9S 16E POW UTU33992 EQUITABLE RESOURCES ENERG
UTU72086A 43013305590081 32-6 SWNE 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314510081 33-11J NWSE 11 9S 16E OSI UTUO96550 EQUITABLE RESOURCES ENERG
UTU72086A 43013306320081 33-15 NWSE 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013313610081 33-6 NWSE 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG
UTU72086A 43013314160081 34-10J SWSE 10 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013310030081 34-11 SWSE 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013305860051 34-6 SWSE 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013307420051 4 NESW 12 9S 16E WIW UTUO35521A EQUITABLE RESOURCES ENERG
UTU72086A 43013157950081 4 SENW 11 9S 16E POW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013314870081 41-12J NENE 12 9S 16E POW UTUA4426 EQUITABLE RESOURCES ENERG

UTU72086A 43013314080081 41-14J NENE 14 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013313670081 41-15 NENE 15 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013305810051 41-6 NENE 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013300660081 42-11J SENE 11 9S 16E POW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013314860081 42-12J SENE 12 9S 16E POW UTUO35521 EQUITABLE RESOURCES ENERG

UTU72086A 43013306330051 42-15 SENE 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013314040051 42-1J SENE 1 9S 16E WIW UTU40652 EQUITABLE RESOURCES ENERG

UTU72086A 43013313640081 42-6 SENE 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013310020081 43-11J NESE 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013305830081 43-6 NESE 6 9S 17E POW UTUO20252A EQUITABLERESOURCES ENERG

UTU72086A 43013306300081 44-10 SESE 10 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013314150051 44-1J SESE 1 9S 16E WIW UTU44426 EQUITABLE RESOURCES ENERG

UTU72086A 43013309260081 7-A NENE 7 9S 17E POW UTU44426 EQUITABLE RESOURCES ENERG

UTU72086A 43013309610051 7-c NENW 7 9S 17E POW UTU44426 EQUITABLE RESOURCES

Page No. 2
01/13/98

WELL STATUS REPORTS

UTAH STATE OFFICE

INSPECTION ITEM API NO. WELL OTOT SEC TWN RNG WELL LEASE NAME OPERATOR

NUMBER STATUS

UTU72086A 43013314130051 31-1J L2 1 9S 16E POW UTU33992 EQUITABLE RESOURCES ENERG

UTU72086A 43013311950081 31-6 L2 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013314050081 31-7J NWNE 7 9S 17E WIW UTU44426 EQUITABLE RESOURCES ENERG

UTU72086A 43013313860051 32-11 SWNE 11 9S 16E WIW UTUO96550 EQUITABLERESOURCES ENERG

UTU72086A 43013314190081 32-12J SWNE 12 9S 16E WIW UTUO35521 EQUITABLE RESOURCES ENERG

UTU72086A 43013313680051 32-15 SWNE 15 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013314140081 32-1J SWNE 1 9S 16E POW UTU33992 EQUITABLE RESOURCES ENERG

UTU72086A 43013305590081 32-6 SWNE 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013314510081 33-11J NWSE 11 9S 16E OSI UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013306320081 33-15 NWSE 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013313610081 33-6 NWSE 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013314160081 34-10J SWSE 10 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013310030081 34-11 SWSE 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013305860051 34-6 SWSE 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013307420051 4 NESW 12 9S 16E WIW UTUO35521A EQUITABLE RESOURCES ENERG

UTU72086A 43013157950081 4 SENW 11 9S 16E POW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013314870081 41-12J NENE 12 9S 16E POW UTUA4426 EQUITABLE RESOURCES ENERG

UTU72086A 43013314080081 41-14J NENE 14 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013313670081 41-15 NENE 15 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013305810051 41-6 NENE 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013300660081 42-11J SENE 11 9S 16E POW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013314860081 42-12J SENE 12 9S 16E POW UTUO35521 EQUITABLE RESOURCES ENERG

UTU72086A 43013306330051 42-15 SENE 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013314040051 42-1J SENE 1 9S 16E WIW UTU40652 EQUITABLE RESOURCES ENERG

UTU72086A 43013313640081 42-6 SENE 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013310020081 43-11J NESE 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013305830081 43-6 NESE 6 9S 17E POW UTUO20252A EQUITABLERESOURCES ENERG

UTU72086A 43013306300081 44-10 SESE 10 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013314150051 44-1J SESE 1 9S 16E WIW UTU44426 EQUITABLE RESOURCES ENERG

UTU72086A 43013309260081 7-A NENE 7 9S 17E POW UTU44426 EQUITABLE RESOURCES ENERG

UTU72086A 43013309610051 7-c NENW 7 9S 17E POW UTU44426 EQUITABLE RESOURCES
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UTU72086A 43013314130051 31-1J L2 1 9S 16E POW UTU33992 EQUITABLE RESOURCES ENERG

UTU72086A 43013311950081 31-6 L2 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013314050081 31-7J NWNE 7 9S 17E WIW UTU44426 EQUITABLE RESOURCES ENERG

UTU72086A 43013313860051 32-11 SWNE 11 9S 16E WIW UTUO96550 EQUITABLERESOURCES ENERG

UTU72086A 43013314190081 32-12J SWNE 12 9S 16E WIW UTUO35521 EQUITABLE RESOURCES ENERG

UTU72086A 43013313680051 32-15 SWNE 15 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013314140081 32-1J SWNE 1 9S 16E POW UTU33992 EQUITABLE RESOURCES ENERG

UTU72086A 43013305590081 32-6 SWNE 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013314510081 33-11J NWSE 11 9S 16E OSI UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013306320081 33-15 NWSE 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG
UTU72086A 43013313610081 33-6 NWSE 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013314160081 34-10J SWSE 10 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013310030081 34-11 SWSE 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013305860051 34-6 SWSE 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013307420051 4 NESW 12 9S 16E WIW UTUO35521A EQUITABLE RESOURCES ENERG

UTU72086A 43013157950081 4 SENW 11 9S 16E POW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013314870081 41-12J NENE 12 9S 16E POW UTUA4426 EQUITABLE RESOURCES ENERG

UTU72086A 43013314080081 41-14J NENE 14 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013313670081 41-15 NENE 15 9S 16E WIW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013305810051 41-6 NENE 6 9S 17E POW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013300660081 42-11J SENE 11 9S 16E POW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013314860081 42-12J SENE 12 9S 16E POW UTUO35521 EQUITABLE RESOURCES ENERG

UTU72086A 43013306330051 42-15 SENE 15 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013314040051 42-1J SENE 1 9S 16E WIW UTU40652 EQUITABLE RESOURCES ENERG

UTU72086A 43013313640081 42-6 SENE 6 9S 17E WIW UTUO20252A EQUITABLE RESOURCES ENERG

UTU72086A 43013310020081 43-11J NESE 11 9S 16E WIW UTUO96550 EQUITABLE RESOURCES ENERG

UTU72086A 43013305830081 43-6 NESE 6 9S 17E POW UTUO20252A EQUITABLERESOURCES ENERG

UTU72086A 43013306300081 44-10 SESE 10 9S 16E POW UTUO17985 EQUITABLE RESOURCES ENERG

UTU72086A 43013314150051 44-1J SESE 1 9S 16E WIW UTU44426 EQUITABLE RESOURCES ENERG

UTU72086A 43013309260081 7-A NENE 7 9S 17E POW UTU44426 EQUITABLE RESOURCES ENERG

UTU72086A 43013309610051 7-c NENW 7 9S 17E POW UTU44426 EQUITABLE RESOURCES
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Division of Oil, Gas and Mining " * Routin

OPERATOR CHANGE WORKSHEET 1-1

7- 7-K AS

Attach all documentation received by the division regarding this change. '4-nT I 8-81

Initial each listed item when completed. Write N/A if item is not applicable. 4-VI n 9-FII.E

IMI Change of Operator (well sold) O Designation of Agent
O Designation of Operator O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: 9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES ENERGY
(address) Po Box 1446 (address) Po BOX 577

ROOSEVELT UT 84066 LAUREL MT 59044
C/O CRAZY MTN O&G SYS

Phone: (801)722-5103 Phone: (406)628-4164

Account no. N5160 Account no. N9890

WELL(S) attach additional page if needed:
*JONAH (GREEN RIVER) UNIT

Name: **SEE ATTACHED** API: 4 Ù (p Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:

E TOr64R9 SGunEdDOooUth

r

galAd

c

mNentation

has been received from the FORMER operator (attach to this

2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

5. Changeghave been entered in the Oil and Gas Information System (3270) for each well listed above.

6. Cardex file has been updated for each well listed above.

7. Well file labels have been updated for each well listed above.

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. (/-lygg

te 9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for
reference during routingandprocessing of the original documents.

dons\wpdocs\forms\operchng
- OVER

Division of Oil, Gas and Mining " * Routin

OPERATOR CHANGE WORKSHEET 1-1

7- 7-K AS

Attach all documentation received by the division regarding this change. '4-nT I 8-81

Initial each listed item when completed. Write N/A if item is not applicable. 4-VI n 9-FII.E

IMI Change of Operator (well sold) O Designation of Agent
O Designation of Operator O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: 9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES ENERGY

(address) Po Box 1446 (address) Po BOX 577
ROOSEVELT UT 84066 LAUREL MT 59044

C/O CRAZY MTN O&G SYS

Phone: (801)722-5103 Phone: (406)628-4164

Account no. N5160 Account no. N9890

WELL(S) attach additional page if needed:
*JONAH (GREEN RIVER) UNIT

Name: **SEE ATTACHED** API: 4 Ù (p Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:

E TOr64R9 SGunEdDOooUth

r

galAd

c

mNentation

has been received from the FORMER operator (attach to this

2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

5. Changeghave been entered in the Oil and Gas Information System (3270) for each well listed above.

6. Cardex file has been updated for each well listed above.

7. Well file labels have been updated for each well listed above.

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. (/-lygg

te 9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for
reference during routingandprocessing of the original documents.

dons\wpdocs\forms\operchng
- OVER

Division of Oil, Gas and Mining " * Routin

OPERATOR CHANGE WORKSHEET 1-1

7- 7-K AS

Attach all documentation received by the division regarding this change. '4-nT I 8-81

Initial each listed item when completed. Write N/A if item is not applicable. 4-VI n 9-FII.E

IMI Change of Operator (well sold) O Designation of Agent
O Designation of Operator O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: 9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES ENERGY

(address) Po Box 1446 (address) Po BOX 577
ROOSEVELT UT 84066 LAUREL MT 59044

C/O CRAZY MTN O&G SYS

Phone: (801)722-5103 Phone: (406)628-4164

Account no. N5160 Account no. N9890

WELL(S) attach additional page if needed:
*JONAH (GREEN RIVER) UNIT

Name: **SEE ATTACHED** API: 4 Ù (p Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:

E TOr64R9 SGunEdDOooUth

r

galAd

c

mNentation

has been received from the FORMER operator (attach to this

2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

5. Changeghave been entered in the Oil and Gas Information System (3270) for each well listed above.

6. Cardex file has been updated for each well listed above.

7. Well file labels have been updated for each well listed above.

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. (/-lygg

te 9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for
reference during routingandprocessing of the original documents.

dons\wpdocs\forms\operchng
- OVER



OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEW

l. (r649-
-7) Entity assignments have been reviewed for all wells listed above. Were entity changes made?

(ye no) If entity assignments were changed, attach copies of Form 6, Entity Action Form.

A 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes.

BOND VERIFICATION - (FEE WELLS ONLY)

& l. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability fiom their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

N 1. Copies of documents have been sent on to at Trust Lands for changes
e involving State leases, in order to remind that agency of their responsibility to review for proper bonding.

4 2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,

of their responsibility to notify all interest owners of this change.

FILMING

3 1. All attachments to this form have been microfilmed. Today's date: 2 - 3 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.

OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEW

l. (r649-
-7) Entity assignments have been reviewed for all wells listed above. Were entity changes made?

(ye no) If entity assignments were changed, attach copies of Form 6, Entity Action Form.

A 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes.

BOND VERIFICATION - (FEE WELLS ONLY)

& l. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.
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Page No. 4 STATE OF UTAH
06/16/97 INVENTORY OF INJECTION WELLS

OPERATOR . API NO. WELL TNS RGE SE WELLTYPE IMDIAN COUNT************ ************ ************ kk* *** ** ******** ****
COASTAL OIL 43-013-30337 G. HANSON #2 02S 03W 4 INJD YCOASTAL OIL 43-013-30038 2-23B4 LAKE 02S 04W 23 INJD YCOASTAL OIL 43-013-30371 L RUSSELL 2- 02S 04W 32 INJD YCOASTAL OIL 43-013-30391 EHRICH 2-11B 02S OSW 11 INJD YCOASTAL OIL 43-013-30340 LDS CHURCH # 02S 05W 27 INJD YCOASTAL OIL 43-047-31996 NBU 159 09S 21E 35 INJD Y
COCHRANE RES 43-037-30815 3-23 38S 25E 23 INJW N
COCHRANE RES 43-037-30690 1-25 38S 25E 25 INJW N
COCHRANE RES 43-037-31145 4-25 38S 25E 25 INJW N
COCHRANE RES 43-037-31761 WDW 1 38S 25E 25 INJD N
COCHRANE RES 43-037-30762 3-26 38S 25E 26 INJW N
CROSS CREEK 43-037-16269 SOUTH ISMAY 41S 26E 5 INJD Y
CROSS CREEK 43-037-20117 MAVAJO A #1 41S 26E 5 INJD Y
CROSS CREEK 43-037-20164 NAVAJO A #3 41S 26E 5 INJI Y
ENSERCH EXPL 43-013-31229 FEDERAL 14-3 08S 16E 33 INJW N
ENSERCH EXPL 43-013-31240 FEDERAL 43-3 08S 16E 33 INJW N
ENSERCH EXPL 43-013-31269 FEDERAL 34-3 OSS 16E 33 INJW N
ENSERCH EXPL 43-013-31225 FEDERAL 14-3 08S 16E 34 INJW N
ENSERCH EXPL 43-013-31272 FEDERAL 21-4 09S 16E 4 INJW N
ENSERCH EXPL 43-013-31205 FEDERAL 41-5 09S 16E 5 INJW N
ENSERCH EXPL 43-013-30670 FEDERAL 32-5 09S 16E 5 INJW N
ENSERCH EXPL 43-013-30913 44-SH 09S 17E 5 INJW N
ENSERCH EXPL 43-013-30678 42-8H 09S 17E 8 INJW N
ENSERCH EXPL 43-013-31457 22-8H 09S 17E 8 INJW N
ENSERCH EXPL 43-013-30679 31-8H 09S 17E 8 INJW N
ENSERCH EXPL 43-013-31049 22-9H 09S 17E 9 INJW N
ENSERCH EXPL 43-013-30887 11-9H 09S 17E 9 INJW N
ENSERCH EXPL 43-013-31108 33-9H 09S 17E 9 INJW N
ENSERCH EXPL 43-013-30682 24-9H 09S 17E 9 INJW N
ENSERCH EXPL 43-013-30656 13-9H 09S 17E 9 INJW N
EQUITABLE RE ¼'43-013-31364 FEDERAL 42-6 09S 17E 6 INJW Y
EQUITABLE RE 043-013-31361! FEDERAL 33-6 09S 17E 6 INJW Y
EQUITABLE RE J¾3 013-157796 FEDERAL 1-6 09S 17E 6 INJW Y
EQUITABLE RE OVÏ 013-313621 FEDERAL 11-6 09S 17E 6 INJW Y
EQUITABLE RE of3-013-30919 FEDERAL 22-6 09S 17E 6 INJW Y
EQUITABLE RE Uf3-013-31363' FEDERAL 24-6 09S 17E 6 INJW Y
EQUITABLE RE 043-013-30918 FEDERAL 13-6 09S 17E 6 INJW Y
EQUITABLE RE 143-047-15681 PARIETTE BEN 09S 19E 7 INJD Y
EQUITABLE RE 645-013-30735 FEDERAL 1-33 09S 16E 1 INJW N
EQUITABLE RE »¾32013-30702 FEDERAL 1-13 09S 16E 1 INJW N
EQUITABLE RE of3-013-30701 1-24 09S 16E 1 INJW N
EQUITABLE RE v4)-013-31404 42-1J 09S 16E 1 INJW Y
EQUITABLE RE ~43-013-31415 44-1J 09S 16E 1 INJW Y
EQUITABLE RE Uf34013-31419 34-10J 09S 16E 10 INJW N
EQUITABLE RE Vf3-013-31002 43-11J 09S 16E 11 INJW N
EQUITABLE RE =¾3-013-31369 23-11J 09S 16E 11 INJW N
EQUITABLE RE 243-013-31417 12-11J 09S 16E 11 INJW N
EQUITABLE RE 43-013-31386 32-11J 09S 16E 11 INJW N
EQUITABLE RE (3-013-31374 14-11J 09S 16E 11 INJW N
EQUITABLE RE -43-013-31003 FEDERAL 34-1 09S 16E 11 INJW N
EQUITABLE RE v43-013-31419 32-12J 09S 16E 12 INJW N
EQUITABLE RE vt -013-31411 14-12J 09S 16E 12 INJW N
EQUITABLE RE 43-013-30742 GOVT C&O #4 09S 16E 12 INJW
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INSPECTION FORM 6 STATE OF UTAH
DIVISION OF OIL GAS AND MINING

INJECTION WELL - PRESSURE TEST

Well Name: c/pl ËW ff) 3 /DJ API Number: ý3-oñ~Â/VIA

Qtr/Qtr: U SK Section: /0 Township: ŸJ Range: /6 E

Company Name: A A UC AdB 4-(

Lease: State Fee Federal ¥VVM Indian

Inspector: / M:Á Date: ØÊ- 6 /- 02

Initial Conditions:

Tubing - Rate: Pressure: psi

Casing/Tubing Annulus - Pressure: / () '? O psi

Conditions During Test:

Time (Minutes) Annulus Pressure Tubing Pressure

10 / 0 7a /2/0 a

15 // 74 ..

20 (O'77 " / 7 "

25 // 7ð /'? "

30 / O 70 / / O 1

Resul : Pass/ ail

Conditions After est:

Tubing Pressure: /NË psi

Casing/Tubing Annulus Pressure:
/Ô~ÎÛ

psi

Operator

INSPECTION FORM 6 STATE OF UTAH
DIVISION OF OIL GAS AND MINING
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Qtr/Qtr: U SK Section: /0 Township: ŸJ Range: /6 E

Company Name: A A UC AdB 4-(

Lease: State Fee Federal ¥VVM Indian

Inspector: / M:Á Date: ØÊ- 6 /- 02

Initial Conditions:

Tubing - Rate: Pressure: psi

Casing/Tubing Annulus - Pressure: / () '? O psi

Conditions During Test:

Time (Minutes) Annulus Pressure Tubing Pressure

10 / 0 7a /2/0 a

15 // 74 ..

20 (O'77 " / 7 "

25 // 7ð /'? "

30 / O 70 / / O 1
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Conditions After est:

Tubing Pressure: /NË psi
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/Ô~ÎÛ
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Operator
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Conditions After est:

Tubing Pressure: /NË psi
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/Ô~ÎÛ
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1x)GMFonn5

May 5, 1987

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5 LEASE DES[GNATION AND SERIALNO.

U-017985

I. SUNDRY NOTICES AND REPORTS ON WELLS 6 1FIND1AN.AMOTlEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A

I se "APPLI( TATION FOR PERMIT-" for such proposals.)

7 l'NITAliREEMENTNAME

OIL GAS
WELL WELL OTIIE 1NJli( TOR JONAH

2. NAME OF OPERATOR R FARM OR I.EASE NAME

INLAND PRODUCTION COMPANY MONUMENT FEDERAL 34-10J

3. ADDRESS OF OPERATOR 9 WliLL NO.

Route 3, Box 3630, Myton Utah 84052 MONUMENT FEDERAL 34-10J
(435-646-3721)

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10 FIliLD AND POOI., OR WILIX:AT

See also space 17 below.)

At surface MONUMENT BUTTE

SW/SE 0592 FSL 1979 FEL
ll SEC., T.. R , M., OR BLK. AND

Sl'RVEYORAREA

SWISE Section 10, TO9SR16E

14 API NUMBER 15. ELEVATIONS (Showwhether DF, RT, GR, etc.) 12 (OI NTY ORPARlSH 13 STATE

43-013-31416 5718 GR DUCHESNE UT

16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO: St USFOI liNT RliPORT OF

TFSTWATERSIRrf.OFF Pf l LORALTERt:ASINfi -8 L

FRACTURETREAT NUMWE FRAt:TURETREATMENT ALTERINtiCASIN(i

SilOOTORAt1DIZli ABM mmAM ABAN1X)NMENT*

(UTIIER) (Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all peninentdetails, and give pertinent dates, including estimated date ofstarting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

A MIT was performed on the subject well to fulfill the 5 year requirement. Mr. Dennis Ingram of the
State DOGM was notified of the intent to conduct an MIT on May 30, 2000. On June 1, 2000 the casing

annulus was pressured to 1070 psi and maintained for 30 minutes with no pressure loss. Mr. Ingram was able

to witness and approved the test.

18 I hereby certify that rgoin tru and coiTect

SIGNED ,

' TITLE Production Foreman DATE 6/2/00
Jody I' dc ell

(This space for Federal or State onice use)

APPROVED BY TITLE DATE

CONDITIONSOF APPROVAL 1F ANY:

Accepted by the
Utah Division of ("

*SeelnstructionsO G°aS and Mini
a

Date: O

OIL, GAS
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Sl'RVEYORAREA

SWISE Section 10, TO9SR16E

14 API NUMBER 15. ELEVATIONS (Showwhether DF, RT, GR, etc.) 12 (OI NTY ORPARlSH 13 STATE

43-013-31416 5718 GR DUCHESNE UT

16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO: St USFOI liNT RliPORT OF

TFSTWATERSIRrf.OFF Pf l LORALTERt:ASINfi -8 L

FRACTURETREAT NUMWE FRAt:TURETREATMENT ALTERINtiCASIN(i

SilOOTORAt1DIZli ABM mmAM ABAN1X)NMENT*

(UTIIER) (Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all peninentdetails, and give pertinent dates, including estimated date ofstarting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

A MIT was performed on the subject well to fulfill the 5 year requirement. Mr. Dennis Ingram of the
State DOGM was notified of the intent to conduct an MIT on May 30, 2000. On June 1, 2000 the casing

annulus was pressured to 1070 psi and maintained for 30 minutes with no pressure loss. Mr. Ingram was able

to witness and approved the test.

18 I hereby certify that rgoin tru and coiTect

SIGNED ,

' TITLE Production Foreman DATE 6/2/00
Jody I' dc ell

(This space for Federal or State onice use)

APPROVED BY TITLE DATE

CONDITIONSOF APPROVAL 1F ANY:

Accepted by the
Utah Division of ("

*SeelnstructionsO G°aS and Mini
a

Date: O

OIL, GAS



ILchanical Integrity Test
Casing or Annulus Pressure Test

Inland Production Company
Rt. 3 Box 3630

Myton,UT 84052
435-646-3721

Witness: £M¡$ la gg Dateilll(JO Time 47.¾ a
Test Conducted by:
Others Present:

Well: M.F 39 ilt Field: Ñonwnt.htBgf11.
Well Location: API No: l-O- 13 -3I¾

Ilma Casing Pressure

0 min 7þ psig
5 I() () psig

to / () yp psig
15 { p () psig
20 () psig
25 j() Q psig
30 min / ) O psig
35 psig
40 psig
45 psig
50 psig
55 psig DM N F
60 min psig OIL, CAS p ING

Tubing pressure: ) gg psig

Result: P ss Fail

Signature of Witness:

Signature of Person C nducting
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CorporationsSection E o, Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:

CorporationsSection E o, Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697
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PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
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CorporationsSection E o, Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State
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ARTICLES OF AMENDMENT 10the
TO TU Secretary of3tate ofTexas

ARTICLES OF INCORPORATION
OF 39 02 EN

INLAND PRODUCTION COMPAN Y CorporationsSection

- Pursuant.tothe provisionsof Article 4.04 of the TexasBusinessCorporation Act (the
"TBCA"), the undersigned corporation adopts the following articles of amendment to the articles
of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

"ARTICLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuantto Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,

ARTICLES OF AMENDMENT 10the
TO TU Secretary of3tate ofTexas

ARTICLES OF INCORPORATION
OF 39 02 EN

INLAND PRODUCTION COMPAN Y
CorporationsSection
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UTSI- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

UTU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
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United States Department of the Interior

BUREAU OF LAND MANAGEMENT TAKE PRIGE*
Utah State Office tN EMCA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

ec: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie
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09/20/2004 10:01 303382445d INLAND RESOURCES PAGE 02

STATEOF UTAH UICFORM&DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GASAND MINING

TRANSFER OF AUTHORITYTOINJECT
Well Name and Number API NumberSee Attached List
Location oNeil FleÑor Unit Namo

See Attached ListFootage : County :
Lease Designationand Number44, Geotion,Township,Range: State: UTAH

EFFECTIVEDATEOP TRANSFER: 9/1/2004

CURRENTOÞERATOR

Company: inland ProductionCompany Name: Brian Harris
Address: 1401 17th Street Suite 1000 Signature: O

y Denver styteCo p 80202 ytt¡e: EngineeringTech.
Phone; (303) 893-0102

Date: 9/16/2004
Comments:

NEWOPERATOR

company:NewfieldProduction Company
Name; By Harris

AddreBS: 1401 17th Street Suite 1000 Signature:
yDenver stateCo rip 80202 Title: EngineeringT .

Phone: Date: 9/15/2004
Comments:

7

rrastatouseonly

ApprovalDate

RECEIVED(5/2000)

SEP2 O2004
DNOFOIL,GAS&
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Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: JONAH (GREEN RIVER)

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
MONUMENT FED 31-lJ 01 090S 160E 4301331413 11492 Federal OW P
MONUMENT FED 32-lJ 01 090S 160E 4301331414 11492 Federal OW P
MON FED 44-lJ 01 090S 160E 4301331415 11492 Federal WI A
MON FED 34-10J 10 090S 160E 4301331416 x 11492 Federal WI A
MON FED 12-llJ 11 090S 160E 4301331417 11492 Federal WI A
MONUMENT FED 33-11J 11 090S 160E 4301331451 11492 Federal OW P
MONUMENT FED 24-12J 12 090S 160E 4301331409 11492 Federal OW P
MON FED 12-12J 12 090S 160E 4301331410 11492 Federal WI A
MON FED 14-12J 12 090S 160E 4301331411 11492 Federal WI A
MON FED 32-12J 12 090S 160E 4301331419 11492 Federal WI A
MON FED 42-12J 12 090S 160E 4301331486 11492 Federal WI A
MONUMENT FED 41-12J 12 090S 160E 4301331487 11492 Federal OW P
MON FED 41-14J 14 090S 160E 4301331408 11492 Federal WI A
MON FED 21-14J 14 090S 160E 4301331421 11492 Federal WI A
MONUMENT FED 21-15J 15 090S 160E 4301331422 11492 Federal NA PA
MON FED 31-7J 07 090S 170E 4301331405 11492 Federal WI A
MON FED l l-7J 07 090S 170E 4301331492 11492 Federal WI A
MONUMENT FED 12-7J 07 090S 170E 4301331493 11492 Federal OW P
JONAH 6-7 07 090S 170E 4301331987 11492 Federal WI A
JONAH 7-7 07 090S 170E 4301331988 11492 Federal OW P

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005

4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield_Jonah GR 4_FORM 4B.xis

Division of Oil, Gas and Mining
ROUTING
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Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger
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OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
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4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield_Jonah GR 4_FORM 4B.xis

Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger
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WELL(S)
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Newfield_Jonah GR 4_FORM 4B.xis



6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Jonah GR 4 FORM 4B.xls
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RECEIVED
STATE OF UTAH MAY23 2005

Division of Oil, Gas and Mining
355 West North Temple
3 Triad Center, Suite 350 DIV.OFOIL,GAS&MINING

Salt Lake City, Utah 84180-1203

INJECTION WEEL - PRESSURE TEST

Test Date: 6 /20/A WenOwner/Operator: JUG. o /€ÀË
Disposal Welt Enhanced Recovery Welk . Other

API No.: 43-ol3- Weß Name/Number: Ô
Section: /ð Township: Range:

Initial Conditions:

Tabing - Rate: Ô Pressure: psi

Casingffhbing Annulus - Pressure: /À psi

Conditions During Test:

Time (Minutes) Annulus Pressare Tubing Pressure
0 |1 O /fâO
5

10
15
26
25
30 nW /ipo

Results ait

Conditions After Test:

Tubing Pressure: psi

CasingfTubingAnnulus Pressare: I ÑO pai

REMARKS:

Representative DOGM
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5. LEASE DESIGNATION AND SERIAL NUMBElt

DIVISION OF OIL, GAS AND MINING UTuolygss

6. IF INDIAN. ALLOTTEEOR TRIBENAME:

SUNDRY NOTICES AND REPORTS ON WELLS
a not use this form forproposals to drill new wells, significantly deepenexisting wells belowcurrent bottorn-holedepth, reenter plugged wells, 7. UNITor CA AGREEMENTNAME:

to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. JONAH UNIT

1. TYPE OF WELL:
8. WELL NAME and NUMBER:

OIL WELL GASWELL O OTHER Injection well MONFED 34-10J

2. NAMEOF OPERATOR-
9. API NUMBER

Newfield Production Company
4301331416

3. ADDRESSOF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 ciTY Myton STATE ZIP 84052 435.646.3721 Monuinent Butte

4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 0592 FSL 1979 FEL COUNTY: Duchesne

OTRIOTR.SECTION.TOWNSHIP.RANGE.MERIDIAN: SWISE,10, T9S, R16E sTxrE: Utah

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION SubDate

TYPE OF SUBMISSION TYPE OF ACTION

O AClDIZE O DEEPEN O REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING O FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate datework will CASING REPAIR O NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUSPLANS OPERATORCHANGE O -o a-

O CHANGE TUBING PLUGAND ABANDON O VENT OR FLAIR

SUBSEQUENT REPORT CHANGE WELL NAME O PLUGBACK WATERDISPOSAL

(SubmitOriginalForm Only) O CHANGE WELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: - 5 Year MIT

05/20/2005 0 CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates,depths, volumes, etc.

On 5-18-05 Dave Hackford with the State of Utah DOGM was contacated concerning the MIT on the above listed well. Permission

was given at that timeto perform the test on 520-05. On 5-20-05 the esg was pressured up to 1260 psig and charted for 30 minutes

with no pressure loss. The well was injecting during the test. The tbg pressure was 1900 psig during the test. There was a State

representative available to witness the test Dave Hackford. API# 43-013-31416.

Acceptedby the

Utah
Divisionof

Oil, Gas and Mining

II

(This space for State use only)

RECEIVED
MM'25 2005

D Q Q¡L'66 &
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hechanical integrity Test
Casing or Annulus Pressure Test

inland Production Cornpany
Rt. 3 Box 3630

Myton, UT 34052
435-646-3721

Witness: DavÀBag ) Date gi_aoi og Time Ja:e am
Test Conducted by: mÀeub6erO
Others Present:

Well: Moni Raml 11-1 -9-I Field: Tag eyg. y 4
Well Location:Sta/sé,see jo.ygg.g¡¡,g API No: i

43-013- 31416

Time Casing Pressure

0 min g(,() psig
5 g( psig

10 gi psig
15 ge psig
20 g( psig
25 ¡gy, psig
30 min psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: psig

Result: all

Signature of Witness:

Signature of Person Conducting Test:
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATIONAND SERIALNUMBER:DIVISION OF OIL, GAS AND MINING UTu-o17985

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME:Do not use this fonn for proposals to drill new wells, significantly deepen existing wells below currentbottom-holedeptli, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL fonn for such proposals. GMBU

L TYPE OF WELL: 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER MON FED 34-10J

2 NAMEOFOPERATOR: 9. APINUMBER:

NEWFIELD PRODUCTION COMPANY 4301331416
3 ADDRESS OF OPERATOR:

PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 erry Myton STATE UT ziP 84052 435.646.3721 GREATER MB UNIT

4 LOCATIONOF WELL:

FOOTAGES AT SURFACE: 592 FSL 1979 FEL COUNTY: DUCHESNE

OTRIOTR. SECTION. TOWNSHIP. RANGE. MERIDIAN: SWSE, 10, T9S, R16E STATE: UT

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING O FRACTURE TREAT SIDETRACK TO REPAIRWELL

Approximate date work will CASINGREPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGETO PREVIOUSPLANS OPERATOR CHANGE TUBING REPAIR

O CHANGETUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGEWELLNAME PLUGBACK WATERDISPOSAL
(SubmitOriginal Form Only)

CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
Date of Work Completion:

O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - Five Year MIT

04/21/20 10 CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
On 04/19/2010 Dennis Ingram with the State of Utah DOGM was contacted concerning the 5 Year MITon the above listed well.
Permission was given at that time to perform the test on 04/19/2010. On 04/21/2010 the casing was pressured up to 1290 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test . The tubingpressure was 1890 psig duringthe test. There was not a State representative available to witness the test.

API# 43-013-31416

NAME (PLEASE PRINT) Lucy Chavez-Naupoto
TITLE Administrative Assistant

SIGNATURE DATE 04/23/2010

(This space for State use only)

RECEIVED
APR27 2010

DIV.OFOlLGAS&

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATIONAND SERIALNUMBER:DIVISION OF OIL, GAS AND MINING UTu-o17985
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2 NAMEOFOPERATOR: 9. APINUMBER:

NEWFIELD PRODUCTION COMPANY 4301331416
3 ADDRESS OF OPERATOR:

PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 erry Myton STATE UT ziP 84052 435.646.3721 GREATER MB UNIT

4 LOCATIONOF WELL:

FOOTAGES AT SURFACE: 592 FSL 1979 FEL COUNTY: DUCHESNE

OTRIOTR. SECTION. TOWNSHIP. RANGE. MERIDIAN: SWSE, 10, T9S, R16E STATE: UT

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING O FRACTURE TREAT SIDETRACK TO REPAIRWELL

Approximate date work will CASINGREPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGETO PREVIOUSPLANS OPERATOR CHANGE TUBING REPAIR

O CHANGETUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGEWELLNAME PLUGBACK WATERDISPOSAL
(SubmitOriginal Form Only)

CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
Date of Work Completion:

O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - Five Year MIT

04/21/20 10 CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
On 04/19/2010 Dennis Ingram with the State of Utah DOGM was contacted concerning the 5 Year MITon the above listed well.
Permission was given at that time to perform the test on 04/19/2010. On 04/21/2010 the casing was pressured up to 1290 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test . The tubingpressure was 1890 psig duringthe test. There was not a State representative available to witness the test.

API# 43-013-31416

NAME (PLEASE PRINT) Lucy Chavez-Naupoto
TITLE Administrative Assistant

SIGNATURE DATE 04/23/2010

(This space for State use only)

RECEIVED
APR27 2010

DIV.OFOlLGAS&

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATIONAND SERIALNUMBER:DIVISION OF OIL, GAS AND MINING UTu-o17985

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME:Do not use this fonn for proposals to drill new wells, significantly deepen existing wells below currentbottom-holedeptli, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL fonn for such proposals. GMBU

L TYPE OF WELL: 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER MON FED 34-10J

2 NAMEOFOPERATOR: 9. APINUMBER:

NEWFIELD PRODUCTION COMPANY 4301331416
3 ADDRESS OF OPERATOR:

PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 erry Myton STATE UT ziP 84052 435.646.3721 GREATER MB UNIT

4 LOCATIONOF WELL:

FOOTAGES AT SURFACE: 592 FSL 1979 FEL COUNTY: DUCHESNE

OTRIOTR. SECTION. TOWNSHIP. RANGE. MERIDIAN: SWSE, 10, T9S, R16E STATE: UT

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING O FRACTURE TREAT SIDETRACK TO REPAIRWELL

Approximate date work will CASINGREPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGETO PREVIOUSPLANS OPERATOR CHANGE TUBING REPAIR

O CHANGETUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGEWELLNAME PLUGBACK WATERDISPOSAL
(SubmitOriginal Form Only)

CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF
Date of Work Completion:

O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - Five Year MIT

04/21/20 10 CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
On 04/19/2010 Dennis Ingram with the State of Utah DOGM was contacted concerning the 5 Year MITon the above listed well.
Permission was given at that time to perform the test on 04/19/2010. On 04/21/2010 the casing was pressured up to 1290 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test . The tubingpressure was 1890 psig duringthe test. There was not a State representative available to witness the test.

API# 43-013-31416

NAME (PLEASE PRINT) Lucy Chavez-Naupoto
TITLE Administrative Assistant

SIGNATURE DATE 04/23/2010

(This space for State use only)

RECEIVED
APR27 2010

DIV.OFOlLGAS&



Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Dategigige Time f m
Test Conducted by: ¿' ty/
Others Present:

'

Well: moseg 3 f-laJ-1-/t, Field: /%-m/ &//e

Well Location: /sc 5¿ .lo,Tfs, fu API No: f3 d/3- IN//,

Ti_me Casinq Pressure

0 min 124Û psig
5 /2 ÿo psig

10 / 2 1 psig
15 /2 go psig
20 /2 †C> psig
25 /27C> psig
30 min /2 Ýb psig
35 psig
40 psig
45 psig

50 psig
55 psig
60 min psig

Tubing pressure: psig

Result: Fail

Signature of Witness:
Signature of Person Conducting

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Dategigige Time f m
Test Conducted by: ¿' ty/
Others Present:

'

Well: moseg 3 f-laJ-1-/t, Field: /%-m/ &//e

Well Location: /sc 5¿ .lo,Tfs, fu API No: f3 d/3- IN//,

Ti_me Casinq Pressure

0 min 124Û psig
5 /2 ÿo psig

10 / 2 1 psig
15 /2 go psig
20 /2 †C> psig
25 /27C> psig
30 min /2 Ýb psig
35 psig
40 psig
45 psig

50 psig
55 psig
60 min psig

Tubing pressure: psig

Result: Fail

Signature of Witness:
Signature of Person Conducting

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Dategigige Time f m
Test Conducted by: ¿' ty/
Others Present:

'

Well: moseg 3 f-laJ-1-/t, Field: /%-m/ &//e

Well Location: /sc 5¿ .lo,Tfs, fu API No: f3 d/3- IN//,

Ti_me Casinq Pressure

0 min 124Û psig
5 /2 ÿo psig

10 / 2 1 psig
15 /2 go psig
20 /2 †C> psig
25 /27C> psig
30 min /2 Ýb psig
35 psig
40 psig
45 psig

50 psig
55 psig
60 min psig

Tubing pressure: psig

Result: Fail

Signature of Witness:
Signature of Person Conducting



Status=0Status=0Status=0



RECEIVED: Mar. 23, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-017985 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MON FED 34-10J 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0592 FSL 1979 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWSE Section: 10 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

3 /19 /2015

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 03/16/2015 Richard Powell with the State of Utah DOGM was
contacted concerning the 5 Year MIT on the above listed well. On

03/19/2015 the casing was pressured up to 1192 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1483 psig during the test. There was a

State representative available to witness the test - Mark Jones.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 3 /23 /2015

March 24, 2015

Sundry Number: 61716 API Well Number: 43013314160000Sundry Number: 61716 API Well Number: 43013314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-017985

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 34-10J

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0592 FSL 1979 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSE Section: 10 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

3/19/2015
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 03/16/2015 Richard Powell with the State of Utah DOGM was Accepted by the
contacted concerning the 5 Year MIT on the above listed well. On Utah Division of

03/19/2015 the casing was pressured up to 1192 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the FOR RECORD ONLY
test. The tubing pressure was 1483 psig during the test. There was a March 24, 2015

State representative available to witness the test - Mark Jones.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 3/23/2015

RECEIVED: Mar. 23,

Sundry Number: 61716 API Well Number: 43013314160000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-017985

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 34-10J

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013314160000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0592 FSL 1979 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWSE Section: 10 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

3/19/2015
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 03/16/2015 Richard Powell with the State of Utah DOGM was Accepted by the
contacted concerning the 5 Year MIT on the above listed well. On Utah Division of

03/19/2015 the casing was pressured up to 1192 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the FOR RECORD ONLY
test. The tubing pressure was 1483 psig during the test. There was a March 24, 2015

State representative available to witness the test - Mark Jones.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 3/23/2015

RECEIVED: Mar. 23,



RECEIVED: Mar. 23, 2015

Sundry Number: 61716 API Well Number: 43013314160000Sundry Number: 61716 API Well Number: 43013314160000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Me et See Date gi ji g Time (2' 45 am
Test Conducted by:
Others Present:

Well: Ty\onomeä Petwed 3 lo & 9-/gField: downe,.d efrág

Well Location: API No:
800/3 é see,io, T45 & 6 43-¤l3-3/4/L

¶rge Casinq Pressure

0 min I ( SL Ÿ psig
5 l \ ¶¶ , 6 psig e>w -

10 \ 09 \ . 7 _
ps

15 1\41. e psig
20 i OL 6 psig
25 I \ 27 . ( psig
30 min t \ 9 2- . 6 psig
35 i t A \ , 6 psig
40 i 1A2 , L psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: ) M psig

Result: Fail

Signature of Witness:

Signature of Person Conducting

Sundry Number: 61716 API Well Number: 43013314160000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Me et See Date gi ji g Time (2' 45 am
Test Conducted by:
Others Present:

Well: Ty\onomeä Petwed 3 lo & 9-/gField: downe,.d efrág

Well Location: API No:
800/3 é see,io, T45 & 6 43-¤l3-3/4/L

¶rge Casinq Pressure

0 min I ( SL Ÿ psig
5 l \ ¶¶ , 6 psig e>w -

10 \ 09 \ . 7 _
ps

15 1\41. e psig
20 i OL 6 psig
25 I \ 27 . ( psig
30 min t \ 9 2- . 6 psig
35 i t A \ , 6 psig
40 i 1A2 , L psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: ) M psig

Result: Fail

Signature of Witness:

Signature of Person Conducting



RECEIVED: Mar. 23, 2015

Sundry Number: 61716 API Well Number: 43013314160000
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Spud Dale: I 12,94 
I'ul lID Produclion: 2 15 '14 
I'ul on Inj''l:lion: II ()<j 1)4 

Gl: 5710' KI3: 5726' 

SURfaCE CASING 
l'SO SIZI:: 8-S 'S" 

GRADE: J·SS 

WHGIlT: ~~. 

I.I!NGTII: 7 jts. (:!lI6.S7') 

DEPTH LANDED: ~74" 

HOL~ SIZE: I~·I 4" 

Monument Fed. 34-10J-9-16 

Injl.'l:lion 
Wcllbore Diagram 

FRACJOB 

1 07 '94 4700'·4711' 

CEMENT DATA: 1 SO us CI.tss "G" en. S bbl ttl surface. 

PRODUCTION CASING 
CSCl SIZE: 5-1 ~ .. 

GRADE: K-SS 

WEIGHT: ISS-

LENGTH: I ~ I its, ISS~!,O,n 

DEPTH LANDED: Sg3~.04' 

IIOI.E SIZE: 7-7 S" 

(·EME)I.'T DATA: liOns HiliO .. ~~",CJa .. "G". 

CI:MI!NT TOP AT: Z7.")'.,.. ... ( 'Ill. 

TUBING 

SIZE GR,\DF. wr.: ~_7 8" J-S5 6S

NO, OF JOINTS: 1-16 its. (-1616061' KRI 

SEATING NIPPLE: 1-7 S" , 1.10' , 

SN I.ANDED AT: ~616' KB 

TUBING PACKER: -I6t8' KB 

'STRING LENGTH: EOT '" -1/,15 ' KB 

~onument Butte Fed. 34-18J-9..16 
592' FSI. & 1979' FEL 

SWSE Sl.'I:tioo 1O-T9S-RI6E 
Duchl'Snc Co, Utah 

API #43-013-31416; Ll'3sc#LJ-1071)1l~ 

11119101 

"'ZI-IO 

4700'.17I I' D-I Ids 

486S'-4sn' (" sds 

SO 15'-50 19" B-2 sds 

EOT ~I -l6:!S' 
PBTU ", 57117' 
Tlhl5850' 

Initial Production: 43 BOPD, 
172 MCFD, 07 BWPD 

.. rae ane as itlllwl: 
31,000# 16 30 SOlId in .1 II hbIs &a.: O.K!. 
Treatcd ljl.· ""g press of 1500 psi " . " 'g 
rat.tlf!Q.~ 8PM. ISIP!600 psi. Cal<. 
Hush: 4S65 sal A<tuoIHush: I~~ S ... 

Scn:encdtllll, 

frae aM as IoIIws: 
~5,nQo 16'30SOIId in41Hbis he fluid. 
T,calcd i(i: a>'S pressof:!500 psi W'I\', 

nteof~ 8PM. ISIP:!OOO psi. Calc. 
llush: 4700 gal, ActuaIIIush: -1698 aa1. 

1 ...... 5U ...... Io .. Updaled tubilltl 
detail. 

n'RMTT 

PERFORATION RECORD 

I ~8Q4 SOIS'-SOI9' 2SPI' 08 holes 
I 2S9~ 4865'-1871' I SPF 07 holes 

203 Q4 4700'-1711' 2SPf ~:! holes 

Spud Date: I 12 94 Monument Fed. 34-10J-9-16
Put on Pnxiuction: 2 I 5 94
Put on hijection: 1I 09 94 Initial Pmduction:43 BOPD,

GL: 5716' KB:5726- Injection 172 MCFD, 07 BWPD
WellboreDiagmm

SURFACE CASING FRAC JOB
CSG SIZE: 5-5 8" 1 31 94 4865'-5019' Frac someas felisws:

GRADE:J-SS 32,0004 16 30 sand in 3I1hbis frac iluid.
Casing Shoe a 274' Treatedy avg press of 2500 psi w aug

WEIGIIT: 24* rateof29.6 BPM.ISIP 2600 psi. Calc.
1.ENGTH:7 jts (266.8T) Ilmh: 4865 gal. Actualflusk 1408gaL

DEPTHLANDED;274. Screenedout.

HOLESIZF:12-I 4.. 2 OT94 4700'-47 I l ' Frac zone as foRows:
35,720* 16 30sand in 414 bbis frac fluid.

CEMENTDATA: 150 sxs Class '11" cmi. 5 bbl. to surface Treatedw avg pressof 2500 psiw avg
rateof 25 BPM. ISIP 2000 psi. Cak.

CementTopo 2730' flusk 4700 gal, Actual flush:4698 gal.

IW29/08 ZoneStimuistion.Updatedtubing
detaiL

4-21-10 5 YR AHT
PRODUCTION CASING
CSG SIZE: 5-1 *"

GRADE: K-55

WEIGliT: 15.5¤

LENGTH: 131 jts. ($332.04')
DEVfH LANDED:5832.04'
HOLE SIZE: 7-7 8"

CEMENT DATA: I10 sxs Hililt + 200 xxsClass"G"

CEMENT TOPAT:2730'per081.

TUBING
SIZE GRADE WT.: 2-7 8" J-55 6 5e

NO. OF JOINTS: 146jts. (4616.62' KB)
SEATINGNIPPLE.2-78"(i.10')

SN i.ANDEDAT: 4616' KB

TUBINGPACKER:4618' KB

STRINGLENGTH:EOT w 4625' KB

PERFORATION RECORD

1 23 94 5015'-5019' 2 SPF 08 holes
! 28 94 4865'-4872' I SPF 07 holes
20394 4700'-4711° 1SPF 22hoics

4700 -4711 D-I sds

4865 -1872 C sds

5015'-5019 B-2 sds

- SNw 4616'
NEWFIELD ,

TD w 5850'
Monument Butte Fed.34-10J-9-16

592' FSL & 1979' FEL
SWSE Section 10-T9S-RI6E

Duchesne Co, Utah
API #43-013-31416; Lease #U-107985

I.(N7-if
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